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PREFACE 

This  volume  has  been  prepared  primarily  for  the  use  of  students 
in  the  Departments  of  Engineering  in  the  Massachusetts  Insti- 
tute of  Technology  and  is  intended  to  cover  the  fundamentals  of 
the  subject,  in  so  far  as  they  may  be  required  in  subsequent  work 
in  structural  and  machine  design  and  in  the  ordinary  problems  of 
engineering  practice. 

As  preparation  a  student  should  have  a  knowledge  of  Differ- 
ential and  Integral  Calculus,  the  principles  of  Statics  and  Dy- 
namics and  the  methods  of  determining  Centers  of  Gravity  and 
Moments  of  Inertia  of  areas  and  solids. 

Considerable  attention  has  been  given  to  the  logical  develop- 
ment of  the  subject  and  care  has  been  taken  to  point  out  the 
limitations  of  the  different  theories;  emphasis  being  laid  on  the 
divergence  of  the  conditions  met  in  practice  from  the  ideal  con- 
ditions, under  which  the  theoretical  formulas  are  deduced,  and 
on  modifications  necessary,  or  advisable,  when  the  formulas  are 
used  under  ordinary  working  conditions. 

The  methods  of  the  Calculus  have  been  employed  throughout 
the  text,  when  these  furnish  the  most  direct  method  of  analysis, 
and  in  the  more  difficult  parts  of  the  subject  the  derivation  of 
equations  has  been  given  in  detail,  for  the  benefit  of  the  student 
who  may  understand  the  principles  employed  but  may  not  have 
acquired  facility  in  the  solution  of  the  differential  equations  in- 
volved. 

Graphical  methods  of  solution  and,  particularly,  graphical 
representations  of  results,  such  as  diagrams  of  load  intenmties, 
shearing  forces,  bending  moments,  normal  and  shearing  stresses, 
have  been  freely  employed.  A  considerable  nimiber  of  problems, 
involving  the  application  of  each  of  the  theories  discussed,  have 
been  included  in  the  text  and  solutions  havQ  been  given  in  detail 
wherever  it  has  appeared  that  these  would  be  an  aid  to  a  clear 
understanding  of  the  subject. 
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CHAPTER  I. 

PHYSICAL  PROPERTIES  OF  MATERIALS. 

1.  Strength  of  Materials.  —  The  subject  entitled  Strength  of 
Materials  ordinarily  includes  the  study  of  the  strength  and  sta- 
bility, the  distribution  of  the  internal  forces  and  the  deformations 
in  the  different  parts  of  machines  and  structures. 

The  larger  part  of  the  underlying  theory  is  based  on  the  prin- 
ciples of  Statics  and  certain  laws,  governing  the  elasticity  of 
materials,  which  are  determined  by  experiment.  Where  these  are 
insufficient  to  provide  a  solution  of  a  problem,  purely  empirical 
formulas,  based  on  the  results  of  experiments  or  the  experience  of 
practice,  are  used. 

The  subject  may,  therefore,  be  considered  as  comprising  two 
parts:  the  mathematical,  based  on  the  principles  of  Statics  as 
appUed  to  rigid  bodies;  and  the  experimental,  by  which  the  laws 
governing  the  deformation  of  elastic  bodies  and  the  strength  of 
different  materials  are  determined.  The  elasticity  .and  the 
strength  of  different  materials  vary  to  a  wide  extent  and  in  many 
cases,  particularly  the  different  metals,  these  properties  are  very 
considerably  affected  by  external  conditions  and  by  treatment  in 
the  process  of  manufacture.  Hence  it  will  be  found  that  the 
mathematical  and  experimental  parts  of  the  subject  are  practically 
inseparable  and  that,  in  applying  the  formulas  deduced  by  the 
theory,  different  constants  must  be  obtained  to  suit  each  particular 
case  as  it  arises.  This  makes  practically  all  the  derived  formulas 
semi-empirical  at  least,  and  in  the  choice  of  the  different  constants 
required,  the  judgment  and  experience  of  the  engineer  must  play  an 

important  part. 
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2  APPUED  MECHANICS 

The  larger  part  of  this  volume  will  necessarily  deal  with  the 
theoretical  side  of  the  subject  and  we  shall  be  obliged  to  restrict 
the  illustrations  of  its  application  to  a  few  of  the  more  common 
materials  which  are  used  in  engineering  work.  In  order  to  obtain 
a  thorough  facility  in  the  practical  application  of  the  formulas 
which  are  to  be  deduced,  a  comprehensive  knowledge  of  the  physi- 
cal properties  of  materials  is  required.  Within  the  limits  of  this 
volmne,  however,  it  will  be  necessary  to  confine  ourselves  to  the 
definitions  of  those  properties  and  the  discussion  of  the  methods 
of  applying  the  experimental  data  obtained  from  the  tests  of  a  few 
materials,  which  may  be  taken  as  representative  of- the  methods  to 
be  followed  in  further  appUcations  of  the  principles  of  the  subject. 

2.  Properties  of  Materials.  —  Whenever  a  body  of  any  ma- 
terial is  subjected  to  the  action  of  external  forces,  a  certain  amount 
of  deformation  occurs.  This  deformation  may  be  permanent  or, 
if  the  external  forces  are  removed,  the  body  may  return  partly,  or 
wholly,  to  its  original  shape  and  dimensions. 

Elasticity,  —  The  material  is  said  to  be  perfectly  elastic  if  the 
deformation  produced  by  a  system  of  forces  acting  upon  the  body 
entirely  disappears  when  the  forces  are  removed. 

Plasticity.  —  The  material  is  said  to  be  perfectly  plastic  if  the 
entire  deformation  produced  by  a  system  of  forces  acting  upon  the 
body  remains  when  the  forces  are  removed. 

Ductility,  —  A  material  is  said  to  be  ductile  when  it  can  be 
drawn  out  by  tension,  as  in  the  process  of  drawing  wire. 

Malleability,  —  A  material  is  said  to  be  malleable  when  it  can 
be  flattened  out  imder  compression,  as  in  the  process  of  rolling 
plates.  This  property  is  similar  to  ductility,  but  different  materials 
do  not  possess  the  two  properties  to  the  same  degree.  Both 
properties  are  evidently  forms  of  plasticity. 

Brittleness,  —  A  material  is  brittle  when  it  lacks  toughness  and 
tenacity.  Such  a  material  breaks  easily  under  a  sudden  shock  or 
blow. 

Hardness,  — This  term  is  used  in  two  senses:  first  to  denote 
resistance  to  abrasion  and  second  to  denote  resistance  to  indenta- 
tion. The  two  kinds  of  hardness  are  more  or  less  related,  but  do 
not  differ  in  the  same  degree  for  all  materials. 

As  a  matter  of  fact,  no  soUd  material  is  thoroughly  plastic,  that 
is,  absolutely  devoid  of  elasticity,  and  no  solid  material  is  perfectly 
elastic,  but  the  materials  ordinarily  used  in  engineering  construe- 
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tion,  such  as  iron,  steel,  wood,  stone  and  concrete,  within  certain 
limits,  possess  the  latter  property  to  a  very  marked  degree.  When 
the  recovery  of  form  of  a  body  which  has  been  subjected  to  stress 
is  only  partial  we  say  that  the  recovery  is  due  to  the  elasticity 
which  the  material  possesses  and  that  the  permanent  deformation 
after  the  stress  is  removed  is  due  to  its  plasticity.  In  the  case  of 
the  materials  mentioned  above,  however,  unless  the  forces  to 
which  they  are  subjected  exceed  certain  limits,  the  plasticity  is  so 
small  that  it  is  negUgible  and  the  materials  may  be  considered  to 
be  perfectly  elastic. 

The  amount  of  ductiUty  and  malleability  and  the  degree  of 
hardness  and  brittleness  possessed  by  certain  materials,  the  metals 
in  particular,  will  be  found  to  be  affected  to  a  very  considerable 
extent  by  the  treatment  which  they  receive  in  the  process  of 
manufacture. 

3.  Stress.  —  We  have  defined  stress  (Vol.  I,  Art.  77)  as  the  force 
exerted  at  a  section  between  two  contiguous  bodies  or  two  parts 
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of  the  same  body,  the  section  in  most  cases  being  taken  as  a 
plane.  A  stress  may  be  simple  or  complex.  The  simple  stresses 
are:  (a)  tension,  such  as  the  stress  on  the  right  cross  section 
mn  (Fig.  1),  of  a  straight  rod  subjected  to  a  pull  along  its  axis; 


>l 


(b)  compression,  such  as  the  stress  on  the  right  cross  section  mn 
(Fig.  2)  of  a  straight  bar  subjected  to  pressure  along  its  axis; 

(c)  shear,  such  as  the  stress  on  the  section  mn  (Fig.  3)  of  a  rivet 
joining  two  plates,  which  are  subjected  to  a  pull  P,  as  shown. 
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Tension  and  compression  stresses  are  sometimes  called  normal  or 
direct  stresses. 

A  complex  stress,  or  oblique  stress,  is  the  resultant  of  a  normal 
and  a  shear  stress  and  can  always  be  analysed  by  resolving  into 
the  simple  stresses  which  are  its  components.    (Vol.  I,  Art.  78.) 


Fig.  3. 


A  stress  may  be  uniformj  or  it  may  be  varying.  The  intensity 
of  stress,  or  stress  intensity,  in  the  case  of  a  uniform  stress  is  the 
stress  exerted  on  a  unit  of  area;  and  hence  it  will  be  equal  to 

P 

T 

where  P  is  the  stress  on  the  area  A.  In  the  ca:i3e  of  a  varying 
stress,  the  stress  intensity  at  any  point  is  the  quotient  obtained 
by  dividing  the  stress  on  a  very  small  area  at  the  point  by  the  area, 
which  at  the  limit  is  evidently  equal  to 

dP 
dA 

Units  of  Stress. — The  imits  in  which  stresses  are  measured  are 
the  imits  of  force:  the  pound,  the  ton,  etc.  The  imits  in  which 
intensities  of  stress  are  measured,  or  the  unit  stresses,  as  they  are 
frequently  called,  are  the  lb.  per.  sq.  in.,  the  ton  per  sq.  ft.,  etc. 

Hereafter  tensile  and  compressive  stress  intensities  may  be 
denoted  by  the  symbols  pt  and  pc,  respectively,  or  simply  by  the 
letter  p,  and  a  shearing  stress  intensity  will  be  denoted  by  the 
letter  s. 

In  emphasizing  the  distinction  between  stress  and  intensity  of 
stress  it  frequently  adds  to  clearness  to  denote  the  former  by  the 
term  toted  stress,  although,  if  we  adhere  to  the  exact  definition  of 
the  term  stress  as  heretofore  given,  the  use  of  the  word  total  is 
unnecessary.  It  is  also  frequently  true  that  a  considerable  repeti- 
tion of  terms  b  required  if  the  term  stress  intensity,  or  unit  stress,  is 


STRAIN  5 

used  in  every  case  where  a  strict  rendering  requires  it.  In  such 
cases  the  term  stress,  simply,  is  used  to  denote  intensity  of  stress, 
the  context  making  it  clear  that  the  unit  stress  rather  than  the  total 
stress  is  meant.  The  student  should  always  note,  wherever  the 
term  stress  is  used,  whether  the  total  stress  or  the  stress  intensity 
is  meant. 

4.  Strain.  —  When  a  body  is  subjected  to  the  action  of  forces 
it  undergoes  a  certain  amount  of  deformation.  In  general,  any 
two  points  in  the  body  undergo  a  relative  displacement  when  the 
deformation  takes  place.  The  displacement  may  be  such  that: 
(a)  The  line  joining  the  two  points  changes  in  length  only,  its 
direction  remaining  the  same;  (b)  the  line  changes  in  direction 
only,  its  length  remaining  the  same;  (c)  the  line  changes  in  both 
length  and  direction.  If  0  and  A  are  two  points  a  small  distance 
apart  and  AOA  represents  the  change  in  the  distance  between 

them  during  the  displacement,  the  limit  of  the  ratio   ^  .    as  OA 

approaches  zero  is  the  strain  in  the  direction  OA.  In  a  few  com- 
mon cases  where  bodies  are  subjected  to  simple  stresses  it  b  very 
easy  to  define  and  measure  the  strains  produced,  but  in  cases 
where  the  stresses  are  complex  the  analysis  of  the  strain  becomes 
more  complicated. 

Tensile  Strain,  — A  bar  of  uniform  section  and  material  which  is 
subjected  to  a  uniform  tensile  stress  P  (Fig.  1)  may  be  taken  as  an 
illustration  of  a  case  in  which  the  strain  can  be  easily  determined. 
All  lines  within  the  bar  which  are  parallel  to  its  axis  will  undergo  a 
change  in  length,  the  increase  in  the  length  of  each  line  being 
proportional  to  its  length  in  the  unstrained  state. 

If  Z  is  the  distance  between  any  two  points  on  the  axis  of  the  bar 
before  the  stress  is  applied,  this  distance  will  be  increased  by  a 
small  amount  a,  when  the  bar  is  under  stress.  The  ratio  obtained 
by  dividing  the  increase  a  by  the  original  length  I  is  called  the 
tensile  strain  in  the  bar.  We  shall  denote  this  strain  by  the  symbol 
et;  hence 

et  =  Y (1) 

Since  the  ratio  y  is  the  same,  whatever  the  original  distance  be- 
tween the  points,  the  strain  is  uniform  throughout  the  length  of  the 
bar.    If  the  bar  were  not  of  uniform  section  and  material,  the 
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strain  would  vary  from  point  to  point  and  the  value  of  e«  at  any 
point  would  evidently  be  represented  by  the  expression 

«'  =  ar ^2) 

Compressive  Strain.  —  If  a  bar  of  uniform  section  and  material 
is  subjected  to  a  uniform  compressive  stress  under  a  load  P,  applied 
along  the  axis  (Fig.  2),  the  distance  I,  between  two  points  on  the 

axis,  will  decrease  by  an  amount  c.    In  this  case  the  ratio  j  is 

called  the  compressive  strain  in  the  bar.  As  in  the  case  of  tension 
this  ratio  is  the  same  whatever  the  distance  I  may  be  and  the 
strain  is  uniform.    We  will  denote  this  strain  by  the  symbol 

e.  =  f (3) 

For  a  bar  of  non^-uniform  section  or  material  the  expression  for 
the  strain  at  any  point  would  evidently  be 

«-a ■  •  w 

Units  of  Strain, — It  should  be  noted  that  tensile  and  compressive 
strains  are  ratios  of  the  change  in  length  of  a  line  joining  two  points 
to  its  original  length  and  hence  the  units  in  which  the  quanti- 
ties are  expressed  are  numbers  only.  When  a  bar  is  subjected  to 
a  uniform  tensile,  or  a  uniform  compressive,  stress,  it  is  obvious  that 
the  strain  produced  is  numerically  equal  to  the  extension,  or  con- 
traction, per  imit  of  length;  but  the  magnitude  of  the  strain  b 
expressed  in  nimibers  and  not  in  linear  units. 

Hereafter  we  shall  frequently  use  the  letter  6,  simply,  to  denote 
either  a  tensile  or  a  compressive  strain,  the  sign  of  c,  where  neces- 
sary, being  taken  plus  for  tension  and  minus  for  compression. 

In  both  of  (he  preceding  cases  the  strains  along  the  axis  of  the  bar 
are  accompanied  by  lateral  strains  in  directions  ai  right  angles  to  the 
axis,  the  tensile' stress  prodiunng  a  .contraction  and  the  compressive 
stress  an  extension  in  that  direction.  A  discussion  of  the  relations 
between  these  strains  will  follow  later.     (Art.  5.) 

Simple  Extension.  —  Both  tensile  and  compressive  strains  may 
be  designated  by  the  term  extension^  the  extension  being  positive 
in  the  case  of  a  tensile  strain  and  negative  in  the  case  of  a  com- 
pressive strain.    In  either  of  the  cases  represented  by  Figs.  (1 
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and  2)  the  lateral  strains  accompanying  the  strain  in  the  direc- 
tion of  the  axis  of  the  bar  could  be  prevented  by  the  application 
of  forces  at  right  angles  to  the  axis  uniformly  distributed  over 
the  surface  of  the  bar.  If  this  were  done  the  resulting  strain  in  the 
direction  of  the  axis  would  be  known  as  a  simple  extension. 

Shearing  Strain.  —  We  shall  not  be  able  to  give  a  simple  prac- 
tical illustration  of  this  case,  as  a  deformation  of  this  kind  nearly 
alwa3rs  occurs  either  in  combination  with  an  elongation  or  a  con- 
traction, or  in  cases  where  the  amount  of  the  distortion  varies 
from  point  to  point  through  the  body  under  strain.  The  following 
may  be  given,  however,  as  an  hypothetical  illustration. 

Suppose  the  opposite  faces  of  a  rectangular  prism  (Fig.  4)  to  be 
subjected  to  the  equal  and  opposite  uniform  shearing  stresses  P 
parallel  to  the  face  mnop.  Under  the  action  of  these  stresses  the 
prism  will  tend  to  distort  into  the  shape  mnoipi.  ' 


P 


Fig.  4. 

Other  forces  acting  on  the  prism  will  be  required  to  maintain 
equilibrium,  but  with  these  we  need  not  be  concerned.  All  points 
along  the  line  po  will  be  displaced  the  same  amount  along  that  line, 
and  any  line  a6,  parallel  to  mp,  will  be  displaced  to  the  position 
oil,  parallel  to  mpi. 

A  distortion  such  as  this  is  known  as  a  simple  shear.  It  may  be 
considered  to  be  the  result  of  the  sliding  of  elementary  layers 
parallel  to  the  faces  mn  and  op  under  the  action  of  the  shearing 
forces  P. 

Units  of  Strain.  —  The  change  in  inclinaiion  y  of  the  perpendicidar 
ab,  expressed  in  radians^  will  be  the  numerical  measure  of  the  strain, 
and,  since  this  is  always  small,  the  value  of  y  may  be  expressed  as 

u 


y  = 


I 


(5) 


8  APPLIED  MECHANICS 

The  prism  mnop  may  be  considered  to  be  a  portion  of  a  body 
distorted  in  simple  shear,  and,  if  all  portions  are  distorted  the  same 
amount,  the  shear  may  be  said  to  be  uniform.  If  the  amomit  of 
the  shear  in  different  portions  of  the  body  varies,  the  value  of  y 
will  evidently  be  given  by  the  expression 

-^^dz (6> 

The  foregoing  description  of  a  simple  shear  affords  a  definition 
of  an  elementary  type  of  shearing  strain.  It  should  be  noted  that 
the  volume  of  the  prism  is  unchanged  by  the  shear  and  that  the 
shear  is  measured  by  the  change  in  inclination  of  two  lines  origi- 
nally at  right  angles. 

6.  Change  of  Volume  under  Stress.  —  As  stated  in  Art.  (4), 
a  tensile  strain  is  accompanied  by  contraction  and  a  compressive 
strain  by  extension  in  all  directions  at  right  angles. 

For  example,  a  bar  of  elastic  material,  subjected  to  a  uniform 
tensile  stress,  undergoes  a  uniform  contraction  in  all  directions  at 
right  angles  to  the  axis  of  the  bar.  If  this  contraction  is  expressed 
in  strain  units,  it  will  be  found,  in  the  case  of  a  bar  of  iron  or  steel, 

to  be  between  ^  and  j  of  the  strain  in  the  direction  of  the  axis. 

While  this  ratio  between  the  two  strains  varies  for  different  ma- 
terials, and  different  grades  of  the  same  material,  it  is  practically 
constant  for  all  bars  of  the  same  grade  of  any  one  material.  It  is 
customarily  called  Paisson's  ratio  and  may  be  denoted  by  the 

symbol  — .    Hence  the  lateral  strain  in  all  directions  at  right  angles 

to  the  axis  of  a  bar  subjected  to  tension  (Fig.  1)  will  be  equal  to 

et 
m 

the  negative  sign  indicating  that  this  strain  is  of  the  opposite 
character  to  the  strain  e«  in  the  direction  of  the  axis. 

Similarly,  in  the  case  of  a  bar  subjected  to  a  uniform  compres- 
sive stress  (Fig.  2),  a  lateral  strain  is  produced  in  all  directions  at 
right  angles  to  the  axis,  which  will  be  equal  to 

m 

the  value  of  m  in  this  case  being  practically  the  same  as  when  the 
bar  is  subjected  to  tension. 
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To  determine  the  proportionate  change  in  volume  in  a  bar 
subjected  to  a  tensile  stress  we  may  assume  the  bar  to  be  of  square 
section,  the  dimensions  of  which  in  the  unstrained  state  are 
aXa,  the  original  length  being  I.  The  volume  of  the  bar  in  the 
unstrained  state  will  then  be  equal  to 

7  =  Za« (1) 

If  6i  is  the  tensile  strain  in  the  direction  of  the  axis  of  the  bar, 
its  length  after  straining  will  be  equal  to 

Z  +  e(Z  =  Z  (1  +  Ci)  (Art.  4) 

and  the  dimension  of  the  side  of  the  square  cross  section  will  be 

a a  =  all )• 

m  \       mj 

The  volume  of  the  strained  bar  will,  therefore,  be  equal  to 
F,-!(l  +  a,)«.(l-^)" 

.^.[,+e,(^)-e,f-^)  +  g]..    .    (2, 
The  change  in  volmne  due  to  the  strain  will  be  equal  to 

The  strain  Ci  is  such  a  small  quantity  that  all  terms  containing 
higher  powers  of  e«  than  the  first  may  be  neglected  without  intro- 
ducing an  appreciable  error;  and  an  inspection  of  equation  (3) 
shows  that  if  the  value  of  w  is  greater  than  2,  the  volume  is  slightly 
increased  when  the  bar  is  subjected  to  a  tensile  stress.  Hence  the 
density  will  be  correspondingly  less. 

A  similar  analysis  in  the  case  of  a  bar  subjected  to  compression 
would  show  a  slight  decrease  in  volume  and  increase  in  density  due 
to  the  stress. 

6.  Elastic  Limits.  —  As  previously  stated  (Art.  2)  the  metals 
and  other  materials  used  in  construction  are  very  nearly  elastic 
provided  the  forces  to  which  they  are  subjected  are  not  too  great. 

It  will  be  found  in  the  case  of  all  the  materials  mentioned, 
however,  that  if  loads  sufficient  to  produce  stresses  above  certain 
limits  are  appUed,  a  permanent  deformation,  or  set,  as  it  is  called, 
will  remain  after  the  load  is  removed. 
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The  greatest  stress  irdensUy  to  which  a  body  of  any  given  material 
can  be  subjected  withxmt  the  occurrence  of  a  permanent  set  when 
the  had  producing  (he  stress  is  removed  is  called  the  elastic  limit  of 
the  material.  The  definition  will  apply  in  the  case  of  each  of  the 
simple  stresses;  thus  we  speak  of  the  elastic  limit  in  tension,  the 
elastic  limit  in  compression  and  the  elastic  limit  in  shear. 

It  is  frequently  the  case  that  when  a  material  undergoes  a  stress 
below  the  elastic  limit  for  the  first  time  a  very  slight  permanent  set 
will  remain  on  the  removal  of  the  stress,  but  succeeding  applica- 
tions of  the  same  stress  produce  no  additional  permanent  defor- 
mation. Such  a  material  can  be  considered  to  be  perfectly  elastic 
for  all  practical  purposes,  the  slight  permanent  set,  caused  by  the 
first  application  of  stress,  being  probably  due  to  overcoming  cer- 
tain initial  strains,  as  they  are  called,  which  are  set  up  during  the 
process  of  manufacture. 

In  the  case  of  most  of  the  materials  used  in  construction,  the 
strains  produced,  when  stresses  below  the  elastic  limit  are  applied, 
are  proportional  to  the  stress  intensities.  This  law  is  commonly 
known  as  Hookers  law.  It  leads  to  a  definition  frequently  given 
for  the  elastic  limit,  viz. :  The  elastic  limit  of  a  material  is  the  limit 
of  stress  intensity  above  which  the  intensity  of  stress  ceases  to  be  pro^ 
portional  to  the  strain.  While  this  definition  is  practically  correct 
for  some  of  the  materials  mentioned,  it  is  not  strictly  true  that  the 
stress  intensity  is  proportional  to  the  strain  for  all  plastic  materials, 
and  hence  the  first  definition  given  for  the  elastic  limit  is  a  more 
correct  one. 

When  a  body  is  subjected  to  a  stress  exceeding  the  elastic  limit 
the  ratio  between  the  stress  and  the  strain  is  less  than  that  between  | 
stresses  and  strains  below  the  elastic  limit.  In  other  words,  the 
strain  increases  more  rapidly  than  the  stress  after  the  elastic  limit 
is  exceeded  and,  as  a  rule,  the  rate  of  increase  in  the  strain  becomes 
greater  and  greater  in  proportion  to  the  increase  in  stress,  imtil  the 
breaking  point  of  the  material  is  reached. 

The  foregoing  statement  of  the  relations  between  stresses  and 
strains  is  true  in  general  for  each  of  the  simple  stresses,  except  that, 
as  we  shall  see  later,  a  sUght  modification  will  be  necessary  in  the 
case  of  certain  materials,  when  subjected  to  compressive  stresses. 

7.  Moduli  of  Elasticity.  —  For  any  elastic  material  which 
follows  Hookers  law  the  ratio  of  the  tensile  stress  intensity  to  the 
strain  produced  by  that  stress  is  called  the  tensile  modvlus  of 
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elasticity.  We  shall  denote  its  value  by  the  symbol  Et.  Hence, 
following  the  notation  previously  adopted, 

^.=? (1) 

Similarly,  the  ratio  of  the  compressive  stress  intensity  to  the 
strain  produced  is  called  the  compressive  modulus  of  elasticUy  and 
will  be  denoted  by  the  symbol 

Ec  =  ^ (2) 

Ce 

The  metals  and  most  of  the  other  materials  with  which  we  have 
to  deal  follow  the  law  of  proportionality  of  stress  and  strain  quite 
closely,  if  not  exactly,  below  the  limits  of  stress  to  which  they  are 
ordinarily  subjected;  and  it  is  customary  to  assign  values  for  the 
modulus  of  elasticity  of  each  of  these  materials,  even  if  the  stress 
to  strain  ratio  is  not  quite  constant.  In  the  cases  where  this  ratio 
is  not  exactly  constant  the  values  usually  given  for  the  moduli  of 
elasticity  are  the  averages  obtained  for  low  limits  of  stress. 

For  all  elastic  materials  the  values  of  the  tensile  and  compressive 
moduli  of  elasticity  are  practically  the  same  and  it  is  customary 
to  denote  both  quantities,  by  the  letter  E,  hence 

E--Et  =  Ec (3) 

This  quantity  is  also  commonly  known  as  Young^s  modidiis,  after 
Dr.  Thomas  Young,  who  was  the  first  to  define  it. 

The  ratio  of  the  intensity  of  a  shearing  stress  to  the  shearing 
strain  for  an  elastic  material,  following  Hookers  law,  is  called  the 
shearing  moduliLS  of  elasiidiy,  or  the  modulus  of  rigidity.  We  shall 
denote  it  by  the  symbol  6;  hence,  following  the  notation  pre- 
viously adopted, 

(?  =  - (4) 

The  modulus  of  rigidity  in  general  has  a  different  value  from  the 
tensile  modulus  of  elasticity,  the  relation  between  the  values  in  the 
case  of  steel,  for  example,  being  approximately 

G'\e (5) 

Units  ofE  and  G.  —  The  imits  in  which  the  values  of  E  and  0  are 
expressed  are  the  same  as  the  units  of  stress  intensity,  viz. :  lbs. 
per  sq.  in.,  lbs.  per  sq.  ft.,  etc.    Since  a  strain  is  always  expressed  by 
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a  number,  which  is  the  same  whatever  system  of  linear  miits  is 
used,  it  is  evident  that  the  miits  in  which  the  ratio  of  stress 
intensity  to  strain  is  expressed  must  be  the  same  as  the  unit 
stresses.  This  fact  may  possibly  be  made  clearer  by  the  following 
modification  of  the  original  definition  given  by  Young  for  the 
quantity  we  call  the  modulus  of  elasticity,  viz.: 

The  modulus  of  elasticity  is  the  weight,  which,  if  applied  along 
the  axis  of  a  bar  of  a  unit  cross  section,  would  produce  an  elonga- 
tion equal  to  the  original  length  of  the  bar,  provided  the  ratio  of 
stress  to  strain  could  remain  constant  during  the  distortion. 

8.  Relation  of  Tensile  Stresses  to  Strains  above  the  Elastic 
Limit.  —  If  a  straight  bar  of  very  ductile  steel,  or  soft  steely  as  it  is 
called,  is  subjected  to  an  increasing  load  in  tension,  the  tensile 
strain  in  the  bar  will  increase  in  direct  proportion  to  the  load,  very 
nearly,  until  the  elastic  limit  is  reached.  After  passing  the  elastic 
limit  the  rate  of  increase  in  the  strain  becomes  greater  than  the 
rate  of  increase  in  the  stress. 

When  the  stress  intensity  has  reached  a  value  a  little  higher  than 
the  elastic  limit,  a  sudden  yielding,  or  stretching,  of  the  bar  takes 
place  without  any  increase  in  load;  in  fact,  this  yielding  may 
continue  at  a  stress  slightly  below  that  at  which  it  begins  and  the 
bar  will  elongate  a  very  considerable  amount  before  any  further 
increase  in  the  load  is  made. 

Yield  Point.  —  The  stress  intensity  at  which  this  action  occurs 
is  called  the  yield  point  of  the  material  in  tension.  At  this  point 
there  is  apparently  a  partial  breaking  down  of  the  structure  of  the 
metal  which  results,  as  will  be  shown  later,  in  a  marked  change  in 
some  of  its  properties.  While  very  fine  measurements  are  neces- 
sary to  determine  the  stretch  in  the  bar  at  lower  loads,  the  elonga- 
tion at  this  point  is  easily  discernible  by  the  eye. 

After  passing  the  yield  point  an  increase  in  stress  is  required 
to  produce  a  further  increase  in  strain,  but  the  proportion  between 
the  increase  in  strain  and  the  corresponding  increase  in  stress 
becomes  greater  as  the  load  is  increased. 

For  loads  below  the  yield  point  the  diminution  in  the  cross 
section  of  the  bar,  due  to  the  lateral  strain  (Art.  5),  can  be  deter- 
mined only  by  very  accurate  measurement,  but  above  this  stress 
it  is  easQy  discernible.  The  ratio  between  the  lateral  and  the 
longitudinal  strain  is  not  the  same  as  for  stresses  below  the  elastic, 
limit  (Art.  5),  but  increases  as  the  load  increases. 
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Fig.  5. 


After  the  load  reaches  the  maximum  required  to  break  the  bar, 
the  stretching  continues  to  a  very  considerable  extent  imtil,  just 
before  fracture,  a  local  reduction  in  the  cross  section  takes  place 
as  indicated  at  A  (Fig.  5).    As  this  reduction  increases, 
the  load  required  to  continue  the  stretching  becomes 
less  until  at  the  point  of  fracture  the  total  stress  is 
considerably  less  than  the  maximum  re^quired  to  break 
the  bar. 

StresS'Strain  Diagram.  —  If  we  plot  the  results  of  a 
tensile  test,  like  the  one  just  described,  with  the  ordi- 
nates  representing  stress  intensities  and  the  abscissae  the 
corresponding  strains,  the  smooth  line  drawn  through 
the  points  thus  obtained  is  called  a  stress-strain  diagram. 
Such  a  diagram  for  a  bar  of  soft  steel  tested  in  tension 
is  shown  by  the  curve  marked  C  (Fig.  6). 

In  computing  stress  intensities  it  is  customary  to 
divide  the  total  stress  by  the  original  area  of  the 
cross  section  of  the  bar  before  imdergoing  strain,  and 
hence  above  the  yield  point  the  stress-strain  diagram  C 
does  not  show  the  actual  stress  intensities,  but  only  the 
arbitrary  values  obtained  on  the  assumption  that  the  area  of  the 
cross  section  remains  unchanged. 

Breaking  Strength,  —  The  maximum  stress  intensity,  computed 
in  the  above  manner,  which  the  bar  sustains  before  breaking,  is 
called  the  breaking  strength,  or  ultimate  strength,  of  the  material  in 
tension,  or,  simply,  its  tensile  strength.  An  inspection  of  the  plot 
C  (Fig.  6)  will  show  that  the  breaking  strength  of  the  soft  steel  bar 
is  50,000  lbs.  per  sq.  in.  and  that  the  yield  point  is  between  33,000 
and  34,000  lbs.  per  sq.  in. 

The  curve  marked  c  (Fig.  6)  is  obtained  by  plotting  the  actual 
stress  intensities  as  ordinates.  For  stresses  below  the  yield  point 
this  line  practically  coincides  with  the  cur\'c  C  but  diverges  more 
and  more  from  it  as  the  breaking  point  is  approached.  Such  a 
plot,  when  compared  with  the  stress-strain  diagram  C,  shows  the 
difference  between  the  stress  intensity,  figured  in  the  usual  way, 
and  the  actual  stress  intensity,  but  is  of  no  practical  value. 

Elastic  Limit.  —  In  order  to  indicate  the  elastic  limit  clearly  it 
is  necessary  to  plot  the  strains  to  a  larger  scale  than  that  used  in 
Fig.  6.  The  diagram  marked  C  (Fig.  7)  is  made  by  plotting  the 
strains  in  the  soft  steel  to  a  scale  25  times  as  large  as  that  used  in 
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Fig.  6.  From  this  diagram  it  may  be  aeen  that  the  elastic  limit  of 
the  steel  is  between  24,000  and  25,000  lbs.  per  sq.  in.  It  is  evi- 
dently impossible  to  represent  any  strain  beyond  the  yield  point 
within  the  Umlts  of  the  plot. 
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Modtdus  of  Elastitnty.  —  A  computation  of  the  ratio  of  stress 
intensity  to  strain  for  any  point  below  the  elastic  limit  will  give 
30,000,000  lbs.  per  sq.  in.  as  the  value  of  the  modulus  of  elasticity 
of  the  material. 

Similar  diagrams  for  two  other  grades  of  steel,  for  cast  iron, 
copper  and  aluminum  are  shown  in  Fig.  6.  The  plots  marked 
with  the  lat^  letters  are  made  with  the  stress  intensities  computed 
in  the  ordinary  way  and  those  marked  with  the  small  letters  repre- 
sent the  actual  stress  intensities.  In  Fig.  7,  the  same  diagrams 
are  plotted  with  strains  to  the  larger  scale. 

The  curves  marked  B  and  b  are  plotted  from  the  results  of  a 
test  on  a  bar  of  what  is  usually  called  "medium"  steel  and  those 
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marked  A  and  a  from  a  test  on  a  bar  of  a  still  harder  grade  of 
"machinery"  ateel,  bo  called. 

The  elastic  limits,  yield  points  and  breaking  strengths  may 
easily  be  determined  from  an  inspection  of  the  plots,  and  it  will 
also  be  seen  that  the  values  of  the  moduli  of  elasticity  of  the  three 
grades  of  steel  are  the  same. 
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The  curves  marked  D  are  plotted  from  the  results  of  a  tensile 
test  on  a  bar  of  cast  iron  of  ordinary  grade.  An  inspection  of  these 
plots  shows  that  cast  iron  does  not  follow  Hooke's  law  exactly, 
even  for  low  stresses,  the  stress-strain  diagram  being  a  curve 
throughout.  There  is  no  marked  elastic  limit  and  no  yield  point, 
and  the  reduction  in  the  area  of  the  cross  section  is  so  slight  that 
the  curve  T),  for  which  the  stress  intensities  are  figured  from  the 
original  area  of  the  section,  gives  very  nearly  the  actual  stress 
intensities  also.  Although  the  ratio  of  stress  to  strain  is  not 
constant  it  is  customary  to  assign  a  value  for  the  modulus  of 
elasticity  of  cast  iron,  calculated  from  the  values  of  the  stress 
intensity  and  strain  at  a  low  load;  the  value  in  the  case  illustrated 
being  about  11,000,000  lbs.  per  sq.  in. 

The  curves  marked  "E  and  e  represent  the  results  of  a  tensile 
test  on  a  piece  of  copper  trolley  wire  and  those  marked  ¥  fmd/the 
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results  of  a  tensile  test  on  a  piece  of  rolled  aluminum  rod.  An 
inspection  of  the  diagrams  (Fig.  7)  shows  that  while  the  material 
in  these  specimens  did  not  follow  Hooke's  law  exactly,  the  ratio 
of  stresses  to  strains  for  low  loads  was  more  nearly,  constant  than 
in  the  case  of  cast  iron.  The  elastic  limits  are  not  definitely 
marked;  in  fact,  there  are  none  if  the  second  definition  of  the 
elastic  limit  (Art.  6)  is  strictly  adhered  to.  An  inspection  of  the 
plots  (Fig.  6)  shows  that  there  is  no  yield  point  similar  to  that 
obtained  on  a  steel  specimen,  no  marked  yielding  occurring  until 
the  breaking  point  is  nearly  reached.  As  in  the  case  of  cast  iron 
the  moduli  of  elasticity  may  be  computed  from  the  stress  intensity 
to  strain  ratios  at  low  loads,  the  value  for  the  copper  trolley  wire 
being  very  nearly  18,000,000  lbs.  per  sq.  in.  and  that  for  the 
aluminum  12,000,000  lbs.  per  sq.  in. 

The  foregoing  results  have  been  cited  to  illustrate  the  variation 
in  the  physical  properties  of  a  few  of  the  metals.  If  other  ma- 
terials are  investigated  a  much  wider  variation  will  be  found. 
Other  tests  might  be  cited  to  show  that  the  same  materials  when 
subjected  to  different  treatment  show  marked  variations  from  the 
results  given. 

Load'DefornuUion  Diagrams.  —  In  ordinary  experimental  work  it 
is  not  customary  to  plot  the  stress-strain  diagrams  as  illustrated, 
but  instead  to  use  the  values  of  the  total  tensile  load  on  the  bar 
as  ordinates  and  the  total  elongations  in  a  given  length,  called  the 
gauged  length  as  abscissse.  A  diagram  plotted  in  this  way  is  called 
a  load-cleformation  diagram  and,  if  the  scales  are  properly  chosen, 
it  will  be  very  similar  to  the  stress-strain  diagram  in  form. 

9.  Measure  of  Ductility.  —  In  addition  to  determining  the 
physical  properties  of  a  material  as  given  in  Art.  8  it  is  customary 
to  measure  its  ductility  when  subjected  to  tension  in  one,  or  both, 
of  two  ways. 

First  Method:  By  determining  the  total  amount  a  certain 
gaged  length  of  a  test  bar  elongates  before  fracture  occurs.  The 
result  is  expressed  as  a  percentage  ratio  between  the  increase  in 
the  gaged  length  and  its  original  value  before  the  bar  is  subjected 
to  strain  and  is  conmionly  called  the  percentage  of  idtimaie  elongor 
tion.  The  values  obtained  from  the  tests  on  the  three  grades  of 
«teel  (Art.  8)  were,  respectively,  for  A,  24: A  per  cent;  for  B,  31.4 
per  cent  and  for  C,  37.5  per  cent.  The  value  obtained  for  cast 
iron  was  very  small,  viz.,  for  D,  0.6  per  cent.    The  values  obtained 
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from  the  tests  on  the  copper  and  alummum  were,  respectively,  for 
E,  6.5  per  cent  and  for  F,  6.8  per  cent.  These  values  may  be  easily 
verified  from  the  diagrams  (Figs.  6  and  7).  The  gage  length  in 
each  case  was  8  inches. 
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Second  Method:  By  dividii^  the  difference  in  the  area  of  the 
smallest  cross  section  at  the  time  of  fracture  and  the  original  area 
before  the  stress  is  applied  by  the  original  area  and  expressing  the 
ratio  in  per  cent.  The  result  is  called  the  percentage  of  redvction 
qf  the  area  of  the  cross  secti(m.  Designating  the  materials  by  the 
letters  on  the  plots  (Figs.  6  and  7),  the  values  obtained  from  the 
tests  quoted  were,  respectively;  machinery  steel,  A,  51.4  per  cent; 
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medium  steel,  B,  66.4  per  cent;  Boft  steel,  C,  73.3  per  cent;  cast 
iron,  D,  0.6  per  cent;  copper  trolley  wire,  E,  52.3  per  cent;  rolled 
aluminum  rod,  F,  67.8  per  cent. 

10.  Effect  of  Shape  of  Test  Piece  on  TensUe  Properties.  — 
The  most  common  form  of  test  piece  for  determining  the  proper- 
ties of  a  material  in  tension  is  circular  in  section  and  of  unifonn 
diameter,  either  throughout  its  entire  length  (Fig.  9  a)  or  through- 
out the  middle  portion  of  its  length  (Figs.  9  b  and  9  c). 
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The  straight  cylindrical  piece  (Fig.  9  a)  is  suitable  for  a  ductile 
material  but  in  the  case  of  a  less  ductile  material  there  is  a  liabiUty 
of  breaking  the  piece  at  the  points  at  which  it  is  held  by  the  grips 
of  the  testing  machine.  For  the  latter  material  the  test  piece 
(Fig.  9  b)  ,is  better  suited,  where  it  is  evident  that  the  break  must 
ocoiu'  in  the  straight  portion  between  the  large  ends  to  which  the 
gripe  are  applied.  For  brittle  material,  like  cast  iron,  the  form 
Fig,  9  c  is  used.  This  is  a  modification  of  Fig.  9  b,  the  ends 
being  threaded  to  fit  suitable  holders,  which  should  be  made  with 
spherical  bearings  to  ensure  a  correct  aUgmnent  of  the  puU  on  the 
test  piece. 

In  determining  the  tensile  properties  of  any  material  it  will  be 
found  that,  provided  the  length  of  the  straight  portion  of  the  test 
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piece  is  four  diameters  or  more,  the  values  obtained  for  the  elastic 
properties  and  for  the  breaking  strength  of  the  material  are  not 
affected  to  any  appreciable  extent  bjr  varying  the  size  of  the  piece. 
It  will  be  found,  however,  that  the  measurements  of  ductility  will  be 
affected  by  varying  either  the  diameter  or  the  length  of  the  test 
piece.  Both  the  percentage  of  the  reduction  of  area  and  the  ulti- 
mate elongation  will  decrease  as  the  diameter  of  the  piece  is  in- 
creased, and  for  any  given  diameter  the  percentage  of  the  ultimate 
elongation  will  diminish  as  the  gaged  length  of  the  piece  is  in- 
creased. 

It  is,  therefore,  apparent  that  comparative  values  of  the  tensile 
properties  of  different  materials,  particularly  of  their  ductility, 
can  be  obtained  only  by  using  test  pieces  of  the  same  dimensions. 

The  test  piece  of  the  form  (Fig.  9  d)  is  given  as  an  example  of 
a  form  whicli  gives  incorrect  results.  It  is  evident  that  the  frac- 
ture must  occur  at  the  section  at  the  bottom  of  the  groove  and 
that  it  would  be  impossible  to  measure  the  elastic  properties  or  the 
ductility  of  the  material  in  the  ordinary  way.  Moreover,  the 
breaking  strength  obtained  from  such  a  specimen  will  be  from  3  to 
30  per  cent  higher  than  the  value  obtained  from  the  cylindrical 
.test  piece  of  a  length  of  four  diameters  or  over,  the  amount  of  the 
variation  depending  on  the  ductility  of  the  material. 

In  determining  the  properties  of  sheet  metal,  flat  plates  and 
certain  rolled  sections  it  is  customary  to  use  a  test  piece  of  reo- 
tangular  cross  section  of  the  form  (Fig.  9  e),  cut  to  certain  standard 
dimensions,  the  thickness  of  the  piece  being  uniform  throughout. 

11.  Relation  of  Compressive  Stresses  to  Strains  above  the 
Elastic  Limit.  —  A  cube,  a  short  cylinder,  or  a  prism,  of  a  brittle 
material  when  subjected  to  an  increasing  compressive  stress  will 
finally  fail  by  b^reaking  down  along  certain  lines  of  cleavage, 
making  angles  in  the  neighborhood  of  30  degrees  with  the  direction 
of  the  line  of  pressure,  as  indicated  by  the  sketch  (Fig.  10  a). 

A  similar  piece  of  a  ductile  material  when  subjected  to  the  same 
Jreatment  will  squeeze  out  into  a  form  similar  to  that  illustrated 
(Fig.  10  6).  After  a  certain  pressure  is  reached,  longitudinal  cracks 
similar  to  those  indicated  in  the  sketch  will  appear  at  the  circum- 
ference, but  the  piece  will  continue  to  flatten  out  and  sustain  a 
continually  increasing  load. 

Hence  a  brittle  material  will  have  a  definite  breaking  strength  in 
compression,  but  in  the  case  of  the  ductile  material  no  breaking  or 
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ultimate  load  is  reached.  Under  lower  pressures,  however,  both 
the  brittle  and  the  ductile  materials  exhibit  properties  very 
similar  to  those  shown  when  they  are  subjected  to  tension  and  the 
elastic  limits  and  yield  points  in  compression  agree  very  closely 
with  those  shown  in  tension! 

The  plots  ill,  etc.  (Fig.  7),  show  the  compressive  stress-strain 
diagrams  for  short  cylinders  cut  from  the  same  pieces  from  which 
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were  taken  the  tensile  test  pieces  for  which  the  diagrams  A,  etc. 
(Fig.  7),  were  made.  In  each  case  the  letter  on  the  compression 
diagram  is  the  same  as  that  for  the  same  material  on  the  tension 
diagram  with  the  subscript  added. 

A  comparison  of  the  diagrams  Ai,  Bi,  Ci  with  the  diagrams  A^ 
B,  C  will  show  that  for  each  of  the  three  grades  of  steel  the  moduli 
of  elasticity,  the  elastic  limits  and  the  yield  points  are  very  nearly 
the  same  in  compression  as  in  tension.  A  comparison  of  the  dia- 
grams El,  Fi  and  E,  F  will  show  that  for  the  stresses  within  the 
limits  of  the  plots  the  properties  of  the  copper  and  aluminum  are 
very  nearly  the  same  in  both  compression  and  tension.  The 
diagram  Di  for  cast  iron  shows  that  there  is  not  nearly  as  rapid  a 
decrease  in  the  stress-strain  ratio  in  compression  as  there  is  in 
tension,  that  the  brealqng  strength  in  compression  is  much  higher 
than  in  tension  and  that,  as  in  tension,  there  is  no  definite  elastic 
limit  and  no  yield  point. 

The  plots  shown  (Fig.  8)  represent  the  compressive  stress-strain 
diagrams  for  the  same  materials  with  the  strains  measured  to  a 
small  enough  scale  to  enable  the  stress-strain  relations  above  the 
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yield  points  of  the  ductile  materials  to  be  shown.  As  in  the 
case  of  the  tensile  tests,  the  stress  intensities  were  computed  by 
dividing  the  total  load  on  the  test  piece  by  the  area  of  the  original 
cross  section.  The  plots  of  these  intensities  are  shown  by  the  full 
lines  Ai,  etc.,  and  may  be  compared  with  the  corresponding  tensile 
stress  intensities  to  a  similar  scale  (Fig.  6).  The  dotted  lines  ai, 
etc.  (Fig.  8),  represent  the  actual  stress  intensities  computed  by 
dividing  the  load  by  the  area  of  the  greatest  cross  section  at  the 
time  the  load  was  sustained.  The  plots  are  of  interest  as  they 
show  the  relation  between  the  nominal  stress  intensity  computed 
from  the  original  area  and  the  actual  stress  intensity  on  the 
greatest  cross  section,  but  otherwise  are  of  no  practical  value. 

With  the  exception  of  the  cast  iron  shown  by  the  plots  Di  and 
di  no  breaking  or  ultimate  strengths  were  obtained  and  the  dia- 
grams might  have  been  continued  indefinitely  beyond  the  limits 
shown. 

The  breaking  strength  of  the  cast  iron  in  compression  was 
98,000  lbs.  per  sq.  in.,  nearly  4.5  times  the  breaking  strength  in 
tension  (Fig.  7). 

If  cylinders,  or  prisms,  of  moderate  length  were  used  for  test 
pieces,  instead  of  the  short  pieces  from  which  the  foregoing  results 
were  obtained,  it  would  be  found  that  the  stress-strain  diagrams 
below  the  elastic  limits  for  the  ductile  materials  would  be  nearly 
identical  with  those  shown;  but  that,  at  stresses  very  little  greater 
than  the  yield  points,  the  test  pieces  would  buckle  in  the  manner 
indicated  (Fig.  10  c),  after  which  the  loads  which  they  sustained 
would  gradually  diminish.  Hence,  with  such  test  pieces,  maxi- 
mum values  of  stress  intensities,  or  ultimate  strengths  in  com- 
pression, would  be  obtained.  Even  a  brittle  material  like  cast 
iron,  when  tested  in  this  manner  would  fail  by  buckling  with  an 
ultimate  strength  much  less  than  that  obtained  with  the  short 
test  piece. 

If  the  test  pieces  were  made  extremely  long  in  comparison  with 
the  dimensions  of  the  cross  sections  they  will  be  found  to  bend 
and  fail  to  sustain  an  increase  in  load  before  the  stress  intensity 
has  reached  the  elastic  limit  of  the  material. 

Hence  tlie  ultimate  strength  of  a  material  in  compression  depends 
on  the  relation  between  the  length  and  the  cross  section  of  the  piece 
which  is  subjected  to  press^ire,  A  more  complete  discussion  of  this 
relation  will  follow  later  under  the  theory  of  colunms. 
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12.  Stress-Strain  Relations  in  Shear.  —  It  is  Impracticable  to 
determine  the  stress-strain  relations  in  shear  by  direct  measure- 
ments as  in  the  case  of  tensile  or  compressive  stresses.  An  indirect 
method  of  doing  this  will  be  discussed  later  under  the  theory  of 
torsion. 

To  determine  the  ultimate  or  breaking  strength  in  shear,  a 
piece,  such  as  a  rivet  or  a  bolt  joining  two  plates  together,  may  be 
broken  in  shear  along  the  cross  section  between  the  plates  by 
applying  a  pull  in  the  manner  indicated  in  Fig.  3,  means  being 
used  at  the  same  time  £o  prevent  the  bending  of  the  plates  due  to 
the  lines  of  pull  on  the  two  not  coinciding.  The  ultimate  strength 
of  such  a  piece  in  shear,  or  the  shearing  strength  as  it  is  usually 
called,  is  computed  by  dividing  the  greatest  load  which  the  piece 
sustains  before  failure  by  the  area  of  its  original  cross  section. 
The  shearing  strengths  of  other  materials  may  be  determined  in 
a  similar  manner. 

When  the  material  is  in  the  form  of  a  flat  plate,  another  method 
of  determining  its  shearing  strength  is  to  find  the  pressure  neces- 
sary to  force  a  hole  through  the  plate  by  means  of  a  punch  and  die 
and  to  divide  this  pressure  by  the  original  area  of  the  section  of  the 
metal  cut  through.  Owing  to  the  fact  that  the  amount  of  dis- 
tortion before  failure  is  generally  less  in  this  case  than  when  a 
bolt  or  rivet  is  broken  in  shear,  the  value  of  the  shearing  strength 
of  a  material  determined  in  this  way  is,  as  a  rule,  higher  than  the 
value  obtained  by  testing  a  bolt  or  rivet. 

13.  Strains  and  Stresses  due  to  Changes  in  Temperature.  — 
All  materials  undergo  small  deformations  with  changes  in  tem- 
perature unless  restrained  by  the  action  of  external  forces.  When 
free  from  stress  the  amount  of  the  deformation,  or  strain,  due  to  a 
change  in  temperature  depends  not  only  on  the  material  but  also, 
to  a  sUght  extent,  on  the  treatment  it  has  received  during  the 
process  of  manufacture. 

Practically  all  the  materials  with  which  we  have  to  deal  expand 
equally  in  all  directions  under  an  increase  in  temperature  and  the 
ratio  of  the  increase  in  any  linear  dimension  of  a  body,  under  a 
change  in  temperature  of  one  degree,  to  the  original  value  of  the 
dimension  is  called  the  coefficient  of  linear  expansion  of  the  material 
of  which  the  body  is  composed. 

•  In  the  case  of  a  straight  rod  the  coefficient  of  linear  expan^on 
would  evidently  be  equal  t©  the  change  in  length  of  a  unit  length 
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of  the  rod  under  a  change  in  temperature  of  one  degree.  In  other 
words,  the  coeffident  of  linear  expansion  is  the  extension  due  to  a 
unit  change  in  temperature,  and  its  value  for  any  material  will 
depend  on  the  scale  of  temperature  used. 

K  a  body  is  constrained  so  that  it  is  not  free  to  expand  or  con- 
tract, stresses  will  be  set  up  by  a  change  in  temperatiure.  If  a 
straight  rod,  for  example,  is  rigidly  held  at  the  ends,  a  compressive 
stress  will  be  set  up  by  an  increase  and  a  tensile  stress  by  a  decrease 
in  its  temperature. 

The  intensity  of  stress  on  any  cross  section  of  the  rod  due  to  a 
temperature  change  would  be  the  same  as  that  corresponding  to 
the  strain  which  would  be  induced  by  the  same  change  in  tempera- 
ture if  the  rod  were  free. 

14.  Effect  of  a  Stress  above  the  Elastic  Limit.  —  If  a  bar 
of  steel  is  subjected  to  a  tensile  stress  beyond  the  elastic  limit  and 
the  stress  is  then  gradually  removed  and  measurements  of  strain 
are  taken  meanwhile,  the  stress-strain  diagram  will  be  very  nearly 
a  straight  line  and  when  the  stress  is  entirely  removed  a  certain 
permanent  strain^  or  set  (Art.  6),  will  remain.  The  difference  be- 
tween this  permanent  strain  and  the  total  strain  in  the  bar  before 
the  load  was  removed  may  be  called  the  elastic  strain  at  that  load 
and  the  ratio  between  this  elastic  strain  and  the  corresponding 
stress  intensity  will  be  approximately  the  same  as  the  stress-strain 
ratio  before  the  elastic  limit  was  exceeded. 

If,  immediately  after  the  stress  has  been  reduced  to  zero,  the 
load  on  the  bar  is  again  gradually  increased  and  measurements  of 
strains  are  made,  no  definite  elastic  limit  will  be  found  until  the 
load  previously  applied  to  the  bar  has  been  very  nearly  reached. 

The  diagram  for  a  bar  of  soft  steel  which  has  been  tested  in  the 
above  manner  is  shown  by  the  plot  A  (Fig.  U).  The  original 
elastic  limit  for  this  steel  was  27,500  lbs.  per  sq.  in.  After  in- 
creasing the  stress  to  35,500  lbs.  per  sq.  in.  the  load  was  gradually 
reduced  to  zero  and  then  increased  immediately.  On  the  second 
increase  of  load  the  elastic  limit  was  found  to  be  about  35,000  lbs. 
per  sq.  in.  On  the  diagram  the  line  he  for  the  decreasing  load  and 
the  line  cd  for  the  increasing  load  very  nearly  coincide  and  differ 
very  little  from  a  straight  line  parallel  to  oa,  the  stress-strain  line 
below  the  elastic  limit.  The  permanent  set  is  represented  by  the 
abscissa  oc.  After  reaching  the  second  elastic  limit  the  load  was 
still  further  increased,  the  stress-strain  diagram  following  very 
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nearly  the  same  line  that  it  would  if  no  reduction  in  the  load  had 
been  made,  until  a  stress  of  about  46,000  lbs.  per  sq.  in.  was 
reached.  The  load  was  again  reduced  to  zero  and  inunediatcly 
increased,  with  a.  result  very  similar  to  that  obtained  before,  the 
elastic  limit  this  time  being  a  little  over  45,000  lbs,  per  sq,  in. 
The  test  was  then  completed  by  carrying  the  load  to  the  breaking 
point. 

The  di^pam  marked  B  (Fig.  11)  shows  the  results  of  a  similar 
test  on  a  bar  of  medium  steel.      In  this  case  the  elastic  limits 
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obtained  after  decreasing  the  stress  to  zero,  first  from  44,500  lbs. 
per  sq.  in.  and  then  from  57,500  lbs.  per  sq.  in.,  were  shghtly  higher 
than  the  stresses  previously  sustained  by  the  bar.  A  further 
increase  in -the  values  of  these  special  elastic  limits  would  be 
obtained  if,  after  the  load  had  been  removed,  the  bar  had  been 
allowed  a  period  of  rest  before  the  load  was  again  increased.  Such 
a  period  of  rest  would  result  also  in  a  decrease  in  the  amount  of 
ductility  remaining  in  the  bar  below  the  normal,  which  would 
differ  little,  if  any,  from  that  represented  by  the  ultimate  strain 
on  the  plot.    In  other  words,  a  period  of  rest  after  the  overstrain, 
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as  it  is  frequently  called,  will  further  increase  the  elastic  limit  and 
reduce  the  ductility  of  the  material. 

If  the  Unes  6c,  cd,  e/,  fg  on  diagram  A  and  the  lines  fcZ,  Zm,  np, 
jtq  on  diagram  B  were  plotted'with  the  strains  to  a  much  larger 
scale  they  would  be  foimd  to  be  sUghtly  curved  instead  of  straight; 
that  is,  the  stress  intensities  are  not  exactly  proportional  to  the 
strains  below  the  new  elastic  limits  produced  by  overstraining. 
The  proportion  Varies  so  Uttle,  however,  that  the  term  elastic 
limit  is  used  to  denote  the  stress  intensity  at  which  a  distinct 
changp  occurs. 

Hysteresis  of  Strain. — The  time  which  elapses  during  the  de- 
crease or  increase  of  the  load  on  the  bar  will  also  aflfect  the  strains 
obtained.  If  the  stress  is  quickly  decreased  and  then  held  constant 
the  strain  will  continue  to  decrease  for  a  considerable  time  after. 
The  reverse  is  true  if  the  stress  is  suddenly  increased  to  a  value 
below  the  elastic  limit,  the  strain  in  this  case  increasing  for  a  con- 
siderable time  under  a  constant  stress  imtil  a  state  of  equilibrium 
is  finally  reached.  This  change  in  strain  under  a  constant  stress 
is  called  the  hysteresis  of  strain.  It  may  be  measured  by  the 
difference  between  the  initial  strain  at  a  given  stress  and  its  final 
value  after  the  strain  has  become  constant.  For  stresses  below 
the  original  elastic  limit  the  hysteresis  is  barely  discernible,  but 
it  becomes  piore  distinct  after  a  piece  has  been  subjected  to  a 
stress  beyond  the  elastic  limit  and  the  stress  is  then  removed. 

In  the  foregoing  discussion  the  results  of  tensile  tests  on  steel 
have  been  cited  as  illustrations.  Similar  results  would  be  ob- 
tained with  steel  under  compression  and  with  other  ductile  ma- 
terials in  a  greater  or  less  degree. 

16.  Resilience.  —  In  a  general  sense  resilience  may  be  defined 
as  the  abiUty,  which  a  body  under  strain  possesses,  of  returning 
to  its  original  dimensions,  when  the  cause  of  the  strain  is  removed. 

In  mechanics  the  term  is  used  to  denote  the  amount  of  work 
which  a. body  under  strain  is  capable  of  doing  in  returning  to  its 
unstrained  state;  that  is,  the  resilience  is  the  potential  energy  due  to 
the  strain.  A  distinction  must  be  made  between  this  quantity  and 
the  work  done  in  producing  deformation,  which  will  be  equal  to 
the  resilience  only  when  the  body  is  composed  of  a  perfectly 
elastic  material. 

If  we  refer  to  Fig.  12,  in  which  the  first  part  of  the  stress-strain 
diagram  B  (Fig.  11)  is  reproduced  with  the  strains  to  a  larger 
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scale,  it  will  be  evident  that  the  work  done  in  producing  the  stress 
intensity  a  on  the  cross  section  of  the  bar  will  be  eqtlal  to  the 
shaded  area  oag  multiplied  by  the  proper  factor.  Since  the  dia- 
gram is  plotted  to  represent  unit  stresses  and  strains  this  factor 
would  be  equal  to  the  product  of  the  scales  of  the  stress  intensities 
and  strains  multiplied  by  another  factor  depending  on  the  area  of 
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the  cross  section  and  the  length  of  the  bar.  In  this  case  the  work 
done  in  producing  the  strain  is  very  nearly  equal  to  the  resihence 
at  the  stress  intensity  a,  since  practically  no  permanent  set  would 
remain  after  the  removal  of  the  load,  and  the  area  oag  would  repre- 
sent the  work  done  by  the  bar  during  the  recovery  of  its  original 
length. 

If,  however,  a  load  sufficient  to  produce  a  stress  intensity  b, 
above  the  elastic  limit,  were  applied,  the  work  done  in  producing 
the  strain  would  be  equal  to  the  area  okkbfo,  multiplied  by  the  same 
factor  as  before.  In  this  case  the  residence  at  the  stress  intensity 
6  would  be  equal  to  the  area  cbf,  multiplied  by  the  same  factor;  be 
being  the  stress-strain  line  under  the  decreasing  load.  It  is  evi- 
dent that  when  the  stress  intensity  is  above  the  yield  point  a  large 
part  of  the  work  done  is  used  up  in  producing  permanent  strain, 
a  very  small  portion  remaining  in  the  form  of  strain  energy. 
Similar  results  would  be  obtained  with  a  steel  bar  subjected  to 
compression  and  to  a  varying  d^ree  with  other  materials  sub- 
jected to  tendon  or  compression. 
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In  the  light  of  the  forgoing  discussion  the  expression  represent- 
ing the  resilience  of  a  bar  of  any  material  which  follows  Hooke's 
law,  under  a  uniform  tensile  stress,  may  be  deduced  as  follows: 
Let  A  =  the  area  of  the  cross  section,  I  =  the  length  of  the  bar, 
E  ^  the  modulus  of  elasticity  and  e  =  the  strain  when  the  stress 
intensity  is  equal  to  p.  The  total  stress  on  the  cross  section  of  the 
bar  will  then  be  equal  to  P= pA  and  the  total  elongation  in  the  bar 
to  a  =  el  and  from  the  form  of  the  shaded  portion  oag  of  the  dia- 
gram (Fig.  12),  it  is  evident  that  the  resilience  will  be  equal  to 

B  =  |xa  =  ^XeZ.   ......    (1) 

But  ^""W 

hence  ^-^^IP^^IP (2) 

where  V  =  Al,  the  volume  of  the  bar. 

In  the  case  of  a  bar  subjected  to  uniform  compressive  stress,  the 
expression  for  the  resilience  at  any  stress  intensity  p  will  evidently 
be  that  given  by  equation  (2) ;  and,  if  the  moduli  of  elasticity  in 
tension  and  compression  are  equal,  the  values  of  the  resilience  in 
tension  and  compression  will  be  the  same. 

Modidus  of  Resilience.  —  If  7  =  unity,  equation  (2)  becomes 

^  =  2£ ^^^ 

The  quantity  Ro  is  called  the  modvlus  of  resilience  of  the  material 
at  the  stress  intensity  p.  It  is  evident  that  the  resilience  of  a  bar 
of  any  dimensions  subjected  to  a  uniform  tensile  or  compressive 
stress  of  intensity  p  will  be  equal  to 

R  =  /2o7, (4) 

where  £o  =  the  modulus  of  resiUence  of  the  material  at  the  stress 
intensity  p. 

Proof  Resilience. — When  the  stress  intensity  p  is  equal  to  the 
elastic  limit  of  the  material  the  value  of  /2  is  sometimes  called  the 
proof  resilience  of  the  bar. 

When  the  stressnstrain  lines  for  decreasing  stresses  are  approxi- 
mately parallel,  as  those  shown  in  Fig.  11,  it  is  evident  that  the 
resilience  under  a  direct  stress  above  the  elastic  limit  will  be 
approximately  represented  by  the  same  equation  (2)  as  when  the 
stress  intensity  is  equal  to  or  less  than  the  elastic  limit. 
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The  term  resilience  is  not  restricted  in  its  application  to  cases  of 
direct  stress  only,  but  is  used  to  denote  the  strain  energy  due  to 
shear  and  also  that  due  to  more  complex  stresses,  such  as  are  pro- 
duced by  bending  and  torsion.    The  deduction 
of  the  expressions  for  its  value  in  such  cases 
must  be  deferred  until  later. 

16.  Effect  of  an  Impact  Producing  a  Direct 
Stress.  —  A  tensile  stress  due  to  an  impact 
may  be  produced  by  allowing  a  sliding  weight 
to  fall  against  a  stop  on  the  lower  end  of  a  bar 
which  is  rigidly  held  in  a  vertical  position  by  a 
support  at  its  upper  end,  as  shown  in  Fig.  13. 
If  the  bar  is  perfectly  elastic  it  will  act  like  a 
spring,  stretching  a  maximum  amount  a  when 
the  blow  is  struck  and  then  oscillating  slightly 
until  equilibrium  is  restored,,  the  final  elongation 
being  the  same  as  would  be  produced  by  a  gradual  application 
of  the  weight. 

If  the  bar  is  of  uniform  section  and  material,  and  Z  =  its  original 
length,  A  =  the  area  of  the  cross  section,  p  =  the  maximum  stress 
intensity  produced  and  h  =  the  distance  tl^'ough  which  the  weight 
falls  before  striking  the  stop,  we  may  write 


^  j^k^-  _•«•»&• 


Fig.  13. 


Solving  for  p  we  obtain 

2  W  (h  +  a\  ^  J2WE  (h  +  a) 


(1) 


p  = 


Al 


(2) 


_  V^  • 


If  we  eliminate  a,  by  substituting  its  value  o  =  ^  in  equation 
(2),  and  reduce  we  obtain 


2WhE     IP 
Al    "^A* 


'^bW 


2AhE 
Wl 


+  1 


]■ 


(3) 


The  above  equations  are  based  on  the  assumption  that  all  of  the 
work  done  by  the  force  of  gravity  acting  on  the  falling  weight  is 
used  up  in  stretching  the  bar.  Since  neither  the  weight  nor  the 
stop  can  be  absolutely  rigid  it  is  evident  that  a  part  of  the  energy 
of  the  blow  would  be  absorbed  in  compressing  the  weight  and  the 
stop  and  hence  the  actual  value  of  p  would  always  be  somewhat 
less  than  that  given  by  equafion  (2)  or  (3). 
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The  effect  of  a  weight  falling  on  a  bar  of  elastic  material  in  a  * 
manner  to  produce  compression  would  evidently  be  the  same  as  in 
the  case  of  tension. 

When  the  force  of  the  blow  is  great  enough  to  produce  a  stress 
above  the  elastic  limit  it  is  evident  that  the  above  equations  no 
longer  hold  true.  If  the  stress  produced  is  above  the  yield  point, 
nearly  all  of  the  energy  of  the  blow  is  used  up  in  producing  per- 
manent distortion;  and  the  greatest  stress  intensity  will  be  very 
much  less  than  that  given  by  equation  (2). 

17.  Suddenly  Applied  Load.  —  If  in  the  preceding  case  the 
weight  W  were  suspended  so  as  to  be  in  contact  With  the  stop 
(Fig.  13),  without  exerting  any  pressure  upon  it,  and  then  were 
allowed  to  fall  we  would  have  an  illustration  of  what  is  usually 
called  a  suddenly  applied  load  in  tension;  that  is,  a  load  applied 
instantly,  but  without  any  blow,  or  shock.  Substituting  h  =  0 
in  equation  (2)  (Art.  16),  we  obtain  for  the  value  of  the  maximum 
intensity  of  stress  produced  by  a  load  applied  in  this  manner, 

2W 

p  =  ir (1) 

which  is  evidently  double  the  intensity  which  would  be  produced, 
if  the  load  W  were  gradually  applied  to  the  bar. 

The  same  relation  would  exist  between  the  maximiun  stress 
intensity  due  to  a  suddenly  applied  load  and  a  gradually  applied 
load  in  compression. 

As  in  the  case  of  the  stress  due  to  impact  (Art.  16),  if  the  maxi- 
mum stress  intensity  p  is  above  the  elastic  limit  the  relation  ex- 
pressed by  equation  (1)  no  longer  holds  true;  and  above  the  yield 
point  the  value- of  p  due  to  a  suddenly  applied  load  will  be  very 
much  less  than  that  given  by  the  equation. 

18.  Effect  of  the  Rate  of  Application  of  the  Load  on  the  Maxi- 
mum Stress  Intensity.  —  In  Art.  17  we  have  deduced  the  relation 
between  the  maximum  direct  stress  intensity  produced  by  a  sud- 
denly  appSed  and  a  graduaUy  appUed  loal  'in  many  Les  in 
practice  the  load  to  which  a  piece  is  subjected  is  not  applied 
instantaneously,  but  at  a  rate  sufficient  to  produce  a  maximum 
stress  intensity  greater  than  would  be  obtained  if  it  were  grad- 
ually applied.  In  the  light  of  the  preceding  discussion  the  maxi- 
mimi  stress  intensity  produced  by  such  a  load  would  vary  with  the 
rate  of  application,  but  would  never  be  greater  than  in  the  case 
of  a  suddenly  applied  load. 
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A  load,  rapidly  applied  in  the  above  manner,  or  applied  so  as 
to  produce  a  shock  (Art.  16),  is  frequently  called  a  dynamic  load, 
in  distinction  from  a  stationary  or  static  load. 

On  account  of  the  uncertainty  which  usually  exists  in  practice 
in  regard  to  the  exact  rate  of  application  of  a  dynamic  load,  the 
determination  of  the  maximum  stress  intensity  produced  must  be 
largely  by  an  estimate  based  on  the  results  of  experience. 

When  the  maximum  stress  intensity  produced  by  a  dynamic 
load  exceeds  the  yield  point  the  difference  between  it  and  the 
stress  intensity  due  to  the  same  static  load  is,  as  has  already  been 
stated  (Arts.'  16-17),  not  nearly  so  great  as  when  the  elastic  limit 
is  not  exceeded.  From  an  inspection  of  the  stress-strain  diagrams 
for  ductile  steel  (Figs.  11-12),  it  would  appear  that  when  the 
maximum  stress  intensity  produced  by  a  rapidly  applied  load, 
which  was  not  of  the  nature  of  a  blow,  exceeded  the  yield  point  it 
would  be  very  little  greater  than  that  produced  by  a  static  load 
of  the  same  magnitude. 

Another  factor,  not  previously  considered,  enters  into  the  case, 
however;  namely,  the  rate  at  which  a  strain  above  the  yield  point, 
or,  as  is  commonly  stated,  the  rate  at  which  the  flow  of  the  ma- 
terial above  this  point  takes  place.  Thus,  it  would  be  found  in 
the  case  of  the  steel  for  which  the  diagrams  are  shown  (Figs.  11 
and  12),  that,  if  the  load  were  very  rapidly  increased,  the  stress- 
strain  Une  above  the  elastic  Umit  would  be  higher  than  that  shown, 
since  time  enough  would  not  be  allowed  for  the  complete  distortion 
due  to  each  increment  of  load  to  take  place.  The  result  would  be 
that  all  of  the  stresses  corresponding  to  given  amounts  of  distor- 
tion, including  the  ultimate  strength,  would  be  higher  than  those 
obtained  with  a  gradually  increasing  load. 

The  results  obtained  with  other  materials  would  be  similar,  to  a 
greater  or  less  degree,  to  those  obtained  with  steel ;  and  also,  the 
results  obtained  under  compressive  stresses  would  be  affected 
similarly  to  those  obtained  under  tensile  stresses. 

It  is  evident  from  the  above  that  in  order  to  determine  correctly 
the  properties  of  a  material  under  a  tension  or  compression  stress 
the  rate  of  application  of  the  load  must  be  slow  enough  to  allow 
the  normal  amount  of  distortion  due  to  each  increment  of  load  to 
take  place. 

19.  Effect  of  Varying  Stresses.  —  It  is  a  well  known  fact  that 
when  a  piece  is  subjected  to  a  varying  stress,  such  as  would  be 
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produced  by  a  continually  changing,  or  by  an  intermittent  load, 
failure  will  occur  when  the  maximum  intensity  of  the  varying 
stress  is  considerably  below  the  breaking  strength,  determined  in 
the  usiial  way  (Art.  8),  provided  the  fluctuation  in  the  stress  is 
repeated  a  sufficient  number  of  times.  The  first  thorough  inves- 
tigation of  the  influence  of  varying  stresses  in  producing  fracture, 
and  on  other  properties  of  iron  and  steel,  was  made  by  Wohler, 
between  1860  and  1870.  Since  then  a  large  amoimt  of  experi- 
menting along  the  same  line  on  iron  and  steel  and  other  materials 
has  been  done  by  other  investigators.     . 

It  is  not  within  the  province  of  this  text  to  give  in  detail  the 
results  of  these  investigations,  but'merely  to  state  in  a  general  way 
some  of  the  conclusions  which  may  be  drawn  from  them.  These 
conclusions  follow: 

When  a  piece  is  subjected  to  a  continually  fluctuating  stress  in 
tension,  which  varies  from  zero  to  a  given  maximum  intensity,  it 
will  finally  break  after  a  certain  number  of  repetitions  of  the  varia- 
tion in  stress,  if  the  maximum  stress  intensity  is  above  the  elastic 
limit  of  the  material,  determined  in  the  usual  way  (Art.  6).  The 
number  of  repetitions  of  the  variation  in  stress  required  to  produce 
fracture  will  increase  as  the  maximum  inj^ensity  of  the  stress  is 
decreased  to  a  value  at  which  an  indefinite  number  of  repetitions 
fails  to  produce  fracture. 

When  a  piece  is  subjected  to  a  varying  stress  which  fluctuates 
between  a  maximum  and  a  minimum  intensity,  the  latter  being 
greater  than  zero,  the  value  of  the  maximum  intensity  at  which 
the  piece  will  endure  an  indefinite  number  of  repetitions  of  the 
variation,  without  fracture,  is  greater  than  where  the  variation  each 
time  is  between  a  maximum  and  zero.  As  the  range  of  variation 
decreases  the  value  of  this  maximum  increases,  imtil  it  becomes 
equal  to  the  ultimate  strength  in  tension  when  the  variation  in 
stress  equals  zero. 

The  foregoing  conclusions  will  apply  to  a  limited  extent  in  the 
case  of  a  varying  compressive  stress,  but,  since  short  pieces  of  a 
ductile  material  have  no  ultimate  strength  in  compression  and 
pieces  of  moderate  length  fail  when  the  stress  intensity  is  at,  or 
near,  the  yield  point  (Art.  11),  tlie  effect  of  a  varying  stress  on  the 
point  of  failure  is  not  so  marked  as  in  the  case  of  a  varying  stress 
in  tension. 

When  a  piece  is  subjected  to  a  load  which  varies  in  such  a  man- 
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ner  that  the  stress  contmiially  fluctuates  from  a  maximum  value 
in  tension  to  a  maximum  value  in  compression,  .and  vice  versa,  it 
will  fail  ultimately  at  a  lower  maximum  stress  than  when  sub- 
jected to  varying  stress  in  tension  or  compression  alone.  The  effect 
of  the  continual  reversal  of  stress  is  much  more  severe  than  that 
due  to  the  variation  of  one  kind  of  stress  and,  if  the  variation  is 
repeated  long  enough,  failure  will  frequently  occur  when  the  greater 
of  the  two  maximum  stress  intensities  is  considerably  below  the 
elastic  limit  of  the  material,  determined  in  the  usual  way. 

Most  of  the  experimentq,l  investigation  of  the  effect  of  this  kind 
of  a  varying  stress  has  been  made  by  bending  pieces  back  and  forth, 
either  directly  or  by  rotating,  as  a  shaft,  imder  a  constant  load.  In 
the  latter  case,  as  will  be  shown  later,  the  maximum  intensities  of 
the  alternate  tensile  and  compressive  stresses  are  always  the  same. 

While  the  effect  of  a  continual  reversal  of  stress  by  bending  is 
probably  not  exactly  the  same  as  that  due  to  subjecting  a  piece 
to  uniform  tensile  and  compressive  stresses  alternately,  the  results 
obtained  by  the  former  method  are  of  much  greater  practical 
value  than  those  that  might  be  obtained  by  the  latter,  and  our 
conclusions  in  regard  to  the  effect  of  continually  reversing  stresses 
are  based  on  the  results  of  experiments  with  pieces  subjected  to 
repeated  bending. 

As  in  the  case  of  a  varying  stress  of  one  kind,  it  may  be  said 
that  the  number  of  repetitions  of  the  variation  required  to  produce 
fracture  increases  as  the  maximum  stress  intensity  is  decreased, 
until  a  stress  is  reached  at  which  an  indefinite  number  of  repeti- 
tions fails  to  produce  fracture;  also,  if  the  alternate  maximum 
intensities  of  the  tensile  and  compressive  stresses  are  not  the  same, 
the  greatest  stress  at  which  a  piece  will  stand  an  indefinite  number 
of  repetitions  is  higher  than  when  the  two  maximum  intensities 
are  equal. 

Faiigue.  —  The  cause  of  failure  under  varying  stresses  when  the 
greatest  stress  intensity  is  considerably  below  the  ultimate  strength 
of  the  material  has  been  ascribed  to  the  fatigue, of  the  material  under 
repeated  or  varying  stress.  Investigations  have  been  made  to 
determine  the  nature  of  this  fatigue,  that  is,  the  change  in  the 
structure  of  the  material  under  repeated  stress,  but  the  results  of 
these  will  not  be  discussed  here. 

The  conditions  under  which  a  varying  stress  is  applied,  as  well 
as  the  nature  and  the  amount  of  the  variation,  have  a  considerable 
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effect  upon  the  stress  intensity  at  which  failure  occurs.  Thus, 
the  rate  of  the  fluctuation  of  the  stress  will  have  an  influence,  the 
maximum  stress  intensity  at  failure  being  somewhat  lower  for  the 
same  amount  of  variation  when  the  rate  is  rapid  than  when  it  is 
slow.  If  there  is  a  sudden  change  in  the  size  or  shape  of  the  cross 
section  of  the  piece  the  maximum  stress  intensity  at  failure  will  be 
considerably  lower  than  when  the  section  is  uniform  throughout. 

Certain  formulas  of  an  empirical  nature  have  been  proposed  to  . 
represent  the  value  of  the  maximimi  stress  intensity  at  failure 
under  different  conditions  of  varying  stress,  in  terms  of  the  ulti- 
mate strength  of  the  material  and  the  range  of  the  variation  of 
the  stress.  On  account  of  the  number  of  different  conditions 
which  have  an  influence  on  the  stress  at  failure,  such  formulas  are 
of  little  practical  value  and,  as  experimental  data  sufficient  to  com- 
pletely verify  them  is  lacking  also,  they  will  not  be  quoted  here. 

As  previously  stated,  the  object  of  the  foregoing  discussion  has 
been,  not  to  quote  values  which  might  be  suitable  to  use  in  certain 
specified  cases,  but  to  emphasize  the  fact  that  imder  a  varying  or 
repeated  stress  a  piece  will  fail  at  a  much  lower  stress  intensity 
than  its  ultimate  strength  under  a  static  load;  and  that  the  nature 
and  the  amoimt  of  the  fluctuation  in  stress,  as  well  as  the  condi- 
tions imder  which  it  occurs,  will  have  a  decided  influence  on  the 
maximum  stress  intensity  which  a  piece  will  stand  an  indefinite 
number  of  repetitions. 

20.  Working  Strength.  —  Factor  of  Safety.  —  The  working 
sHrength  is  the  maximum  intensity  of  stress  to  which  a  member  of 
a  machine  or  structure  may  be  subjected  without  exceeding  the 
limits  of  safety.  The  term  is  applied  to  any  of  the  simple  stresses, 
tension,  compression  or  shear. 

The  f(uior  of  safely  is  the  ratio  between  the  breaking  strength 
under  a  static  load  and  the  value  assigned  for  the  working  strength. 
Its  value  depends  on  the  conditions  imder  which  a  piece  is  sub- 
jected to  stress  and  may  be  as  low  as  2  or  3,  or  as  high  as  20  or 
more. 

The  working  had  is  the  load  required  to  produce  a  maximum 
stress  intensity  in  a  member  equal  to  the  working  strength.  The 
term  is  used  in  the  case  of  any  of  the  three  simple  stresses  and,  also, 
as  we  shall  see  later,  is  applied  to  the  load  required  to  produce  a 
maximmn  stress  intensity  equal  to  the  working  strength  in  a  piece 
fiubjected  to  a  complex  stress. 
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The  working  resilience  is  the  resilience  of  a  piece  under  its 
working  load. 

The  determination  of  the  proper  value  of  the  factor  of  safety 
is  one  of  the  most  important  questions  with  which  the  engineer 
has  to  deal.  While  it  is  comparatively  easy,  by  assigning  small 
values  to  the  working  strength,  to  make  aiiy  piece  strong  enough 
to  bear  any  load  to  which  it  may  be  subjected,  economy  in  the 
use  of  material  and  in  the  cost  of  a  structure  demand  that  the 
working  strength  shall  be  as  high  as  proper  considerations  of 
safety  will  admit. 

Hence,  in  the  light  of  the  discussion  in  this  chapter,  the  value 
of  the  working  strength  for  a  given  member  will  depend  on 
whether  the  piece  is  to  be  subjected  to  a  constant  or  a  varying  load 
and,  if  the  latter,  on  the  amount  and  rapidity  of  the  variation,  on 
the  liability  to  shock,  and,  to  a  certain  extent,  on  the  form  of  the 
member. 

A  satisfactory  answer  to  the  question  as  to  what  value  to  use, 
in  any  particular  case,  must  be  based  on  a  thorough  knowledge 
of  the  properties  of  the  material  of  which  the  member  is  com- 
p)osed  and  the  results  of  long  experience  with  its  use  under 
different  conditions  in  practice.  While,  in  a  large  number  of 
cases  with  which  the  engineer  has  to  deal,  such  data  has  been 
compiled  in  forms  which  require  only  a  brief  reference  in  order  to 
obtain  proper  values  for  the  working  strength  under  different 
conditions,  new  problems  are  constantly  arising,  in  the  solution  of 
which  the  engineer  is  thrown  largely  upon  his  own  judgment  and 
resources. 

21.  Problems  —  Physical  Properties  of  Materials. 

Problem  1. 

From  a  tensile  test  of  a  steel  bar,  1"  diam.,  the  following  data  were  obtained: 

Maximmn  load 64,000  lbs. 

Load  at  elastic  limit     .     .         38,000  lbs. 

Elongation  in  a  length  of  8"  between  loads  of  2000  lbs.  r 

and  30,000  lbs 0.0096 

Total  elongation  in  8"  at  fracture  . 1.70 

Average  diameter  of  smallest  section  at  fracture   .    .    .  0.72" 

Find  the  breaking  strength,  the  elastic  limit,  the  modulus  of  elasticity,  the 
percentage  of  ultimate  elongation  in  8",  the  percentage  of  the  reduction  of 
area. 
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« 

Given  a  factor  of  safety  of  5,  find  the  working  load,  the  working  strength, 
the  working  elongation  and  resilience  in  a  section  5  ft.  in  length. 

Sclrdion.  — 

/  V   Ti      1  •       X      -*u       breaking  load       64,000      ^i  cn/>  iu 

(a)  Breaking  strength  -  original  section  =  07854  =  ^^'^  ^^'-  P^'  ^-  "^- 

/i_N   T^i    X-  1-    -x       load. at  elastic  Umit       38,000      mo  a/m^xx. 

(b)  Elastic  hmit  = r-;^ — i -• =  tt^oTm  =  48,400  lbs.  per  sq.  in. 

^  original  section  0.7854  '  *^      ^ 

t  \   ILK  ^  \       r  1  -*•   x        stress  intensity 

(c)  Modulus  of  elasticity  = — : —> 

scrain 

The  elongation  in  8'',  produced  by  increasing  the  load  from  2000  lbs.  to 
30,000  lbs.,  is  0.0096",  hence 

^  =  £  =  0:Sot6  =  29.700.000  lbs.  per  sq.  in. 

(d)  Percentage  elongation. 

The  percentage  elongation  in  8"  will  be  equal  to 

i^  X  100  =  21.3  per  cent. 

o.U 

(e)  Percentage  reduction  of  area: 

Area  of  1.00"  circle  =  0.7854  sq.  in.  =  original  section 
Area  of  0.72"  circle  =  0.4072  sq.  in.  =  fractured  section 

Difference  =  0.3782  sq.  in.  =  reduction  of  area. 

Hence,  the  percentage  reduction  of  area  will  be  equal  to 

54^  X  100  =  48.2  per  cent. 
0.7o04 

/^N   xxr    1  •      1     J       breaking  load        64,000      toonniu 

(f)  Workmg  load  =  ^^^^  J^^^ j-  -  12,800  lbs. 

(g)  Working  strength  =  ^ri^SteSn  =  SS  =  ^^'^  ''^-  ^  ^'^  ""• 
or, 

Working  strength  =  ^'^y^ff  =  ^  =  16,300  lbs.  per  sq.  in. 

(h)  Working  elongation  =  working  strain  X  length. 

nr    1  •        X    •  working  strength  16,300         nnnAc>ift 

Workmg  strain  -  ^^dulus  of  elasticity  =  29,700,000  "  ^■^^^' 

hence, 

Working  elongation  =  0.000549  X  60  =  0.0329  in. 

It  is  evident,  in  this  case,  that  the  working  elongation  may  also  be  found  by 
direct  proportion. 

(i)   Resilience. 

Since  the  load  is  gradually  applied,  the  resilience  produced  by  the  working 
load  will  be  equal  to 

R  -  ^°'^«  ^"^  X  working  elongation  =  ^-^  X  0.0329  =  211  in.  lbs. 


36  APPLIED  MECHANICS 

Problem  3. 
From  a  tenuon  test  of  a  steel  bar  2"  diam.,  the  followinK  data  wtae  obtuned: 

Maxiinum  load      248,000  lbs. 

Load  at  elastic  limit     160,000  tba. 

EloQgatioQ  in  a  length  of  S"  between  loads  of  4000  lbs. 

and  136,000  lbs 0.0112  in. 

Total  elongation  in  8"  at  fracture 1.70  ins. 

Avenge  diameter  of  smallest  section  at  fmcturc     .    .  1.60  ins. 

Find  the  breaking  strength,  the  elastic  limit,  the  modulus  of  ataaticity,  the 
percentage  elongation  in  8",  the  percentage  reduction  of  area. 

If  the  factor  of  safety  equals  5,  find  the  working  load,  the  working  elongation, 
and  the  working  resilience  for  a  length  of  10  ft. 

What  suddenly  applied  load  will  produce  a  stress  in  the  bar  equal  to  the 
working  strength? 

Problem  3. 

Find  the  working  load  in  tension  for  a  steel  eye  bar,  20  ft.  long,  of  rectangu- 
lar cross  section  i"  X  5".  Find  the  resilience  of  the  bar  at  this  load.  Agaunie 
working  strength  of  steel  in  tension  =  15,000  lbs.  per  sq.  in.  and  E  —  29,000,000 
lbs.  per  sq.  in. 

Problem  4. 

Find  tJte  saSe  axial  load  for  a  caat-iron  column  15  ft.  long,  of  the  cross  section 
shown  (Fig.  14) :  also  find  the  total  amount  the  column  will  shorten  under  the 

Assume  the  breaking  strength  of  a  cast-iron  column  =  30,000  lbs.  per  sq.  in., 
factor  of  safety  »  6,  £  ==  14,000,000  lbs.  per  aq.  in. 


ISDOO 
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Fia.  14.  Pia.  15. 

Problem  B. 

A  straight  steel  bar,  1}"  diameter  and  10  ft.  long  is  held  rigidly  at  the  ends 
so  that  its  length  remains  constant  during  a  change  of  temperature  from  80°  F. 
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to  40^  F.    If  the  stress  in  the  bar  is  zero  at  80°  find  the  total  pull  exerted  when 
the  temperature  is  40°. 

Assume  the  coefficient  of  linear  expansion  of  steel  =  0.0000067  per  degree 
Fahrenheit  and  E  =  28,000,000  lbs.  per  sq.  in. 

Problem  6. 

A  weight  of  40  lbs.  is  hung  on  a  steel  wire,  0.05''  diam.  and  20  ft.  long. 
Find  the  elongation  and  resilience  of  the  wire  under  this  load.  If  the  tempera- 
ture falls  10°  F.  after  the  weight  is  hung  on  the  wire  find  the  total  change  in 
length.  Assume  E  =  30,000,000  lbs.  per  sq.  in.  and  the  coefficient  of  linear 
expansion  =  0.0000062  per  degree  Fahrenheit. 

Problem  7. 

Two  bars  of  steel  A  and  B,  each  }"  diam.,  and  a  bar, of  copper  C,  1" 
diam.,  are  fastened  together  as  shown  (Fig.  15)  and  subjected  to  a  total 
load  of  15,000  lbs.  The  bars  are  each  30"  long.  Find  the  intensity  of  the 
tensile  stress  and  the  total  elongation  in  each  bar,  assuming  that  the  bars 
elongate  equally. 

Assume  E  ^  28,000,000  lbs.  per  sq.  in.  for  steel  and  ^  =  15,000,000  lbs. 
per  sq.  in.  for  copper. 

Problem  8. 

Find  the  elongation  in  a  straight  bar  of  steel  50  ft.  long  due  to  its  own  weight 
when  suspended  in  a  vertical  position  from  its  upper 
end.    Assume  B  =  28,000.000  lbs.  per  8q.  in.  and  ihe    <'^''<'''f''^^^f^^^^<^<'^--^^'' 
weight  of  steel  =  0.28  lb.  per  cu.  in. 


Solution.  —  Assume  the  origin  at  the  lower  end  of 
the  bar  (Fig.  16)  and  let  I  =  the  length  of  the  bar 
(ins.);  A  =  area  of  cross  section  (sq.  ins.);  w  =  the 
weight  of  the  material  per  cubic  inch;  E  =  the  mod- 
ulus of  elasticity  of  the  material;  p  =  the  intensity 
of  stress  on  any  cross  section;  a  =  total  elongation 
of  the  bar. 

Then,  the  intensity  of  the  stress  at  any  section,  at 
a  distance  x  from  the  lower  end,  will  be 
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Fig.  16. 
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and  the  corresponding  strain 


e  = 


wx 
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The  dongation  in  a  length  dx  will  be 


and,  f<Nr  the  entire  rod. 


da^-^dx, 


2B' 
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Substituting  the  values  of  w,  I  and  E,  in  this  equation,  we  obtain 

rp  *  1    1         *•  28X50X50X12X12      ^^A,. 

Total  elongation  -  a  =    iqq  x  2  X  28,000,000     =  ^'^^  ^- 

iVote.  —  The  problem  might  be  solved  by  finding  the  average  strain  and 
multiplying  it  by  the  total  length  of  the  rod,  as  follows: 
The  average  stress  intensity  will  be 

28  X  50  X  12 


100X2 
The  average  strain  will  be 

84 


=  84  lbs.  per  sq.  in. 


28,000,000      1,000,000 
Hence,  -the  total  elongation  in  50  ft.  is  equal  to 

3  X  50  X  12      f.  ruxto  • 

i,ooo;ooo-  =  ^-^^^  "»• 

Problem  9. 

A  straight  steel  bar  10  ft.  long,  of  rectangular  cross  section,  varying  uniformly 
from  1"  X  2"  at  one  end  to  1"  X  4"  at  the  other,  is  subjected  to  an  axial  load 
of  25,000  lbs.  Find  the  total  elongation  of  the  baV,  assuming  E  =  30,000,000 
lbs.  per  sq.  in.    Find  the  resilience  of  the  bar  at  this  load. 

Problem  10. 

A  round  bar  of  steel,  5  ft.  long,  which  is  2"  diameter  for  a  length  of  3  ft.  at 
the  center  and  1"  for  a  length  of  1  ft.  at  each  end,  is  subjected  to  an  axial  load 
of  12,000  lbs.  Find  the  resilience  of  the  bar  at  thb  load.  Assume  E  = 
28,000,000  lbs.  per  sq.  in. 

Compare  this  value  with  that  for  a  bar  of  steel,  5  ft:  long  and  1"  diameter 
throughout,  when  subjected  to  the  same  load. 

Problem  11. 

A  steel  tube  0.5"  thick  is  fitted  loosely  on  a  solid  cast-iron  cylinder,  4" 
diameter.  The  length  of  both  tube  and  cylinder  is  25".  If  the  whole  is  sub- 
jected to  an  axial  load  in  compression  of  100,000  lbs.,  find  the  intensity  of  the 
compressive  stress  in  the  steel  and  in  the  cast  iron.  Assume  that  the  strains 
in  both  cast  iron  and  steel  in  the  direction  of  the  axis  of  the  cylinder  are  equal 
and  that  E  =  30,000,000  lbs.  per  sq.  in.  for  steel  and  E  =  14,000,000  lbs.  per 
sq.  in.  for  cast  iron. 

Problem  12. 

A  solid  cylinder  of  concrete,  8"  diameter  and  24"  long,  is  subjected  to  an 
axial  load  in  compression  of  30,000  lbs.  Find  the  maximum  intensity  of  the 
compressive  stress  at  any  point  in  the  middle  portion  of  the  cylinder. 

Find  the  amount  the  cylinder  is  shortened  if  ^  =  3,000,000  lbs.  per  sq.  in. 


CHAPTER  II. 

ANALYSIS  OF  STRESS  AND   STRAIN. 

§  1.    Stress. 

22.  Analysis  of  Stress.  —  Stress  has  been  defined  (Art.  3)  as 
the  force  which  is  exerted  at  a  section  of  a  body,  the  section  being 
either  plane  or  curved,  and  being  taken  either  through  the  body 
itself,  or  forming  the  boundary  surface  with  a  contiguous  body. 
A  stress  at  any  section  of  a  body  may  usually  be  considered  to  be 
due  to  the  action  of  external  forces;  but  it  may  also  be  due  to 
internal  forces,  such  as  magnetic,  or  gravitational,  attractions  be- 
tween  the  particles  of  a  body,  and  to  the  forces  between  the 
particles  due  to  unequal  expansion,  or  contraction,  of  its  parts 
caused  by  temperature  changes.  Having  defined  the  three  simple 
stresses  and  shown  that  the  stress  on  any  plane  section  can  always 
be  resolved  into  normal  and  shearing  components  (Art.  3),  we  will 
now  have  occasion  to  use  the  term  stress  in  a  still  broader  sense, 
which  is  usually  embodied  in  the  expression  stress  at  a  point. 

Whenever  the  term  intensity  of  stress  at  a  point  is  used,  some 
plane  passing  through  the  point  is  always  understood.  Since  an 
infinite*  number  of  planes  can  be  passed  through  any  given  point 
and  the  stress  intensity  on  each  of  these  planes  may  be  a  different 
quantity,  the  stress  at  the  point  can  be  fully  determined  only 
when  the  resultant  stress  intensity  on  every  plane  passing  through 
the  point  is  known.  For  a  complete  determination  of  the  stress 
throughout  a  given  body  the  stress  at  every  point  in  the  body  must 
be  known. 

It  is  convenient  to  consider  two  cases:  (a)  the  case  in  which  the 
resultant  stresses  on  all  planes  passing  through  a  point  are  parallel 
to  a  single  plane;  (b)  the  case  in  which  they  are  not. 

We  shall  confine  our  attention  at  present  to  the  first  case. 

23.  Plane  Stress.  —  When  the  resultant  stresses  on  all  planes 
passing  through  a  given  point  in  a  body  are  parallel  to  a  single 
plane  the  body  is  said  to  be  subjected  to  plane  stress  and  the  plane 
to  which  the  stresses  are  parallel  may  be  called  the  plane  of  stress, 
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In  such  a  case  the  stress  on  any  plane  section,  which  is  perpendicu- 
lar to  the  plane  of  the  stress,  may  in  general  be  resolved  into  a 
normal  and  a  shearing  component  which  are  both  parallel  to  that 
plane. 

We  shall  now  deduce  certain  relations  between  the  stress  in- 
tensities on  the  different  planes  passing  through  a  given  point  in  a 
body  subjected  to  plane  stress  and  will  show  that  the  stress  at  any 
point  is  fully  determined  when  the  stress  intensities  on  any  two 
planes  passing  through  the  point  and  perpendicular  to  the  plane 
of  stress  are  known.  In  each  case  the  Z  plane  is  taken  as  the  plane 
of  stress  and  the  X  and  Y  planes  are  any  two  planes  at  right 
angles  to  each  other,  passing  through  any  point  0,  which  are  per- 
pendicular to  the  plane  of  stress. 

We  shall  adopt  the  following  notation: 

n»  =  the  intensity  of  the  normal  stress  component  on  the  X 

plane  at  the  point  0, 
89  =  the  intensity  of  the  shearing  stress  component  on  the  X 

plane  at  the  point  0, 
Px  =  the  intensity  of  the  resultant  stress  component  on  the  X 

plane  at  the  point  0, 
riy  =  the  intensity  of  the  normal  stress  component  on  the  Y  plane 

at  the  point  0, 
By  =  the  intensity  of  the  shearing  stress  component  on  the  Y 

plane  at  the  point  0, 
Py  =  the  intensity  of  the  resultant  stress  component  on  the  Y 

plane  at  the  point  0, 
rio  =  the  intensity  of  the  normal  stress  component  on  the  A 

plane  at  the  point  0, 
So  =  the  intensity  of  the  shearing  stress  component  on  the  A 

plane  at  the  point  0, 
Po  =  the  intensity  of  the  resultant  stress  component  on  the  A 

plane  at  the  point  0, 

where  the  A  plane  is  any  plane  through  0,  perpendicular  to  the 
Z  plane,  the  normal  to  which  makes  an  angle  a  with  the  axis  OX 
and  an  angle  p  with  the  axis  OY, 

A  normal  component  or  a  shearing  component  will  be  considered 
positive  when  the  vector  representing  the  stress  intensity  on  the  posi- 
tive side  of  any  plane  is  directed  positively  along  the  axis  which  is 
normal  to  the  plane. 


\ 
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24.  Relation  of  Intensities  of  Shearing  Stress  on  the  X  and  Y 
Planes.  —  Let  the  X  and  Y  planes  (Fig.  17)  be  any  two  planes 
at  right  angles  passing  through  any  point  0  of  a  body  in  equilib- 
rium under  plane  stress  parallel  to  the  Z  plane.  Consider  a  small 
rectangular  prism  Oabc,  three  faces  of  which  are  bounded  by  the 
X,  F,  Z  planes.  Assume  that  the  dimensions  Oa  and  Oc  are  so 
small  that  the  stress  intensities  on  opposite  parallel  faces  may  be 
considered  equal  and  uniform  and  that  the  third  dimension  of  the 
prism  is  unity.  Such  a  prism,  being  a  small  portion  of  the  entire 
body  which  is  under  stress,  must  be  in  equiUbrium  imder  the 
stresses  acting  on  its  six  faces.  Since  the  stresses  on  the  opposite 
faces  are  equal  and  imiform,  the  normal  components  will  balance; 
the  shearing  components  on  the  faces  Oc  and  ab  will  form  a  couple 
whose  moment  is  equal  to  —  s,  (Oc)  {Oa);  and  the  shearing  com- 


ponents on  the  faces  Oa  and  6c  will  form  a  couple  whose  moment 
is  Sy  (Oa)  (Oc).  To  maintain  equiUbrium  these  couples  must 
balance  and  hence 

8y  (Oa)  (Oc)  -  s,  (Oc)  (Oa)  =  0. 


•  •      Of/     —    O: 


X* 


Therefore,  the  intensities  of  the  shearing  components  of  the 
stresses  on  the  X  and  Y  planes,  through  any  point  of  a  body 
subjected  to  plane  stress  parallel  to  the  Z  plane,  are  equal. 

26.  Stress  Intensities  on  Different  Planes  through  a  Point  ia 
a  Bar  Subjected  to  Uniform  Tension.  —  Let  Fig.  (18)  represent  a 
bar  subjected  to  a  uniform  tension  P.    Let  OX  and  OY  be  a  pair 
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of  rectangular  coordinate  axes  through  any  point  0,  the  axis  OX 
coinciding  with  the  central  axis  of  the  bar;  A  =  the  area  of  a 
cross  section  perpendicular  to  OX;  B  =  the  area  of  any  oblique 
section  whose  normal  OB  makes  an  angle  a  with  OX.    Hence, 

cosa 

Adopting  the  notation  of  Art.  (23),  we  obtain  for  the  intensity  of 
stress  at  0  on  the  X  plane 

P 

and  for  the  intensity  of  stress  at  0  on  the  oblique  plane,  in  the 
direction  of  the  resultant  P, 

P      P 
Pb  =  -^  =  "2-  cos  a  =  fix  cos  a (1) 


X       P 


Fig.  18. 


Resolving  this  resultant  intensity  into  normal  and  shearing  com- 
ponents on  the  oblique  section,  we  have  for  the  normal  component 


rift  =  pft  cos  a  =  riz  cos*  a  .     .     . 
and  for  the  shearing  component 

S6  =  P6  sin  a  =  Ux  sin  a  cos  a  =  ^  sin  2  a. 


(2) 


(3) 


Equations  (1),  (2)  and  (3)  give  the  values  for  the  resultant 
intensity  of  stress  at  the  point  0,  on  any  oblique  plane  passing 
through  0,  and  its  normal  and  shearing  components  on  that  plane, 
in  terms  of  the  intensity  of  stress  on  the  cross  section  and  the  angle 
between  the  planes. 
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Since  the  tension  is  unifonn  the  same  result  might  be  obtained 
by  resolving  the  resultant  force  P  into  two  components,  one 

N  =  Pcosa, (4) 

nonnal  to  the  oblique  plane,  and  the  other 

!r  =  Psina, (5) 

in  the  oblique  plane.    These  components,  when  divided  by  the 

area  of  the  oblique  section,  will  give  the  same  results  as  equations 

(2)  and  (3). 

When 

a  =  90**,        Tib  =  0        and        Sb  =  0, 

there  being  evidently  no  stress  on  longitudinal  sections  through 
the  bar. 

ft 

26.  Stress  Intensities  on  Different  Planes  through  a  Point  in 
any  Body  Subjected  to  Plane  Stress.  —  Let  OX,  OY  and  OZ  be 
three  coordinate  axes  through  any  point  0,  the  axis  OZ  being 
perpendicular  to  the  plane  of  stress.  Let  OA  be  the  normal  to  any 
plane  through  0,  perpendicular  to  the  Z  plane,  and  let  a  and  fi  be 
the  angles  between  OA  and  OX  and  OY,  respectively. 

Assume  that  all  the  stress  components  on  the  X  and  Y  planes 
are  positive  as  shown  (Fig.  19).    Consider  a  small  triangular  prism 


Fig.  19. 


Odb,  bounded  by  the  X,  Y  and  Z  planes,  with  the  face  ab  parallel 
to  the  A  plane.  Let  the  dimensions  Oa,  Ob  and  oft  be  so  small  that 
the  stresses  on  the  faces  of  the  prism  may  be  considered  uniform 
and  the  stress  intensity  on  the  face  ab  equal  to  that  on  the  A  plane. 
Let  the  length  of  the  prism  in  the  direction  OZ  equal  unity.    Since 
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the  intensities  of  the  shearing  stresses  on  the  X  and  Y  planes  are 
equal  (Art.  24) ,  we  may  write 

Sx    =   5y    =   Sxffy 

where  Sxy  =  the  shearing  intensity  on  either  the  X  or  the  Y  plane. 
It  is  evident  that  the  intensity  of  the  resultant  stresses  on  the  X 
and  Y  planes  will  be  respectively  equal  to 

and  Vy  =  y/n^  +  s^^. 

Since  the  prism  Oab  is  in  equilibrium  under  the  stresses  on  its  faces 
we  may  deduce  the  relations  between  Ua,  Sa  and  pa,  the  normal, 
shearing  and  resultant  intensities  of  the  stress  on  the  face  oft,  and 
the  stress  intensities  on  the  X  and  Y  planes  as  follows: 

Resolve  all  the  stress  components  on  the  faces  of  the  prism  into 
components  parallel  and  perpendicular  to  OA,  Since  the  algebraic 
sum  of  the  components  in  the  two  directions  will  equal  zero, 

Ua  {ab)  =  Ux  {Ob)  cos  a  +  riy  (Qa)  sin  a  +  «,  (06)  sin  a 

+  Sy  (Oa)  cos  a, 

8a  (ab)  =  Tiy  (pa)  cos  a  —  n,  (06)  sin  a  —  5y  (Oa)  sin  a 

+  Sx  (Ob)  cos  a. 

Substituting  Oa  =  (ab)  sin  a,  06  =  (ab)  cos  a,  5,  =  Sy  =  Sgy,  and 
eliminating  (a6),  we  obtain 

rio  =  n,  cos^  a  +  riy  sin^  a  +  2  5xy  sin  a  cos  a,      ....     (1) 
So  =  (^1/  —  Wx)  sin  a  cos  a  +  Sxy  (cos^  a  —  sin^  a) 

=  ^^^-^^— ^  sin  2  a  +  5:cy  cos  2  a (2) 

The  resultant  stress  intensity  on  (ab)  will  evidently  be  equal  to 

Pa  =  VnJ  +  8a\ (3) 

from  which  equation  its  value  in  terms  of  the  stress  intensities  on 
the  X  and  Y  planes  might  be  obtained  by  substitution. 

The  value  of  pa  in  terms  of  these  stress  intensities  may  be  ob- 
tained more  directly,  however,  by  the  addition  of  the  stress  com- 
ponents on  the  prism  Oa6,  acting  in  the  directions  of  the  X  and  Y 
axes.  Thus,  if  we  resolve  the  resultant  stress  intensity  on  the  face 
(ab)  into  a  component  E  in  the  direction  OX  and  a  component  F  in 
the  direction  OF,  we  shall  have 

E  (ab)  =  rix  (Ob)  +  Sy  (Oa) 
and  F  (a6)  =  rh,  (Oa)  +  Sx  (Ob). 


PRINCIPAL  STRESSES  45 

EUminating  (qb),  (Ob)  and  (Qa),  as  before,  we  obtain 

E  =  nxC08a  +  Sysina, (4) 

F  =  riy  sin  a  +  5,  cos  a (5) 

Therefore, 

Pa  =  VlP  +  F^  =  \/[(nxCOSa  +  SySina)2 

+  {riy  sin  a  +  5,  cos  a)^], 
which  easily  reduces  to 

Pa  =  \/^ns^co8^a  +  ny^6m^a  +  2sxy{nx  +  ny)sinacoaa  +  Sgy^].    (6) 

The  expressions  (1),  (2)  and  (6)  give  the  intensities  of  the  normal, 
shearing  and  resultant  stresses  on  any  plane,  whose  normal  makes 
an  angle  a  with  the  axis  OX,  in  terms  of  the  intensities  of  the  nor- 
mal and  shearing  stresses  on  the  X  and  Y  planes. 

27.  Planes  on  Which  there  is  no  Shear.  —  If  we  put  equation 
(2)  (Art.  26)  equal  to  zero  and  solve  for  the  value  of  2  a  we  shall 

obtain 

2  5xv         sin2a      ,      ^  .^. 

-=^^  = jr—  =  tan  2  a (1) 


fix  —  fly      cos  2  a 

Since  tan  2  a  may  have  any  value  between  +  oo  and  —  oo ,  the  so- 
lution of  this  equation  will  give  real  values  for  2  a  for  all  possible 
values  of  riy,  n,  and  Sxy  Moreover,  for  every  value  of  tan  2  a 
there  are  a  series  of  values  of  2  a,  differing  by  180°,  and  hence  in 
every  case  the  solution  of  equation  (1)  will  give  two  or  more  values 
of  a,  differing  by  90°.  Therefore,  at  every  point  of  a  body  sub- 
jected to  plane  stress  there  are  two  planes  passing  through  the 
point  at  right  angles,  perpendicular  to  the  plane  of  stress,  on  which 
there  is  no  shearing  stress. 

28.  Principal  Stresses.  —  Ellipse  of  Stress.  —  The  planes  of 
no  shear  (Art.  27)  are  called  principal  planes  of  stress  and  the 
stresses  on  these  planes  are  called  principal  stresses.  We  shall  now 
show  that,  at  any  given  point  in  a  body  subjected  to  plane  stress, 
the  intensity  of  one  of  the  principal  stresses  is  greater  than,  and 
the  intensity  of  the  other  less  than,  the  resultant  stress  intensity 
at  that  point  on  any  other  plane  passing  through  it. 

In  this  case  we  will  let  the  X  and  Y  planes  represent  the  principal 
planes  of  stress  at  the  point  0  (Fig.  20).  The  expression  for  the 
resultant  stress  intensity  on  any  other  plane  through  0  may  then 
be  obtained  by  substituting  Sxy  =  0  in  equation  (6)  (Art.  26),  which 
gives 

Pa  =  (Wx^cos^  a +  71^2  sin*  a)* (1) 
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It  is  evident  from  the  construction  (Fig.  20)  that  the  vector  OM , 
representing  the  intensity  of  the  resultant  stress  pa  on  the  A  plane, 
is  a  semi-diameter  of  an  ellipse  whose  semi-major  and  semi-minor 
axes  coincide  with  OY  and  OX  and  are  equal  respectively  to  Uy  and 
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Fig.  20. 


n».  That  the  point  M  is  on  an  ellipse,  constructed  as  indicated, 
may  also  be  shown  by  the  following  simple  proof.  Let  the  co- 
ordinates of  M  be  a;  =  Oa  and  y  =  06.  It  is  then  evident  from 
equation  (1)  that 

a;  =  rix  cos  a 

and 


Hence 


and 


y  =  Uy  sm  a. 
— 5  =  cos^  a 

-^  =  sin^  a. 
•    £1-4.^  =  1 


n 


n. 


(2) 


which  is  the  equation  of  the  ellipse  shown  in  the  figure. 

Ellipse  of  Stress.  —  The  ellipse  just  described  is  known  as  the 
ellipse  of  stress,  and  whenever  a  body  is  subjected  to  plane  stress, 
the  stress  intensities  on  all  planes  through  any  point  which  are 
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perpendicular  to  the  plane  of  stress  are  represented  by  semi- 
diameters  of  the  ellipse  of  stress  at  that  point. 

It  is  therefore  evident  that  the  intensity  of  one  of  the  principal 
stresses  at  any  point  is  greater  than,  and  of  the  other  less  than,  the 
stress  intensity  on  any  other  plane  through  the  point. 

29.  Stress  Components  on  any  Plane  in  Terms  of  the  Principal 
Stresses.  —  Let  the  X  and  Y  planes  be  the  principal  planes  oj 
stress  at  any  point  0,  the  stress  intensities  on  these  planes  being 
n,  and  nyy  respectively.  Let  OA  be  the  normal  to  any  other  plane 
through  0,  perpendicular  to  the  Z  plane.  Substituting  s^v  =  0  in 
equations  (1),  (2)  and  (6)  (Art.  26),  we  obtain  the  expressions 
for  the  normal,  shearing  and  resultant  stress  intensities  on  the  A 
plane, 

fta  =  w,  cos*  a  +  ny  sin*  a, (1) 

Sa  =  (Wy  —  Wx)  sin  a  cos  a  =  -^ — -  sin  2  a,      .     .     (2) 
and  Pa  =  (nx*  cos*  a +  71^2  sin*  a)  4, (3) 

Pa  being  represented  by  the  vector  OM  (Fig.  20). 

The  angle  0,  l)etween  OM  and  the  axis  OX,  may  be  determined 
from  the  expressions 

Oa       n,cosa  ,.v 

OM  Pa 

sin  U    —  77T7  —  • Wy 

OM  Pa 

The  angle  ^a  =  ^  —  a,  between  OM  and  the  normal  OA,  is 
called  the  angle  of  obliquity  of  the  stress  on  the  A  plane.  The 
magnitude  of  ^a  will  change  as  a  varies,  its  value  being  zero  when 
a  =  0°,  or  90°,  and  a  maximum  for  some  intermediate  value 
of  a. 

In  a  similar  manner,  by  substituting  (90°  +  a)  for  a,  we  obtain 
the  expressions  for  the  normal,  shearing  and  resultant  stress  in- 
tensities on  the  B  plane,  at  right  angles  to  the  A  plane, 

nb  =  Ux  sin*  a  +  ny  cos*  a, (6) 

S6  =  (nx  —  riy)  sin  a  cos  a, (7) 

Pb  =  (n,*  sin*  a  +  n^  cos*  a)*,    .     •     •     •     (8) 

Pb  being  represented  by  the  vector  OiVi  (Fig.  20). 


48  APPLIED  MECHANICS 

Adding  (1)  and  (6)  and  reducing  we  have 

rio  +  716  =  n,  +  ny (9) 

That  is,  ike  sum  of  the  normal  intensities  of  stress  on  all  pairs  of 
planes  at  right  angles,  passing  through  any  point  0  and  perpendicular 
to  the  plane  of  stress,  is  a  constant. 

30.  Equal  Principal  Stresses.  —  If  the  intensities  of  the  prin- 
cipal stresses  at  any  point  in  a  body  subjected  to  plane  stress  are 
equal  in  magnitude,  the  ellipse  of  stress  becomes  a  circle;  and  it 
follows  that  the  resultant  stress  intensities  on  all  planes,  passing 
through  the  point  and  perpendicular  to  the  plane  of  stress,  are  equal. 
Two  cases  may  arise:  (a)  When  the  principal  stresses  are  both  of 
the  same  sign;  (b)  when  the  principal  stresses  are  of  opposite  signs. 

(a)  In  this  case  n,  =  riy  and  equations  (1),  (2),  (3),  (4)  and  (5) 
(Art.  29)  reduce  to 

na  =  n^, (1) 

«a  =  0, (2) 

Pa  =  n^,, (3) 

cos  0  =  cos  a, (4) 

sin  ^  =  sin  a, (5) 

respectively;  which  shows  that  when  the  principal  stresses  at  any 
point  are  equal  and  of  the  same  signy  the  stresses  on  all  planes 
through  that  point,  perpendicular  to  the  plane  of  stress,  are  normal 
and  of  the  same  intensity.  This  is  evidently  true  when  both 
principal  stresses  are  negative  as  well  as  when  both  are  positive. 

(b)  In  this  case  nx  =  —riy  and  equations  (1),  (2),  (3),  (4)  and 
(5)  (Art.  29)  become 

Wo  =  n,  (cos^  a  —  sin'  a)  =  n*  cos  2  a,     .     .     .     (6) 
So  =  — 2nxSinacosa  =  — n^sin  2a,     ...     (7) 

Pa  =  fix, (8) 

cos  ^  =  cos  a, (9) 

sin  ^  =  — sin  a, (10) 

respectively;  which  shows  that  when  the  principal  stresses  at  any 
point  are  equal  in  magnitude  and  of  opposite  sign,  the  resultant 
stress  intenmties  on  all  planes  through  that  pointy  perpendicular  to 
the  plane  of  stress,  are  equals  and  the  resultant  stresses  on  all  but 
principal  planes  are  oblique. 

Equations  (9)  and  (10)  show  that  the  angle,  which  the  vector 
representing  the  resultant  stress  on  the  A  plane  makes  with  the  axis 
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OXf  is  of  the  same  magnitude  and  of  the  opposite  sign  to  that 
which  the  normal  OA  makes  with  OX. 

Equation  (6)  shows  that  when  the  angle  between  the  normal  to 
the  plane  and  the  axis  OX  is  45°  the  normal  stress  component  is 
zero,  the  resultant  stress  on  this  plane  being  a  shearing  stress  of 
the  same  intensity  as  the  principal  stresses.  The  intensity  of  this 
shearing  stress  is  evidently  a  maximum  (Art.  31). 

31.  Planes  of  Maximum  Shear  and  of  Maximum  Obliquity. 

Planes  of  greatest  shear,  —  An  inspection  of  equations  (2)  and 
(7)  (Art.  29)  will  show  that  when  a  is  equal  to  zb  45°,  180°  =fc  45°, 
etc.,  the  shearing  stress  intensities  on  the  A  and  B  planes  will 
become  equal  to 

,„=±!bLZJk   ^ (1) 

and 


fix  —  ft 


«»=±'-^^^; (2) 

that  is,  the  shearing  stress  intensities  on  the  two  planes,  making 
angles  of  45°  with  the  planes  of  principal  stress  through  a  point, 
are  greater  than  the  shearing  stress  intensities  on  any  other  planes 
passing  through  the  point. 

If  positive  directions  are  assumed  along  the  axe^  OA  and  OB 
and  vectors,  representing  8„  and  s^,  are  laid  off  along  the  A  and  B 
planes,  in  accordance  with  the  signs  given  by  the  solution  of  (1) 
and  (2),  the  relation  between  the  shearing  stress  intensities  on 
any  two  planes  at  right  angles  (Art.  24)  will  be  fulfilled  in  every 
case. 

If  we  compare  equations  (1)  and  (6)  (Art.  29),  it  will  be  evident 

that  when  a  =  45°,  or  135°, 

nz  +  Tiy 
ria  =  rib  = rt —  J 

that  is,  the  normal  components  of  the  stresses  on  the  planes  of 
maximum  shear  arc  always  equal  and  of  a  magnitude  equal  to  the 
mean  of  the  principal  stresses. 
Planes  of  greaiest  obliquity.  —  Referring  to  Fig.  20  we  see  that 

.     .       Sa        Ohi  ■"  Wx)  sin  a  cos  a  .^v 

am<t>  =  —  = -^^^ : ,;    ...    (3) 

-.  Pa      (n,2  cos^  a  +  Tiy^  sm^  a)  * 

Sa       Oh  "  ^x)  ^in  a  cos  a  , -v 

tan</»  =  —  =  ^^ — ~-. 7-Z-,    ....    (4) 

ritt      n^cos^a  +  riysm^a'  ^ 
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where  n,  and  riy  are  principal  stress  intensities.  To  determine  the 
value  of  a  for  which  ^  is  a  maximum  we  may  differentiate  (4), 
place  the  derivative  equal  to  zero  and  substitute  the  value  thus 
obtained  in  (3),  as  follows: 

d  ^  K-«.)(co8'«-8in'a) 

da  {Ux  cos^  a  +  Tiy  sm^  a) 

(fly  —  fix)  sin  a  cos  a   «  /  v    .  ^ 

^  ^  ^  2{ny  — n,)  sm  a  cos  a  =  0. 


(rtg  cos^  a  +  riy  sin^  a)* 

Transposing  and  reducing, 
(cos*  a  —  sin^  a)  (fix  cos^  a  +  Uy  sin*  a)  =  2  (riy  —  n,)  sin*  a  cos*  a. 

Substituting  cos*  a  =  1  —  sin*  a    and  solving, 

sin*a  =  --^— (5) 

Tly    +    Tlx 

Hence  cos*a  =  1  —  sin*a= — -^^ — (6) 

fly   -\-  fix 

Substituting  in  (3)  and  letting  </»o  =  the  maximum  value  of  <f>, 

.        ^  \ny  +   nj       \ny  +  Uxl  Uy-Tlx  ,-x 

smoo  = ; 9 ; v  i  = ; *     •     \i) 


yriy  +  nx      ny  +  n  J 


It  is  evident  from  equations  (5)  and  (6)  that  the  value  of  a  for 
the  plane  of  greatest  obliquity  of  stress  will  not  be  45°  and  hence 
the  plane  on  which  the  obliquity  of  stress  is  a  maximum  is  not  the 
plane  on  which  the  shearing  stress  is  a  maximum. 

It  should  be  noted  that  the  foregoing  proof  is  restricted  to  the 
case  where  the  principal  stresses  are  of  the  same  sign.  If  the 
principal  stresses  were  of  opposite  signs  the  solution  of  equation  (7) 
would  give  a  value  of  sin  <^o  >  1. 

When  the  principal  stresses  are  of  opposite  sign  the  angle  of 
greatest  obliquity  will  be  90°,  there  always  being  in  this  case  some 
plane  on  which  the  normal  stress  intensity  is  equal  tb  zero.  The 
angle  a  which  the  nonnal  to  the  plane  of  greatest  obliquity  makes 
with  OX  can  be  found  by  putting  the  value  of  Ua  (equation  1, 
Art.  29)  equal  to  zero,  and  solving  for  a  as  follows: 
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Ua  =  fix  cos^  a  +  Tiy  sin^  a  =  0, 
sin^  a  fix 


cos*a 

""  IT' 
riy 

sin  a 
cosa 

tan  a  = 

'sT- 

Ux 

fly' 

(8) 

which  gives  a  real  value  for  a  whenever  n.  and  riy  are  of  opposite 
signs. 

32.  Principal  Stresses  in  Terms  of  the  Stresses  on  any  Two 
Co5rdinate  Planes  at  Right  Angles  to  the  Plane  of  Stress.  — 
The  magnitudes  of  the  intensities  of  the  principal  stresses  at  any 
point  0  may  be  expressed  in  terms  of  the  normal  and  shearing 
stress  intensities  at  0  on  any  two  planes  at  right  angles  by  elimi- 
nating the  value  of  a  between  equations  (1)  and  (2)  (Art.  26),  as 
follows: 

For  a  principal  plane  of  stress,  equation  (2)  (Art.  26)  may  be 

written 

(ny  —  nx)sinacosa  +  5xy(2cos*a  —  1)  =0, 

from  which 

cos*a=7r  +  -^i — -^sinacosa;     ....    (1) 
2        2  8x9 

also, 

(n^  —  n.)  sin  a  cos  a  +  «,,  (I  —  2  sin*  a)  =  0, 

from  which 

sin*a=^ ^ — -^sinacosa (2) 

Substituting  the  above  values  of  cos*  a  and  sin*  a  in  equation  (1) 
(Art.  26),  we  obtain 


2s 


(Ux  —  ny)  sin  a  cos  a  +  2  5^  sin  a  cos  a 


*9 


Ux  +  Tiy  .    (n,  —  riy)*  +  4:Sxy^  .  ,«. 

=  — iy--^  +  - ^ — ■ =^smaCOSa.    ...     (3) 

From  equation  (1)  (Art.  27), 

tan2a  =  -^^^ (4) 

n»  —.riy 

and  hence 

.    <.  tan  2  a  28x9 

sm2a  =  d=     ,  =  ±— 7=======- 

Vl  +  tan*2a  V(ri,  -  riy)*  +  4 s^^,* 
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where  n,  and  Uy  are  principal  stress  intensities.  To  determine  the 
value  of  a  for  which  ^  is  a  maximum  we  may  diflFerentiate  (4), 
place  the  derivative  equal  to  zero  and  substitute  the  value  thus 
obtained  in  (3),  as  follows: 


—  (tan  6)  =  (^  ~  ^>)  (^08^  ^  ~  sin^  a) 
da  (rix  cos^  a  +  Uy  sin^  a) 


(fly  —  rix)  sin  a  cos  a   «  /  \   •  n 

—  7^^^^^^ — ^-^n «  o    xo2  (n^  -rix)  sm a  cos  a  =  0. 

(n,  cos'  a  +  ny  sm^  ay 

Transposing  and  reducing, 
(cos'  a  —  sin'  a)  (n,  cos'  a  +  riy  sin'  a)  =  2  (n^  —  n,)  sin'  a  cos'  a. 

Substituting  cos'  a  =  1  —  sin'  a    and  solving, 

sin'a  =  -5— (5) 

fly    "T    ^Z 

Hence  cos'a  =  1  —  sin'a= — r — (6) 

fly  "T   fix 

Substituting  in  (3)  and  letting  </»o  =  the  maximum  value  of  <t>, 

\ny  +  n,      ny  +  n,/ 

It  is  evident  from  equations  (5)  and  (6)  that  the  value  of  a  for 
the  plane  of  greatest  obliquity  of  stress  will  not  be  45°  and  hence 
the  plane  on  which  the  obliquity  of  stress  is  a  maximum  is  not  the 
plane  on  which  the  shearing  stress  is  a  maximum. 

It  should  be  noted  that  the  foregoing  proof  is  restricted  to  the 
case  where  the  principal  stresses  are  of  the  same  sign.  If  the 
principal  stresses  were  of  opposite  signs  the  solution  of  equation  (7) 
would  give  a  value  of  sin  <l>o  >  I. 

When  the  principal  stresses  are  of  opposite  sign  the  angle  of 
greatest  obliquity  will  be  90°,  there  always  being  in  this  case  some 
plane  on  which  the  normal  stress  intensity  is  equal  t6  zero.  The 
angle  a  which  the  normal  to  the  plane  of  greatest  obliquity  makes 
with  OX  can  be  found  by  putting  the  value  of  fia  (equation  1, 
Art.  29)  equal  to  zero,  and  solving  for  a  as  follows: 
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Tia  =  Tig  cos'  ot  +  fly  sin* «  =  0, 
sin'  a  __  _n» 
cos?  a  fly' 

55^  =  tana  =  \/r^, (8) 

cosa  ▼       riy 

which  gives  a  real  value  for  a  whenever  n,  and  ny  are  of  opposite 
signs. 

32.  Principal  Stresses  in  Terms  of  the  Stresses  on  any  Two 
Co5rdinate  Planes  at  Right  Angles  to  the  Plane  of  Stress. — 

The  magnitudes  of  the  intensities  of  the  principal  stresses  at  any 
point  0  may  be  expressed  in  terms  of  the  normal  and  shearing 
stress  intensities  at  0  on  any  two  planes  at  right  angles  by  elimi- 
nating the  value  of  a  between  equations  (1)  and  (2)  (Art.  26),  as 
follows: 

For  a  principal  plane  of  stress,  equation  (2)  (Art.  26)  may  be 
written 

{Uy  —  nx)sinacosa  +  5xy(2cos*a  —  1)  =0, 

from  which 

X  ft         ~"     Tl*M 

C08'a=7r  +  -7r — ^sinacosa:     ....    (1) 

2  2  8«y 

also, 

(riy  —  n,)  sin  a  cos  a  +  «jcir  (I  —  2  sin*  a)  =  0, 

from  which 

sin*a=;r ^ — -^sinacosa (2) 

Substituting  the  above  values  of  cos*  a  and  sin*  a  in  equation  (1) 
(Art.  26),  we  obtain 


5»     ,     _W»      ,_  _    ^  _. ,     Uy 

2  2  Sxy 


w«  =  ^r-  +  ^-^  (n,  —  riy)  sin  a  COS  a  ■+ 


n 


v 


2s 


(n,  —  riy)  sin  a  cos  a  +  2  $xy  sin  a  cos  a 


xy 

fh  +  riy  .  (n,  —  riy)*  +  45^*  .  ,^. 

=  — 7y--^  +  - K^ =^smacosa.    ...     (3) 

From  equation  (1)  (Art.  27), 

tan2a  =  -^^5L_ (4) 

n,  -,ny 
and  hence 

.    n  .         tan  2  a  .  2sgy 

Vl  +  tan*2a  V(n,  -  n^)* +  4s^* 
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• 


Substituting  in  equation  (3)  and  reducingi  we  obtain 

na=^^4^=±=^V(n.-n,)2  +  48^^      ...    (5) 

which  gives  the  magnitude  of  both  principal  stress  intensities,  one 
value  being  obtained  when  the  second  term  of  the  right-hand  mem- 
ber is  plus  and  the  other  when  it  is  negative. 

If  we  represent  the  principal  stress  intensities  by  ni  and  n^, 
respectivdy,  we  have 

ni  =  ^^-^  +  iv(n.  -  n,)^  +  4«^^     .    .    .    (6) 

n,  =  ^^^^-iV(n.-n,)2  +  4«V.    ...     (7) 

If  we  let  ai  and  a%  represent  the  angles  which  the  normals  to  the 
principal  planes  (diflfering  by  90®)  make  with  the  X  axis,  their 
magnitudes  may  be  obtained  from  equation  (4). 

If  riy  =  0,  that  is,  the  normal  component  of  the  stress  on  one  of 
the  coordinate  planes  is  zero,  equations  (4),  (6)  and  (7)  reduce  to 

tan2a  =  ^ (8) 

rig 

ni  =  ^  +  |Vn.»  +  4«^«. (9) 

n,  =  ^'-^Vn7=rW (10) 

The  angles  ai  and  a2,  which  the  normals  to  the  principal  planes 
make  with  the  X  axis,  are  obtained  from  equation  (8). 

If  riy  =  0  and  n,  =  0,  that  is,  the  stresses  on  the  two  coordinate 

planes    are  shearing  stresses  only,  equations  (4),   (6)  and  (7) 

reduce  to 

tan2a=oo (11) 

Til  =  S,y (12) 

na  =  -  Sx» (13) 

From  equation  (11),  2  a  will  equal  90®  or  270®,  hence  ai  =  45® 
and  ai  =  135®.  The  principal  stresses  are  of  equal  magnitude 
and  opposite  sign  (Art.  30). 

Hence  the  principal  stresses  and  therefore  the  state  of  stress  at  ariy 
point  in  a  body  under  plane  stress  can  be  fully  determined  when  the 
stress  components  on  any  two  planes  at  right  angles  and  perpendicular 
to  the  plane  of  stress  are  known,    (Art.  29.) 
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33.  Conjugate  Stresses.  —  If  the  vector  OM  (Fig.  20)  repre- 
sents the  resultant  stress  at  the  point  0  on  the  A  plane,  the  result- 
ant stress  at  the  point  0  on  a  plane  in  the  direction  OM  and  per- 
pendicular to  the  plane  of  stress  will  be  represented  by  the  vector 
ON.  This  may  easily  be  shown  by  applying  the  conditions  of 
equilibrium  to  a  small  prism  at  0  whose  base  is  a  parallelogram 
Omtn  (Fig.  21)  with  the  sides  Om  and  On  coinciding  with  OM  and 
ON  respectively  and  of  such  small  dimensions  that  the  stresses  on 
the  opposite  faces  may  be  considered  equal  and  of  uniform  in- 
tensity. We  will  designate  the  plane  in  the  direction  OM  as  the 
C  plane  and  let  pc  equal  the  resultant  stress  intensity  on  this  plane. 

It  is  evident  from  the  sketch  (Fig.  21)  that,  since  the  stresses  on 
the  opposite  faces  of  the  prism  Omtn  are  equal  and  uniform,  the 
resultant  stresses  on  the  faces  On  and  mt 
must  balance  and  those  on  the  faces  Om 
and  nt  must  balance  also.  But  to  satisfy 
this  condition  the  resultant  stresses  on 
the  opposite  faces  Om  and  nt  must  act 
in  the  direction  ON,  otherwise  they  will 
form  a  couple.  Since  the  intensity  of  the 
resultant  stress  on  the  C  plane  is  repre- 
sented by  a  semi-diameter  of  the  ellipse 
of  stress  (Art.  28),  it  follows  that  ON 
(Fig.  20)  represents  the  magnitude  as 
well  as   the  direction  of  the  resultant  pjQ  21 

stress  pe  on  the  C  plane. 

Stresses  which  bear  the  relation  just  described  are  known  as 
conjugate  stresses:  and  two  planes  so  situated  that  the  vector  rep- 
resenting the  resultant  stress  intensity  on  one  plane  lies  in  the 
other  plane  are  known  as  conjugate  planes  of  stress. 

The  angles  of  obliquity  of  any  two  conjugate  stresses  are  evidently 
equal. 

Principal  stresses  are  conjugate  stresses,  where  the  planes  are 
at  right  angles. 

34.  Resultant  Stress  on  any  Plane  in  Terms  of  the  Principal 
Stresses.  —  This  is  a  second  solution  of  the  theorem  in  Art.  (29), 
based  upon  the  results  obtained  in  Art.  (30). 

Assume  the  X  and  Y  planes  to  be  the  principal  planes  of  stress 
at  any  point  0,  the  principal  stress  intensities  being  n,  and  Uy, 
respectively,  and  let  OA  be  the  normal  to  any  other  plane,  passing 
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through  0  perpendicular  to  the  Z  plane,  and  a  —  the  angle  between 
OA  and  OX  (Fig.  22).    Then  evidently 


Fig.  22. 


Tiy  +  rix  ,  Wy  —  ria 
^  = s 1 s — 


and 


n,  = 


Tly  4"  W*        Tly—  na 


2      ' 


that  is,  the  principal  stresses  can  be  resolved  into  two  sets  of  equal 

principal  stresses  (Art.  30),  one  set  having  the  same  sign  and  equal 

in  intensity  to 

ny  +  rix 

2 
and  the  other  set  having  opposite  signs  and  equal  in  intensity  to 

Tly  —Tlx 


The  resultant  stress  intensities  on  the  A  plane  can  be  found  by 
determining,  first,  the  component  stress  intensity  on  this  plane 
due  to  the  equal  principal  stress  components  of  the  same  sign  and, 
second,  the  component  stress  intensity  due  to  the  equal  principal 
stress  components  of  opposite  sign  and  then  finding  their  resultant. 
The  first  component  will  be  equal  to 

Uy    +   fix 


Pat 


(1) 


and  will  be  normal  to  the  A  plane;  that  is,  the  angle  between  the 


PRINCIPAL  STRESSES  55 

vector  pai  and  OX  will  be  equal  to  a.  (Art.  30.)  The  second 
component  will  be  equal  to 

p^^lhr^ (2) 

and  the  angle  between  the  vector  pa,  and  OX  will  be  equal  to  —  a 
(Art.  30).  If  we  lay  off  ON  =  pa,  and  OR  =  v<h  (Fig-  22),  it  is 
evident  that  the  resultant  stress  intensity  on  the  A  plane  will  be 
equal  to 

Pa  =  OM  =  [pa?  +  Va!  -  2  PaJ?a,  COS  2  a]*.      .      .        (3) 

Substituting  the  values  of  pav  Pa,  and  cos  2  a  in  equation  (3)  we 
obtain 

which  readily  reduces  to 

Pa  =  (w,^  cos^  a  +  riy*  sin*  a)*, (4) 

the  value  for  pa  previously  obtained  in  Art.  (29).    The  point  M  is 
evidently  a  point  on  the  ellipse  of  stress  for  the  point  0. 
In  making  a  graphical  solution  the  point  M  may  be  located  by 

laying  off  ON  =  -^'—z — -  along  the  normal  OA,  and  constructing 

the  angle  8NM  =  SNA^  the  line  SN  being  drawn  parallel  to  OF, 

and  then  lajring  off  NM  =  OR  =  -^^-^ — ^• 

The  angle  of  obliquity  0,  of  the  stress  po,  increases  with  the 
value  of  a,  from  zero  when  a  =  0®,  to  a  maximum;  and  then,  as 
the  value  of  a  continues  to  increase,  the  value  of  4>  decreases  again 
to  zero  when  a  =  90**. 

The  maximum  obliquity  is  evidently  obtained  when  the  angle 
OMN  is  a  right  angle  and,  if  we  let  0o  =  angle  of  greatest  obliquity, 

sin  «.  =  J^' (Art.  31) (5) 

Tty  -t  fix 

36.  Principal  Stresses  in  Terms  of  the  Stresses  on  any  Two 
Planes  Perpendicular  to  the  Plane  of  Stress.  —  The  following 
may  be  regarded  as  the  converse  of  the  proposition  in  Art.  34. 
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Let  OA  and  OB  be  the  normala  to  any  two  planes  tlirough  the 
point  0  (Fig.  23),  perpendicular  to  the  plane  of  stress  and  let  pa 
and  pb  equal  the  resultant  stress  intensities  and  ^^  and  ^  the 
angles  of  obliquity  for  the  A  and  B  planes,  respectively.  Let  n, 
and  n,  equal  the  principal  stress  intensities  at  0,  the  X  and  Y  planes 
being  the  principal  planes  of  stress. 


In  an  abstract  problem  it  is  evident  that  pa,  pt,  4>a  and  ^  cannot 
be  taken  at  random  but  must  be  chosen  in  accord  with  the  law  of 
variation  of  the  stress  intensities  on  different  planes  through  the 
point  0. 

Note.  —  To  deUrmine,  whether  or  not  the  values  chosen  for  pa  and  pt  are  cod- 
KBtent,  we  may  proceed  aa  follows:  Let  OA  and  OB  (Fig.  24)  be  the  normals  to 
any  two  oblique  planes  A  and  B  passing  through  the  point  0;  pa  and  ^  be  the 
magnitude  and  obliquity  of  the  stress  intensity  on  the  A  plane;  pt  and  4«  be 
the  magnitude  and  obUquity  of  the  stress  intenuty  on  the  B  plane;  mnsl  be 
the  cross  section  of  a  prismatic  particle  of  a  unit  length  with  its  opposite  (aces 
parallel  to  the  A  and  B  planes  as  shown.  Let  the  particle  be  taken  so  small 
that  the  stresses  on  the  opposite  faces  may  be  assumed  equal,  opposite  and 
uniform. 

Resolve  each  of  the  Btreeses  pa  and  pb  into  two  components,  parallel  to  the 
A  and  B  planes,  respectively.  For  the  components  of  pa,  we  have  Oa,  parallel 
to  the  A  plane,  and  Oe  parallel  to  the  B  plane. 

For  the  components  of  pt,  we  have  Ob  parallel  to  the  B  plane,  and  Od, 
parallel  to  the  A  plane. 

Since  the  stresses  on  the  opposite  faces  of  the  particle  are  uniform  and  of 
equal  intensity  the  component  Oc  •  ru  of  the  stress  on  the  face  Tit  will  be  in 
equihbrium  with  the  equal  and  opposite  component  on  the  face  mi.  Like- 
wise the  component  Od  •  mti  of  the  atrcee  on  the  face  mn  will  be  in  equilibrium 
with  the  equal  and  opposite  component  on  the  face  tL 
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The  remaining  stress  components  will  form  two  couplesy 

^0a'n8*h 
and 

Ob  •  mn  •  g 

which  must  be  equal  in  magnitude  if  equilibrium  is  maintained.    Hence, 

Oa»ns»h  =  06  •  mn  •  g. 
But 

rw  •  A  =  mn  •  g» 
Therefofe, 

Od  =  06, 

which  is  the  condition  of  equilibrium  of  the  stresses  at  a  point  on  any  two 
planes  perpendicular  to  the  plane  of  stress. 

When  the  resultant  stress  intensities  on  the  A  and  B  planes  are 
known,  however,  the  values  of  n«  and  Uy  may  be  obtained  as 
follows: 

Imagine  pa  =  OM  (Fig.  23)  to  be  resolved  into  the  components 

and 

NM=^'^^'  (Art  34); 

likewise,  that  pb  =  OS  (Fig.  23)  is  resolved  into  the  components 

aad 

RS  =  ^^^^^ 

Then  from  the  triangle  OMN, 

and  from  the  triangle  ORS, 

(^^j'=P**  +  (^"-')*-2p.(^')co8^.      (2) 

Subtracting  (2)  from  (1)  and  transposing, 

«i     .1-  «r 
Va-W=^^^^ ^(2poCOS0a  —  2p6COS<fe),      .      .       (3) 

from  which  we  obtain 

rty  +  rix  Va  —  Vh^ 


2  (po  COS  4>a  —  Pft  cos^)  * 


•    •    • 


(4) 
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The  value  of  -^^ —  may  now  be  obtained  from  either  of  the 
equations  (1)  or  (2) ;  and,  from  the  equations 

w»  =  — 2 ' 2 — ^^ 

and 

n^^rbL+Il^^rbLJZlL'  (Art.34),    ....     (6) 

the  magnitudes  of  the  principal  stresses  can  be  found. 

The  directions  of  the  principal  planes  of  stress  can  be  found 
graphically  by  constructing  either  of  the  triangles  ONM  or  ORS 
and  bisecting  the  angle  ONM,  or  the  angle  ORS,  Both  of  the 
bisecting  lines  NU  and  RV  will  be  parallel  to  OX.  An  anal3rtical 
solution  for  the  angle  ONU  or  ORV  could  evidently  be  made  by 
solving  the  triangle  for  the  magnitude  of  the  angle  ONM  or  for  the 
magnitude  of  the  angle  ORS  and  then  obtaining  the  angle  ONU  or 
the  angle  ORV. 

When  the  A  and  B  planes  are  conjugate  planes  of  stress^  ^o  =  06 
(Art.  33),  and,  if  we  let  the  common  angle  of  obliquity  ipa  =  <h  = 
0,  equation  (4)  will  reduce  to 

ny  +  n»  ^  Pa  +  Pb 

2  2cos<^ •    • 


(7) 


n*  '4~  n 
Substituting  this  value  of  "-^^-^ — -  in  equation  (1)  we  obtain 

which  easily  reduces  to 

rty-n:,  _  .  /(Pa_+_Pby        ^  ^  ,qx 

When  the  A  and  B  planes  are  ai  right  angles,  the  shearing  com- 
ponents Sa  and  Sb  of  the  stress  intensities  on  the  two  planes  are  equal 
and,  if  we  let  ria  and  rib  equal  the  normal  intensities  of  the  stresses 
on  the  two  planes  and  5a  =  S6  =  »,  we  shall  have 

Pa  =  Wo*  +  s^        and        pb^  =  n**  +  «*; 

also, 

ria  J  ^       nb 

cos  4>a  =  —        and        cos  06  =  —  • 

Pa  Pb 
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Substituting  these  values  in  equation  (4)  we  obtain 

tly  +  Tlx  _  IV?  +  S^  —  Ug^  —  ^  __  Tib  +  ^. 

2       "         2  (ria  -  n*)        "       2      '  *    * 
and  by  substituting  in  equation  (1)  we  obtain 

which  easily  reduces  to 

fly  —  fix     .    (rib  —  rioV  , 
—2~  =  \\~2-)  + 


(9) 


(10) 


ItfoUows  that  the  principal  stresses  and  therefore  the  stale  of  stress 
al  any  point  in  a  body  under  plane  stress  can  be  fuUy  determined  when 
the  stresses  on  any  two  planes  passing  through  the  point  al  right  angles 
to  the  plane  of  stress  are  known  (Art.  29). 

36.  Rankine's  Graphical  Solution.  —  A  graphical  solution, 
due  to  Rankine,  affords  a  simple  solution  of  the  problem  in  Art.  (35). 
It  consists  in  constructing  the  triangles  ONM  and  OBS  (Fig.  23), 
by  superimposing  one  over  the  other  as  follows: 

Given  the  resultant  stress  intensities  pa  and  pb  on  the  A  and  B 
planes  at  any  point  0  and  the  angles  of  obliquity  <t>a  and  <t>b. 

Draw  a  straight  Une  OC  (Fig.  25)  to  represent  the  normal  to 
either  plane  and  lay  off  OM,  making  the  angle  <t>a  with  OC  to  repre- 


FiG.  25. 

sent  the  magnitude  of  the  stress  intensity  pa  and  in  a  like  manner 
lay  off  OS  making  the  angle  ^  with  OC  to  represent  the  magnitude 
of  the  stress  intensity  pb.  Draw  TN  perpendicular  to  and  bi- 
secting MS.  The  triangles  OMN  and  OSN  are  evidently  re- 
spectively equal  to  the  triangles  OMN  and  ORS  (Fig.  23)  and^ 

ny  +  ng 


and 


0N  = 


MN^NS^'^^^-j^' 
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By  drawing  NU,  bisecting  the  angle  ONM,  the  angle  ONU  be- 
tween the  normals  to  the  A  and  X  planes  is  obtained. 

In  a  similar  manner  by  bisecting  the  angle  ONS  the  angle 
between  the  B  and  the  X  planes  is  obtained. 

37.  Ratio  of  Conjugate  Stresses.  —  When  the  normal  com- 
ponents of  the  stresses  on  every  plane  passing  through  a  point  in  a 
body  under  plane  stress  are  of  the  same  sign,  that  is,  the  normal 
components  are  either  all  tension  or  all  compression,  the  ratio 
between  the  stress  intensities  on  any  pair  of  conjugate  planes  of 
stress  through  the  point  (Art.  33)  may  be  expressed  in  terms  of  the 
common  angle  of  obliquity  of  the  conjugate  stresses  and  the  angle 
of  greatest  obliquity  for  any  plane  passing  through  the  point  as 
follows: 

Let  the  A  and  B  planes  be  any  two  conjugate  planes  of  stress 
through  a  point  0  in  a  body  under  plane  stress  and  pa  and  pb  equal 
the  respective  intensities  of  the  stresses  on  these  planes,  the 
common  angle  of  obliquity  being  <t>.  Let  <t>o  =  the  greatest  angle 
of  obliquity  of  the  stress  on  any  plane  passing  through  0  and  let 
Tiy  and  n«  equal  the  principal  stress  intensities  at  0.    Then 

sin«o  =  ^^^^^-^- (Art.  31) (1) 

Dividing  equation  (8)  by  equation  (7)  (Art.  35)  we  obtain 

riy-  Tix  _  2cos0     /fpa  +  pbY     ~~  .ov 

7;7+^,-^rHr7.viy^^j-p-p^-  ...  (2) 

Combining  equations  (1)  and  (2)  and  reducing 


.    ^       .  r.       4  paPh  cos*  <t> 

sin  <t>o  =  y  I —^ ~  ' 


and  hence 


and 


1  2^  1  4  PaPb  COS^  4> 

1  -  COS*  <po=  I rT \2" 

COS*  <t>  _  (pa  +  PbY 

COS*0o  4poP6 


(3) 


By  applying  a  principle  of  proportion,  equation  (3)  can  be  trans- 
formed mto 

COS*  <t>  —  COS*  <t>o   _   (Pa  --  PbY, 
COS*  <t>  "  (Pa  +  PbY* 
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and  hence 

Pa  +  Pb  _  CO8  0 .^v 

Pa  —  Pb        VcOS^  <f>  -  COS*  4^ 

Again  applying  a  principle  of  proportion 

Pa  _  COS  0  +  VCOS*  ij>  —  COS*  0a  ^-v 

P*       COS0  —  Vcos*0  —  COS'0o 

where  pa  must  evidently  be  taken  to  represent  the  greater  of  the 
two  conjugate  stresses. 

When  the  conjugate  planes  are  at  right  angles,  pa  and  pb  are 
principal  stresses  and  ^  =  0.    In  this  case  equation  (5)  reduces  to 

Pa  _  1  +  sin^  .g. 

Pb      1  —  sin  0a ' 

a  result  which  might  be  readily  obtained  by  applying  the  principle 
of  proportion  to  equation  (1). 

38.  Problems.  —  Stresses  at  a  Point 

Problem  1. 

A  steel  bar  25  ft.  long  and  5  sq.  in.  cross  section  is  subjected  to  a  pull  of 
100,000  lbs.  along  its  central  axis.  Find  the  magnitude  of  the  resultant  in 
tensity  of  stress  and  the  normal  and  shearing  components  on  an  oblique  plane 
making  an  angle  of  30°  with  the  cross  section.  Also  find  the  resultant  inten- 
sity and  the  normal  and  shearing  components  on  a  plane  at  right  angles  to 
the  oblique  plane.  Compare  the  shearmg  components  on  the  two  oblique 
planes  at  right  angles  to  each  other  and  also  the  sum  of  the  normal  intensities 
on  these  planes  with  the  normal  intensity  on  the  cross  section. 

Problem  2. 

Following  the  notation  of  Art.  (23),  let  rix  =  16,000  lbs.  per  sq.  in.,  riy  ^  4000 
lbs.  per  sq.  in.  and  Sxy  =  2000  lbs.  per  sq.  in.  be  the  component  stress  intensi- 
ties on. two  planes  at  right  angles  through  the  point  0  in  a  body  under  plane 
stress.  Find  the  resultant  intensity  of  stress  at  0  on  the  A  plane,  whose  normal 
OA  makes  an  angle  a  —  30°  with  the  axis  OX;  also  find  the  intensities  of  the 
normal  and  shearing  components  of  the  stress  on  this  plane. 

First  Solution,  -^  The  problem  may  be  solved  by  substituting  the  known 
quantities  in  equations  (1)  and  (2)  (Art.  26)  as  follows: 

1  V^ 

Since  a  =  30°,  sin  a  =  r,  and  cos  a  =  -^ ,  and  hence  from  equation  (1) 

we  obtain  for  the  normal  component 

Wa-  16,000  X  7  +4000X3  +2X2000  xi  X -7i^  =  14,732  lbs.  per  sq.  in., 

4  4  Z         Z 
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the  poaitwe  sign  indicating  tension;  and  from  equation  (2)  we  obtain  for  the 
shearing  component 

8a  =  (4000  -  16,000)  X  ^  X  "2^  +  2000  X  (|  -  j]  =  -  4196  lbs.  per  sq.  in., 

the  negative  sign  indicating  that  the  shear  is  in  the  opposite  direction  to  that 
shown  in  Fig.  (19)  (Art.  26). 

The  resultant  stress  intensity  can  be  obtained  by  combining  the  normal 
and  shearing  intensities  just  found,  giving 

Pa  =  V(14,732)«  +  (4196)«  =  15,320  lbs.  per  sq.  in.. 

or  it  can  be  found  independently  of  the  above  solution  by  substituting  in 
equation  (6)  (Art.  26)  as  follows: 

Pa  =  |(16,000)«  X  j  +  (4000)«  X  J  +  2  X  2000 

X  (16,000  +  400)  X  ^  X  ^+  (2000)«} 

=  (234,640,000)*=  15,320  lbs.  per  sq.  in. 

Second  Solution.  —  The  resultant  stress  intensity  might  also  be  found  by 
determining  the  components  E  and  F  (equations  (4)  and  (5)  Art.  26),  and 
combining  as  follows: 

E  =  16,000  X  -y  +  2000  X  i  =  14,856  lbs.  per  sq.  in., 

F  =  4000  X  ^  +  2000  X  ^  =  3732  lbs.  per  sq.  in., 

and  hence 

Pa  =  V(14,856)«  +  (3732)«  =  15,320  lbs.  per  sq.  in. 

A  sketch  showing  the  intensities  and  directions  of  the  components  on  a  small 
particle,  the  faces  of  which  are  parallel  to  the  X,  Y  and  A  planes,  is  shown  in 
Fig.  (26). 


Such  a  sketch,  or,  in  case  the  first  solution  is  used,  a  sketch  similar  to  Fig.  (19), 
is  a  very  considerable  aid  in  avoiding  confusion  as  to  the  directions  of  the 
unknown  stress  components. 
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Proindni  8« 

Givoi  the  intensities  of  the  normal  and  shearing  components  of  the  strespes 
on  two  planes  at  right  angles  through  a  point  0  in  a  body  subjected  to  plane 
stresB)  fis  B  8000  lbs.  per  sq.  in.,  Uy  »  4000  lbs.  per  sq.  in.  and  Sgy  =>  2000  lbs. 
par  sq.  in.,  find  the  intensities  of  the  principal  stresses  at  0 ;  also,  the  angles 
between  the  normals  to  the  principal  planes  of  stress  and  the  axis  OX, 

Problem  4. 

Solve  Problem  (3),  assuming  n*  »  8000  lbs.  per  sq.  in.,  ny  =  0  and  «xy  "" 
2000  lbs.  per  sq.  in. 

Problem  6. 

Solve  Problem  (3),  assuming  n«  »  8000  lbs.  per  sq.  in.,  Uy  =  —4000  lbs.  per 
sq.  in.  and  Sxy  =  2000  lbs.  per  sq.  in. 

Problem  6. 

Solve  Problem  (3),  assuming  n«  =  8000  lbs.  per  sq.  in.,  ny  a  0  and  8«y  -• 
—2000  lbs.  per  sq.  in. 

Problem  7. 

Given  the  principal  stresses  ny  =  16,000  lbs.  per  sq.  in.,  n^  =  8000  lbs.  per 
sq.  in.  at  a  point  0,  find  the  resultant  intensity  and  its  normal  and  shearing 
components  on  a  plane  passing  through  0  whose  normal  makes  an  angle  of  60° 
with  the  axis  OX,  Find  the  intensities  of  the  shearing  and  normal  stresses  on 
the  planes  of  maximum  shear  through  0. 

Problem  8. 

Solve  Problem  (7),  assuming  Uy  =  16,000  lbs.  per  sq.  in.  and  ns  »  —  8000  lbs. 
per  sq.  in. 

Problem  9. 

Solve  Problem  (7),  assuming  Ux  =  ny  =  8000  lbs.  per  sq.  in. 

Problem  10. 

Solve  Problem  (7),  assuming  n,  =  8000  lbs.  per  sq.  in.,  Uy  '^  ^  8000  lbs.  per 
sq.  in. 

Problem  11. 

Find  the  maximum  obliquity  of  the  stress  in  the  case  stated  in  Problem  (7) 
and  find  the  angles  which  the  normals  to  the  planes  of  greatest  obliquity  make 
with  the  axis  OX,  Find  for  this  cose  the  ratio  of  the  conjugate  stresses  whose 
common  angle  of  obliquity  0  =  10^ 

Problem  12. 

Find  the  maximum  obliquity  of  the  stress  in  the  case  stated  in  Problem  (8) 
and  find  the  angles  which  the  normals  to  the  planes  of  greatest  obliquity  make 
with  the  axis  OX. 

Problem  13. 

Given  two  conjugate  pressures,  pa  =  —200  lbs.  per  sq.  in.  and  p&  =  —400 
lbs.  per  sq.  in.,  having  a  common  angle  of  obliquity  4>  =  2ff*\  determine  the 
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magnitudes  of  the  principal  stress  intensities  n*  and  tiyi  (a)  graphically  (Art. 
36),  (b)  analytically  (Art.  35). 

Problem  14. 

Determine  graphically  the  directions  of  the  normals  OA  and  OB  to  the  con- 
jugate planes  of  stress  in  Problem  ( 13)  with  respect  to  the  normals  OX  and  OY 
to  the  principal  planes  of  stress. 

§  2.    Strain. 

39.  Analysis  of  Strain.  —  The  elementary  types  of  strain  have 
already  been  defined  (Art.  4).  For  a  more  comprehensive  defini- 
tion we  may  state  the  following: 

The  strain  at  any  paint  in  a  body  is  fully  determined  when  the 
extensions  of  all  lines  radiating  from  the  point  are  known,  the  term 
extension  being  taken  to  mean  the  ratio  of  the  change  in  the  length 
of  a  very  short  line  to  its  original  length,  the  change  being  either 
positive  or  negative. 

A  special  case  arises  when  a  deformation  is  such  that  the  exten- 
sions of  all  lines  perpendicular  to  a  given  plane  are  zero.  In  such 
a  case  the  body  is  said  to  be  subjected  to  plane  strain,  and  to  de- 
termine fully  the  strain  at  any  point  it  is  necessary  to  determine 
the  extensions  in  all  directions  parallel  to  the  plane  of  the  strain 
at  that  point. 

40.  Shearing  Strain.  —  We  will  consider  the  distortion  which 
takes  place  in  a  very  small  particle  in  a  body  which  is  subjected  to 
plane  strain.  We  will  assume  that  before  the  deformation  takes 
place  the  particle  has  the  shape  of  a  rectangular  prism  with  the  face 
Oabc  (Fig.  27)  parallel  to  the  plane  of  the  strain. 

If  this  deformation  of  the  particle  is  due  to  shear  only,  the  face 

of  the  prism  Oabc  will  be  distorted  into  a  parallelogram  Oa'b'c',  of 

the  same  area  as  the  original  rectangle.    The  shearing  strain  will 

be  measured  by  the  change  in  the  angle  of  inclination  (Art.  4)  of 

the  two  sides  of  the  prism,  Oa  and  Oc.    This  measure  will  be  equal 

to  the  difference  in  circular  measure  between  the  angle  (fOc'  and 

a  right  angle,  and,  since  the  strain  is  a  very  small  quantity,  if  we 

assume  the  original  dimensions  of  the  particle  to  be  etc  and  dy 

(Fig.  27),  and  let  du  and  dv  equal  the  displacements  of  the  point  b 

in  the  directions  of  the  axes  OX  and  OF,  respectively,  it  will  be 

sensibly  equal  to 

du      dv 

dy     dx 
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Hence  if  the  displacement  of  the  point  b  relative  to  0  is  due  to 
shear  alone,  the  displacement  may  be  considered  equivalent  to  a 

simple  shear  (Art.  4)  in  the  direction  of  the  X  plane  equal  to  -r- 

oombined  with  a  simple  shear  in  the  direction  of  the  Y  plane  equal 

du 
to  -r-  and,  using  a  notation  similar  to  that  previously  adopted,  we 

will  express  the  measure  of  the  shear  as 

du      dv  ..V 


The  quantity  y^y  is  called  the  shearing  strain  at  0  in  the  direction 
of  the  X  and  Y  planes.    As  represented  in  Fig.  (27)  it  is  a  positive 


Pig.  27. 


quantity,  but  the  displacement  of  the  point  b  may  be  such  that 

the  angle  a'Oc  becomes  greater  than  a  right  angle  in  which  case 

the  shearing  strain  is  negative. 

41.  Simple  Extension.  —  As  another  type,  of  plane  strain,  we 

may  dte  the  case  where  the  small  rectangular  prism  Oabc  (Fig.  28) 

is  distorted  into  a  prism  with  a  rectangular  base  OaVc\    In  this 

case  the  displacement  of  the  point  b  relative  to  0  is  evidently 

due  to  two  simple  extensions  (Art.  4);  one  in  the  direction  OX, 

dti 
whose  measure  is  -r-,  combined  with  one  in  the  direction  OY, 

,  .    dv 

whose  measure  is  -r-- 

dy 
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Following  our  previous  notation  (Art.  4),  we  will  denote  the 
extension  in  the  direction  OX  by  the  symbol 


_  du 


(1) 


and  that  in  the  direction  OF  by  the  symbol 

do 


e«  =-7- 


dy 


(2) 


It  is  evident  that  the  distortion  might  be  such  that  either  e,  or  ey, 
or  both  together,  could  be  negative.    The  increase  of  the  volume, 


Fig.  28. 


per  imit  of  volume,  due  to  the  deformation  may  be  called  the 
dilatation,  which,  in  the  case  of  plane  strain  just  cited,  will  be  sen- 
sibly equal  to 


.       du  .   dv  , 

ax     dy  ^ 


(3) 


42.  Components  of  Strain.  —  We  will  now  consider  the  general 
type  of  plane  strain.  Assume  as  before  that  any  point  b  (Fig.  29) 
at  a  very  small  distance  from  any  point  0  is  displaced,  relative 
to  0,  to  the  point  6'  during  the  deformation  of  the  body,  the  line 
Ob  changing  in  both  length  and  direction.  We  will  show  that  the 
change  in  the  length  of  Ob  can  be  expressed  in  terms  of  two  simple 
extensions  (Art.  41),  along  any  two  rectangular  coordinate  axes 
OX  and  OY  through  0  and  two  simple  shears  (Art.  40)  along  the 
corresponding  X  and  Y  planes  through  0.    Let  a  equal  the  angle 
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between  OA,  which  is  the  line  Ob  extended,  and  the  axis  OX. 
Consider  a  very  small  prism  with  sides  parallel  to  OX  and  OY  and 
with  Ob  as  the  diagonal  of  the  base  Oabc.  In  general  the  rectangle 
Oabc  will  be  distorted  into  a  parallelogram  Oa'Vd  which  has  not 
the  same  area  as  the  original  rectangle. 

Let  dx  and  dy  represent  the  original  dimensions  of  the  rectangle 
Ocibc  and  let  ds  the  original  length  of  the  diagonal  Ob. 

Let  du  +  dx  and  do  +  dy  represent  the  projections  of  OV  on  OX 
and  OY  respectively,  and  let  e  equal  the  unit  extension,  hereafter 
called  the  extension  in  the  diagonal  06. 


Fig.  29. 

Let  06"  equal  the  length  of  the  projection  of  OV  on  OA.  Since 
the  angle  606',  measuring  the  change  in  direction  of  06  during  the 
deformation,  is  very  small,  ft  is  evident,  from  the  construction 
(Fig.  29),  that  the  component  66"  of  the  displacement  66'  is  equal  to 

66"  =  dfl  =  dw  cos  a  +  dt;  sin  a;      .    .    .    .     (1) 

also,  that  the  extension  e  is  sensibly  equal  to 

dR 


e  = 


ds 


(2) 


To  determine  the  relation  between  the  strain  e  and  the  strain 
components  in  the  direction  OX  and  OF,  we  note  that,  since  the 
area  of  the  parallelogram  Oa'b'c'  is  not  in  general  the  same  as  that 
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of  the  rectangle  OabCf  the  deformation  is  the  same  as  if  the  original 
rectangle  were  distorted  by  two  simple  extensions  into  a  rectangle 
of  the  same  area  as  Oa!Vd  and  then  distorted  by  shear  into  paral- 
lelogram shown.  In  other  words  the  total  displacement  du  is  due 
partly  to  a  simple  extension  of  the  prism  Ochc  in  the  direction  OX 
and  a  simple  shear  in  the  direction  of  the  Y  plane.  Expressed 
analytically, 

dti  =  ^da;  +  — dj/ (3) 

Similarly  the  total  displacement  dv  is  due  to  simple  extension  in 
the  direction  OY  combined  with  a  simple  shear  along  the  X  plane 
which  is  represented  analytically  by  the  expression 

^'ei'^y  +  di'^ ^^) 

Substituting  the  values  of  du  and  dv  in  (1)  and  combining  with 
(2)  we  obtain 

dR      dudx  ,  dudy  ,  dv  dy  .     '       dvdx  . 

ds      dzds  dyds  &yds      _t,^.^^ds         ' 

which  evidently  reduces  to 

du    '         ,  dv  .  ^     ,  /du  ,  dv\  .  ... 

.6=-cos^a  +  -sm^a  +  ^-  +  -jsmacosa,      .     (6) 


where  t-  =  e*, 


du 
dx 


the  component  of  the  strain  due  to  a  simple  extension  in  the  direc- 
tion OX, 

dy  "  ^'' 

the  component  due  to  a  simple  extension  in  the  direction  OF,  and 

du  .  dv  _ 
dy^'di"'^''' 

the  component  due  to  a  shearing  strain  in  the  directions  OX  and  OF. 
Substituting  these  values  in  equation  (5),  the  expression  for  the 
extension  in  any  element  making  an  angle  a  with  OX  reduces  to 

e  =  Cx  cos^  a  +  By  sin^  a  +  7*y  sin  a  cos  a.   .     .     .     (6) 

The  ratio  of  the  component  V'V  of  the  displacement  of  h  (Fig.  29) 
to  01  will  be  sensibly  equivalent  to  a  simple  shear  on  the  A  plane 
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in  the  direction  OB,  at  right  angles  to  OA,  the  magnitude  of  which 
may  be  represented  by  the  expression 

bV^__dQ  ,^. 

Ob       ds' ^^^ 

where  dQ  =  dt;  cos  a  —  dw  sin  a (8) 

Substituting  the  values  of  the  total  differentials  (equations  3  imd 
4)  and  combining  (8)  with  (7),  we  obtain 

dQ     dvdy  .  dv  dx  dudx  .  dudy  . 

-r-=T7;j^cosa  +  — j-cosa  — ■r--7-sma  —  T-j^sma 
ds      dyds  dxds  dzds  dyds 

(dv      du\    .  ,  dv       ^         du  .  ^  ,^v  . 

T ^Ismacosa +  — cos^a  — —  sm^a.     .    .    (9) 

To  determine  completely  the  shearing  strain  we  must  obtain  the 
expression  for  the  component  due  to  the  simple  shear  on  the  B 
plane  in  the  direction  OA.  For  it  is  evident  that  a  small  element 
of  the  line  OB  taken  perpendicular  to  OA  before  the  strain  is  pro- 
duced will  in  general  change  both  in  length  and  direction  during 
the  deformation. 

We  may,  by  the  same  method  followed  in  deducing  equation  (9), 
determine  the  value  of  the  angular  displacement  of  OB  due  to  a 
simple  shear  in  the  direction  OA  in  terms  of  the  angle  a  between 
OA  and  OX,    The  value  will  reduce  to 


dQ' 
ds 


(dv       du\    .  ,   du       ^  dv    .  ^  ,--,v 

7  =  (t T-lsmacosa  +  -r-  cos^  a  —  -r-  sm'  a.       (10) 

'       \dy      dx)  dy  dx^ 

Adding  (9)  and  (10)  we  obtain  the  value  of  the  shearing  strain  in 
the  directions  OA  and  OB, 

dQ  ,  dQ'      ^/dv      du\   . 

^  (Cy  —  Cx)  2  sin  a  cos  a  +  7xy  (cos^  a  —  sin*  a) 

=  (Cy  —  ex).sin2a  +  7,vC0s2a.      ......     (11) 

43.  Principal  Strains.  —  If  we  differentiate  equation  (6)  (Art. 
42),  we  shall  obtain 

de 

■J-  =  (Cy  —  Cx)  2  sin  a  cos  a  +  yxy  (cos^  a  —  sin  a).  .     .     (1) 

aa 
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Placing  (1)  equal  to  zero  and  reducing  we  obtain 

sin  2 


^-  =tan2a=-^^^^^, (2) 

cos  2  a  Cx  —  Cy 

which  indicates  that  there  are  two  values  of  a,  differing  by  90°,  for 
one  of  which  the  extension  e  is  a  maximum  and  the  other  a  mini- 
mum. A  comparison  of  equation  (1)  with  equation  (11)  (Art.  42) 
also  shows  that  there  is  no  shearing  strain  in  the  directions  along 
which  e  is  a  maximum  or  a  minimum. 

Therefore,  through  any  point  0  in  a  body  subjected  to  plane  strain 
there  are  tvx)  lines  at  right  angles  along  which  the  extensions  are 
greater  or  less  than  along  any  other  lines  through  the  point,  the  shear- 
ing strain  along  these  directions  being  zero.  These  maximum  and 
minimum  extensions  are  known  as  the  principal  strains  at  the  point 
0  and  the  coordinate  axes  in  these  directions  are  the  principal  axes 
of  the  strain, 

44.  Strain  Components  in  Terms  of  the  Principal  Strains.  — 
If  we  let  Cx  and  Cy  equal  the  values  of  the  principal  strains  in  the 
directions  OX  and  OF  at  any  point,  the  expression  for  the  exten- 
sion in  any  direction  OA,  making  an  angle  a  with  OX,  may  be 
found  by  substituting  7,^  =  0  in  equation  (6)  (Art.  42),  giving 

e  =  exC08^a  + €ysin^a (1) 

Similarly,  the  expression  for  the  shearing  strain  in  the  directions 
OA  and  OB  at  right  angles  may  be  obtained  from  equation  (11) 
(Art.  42), 

7  =  (cy  —  ex)  2  sin  a  cos  a  =  (ey  —  Cx)  sin  2a...     (2) 

An  inspection  of  equation  (2)  will  show  that  when  a  =  45°,  the 
value  of  7  is  a  maximum,  in  which  case 

7  =  ^y  -  6„ (3) 

the  difference  of  the  principal  strains.  Hence,  the  directions  of 
maximum  shearing  strain  make  angles  of  45°  with  the  principal 
axes  of  strain  and  the  magnitude  of  the  maximum  shearing  strain 
is  equal  to  the  difference  of  the  principal  strains.  If  we  substitute 
90°  +  a  for  a  in  equation  (I)  we  shall  obtain  for  the  value  of  the 
extension  in  a  direction  at  right  angles  to  OA 

e' =  Cx  sin^  a  +  Cy  cos^  a (4) 
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Adding  (1)  and  (4)  and  reducing,  we  have 

e  +  e' =  c,  +  6y=A;  . (5) 

that  is,  in  any  ease  of  plane  strain  the  sum  of  the  extensions  in  any 
two  directions  at  right  angles  through  any  point  0  in  the  plane 
of  strain  is  a  constant  quantity^  known  as  the  dilatation  at  0 
(Art.  41). 

It  is  evident  that  the  state  of  strain  at  any  point  in  a  body  sub- 
jeded  to  plane  strain  is  fvlly  determined  when  the  principal  strains 
at  the  point  are  known. 

45.  Strain  Accompanying  Plane  Stress.  —  The  preceding  dis- 
cussion has  been  Umited,  for  the  sake  of  simplicity,  to  the  type  of 
strain  known  as  plane  strain.  Such  a  strain  would  not  in  general 
be  produced  without  the  action  of  forces  perpendicular  to  the  plane 
of  strain.^  When  such  forces  are  absent,  as  in  the  case  of  plane 
stress,  the  extensions  and  shear-strains  at  any  point  0  along  lines 
in  the  plane  of  the  stress  will  be  accompanied  by  an  extension 
at  0  in  a  direction  perpendicular  to  that  plane  (Art.  5).  We  will 
denote  the  extension  in  this  direction  by  the  symbol  e,. 

The  relations  deduced  in  Arts.  (39-44)  will  hold  true,  however, 
for  the  strain  components  at  any  point  in  directions  parallel  to 
the  plane  of  stress,  and  the  dilatation  (Art.  44)  will  be  represented 
by  the  expression 

A  =  e,  +  €y  +  e,. 

46.  Relations  between  Stresses  and  Strains.  —  The  relations 
between  extensions  and  lateral  strains  and  the  relations  between 
the  simple  stresses  and  strains  have  been  discussed  previously 
(Arts.  5  and  7). 

In  the  general  case  of  plane  stress,  the  relations  between  the 
components  of  stress  and  strain  at  any  point  in  a  homogeneous 
isotropic  body  can  be  determined  as  follows:  Assume  three  rec- 
tangular coordinate  axes  through  any  point  0  with  thff  axes  OX 
and  OF  in  the  plane  of  stress.  Following  the  notation  previously 
adopted,  the  normal  stress  on  the  X  plane  will  cause  an  extension 

nx 
in  the  direction  OX,  an  extension 

7nE 
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in  the  direction  OF,  and  an  extension 

mE 
in  the  direction  OZ. 

Similarly  the  normal  stress  on  the  Y  plane  will  cause  extensions 

E'    ~^     *°"    ~mE' 

in  the  directions  OF,  OX  and  OZ  respectively. 

The  resultant  extension  in  the  direction  OX  will  therefore  be 
equal  to 

Tl  Tint 


and  in  the  direction  OF, 


and  in  the  direction  OZ^ 


ft        ?i  * 


e.=  -^--% (3) 

mE      mE  ^  ' 


The  shearing  stresses  on  the  X  and  Y  planes  will  produce  a 
shearing  strain  in  the  directions  OX  and  OY  which  will  be  equal  to 

'^-  =  t-- (4) 

By  solving  equations  (1)  and  (2)  we  readily  obtain  the  following 
values  of  the  normal  stress  intensities  on  the  X  and  Y  planes  in 
terms  of  the  extensions  along  OX  and  OY^ 

^'  =  ^i^Z"!  (^'  +  «y),  .   - (5) 

^  =  ^r_  1  (^v  +  e«) (6) 

From  equation  (4)  we  obtain 

Sxy  =  GVxv (7) 

When  the  axes  OX  and  OF  are  the  principal  axes  of  strain  it  is 
evident  that  equations  (1),  (2)  and  (3)  give  the  principal  strains  in 
terms  of  the  principal  stress  intensities  and  that  7xy  =  Sxy  =  0. 

47.  Relation  between  the  Modulus  of  Elasticity  and  the 
Modulus  of  Rigidity.  —  If  we  let  Uy  and  n,  equal  the  principal 
stress  intensities  at  any  point  0  and  ey  and  e«  the  principal  strains 
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at  that  point,  the  maximum  shearing  stress  intensity  at  0  (Art.  31) 
will  occur  on  the  planes  making  angles  of  45^  with  the  principal 
planes  and  will  be  equal  to 

3  =  *^.  .  .  .  r  .  .  .  (1) 

and  the  maximum  shearing  strain  (Art.  44)  will  be  equal  to 

7  =  «v  -  e, (2) 

Substituting  in  (1)  the  values  of  Ux  and  riy  from  equations  (5) 
and  (6)  (Art.  46)  and  combining  (1)  and  (2)  with  (7)  (Art.  46)  we 
obtain 

«  =  2m^^  1  (^J'  +  e,  -  m6,  -  e„)  =  G  (6„  -  e,), 

which  reduces  to 

G  =  J-^E, (3) 

or,  £  =  2(?^??-tii (4) 

m 

If  we  substitute  the  value  of  fi  in  equations  (5).and  (6)  (Art.  46), 
we  obtain 

n,  =  ^__  ^  (rnez  +  e^),  .....    .     (6) 

•  2  0 

48.  Equations  of  Equilibrium.  —  In  the  discussion  of  the  stress 
at  any  point  in  a  body  subjected  to  plane  stress  we  have  been 
concerned  with  the  relations  existing  between  the  stress  compo- 
nents on  different  planes  passing  through  the  point.  If  the  stress 
is  uniform  throughout  the  body  the  state  of  stress  at  every  point 
will  be  the  same. 

In  the  case  of  a  varying  plane  stress  the  law  of  variation  of  the 
stress  from  point  to  point  in  the  plane  of  the  stress  may  be  deter- 
mined by  applying  the  conditions  of  equilibrium  to  a  small  particle 
which  has  the  shape  of  a  rectangular  prism  (Fig.  30)  with  the  face 
Oabc  parallel  to  the  plane  of  stress,  the  dimensions  of  the  particle 
being  taken  so  small  that  the  stress  over  each  face  may  be  con- 
sidered to  be  uniform.  Let  Ax  and  Ay  be  the  dimensions  of  the 
particle  in  the  directions  OX  and  OY  and  let  the  third  dimension 
equal  unity.    The  stress  on  the  face  Oabc  will  equal  zero  and  if  we 
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let  the  stress  intensities  on  the  X  and  Y  planes  at  0  equal  ris,  n, 
and  8gyf  as  indicated  (Fig.  30),  the  stress  intensities  on  the  faces  of 
the  particle  parallel  to  the  X  ai\d  Y  planes  will  be  equal  to 

fix  +  An,,'  fly  +  Any  and  Sgy  +  As^y. 

It  is  evident  that  An,,  Any  and  Aaxy  represent  the  changes  in  the 
stress  intensities  between  the  X  and  Y  planes  through  0  and  the 


s. 


A  n,+  A  ny 


ks^+As, 


^>y  +  ASiy 

n,+An« 


♦ 


3, 


♦n_. 


Fig.  30. 


X  and  Y  planes  through  any  point  &  at  a  small  distance  from  0., 
Applying  the  conditions  of  equilibrium,  we  have 

(n,  +  An.)  Ay  —  n.  Ay  +  (jSgy  +  As^y)  Ax  —  s,y  Ax  +  X  Ax  Ay  =  0  ♦ 
and 
{riy  +  Any)  Ax  —  ny  Ax  +  (sxy  +  Asxy)  Ay  —  s,y  Ay  +  7  Ax  Ay  =  0, 

where  X  and  Y  represent  the  components  of  any  force,  other  than 
the  stresses  on  the  faces,  which  may  act  on  the  particle.  Dividing 
by  AxAy  and  reducing  and  passing  to  the  limit  we  have 


drix  j^  dSxy 

r 


dx 

dUy 


dSxy 


+ 

dy         dx 


+  X=0, 
+  7  =  0. 


(1) 
(2) 


These  equations  express  the  law  of  variation  of  stress  in  a  body  in 
equilibrium  under  plane  stress.  If  we  neglect  the  effect  of  gravity, 
or  other  similar  forces  acting  through  space,  the  components  X 
and  Y  will  equal  zero. 
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49.  General  Relations  of  Stresses  and  Strains.  —  When  the 
stress  at  a  point  is  not  confined  to  a  single  plane  the  relations  be- 
tween stresses  on  different  planes  and  those  between  the  strains  in 
different  directions  through  the  point  become  more  complex  and 
no  attempt  will  be  made  to  deduce  them  here.  It  will  be  of  in- 
terest, however,  to  state  the  following  laws  governing  the  state  of 
stress  and  strain  at  any  point  in  a  body  subjected  to  any  system  of 
forces  in  equilibrium. 

(a)  Through  any  point  there  are  three  planes  at  right  angles  on 
which  there  is  no  shearing  stress.  On  one  of  the  planes  the  normal 
intensity  of  stress  is  a  maximum,  on  another  the  normal  intensity 
of  stress  is  ^  minimum,  and  on  the  third  it  has  a  value  intermediate 
between  the  other  two.  The  three*  planes  are  called  the  principal 
planes  of  stress  and  the  three  stresses  are^  called  the  principal 
stresses. 

(b)  Through  any  point  there  are  three  lines  perpendicular  to  the 
principal  planes  of  stress  along  which  there  are  no  shearing  strains. 
Along  one  of  these  lines  the  extension  is  a  maximum,  along  another 
a  minimum,  and  along  the  third  it  has  a  value  intermediate  between 
the  other  two.  The  lines  are  called  the  principal  axes  qf  strains 
and  the  extensions  are  called  the  principal  strains. 

(c)  The  following  equations  express  the  relations  between  the 
principal  stresses  and  strains,  the  notation  being  similar  to  that 
previously  adopted: 

',    E      mE     mE' ^^^ 

^~E      mE     mE •  ^W 

^'~  E      mE     mE ^'^^ 

"-  =  (m  +  l){m  -  2)  '("^  -  1)  g«  +  ^»  +  e.],     .    .     (4) 

"»°(m  +  lT^m-2)t("^~^)"'  +  "'  +  "'^'     •     •     ^^^ 

"'  =  im  +  mm  -  2)^^"^  ~  1)^'  +  ^»  +  ^]-     •    •     (6) 

(d)  If  the  stress  on  each  plane  of  any  set  of  three  planes  at  right 
angles,  passing  through  any  point  0,  is  resolved  in  a  normal  com- 
ponent and  two  shearing  components  in  the  directions  of  the  two 
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coordinate  axes  located  in  that  plane,  the  intensities  oi  the  shear- 
ing components  on  any  two  of  the  planes  in  the  direction  of  the 
third  plane  will  be  equal.  If  we  express  this  law  analytically,  using 
a  notation  similar  to  that  already  adopted,  we  have 

Sty   =  8yxf (7) 

8ffa  ^  8gyf        •• ^o^ 

8bx  ^^  8xg {^) 

In  these  equations  the  first  letter  of  the  subscript  indicates  the 
plane  on  which  the  shear  occurs  and  the  second  letter  the  direction 
of  the  axis  along  which  the  component  of  the  shear  is  taken. 

(e)  The  shearing  strain  will  be  made  up  of  three  component 
shearing  strains  in  the  directions  of  the  three  pairs  of  axes,  namely: 

Txy, (10) 

yy,,    ........       .       (11) 

T«, (12) 

(f)  The  relations  between  the  three  shearing  stress  intensities 
and  the  three  shearing  strains  will  be 

G  =  ^=^=^ ^3) 

y*v    T»«     y*x 

(g)  The  relations  between  the  normal  stress  intensities  and  the 
extensions  along  any  three  coordinate  axes  will  be  the  same  as  the 
relatione  of  the  principal  stresses  and  strains  given  in  section  (c). 

(h)  The  equations  of  equilibrium  in  terms  of  the. stress  intensi- 
ties on  any  three  planes  at  right  angles  through  a  given  point  and 
the  components  X,  F,  Z,  per  unit  of  volume,  of  any  force  such  as 
gra^ty  acting  through  space,  are  the  following: 

t+^+t-:+^=0' (14) 

S  +  %^  +  't+^  =  0 (16) 


CHAPTER  m. 

UNIFORM  STRESS  AND  UNIFORMLT  VARYING 

STRESS. 

60.  Uniform  Stress.  —  When  the  intensities  of  both  the 
normal  and  shearing  components  of  a  stress  on  any  given  plane 
section  are  the  same  at  every  point  in  the  plane,  the  stress  on  the 
plane  is  said  to  be  miiform.  In  such  a  case  the  center  of  the  stress 
coincides  with  the  center  of  gravity  of  the  section.  (Art.  81, 
Vol.  I.)  It  follows  from  the  laws  of  equilibrium  that  in  order  to 
produce  a  uniform  stress  on  any  plane  section  through  a  body  at 
rest,  the  resultant  of  the  external  forces  acting  on  the  part  of  the 
body  on  either  side  of  the  plane  must  be  a  single  force  whose  line  of 
action  passes  through  the  center  of  gravity  of  the  section. 

61.  Axial  Tension.  —  When  a  straight  bar  of  uniform  section 
and  material  is  subjected  to  a  pull  in  such  a  manner  that  the  line 
of  action  of  the  resultant  force  acting  on  each  end  coincides  with 
the  central  axis  of  the  bar,  the  stress  on  any  cross  section,  either  at 
right  angles  to,  or  inclined  to,  the  axii^  will  be  uniform.  It  is 
common  engineering  practice  to  caU  the  stress  on  the  right  cross 
section  in  such  a  case  axial  tension. 

This  term  will  also  apply  in  the  case  of  a  piece  of  homogeneous 
material  of  non-uniform  section,  provided  the  axis  passing  through 
the  center  of  gravity  of  every  right  cross  section  is  a  straight  line 
and  the  line  of  action  of  the  resultant  force  acting  at  each  end  of 
the  piece  coincides  with  the  axis. 

The  intensity  of  the  stress  at  any  point  0  on  a  cross  section  at 
right  angles  to  the  central  axis  will  be  greater  than  that  on  any 
other  cross  section  through  0  and  will  be  equal  to 

p=i' « 

where  P  =  the  resultant  force  acting  at  one  end  of  the  piece  and 
A  =  the  area  of  the  cross  section.  The  maximum  intensity  of 
stress  will  evidently  occur  on  the  right  cross  section  for  which  A  is 
a  minimum. 
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The  strain  at  any  point  0  in  the  direction  of  the  axis  will  be 
equal  to 

and  the  strain  at  0  in  any  direction  at  right  angles  to  the  axis  will 
Ti)e  equal  to 

-  -  =  -  ^  m 

•  • 

If  the  piece  is  of  uniform  cross  section  the  elongation  in  any 
length  will  be  equal  to 

^  ""  ^^  "  ^  ~  AE ^^ 

The  intensity  of  the  shearing  stress  on  any  plane  through  0 
inclined  at  45°  to  the  central  axis  of  the  piece  will  be  greater  than 
that  on  any  other  plane  through  0  and  will  be  equal  to 

«=|(Art.25) (6) 

When  0  is  located  in  the  minimum  cross  section,  the  value  of  s 
will  be  the  maximum  intensity  of  the  shearing  stress  for  the  entire 
piece. 

52.  Axial  Compression.  —  Axial  compression  may  be  defined 
as  negative  axial  tension,  it  being  the  uniform  compression  stress 
on  the  right  cross  section  of  a  piece  whose  central  axis  iS  a  straight 
line.  To  produce  such  a  stress  the  line  of  action  of  the  resultant 
force  acting  on  each  end  of  the  piece  must  coincide  with  the  axis, 
the  forces  being  directed  so  as  to  produce  compression. 

The  expressions  for  stress  intensities,  strains  and  elongation 
(Art.  51)  will  evidently  apply  in  this  case,  all  of  the  quantities  being 
negative  instead  of  positive. 

It  is  unnecessary  to  take  account  of  signs,  however,  in  cases 
where  the  stress  is  of  the  same  kind  throughout  the  body. 

53.  Saint-Venant's  Principle.  —  A  careful  analysis  of  either  of 
the  cases  discussed  in  Arts.  (51)  and  (52)  will  show  that,  in  order  that 
stress  on  every  cross  section  of  the  piece  shall  be  uniformly  dis- 
tributed, the  forces  acting  on  the  ends  must  l>e  distributed  in  the 
same  manner.  Practically,  however,  the  solutions  given  may  be 
applied  to  any  case  in  which  the  lines  of  action  of  the  resultants 
of  the  forces  acting  at  the  ends  of  the  piece  coincide  with  the  central 
axis,  the  distribution  of  the  stresses  and  strains  at  different  points 
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in  the  body  being  independent  of  the  distribution  of  the  terminal 
forces,  except  for  comparatively  small  portions  near  the  ends. 
This  statement  is  in  accord  with  a  "principle,"  first  definitely 
enunciated  by  Saint-Venant,  according  to  which  the  strains  pro- 
duced at  any  point  in  a  body  in  equilibrium  by  the  action  of  each 
of  the  individual  forces,  applied  to  small  portions  of  its  surface, 
are  of  negligible  magnitude  compared  with  the  strains  produced 
by  the  force  system  as  a  whole,  except  for  points  in  comparatively 
small  portions  of  the  body  near  the  places  at  which  the  forces  are 
applied. 

This  principle  will  be  found  to  have  a  broad  application  in  the 
theorems  which  are  discussed  later. 

64.  Thin  Hollow  Cylinder.  —  When  a  hollow  circular  cylinder, 
whose  thickness  is  small  compared  with  its  radius,  is  subjected  to  a 
uniform  internal  pressure  the  stress  on  any  cross  section  through 
a  point  in  the  surface  may  be  considered  to  be  uniform.  We  will 
let  r  =  the  radius  and  t  =  the  thickness  of  such  a  cylinder  (Fig. 
31)  and  assume  that  the  ends  are  so  thick,  or  of  such  shape,  that 
the  stress  in  the  cylindrical  shell  will  not  be  affected  by  the  distor- 
tion of  the  ends.    Let  p  =  the  intensity  of  the  internal  pressure. 


I 


0 


Fig.  31. 


To  determine  the  intensity  of  stress  on  a  longitudinal  section 
OX,  through  any  point  0  in  the  surface  of  the  cylinder,  we  apply 
the  conditions  of  equilibrium  to  Obc,  a  semi-circular  section  of  the 
shell  one  unit  in  width.  The  forces  parallel  to  the  X  plane  through 
0  acting  on  this  section  will  be  the  uniformly  distributed  internal 
pressure  over  the  semi-circumference  06c  and  the  uniform  stress 
on  the  cross  sections  at  0  and  c.    The  resultant  of  the  internal 
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pressure  may  easily  be  shown  to  be  a  force,  whose  ma^tude  is 
equal  to  2  pr,  acting  through  the  center  of  the  cylinder.  Hence 
the  total  stresses  at  the  sections  0  and  c  will  be  equal  and,  if  .we 
denote  the  stress  intensity  on  these  sections  by  the  symbol  /,  we 
shall  have 

and  therefore  •'  ~^  ^ 

/-f m 

The  intensity  /  is  commonly  called  the  hoop  tension  in  the 
cylinder. 

The  intensity  of  the  stress  on  a  cross  section  OY,  perpendicular 
to  the  axis  of  the  cylinder,  may  be  determined  by  applying  the  con- 
ditions of  equiUbrium  to  the  portion  of  the  cylinder  on  either  side 
of  the  section.  The  resultant  of  the  internal  pressure  on  the  part 
on  one  side  of  the  section  will  evidently  be  a  force  of  magnitude 

pirr*, 

whose  line  of  action  coincides  with  the  axis  of  the  cylinder.    This 
force  will  be  balanced  by  a  stress  uniformly  distributed  around  the 
.  circumference  at  the  section  OY.    If  we  denote  the  intensity  of 
this  stress  by  the  symbol  /i,  we  shall  have 


/i27r(r  +  |)i  =  p,rr«, 


from  which  we  obtain 

/i  =  1^  (very  nearly) (2) 

The  stress  intensity  /i  is  frequently  called  the  end  tension  in  the 
cylinder.  It  is  evident  that  its  value  is  not  affected  by  a  change 
in  the  shape  of  the  ends  of  the  cylinder  provided  they  are  strong 
enough  not  to  distort  appreciably  under  the  pressure.  A  com- 
parison of  equations  (1)  and  (2)  shows  that  in  any  thin  cylinder 

/  =  2/i (3) 

Since  there  are  no  shearing  stresses  on  the  sections  OX  and  OF, 
/  and  /i  are  principal  stress  intensities  and  the  resultant  stress 
intensity  on  any  other  plane  through  0,  containing  the  axis  OZ, 
will  have  a  value  intermediate  between  them,  which  is  given  by 
the  expression 

p=(f,^cos^a+P8m^a)i, (4) 

obtained  by  substituting  the  values  of  /  and  /i  in  equation  (3) 
(Art.  29). 
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The  hoop  tension  /  is  therefore  the  greatest  stress  in  the  shell  of 
the  cylinder. 

The  above  formulae  will  evidently  apply  in  the  case  of  a  thin 
hollow  cylinder  subjected  to  uniform  external  pressure,  the  outside 
radius  of  which  is  equal  to  r  and  thickness  equal  to  t,  the  normal 
stresses  on  the  different  sections  being  compression  instead  of 
tension. 

This  important  difference  between  the  two  cases  should  be 
noted,  however.  When  the  cfoss  section  is  not  an  exact  circle,  a 
uniform  internal  pressure  tends  to  make  the  section  circular,  while 
a  uniform  external  pressure  tends  to  increase  the  distortion  froni 
the  circular  form,  collapsing  the  cylinder  completely  at  a  pressure 
intensity  much  smaller  than  the  internal  pressure  to  which  it  may 
be  subjected  without  failing. 

When  the  cylinder  is  subjected  to  uniform  internal  and  external 
pressures  simuUaneously  the  stress  intensity  on  any  section  can  be 
found  by  combining  the  stresses  due  to  the  pressures  taken  sepa- 
rately. If  we  let  r  =  the  mean  radius  of  the  shell,  pi  =  the  in- 
tensity of  the  internal  pressure  and  p%  =  the  intensity  of  the 
external  pressure,  the  resultant  intensity  of  the  stress  on  the 
longitudinal  section  will  be  very  nearly  equal  to 

/=^^^ (5) 

and  the  resultant  intensity  of  the  stress  on  the  cross  section  per- 
pendicular to  the  axis  will  be  very  nearly  equal  to 

^' 2l ^^^ 

66.  Thin  Hollow  Sphere.  —  When  a  spherical  shell,  whose 
thickness  is  small  compared  with  its  radius  is  subjected  to  a  uniform 
internal  pressure,  the  stress  on  any  section  through  the  shell  may 
be  considered  to  be  uniform.  The  intensity  of  the  stress  on  any 
meridian  section  of  the  shell  may  be  determined  by  applying  the 
conditions  of  equilibrium  to  the  forces  acting  on  the  hemisphere 
on  either  side  of  the  section. 

Let  r  =  the  inside  radius  of  the  sphere,  ^  =  its  thickness,  p  = 
the  intensity  of  the  internal  pressure  and  /  =  the  intensity  of  the 
tension  on  a  meridian  section  through  the  shell.  The  resultant  of 
the  internal  pressure  on  the  hemisphere  may  easily  be  shown  to  be 
equal  to  '^j^^ 

its  line  of  action  passing  through  the  center  of  the  sphere. 
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The  total  stress  on  the  meridian  section  of  the  shell  will  be  equal  to 


Hence 


/  =  o^  (very  nearly).      !    .    .    (1) 


2t 


Formula  (1)  will  evidently  apply  when  the  sphere  is  subjected 
to  uniform  external  pressure^  r  representing  the  external  radius. 

The  difference  between  the  effects  of  internal  and  external 
pressures  when  the  shell  is  not  exactly  spherical  in  form  will  evi- 
dently be  similar  to  that  in  the  case  of  the  thin  hollow  cylinder  of 
non-circular  section.    (Art.  54.) 

When  the  sphere  is  subjected  to  uniform  internal  and  external 
pressure^  simultaneously ^  the  resultant  intensity  of  stress  on  any 
meridian  section  will  be  very  nearly  equal  to 


^"—21 '   • 


(2) 


where  pi=  the  intensity  of  the  internal  pressure,  p2=  the  intensity 
of  the  external  pressure  and  r  =  the  mean  radius  of  the  shell. 


Fig.  32. 


56.  Uniform  Shearing  Stress.  —  When  a  rivet,  or  bolt,  or  pin 
is  used  to  join  two  pieces  together  as  in  Fig.  (32)  the  intensity  of  the 
shearing  stress  on  the  section  AB  due  to  a  pull  P  is  ordinarily 


UNIFORM  BEARING  PRESSURE 


83 


assumed  to  be  uniform.  This  assumption  is  hardly  in  accord  with 
the  principle  stated  in  Art.  (53)  but  there  is  no  way  in  which  the 
exact  distribution  of  the  stress  on  the  section  can  be  fully  deter- 
mined. Hence,  if /•  =  the  average  intensity  of  the  shearing  stress, 
due  to  the  pull  P,  d  =  the  diameter  of  the  rivet,  A  =  the  area  of 
its  cross  section,  we  shall  have 

P=fA=f.^ (1) 

and  p 


f'=j 


(2) 


The  rivet  shown  (Fig.  32)  is  said  to  be  subjected  to  single  shear. 

When  two  plates  are  joined  to  a  single  plate  by  a  rivet  as  shown 
in  Fig.  33  the  rivet  is  said  to  be  subjected  to  dotible  shear,  and  if 
the  rivet  is  of  the  same  dimensions  as  before 

ircP 


and 


P  =  2f.A=f. 


.(3) 
(4) 


the  two  sections  AB  and  CD,  in  this  case,  being  subjected  to  a 
uniform  shearing  stress. 


Fig.  33. 

67,  Uniform  Bearing  Pressure.  —  In  both  of  the  cases  dis- 
cussed in  Art.  (56)  it  is  customary  to  assume  that  the  pressure 
between  either  plate  and  the  rivet  is  uniformly  distributed  around 
the  semi-circumference  of  the  rivet,  there  being  no  shearing  stress 
at  the  surface  of  contact. 
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Hence  the  relation  between  the  intensity  of  the  pressure  and  the 
resultant  pressure  on  the  surface  of  the  rivet  will  be  the  same  as  in 
the  case  of  the  circular  cylinder  subjected  to  uniform  external 
pressure  (Art.  54).  Therefore,  if  we  let/.  =  the  intensity  of  the 
pressure  between  the  rivet  and  either  plate  (Fig.  32)  and  t  =  the 
thickness  of  each  plate,  we  shall  have 

P^fttd (1) 

and  p 


The  quantity  of  /.  is  usually  called  the  intensity  of  the  hearing 
pressure  on  the  rivet.  When  the  rivet  is  under  double  shear  as 
shown  in  Fig.  (33),  if  we  let  t  =  the  thickness  of  the  middle  plate, 
the  intensity  of  the  bearing  pressure  will  be  represented  by  equation 
(2)  as  before.  If  the  two  outside  plates  are  of  equal  thickness  ii, 
the  intensity  of  the  bearing  pressure  between  the  rivet  and  the 
outside  plates  will  be  represented  by  the  expression 

68.  Riveted  Joints,  —  In  joinirife  together  the  plates  used  in 
the  construction  of  a  boiler,  or  tank,  and  in  fastening  the  joints  of 
steel  structures,  rivets,  or  in  some  cases  bolts,  arQ  employed.  In 
the  majority  of  cases  the  connection  is  made  in  such  a  manner  that 
the  forces  acting  between  the  parts  joined  together  produce  a  shear- 
ing stress  on  the  cross  sections  of  the  rivets.  When  the  line  of 
action  of  the  resultant  of  the  forces  acting  on  the  joint  passes 
through  the  ceAter  of  gravity  of  the  combined  area  of  the  cross 
sections  of  all  the  rivets  in  the  joint,  it  is  customary  to  assume  that 
the  intensity  of  the  shearing  stress  on  all  the  rivets  is  the  same. 
This  assumption  is  practically  correct  for  simple  joints  with  one 
or  two  rows  of  rivets  but  an  analysis  of  the  stress  and  strains  will 
show  that  it  is  not  exactly  true  for  the  more  complicated  joints. 

In  the  design  of  any  riveted  joint,  it  is  necessary  to  determine 
(a)  the  proper  diameter  of  the  rivets;  (b)  the  spacing,  or  pitch,  of 
the  rivets;  (c)  the  distance  between  the  rivets  and  edge  of  the 
plate,  or  the  lap  of  the  joint  as  it  is  called;  (d)  the  distances  be- 
tween the  rows  of  rivets,  when  more  than  one  row  is  used. 

A  method  of  determining  these  quantities  in  a  few  simple  cases 
will  now  be  given.    In  each  case  we  will  let 
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/c 

/* 
d 

A 

t 

V 


Z  = 


a  = 


the  working  strength  in  shear  of  the  rivet  material^ 

the  greatest  allowable  intensity  of  bearing  pressure  be- 
tween the  plate  and  a  rivet, 

the  working  tensile  strength  of  the  material  in  the  plate, 

the  diameter  of  a  rivet, 

the  area  of  the  cross  section  of  a  rivet, 

the  thickness  of  the  plates  joined  together, 

the  pitch  of  the  rivets;  that  is,  the  distance  from  center  to 
center  of  the  rivets  in  any  one  row, 

the  lap;  that  is,  the  distance  from  the  center  of  a  rivet  to 
the  edge  of  the  plate, 

the  distance  between  the  rows  of  rivets,  when  more  than 
one  row  is  used. 


Case  I,  The  simplest  type  of  a  joint,  used  for  connecting  two 
plates,  is  known  as  the  single  riveted  lap  joint  (Fig.  34),  in  which 
two  plates  are  lapped  together  and  connected  with  a  single  row  of 
rivets  spaced  at  equal  distances.  We  will  assume  that  the  joint 
is  subjected  to  a  uniform  stress;  that  is,  the  stresses  on  all  the 
rivets  are  equal. 


Fig.  34. 


If  such  a  joint  were  subjected  to  a  pull  suflScient  to  break  it 
apart,  the  manner  in  which  it  would  fail  would  depend  on  the  size 
and  spacing  of  the  rivets.  If  the  rivets  were  too  small,  or  were 
spaced  too  far  apart,  the  joint  would  fail  by  shearing  the  rivets. 
If  the  rivets  were  too  close  together  the  plate  would  tear  oflf 
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between  the  rivet  holesi  If  the  lap  were  too  small,  the  rivets 
would  break  through  the  edge  of  the  plate.  In  order,  therefore, 
that  the  joint  shall  be  as  strong  as  it  is  possible  to  make  it,  the 
strength  of  one  rivet  must  be  equal  to  the  strength  of  the  section 
of  plate  between  two  adjacent  rivets,  and  the  strength  of  the  plate 
in  front  of  a  rivet  must  be  equal  to,  or  greater  than,  the  strength  of 
a  rivet.  If  such  a  joint  were  pulled  apart  the  plate  between  the 
rivets  would  be  at  the  point  of  failure  when  the  rivets  broke  off, 
or  vice  versa,  provided  the  lap  were  made  great  enough  to  prevent 
the  rivets  from  breaking  through. 

When  subjected  to  its  working  load  the  relations  between  the 
working  stresses  in  the  rivets  and  the  plate  would  be  the  same  as 
those  between  the  stresses  at  breaking.  To  determine  the  dimen- 
sions we  therefore  proceed  as  follows: 

(a)  The  dtameter  of  the  rivets  will  depend  on  the  thickness  of  the 
plate,  the  pitch  which  is  desirable  and  other  considerations.  The 
choice  of  the  diameter  will  usually  be  based  on  the  results  of  ex- 
perience  rather  than  on  any  particuUtr  formula. 

The  holes  in  the  plate  are  either  punched  or  drilled  larger  than 
the  size  of  the  rivets.  The  rivets  on  being  driven  expand  to  fill 
the  holes.  When  the  holes  are  drilled  in  place  and  accurately  in 
line  the  diameter  of  the  rivets  when  driven  will  equal  the  diameter 
of  the  holes  and  in  making  computations  it  is  customary  to  use  the 
driven  diameter  of  the  rivet,  as  it  is  called. 

When  the  holes  in  the  plate  are  punched  out  roughly,  the  align- 
ment may  be  such  that  the  smallest  section  of  the  driven  rivet  will 
not  be  much  greater  than  the  section  of  the  rivet  before  xiriving. 
Hence  in  such  work  it  is  customary  to  use  the  original  or  nominal 
diameter  of  the  rivet  in  making  computations. 

Having  fixed  upon  the  diameter  to  use,  the  working  load  for 
a  rivet  in  shear  will  be  equal  to 

1^1=/^=^  (Art.  56)    .....     (1) 

and  the  allowable  bearing  pressure  will  be  equal  to 

Wi  =  fctd  (Art.  57) (2) 

To  find  the  diameter  of  the  rivet  required  to  make  the  shearing 
and  crushing  resistance  equal,  equate  (1)  and  (2)  and  we  obtain 

d  =  ^ (3) 
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It  is  evident  that  if  the  diameter  of  the  rivets  used  is  greater  than 
that  given  by  (3),  W2  <  Wi,  and  if  the  diameter  used  is  less  than 
the  value  given  by  (3)  Wi  <  TF2. 

Since  the  diameters  of  commercial  rivets  vary  by  sixteenths  of 
an  inch  and  practical  considerations  limit  the  sizes  which  can  be 
used,  the  diameter  of  the  rivets  selected  for  any  particular  joint 
will  seldom  agree  with  that  given  by  equation  (3).  Hence,  the 
working  load  per  rivet  must  be  the  smaller  of  the  quantities  Wi 
and  TF2. 

(b)  The  pitch  of  the  rivets  may  now  be  determined  by  equating 

the  working  load  on  a  rivet  to  the  working  load  on  the  net  section 

of  the  plate  between  a  single  pair  of  rivet  holes.    This  will  evidently 

be  equal  to 

f*(p-d)t .     (4) 

Hence,  if  TFi  <  W2,  the  pitch  of  the  rivets  will  be  determined 
from  the  equation 

/»A  =  /,  (p  -  d)  ^; (5) 

and,  if  TF2  <  TFi,  the  pitch  will  be  determined  from  the  equation 

fctd^ft(j)-d)t. (6) 

(c)  When  steel  plate  is  used  the  lap  of  the  joint  may  be  deter- 
mined from  the  expression 

J  =  0.007y^  +  0.5d (7) 

This  equation  must,  for  the  present  be  regarded  as  empirical, 
the  value  of  W  being  the  smaller  of  the  values  Wi  and  W2. 

The  efficiency  of  a  riveted  joirU  is  the  ratio  of  the  strength  of  the 
joint  to  the  strength  of  the  plate  of  which  the  joint  is  made.  The 
strength  of  the  joint  is  understood  to  be  the  minimum  resistance  of 
the  joint  to  failure.     Expressed  analytically 

^  .              minimum  resistance  of  section  of  width  p        .^^ 
eflBaency  = j—. : .      (o) 

If  the  joint  is  properly  designed  equation  (8)  reduces  to 

efficiency  =  •^-^%:V^  =  2ZL^ (8a) 

Case  II.  The  joints  shown  in  Figs.  (35)  and  (36)  are  known  as 
double  riveted  lap  joints. 
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In  Fig.  (35)  is  shown  a  case  of  zigzag  riveting,  or  the  rivets  are  said 
to  be  staggered,  and  in  Fig.  (36)  the  riveting  is  known  as  chain 
riveting.    In  both  cases  the  net  section  of  plate  between  two  rivets 


Fia.  35. 


H- 


I* 


Fia.  36. 


must  be  equal  in  strength  to  the,  strength  of  two  rivet  sections  if 
the  joint  is  to  be  as  strong  as  possible. 

(a)  Having  chosen  a  diameter,  the  strength  of  a  single  rivet  will 
evidently  be  the  less  of  the  two  values  Wi  and  Wt  (Case  I). 
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(b)  If  Wi  <  W2  the  pitch  will  be  obtained  from  the  equation 

2Wi  =  2M=ft(p-d)t (9) 

and  iiW%<Wi  the  pitch  will  be  obtained  from  the  equation 

2W2=^2fctd=ft(p-d)t (10) 

(c)  The  lap  will  be  determined  from  equation  (7),  using  the 
smaller  of  the  two  values  of  Wi  and  Wi. 

(d)  Either  of  the  joints  (Figs.  35-36)  will  be  sufficiently  strong 
if  the  distance  a  between  the  rows  of  rivets  is  equal  to  or  greater 

than  ^  +  o* 

If  the  joint  is  properly  designed,  the  efficiency  will  evidently  be 
represented  by  equation  (8). 

Case  IIL  In  Fig.  (37)  is  given  an  illustration  of  a  single  riveted 
bvU  joint,  in  which  two  plates  are  butted  together  and  joined  by 


Fig.  37. 


riveting  on  two  cover  plates,  whose  thickness  ti  may  be  equal  to  or 

less  than  t,  the  thickness  of  the  main  plate,  but  never  as  small  as  ^  • 

The  rivets  in  siich  a  joint  are  subjected  to  double  shear  as  shown 
in  Fig.  (33). 

(a)  The  diameter  of  the  rivet  will  be  chosen  in  accord  with  the 
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considerations  stated  in  Case  I.    The  strength  of  a  single  rivet 
will  then  be  equal  to  the  lees  (rfthe  values 

»r,  =  2/^=-^(Art.56)      ....    (11) 
and 

TT*  =/Jd  (Art.  57) (12) 

(b)  The  pitch  will  be  determined  by  placing  the  smaller  of  the 
values  Wt  and  Wt  equal  to  /,  (p  -  d)  (.    Hence  ^Wt<Wt 

W»  =  2fA=S,ip-d)t (13) 

and  if  1^4  <  W» 

Wi=fctd=ft{p-d)t (14) 


> 

1^> 


:> 


(c)  The  lap  in  the  main  plate  will  be  determined  by  substituting 

the  smaller  of  the  values  Wj  and  Wi  in  equation  (7);  and  the  lap 

in  the  cover  plate  by  substituting  U  for  t  and  the  smaller  of  the 

W»         Wt 
values  -n-  and  -^  for  W  in  the  same  equation. 

If  the  joint  is  properly  designed  the  theoretical  efficiency  would 
evidently  be  determined  from  equation  (8),  as  before. 

Case  IV.    In  F^.  (38)  is  represented  a  double  riveted  butt  joitU 
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with  chain  riveting.  The  rivets  in  such  a  jouit  might  be  staggered 
as  in  Fig.  (35),  but  the  computation  of  the  dimensions  would  be  the 
sashe  as  for  the  joint  shown. 

(a)  H&ving  chosen  the  size  of  rivet  the  strength  of  a  single  rivet 
will  be  the  less  of  the  values  Wz  and  W^. 

(b)  In  this  case  the  net  section  of  the  plate  between  two  rivets 
must  be  equal  to  the  strength  of  two  rivets,  hence  iiWi<Wi  the 
pitch  will  be  obtained  from  the  equation 

2F8  =  4/wl  =/i(p-d)^ (15) 

andifTF4<  Wi 

2Wi^2fjd=^ii{jp-d)t (16) 

(c)  The  laps  in  the  main  plate  and  in  the  cover  plate  will  be 
determined  by  the  same  equations  as  in  Case* III. 

(d)  The  distances  between  the  rows  will  be  determined  by  the 
same  rule  as  in  Case  II. 

If  properly  designed  the  efficiency  will  be  given  by  the  same 
expression  (equation  8)  as  that  for  the  preceding  cases. 

In  each  of  the  preceding  four  cases  the  object  has'been  the  de- 
termination of  the  dimensions  of  the  strongest  possible  joint  of  a 
particular  type.  It  will  be  found  that  for  any  given  material  the 
strength  of  a  joint  of  any  one  type,  in  a  given  thickness  of  plate, 
will  be  varied  by  changing  the  diameter  of  the  rivets. 

When  the  dimensions  of  a  joint  are  determined  in  accordance 
with  the  preceding  method  it  will  be  found  that  an  uicrease  in  the 
diameter  of  the  rivets  will  result  in  an  increase  in  efficiency  of  the 
joint  until  the  diameter  at  which  the  shearing  strength  of  a  rivet 
is  equal  to  the  allowable  bearing  pressure  upon  it  is  reached.  Any 
increase  beyond  this  will  not  give  an  increase  in  efficiency.  It 
will  also  be  found  that  for  any  given  diameter  of  rivet,  the  effi- 
ciency of  a  riveted  connection  will  increase  with  an  increase  in  the 
number  of  rows  of  rivets  used. 

The  joints  given  in  the  preceding  four  cases  represent  the 
simpler  types  used  in  the  construction  of  boilers,  tanks,  pipes, 
etc.  By  increasing  the  number  of  rows  of  rivets  and  varying  the 
numbers  of  rivets  in  the  different  rows,  joints  of  greater  strength 
than  any  of  these  can  be  made.  The  analysis  of  the  stresses  in 
such  cases  becomes  more  complex,  however,  and  will  not  be  under- 
taken here. 

Case  V.    One  other  type  of  joint  will  be  mentioned,  namely, 
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the  joint  used  in  fastening  together  two  parts  of  a  frame  structure 
when  the  rivets  are  placed  in  such  a  manner  that  the  stresses  on 
all  the  rivets  are  equal.  In  such  a  case  the  line  of  action  of  the 
resultant  of  the  forces  acting  on  the  joint  must  pass  thrSugh  the 
center  of  gravity  of  all  the  rivet  sections  combined. 

When  the  rivets  are  in  single  shear,  as  in  the  illustration  of  the 
plate  and  channel  connection  given  (Fig.  39),  the  strength  of  a 
rivet  in  single  shear  will  be  equal  to 


M  = 


_/.«? 


and  the  allowable  bearing  pressure  will  be  equal  to 

fjd 

where  t  =  the  thinner  of  the  two  parts. 


I 

dl 


I 
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Fig.  39. 

The  strength  of  a  rivet  will  evidently  be  equal  to  the  smaller  of 
these  two  values  and  the  number  of  rivets  required  in  a  joint  will 
be  found  by  dividing  the  resultant  force  acting  on  the  joint  by 
this  quantity. 

On  account  of  the  dissimilar  cross  sections  of  the  parts  con- 
nected, the  spacing  of  the  rivets  in  such  a  joint  is  usually  made 
according  to  a  certain  standard,  the  standard  distances  between 
the  rivets  and  between  the  rivets  and  the  edge  of  the  plate  being 
based  on  the  results  of  theoretical  computations  and  data  from 
experiments. 
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The  method  of  determining  the  number  of  rivets  when  a  joint 
of  this  type  is  constructed  with  the  rivets  in  double  shear  is  self 
evident. 

In  practically  all  joints  of  this  kind  the  holes  in  the  members 
are  punched  and,  as  previously  indicated,  the  nominal  diameter 
of  the  rivets  should  be  used  in  making  computations. 

69.  Uniformly  Varying  Stress.  —  When  the  stress  on  a  plane 
surface  is  distributed  in  such  a  manner  that  the  intensity  at  any 
point  is  proportional  to  the  distance  of  the  point  from  a  straight 
line  in  the  plane  of  the  surface  the  stress  is  said  to  be  uniformly 
varying  (Art.  82,  Vol.  I).  Theoretically,  this  definition  will 
apply  to  a  normal  stress,  a  shearing  stress,  or  an  oblique  stress  with 
both  a  normal  and  a  shearing  component;  but  for  the  sake  of 
brevity  the  term  uniformly  varying  stress,  unless  otherwise  desig- 
nated, will  be  taken  to  mean  a  uniformly  varying  normal  stress. 

Neutral  Axis,  —  The  straight  line  along  which  the  stress  in- 
tensity is  zero  is  called  the  ^neviral  axis  and  this  may  be  located 
either  within  or  outside  of  the  limits  of  the  surface. 

ResuUant  Stress  and  Center  of  Stress,  —  If  the  area  is  referred  to 
the  rectangular  coordinate  axes  OX  and  OY,  with  OY  coinciding 
with  the  neutral  axis,  and  if  o  =  the  stress  intensity  at  a  unit  of 
distance  from  the  neutral  axis,  the  stress  intensity  at  any  point  in 
the  surface,  whose  coordinates  are  (x,  y),  will  be  equal  to 

p  =  ox (1) 

The  total  stress  on  the  surface  will  be  equal  to 

fi=  j  pdA  =  a  I  xdA  =^  oxoA,   ....    (2) 

where  xo  =  the  distance  from  the  neutral  axis  to  the  center  of 
gravity  of  the  surface. 

The  moment' of  the  resultant  stress  about  the  neutral  axis  will 
be  equal  to 

M=jpxdA^aja^dA=aI,   ,    ,    .    .    (3) 

where  I  =  the  moment  of  inertia  of  the  surface  about  the  neutral 
axis.    The  coordinates  of  the  center  of  stress  will  be 

,-.       I  pxdA      at  x^dA        » 
I  pdA       a  J  xdA 
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IpydA      a  jxydA       ^ 

y^-^r — ^r —  =  5^  .  .  .  •   (5) 

I  pdA       a  j  xdA 

where  K  =  the  product  of  inertia  of  the  surface  with  respect  to 
the  X  and  Y  axes. 

It  is  evident  that  when  the  axes  OX  and  OY  are  principal  axes 
of  inertia  of  the  surface  (Art.  125,  Vol.  I),  j/i  =  0  and  the  center 
of  stress  is  on  the  axis  OX. 

A  familiar  example  of  a  uniformly  varying  stress  is  that  of  a 
fluid  pressure  exerted  on  any  plane  submerged  surface.  In  such 
a  case  the  neutral  axis  of  the  stress  will  be  the  line  of  intersection 
of  the  plane  of  the  surface  with  the  surface  of  the  fluid  and  this 
line  may  form  a  boundary  of  the  surface  under  stress  or  it  may  lie 
entirely  outside  its  limits.  The  center  of  stress  for  such  a  surface 
is  ordinarily  called  the  center  of  pressure. 

If  we  let  po  =  the  intensity  of  the  pressure  at  the  center  of 
gravity  of  a  submerged  surface  and  h  =  the  moment  of  inertia  of 
the  surface  about  an  axis  through  the  center  of  gravity  parallel  to 
the  neutral  axis,  equation  (2)  may  be  written 

R  =  poA (6) 

and  equation  (4)  will  reduce  to  * 

That  is,  the  resultant  pressure  on  any  submerged  surface  is  equal 
to  the  product  of  the  pressure  intensity  at  its  center  of  gravity  and 
the  area  of  the  surface;  and  the  distance  between  the  center  of 
pressure  and  the  center  of  gravity  is  equal  to  the  moment  of  inertia 
of  the  surface  about  an  axis  through  its  center  of  gravity,  parallel 
to  the  neutral  axis,  divided  by  the  moment  of  the  submerged  area 
about  the  neutral  axis. 

60.  Uniformly  Varying  Stress  Whose  Resultant  is  a  Couple.  — 
A  uniformly  varying  stress  may  be  distributed  over  a  plane  sur- 
face in  such  a  manner  that  the  neutral  axis  lies  within  the  boundary 
of  the  surface,  the  stress  on  one  side  of  the  neutral  axis  being  ten- 
sion and  on  the  other  compression.  A  special  case  arises  when 
the  neutral  axis  passes  through  the  center  of  gravity  of  the  surface. 


r 
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In  this  case  the  total  stress  on  the  surface  (equation  2,  Art.  59) 

becomes 

"  R  =  oxoA  =0 (1) 

and  the  moment  of  the  stress  (equation  3,  Art.  59)  becomes 

M^alo (2) 

Hence  the  resultant  of  a  uniformly  varjring  stress,  the  neutral 
axis  of  which  passes  through  the  center  of  gravity  of  the  surface,  is 
a  couple.  The  magnitude  of  this  couple  is  represented  by  equation 
(2)  when  the  neutral  axis  is  a  principal  axis  of  inertia  of  the  surface. 
In  other  cases  the  value  of  M  given  by  equation  (2)  is  the  com- 
ponent couple  in  a  plane  perpendicular  to  the  neutral  axis,  ob- 
tained by  resolving  the  resultant  couple,  formed  by  .the  stress,  into 
two  components  in  planes  respectively  perpendicular  and  parallel 
to  the  neutral  axis. 

This  may  be  proven  in  the  following  manner.  Let  the  plane 
surface  (Fig.  40)  l)e  subjected  to  a  uniformly  varjring  stress,  YY 
being  the  neutral  axis  passing  through  the  center  of  gravity  0. 
Let  the  stress  above  the  neutral  axis  be  tension  and  below  it, 
compression. 


-^^1 


■f^0 


Fig.  40. 

Let  Rt  represent  the  magnitude  of  the  resultant  and  x«,  yt  the 
coordinates  of  the  center  of  the  tension  stress;  and  let  Re  represent 
the  magnitude  of  the  resultant  and  Xc,  2/c,  the  coordinates  of  the 
center  of  the  compression  stress.  Since  the  resultant  of  the  stress 
on  the  entire  surface  is  a  couple,  Rt  =  flc. 

The  sum  of  the  moments  of  the  tension  and  compression  stresses 
about  YY  will  be  equal  to 

M  =  RtXt  +  R«jXc  =  aJo 
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and  this  quantity  will  evidently  be  equal  to  the  moment  of  the 
resultant  couple  formed  by  Rt  and  Re  when  yt  =  ye  (algebraically). 
When  yt  >  or  <  ye  the  couple  M  =  o/owill  evidently  be  the  com- 
ponent of  the  resultant  couple  acting  in  the  Y  plane. 
To  determine  when  yt  =  ye  we  have  from  equation  (5)  (Art.  59) 

K' 

where  K'  =  the  product  of  inertia,  with  respect  to  the  X  and  Y 
axes,  and  Xo'A'  =  the  moment,  about  the  axis  YY,  of  the  part  of  the 
surface  above  the  neutral  axis. 
Similarly, 

where  K"  =  the  product  of  inertia,  with  respect'  to  the  X  and  Y 
axes,  and  Zo'A"  =  moment,  about  the  axis  YY,  of  the  part  of  the 
surface  below  the  neutral  axis. 

When  the  axis  XX  is  an  axis  of  symmetry  t)f  the  surface  K'  = 
K"  =  0  (Art.  122,  Vol.  I)  and  hence  yt^y^^  0,  which  holds 
true  whether  the  axis  FF  is  an  axis  of  symmetry  or  not. 

Since  the  axis  YY  passes  through  the  center  of  gravity 

and  when  FF  is  an  axis  of  symmetry 

X' =  -  iC"  (Art.  121,  Vol.  I), 

and  hence  yc  =  2/<,  which  evidently  holds  true  whether  the  axis 
XX  is  an  axis  of  symmetry  or  not. 

But  the  product  of  inertia  of  the  whole  surface,  with  respect  to 
the  axes  XX  and  YY,  will  be  equal  to 

K^=^K'  +  K"  (Art.  123,  Vol.  I). 
Hence,  in  both  of  the  above  mentioned  cases 

the  axes  XX  and  YY  being  principal  axes. 

Moreover,  for  a  surface  of  any  shape,  when  the  neutral  axis 
passes  through  the  center  of  gravity  and  is  one  of  the  principal 
axes,  Kgy  =  0  and  K'  =  —  K";  and  hence  yt  =  j/c. 

Therefore,  when  a  plane  surface  is  subjected  to  a  uniformly  varying 
stress,  if  the  neutral  axis  passes  through  the  center  of  gravity  and  is 
a  principal  axis  of  the  surface^  the  residtant  couple  formed  by  the 
stress  is  in  a  plane  perpendicular  to  the  neulral  axis. 
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61.  Problems.  —  Uniform  and  Uniformly  Varying  Stress. 

Problem  1. 

A  solid  cylinder  of  concrete^  10''  diameter  and  30"  long,  is  subjected  to  an 
axial  load  in  compression  of  30,000  lbs.  Find  the  maximum  intensity  of  the 
compressive  stress  at  any  point  in  the  middle  portion  of  the  cylinder;  also  the 
maximum  intensity  of  the  shearing  stress  at  that  point. 

Problem  2. 

Find  the  required  thickness  of  a  steel  tube,  6"  inside  diameter,  which  is  to 
be  subjected  to  an  internal  pressure  of  400  lbs.  per  sq.  in.  Assume  the  work- 
ing strength  of  the  material  in  tension  to  be  8000  lbs.  per  sq.  in. 

Problem  3. 

Find  the  required  thickness  of  the  shell  of  a  cylindrical  boiler,  5  ft.  inside 
diameter,  if  the  boiler  is  to  be  subjected  to  an  internal  pressure  of  125  lbs.  per 
sq.  in.  and  the  efficiency  of  the  longitudinal  joint  in  the  shell  is  75  per  cent. 
Assume  the  working  strength  of  the  material  in  tension  to  be  8000  lbs.  per  sq. 
in.,  and  allow  ^V'  for  corrosion. 

Problem  4. 

Find  the  safe  intensity  of  internal  pressure  for  a  hollow  sphere,  i"  thick  and 
12^'  inside  diameter;  assuming  the  working  strength  in  tension  to  be  7500  lbs. 
per  sq.  in. 

Problem  6. 

Find  the  proper  values  for  the  pitch  and  laps  in  a  single  riveted  lap  joint  in 
V  steel  plate,  made  up  with  {)"  rivets  in  y  drilled  holes;  also,  find  the 
theoretical  efficiency  of  the  joint.  Use  the  driven  diameter  of  the  rivets  in 
making  calculations  and  assume  the  following  values  for  working  strengths: 
/«  =  11,000  lbs.  per  sq.  in.;  /c  =  22,000  lbs.  per  sq.  in.;  ft  —  15,000  lbs.  per 
sq.  in. 

Problem  6. 

Find  the  proper  values  for  the  pitch,  laps  and  distance  between  the  rows  of 
rivets  in  a  double  riveted  lap  joint  in  J"  steel  plate,  using  U"  rivets  in  J" 
drilled  holes;  also,  find  the  efficiency  of  the  joint.  Use  the  values  for  working 
strengths  given  in  Problem  (5). 

Problem  7. 

Find  the  proper  values  for  the  pitch  and  laps  in  a  single  riveted  butt  joint  in 
J"  steel  plate,  made  up  with  f^"  cover  plates  and  J|"  rivets  in  J"  drilled  holes; 
also,  find  the  efficiency  of  the  joint.  Use  the  values  for  working  strengths 
given  in  Problem  (5). 

Problem  8. 

Find  the  proper  values  for  the  pitch,  laps  and  distance  between  the  rows  of 
rivets  in  a  double  riveted  butt  joint  in  i"  steel  plate,  made  up  with  f^"  cover 
plates  and  J  J"  rivets  in  i"  drilled  holes;  also,  find  the  efficiency  of  the  joint. 
Use  the  values  for  working  strengths  given  in  Problem  (5). 


98  APPLIED  MECHANICS 

Problem  9. 

Solve  Problem  (6),  using  j{"  rivets  in  1"  drilled  holes  instead  of  the  size 
given. 

Problem  10. 

Solve  Problem  (8),  using  |{''  rivets  in  1''  drilled  holes  instead  of  the  size 
given. 

Problem  11. 

A  standard  4"  X  4"  X  1"  angle  is  fastened  to  J"  plates  at  each  end  with 
i"  rivets  and  acts  as  a  tension  member  in  a  frame.  How  many  rivets  should 
be  provided  at  each  end  if  the  total  tension  in  the  member  equals  30,000  lbs. 

Assume/,  =  7500  lbs.  per  sq.  in.,  fe  =  15,000  lbs.  per  sq.  in. 

Problem  12. 

Two  standard  6"  X  6"  X  }"  angles  are  separated  bjr  j"  plates  and  riveted 
together  at  each  end  with  i"  rivets.  Angles  are  placed  symmetrically  relative 
to  the  plates.  How  many  -rivets  should  be  provided  at  each  end  if  the  total 
comprewion  in  the  member  equals  105,000  lbs.  Assume /«  =  7500  lbs.  per  sq. 
in.,  fe  =  15,000  lbs.  per  sq.  in. 

Problem  13.  * 

Find  the  difference  between  the  original  cross  section  of  a  rod  4"  diameter 
and  the  area  of  the  cross  section  when  the  stress  intensity  is  12,000  lbs.  per 
sq.  in.  tension,  assuming  m  =  3.6  and  E  -  30,000,000  lbs.  per  sq.  in. 

Problem  14. 

Find  the  increase  in  the  internal  diameter  of  the  sphere  given  iii  Problem  (4) 
when  subjected  to  the  allowable  internal  pressure,  assuming  that  E  a 
30,000,000  lbs.  per  sq.  in.  and  m  =  3.6. 

Problem  16. 

A  steel  tube,  2  ft.  inside  diameter  and  J"  thick,  is  made  up  of  plates  riveted 
together  with  spiral  joints  running  at  45**  with  the  right  cross  sections  of  the 
tube.  The  joints  arc  single  riveted  lap  joints  with  \"  rivets  in  ^"  punched 
holes.  Assuming  the  following  values  for  working  strengths,  /«  »  10,000  lbs. 
per  sq.  in.,  fe  =  20,000  lbs.  per  sq.  in.,  ft  =  16,000  lbs.  per  sq.  in.,  find  the 
proper  pitch  of  the  rivets,  using  the  nominal  diameter  of  the  rivets  in  making 
calculations;  also,  find  the  safe  intensity  of  internal  pressure  on  the  tube. 
Assume  end  tension  in  all  cases,  that  is,  the  tube  is  closed  at  the  ends. 

Problem  16. 

Deduce  the  expressions  for  the  resultant  pressure  and  the  distance  of  the 
center  of  pressure  from  the  neutral  axis  for  each  of  the  sections  Aj  BfCj  D,  E 
(Fig.  41)  in  terms  of  the  dimensions  given.  The  neutral  axis  in  each  case  is 
represented  by  the  line  XX, 

Problem  17. 

Assuming  that  the  sections  (Fig.  41)  are  portions  of  a  vertical  surface  sub- 
jected to  water  pressure  and  that  the  line  XX  is  3  ft.  below  the  siuface  of  the 
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water,  find  the  total  pressure  and  locate  the  center  of  pressure  on  each  surface. 
Let  A  =  6  ft.,  6  =  4  ft.  (except  for  E  when  6  V2  =  6  ft.).  Weight  of  one 
cubic  foot  of  water  =  62.5  lbs. 


r— -<*- — *1 


Fig.  41. 


Problem  18. 

Two  circular  gates,  A  and  B,  each  5  ft.  in  diameter,  are  subjected  to  water 
pressure.  The  surface  of  the  gate  A  is  vertical  and  that  of  the  gate  B  is  in- 
clined at  an  angle  of  45**  with  the  vertical.  The  center  of  each  gate  is  at  a 
vertical  distance  of  6  ft.  below  the  surface  of  the  water.  Find  the  total  pressure 
and  the  distance  between  the  center  of  gravity  and  the  center  of  pressure  on 
each  gate  (Art.  59).     Weight  of  one  cubic  foot  of  water  =  62.5  lbs. 

Problem  19. 

A  reservoir  ABCD  (Fig.  42)  of  rectangular  cross  section  3'  X  8'  is  connected 
with  a  pipe  E,  If  the  reservoir  and  pipe  are  filled  with  water  up  to  a  point  in 
the  pipe  4  ft.  above  the  level  of  AD,  find  the  resultant  pressure  and  the  center 
of  pressure  on  each  of  the  ends  AB  and  CD,  (Art.  59.)  Weight  of  one  cubic 
foot  of  water  =  62.5  lbs. 


Fig.  42. 

Problem  20. 

Solve  Problem  (19),  assuming  that  the  cross  section  of  the  reservoir  is  a  circle, 
8  ft.  diameter. 

Problem  21. 

In  Problem  (19),  assume  the  ends  AB  and  CD  to  be  hinged  at  A  and  D,  and 
find  the  horizontal  forces  acting  at  B  and  C,  respectively,  that  will  hold  the 
ends  in  place. 
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Probtom  3S. 

In  Problem  (19)  asaume  tbeenda^B  and  CD  to  be  hinged  at  £  and  C  and 
find  the  forces  acting  at  A  and  D,  perpendicular  to  AB  and  CD,  respectively, 
that  will  hold  the  ends  in  place. 

Problem  SS. 

Find  the  H  and  V  components  and  the  point  of  application  of  the  resultant 
thniat  on  the  joint  CD  due  to  the  water  pressure  on  the  face  A  C  and  the  weight 
of  masonry  of  cross  section  ABDC  (Fig.  43).  Weight  of  masonry  =  ISO  lbs. 
per  cu.  ft.    Weight  of  water  =  62.5'lbe.  per  cu.  ft. 


Fig.  43. 

Problems*. 

A  uniformly  varying  stress,  the  resultant  of  which  is  equal  to  10,000  lbs. 
is  distributed  over  a  square  section  10"  X  10",  in  such  a  manner  that  the 
center  of  stress  is  located  3"  from  the  center  of  gravity,  on  an  axis  of  symmetry 
pstallel  to  the  side  of  the  square.    Find  the  maidmum  intensity  of  the  stress. 

Problem  SS. 

A  6"  X  1 2"  wooden  beam  is  supported  at  the  ends  and  is  subjected  to  a  total 
uniformly  distributed  load  of  8000  lbs.  Find  the  length  of  the  bearing  surface 
necessary  at  the  ends,  provided  the  greatest  intensity  of  compression  across 
the  grain  does  not  exceed  150  lbs.  per  sq.  in,  by  each  of  the  following  aasump* 
tions:  (a)  Supporting  force  uniformly  distributed,  (b)  Supporting  force 
uniformly  varying  from  zero  intensity  at  the  end  of  the  beam  to  the  maximum 
intensity  at  the  inude  of  the  support. 

Problem  36. 

A  uniformly  varying  stress  is  distributed  over  a  rectangular  section  (Fig.  44) 
in  such  a  manner  that  the  stress  below  the  neutral  axis  XX  is  tension  and  above 
it,  compression.  The  value  of  a  (Art.  59)  is  100  lbs.  per  sq.  in.  Find  the 
resultant  stress  and  the  ccnt«r  of  stress,  assuming  c  ^  4",  d  ^  12". 

ProUemZT. 
Solve  Problem  (26), 


Problem  28. 
ScJve  Problem  (26),  anumiiiB  c  =  8",  d  -  8". 

Problem  39. 
Solve  Problem  (26),  aasuming  c  -  V"  and  d  -  V  "• 
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Problem  SO. 

A  unifonnly  varying  normal  force  is  distributed  in  aucb  a  manner  over  the 
plane  surface  (Fig.  45),  that  the  resultant  P  acta  on  the  axis  of  symmetry  XX. 
Find  the  extreme  limits  between  vhich  the  position  of  the  center  of  stress  may 
vary  under  the  condition  that  the  stress  over  the  entire  siufaoe  sball  be  oom- 
preeoion. 


FlQ   45 

Problem  8L 

Find  the  resultant  Btreee  and  the  coordinates  Xi  and  yi,  of  the  center  ot 
etresB,  on  each  of  the  surfaces  shown  (Fig.  46),  assuming  each  surface  is  sub- 
jected to  a  unifonnly  varying  stress  with  XX  as  the  neutral  axis  and  the  stress 
intensity  a  •=  100  lbs.  per  sq.  in.,  at  a  distance  unity  from  the  neutral  axis. 

Pr^lemS2. 

Find  the  resultant  of  the  stress  on  each  of  the  surfaces  shown  (Pig.  46), 
assuming  each  surface  is  subjected  to  a  unifonnly  varying  stress,  part  teosion 
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and  part  compresnon,  with  the  neutral  axis  portdld  to  XX,  through  the  center 
of  gravity  of  the  surface,  and  the  strees  intemuty  a  =  100  lbs.  per  sq.  in.,  at  a 
distance  unity  from  the  neutral  axis. 


CHAPTER  IV. 
STRESSES  IN  BEAMS. 

62.  Definitions.  —  When  a  bar  of  material,  straight  or  curved, 
is  acted  upon  by  a  balanced  system  of  external  forces  which  are 
perpendicular  to  its  central  axis,  it  is  called  a  beam. 

The  forces  acting  on  such  a  bar  cause  the  straining  known  as 
flexure,  or  bending. 

When  the  external  forces  act  on  the  bar  obliquely,  the  com- 
ponents perpendicular  to  the  axis  will  cause  bending  and  in  many, 
but  not  all,  cases  of  this  kind  the  bar  will  be  designated  as  a  beam, 
subjected  to  oblique  loading. 

In  some  cases  external  forces  acting  parallel  to  the  axis  of  the 
bar  will  produce  bending.  In  such  cases  the  bar  may  sometimes 
be  designated  as  a  beam,  but  more  frequently  not. 

In  both  of  the  last  mentioned  cases  the  components  of  the  force 
system  acting  along  the  axis  of  the  bar  will  cause  tensile  or  com- 
pressive stresses  in  combination  with  the  stresses  due  to  the 
bending;  with  the  exception  that,  when  the  system  of  external 
forces  is  so  arranged  that  it  can  be  resolved  into  couples  acting  on 
the  ends  of  the  bar,  bending  only  will  result. 

It  is  our  object  in  this  chapter  to  discuss  the  stresses  produced 
in  straight,  or  very  nearly  straight,  bars  which  are  subjected  to 
bending  only. 

Since  a  beam  is  generally  placed  in  a  horizontal  position,  we 
shall  use  horizontal  beams  as  illustrations  although  it  will  be 
readily  seen  that  the  theory  will  apply  to  beams  placed  in  any 
position  whatever,  when  acted  upon  by  similar  force  systems. 
The  forces  acting  on  the  horizontal  beam  will  ordinarily  be  desig- 
nated as  loads  and  supporting  farces,  or  reactions. 

When  a  beam  is  balanced  over  one  support  (Fig.  47)  it  is  known 
as  a  cantilever  beam;  or,  when  it  is  held  by  supporting  forces  at  one 
end  (Fig.  48),  the  free  end  is  called  a  cantilever  beam. 

When  a  beam  rests  on  supports  at  the  ends  (Fig.  49)  it  may  be 
called  a  simple  beam.  When  it  is  securely  held  by  supports  at  both 
ends  (Fig.  50)  it  is  called  a  buiU-in  or  a  fixed  beanie 
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When  a  beam  is  acted  upon  by  terminal  couples  only  (Fig.  51), 
it  is  said  to  be  subjected  to  uniform  or  simple  bending. 

When  a  beam  is  supported  at  more  than  two  points  (Fig.  52),  it 
is  called  a  continiums  beam. 


I I 


J 


Fig.  47.  Fig.  48. 

In  the  simplest  form,  the  beam  in  any  one  of  the  above  mentioned 
cases  would  be  a  homogeneous  bar  of  material  of  a  uniform  cross 
section  of  any  one  of  a  variety  of  shapes. 

When  the  distance  between  supports  or  the  magnitude  of  the 
loads  is  large,  however,  it  becomes  necessary  to  use  a  large  rolled 
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Fig.  49.  Fio.  60. 
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section,  or  to  build  up  a  beam  by  riveting  together  rolled  sections 
of  different  shapes  and  plates. 

Such  beams  are  called  girders,  girder  beam^s,  plate  girders,  beam 
girders,  etc.,  according  to  the  size  of  the  beam  and  the  type  of 
cross  section. 


1.1    1 


Fig.  61.  Fig.  62. 

63.  Limitations.  —  Throughout  the  discussion  of  the  theory 
for  determining  the  stresses  due  to  bending  the  following  limita- 
tions will  be  imposed,  unless  otherwise  stated: 

(a)  The  material  of  the  beam  is  homogeneous. 

(b)  The  beam  is  straight  and  of  uniform  cross  section  throughout. 

(c)  The  external  forces  are  in  equilibrium  and  are  applied  in 
such  a  manner  that  they  can  be  considered  equivalent  to  a  system 
of  forces  acting  in  a  single  plane  which  will  be  known  as  the  plane 
of  loading. 
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(d)  The  plane  of  loading  intersects  every  cross  section  at  an 
axis  of  symmetry  and,  wherever  the  term  cross  section  is  used,  the 
section  at  right  angles  to  the  central  axis  is  to  be  understood. 

(e)  The  length  of  the  beam  is  large  in  proportion  to  the  greatest 
dimension  of  its  cross  section  and  the  difference  between  the  depth 
and  greatest  width  of  the  cross  section  is  not  excessive. 

In  order  to  fix  ioeas  it  will  be  convenient  to  consider  a  beam  as 
being  made  up  of  a  bundle  of  fibers  parallel  to  its  central  axis, 
some  of  which  are  stretched  while  others  are  compressed  by  the 
bending,  and  the  terms  fiber  and  fiber  stress  will  be  frequently  used 
in  the  discussion.  This  will  not  mean  that  the  material  is  fibrous 
in  texture,  however,  for  it  will  be  seen  that  the  conception  of  a 
beam  as  being  composed  of  longitudinal  fibers  is  entirely  unneces- 
sary in  the  development  of  the  theory  of  stress.  Unless  specifi- 
cally stated,  the  weight  of  the  material  in  the  beam  itself  will  be 
neglected  throughout  the  discussion. 

64.  nniform  or  Simple  Bending.  —  Whenever  a  beam  is 
subjected  to  the  action  of  equal  and  opposite  couples,  at  its  ends 
only,  it  is  said  to  be  subjected  to  uniform  or  simple  bending.  Such  a 
case  is  represented  in  Fig.  (53),  the  terminal  couples  M  being  shown 
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Fig.  53. 


by  the  usual  convention  of  two  equal  and  opposite  parallel  forces, 
perpendicular  to  the  sections  on  which  the  couples  are  assumed  to 
act.  It  should  be  borne  in  mind,  however,  that  the  couples  M 
may  be  taken  to  represent  the  resultants  of  a  large  variety  of 
force  systems,  acting  at  the  sections  CD  and  EF, 

The  axes  of  reference  OX,  OY  and  OZ  are  so  chosen  that  OX 
coincides  with  the  central  axis  passing  through  the  centers  of 
gravity  of  the  cross  sections  of  the  beam;  OF  is  the  axis  of  sym- 
metry of  any  cross  section  AB  and  OZ  is  perpendicular  to  the  plane 
of  loading. 
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Since  the  beam  is  in  equilibrium,  it  is  evident  that  the  resultant 
of  the  stress  on  the  cross  section  AB  must  be  in  equilibrium  with 
the  couple  M  acting  on  the  end  CD.  Hence  the  resultant  of  the 
stress  on  AB  must  be  a  couple,  which,  according  to  the  limitations 
imposed  (Art.  63),  will  be  equivalent  to  a  couple  acting  in  the  plane 
of  symmetry  XOY  (Fig.  53.) 

66.  Bending  Moment  and  Moment  of  Resistance  —  Simple 
Bending.  —  The  couple,  comprising  the  external  forces  acting  on 
the  part  of  the  beam  to  the  left  of  the  section  AB  (Fig.  53),  is  called 
the  bending  moment  at  the  section  AB  and  the  equal  and  opposite 
couple,  comprising  the  stress  on  the  section  AB,  is  called  the 
moment  of  resistance  at  the  section  AB. 

It  is  evident  that  if  we  apply  the  conditions  of  equilibrium  to  the 
forces  acting  on  the  part  of  the  beam  between  the  section  AB  and 
the  right  hand  end  EF,  the  bending  moment  and  the  moment  of 
resistance  at  the  section  AB  will  be  couples  of  the  same  magnitude 
but  of  opposite  sign  to  those  obtained  above. 

It  is  customary,  therefore,  in  order  to  avoid  confusion  of  signs, 
to  denote  the  bending  moment  at  any  section  of  a  horizontal  beam 
as  positive  where  the  external  forces  act  in  such  a  manner  that  the 
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Fig.  54. 

bending  is  as  shown  in  Fig.  (54),  and  as  negative  when  the  bending 
is  as  shown  in  Fig.  (55),  irrespective  of  the  sign  of  the  couple  ob- 
tained by  the  application  of  the  condition  of  equilibrium  to  the 
portion  of  the  beam  between  the*  cross  section  AB  and  either  end. 

Since  in  the  case  shown  (Fig.  53)  the  bending  moment  will  be  the 
same,  whatever  the  position  of  the  cross  section  AB,  the  beam  is 
said  to  be  subjected  to  uniform  bending,  and  the  state  of  stress  on 
every  cross  section  must,  evidently,  be  the  same. 

It  is  hardly  necessary  to  state  that  the  application  of  the  condi- 
tions of  equilibrium  shows  that  the  stress  on  the  section  AB  has  no 
shearing  component  and  hence  the  moment  of  resistance  is  the 
resultant  of  a  normal  stress,  the  distribution  of  which  is  deter- 
mined by  the  theory  of  uniform  bending. 
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66.  Theory  of  Uniform  or  Simple  Bending.  —  In  the  ordinary 
theory  for  determining  the  distribution  of  the  stress  on  a  cross 
section  of  a  beam  bent  by  terminal  couples  (Fig.  53)  it  is  necessary 
to  make  the  following  assumptions,  based  upon  the  fact  that  the 
material  is  not  absolutely  rigid,  but  bends  slightly  under  the  action 
of  the  external  forces. 

(Ij  That  plane  cross  sections  remain  plane  and  normal  to  the 
longitudinal  fibers  after  bending.  This  is  known  as  Bemouilli's 
assumption. 

(2)  That  the  material  obeys  Hooke's  law;  that  is,  the  stress 
intensity  is  proportional  to  the  strain  throughout  the  beam. 

(3)  That  every  longitudinal  fiber  is  free  to  extend,  or  contract, 
under  stress  as  if  separate  from  the  other  fibers  and  the  ratio  of 
stress  intensity  to  strain  is  the  same  in  every  fiber;  that  is,  Et  = 
Ec  =  E, 

The  beam  sho\\Ti  (Fig.  53)  will  bend  slightly  under  the  action  of 
the  terminal  couples  M  into  a  curve,  as  illustrated  in  Fig.  (56).  It 
will  follow  from  the  first 
assumption  that  any  two 
parallel  cross  sections  AB 
and  GHy  originally  at  a 
small  distance  I  apart,  will 
be  inclined  to  each  other 
and,  if  produced,  will  inter- 
sect along  a  line  perpen- 
dicular to  the  plane  of  load- 
ing whose  trace,  in  the  plane 
of  loading,  is  the  point  K. 
Since  the  bending  moments 
at  all  cross  sections  arc 
equal,  the  distortion  of  the 
portion  between  the  cross 

sections  AB  and  GH  will  be  the  same,  in  whatever  part  of  the 
beam  the  sections  are  taken,  and  hence  all  such  pairs  of  sections 
will  intersect  along  the  line  perpendicular  to  the  plane  of  loading 
and  passing  through  the  point  K.  Therefore,  all  the  longitudinal 
fibers  of  the  beam  will  become  circular  in  form,  with  the  center  of 
curvature  at  K. 

The  fibers  near  the  top  of  the  beam  will  be  compressed  and  those 
near  the  bottom  elongated,  and  somewhere  between  there  will  be 
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a  layer  of  fibers  which  are  neither  compressed  nor  elongated. 
This  layer  is  called  the  netUral  layer  and  its  trace  on  the  plane  of 
loading  is  represented  by  the  line  RS  (Fig.  56)  called  the  neutral 
line.  Owing  to  the  symmetry  of  the  cross  section  and  the  loading, 
the  neutral  layer  evidently  has  the  form  of  a  circular  cylinder  with 
the  axis  passing  through  K, 

An  inspection  of  Fig.  (56)  will  show  that  the  elongations,  or  com- 
pressions, of  the  fibers  between  the  sections  AB  and  GH  are  pro- 
portional to  their  distances  from  the  neutral  fibers  NT  and  hence 
the  longitudinal  strains  (tensile,  or  compressive)  in  the  fibers  at  the 
intersection  of  any  cross  section  are  proportional  to  their  distances 
from  the  neutral  layer. 

Therefore,  it  will  follow  from  the  second  and  third  assumptions 
that  the  normal  stress  on  any  cross  section  is  uniformly  varying,  with 
the  neutral  axis  at  the  line  of  intersection  of  the  cross  section  and  the 
neutral  layer  of  the  beam. 

The  moment  of  resistance  being  a  couple  (Art.  65)  the  neutral 
axis  of  the  normal  stress  on  any  cross  section  must  pass  through  the 
center  of  gravity  of  the  section  (Art.  60)  and  hence  the  neutral  layer 
will  contain  the  central  axis  XX  (Fig.  53). 

The  moment  of  resistance  will  be  equal  to 

Jlf  =  a/ (Art.  60), (1) 

where  M  is  equal  in  magnitude  to  the  bending  moment,  a  =  the 
stress  intensity  at  a  distance  unity  from  the  neutral  axis  and  /  = 
the  moment  of  inertia  of  the  cross  section  about  the  neutral  axis. 
If  we  let  /  =  the  intensity  of  the  normal  stress  at  a  point  in  the 
cross  section  at  a  distance  y  from  the  neutral  axis^ 

a=^,    .     .     .     .• (2) 

y 


and  therefore  the  expression 


f  =  ^ (3) 


will  ^ve  the  normal  intensity  of  stress  at  any  point  in  a  cross 
section  of  the  beam.  Since  the  value  of/  varies  as  the  value  of  y, 
the  greatest  intensity  of  the  normal  stress  will  occur  at  the  point, 
or  points,  in  the  cross  section  farthest  from  the  neutral  axis.    If 
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we  let  c  =  the  greatest  value  of  y,  the  greatest  intensity  of  the 
normal  stress  will  be  represented  by  the  expression 

f-f.    • (4) 

The  stress  intensity  /  is  frequently  called  the  fiber  stress  and  its 
value,  as  given  by  equation  (4),  the  outside  fiber  stress  in  the  beam. 

Emphasis  should  be  laid  on  the*  fact  that  M  in  the  foregoing 
formulas  denotes  the  moment  of  resistance,  which  is  equal  in 
magnitude  and  of  opposite  sign  to  the  bending  moment  at  any 
given  section  and  hence,  if  we  follow  the  system  of  signs  previously 
adopted,  calling  y  positive  when  measured  upwards,  the  sign  of/ 
will  be  positive  when  the  normal  intensity  of  stress  is  tension  and 
negative  when  the  normal  intensity  is  compression. 

This  fact  will  be  important  in  the  development  of  the  theory  of 
flexure  (Art.  95)  but,  in  ordinary  computations  for  fiber  stresses 
it  will  be  unnecessary  to  take  the  signs  of  the  diflferent  quantities 
into  account. 

If  the  resultant  of  the  tensile  stress  on  the  section  is  designated 

by  the  symbol  JJ«,  and  the  resultant  of  the  compressive  stress  by 

Re  (Art.  60), 

Ri=^Rc (5) 

and,  smce  the  cross  section  is  symmetrical  with  respect  to  OY 
the  couple  formed  by  Rt  and  Re  is  in  the  plane  of  loading. 

Attention  may  again  be  called  to  Saint-Venant's  principle 
(Art.  53)  according  to  which  the  above  formulas  will  not  give 
correct  values  for  the  stress  intensities  at  sections  very  near  to  the 
ends  of  the  beam,  unless  the  terminal  couples  are  the  resultants  of 
stresses  distributed  over  the  ends  in  the  same  manner  as  the  stress 
on  the  middle  sections  of  the  beam. 

67.  Ordinary  Bending.  —  The  bar  bent  by  terminal  couples 
has  been  discussed  in  the  preceding  articles  as  representative  of  the 
simplest  tjrpe  of  bending.  Most  commonly,  bending  is  produced 
by  forces  acting  at  right  angles  to  the  central  axis  of  the  beam. 
Hence  we  shall  speak  of  flexure  produced  by  force  systems  acting 
in  this  manner  as  ordinary  bendingy  in  distinction  from  the  less 
common  case  of  simple,  or  uniform,  bending. 

A  case  of  this  kind  is  represented  in  Fig.  (57),  in  which  we  have  a 
simple  beam  subjected  to  the  loads  Wi,  W2,  Wz  and  supported  at 
the  ends  by  the  reactions  Ri  and  Ri.    The  vectors  TTi,  fli,  etc.,  are 
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to  be  taken  to  represent  the  resultants  of  forces  distributed  over 
small  portions  of  the  surface  of  the  beam^  which  can  be  treated 
as  concentrated  forces,  acting  in  the  plane  of  loading,  without 
introducing  any  appreciable  error  in  the  results  of  the  theory. 


w,      w. 


-Or*  lY 

, -Or--*         I 


V^i 


Fig.  57. 
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SeCTJON  A-B 


As  in  the  case  of  simple  bending,  the  axes  of  reference  are  so 
chosen  that  OX  coincides  with  the  central  axis  through  the  centers 
of  gravity  of  the  cross  sections,  OF  is  the  axis  of  symmetry  of  any 
cross  section  AB  and  OZ  is  perpendicular  to  the  plane  of  loading. 

The  stress  on  the  cross  section  AB  must  be  in  equilibrium  with 
the  forces  acting  on  the  portion  of  the  beam  to  the  left  of  the 
section,  but  in  this  case  it  will  be  found  that  the  resultant  of  the 
stress  on  A  B  is  not  ordinarily  a  couple,  simply,  but  is  made  up  of 
both  normal  and  shearing  components. 

Irrespectively  of  the  manner  of  distribution  of  the  stress  on  the 
section,  the  stress  on  each  element  dA,  of  the  cross  section  A  By  can 
be  resolved  into  a  normal  component /dA  and  a  shearing  component 
Sr  dAy  where  /  and  Sr  are  the  intensities  of  the  normal  and  shearing 
components. 

If  the  shearing  component  Sr  dA  is  not  vertical,  it  can  be  resolved 
into  a  vertical  component  s  dA  and  a  horizontal  component  Si  dAy 
where  s  and  Si  represent  the  vertical  and  horizontal  components, 
respectively,  of  the  resultant  shearing  stress  intensity  Sr.  Under 
the  limitations  imposed  (Art.  63),  either  Si  =  0  for  all  points  in  any 

cross  section  or  the  resultant  horizontal  shearing  stress  J  sidA  =  0, 

depending  on  the  shape  of  the  cross  section.    As  ordinarily  the 
intensity  Si  is  small  compared  with  the  other  components  it  is 
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neglected  and  the  vertical  component  s  only  is  taken  into  con- 
sideration. 

If  we  apply  the  conditions  of  equilibrium,  HH  =  0,  SF  =  0 
and  JIM  =  0,  to  the  forces  acting  on  the  part  of  the  beam  to  the 
left  of  AB,  the  first  condition  will  give 

^H^JfdA^Q. (1) 

Therefore,  the  resultant  of  the  normal  stresses  on  the  elements 
of  the  cross  section  AS  is  a  couple. 
The  second  condition  of  equilibrium  will  give 

^V-=^Ri-Wi-W^-    CsdA^O.     ...     (2) 

Solving  equation  (2)  we  obtain  the  value  of  the  resultant  of  the 
vertical  shearing  stress  on  the  cross  section  AB^ 


I 


8dA=^Ri-Wi-W2 (3) 


The  quantity  j  sdAis  called  the  shearing  stress,  or  the  resistance 

to  shear  at  the  section  AB, 

The  third  condition  of  equilibrium,  taking  the  axis  of  moments 
at  0  and  the  location  of  the  loads  as  indicated  (Fig.  57),  will  give 

5)  Af  =  fiix  -  Wi  (x  -  aO  --  W2  (x  -  aa)  -ffydA  =  0.     (4) 

Solving  equation  (4)  we  obtain  the  value  of  the  resultant  couple, 
formed  by  normal  components  of  the  stress  on  the  elements  of  AB, 

JfydA^RiX-Wiix-aO-Wiix-az).     .     .     (5) 

The  quantity    I  fydA  is  called  the  moment  of  resistance  at  the 

section  AB,  as  in  the  case  of  simple  bending  (Art.  65). 

If  we  resolve  the  forces  acting  on  the  part  of  the  beam  to  the  left 
of  AB  (Fig.  57)  into  equal  and  parallel  forces  acting  along  the  axis 
OY  and  couples  (Art.  48,  Vol.  I),  the  resultant  of  the  force  system 
will  ordinarily  be  found  to  comprise  a  single  force,  acting  along 
OY,  equal  to 

Ri-Wi-W2  =  J1F, (6) 

and  a  couple  equal  to 

Rix  -Wiix-  ai)  -  TTi  (x  -  oa)  =  SF  (a?  -  a),  .    .     (7) 
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where  HF  may  be  taken  to  represent  the  algebraic  sum  of  a  system 
of  any  number  of  vertical  forces  acting  to  the  left  of  AB  and 
HF  {x  —  a)  may  be  taken  to  represent  the  algebraic  sum  of  their 
moments  about  the  neutral  axis  of  AB. 

68.  Shearing  Force,  Bending  Moment  and  Moment  of  Re- 
sistance.— The  component  force  2F  (Art.  67),  acting  along  the  axis 
OY,  is  called  the  shearing  force  at  the  section  AB  and  the  component 
couple  SF  (x  —  a)  is  called  the  bending  moment  at  AB,  Denoting 
the  former  quantity  by  /S,  we  shall  have 

S  =  2F (1) 

and  denoting  the  latter  quantity  by  Af ,  we  shall  have 

M  =  SF  (x  -  a) (2) 

Hence,  in  the  case  of  a  beam  subjected  to  ordinary  bending,  the 
shearing  force  at  any  cross  section  mil  be  equal  to  the  algebraic  sum  of 
the  vertical  forces  acting  on  the  portion  of  the  beam  to  the  left  of  the 
section;  and  the  bending  moment  at  any  cross  section  will  be  equal  to 
the  algebraic  sum  of  the  moments,  about  the  neutral  axis  of  the  section, 
of  the  forces  acting  on  the  portion  of  the  beam  to  the  left  of  the  section. 

It  is  evident  that  the  shearing  force  at  any  cross  section  will  be 
balanced  by  the  shearing  stress  on  the  section  and  that  the  bending 
moment  will  be  balanced  by  the  moment  of  resistance,  or  the  couple 
formed  by  the  normal  stress  on  the  section. 

The  magnitude  of  the  bending  moment  and  also  of  the  shearing 
force  at  any  section  AB  might  obviously  be  obtained  by  applying 
the  conditions  of  equilibrium  to  the  portion  of  the  beam  between 
the  section  and  the  right  hand  end;  but  the  sign  of  each  quantity 
would  be  opposite  to  that  obtained  by  the  application  of  the  con- 
ditions of  equilibrium  to  the  forces  acting  on  the  part  to  the  left 
of  the  section  if  the  usual  system  of  signs  for  couples  and  forces 
were  followed. 

Hence,  in  the  horizontal  beam,  the  sign  of  the  bending  moment  is 

S+  s—      determined  by  the  manner  of  bending, 

as  in  the  case  of  simple  bending  (Art. 

65),  and  the  sign  of  the  shearing  force 

is  determined  by  the  manner  in  which 

"(h)  the  tendency  to  shear  is  exerted,  the 

^^*  ^^'  shearing   force    at    any   section   being 

called  positive  when  the  tendency  is  as  shown  in  Fig.  (58a)  and 

negative  when  the  tendency  is  as  shown  in  Fig.  (58b). 
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It  is  evident  from  the  preceding  discussion  that  in  the  case  of 
ordinary  bending  the  stress  on  any  cross  section  will  be  comprised 
of  a  shearing  component  in  addition  to  a  couple  formed  by  the 
normal  stress,  whereas  in  the  case  of  simple  bending  the  couple 
formed  by  the  normal  stress  is  the  only  stress  component. 

69.  Theory  of  Ordinary  Bending.  —  In  the  theory  for  deter- 
mining the  distribution  of  the  normal  stress  on  a  cross  section  of 
a  beam  subjected  to  ordinary  bending  it  is  customary  to  make  the 
same  assumptions  as  are  made  in  the  case  of  simple  bending 
(Art.  66).  A  more  exact  and  complex  analysis  of  the  relations 
between  stresses  and  strains  in  beams,  bent  by  transverse  loads, 
will  show  that  all  these  assumptions  are  not  exactly  correct  but 
that  the  results  obtained  by  the  ordinary  theory  in  all  cases 
coming  within  the  limitatioas  imposed  (Art.  63)  are  in  very  close 
agreement  with  those  obtained  by  the  more  exact  theory  and  also 
with  those  obtained  from  bending  experiments. 

It  is  evident  that  these  assumptions  will  affect  only  the  longi- 
tudinal strains  in  the  fibers  and  the  normal  components  of  the 
stress  at  any  section,  being  entirely  independent  of  the  strains  and 
stresses  due  to  shear.  Hence  the  normal  stress  on  any  cross 
section  will  be  distributed  in  the  same  manner  as  in  the  case  of 
simple  bending. 

Therefore,  if  we  follow  the  notation  adopted  in  that  case  (Art. 
66),  the  intensity  of  the  normal  or  fiber  stress  at  any  point  in  a 
cross  section  at  a  distance  y  from  the  neutral  axis,  through  its 
center  of  gravity,  will  be  equal  to 

/  =  ^ (1) 

and  the  outside  fiber  stress  at  any  section  will  be  equal  to 

/  =  ^ (2) 

The  observation  in  regard  to  the  sign  of  /  made  in  the  case  of 
simple  bending  will  apply  in  this  case  and  also  that  in  regard  to 
the  relative  position  of  the  couple,  formed  by  the  normal  stress,  and 
the  plane  of  loading. 

It  will  be  convenient  to  delay  the  discussion  of  the  theory  for 
determining  the  intensity  of  the  shearing  stress  at  any  section  of 
a  beam  until  later  (Art.  86),  with  the  comment  here  that  in  beams 
of  the  simpler  types  the  greatest  intensity  of  the  shearing  com- 
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ponent  of  the  stress  on  any  section  is  so  small  that  it  is  unnecessary 
to  take  it  into  account  in  making  computations  for  strength  or 
stability. 

Attention  may  again  be  called  to  the  application  of  Saint-Venant's 
principle  in  the  case  of  ordinary  bending.  Moreover,  in  some  cases, 
it  will  be  found  necessary  in  making  computations  for  strength  to 
take  into  consideration  the  so-called  "local  stresses"  due  to  the 
concentration  of  loads,  or  supporting  forces,  over  small  portions  of 
the  surface  of  the  beam  in  addition  to  the  stresses  due  to  bending. 

70.  Ordinary  Bending  under  Distributed  Loads.  —  In  the 
discussion  of  ordinary  bending  thus  far  we  have,  for  the  sake  of 
simplicity,  considered  the  forces  acting  on  the  beam  as  concen- 
trated at  single  points,  although  it  has  been  evident  that  the  forces 
were  actually  distributed  over  small  portions  of  the  surface. 

In  many  cases,  however,  the  loads  are  distributed  over  a  con- 
siderable portion  of,  or  over  the  entire  length  of,  the  beam.  When 
the  weight  of  the  beam  itself  is  to  be  taken  into  account,  it  evi- 
dently must  be  treated  as  a  distributed  load. 

Ordinarily  in  such  cases  the  supporting  forces  can  be  considered 
as  concentrated,  but  cases  sometimes  arise  in  which  the  supporting 
forces,  as  well  as  the  loads,  must  be  considered  as  distributed. 

The  stress  on  any  cross  section  of  such  a  beam  might  be  deter- 
mined to  a  very  close  degree  of  accuracy  by  dividing  the  loads  and 
reaction  on  the  part  of  the  beam  on  one  side  of  the  section  into  a 
number  of  equivalent  concentrated  forces,  as  indicated  in  Fig.  (59), 
where  the  load  is  represented  as  equivalent  to  a  force  distributed 
along  the  central  axis  of  the  beam  varying  in  intensity,  as  in- 
dicated by  the  ordinates  to  the  line  a6c,  and  the  supporting  forces 
as  equivalent  to  forces  distributed  in  a  similar  manner,  with  in- 
tensities varying  as  the  ordinates  to  the  lines  ef  and  gh. 

The  load  on  the  portion  of  the  beam  to  the  left  of  any  section 
AB  may  be  divided  into  any  number  of  parts,  the  resultants  of 
which  are  represented  by  the  vectors  TTi,  ^^2,  Ws,  etc.,  and,  when 
necessary,  the  supporting  force  may  be  divided  into  similar  parts, 
represented  by  the  vectors  Bi,  etc.  The  stress  on  the  cross  section 
ABy  due  to  the  equivalent  system  of  concentrated  forces,  can  evi- 
dently be  obtained  by  the  method  already  given  and  the  accuracy 
of  the  result  will  depend  on  the  number  of  divisions  made  in  the 
distributed  load. 

In  many  cases  it  will  be  convenient  to  obtain  the  exact  values 
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of  the  shearing  force  and  bending  moment,  at  a  cross  section  of  a 

beam  subjected  to  distributed  loads,  by  subdividing  the  loads  and 

reactions    into    elementary 

forces,  acting  on  very  small 

portioQB  of  the  beam,  and 

summing  up  by  the  methods 

of  inte^ation. 

If  we  let  w  equal  the  re- 
sultant intensity  of  the  ex- 
ternal force  acting  at  any 
point  at  a  distance  x  from 
the  end  of  the  beam  (Fig. 
59) ;  that  is,  w  equals  the  re- 
sultant intensity  of  the  load  and  supporting  force,  over  the  sup- 
port, and  of  the  load  only  between  the  supports,  the  value  of  the 
shearii^  force  at  a  cross  section,  at  any  distance  Xi  from  the  end 
fjS  the  beam,  will  be  represented  by  the  expression 


Fia.  59. 


!  =    /        wdx, 


(1) 


and  the  value  of  the  bending  moment  at  the  section  by  the  ex- 


M=  t         I      todxdx. 


(2) 


In  order  to  follow  the  system  of  signs  already  adopted  in  desig- 
nating shearing  forees  and  bending  moments  (Art.  68),  it  is  evident 
that  w  must  be  taken  positive  when  representing  the  intensity  of  an 
upward  force  and  negative  for  the  intensity  of  a  downward  force 
acting  on  the  part  of  the  beam  to  the  left  of  any  cross  section. 

In  cases  in  which  the  value  of  ui  is  constant  for  different 
portions  of  the  length  of  the  beam,  and  also  in  cases  in  which  the 
supporting  forees  can  be  considered  as  concentrated  and  the  value 
of  to  as  constant  for  different  portions,  or  for  the  entire  length,  of 
the  beam,  the  solution  of  equations  (1)  and  (2)  can  be  easily  made. 

Since  a  so-called  concentrated  load,  or  supporting  force  is  always 
A  force  distributed  over  a  small  portion  of  the  length  of  the  beam, 
the  foregoing  analysis  will  evidently  apply  to  a  beam  which  is 
subjected  to  any  system  of  distributed  and  concentrated  loads  and 
equaticms  (1)  and  (2)  may  be  considered  as  the  general  equations 
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for  shearing  force  and  bending  moment,  of  which  equations  (1) 
and  (2)  (Art.  68)  are  special,  sUghtly  approxunate,  forms. 

71.  Relation  of  Bending  Moments,   Shearing  Forces  and 
Loads.  —  If  we  differentiate  equation  (2)  (Art.  70)  we  obtain 

^=^fwdx  =  S, (1) 

and  a  second  differentiation  will  give 

cPM     dS  ... 

—  =  -  =  w;   .......    (2) 

and  conversely,  integration  gives,  as  already  shown  (Art.  70), 

S=   Cwdx (3) 


and 

M 


=  JSdx=  I  Cwdxdz.     ....     (4) 


'  The  foregoing  relations  between  loads  and  shearing  forces  and 
between  shearing  forces  and  bending  moments  are  of  great  im- 
portance  in  computations  for  the  strength  and  stability  of  beams. 

Since  w  is  a  function  of  x  only^  it  is  evident  that  where  w  =  0  the 
value  of  S  wiU  be  either  a  maximum  or  a  minimum,  and  that  where 
S  =  0  the  value  of  M  will  be  either  a  maximum  or  a  minimum, 

72.  Graphical  Representation  of  LoadSi  Shearing  Forces  and 
Bending  Moments.  —  A  graphical  representation  of  the  values 
of  Wy  S  and  M  for  a  typical  case  may  add  to  the  clearness  of  the 
statement  in  the  preceding  article.  Let  the  diagram  (Fig.  60a) 
represent,  in  the  conventional  manner,  the  loads  and  supporting 
forces  acting  on  a  simple  beam,  each  load  and  each  supporting 
force  being  uniformly  distributed. 

The  load  intensity  diagram  (Fig.  60b)  will  be  constructed  by 
plotting  ordinates  w,  equal  to  the  difference  in  the  intensities  of  the 
load  and  supporting  forces  at  the  ends  of  the  beam  and  equal  to  the 
resultant  intensity  of  the  locxis  in  the  portion  between  the  supports. 

If  we  divide  the  load  diagram  into  small  sections,  of  length 
Ax,  and  plot  the  ordinates  obtained  by  adding  together  the  suc- 
cessive increments  of  load  wAx  and  draw  a  line  through  the  ends 
of  the  ordinates  we  shall  obtain  the  shearing  force  diagram  (Fig. 
60c).  In  plotting  this  diagram  it  should  be  noted  that  an  upward 
force  acting  on  the  part  of  the  beam  to  the  left  of  the  section  will 
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tend  to  produce  a  positive  shear,  and  a  downward  force  a  negative 
shear  at  the  section,  while  the  reverse  is  true  for  the  forces  acting 
on  the  part  to  the  right  of  the  section. 
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It  is  evident  that  the  ordinates  of  the.  diagram  might  also  be 
obtained  by  plotting  values  of  the  integral 


S 


Jf»X-Xx 
z»0 


wdx 


(1) 


for  successive  values  of  Xi,  The  maximum  and  minimum  values 
of  S,  that  is,  the  greatest  positive  and  negative  values,  will  occur 
at  the  cross  sections  of  the  beam  at  which  w  changes  sign.  If  the 
change  in  the  intensity  w^  from  negative  to  positive  values  and 
vice  versa,  were  gradual  instead  of  abrupt,  the  maximum  and 
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minimum  values  of  S  would  evidently  occur  at  the  sections  where 

The  bending  moment  diagram  (Fig.  60d)  may  be  obtained  by 
dividing  the  shearing  force  diagram  into  small  sections,  of  length 
Aa;,  and  plotting  the  ordinates  obtained  by  adding  together  the 
successive  increments  SAx  and  drawing  a  line  through  the  ends 
of  the  ordinates. 

The  ordinates  of  tlie  diagram  might  also  be  obtained  by  plotting 
the  values  of  the  integral 

Jf»X=Zi 
Sdx    ....:..    (2) 
z-O 

for  successive  values  of  Xi. 

Still  another  method,  based  on  the  definition  of  the  bending 
moment  and  indicated  by  the  form  of  the  integral 


M 


Jr»x«xi    /»x-x 
/       wdxdx, (3) 

will  be  to  determine  the  ordinates  of  the  bending  moment  diagram 
directly  from  the  load  diagram  by  adding  the  moments  of  the 
forces,  acting  on  the  part  of  the  beam  either  to  the  right  or  the  left 
of  each  section,  about  an  axis  in  the  section.  In  this  case  an  up- 
ward force  acting  on  either  side  of  a  cross  section  will  evidently 
tend  to  cause  a  positive  bending  moment  and  a  downward  force  a 
negative  bending  moment  at  the  section. 

The  maximum  and  minimum  vahies  of  the  bending  moment  will 
evidently  occur  at  the  sections  where  S  =  0,  or  where  the  value  of  S 
changes  sign. 

Ordinarily,  in  cases  like  the  one  just  described,  a  sufficiently 
accurate  solution  can  be  made  by  considering  the  reactions  and 
the  load  distributed  over  the  small  portion  of  beam  as  concen- 
trated forces  fli,  R2  and  TTi,  acting  at  the  same  points  as  the 
resultants  of  the  supporting  forces  and  the  load. 

The  load  diagram  would  then  be  modified  to  the  form  shown 
(Fig.  60e).  Following  the  same  methods  of  procedure  as  before, 
the  shearing  force  diagram  would  take  the  form  (Fig.  60f)  and  the 
bending  moment  diagram  the  form  (Fig.  60g). 

The  equation  representing  the  value  of  S  at  any  cross  section 
at  a  distance  Xi,  from  the  left  end  of  the  beam  (Fig.  60f)  would  be 
written  in  the  form 


S 


=  fli-   r^^'wdx, (4) 
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for  all  sections  to  the  left  of  the  load  Wi,  and  in  the  form 


S 


=Ri-wi-  r 


wdx, 


(5) 


for  all  sections  to  the  right  of  Wi. 

The  equations  representing  the  values  of  the  bending  moments 
at  the  same  sections  would  be  written  in  the  form 

/       w  dx  dz,     .    .    .    .    (6) 

for  sections  to  the  left  of  the  load  Wiy  and  in  the  form 

JIf  =  flix  -  Wi  {x  -  ai)  -   /  "*'  IwdxdXy     .    (7) 

t/z=0     t/z-0 

for  sections  to  the  right  of  TTi. 

It  is  important  to  note  that  in  writing  equations  (4)  to  (7)  in- 
clusive we  have  followed  the  method,  adopted  in  the  case  of  con- 
centrated loads  (Art.  67),  of  indicating  the  manner  of  the  shear 
and  the  bending,  which  the  reaction  and  the  loads  tend  to  produce, 
by  the  signs  of  the  terms  in  the  algebraic  equations  and  hence 
positive  values  would  be  substituted  for  both  upward  and  down- 
ward forces  in  making  the  solutions  of  these  equations. 

73.  Relations  of  Shearing  Forces  and  Bending  Moments  at 
Two  Different  Cross  Sections.  —  Let  AB  and  CD  represent  any 
two  cross  sections  of  a  beam  subjected  to  ordinary  bending  by  the 
action  of  a  system  of  both  distributed  and  concentrated  loads,  as 
indicated  (Fig.  61a). 


r  f'  r'r-  ,„  r* 

.  tJ 

X 
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X 
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1                 1 
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11  „ 
1-« 


lO 


« X 


*TK«, 


Fig.  61a. 


D  ' 

Fig.  61b. 


The  forces  acting  on  the  portion  of  the  beam  between  AB  and 
CD  are  in  equilibrium  and  for  the  sake  of  clearness  may  be  repre- 
sented in  the  conventional  manner,  as  in  Fig.  61b,  where  the  couple 
Ml  represents  the  resultant  of  the  normal  stress  and  Si  the  result- 
ant of  the  shearing  stress  acting  on  the  left  side  of  the  section  AB, 
and  the  couple  M2  represents  the  resultant  of  the  normal  stress 
and  /St  the  resultant  of  thie  shearing  stress  acting  on  the  right 
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side  of  CD.  We  will  let  w  equal  the  intensity  of  any  distributed 
load  between  the  sections. 

The  couples  Mi  and  M2  will  evidently  be  equal  in  magnitude  to 
the  bending  moments  at  the  two  sections,  which  will  both  be 
positive  if  the  resultants  of  the  normal  stresses  on  the  two  sections 
tend  to  rotate  in  the  directions  indicated.  The  resultant  shearing 
stresses  Si  and  S^  will  be  equal  in  magnitude  to  the  shearing  forces 
at  the  two  sections,  which  will  both  be  positive  if  the  shearing 
stresses  act  in  the  directions  indicated. 

Applying  the  condition  of  equilibrium  SF=  0  to  the  forces  act- 
ing (Fig.  61b),  we  have 

Xv  =  Si-Wz-WA-Jwdx-Sz  =  0.      .    .    (1) 

Solving  for  S2  we  obtain 

Si^Si-Wi-WA-Jwdx=Si-^W''Jwdx,    .    (2) 

where  ^W=Wb  +  Wa  +  etc. ; 

that  is,  the  shearing  force  at  CD  is  equal  to  the  shearing  force  at 
AB  minus  the  vector  sum  of  the  loads  between  the  sections. 

Applying  the  condition  of  equilibrium  SAf  =  0,  taking  the  axis 
in  the  section  CD,  we  have 

^M  =  Ml  +  Six  -  TTaXg  -  TTiXi  -JJwdxdx  -  M,  =  0.        (3) 

Solving  for  Af 2  we  obtain 

M2=  Mi  +  SiX  —  WiXs  —  TF4X4  —  /   j  wdxdx 

^Mi  +  SiX-^Wx-ffwdxdx,  ....     (4) 

where  ^Wx —  W2X3  +  W^i  + eUi.; 

that  is,  the  bending  moment  at  CD  is  equal  to  the  bending  moment 
at  ABy  plus  the  moment  of  the  shearing  force  at  AB  about  an  axis 
in  CDy  minus  the  algebraic  sum  of  the  moments  of  the  loads  be- 
tween the  sections  about  an  axis  in  CD. 

Solving  for  Si  we  obtain  an  expression  for  the  shear  at  any  section 
ABy  in  terms  of  the  bending  moments  at  two  sections  and  the  loads 
between  the  sections, 


M2 


__  M       ^Wx  +1   j  wdx  dx 


Si  =  '"\"^'  + ^^-^^—, .    .    (5) 

z  x 
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If  there  were  no  external  forces  acting  on  the  portion  of  the 
beam  between  the  sections,  equations  (2),  (4)  and  (5)  would  re- 
duce to 

52  =  Si, (6) 

Mt  =  Mi  +  Siz, (7) 

J^-^,,. 

X  ^ 

The  preceding  equcftions  afford  in  many  cases  a  convenient 
method  of  determining  the  variation  in  the  shearing  force  and 
bending  moment  from  section  to  section  of  a  beam. 

74.  Problems.  —  Shearing  Force  and  Bending  Moment.  — 
The  general  formulas  for  shearing  force  and  bending  moment  are 
most  easily  obtained,  in  any  case,  by  applying  the  rules  given  in 
Art.  (68).  The  magnitude  of  the  shearing  force  or  the  bending 
moment  at  any  section  of  a  beam  subjected  to  a  given  system 
of  loads  can  usually  be  most  readily  obtained  in  the  same  manner. 
The  convention  of  signs  for  positive  and  negative  values  (Art.  68) 
should  be  observed  in  any  case. 

There  are  certain  types  of  loading,  however,  of  which  the  follow- 
ing problems,  (1-9)  inclusive,  are  given  as  examples,  for  which  the 
algebraic  expressions  for  the  values  of  the  greatest  shearing  force 
and  bending  moment  will  be  convenient  for  reference.  The  dia- 
grams showing  the  location  of  the  loads  and  supporting  forces 
and  the  variation  in  the  magnitudes  of  the  shearing  forces  and 
the  bending  moments  are  given.  The  loads  W,  acting  over  small 
portions  of  the  surface,  and  the  reactions  are  considered  as 
concentrated  forces  and  all  distributed  loads  are  of  uniform 
intensity  w.  The  shearing  force  diagrams  are  represented  by 
dotted  lines  and  the  bending  moment  diagrams  by  full  lines  in 
each  case. 

Maximum  values  of  shearing  forces  and  bending  moments  are 
denoted  by  the  symbols  So  and  Mo,  respectively. 

The  formulas  for  shearing  forces  and  bending  moments  in  the 
cantilever  beams  (Fig.  62)  and  (Fig.  63)  are  determined  by  dealing 
with  the  forces  acting  on  the  portion  of  the  beams  between  the 
section  and  the  free  end.  The  formulas  for  each  of  the  remaining 
cases  (Figs.  64-70)  are  obtained  by  dealing  with  the  forces  acting 
on  the  portion  to  the  left  of  the  section. 
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Problem  i. 

Cantilever  beam  with  a  concentrated  load  W  at  the  free  end  (Fig.  62). 

For  values  of  x  from  Otol, 

5  =  TF,     M  =  -  TF  (Z  -  «). 

When  a;  =  OtoZ, 
So  =«  W» 

When  a;  =  0, 
Fig.  62.  Afo  =  -Wl. 


Problem  2. 

Cantilever  beam  with  a  total  load  W  miifonnly  distributed  over  the  entire 
length  (Fig.  63). 

Let  w  «  the  intensity  of  the  distributed 
load. 
For  values  of  x  from  Otol, 


^la ,  — -^  ,^ 


r 


iff 


FiQ.  63. 


S--w(l-x)y       M--  -j(l-  xy. 
When  a;  «  0, 


Mo==-!^-- 


Wl 


Problem  8. 

Simple  beam  with  a  concentrated  load  W  at  the  middle  of  the  span  (Fig. 
64). 


When  x 


Fig.  64. 

I 
'  2' 


Ri  ™  Rt  =  "n* 


I 


For  values  of  x  from  0  to~, 


S  =  ^ 
Ri      Whenx=Oto|, 

5o  =  -2- 


Afo  = 


Wl 


Owing  to  the  symmetry  of  the  loading  the  magnitudes  of  S  and  M,  for 
sections  between  the  load  and  the  right  hand  end,  can  evidently  be  obtained 
from  the  above  equations  by  letting  x  equal  the  distance  from  the  right  hand 
biipport  to  the  section. 
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Simi^  beam  with  a  total  load  W  unifonnly  distributed  over  the  entire 
length  (Fig.  65). 

Let  t0  B  the  intensity  of  the  distributed 
load. 

For  values  of  x  from  0  to  2, 


Fio.  65. 
Whenx-O, 

Whenx-g, 


^{2"*)' 


^-2  "  2"' 


Afo 


wP      Wl 


Fkoblosi  Ow 


Simple  beam  with  a  smgle  concentrated  load  W  not  at  the  middle  of  the  span 
(Fig.  66). 


FiQ.  66. 
Whenx  »a, 


Mt 


ft 

Wh 
"    I  ' 

A  = 

For  values  of  x  from  0  to 

fli 

S 

Wh 

"    I   ' 

Af - 

^^6 

When  a;  = 

=  Otoa, 

So 

Wh 

Wah 

I 


The  above  value  of  So  will  be  the  greatest  shearing  force  in  the  beam  when 
h  >  a.  When  a  >  h  the  greatest  shearing  force  will  occur  at  sections  between 
the  load  and  the  right  hand  support  and  will  be  equal  to 


The  value  of  the  bending  moment  at  any  section  between  the  load  and  the 
right  hand  support  may  evidently  be  obtained  by  taking  x  as  the  distance  of 
the  section  from  the  support  Rt  &nd  substituting  a  for  6  in  the  above  equation 
totM.      ' 
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Problem  6. 

Simple  beam  subjected  to  a  total  load  W  concentrated  at  two  points  at  equal 
distances  from  the  supports  (Fig.  67). 


Fig.  67. 
For  values  of  x  from  (a  +  6)  to  /, 

'^  —  Y' 


When  a;  B  0  to  a, 


s:-^ 

^-y 


Also,  when  x  =  (a  +  b)  tol, 


ft-r 


For  values  of  x  from  0  to  a, 


S  =  g-j 


For  values  of  x  from  a  to  (a  +  bX 

Wa 

^^^^  • 

2 


iS  =  0, 


Af 


M-^d-*). 


When  05  =  a  to  (a  +  6), 


TFa 


The  portion  of  the  beam  between  the  loads  is  evidently  subjected  to  uniform 
bending. 


Problem  7. 

Simple  beam  subjected  to  a  total  load  W^  uniformly  distributed  over  a  part 
of  its  length,  the  load  being  symmetrically  pkced  with  respect  to  the  middle 
point  in  the  span  (Fig.  68). 

Let  w  ==  the  intensity  of  the  distributed 
load. 


J,       wb      W 
^^  =  T=  2"' 


^       wb      W 


For  values  of  x  from  0  to  a, 


Fig.  68. 


<j      wb 


For  values  of  x  from  a  to  (a  +  b), 
S  ^^-w(x-a)  =w  la-\-^-x\ 

ilf  =  Y  X  -  2  (a;  -  a)»  =  ^  [te  -  («  -  a)*]. 
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For  values  of  x  from  (a  +  b)  to  I, 


When  z  a  0  to  a, 


S--$.        M^f(.l-x). 


a        Ub       W 


Also,  when  x  —  (a  +  b)  to  I, 


a  v>b         W 


Whenx-^, 


Problems. 


Beam  overhanging  the  two  supports  equal  amounts  with  equal  concentrated 
loadsy  at  the  ends  (Fig.  60). 


«i=  2", 


I      ^        For  values  of  x  from  0  to  a, 
^         n  ^         jLT  Wx 


For  values  of  x  from  a  to  (a  +  Z), 
Fig.  60.  iS  =  0, 

For  values  of  x  from  (a  +  0  to  (f  +  2  a), 


M--f. 


If 


M=  -•y(i  +  2a-a?). 


When  a;  =  0  to  o, 


5«=  - 


W 


Also,  when  a;  =  (f  +  o)  to  (f  +  2a), 

W 


-So  =  ~ 


When  x  =  a  to  (a  +  /), 


Afo=  - 


Wa 


The  portion  of  the  beam  between  the  supports  is  evidently  subjected  to 
uniform  bending. 
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Problem  9. 

Beam  overhanging  the  two  suppc^ts  equal  amounts  and  subjected  to  a^total 
load  Wf  uniformly  distributed  over  its  entire  length  (Fig.  70). 

U- fc- ^      J,      tob      W         j^      wb     W, 


For  values  of  x  from  0  to  a, 
'  =»  —  wXf  M  = 2*  • 


"Ri  Ti,  For  values  of  x  from  a  to  (Z 

Fig.  70.  +  a), 

For  values  of  x  from  (i  +  a)  to  6, 

5  =  u7(6-a;),        Af  =  -  ^  (6  -  «)«. 
When  X  =  a, 

Also,  when  as  =  (i  +  a), 

So^wa,  jSo' =  —  w  f  2  —  «)• 

The  magnitude  of  the  greatest  shearing  force  will  be  given  by  the  expression 
for  Soy  when  a  >  -,  and  by  the  expression  for  So',  when  <»  <  7* 


When  x  a  a, 

Mo  = 

uw* 
2 

Also,  when  x  =  (Jt  +  a). 

Afo  = 

2 

When  aJ  =  2> 

1,,     u*/6       \     ir/6       \ 


The  magnitude  of  the  greatest  bending  moment  will  be  given  by  the  expres- 

b     r 
sion  for  Mo',  when  o  <  x  (v2— 1),  and  by  the  expression  for  Afo,  when  a  > 

\  (V2  -  1). 
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Note.  —  When  constructing  the  Hiftgrama  it  is  of  importance  that  the 
following  relations  of  shearing  forces  and  bending  moments,  which 
have  been  brought  out  during  the  discussion  of  the  theory,  be  kept  in 
mind. 

When  a  beam  is  subjected  to  concentrated  forces  only,  the  shearing  force  has 
a  constant  value  and  the  bending  moment  a  uniformly  varying  value  at 
sections  between  any  two  adjacent  forces.  In  such  a  case  the  shearing  force 
diagram  is  a  series  of  straight  lines,  parallel  to  the  central  axis  of  the  beam,  and 
the  bending  moment  diagram  is  a  series  of  straight  lines,  intersecting  on  the 
lines  of  action  of  the  external  forces.  It  is  therefore  necessary  to  determine 
the  values  of  the  shearing  forces  and  bending  moments  at  the  sections  at  the 
loads  and  supports  only  in  order  to  construct  the  diagrams. 

When  a  beam  is  subjected  to  uniformly  distributed  loads  only,  the  shearing 
force  has  a  uniformly  varying  value  for  any  portion  of  the  beam  over  which 
the  load  is  distributed  and  the  bending  moment  diagram  for  that  portion  is  a 
part  of  a  parabola,  the  axis  of  which  coincides  with  the  ordinate  through  the 
section  at  which  the  shearing  force  line  (extended  if  necessary)  crosses  the  axis. 
The  shearing  force  and  bending  moment  diagrams  for  portions  of  the  beam 
over  which  there  is  no  load  are  made  up  of  straight  lines,  similar  to  the  diagrams 
for  concentrated  loads. 

In  such  a  case,  after  having  determined  the  straight  lines  representing  the 
shearing  force  and  bending  moment  diagrams  for  the  portions  of  the  beam  over 
which  there  is  no  load  and  locating  the  vertex  of  the  parabola,  the  remainder 
of  the  bending  moment  diagram  can  be  constructed  by  the  use  of  a  graphical 
method  for  plotting  a  parabola. 

In  any  case,  since 

«      dM 
^^  '^' 

the  ordinates  of  the  shearing  force  diagram  may  be  taken  to  represent  the 
tangents  of  the  angles  of  slope  at  the  corresponding  points  in  the  bending 
moment  diagram  and  hence  the  form  of  the  shearing  force  diagram  will  always 
show  whether  the  lines  in  the  bending  moment  diagram  are  tangent,  or  inter- 
sect at  an  angle,  at  the  points  at  which  they  meet. 

For  example,  the  form  of  the  shearing  force  diagram  (Problem  7)  indicates 
that  the  parabola,  forming  the  middle  portion  of  the  bending  moment  diagram 
for  that  case,  is  tangent  to  the  straight  lines  forming  the  remainder  of  the  dia- 
gram. In  Problems  (3),  (5),  (6),  (8)  and  (9),  the  abrupt  change  in  the  value 
of  the  shearing  force,  between  the  sections  on  either  side  of  the  concentrated 
forces,  indicates  that  the  lines  of  the  bending  moment  diagrams  intersect  at 
an  angle  at  these  points. 

In  Problems  (2)  and  (9),  since  the  shearing  force  is  zero  at  the  ends  of  the 
beams,  the  axes  of  the  parabolas  representing  the  bending  moment  diagrams 
for  the  overhanging  portions  will  evidently  coincide  with  the  ordinates  through 
the  ends. 

It  should  be  borne  in  mind,  however,  that  in  the  five  last  mentioned  cases 
the  diagrams  are  slightly  approximate,  since  all  the  forces  are  really  distrib- 
uted oyer  small  portions  of  the  beams  (Art.  68)  and  that,  if  accurate  bending 
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moment  diagrams  could  be  constructed  for  each  case,  they  would  have 
no  sharp  comers. 


ys^ 


2000 


e00lb8.i)erft. 
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S=5440 


aoi -4 

Rj=  =2500 
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I 


(5)  Sbear|ijg  Force. 


In  the  construction  of  diagrams 
for  more  complicated  systems  of 
loading  the  foregomg  relations  will 
be  found  to  have  additional  value. 
In  any  such  case  the  bending  mo- 
ment diagrams  for  each  portion  of 
the  beam  subjected  to  a  uniformly 
distributed  load  will  be  a  part  of  a 
parabola,  and,  when  the  portion  does 
not  contain  the  section  of  zero  shear, 
the  vertex  of  the  parabola,  of  which 
the  bending  moment  diagram  is  a 
part,  can  easily  be  located  by  ex- 
tending the  straight  line,  represent- 
ing the  shearing  force  diagram  for 
that  portion  of  the  beam,  until  it 
intersects  the  central  axis. 

Problem  10. 

Given  a  beam  subjected  to  a  uni- 
formly distributed  load  of  600  lbs. 
per  ft.  and  a  concentrated  load  of 
2000  lbs.,  supported  as  shown  (Fig. 
71a): 

(a)  Find  the  supporting  forces. 

(b)  Write  the  general  formulas  for  shearing  forces  and  bending  moments 
throughout  the  length  of  the  beam. 

(c)  Plot  the  shearing  force  diagram  and  determine  the  location  and  mag- 
nitude of  the  greatest  shearing  force. 

(d)  Plot  the  bending  moment  diagram  and  determine  the  location  and 
magnitude  of  the  greatest  bending  moment. 

Treat  the  supporting  forces  and  all  loads,  represented  by  single  vectors, 
as  concentrated  forces  and  neglect  the  weight  of  the  beam. 

SdiUion.  —  (a)  By  the  application  of  the  conditions  of  equilibrium  for  a 
system  of  parallel  forces  in  a  single  plane  we  obtain  Ri  =  9040,  Ri  =»  2560 
(very  nearly). 

(b)  Fig.  (71a)  will  evidently  represent  the  load  diagram  for  the  beam, 
and,  if  we  let  x  =  the  distance  of  any  cross  section  from  the  left  hand  end  of 
the  beam  and  write  the  equations  for  shearing  forces  and  bending  moments, 
using  the  numerical  values  of  the  external  forces  we  shall  have  four  sets  of 
equations,  as  follows: 

For  values  of  x  from  0  to  6, 


(c)    Bending  Moment 
Fig.  71. 


S  =  -600a;, 
M  =  -300  x». 


(1) 
^2) 
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For  values  of  x  from  6  to  16, 

iS  =  9040  -  600  x, (3) 

M  =  9040(a;-6) -300x« (4) 

For  values  of  x  from  16  to  22, 

S  =  9040  -  9600  =  -560, (5) 

M  =  9040  (a;  -  6)  -  9600  (a;  -  8)  =  22,660  -  560a;,   ...    (6) 

or,  if  we  determine  the  values  of  S  and  M  from  the  forces  acting  on  the  portion 
of  the  beam  between  a  cross  section  and  the  right  hand  end, 

S  =  -2560  +  2000  =  -560, (7) 

Af  =  2560  (26- x) -2000  (22- aj)  =22,560 -660  a:.    .    .      (8) 

For  values  of  x  from  22  to  26, 

S  =  -2560, (9) 

M  =  2560  (26  -  aj) '.    (10) 

(c)  The  shearing  force  diagram  will  be  made  up  of  straight  lines  and  the 
necessary  points  may  be  obtained  by  making  the  following  substitutions. 
When  X  =  0, 

5  =  0 (11) 

When  X  =  6,  equation  (1)  gives 

5=  -3600, (12) 

which  is  the  shearing  force  at  a  section  to  the  left  of  the  support  Ri. 
When  a;  =  6,  equation  (3)  gives 

S  =  5440, (13) 

which  is  the  shearing  force  at  a  section  to  the  right  of  the  support  Ru 
When  X  =  16  to  22,  the  shearing  force  has  the  constant  value 

5  =-560  (equation  5) (14) 

When  X  =  22  to  26,  the  shearing  force  has  the  constant  value 

S  =  -2560  (equation  9) (15) 

Plotting  these  values  the  shearing  force  diagram  (Fig.  71b)  can  be  con- 
structed. 

The  greatest  shearing  force  will  evidently  be  located  at  the  cross  section  just 
to  the  right  of  the  support  Ri  and  will  be  equal  in  magnitude  to 

So  =  5440  lbs (16) 

Attention  may  again  be  called  to  the  abrupt  change  in  the  value  of  the 
shearing  force,  between  the  sections  to  the  left  and  right  of  support  Ri  and 
also  between  the  sections  to  the  left  and  right  of  the  load  of  2000  lbs.  and  that, 
if  the  actual  distribution  of  these  two  forces  were  taken  account  of,  the  change 
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in  the  shearing  force  from  the  one  value  to  the  other  would  be  a  gradual  one 

in  each  case. 

The  shearing  force  is  evidently  zero  at  some  point  over  support  Ri  and  also 

at  a  point  at  a  distance 

X  =  15.07  ft. 

from  the  left  end  of  the  beam,  the  value  of  x  being  obtained  by  placing  the 
expression  for  S  (equation  3)  equal  to  zero. 

(d)  It  is  evident,  from  the  loads  on  the  beam  as  well  as  the  forms  of  the 
equations,  that  the  diagrams  of  the  bending  moments  represented  by  equa- 
tions (2)  and  (4)  will  be  parabolas,  with  the  axes  vertical,  and  that  the  diagrams 
of  equations  (6)  and  (10)  will  be  straight  lines. 

The  vertex  of  the  parabola  (equation  2)  will  evidently  be  located  at  the  point 

x=0,        M  =  0 (17) 

When  X  s  6,  equation  (2)  gives 

M  =  -10,800, (18) 

and  by  computing  values  of  M  for  one  or  two  values  of  x  between  0  and  6  the 
necessary  ordinates  for  plotting  the  curve  may  be  obtained. 
When  2=6,  equation  (4)  will  also  give 

M  =  -10,800. 

The  vertex  of  the  parabola  will  be  on  the  ordinate  through  the  section  of  zero 
shearing  force  at  the  distance  x  ~  15.07  ft.  from  the  left  end  of  the  beam. 
When  X  =  15.07,  equation  (4)  gives 

M  =  13,860 (19) 

When  a;  =  16,  equation  (4)  gives 

M  =  13,600 (20) 

Since  the  bending  moment  changes  from  negative  to  positive  between  the 
values  a;  =  6  and  x  =  16,  the  point  at  which  the  diagram  will  cross  the  axis 
XX  may  be  foimd  by  placing  the  expression  for  M  (equation  4)  equal  to  zero 
and  solving  for  x,  whence  we  obtain 

X  =  8.28  ft. 

By  computing  values  of  M  for  one  or  two  additional  values  of  x  the  necessary 
ordinates  for  plotting  the  curve  are  obtained. 
When  2=  16,  equation  (6)  will  also  give  the  value 

M  =  13,600, 
and  when  x  =  22,  equation  (6)  will  give 

M  =  10,240 (21) 

When  X  =  22,  equation  (10)  will  also  give 

M  =  10,240, 
and  when  x  =  26, 

M  =  0 (22) 
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In  plotting  the  diagram  (Fig.  71c)  it  should  be  noted  that  the  form  of  the 
shearing  force  diagram  shows  that  at  the  point  x  »  16  the  parabola  and  the 
straight  line  are  tangent. 

The  greatest  bending  moment  is  evidently  located  at  the  cross  section  at  a 

distance 

X  =  16.07  ft. 

from  the  left  hand  end  of  the  beam  and  is  equal  in  magnitude  to 

Afo  =  13,860  ft.  lbs (23) 

The  point  at  the  distance  x  »  8.28  ft.  from  the  left  end  at  which  Af  »  0  is 
called  a  point  of  inflexion^  the  bending  moments  being  negative  at  sections  on 
one  side  of  the  point  and  positive  at  sections  on  the  other  side.  It  is  evident 
that  the  fiber  stress  is  zero  over  the  entire  cross  section  through  this  point. 

Problems  11-24. 

Note.  —  In  Problems  (11-24),  inclusive,  the  equations  for  shearing  forces, 
bending  moments,  the  shearing  force  and  bending  moment  diagrams  and  the 
values  of  the  greatest  shearing  force  and  bending  moment  are  to  be  deter- 
mined in  a  manner  similar  to  that  indicated  in  the  solution  of  Problem  (10). 
In  each  case  the  weight  of  the  beam  is  to  be  neglected  unless  otherwise  noted. 

Problem  11. 

The  beam  (Fig.  72)  is  subjected  to  a  system  of  concentrated  loads. 
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Fig.  72. 


Problem  12. 

The  beam  (Fig.  73)  is  subjected  to  a  system  of  concentrated  loads 


10000      8QP0 


FiQ.  73. 

Problem  13. 

The  beam  (Fig.  74)  is  subjected  to  a  concentrated  load  of  10,000  lbs.  and  a 
uniformly  distributed  load  of  800  lbs.  per  ft. 
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Problem  14. 

Solve  Problem  (13),  substituting  a  concentrated  load  of  1000  lbs.  for  the  load 
of  10,000  lbs. 

Problem  16. 

The  beam  (Fig.  75)  is  subjected  to  two  uniformly  distributed  loads. 


FiQ.  74. 


Fig.  76. 


Problem  16. 

The  beam  (Fig.  76)  is  subjected  to  a  system  of  uniformly  distributed  and 
concentrated  loads  as  indicated. 
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Fig.  76. 


Problem  17. 


The  beam  (Fig.  77)  is  subjected  to  a  system  of  imiformly  distributed  and 
concentrated  loads  as  indicated. 
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Fig.  77. 


Problem  18. 


The  cantilever  beam  (Fig.  78)  is  subjected  to  a  system  of  imiformly  distrib- 
uted and  concentrated  loads  as  shown. 
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Problem  19. 

The  beam  (Fig.  79)  is  subjected  to  a  uniformly  distributed  load.  Assume 
that  the  reaction  is  also  imiformly  distributed  over  the  entire  length  of  the 
beam. 
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Fig.  78. 
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Uniformly  Distributed 
Fig.  79. 
Problem  20. 

The  beam  (Fig.  80)  is  subjected  to  a  load  over  a  part  of  its  length,  varsring 
uniformly  in  intensity  from  0  to  1000  lbs.  per  ft. 

Solution,  —  The  diagram  (Fig.  80a)  will  evidently  represent  the  load  dia- 
gram and  the  resultant  of  the  load  will  be  equal  to  5000  lbs.  acting  at  a  dis- 
tance of  V  f^*  from  the  left  end  of  the  beam. 

(a)  The  supporting  forces  will  be 

Ri  =  1111  lbs., 
ft  =  3889  lbs. 

(b)  Let  X  ^  the  distance  of  any  section  from  the  left  end.    Then  for  values 

of  X  from  0  to  5, 

S  =  1111, (1) 

ilf  =  lllla; (2) 

For  values  of  x  from  5  to  15, 

(x  -  5)« 


S  =  1111  -  100 


ilf  =  1111  a;  -  100 


2 

{x  -  5)» 


=  nil  -50(x-5)», 


=  1111a;  -y(a:-5)».  . 


(3) 
(4) 


(c)  For  vahies  of  x  from  0  to  5,  the  shearing  force  diagram  will  evidently  be 
a  straight  line,  the  shearing  force  having  the  constant  value  given  by  equation 

(1). 

s  =  nil (6) 

When  X  =  5,  equation  (3)  will  also  give 

s  =  nil. 


When  X  »  15,  equation  (3)  gives 

5  =  -  3889. 


(6) 
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Since  the  shearing  force  changes  from  positive  to  negative  between  the  values 
X  =  5  and  x  —  IS,  the  distance  of  the  cross  section  of  zero  shear  from  the  left 
end  of  the  beam  can  be  determined  by  placing  the  value  of  S  given  by  equation 
(3)  equal  to  zero  and  solving  for  x,  whence  we  obtain  x  =  9.71  ft. 


(c)  Bending  Moment 
FiQ.  80. 

The  shearing  force  diagram  for  this  portion  of  the  beam  is  evidently  a 
parabola  and  the  ordinates  for  two  or  three  additional  points  should  be  ob- 
tained in  order  to  determine  the  curve  (Fig.  80b). 

The  greatest  shearing  force  will  evidently  be  located  at  the  section  to  the 
left  of  the  right  hand  support  and  will  be  equal  to 

St  =  3889  lbs (7) 

(d)  For  values  of  x  from  0  to  5,  the  bending  moment  diagram  is  evidently  a 

straight  line  and  when 

a;  =  0,       M  =  0, (8) 

and  when 

x  =  5,       ilf  =  5555 (9) 

For  values  of  x  from  5  to  15,  the  bending  moment  diagram  is  a  curve  and  the 
maximum  value  will  occur  at  the  section  of  zero  shear,  where  x  =  9.71. 
•  When  X  =  5,  equation  (4)  will  give  the  same  value  as  equation  (2), 

M  =  5555. 
When  X  =  9.71, 

M  =  9047 (10) 

When  a;  =  15,        Af  =  0 (1*1) 
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By  computing  the  values  of  M  at  two  or  three  additional  points  the  necessary 
ordinates  for  plotting  the  diagram  (Fig.  80c)  may  be  obtained. 

The  greatest  bending  moment  will  evidently  be  located  at  the  section  9.71  ft. 
distant  from  the  left  end  and  will  be  equal  in  magnitude  to 

Afo  =  9047  ft.  lbs (12) 


FiQ.  81. 

PioblemSl. 

The  beam  (Fig.  81)  is  subjected  to  a  distributed  load,  the  intensity  of  which 
varies  uniformly  from  400  lbs.  per  ft.  at  the  left  end  to  800  lbs.  per  ft.  at  the 
light  end. 


Fig.  82. 

Problem  22. 

The  beam  (Fig.  82)  is  subjected  to  a  distributed  load,  the  intensity  of  which 
varies  uniformly  from  3750  lbs.  per  ft.  at  the  left  end  to  0  at  the  right  end. 


Fig.  83. 

Problem  23. 

The  beam  (Fig^ .83)  is  subjected  to  a  distributed  load,  the  intensity  of  which 
varies  uniformly  from  0  at  the  supports  to  2000  lbs.  per  ft.  at  the  middle  of 
the  span. 
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Problem  24. 

The  beam  (Fig.  83)  is  subjected  to  a  distributed  load,  the  intensity  of  which 
varies  uniformly  from  3000  lbs.  per  ft.  at  the  supports  to  0  at  the  middle  of 
the  span. 


Ri 


R, 


Fig.  84. 


76.  Combining  Shearing  Force  and  Bending  Moment  Dia- 
grams. —  When  a  beam  is  subjected  to  a  system  of  two  or  more 
loads  the  shearing  force  and  bending  moment  diagrams  may  be 
determined  by  constructing  the  diagrams  representing  the  shearing 
forces  and  bending  moments  due  to  each  load  acting  alone  and 
then  combining  by  adding  together  the  ordinates.  In  certain 
cases  this  method  may  be  preferable  to  obtaining  the  diagrams  for 
the  entire  load  system  by  the  method  indicated  in  Art.  (72). 

Two  illustrations  of  its  application  in  comparatively  simple 
cases  follow. 

(a)  A  simple  beam  subjected  to  a  uniformly  distributed  load  of 
intensity  w  and  two  concentrated  loads  Wi  and  W2  (Fig.  85a).  To 
avoid  confusion  the  diagrams  are  constructed  separately,  the 
shearing  force  diagram  being  shown  in  Fig.  85b  and  the  bending 
moment  diagram  in  Fig.  85c. 

The  shearing  force  diagram  for  the  load  Wi  will  be  of  the  same 
general  form  as  that  for  the  beam  in  Problem  (5)  (Art.  74)  and  the 
ordinate  at  any  point  may  be  computed  by  the  formulas  given 
for  that  case.  The  diagram  is  shown  by  the  dotted  line  marked 
1  (Fig.  85b).  The  diagram  for  the  load  W2  is  of  the  same  type  as 
that  for  the  load  Wi  and  is  shown  by  the  dotted  line  marked  2 
(Fig.  85b).  The  diagram  for  the  uniformly  distributed  load  is  of 
a  type  similar  to  that  for  the  beam  in  Problem  (4)  (Art.  74)  and  the 
ordinates  may  be  computed  by  the  formulas  given  for  that  case. 
The  diagram  is  shown  by  the  dotted  line  marked  3  (Fig.  85b). 

By  adding  the  ordinates  of  the  diagrams  1,  2  and  3  algebraically, 
the  shearing  force  diagram  for  the  entire  system  of  loads,  shown 
by  the  full  line  (Fig.  85b),  is  obtained. 
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Proceeding  jn  the  eame  maimer,  the  bending  moment  diagrams 
for  the  loads  Wi  and  Wt,  of  the  same  general  type  as  the  digram 
for  the  beam  in  Problem  (5)  {Art.  74)  and  shown  by  the  dotted  lines 
1  and  2  (Fig.  85c),  are  obtained;  and  the  bending  moment  digram 
for  the  uniformly  distributed  load,  shown  by  the  dotted  line  marked 
3  (Fig.  85c),  will  be  of  the  same  form  as  that  for  the  beam  in 
Problem  {4}  (Art.  74).  The  values  of  the  ordinatea  to  these  dia- 
grams may  be  computed  by  the  formulas  given  for  the  cases 
mentioned. 


(c)  BeodiiiK  Moment. 
PiQ.  8£. 


(c)  Bending  Moment. 
Fia.  86. 


By  adding  the  ordinates  of  the  diagrams  1, 2  and  3,  algebraically, 
the  bending  moment  diagram  for  the  entire  system  of  loads,  shown 
by  the  full  line  (Fig.  85c),  is  obtained. 

(b)  A  caniilever  beam  subjecUd  to  a  uniformly  distributed  load  of 
interiaUy  w  and  two  concentrated  loads  Wi  and  Wt  (Fig.  86a). 

The  diagrams  for  this  case  are  constructed  in  the  same  manner 
as  those  for  Case  (a). 

In  the  shearing  force  diagram  (Fig.  86b)  the  dotted  lines  1  and  2, 
representing  the  shearing  force  diagrams  for  loads  Wt  and  Wt 
acting  separately,  are  of  a  form  similar  to  that  for  the  beam  in 
Problem  (1)  (Art.  74).    The  diagram  for  the  uniformly  distributed 
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load  is  represented  by  the  dotted  line  3,  of  a  form  similar  to  that 
for  the  beam  in  Problem  (2)  (Art.  74).  By  adding  the  ordinates, 
algebraically,  the  shearing  force  diagram  for  the  entire  load  system, 
represented  by  the  full  line,  is  obtained. 

In  the  bending  moment  diagram  (Fig.  86c)  the  dotted  line  1 
represents  the  bending  moment  diagram  for  load  TFi,  the  dotted  line 
2  that  for  load  Wi  and  the  dotted  line  3  that  for  the  uniformly  dis- 
tributed load.  These  are  similar  in  form  to  the  bending  moment 
diagrams  for  the  beams  in  Problems  (1)  and  (2)  (Art.  74)  and  by 
adding  the  ordinates,  algebraically,  the  diagram  for  the  entire 
load  system,  represented  by  the  full  line,  is  pbtained. 

76.  Problems.  —  Combining  Shearing  Force  and  Bending 
Moment  Diagrams.  —  The  following  problems  will  serve  to 
illustrate  the  methods  explained  in  Art.  (75). 
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Fig.  87. 
Problem  1. 

Construct  the  shearing  force  and  bending  moment  diagrams  for  the  beam 
subjected  to  concentrated  loads  as  shown  (Fig.  87)  by  constructing  the  dia- 
grams for  each  load  acting  separately  and  adding  the  ordinates.  Determine 
the  values  of  the  greatest  shearing  force  and  the  greatest  bending  moment. 
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Fig.  88. 
Problem  2. 

Construct  the  shearing  force  and  bending  moment  diagrams  for  the  beam 
subjected  to  the  concentrated  loads  shown  (Fig.  88)  by  constructing  separate 
diagrams  for  each  load  between  the  supports  and  for  the  loads  at  the  ends  act- 
ing together  and  adding  the  ordinates.  Determine  the  values  of  the  greatest 
shearing  force  and  the  greatest  bending  moment. 
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Fkobldiii  «• 

Construct  the  shearing  force  and  bending  moment  diagrams  for  the  canti- 
lever beam  (fig.  89)  by  constructing  the  diagram  for  each  load  acting  separately 
and  adding  the  ordinates.  Determine  the  greatest  value  of  the  shearing  force 
and  the  bending  moment. 
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Problem  4. 

Solve  Problem  (1),  assuming  that  the  beam  is  subjected  to  a  uniformly  dis- 
tributed load  of  500  lbs.  per  ft.  in  addition  to  the  concentrated  loads  shown 
(Fig.  87). 

Problem  5. 

Solve  Problem  (2),  assuming  that  the  beam  is  subjected  to  a  uniformly  dis- 
tributed load  of  600  lbs.  per  ft.  in  addition  to  the  concentrated  loads  shown 
(Fig.  88}. 

77.  Greatest  Outside  Fiber  Stress.  —  Section  Modulus.  — 

The  relation  between  shearing  forces  and  bending  moments,  dis- 
cussed in  Arts.  (71-72),  is  of  great  importance  in  the  determination 
of  the  maximum  stress  intensity  in  a  beam  subjected  to  ordinary 
bending.  We  have  seen  that  the  greatest  intensity  of  the  normal 
stress  at  a  given  cross  section  is  at  the  point,  or  points,  farthest 
from  the  neutral  axis  (Art.  69)  and  is  equal  in  magnitude  to 

f=^ (1) 

c 
For  a  beam  of  uniform  cross  section  the  value  of  y  is  evidently 

the  same  for  all  cross  sections.  Therefore,  the  value  of  /  will  vary 
as  the  value  of  M  and  the  outside  fiber  stress  at  the  section  at  which 
the  bending  moment  is  a  maximum  will  be  greater  than  that  at 
any  other  cross  section.  Its  value  is  known  as  the  greatest 
intensity  of  normal  stress,  or  the  greatest  outside  fiber  stress,  in  the 
beam. 
Since /oc  M,  the  bending  moment  diagrams  may  be  taken  to 
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represent  the  value  of  the  outside  fiber  stress  at  the  di£ferent 
cross  sections  of  a  beam  of  uniform  section,  by  simply  measuring 
the  ordinates  to  the  suitable  scale. 

Section  Modulus.  —  The  reciprocal  of  the  quantity  j  is  known 

as  the  section  modulus  of  the  beam.  When  the  value  of  /  is  ex- 
pressed in  (ins.)^  and  the  value  of  c  in  (ins.)  the  units  in  which  the 

value  of  thesection  modulus— is  expressed  will  evidently  be  (ins.)*. 

c 

78.  Graphical  Representation  of  the  Normal  Stress.  —  In  the 

discussion  of  the  theories  both  of  simple  and  of  ordinary  bending 

it  has  been  shown  that,  if  certain  limitations  are  imposed  (Art.  63) 

and  certain  assumptions  hold  true  (Art.  66),  the  normal  stress  on 

a  cross  section  of  a  beam  is  a  uniformly  varying  stress,  with  the 

neutral  axis  passing  through  the  center  of  gravity  of  the  section, 
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(c) 


Fig.  90. 


at  right  angles  to  its  vertical  axis  of  symmetry,  and  that  the  re- 
sultant of  the  normal  stress  is  a  couple  in  the  plane  of  loading  per- 
pendicular to  the  neutral  axis  of  the  section  (Art.  60). 
Hence,  if  2  =  the  length  and  dy  =  the  width  of  an  elementary 
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strip  at  a  distance  y  from  the  neutral  axis  of  a  cross  section  AB  of 
a  beam  subjecfed  to  ordinary  bending  (Fig.  90),  the  total  normal 
stress  on  the  strip  will  be  equal  to 

fzdy  =  -Y^dy- 

The  stress  on  every  strip  above  the  neutral  axis  will  be  com- 
pression and  the  magnitude  of  the  resultant  of  the  compressive 
stress  on  the  cross  section  will  evidently  be  equal  to 

fzdy  =  -y-  I        yzdy,    .     .    .     .     (1) 

• 

where  yi  =  the  distance  from  the  neutral  layer  to  the  outside 
fibers  under  compression. 

Similarly  the  magnitude  of  the  resultant  of  the  tensile  stress  on 
the  cross  section  will  be  equal  to 


fzdy  =  -7-1        zydy,    .     .     .     . 

ysO  J.    t/y»0 


(2) 


where  y^^  the  distance  from  the  neutral  layer  to  the  outside  fibers 
under  tension. 
Since  the  resultant  of  the  entire  normal  stress  is  a  couple, 

r  =  C(Art.66) (3) 

in  magnitude  and,  if  Ai  =  the  distance  between  the  center  of  the 
compressive  stress  and  the  center  of  the  tensile  stress  on  the 
section,  the  magnitude  of  the  moment  of  resistance  will  be  equal  to 

M  =  Thi  =  Chi (4) 

The  distribution  of  the  normal  stress  over  the  section  may  be 
represented  graphically  in  the  foUowing  manner.  The  intensity 
of  the  normal  stress  at  any  point  r  in  the  cross  section,  at  a 
distance  y  from  the  neutral  axis  through  0,  may  evidently  be 
represented  by  the  ordinate  f  =  rs  (Fig.  90b),  from  the  trace 
AB  of  the  section  on  the  plane  of  loading  to  a  straight  line  ab, 
intersectmg  AB  sXO  and  sloping  in  such  a  manner  that 

Aa  =  ^(Art.  69). 

Compressive  stress  intensities  will  then  be  represented  by  ordinates 
to  the  right  oi  AB  and  tensile  stress  intensities  by  ordinates  to  the 
left  of  AB.    The  product  fz  of  the  stress  intensity  and  the  width 
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of  the  cross  section  at  any  point  r  will  be  a  quantity  which  we 
may  des^ate  as  the  stress  per  unit  of  depth  of  Vie  section  at  r.  A 
diagram,  constructed  (Fig.  90c)  with  each  ordinate  rt  equal  to 
the  value  of /z  at  the  point  r,  will  represent  the  diatribution  of  the 
nonual  streee  above  and  below  the  neutral  axis. 


The  area  AOe  will  evidently  represent  the  magnitude  of  the 
resultant  compressive  stress 


=   f'~"fzdy 


and  the  distance  of  the  center  of  the  compressive  stress  from  the 
neutral  axis  will  be  equal  to  the  perpendicular  distance  between 
the  axis  XX  and  e,  the  center  of  gravity  of  AOc. 


(b)  (c) 

Fio.  92. 

Similarly  the  magnitude  of  the  resultant  tensile  stress 

will  be  represented  by  the  area  BOd  and  the  distance  of  u,  the 
center  of  gravity  of  BOd,  from  XX  will  be  equal  to  the  distance  of 
the  center  of  the  tensile  stress  from  the  neutral  axis. 

Hence  hi,  the  vertical  distance  between  the  centers  of  gravity  e 
and  u,  will  be  equal  to  the  arm  of  the  couple  formed  by  the  result- 
ants of  the  tensile  and  compres^ve  stresses. 


GRAPHICAL  REPRESENTATION  OF  STRESS 


US 


It  is  evident  that  when  the  intensity  /  at  any  point  jn  a  given 
cross  section  is  known  the  moment  of  resistance  M  of  the  section 
can  be  determined  by  an  analysis  similar  to  the  above  without 
using  the  moment  of  inertia  of  the  section.  Moreover,  since  the 
moment  of  resistance  is  represented  by  the  sum  of  the  moments  of 
the  areas  AOc  and  BOd  (Fig.  90c),  about  the  axis  XX ,  or  any 
parallel  axis,  in  determining  its  magnitude  it  is  unnecessary  to 
determine  the  values  of  T  or  C. 


Similar  diagrams  representing  the  distribution  of  stress  when 
the  section  AB  is  a  rectangle,  a  circle,  an  I  section  and  a  J.  section 
are  sho\yn  in  Figs.  (91-94).  In  each  case  the  depth  of  the  section 
is  equal  to  h  and  the  diagram  marked  (b)  represents  the  variation 
in  stress  intensity  over  the  section  and  the  diagram  marked  (c)- 
the  distribution  of  the  total  stress. 


Fig.  94. 


In  the  case  of  the  rectangle  (Fig.  91)  ^  is  a  constant  and  hence 
the  areas  AOc  and  BOd  will  become  equal  triangles.  Therefore, 
the  arm  of  the  resultant  couple  will  be  equal  to 

hi  =  ih. 
In  each  of  the  other  cases  the  area  AOc  will  equal  the  area  BOd 
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and  the  value  of  hi  will  vary  according  to  the  shape  of  the  section, 
being  smallest  for  the  circle  and  greatest  for  the  I  section. 

The  preceding  discussion  will  evidently  apply  equally  as  well  in 
the  case  of  simple  bending  as  in  that  of  ordinary  bending. 

79.  Problems.  —  Moment  of  Resistance.  —  In  Problems  (1-5), 
which  follow,  find  the  moment  of  resistance  of  the  sections  by 
plotting  the  normal  stress  after  the  method  given  in  Art.  (78)  and 
check  the  results  obtained  by  using  the  formula  for  the  moment  of 
resistance 

c 
Solve  the  reidaining  problems  by  the  latter  method  only. 

Problem  1. 

Given  a  wooden  beam  with  a  cross  section  4"  X  12",  find  the  moment  of 
resistance,  provided  the  greatest  allowable  fiber  stress  =  1000  lbs.  per  sq.  in. 

Problem  2. 

Given  a  romid  bar  4"  diametepy  find  the  moment  of  resistance,  provided  the 
greatest  allowable  fiber  stress  =  16,000  lbs.  per  sq.  in. 

Problem  3. 

Given  an  I-beam  with  a  cross  section  similar  to  Fig.  (93),  depth  ~  8",  thick- 
ness of  web  =  i",  thickness  of  flanges  =  1",  width  of  flanges  =  4",^  find  the 
moment  of  resistance  if  the  greatest  fiber  stress  =  16,000  lbs.  per  sq.  in. 

Problem  4. 

Given  a  T-beam  with  a  cross  section  similar  to  Fig.  (94),  width  of  flange  = 
4",  depth  5",  thickness  of  web  =  1",  thickness  of  flange  =  1",  find  the 
moment  of  resistance,  provided  the  greatest  allowable  fiber  stress  =  16,000 
lbs.  per  sq.  in. 

Problem  5. 

Given  a  beam  with  a  square  cross  section  4"  X  4",  find  the  moment  of 
resistance,  when  the  plane  of  loading  coincides  with  a  diagonal  of  the  square, 
provided  the  greatest  allowable  fiber  stress  =^  16,000  lbs.  per  sq.  in. 

Problem  6. 

In  a  built-up  plate  girder  the  web  plate  is  37"  X  i".  Find  the  moment  of 
resistance  of  the  cross  section  of  the  web  plate  provided  the  greatest  fiber  stress 
is  12,000  lbs.  per  sq.  in. 

Problem  7. 

In  Problem  (6),  assume  that  the  section  is  through  a  vertical  row  of  J"  rivets 
ispaced  3"  on  centers,  with  the  outside  rivets  2"  from  the  edges  of  the  plate. 
Find  the  moment  of  resistance  of  the  net  section,  provided  the  greatest  fiber 
stress  is  12,000  lbs.  per  sq.  in.  Assume  the  rivet  holes  to  be  i'^  larger  in  diam- 
eter than  the  rivets. 
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If  each  of  the  flanges  of  the  plat*  girder  given  in  Problem  (6)  are  inade  up  of 
two  6"  X  4"  X  i"  anglee  find  the  moment  of  resistance  of  the  entile  section 
assuming  the  greatest  fiber  Htreas  ia  12,000  lbs.  per  sq.  in.    Total  width  of 
flanges  =  12J". 
Prablem  9. 

Solve  Problem  (8)  making  the  allowance  for  rivet  holes  called  for  in  Problem 
(7). 

60.  Bending  which  Produces  Stress  Intensities  above  the 
Elastic  Limit.  —  If  the  forces  acting  on  a  beam  are  large  enough, 
fiber  stresses  in  excess  of  the  elastic  limit  of  the  material  will  be 
produced  at  some  of  the  cross  sections.  Where  the  stress  intensity 
on  a  cross  section  exceeds  the  elastic  limit  the  second  assumption 
of  the  theory  evidently  will  not  hold  true  and  the  stress  will  not  be 
uniformly  varying  over  the  entire  section.  Hence,  in  such  a  case 
the  formulas  (Art.  69)  will  not  give  correct  values  for  the  normal 
stress  intensity  and  the  distribution  of  the  stress  over  a  cross 
section  will  be  different  from  that  illustrated  in  Art.  (78). 

If  we  hold  the  first  and  third  assumptions  (Art.  66)  to  be  correct 
when  the  fiber  stresses  exceed  the  elastic  limit,  the  general  form  of 
the  stress  intensity  diagram  for  cross  sections  which  are  symmetri- 
cal with  respect  to  the  horizontal  axis  through  the  center  of  gravity 
may  be  determined  from  the  stress-strain  diagrams  for  the  material 
in  tension  and  compression. 
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For  example,  in  Fig.  (7)  (Art.  8)  are  given  the  stress-strain  dia- 
grams for  cast  iron  in  tension  and  in  compression.  These  dia- 
grams may  be  combined  to  represent  the  variation  in  stress 
intenaty  over  a  rectangulat  cross  section  AB  (Fig.  95)  by  plotting 
compressive  stress  intensities  to  the  right  of  AB  and  tenale  stress 
intensities  to  the  left,  as  in  the  (Uagrams  (Art.  78). 
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Since  cast  iron  does  not  follow  Hooke's  law  and  the  ratio  of 
stress  intensity  to  strain  for  a  tensile  stress  is  less  than  the  ratio 
for  a  compressive  stress  of  equal  intensity  (Art.  11)  the  line  ab  will 
be  a  curve  and  the  ordinate  Aa  will  not  be  equal  to  Bb,  as  would 
be  the  case  if  the  variation  in  stress  intensity  were  the  same  in 
tension  and  compression.  Owing  to  this  fact,  the  neutral  axis  of 
the  cross  section  will  not  pass  through  its  center  of  gravity  0,  but 
will  be  raised  above  it  to  some  point  Oi.  Since  the  section  is  rec- 
tangular the  location  of  Oi  must  be  such  that  the  area  AOia  will  be 
equal  to  the  area  BOib.  If  the  diagram  representing  the  total 
stress  on  the  cross  section  (Fig.  95c)  is  plotted  in  the  same  manner 
as  in  Art.  (78),  the  area  AOic  will  represent  the  total  compressive 
stress  and  the  area  BOid  the  total  tensile  stress. 

Diagrams  representing  the  distribution  of  the  normal  stress  on 
a  cross  section  of  a  bar  of  a  medium  grade  of  steel  of  rectangular 
cross  section  may  be  constructed  in  a  similar  manner.  Refer- 
ring again  to  Fig.  (7)  we  note  that  for  this  grade  of  steel  the 
elastic  limit  and  the  yield  point  in  compression  are  practically  the 
same  as  in  tension  and  that  the  ratios  of  stresses  to  strains  below 
the  elastic  limits  are  also  the  same  for  tension  and  compression. 
Hence,  if  a  stress  intensity  diagram  for  a  cross  section,  sym- 
metrical with  respect  to  a  horizontal  axis  through  its  center  of 
gravity,  is  constructed  with  compressive  stress  intensities  repre- 
sented by  ordinates  to  the  right  of  AB  and  tensile  stress  intensities 


•< — (r--»J 


(h)  (c) 

Fig.  96. 


by  ordinates  to  the  left  (Fig.  96),  the  two  parts  of  the  diagram 
AOa  and  BOb  will  be  equal  and  the  neutral  axis  will  pass  through 
the  center  of  gravity  0  of  the  section.  The  diagram  (Fig.  96c) 
representing  the  total  stress  on  the  section  may  be  constructed  in 
the  same  manner  as  before. 
It  should  be  noted  that  in  both  of  the  cases  represented  (Fig?, 


MODULUS  OF  RUPTURE  147 

95  and  96)  the  resultant  of  the  compfessive  stress  C  will  act 
through  the  center  of  gravity  of  the  area  AOc  and  the  resultant 
of  the  tensile  stress  T  through  the  center  of  gravity  of  the  area 
BOdf  that  C  =  T  and,  if  Ai  =  the  vertical  distance  between  the 
centers  of  gravity  of  the  areas  AOc  and  BOd,  the  moment  of 
resistance  at  the  section  will  be  equal  to 

Af  =  f Ai  =  Chi. 

It  is  evident  that,  for  a  given  value  of  Af ,  the  distance  hi  will  be 

less  than  if  the  stress  on  the  cross  section  were  uniformly  varying 

and  that  the  value  of  the  outside  fiber  stress,  if  computed  by  the 

formula 

.     Mc 

would  be  greater  than  the  actual  outside  fibefr  stress  in  the  beam. 

Similar  diagrams  might  be  constructed  for  cross  sections  of 

different  shapes,  as  in  Art.  (78).    Similar  results  would  be  obtained 

in  each  case,  but  it  would  be  found  that  for  any  given  outside 

fiber  stress,  where  the  material  does  not  follow  Hooke's  law,  the 

difference  between  the  actual  intensity  of  stress  and  the  value 

given  by  the  formula 

Mc 

^       I 

would  vary  with  the  shape  of  the  cross  section. 

Since  under  a  working  load  a  material  like  steel  is  never  stressed 
beyond  the  elastic  limit  and  for  practical  purposes  a  material  like 
cast  iron  may  be  assumed  to  follow  Hooke's  law  for  stresses  below 
its  working  strength,  the  foregoing  discussion  is  of  value  merely 
in  showing  the  limitations  of  the  theory  of  bending. 

81.  Modulus  of  Rupture.  —  When  a  beam  is  loaded  to  the 
breaking  point,  the  value  obtained  by  the  application  of  the 
formula 

/=^ (1) 

at  the  section  of  greatest  bending  moment  is  called  the  transverse 
modvlua  of  rupture. 

It  is  evident  from  the  preceding  discussion  (Art.  80)  that  the 
modulus  of  rupture  is  not  the  actual  maximum  outside  fiber  stress, 
which  always  is  less  than  the  value  given  by  the  formula. 
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Since  no  general  formula  can  be  obtained,  however,  which  will 
give  the  greatest  intensity  of  liber  stress  at  breaking  for  beams  of 
different  materials  and  cross  sections,  it  is  customary  to  use  the 
modulus  of  rupture  as  if  it  were  a  breaking  fctrength  and  to  obtain 
the  value  of  the  working  strength,  or  working  outside  fiber  stress, 
in  a  given  beam  by  dividing  its  modulus  of  rupture  by  a-  proper 
factor  of  safety. 

When  used  in  this  way  formula  (1)  must  evidently  be  regarded 
as  an  empirical  formula  which  affords  a  means  of  comparison  of 
the  strengths  of  beams  of  different  materials  and  shapes. 

Emphasis  should  be  laid  on  the  fact,  brought  out  in  the  dis- 
cussion (Art.  80),  that  when  a  material  does  not  follow  Hooke's  law 
the  difference  between  the  value  given  by  formula  (1)  and  the 
actual  fiber  stress,  for  any  given  stress  intensity,  varies  with  the 
shape  of  the  cross  section.  Hence  the  modulus  of  rupture  will  not 
he  constant  for' all  beams  of  the  same  material  but  different  values  will 
be  obtained  for  different  shapes  of  cross  section. 

The  analysis  given  (Art.  80)  shows  that  when  Hooke's  law  fails 
the  fibers  near  the  neutral  layer  carry  stress  intensities  which  are 
greater  in  proportion  to  the  intensities  at  the  outside  fibers  than 
if  the  stress  were  uniformly  varying.  Hence  beams  in  which  a 
considerable  portion  of  the  material  is  located  near  the  neutral 
layer,  like  round  or  square  bars,  show  a  higher  modulus  of  rupture 
than  beams,  like  the  I  beam,  in  which  the  larger  portion  of  the 
material  is  located  near  the  outside  layers. 

A  large  amount  of  experimental  data  is  obtainable  giving  values 
of  the  modulus  of  rupture  of  beams  of  all  the  common  materials 
and  cross  sections.  An  investigation  of  such  data  will  show  that 
definite  values  for  the  breaking  load  and  hence  of  the  modulus  of 
rupture  can  be  obtained  for  beams  which  are  composed  of  more  or 
less  brittle  materials.  Such  beams  ultimately  fail  by  the  fracture 
of  the  fibers  which  are  subjected  to  tension. 

When  a  bar  is  composed  of  a  more  ductile  material,  such 
as  a  medium  grade  of  steel,  it  merely  buckles  after  the  fibers  are 
stressed  beyond  the  yield  point  and,  if  the  ductility  is  great 
enough,  the  buckling  will  continue  as  the  load  increases  until  the 
bar  is  no  longer  a  beam  in  the  ordinary  sense.  In  such  a  case  no 
definite  value  can  be  obtained  for  the  modulus  of  rupture  and  it  is 
more  satisfactory  to  determine  the  working  strength,  by  making 
it  a  fractional  part  of  the  value  of  the  greatest  outside  fiber 


DESIGN  OF  BEAMS  149 

stress  at  the  load  at  the  yield  point,  than  to  attempt  to  assign 
a  definite  value  for  the  modulus  of  rupture. 

82.  The  Design  of  Beams  for  Fiber  Stress.  —  Thus  far  we 
have  discussed  the  methods  of  determining  the  fiber  stresses  in 
beams  of  various  cross  sections,  when  the  loads  and  the  supporting 
forces  are  known. 

The  more  common  problem  in  practice  is  the  determination  of 
the  size  and  type  of  a  beam  to  use  when  the  loads  which  it  must 
carry  and  the  supporting  forces  are  known.  When  ordinary 
beams^  that  is,  beams  with  simple  (not  built-up)  sections,  are  used, 
the  solution  of  the  problem  is  comparatively  simple.  In  such 
cases,  after  the  loads  and  supporting  forces  have  been  determined, 
the  section  of  zero  shear  and  the  greatest  bending  moment  can  be 
found. 

The  formula  for  the  greatest  outside  fiber  stress  (Art.  77)  may 
be  written 

l=.M.  (1) 

whence  It  follows  that  the  section  modulus  of  the  beam  required 
to  carry  the  load  is  equal  to  the  quotient  obtained  by  dividing 
the  greatest  bending  moment  by  the  value  of  the  working  strength 
(the  maximum  allowable  fiber  stress)  for  the  material  in  the  beam. 
U  the  cross  section  of  the  beam  is  to  be  a  rectangle,  of  breadth  b 
and  depth  h,  the  value  of  the  section  modulus  will  be  equal  to 

^-  =  *^ (2) 

Hence  the  value  of  the  product 

hh-  =  ^-f (3) 

can  be  determined  land  suitable  values  for  h  and  h,  required  to 
satisfy  the  equation,  can  be  found. 

The  values  of  the  section  modulus  -  for  all  of  the  standard 

c 

shapes  of  steel  beams  may  be  found  in  handbooks  published  by  the 

manufacturers.    Hence,  if  a  steel  beam  is  to  be  used,  it  is  only 

necessary  to  choose  from  the  list  of  suitable  sections  one  whose 

section  modulus  is  at  least  as  great  as  the  calculated  value. 

The  greatest  bending  moment  which  a  beam  of  any  given  cross 
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section  will  safely  carry  will  evidently  be  equal  to  the  product  of 
the  working  strength  of  the  material  and  the  section  modulus 

Mo='2 :    .    .    (4) 

Having  obtained  the  value  of  Afo,  the  working  load  for  any  dis- 
tribution of  the  load  and  manner  of  supporting  the  beam  can  be 
found. 

83.  Problems.  —  Fiber  Stresses  in  Beams  of  Uniform  Sec- 
tion. —  Problems  involving  the  determination  of  fiber  stresses 
in  beams  may  be  divided  into  three  general  classes. 

First:  Where  all  the  loads,  the  supporting  forces,  the  dimensions 
of  the  beam,  including  the  span  and  cross  section,  are  given  and 
the  fiber  stresses  in  the  beam  are  to  be  determined.  To  obtain 
the  magnitude  of  the  greatest  fiber  stress,  the  section  of  greatest 
bending  moment  must  be  found. 

Second:  Where  all  the  loads,  the  supporting  forces  and  the  span 
are  given  and  the  type  and  dimensions  of  the  cross  section  are  to 
be  determined.  To  solve  such  a  problem  the  material  of  Jhe  beam 
and  the  value  of  the  working  fiber  stress  for  the  type  of  cross  section 
to  be  used  must  first  be  decided  upon.  Then,  by  finding  the 
greatest  bending  moment  and  dividing  by  the  value  of  the  greatest 
allowable  fiber  stress,  the  required  value  of  the  section  modulus 
can  be  obtained  (Art.  82). 

Third:  Where  the  material  and  the  dimensions  of  the  beam, 
including  the  span  and  cross  section,  and  the  manner  of  loading  are 
given  and  the  greatest  allowable  load  is  to  be  determined. 

To  solve  such  a  problem  the  value  of  the  working  fiber  stress,  for 
the  material  and  the  type  of  cross  section,  must  first  be  decided 
upon.  The  magnitude  of  the  greatest  bending  moment  will  then 
be  equal  to  the  product  of  the  working  fiber  stress  and  the  section 
modulus,  and,  having  obtained  its  value,  the  greatest  allowable 
load  can  be  found. 

In  the  solution  of  any  problem  involving  the  determination  of 
the  stresses  in  a  beam,  a  rough  sketch,  at  least,  of  the  diagrams 
showing  the  variation  in  shearing  forces  and  bending  moments  will 
usually  aid  in  arriving  at  a  correct  solution. 

It  is  generally  most  convenient,  when  computing  the  values  of 
the  bending  moments  from  the  loads  on  the  beam,  to  use  ft.  lbs. 
for  units;  but  in  using  the  formulas  involving  fiber  stress  it  must 
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be  remembered  that  the  stress  intensities  are  practically  always 
expressed  in  lbs.  per  sq.  in.  and  values  of  the  section  modulus  are 
expressed  in  (ins.)^  and  hence  values  of  the  bending  moment  to  use 
in  these  formulas  must  be  reduced  to  in.  lbs. 

Problem  1. 

Find  the  greatest  fiber  stress  in  a  wooden  beam,  of  cross  section  8''  X  W, 
supported  at  the  ends  and  subjected  to  a  single  concentrated  load  of  6000  lbs., 
at  a  distance  of  6  ft.  from  the  loft  hand  support.    Span  =  16  ft. 

Problem  2. 

A  floor,  supported  by  wooden  beams,  15  ft.  span,  spaced  16  ins.  on  centers, 
is  designed  to  carry  a  total  uniformly  distributed  load  of  100  lbs.  per  sq.  ft.  of 
floor  area.  The  working  stress  of  material  is  1000  lbs.  per  sq.  in.  Which  of 
the  following  sections  would  be  suitable  to  use:  2"  X  10";  3"  X  10";  3"  X 
12";  4"  X  12"? 

SUiUion,  —  The  total  uniformly  distributed  load,  supported  by  one  beam, 
will  equal 

^       15  X  16  X  100       onnn  IK 
W  =  -rrx =  2000  lbs. 

The  greatest  bending  moment  will  be  equal  to 

Mo-  ^  =  ^^^^^^^  =  3750  ft.  lbs.  =  45,000  in.  Ibe. 

o  o  • 

For  a  rectangular  section  we  have 

, , ,      6  Mo      6  X  45,000      ^^  ,.     ^ 

and  for  the  given  sections  we  have  the  following  values  for  bh^: 

2"  X  10"  bh^  =  200  (ins.)', 

3"  X  10"  6^2  =  300  (ins.)», 

3"  X  12"  bh*  =  432  (ins.)», 

4"  X  12"  bh^  =  576  (ins.)*. 

Hence  the  section  3"  X  10"  is  the  smallest  one  which  can  be  used. 

Problem  3. 

A  floor  is  supported  on  wooden  beams,  4"  X  12"  cross  section  and  16  ft. 
span,  spaced  3  ft.  on  centers.  Find  the  safe  uniformly  distributed  live  load 
per  sq.  ft.  of  floor  area,  provided  the  greatest  allowable  fiber  stress  is  1200  lbs. 
per  sq.  in.  Assume  the  dead  load,  including  the  weight  of  the  beams, .to  be 
equal  to  25  lbs.  per  sq.  ft.  of  floor  area. 

Solution.  —  The  section  modulus  of  the  beams 

/      bk^      4  X  12  X  12 


c        6  6 

The  greatest  allowable  bending  moment. 


=  96  (ins.)». 


Mo  =/-  =  1200  X  96  =  115,200  in.  lbs.  =  9600  ft.  Ibe. 
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Transposing  the  fonnula  for  the  greatest  bending  moment  in  terms  of  a  uni- 
formly distributed  load  (Problem  4,  Art.  74),  we  obtain  for  the  value  of  the 
total  load  on  a  single  beam, 

8Afo      8X9600 


W 


4800  lbs. 


I  16 

Since  each  beam  supports  a  floor  area  of 

3  X  16  =  48  sq.  ft., 

the  total  load  per  sq.  ft.  of  floor  atea  will  be  equal  to 

4800 


48 


»  100  lbs. 


and  the  net,  or  live  load,  will  be  equal  to 

100  -  25  =  75  lbs.  per  sq.  ft. 

Problem  4. 

A  standard  12"  I  beam,  weighing  40  lbs.  per  ft.,  is  subjected  to  a  uniformly 
distributed  load  of  2000  lbs.  per  ft.. in  addition  to  its  own  weight.  Find  the 
greatest  fiber  stress.    Span  »  20  ft.    /  »  269  (ins.)^ 

Problem  5. 

Find  the  section  modulus  of  the  timber  beam  which  would  be  required  to 
support  the  loads  given  in  Problem  (14)  (Art.  74).  Assuming  the  working 
strength  of  the  material/  =  1200  lbs.  per  sq.  in.,  select  a  suitable  cross  section 
from  the  following  Ust  of  siaes:  4"  X  12";  6"  X  12";  8"  X  12";  6"  X  16"; 
8"  X  16";  10"  X  16". 

Problem  6. 

Find  the  section  modulus  of  the  steel  I  beam  which  would  be  required  to 
support  the  loads  given  in  Problem  (16)  (Art.  74).  Assume  the  working 
strength  of  the  material  /  =  14,000  lbs.  per  sq.  in. 

From  a  manufacturers'  handbook  select  a  suitable  section. 


4001bs.  porft. 


I*— 0^ 


Ri 


I 

R. 


Fig.  97. 

Problem  7. 

A  stod  T  beam  is  subjected  t6  a  uniformly  distributed  load  of  400  lbs.  per  ft. 
as  shown  (Fig.  97).  The  total  depth  of  the  section  is  5",  the  width,  of  the 
flange  is  4"  and  the  thickness  of  the  metal  is  }"  in  both  the  stem  and  the  flange. 
Distance  of  center  of  gravity  from  back  of  flange  =  1.57".  Moment  of  inertia 
about  neutral  axis  =  10.5  (ins.)^.  Find  the  greatest  fiber  stresses,  in  tension 
and  in  compression. 
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Problem  8. 

A  floor  is  supported  by  wooden  beams,  of  cross  section  3"  X  10",  placed 
2  ft.  on  centers,  with  a  span  of  12  ft.  The  weight  of  the  floor  is  10  lbs.  per  sq.  ft. 
Find  the  wiiformly  distributed  Hve  load  which  can  be  placed  on  the  floor, 
assuming  a  working  strength  /  =  1000  lbs.  per  sq.  in. 

Problem  9. 

A  wooden  beam,  of  cross  section  4"  X  10'',  with  a  span  of  12  ft.,  fails  under 
a  breaking  load  of  12,000  lbs.  concentrated  at  the  middle  of  the  span.  Find 
the  modulus  of  rupture  of  the  beam. 

Problem  10. 

Find  the  section  modulus  of  the  steel  I  beam  required  to  support  the  loading 
given  in  Problem  10  (Art.  74).  Assume  a  working  strength  /  =>  16,000  lbs. 
persq.  in. 

From  a  manufacturers'  handbook  select  a  suitable  section. 

Problem  11. 

A  wooden  beam,  of  cross  sec^on  6"X  8",  with  a  12  ft.  span,  is  subjected  to 
a  concentrated  load  W,  at  a  distance  of  4  ft.  from  one  support.  Assuming  a 
working  strength  /  =  1000  lbs.  per  sq.  in.,  find  the  greatest  allowable  value 
of  TF. 

Problem  12. 

Find  the  greatest  allowable  value  of  W  if  the  beam  given  in  Problem  (11)  is 
subjected  to  an  additional  imiformly  distributed  load  of  200  lbs.  per  ft. 

Problem  13. 

A  6"  steel  I  beam  (Fig/  98)  is  subjected  to  a  imiformly  distributed  load. 
Find  the  allowable  value  of  the  intensity  w,  if  the  working  strength  of  the 

material  is  assumed  to  be  12,0(X)  lbs.  per  sq.  in.    The  value  of  -  » 7.3  (ins.)'. 


I  w  lbs 


•—2'—* 


«-— 


.  per  ft.  I 

t 


Fig.  98. 


R. 


Problem  14. 

Solve  Problem  (13),  assiuning  that  two  additional  loads  of  2000  lbs.  each  are 
concentrated  at  the  ends  of  the  beam. 

Problem  16. 

Solve  Problem  (13),  assimiing  that  the  support  Ri  is  moved  to  the  left  end  of 
the  beam. 
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Problem  IS. 

Solve  Problem  (14),  aaaumiug  that  the  support  Ki  is  moved  to  the  Mt  end  of 
the  betun. 


■i 


Fia.99. 
Problem  17. 

A  floor,  deagaed  to  carry  a  <jiuf(»iiily  diatributed  load  of  300  lbs.  per  sq.  ft., 
ia  supported  on  wooden  beams  of  6"  X  12"  croea  section,  with  a  span  of  14  ft. 
Find  the  proper  spacing  of  the  beams,  coiter  to  center,  aaauming  a  working 
strength  of  1200  lbs.  pet  sq.  in. 


Fio.  100.  Fia.  101. 

Problem  U. 

Find  the  allowable  span  for  a  10"  steel  I  beam,  -  —24.4  (ins.)',  when  sub- 
jected to  a  uniformly  distributed  load  of  1000  lbs.  per  ft.,  assuming  a  working 
strength  of  16,000  lbs.  per  sq.  in. 
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Problem  19. 


Two  standard  I  beams  are  placed  side  by  side  and  act  as  a  singie  beam.  If 
the  beams  are  supported  at  the  ends  and  loaded,  as  shown  (Fig.  99),  find 
which  of  the  following  sections  wiU  be  suitable  to  use,  provided  the  greatest 
allowable  fiber  stress  is  12,000  lbs.  per  sq.  in.  The  section  modulus  for  a  10" 
I  beam  is  31.7  (ins.)';  a  12"  is  53.5  (ins.)*;  a  15"  is  81.2  (ins.)*  and  an  18"  is 
88.4(ins.)<. 

Problem  20. 

A  floor,  designed  to  carry  a  total  uniformly  distributed  11^  load  of  200  lbs. 
per  sq.  ft.,  is  constructed  around  an  opening  as  shown  (Fig.  100).  Assuming 
that  the  weight  of  the  floor  itself  is  80  lbs.  per  sq.  ft.,  find  the  section  moduli  of 
the  steel  I  beams  required  for  the  beams  AB,  CD,  EF  and  OH,  The  working 
strength  =  16,000  lbs.  per  sq.  in.  From  a  manufacturer's  handbook  select 
the  lightest  section  that  will  be  suitable  in  each  case. 

Problem  21. 

The  sides  of  a  rectangular  wooden  tank,  10  ft.  deep,  are  constructed  of 
horizontal  planks  supported  by  wooden  uprights  AB,  placed  5  ft.  from  center 
to  center.  The  uprights  are  supported  by  horizontal  braces  R\  and  i^,  as  shown 
(Fig.  101).  Find  the  size  of  timber  required  for  the  uprights  AB  to  support 
the  sides  when  the  tank  is  full  of  water.  Assume  the  working  strength  of  the 
material/  =  800l  lbs.  per  sq.  in.  and  the  weight  of  the  water  ^  62.5  lbs.  per 
cu.  ft. 

84.  Beams  of  Varying  Cross  Section.  —  Throughout  the  dis- 
cussion of  the  theory  of  bending  thus  far  we  have  imposed  the 
limitation  that  the  cross  section  of  the  beam  is  uniform  throughout 
its  entire  length. 

It  is  customary  to  assume  that  the  theory  of  bending  will 
apply  when  the  dififerent  cross  sections  of  a  beam  vary  in  size 
and  shape,  provided  each  section  is  symmetrical  with  respect  to 
the  plane  of  loading  and  the  other  limitations  imposed  (Art.  63) 
still  hold. 

In  other  words,  when  the  shape  of  a  beam  varies  under  the  above 
conditions,  the  stress  intensity  on  any  cross  section  is  assumed  to 
vary  in  the  same  manner  as  if  the  beam  were  of  uniform  section 
throughout  and  hence  the  outside  fiber  stress  at  any  cross  section 
will  be  given  by  the  formula 

.Mc 

where  -  is  the  section  modulus  for  the  section. 
c 
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Since  the  vdue  of  -  will  vary  through  the  length  of  the  beam  it  wiU 

c 

follow  thai  the  value  of  the  greatest  outside  fiber  stress  vnll  not  neces- 
sarily occur  at  the  section  of  greatest  bending  moment.  If  the  section 
at  which  the  outside  fiber  stress  is  a  maximum  camiot  be  located 
by  an  inspection  of  the  beam  and  its  loading,  the  values  of  /  at 
a  number  of  different  sections  can  be  obtained,  and,  if  necessary, 
a  diagram  of  the  outside  fiber  stresses  at  the  different  cross  sections 
can  be  plotted.  The  greatest  outside  fiber  stress  can  then  be 
determined  from  the  plot. 

An  exact  determination  of  the  maximum  value  of/  can  evidently 
be  made,  when-  both  the  bending  moment  and  the  section  mod- 
ulus at  any  section  can  be  expressed  in  terms  of  the  distance  x 
of  the  section  from  the  end  of  the  beam,  by  differentiating  and 
placing  the  derivative  equal  to  zero. 


poo  oooooooo  o  oo  ooo&oooooo 


Fig.  102. 


The  usual  object  of  making  a  beam  of  varying  cross  section  is 
the  saving  of  material  and  weight  and  in  some  cases  the  improve- 
ment of  the  appearance.  When  beams  are  made  of  cast  metal  it 
is  a  simple  matter  to  make  the  patterns  conform  to  any  desired 


oo>oo    oooooooooooooooooooo 


oo    oooooooooooo    oooooo    oooo 


,Ri 


Rs 


Fig.  103. 


shape.  Forged  beams  can  also  be  made  in  a  like  maimer.  It 
evidently  would  not  be  practicable,  however,  to  vary  the  section 
of  a  rolled  beam  and  hence  the  simple  types  of  steel  beams  are 
always  made  of  uniform  section. 

In  the  case  of  large  built-up  girders  a  saving  in  weight  can  be 
made  by  varying  the  depth  of  the  web  as  indicated  (Fig.  102),  or  by 
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varying  the  cross  sections  of  the  flanges  as  indicated  (Fig.  103),  or 
by  varying  the  dimensions  of  the  web  and  flanges  together. 
All  beams  of  varying  cross  section  should  be  so  designed  that  the 

section  at  which  the  value  of  -  is  a  maximum  is  the  section  at  which 

c 

the  bending  moment  is  greatest  and  all  other  sections  should  be  so 
proportioned  that  the  value  of  the  outside  fiber  stress  at  any  one 
of  them  will  not  be  greater  than  the  outside  fiber  stress  at  the  sec- 
tion of  greatest  bending  moment. 

86.  Beams  of  Uniform  Strength.  —  A  beam  of  uniform  strength 
is  one  in  which  the  size  of  the  cross  section  is  varied  in  such  a 
manner  that  the  outside  fiber  stress  is  constant  throughout  the 
beam,  that  is 

/  =  -^  =  a  constant. 

Hence  the  values  of  the  section  moduli  for  the  different  cross 
sections  of  such  a  beam  must  vary  directly  as  the  values  of  the 
bending  moments,  that  is 

-ocAf. 
c 

A  beam  which  exactly  fulfills  this  condition  is  an  impossibility, 
since  the  condition  makes  no  allowance  for  the  shearing  stress  which 
occurs  at  or,  more  correctly,  near  the  section  of  zero  bending 

moment  where  the  value  of  -  must  evidently  be  zero. 

c 

For  example,  if  the  beam  supporting  a  load  evenly  divided 

between  two  points,  equidistant  from  the  supports  (Fig.  104),  is  to 

be  designed  as  a  beam  of  uniform  strength  with  a  rectangular 

cross  section  throughout,  the  value  of  -  may  be  varied  by  varying 

c 

the  breadth  only,*or  by  varying  the  depth  only,  or  by  varjdng  both 

dimensions  together. 

If  we  choose  the  first  method,  letting  h  =  the  depth  of  each 

cross  section,  it  is  evident  from  the  form  of  the  bending  moment 

diagram  that,  between  the  cross  sections  C  and  2),  the  value  of 

-  =  -w~  =  -r  =  a  constant, 
c        6        /  ' 

and  hence  the  breadth  6i  will  be  constant.  Between  the  support 
i2i  and  the  cross  section  C  the  value  of  the  bending  Qioment  at 
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any  section  will  be  proportional  to  the  distance  of  the  section 
from  the  support  and  hence 

/     bh^     M      ^^ 

W 
where  JT  =  a  constant  =  jr^* 


Hence 


Fig.  104. 


h  =jjr^  =KiX, 


6K 


where  Ki  =  -p-  =  a  constant,  and  therefore  the  breadth  6  will 

vary  uniformly  from  0,  at  the  support,  to  61,  at  the  cross  section  C. 
In  order  to  resist  the  shearing  stresses  at  sections  near  the  support 
the  cross  section  would  have  to  be  widened  as  inxlicated  by  the 
dotted  lines.  If  this  is  done  at  each  end,  the  remainder  of  the 
beam  can  be  designed  to  satisfy  the  condition  for  a  beam  of  uniform 
strength. 

It  may  be  noted  that,  if  the  distribution  of  the  supporting  force 
Ri  were  taken  into  account,  the  value  of  6  would  be  zero  at  the  left 
side  of  the  support  but  not  zero  at  the  right  side.  Unless  the 
supporting  force  were  distributed  over  a  considerable  distance,  how- 
ever, the  bending  moment  at  the  right  side  of  the  support  Ri  would 
be  so  small  that  the  value  obtained  for  b  would  not  be  great  enough 
to  make  the  section  sufficiently  large  to  stand  the  shearing  stress, 
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and  the  end  of  the  beam  would  still  have  to  be  widened  out  as 
indicated. 

In  a  similar  manner  the  beam  might  be  designed  with  the  cross 
sections  of  uniform  width  and  varying  depth,  or  with  both  dimen- 
sions varying. 

The  forms  of  beams  of  uniform  strength  to  carry  other  load 
systems  can  be  determined  in  the  same  manner  as  above. 

86.  Cross  Sections  of  Equal  Strength.  —  If  the  cross  section 
of  a  beam  is  designed  in  such  a  manner  that 

Vc  ^  fc 

where  ye  =  the  distance  of  the  outside  fibers  in  compression  from 
the  neutral  layer,  yt  =  the  distance  of  the  outside  fibers  in  tension 
from  the  neutral  4ayer,  fc  =  the  working  strength  of  the  material 
in  compression  and  ft  =  the  working  strength  of  the  material  in 
tension,  the  beam  is  said  to  have  a  cross  section  of  equal  strength. 

Owing  to  the  fact  that  the  modulus  of  rupture  of  a  beam  is  not 
the  same  as  the  breaking  strength  of  the  material  in  either  ten- 
sion or  compression  (Art.  81)  and,  furthermore,  varies  for  different 
cross  sections,  it  is  impracticable  to  obtain  values  for  the  working 
strengths  fc  and  /<,  in  both  compression  and  tension,  sufficiently 
definite  to  make  the  design  of  a  (iross  section  of  equal  strength 
of  any  value  except  in  a  very  limited  way. 

In  the  design  of  steel  beams  and  girders  it  is  customary  to 
make  the  cross  sections  symmetrical  with  respect  to  the  neutral 
axis,  although  this  results  in  making  the  tension  side  stronger 
than  the  compression  side  of  the  beam.  Practically  it  is  found 
to  be  better  economy  to  do  this  than  to  attempt  to  vary  the 
values  of  yc  and  yt- 

87.  Problems.  —  Fiber  Stresses  in  Beams  of  Varying  Sec- 
tions. — 

Problem  1. 

A  circular  shaft  is  tapered  as  shown  in  Fig.  (105).  Plot  a  bending  moment 
diagram  and  a  diagram  showing  the  variation  in  the  outside  fiber  stress  in  the 
shaft  due  to  a  load  of  400  lbs.  at  the  center  of  the  span.  Find  the  greatest 
fiber  stress. 

Problem  2. 

Plot  the  bending  moment  diagram  and  the  diagram  of  outside  fiber  stress 
for  the  shaft  given  in  Problem  (1),  taking  into  account  the  weight  of  the  shaft, 
assuming  the  weight  of  the  material  equals  0.3  lbs.  per  cu.  in. 
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Problem  3. 

Deduce  the  expression  for  the  diameter  d^  at  any  point  at  a  distance  x  from 
the  support,  for  a  circular  shaft  designed  as  a  beam  of  uniform  strength,  sup- 
ported at  the  ends  and  subjected  to  a  load  W  at  the  center  of  the  span.  Let 
I  »  the  length  of  the  span  and  neglect  the  weight  of  the  shaft. 


f 


Fig.  105. 


Problem  4. 

Sketch  a  plan  showing  the  variation  in  breadth  b  of  the  cross  sections  of  a 
cantilever  beam  of  uniform  strength  subjected  to  a  single  concentrated  load  W 
at  the  free  end,  all  the  cross  sections  of  the  beam  being  rectangular  and  of 
uniform  depth  h.  Let  I  —  the  length  of  the  beam  and  neglect  its  weight. 
Deduce  the  expression  for  the  value  of  b  at  any  cross  section  in  terms  of  x, 
the  distance  of  the  section  from  the  load  W. 

Problem  6. 

Sketch  an  elevation  showing  the  variation  in  depth  of  the  cross  sections  of 
cantilever  beam  of  uniform  strength  subjected  to  a  single  concentrated  load 
W  at  the  free  end,  all  the  sections  of  the  beam  being  rectangular  and  of  uni- 
form breadth  &,  letting  I  =  the  length  of  the  beam  and  neglecting  its  weight. 
Deduce  the  expression  for  the  value  of  h  at  any  cross  section  in  terms  of  x,  the 
distance  oi  the  section  from  the  load  W. 

Problem  6. 

Solve  Problem  (4),  replacing  the  concentrated  load  W  with  a  uniformly  dis- 
tributed load  of  intensity  w  extending  over  the  entire  length  of  the  beam. 

Problem  7. 

Solve  Problem  (5),  replacing  the  concentrated  load  W  with  a  uniformly  dis- 
tributed load  of  intensity  w  extending  over  the  entire  length  of  the  beam. 

Problem  8. 

Show  that  the  sketches,  Problems  (4)  and  (5),  will  represent  a  half  plan  and 
half  elevation,  respectively,  of  a  beam  of  uniform  strength  supported  at  the 
ends  and  subjected  to  a  concentrated  load  2  W  at  the  middle  of  the  span,  the 
length  of  the  span  being  2 1. 
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88.  Longitudinal  Shearing.  —  Wheaever  a  beam  is  subjected 
to  ordinary  bending,  shearing  stresses  are  produced  on  different 
longitudinal  sections  through  the  beam.  The  common  method 
of  determining  the  intensity  of  the  shearing  stress  at  any  point  in 
a  longitudinal  section,  parallel  to  the  neutral  layer,  is  the  following: 

Let  AB  and  CD  be  any  two  cross  aectjpns,  at  a  small  distance 
X  apart  (Fig.  106),  of  a  beam  subjected  to  ordinary  beadmg.  Let 
the  axis  OX  coincide  with  the  central  axis  of  the  beam,  OY  coincide 
with  the  axis  of  symmetry  of  the  cross  section  AB  and  OZ  coincide 
with  the  neutral  axis  of  AB  and  let  yj  =  the  distance  of  the  neutral 
layer  from  the  top  of  the  beam.  Let  mn  be  the  trace  on  the  plane 
of  loading  and  gk  the  trace  on  a  cross  section  of  any  longitudinal 
plane  parallel  to  the  neutral  layer  of  the  beam  at  a  distance  ^i. 


Fio.  1D6. 


The  prism  ACnm,  bounded  by  the  outside  surface  of  the  beam, 
the  longitudinal  plane  mn  and  the  two  cross  sections,  will  be  in 
equilibrium  under  forces  acting  upon  it  and,  if  we  apply  the  con< 
dition  of  equilibrium  ^H  =  0,  it  is  evident  that  the  total  shearing 
stress  on  the  longitudinal  plane  mn  will  be  equal  to  the  difference 
of  the  resultants  At  and  Ai  of  the  oormal  stresses  on  the  ends  of 
the  prism.  Hence,  if  we  let  s  =•  the  average  intensity  of  the 
shearing  stress  on  mn  and  b  =  gk,  the  width  of  the  section  mn,  we 
shall  have 

abx  =  Hi-  Rt (1) 

Let  Ml  =  the  bending  moment  at  the  section  AB  and  Mt  =  the 
bending  moment  at  the  section  CZ).  Then,  if  the  outside  fiber  stress 
does  not  exceed  the  elaatic  limit,  the  resultant  of  the  normal  stress  on 
Am  will  be  equal  in  magnitude  to 


/•fit  M,    C'-*t 


(2) 
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where  /  =  the  moment  of  inertia  of  the  cross  section  and  z  =  the 
length  of  an  elementary  strip  of  width  dy,  parallel  to  the  neutral 
axis. 

The  resultant  of  the  normal  stress  on  Cn  will  be  equal  in  magni- 
tude to 

^  =  ^  f'^y^dy (3) 

But    I       yzdy  =  the  moment  of  the  portion  degk  of  the  cross 

section  (between  its  intersection  gk  with  the  longitudinal  layer  and 
the  top  of  the  beam)  about  the  neutral  axis  and,  if  we  denote  the 
value  of  this  moment  by  the  letter  Q,  we  shall  have 

fti  =  ^Q (4) 


and 


ft  =  7-*Q.     . (5) 


Substituting  these  values  in  equation  (1)  we  have 


^:,^Ml^Q     ...."...     (6) 

and  solving  for  s  we  obtain 

s=Ml^M,Q 

X        hi  ^  ^ 

When  there  are  no  external  forces  axAing  on  the  portion  of  the  beam 
between  the  sections  AB  and  CD 

^^^  =  5  (Art.  73), 

where  S  =  the  shearing  force  at  either  section.  Therefore  in  that 
case  equation  (7)  reduces  to 

-u' TO 

Af 2  —  Af  1 
and,  since  the  value  S  = will  be  the  same  whatever  the 

X 

value  of  Xy  it  will  follow  that  the  shearing  stress  on  the  plane  mn 
will  be  uniformly  distributed,  so  long  as  there  are  no  external 
forces  acting  on  the  portion  of  the  beam  between  m  and  n. 

When  external  forces  act  on  the  portion  of  the  beam  between  m 
and  n,  the  shearing  stress  on  the  longitudinal  plane  will  not  be 
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uniform,  and  to  determine  its  intensity  at  any  point  we  may  take 
the  two  sections  AB  and  CD  intersecting  the  longitudinal  layer 
near  that  point  at  a  very  small  distance  dx  apart,  in  which  case  the 
difference  of  the  bending  moments  Afj  —  Mi  will  become  equal  to 
dM.  Proceeding  in  the  same  manner  as  before,  we  obtain  in 
place  of  equation  (7) 

dx  01       hi  ^  ^ 

• 

In  either  case  the  product  sb  of  the  stress  intensity  and  the 
width  of  the  longitudinal  section  wiU  represent  a  quantity  which 
may  be  called  the  longitudinal  shearing  stress  per  unit  of  length  of 
the  beam.    If  we  represent  th^  value  of  this  quantity  by 


Z  =«6, 


equation  (9)  will  reduce  to 


Z  =  ^ (10) 


An  inspection  of  equations  (9)  and  (10)  will  show  that  for  any 
longitudinal  section  the  values  of  both  s  and  Z  will  vary  as  the 
value  of  S  and  hence  the  maximum  values  of  ^  aifd  Z  will  occur  at 
the  intersection  of  the  longitudinal  section  with  the  cross  section 
at  which  the  shearing  force  is  a  maximum. 

Also,  if  the  shearing  stresses  on  different  longitudinal  sections 
at  the  points  of  intersection  with  a  given  cross  section  are  com- 
pared, the  section  on  which  the  value  of  Z  will  be  the  greatest  is  the 
one  for  which  Q  is  a  maximum,  which  is  evidently  the  neutral 
layer. 

For  ordinary  types  of  beams  the  value  of  s  will  be  a  maximum 
on  the  neutral  layer  also,  but  it  is  possible  that  the  value  of  6 
may  vary  in  such  a  manner  that  the  maximum  intensity  of  the 
longitudinal  shearing  stress  will  occur  on  some  other  layer  than 
the  neutral  layer. 

It  follows  that  the  greatest  value  of  the  longitudinal  shearing  stress 
per  unit  of  length  of  a  beam  will  occur  on  the  neutral  layer  aib  its 
intersection  with  the  cross  section  at  which*the  shearing  force  is  a 
maximum  and,  ordinarily,  the  maximum  intensity  of  longitudivxU 
shear  will  occur  at  the  same  place. 
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When  the  cross  section  of  a  beam  is  a  rectangle  of  breadth  h  and 
dept^  h,  the  greatest  values  of  s  and  Z  will  be  equal  to 


and 


o6A    h 
SQ     ^2*4 
*  ~  6/        .    bh'' 
^'12 

3  S 
'2bh 

Z  =  s6  =  -  Y'  •     • 

Z  A 

•        • 

(1« 


(12) 


It  should  be  observed  that  equation  (1)  may  be  written  in  the  form 

Zx  =  R2-  Ri (13) 

and,  if  a  longitudinal  section  which  is  not  a  plane  is  taken  through 
a  beam  subjected  to  ordinary  bending,  an  equation  in  this  form  will 
result  from  the  application  of  the  condition  of  equilibrium  S-ff  =  0 
to  the  forces  acting  on  the  prism  bounded  by  the  longitudinal 
section,  the  outside  surface  and  two  cross  sections  of  the  beam,  at 
a  distance  x  apart. 

Two  cases  of  this  kind  are  represented  in  Fig.  107,  the  line  gck 
(Fig.  107b)  being  taken  to  represent  the  intersection  of  an  irregular 


(a) 


(b) 


(c) 


Fig.  107. 


longitudinal  section  of  a  rectangular  beam  with  a  given  cross 
section  and  the  line  gck  (Fig.  107c)  being  taken  to  represent  the 
intersection  of  a  longitudinal  section  between  the  parts  of  a  built- 
up  girder  with  a  given  cross  section. 

If  Z  is  taken  to  represent  the  average  shearing  stress  per  unit  of 
length  of  the  longitudinal  section  between  the  two  cross  sections, 
equation  (13)  will  evidently  apply  in  either  case  and,  by  following 
the  same  method  of  reasoning  as  was  used  in  the  previous  case, 


INTENSITY  OF  THE  SHEARING  STRESS  165 

it  may  be  shown  that  the  value  of  Z  for  any  loading  will  be  given 
by  equation  (10). 

The  intensity  of  the  shearing  stress  will  not  be  uniform  across 
the  section,  however,  as  in  the  case  when  the  longitudinal  section 
is  a  plane  section. 

The  determination  of  the  value  of  Z  where  the  longitudinal 
section  is  not  a  plane  is  of  importance  in  the  calculation  of  the 
stresses  on  the  connecting  rivets  of  a  built-up  beam,  or  girder. 
For  example,  if  the  angles  (Fig.  107c)  are  connected  to  the  web 
plate  by  a  single  row  of  rivets,^  spaced  at  a  distance  p  on  centers, 
the  total  stress  carried  by  one  rivet  will  be  equal  to  the  total  shear- 
ing stress  on  the  longitudinal  section  gck  between  one  pair  of  rivets. 
H^nce,  if  the  value  of  Z  is  constant,  the  total  stress  per  rivet  will 
be  equal  to 

Tr  =  pZ=p^ (14) 

If  Z  is  not  constant  the  average  value  between  the  cross  sections 
at  two  adjacent  rivets  may  be  taken. 

Similar  computations  for  other  types  of  riveted  connections  may 
easily  be  made. 

It  is  important  to  observe  that  the  value  of  Rt  —  Ri  (equation 
1)  will  have  the  same  sign  for  all  longitudinal  sections  between 
any  two  given  cross  sections  of  a  beam  and  hence  the  directions  of 
the  resultant  shearing  forces  on  all  longitudinal  sections  between 
two  cross  sections  will  be  the  same. 

Therefore,  the  shearing  stresses  on  every  longitudinal  section  inter'- 
seding  a  given  cross  section  will  have  the  same  direction. 

89.  Intensity  of  the  Shearing  Stress  on  a  Cross  Section  of  a 
Beam.  —  In  the  discussion  of  the  case  of  ordinary  bending 
(Arts.  67-68)  we  have  shown  that  the  resultant  of  the  shearing 
stress  on  any  cross  section  of  a  beam  is  equal  in  magnitude  to  the 
shearing  force  at  the  section  or  that 


/ 


sdA^S (1) 


In  order  to  completely  determine  the  stress  on  any  cross  section 
it  is  evidently  necessary  to  know  the  value  of  the  intensity  s  at 
every  point  in  the  section. 

It  has  been  shown  that  when  a  body  is  under  stress  the  intensi- 
ties of  the  component  shearing  stresses  at  any  point  on  two  planes 
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at  right  angles,  in  directions  parallel  to  the  third  coordinate  plane, 
are  equal  (Arts.  24  and  49). 

.  Therefore  the  intensity  of  the  vertical  shearing  stress  at  any  point 
in  a  cross  section  of  a  beam  will  he  equal  to  the  intensity  of  the  shearing 
stress  on  a  longitudinal  section,  parallel  to  the  netUral  layer,  cutting 
the  cross  section  at  that  point. 

Hence  the  formula  for  the  intensity  of  the  shearing  stress  at  any 
point  in  a  plane  longitudinal  section, 

will  give  the  vertical  shearing  stress  intensity  at  the  same  point  on 
a  cross  section  and  the  formula 

Z  =  «6=^      .......     (3) 

will  represent  a  quantity  which  may  be  called  the  intensity  of  the 
shearing  stress  per  unit  of  depth  of  the  section. 

It  will  follow  from  the  relation  of  the  shearing  stresses  on  any 
two  planes  at  right  angles  (Art.  24)  that,  since  the  directions  of 
the  shearing  stresses  on  all  longitudinal  sections  intersecting  a  given 
cross  section  are  the  same,  the  direction  of  the  vertical  shearing 
stress  at  every  point  in  a  cross  section  will  be  the  same. 

Therefore,  at  any  section  at  which  the  value  of  /S  =  0  the  value 
of  s  =  0  at  every  point,  and  at  any  cross  section  where  /S  S  0  the 
value  of  s  will  vary  with  the  value  of  Q,  being  greatest  in  magni- 
tude at  the  neutral  axis,  ordinarily,  and  zero  at  the  top  and  bot- 
tom of  the  section. 

If  the  cross  section  of  a  beam  is  a  rectangle,  of  breadth  b  and  depth 
A,  the  value  of  Q  for  any  point  at  a  vertical  distance  y  from  the 
neutral  axis  of  a  cross  section  will  be  equal  to 

«-'(i-»)Ki+»)-l(T-4  ■  •  ■  <« 

and  substituting  this  value,  together  with  the  value  of  I,  in  equa- 
tion (2),  we  obtain  for  the  intensity  of  the  shearing  stress 


2(4-^7 


^'12^ 
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It  should  be  noted,  as  a*result  of  the  foregoing  theory  and  the 
theory  for  detennining  the  fiber  stress  (Art.  69),  that,  at. every 
cross  section  at  which  S  =  0,  the  stress  intensity  is  zero  at  the 
neutral  axis  and  the  stress  at  every  other  point  ii;  the  section  has 
a  normal  component  only;  also  that,  at  every  cross  section  at 
which  S^O  the  stress  at  the  top  and  bottom  of  the  section  has 
a  normal  component  only,  the  stress  at  the  neutral  axis  a  shearing 
component  only  and  the  stress  at  every  other  point  in  the  section 
has  both  a  normal  and  a  shearing  component. 

In  the  foregoing  discussion  of  the  manner  of  distribution  of  the 
vertical  shearing  stress  on  a  cross  section  of  a  beam,  subjected  to 
ordinary  bending,  no  mention  has  been  made  of  a  horizontal 
shearing  component  on  any  cross  section  (Art.  67).  If  such  a  com- 
ponent exists  at  any  point  in  a  cross  section  there  must  also  be  a 
shearing  stress  of  equal  intensity,  in  a  horizontal  direction,  on  a 
vertical  longitudinal  plane  through  the  point  (Art.  49)  and  also, 
in  order  to  have  equilibrium,  the  resultant  of  the  horizontal  shear- 
ing stress  on  the  entire  cross  section  must  be  zero. 

In  a  homogeneous  beam  of  rectangular  section  there  will  be  no 
horizontal  shearing  stresses  on  vertical  longitudinal  planes  and 
hence  no  horizontal  shearing  components  on  the  cross  sec- 
tions. 

On  cross  sections  of  certain  types,  however,  horizontal  shearing 
components  will  exist.  For  example,  according  to  the  theory  of 
longitudinal  shearing,  there  will  be  horizontal  shearing  stresses  on 
vertical  longitudinal  sections  through  the  flanges  of  an  I  beam 
and  hence  there  will  be  horizontal  shearing  components  on  the 
cross  sections  through  the  flanges.  The  intensities  of  these  com- 
ponents will  be  so  small,  however,  that  the  determination  of  the 
manner  of  their  distribution  is  of  no  practical  value.  The 
web  of  the  I  beam  may  be  considered  to  be  subjected  to  plane 
stress. 

90.  Graphical  Representation  of  the  Shearing  Stress.  —  If 
the  values  of  the  shearing  stress  intensity  at  different  points  of  a 
rectangular  cross  section  are  laid  off  as  ordinates  from  the  trace 
AB,  of  the  cross  section  on  the  plane  of  loading  (Fig.  108b),  and  a 
line  be  drawn  through  the  ends  of  the  ordinates,  a  diagram  showing 
the  intensity  s  of  the  shearing  stress  at  all  points  in  the  cross  section 
will  result. 

If  each  ordinate  of  the  diagram  for  s  is  multiplied  by  th0  width 
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of  the  section  at  that  point,  the  ordinatea  for  a  diagram  representing 
the  value  Z  (Fig.  108c)  will  be  obtained. 

It  is  evident  from  the  form  of  the  equations  (Art.  89)  that  the 
curves  AcB  and  AdB,  representing  the  values  of  «  and  Z,  re- 
spectively, will  be  parabolas  with  their  axes  coinciding  with  the 
central  axis  XX  of  the  beam. 


The  area  AdB  (Fig.  lOSc)  will  evidently  represent  the  value  of 
the  resultant  shearing  stress  on  the  section 


S  =  JsdA=  J'  \zdy. 


The  diagrams  for  s  and  Z  for  an  I  section  (Fig.  109)  are  con- 
structed in  the  same  way  as  those  for  the  rectangular  section. 


It  should  be  noted  that  a  lai^  portion  of  the  resultant  shearing 
stress,  represented  by  the  area  AdB  (Fig.  109c),  acts  on  the  cross 
section  of  the  web  of  the  beam  and  that  an  approximately  correct 
value  for  the  greatest  intensity  of  the  shearing  stress  may  be 
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obtained  by  dividing  the  resultant  shearing  stress  by  the  area  of 
the  cross  section  of  the  web,  that  is 

«  =  -3 —  (approx.) .......    (2) 

Similar  diagrams  may  be  constructed  to  represent  the  distribu- 
tion of  the  shearing  stress  on  other  shaped  cross  sections  as  was 
done  to  represent  the  distribution  of  the  normal  stress  (Art.  78). 

91.  Problems.  —  Longitudinal  Shearing  Stresses  in  Beams.  — 
The  following  problems  will  serve  to  illustrate  a  few  applications 
of  the  theory  of  longitudinal  shearing  in  beams. 

Problem  1. 

The  vertical  shearing  force  on  a  given  section  of  a  6''  X  \^'  beam  is  4800 
lbs.  Find  the  longitudinal  shearing  force  per  unit  of  length  »  vertical 
shearing  force  per  unit  of  depth,  also  the  intensity  of  the  longitudinal  shearing 
stress  on  the  horizontal  plane  =  the  intensity  of  the  shearing  stress  on  the 
vertical  plane,  at  the  neutral  axis  and  at  points  1",  2",  3",  4",  6"  and  6"  from 
the  neutral  axis. 

Sdution.  —  By  use  of  equations  (3),  (4)  and  (5)  (Art.  89)  the  results  given  in 
the  following  table  can  be  easily  obtained.  In  the  case  of  the  rectangular  cross 
section  the  least  amount  of  work  will  be  involved  if  the  values  of  8  are  obtained 
first  by  the  use  of  Equation  (5) .  The  values  of  Z  can  then  be  readily  found  and 
it  is  unnecessary  to  compute  the  values  of  Q.  For  other  cross  sections,  how- 
ever, the  simplest  solution  will  be  made  by  finding  the  values  of  Q,  Z  and  « in 
the  order  given. 
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Plot  the  values  of  Z  and  8  and  show  that  the  area  under  the  Z 
represents  4800  lbs. 


SQ 


line 


Problem  2. 

If  the  outside  fiber  stress  on  the  section  given  in  Problem  (1)  is  600  lbs.  per 
sq.  in.  find  the  magnitude  and  direction  of  the  resultant  of  the  normal  and 
shearing  intensities  of  the  stress  on  the  cross  section  at  the  neutral  axifl  and  at 
points  2'',  4"  and  6",  from  the  neutral  axis. 
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Problem  8. 

Find  the  greatest  intensity  of  the  longitudinal  shearing  stress  in  the  beam 
given  in  Problem  (1)  (Art.  76).    Assmne  a  cross  section  8''  X  16' 


iff 


Problem  4. 

The  shearing  force  at  a  cross  section  of  a  wooden  beam,  6"  X  12",  is  8000 
lbs.    Find  the  maximmn  intensity  of  the  shearing  stress  on  the  section. 

Problem  6. 

Make  diagrams  showing  the  intensities  of  the  shearing  stress  at  different 
points  in  the  cross  section  given  (Problem  4);  also  make  a  diagram  showing 
the  distribution  of  the  total  shearing  stress. 

Problem  6. 

A  beam  of  10"  X  12"  rectangular  cross  section  is  supported  at  the  ends  and 
is  subjected  to  a  uniformly  distributed  load,  including  its  own  weight,  of  1000 
lbs.  per  ft.  of  length.  If  the  span  is  20  ft.,  find  the  total  longitudinal  shearing 
force  at  the  neutral  layer  between  sections  4  ft.  and  6  ft.  from  one  support. 

Problem  7. 

A  total  load  W  is  divided  equally  between  two  points  equidistant  from 
the  middle  of  a  6"  X  12"  wooden  beam  having  a  12  ft.  span,  supported  at  the 
ends.  Find  the  magnitude  of  W  and  the  distance  of  the  points  of  application 
from  the  middle  of  the  span,  provided  the  conditions  that  maximum  intensity 
of  longitudinal  shearing  stress  =  100  lbs.  per  sq.  in.  and  the  mskximimi  fiber 
stress  »=  1200  lbs.  per  sq.  in.  are  both  satisfied. 

Problem  8. 

Find  the  magnitude  of  the  total  load  W  which  the  beam  (Fig.  110)  will  sup- 
port when  the  greatest  intensity  of  the  longitudinal  shearing  stress  is  1(X)  lbs. 
per  sq.  in.    Assume  the  cross  section  of  beam  to  be  4"  X  12". 
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Fig.  110. 


Problem  9. 

The  beam  shown  (Fig.  Ill)  is  built  up  by  bolting  four  wooden  planks,  2"  X 
8",  together  with  |"  bolts  placed  in  pairs  (Fig.  1 1  lb),  the  spacing  from  center  to 
center  of  the  pairs  being  8".  Find  the  magnitude  of  the  greatest  shearing 
stress  on  the  bolts.  Assume  a  pair  of  bolts  at  each  end  section  in  lines  of 
action  of  Ri  and  Rt, 
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Problem  10. 

The  dimensions  of  the  cross  section  of  a  standard  15"  I  beam  are  approxi- 
mately those  shown  in  Fig.  (1 12) .  Assuming  that  the  resultant  shearing  stress 
on  the  cross  section  is  25,000  lbs.,  calculate  the  intensities  of  the  shearing  stress 
at  the  neutral  axis  and  at  points  2",  4",  Qi"  and  7Y'  distant  from  the  neutral 
axis.  Plot  a  diagram  showing  the  variation  in  the  shearing  stress  intensity; 
also  plot  a  diagram  showing  the  distribution  of  the  total  shearing  stress  on  the 
section.    Calculate  the  percentage  of  the  total  shear  taken  by  the  web. 
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Fig.  111. 


Determine  the  average  value  of  the  shearing  stress  intensity  on  the  cross 
section  given  (Problem  10),  assuming  that  the  total  stress  is  uniformly  dis- 
tributed over  the  cross  section  of  the  web  only- 
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Fig.  112 


Problem  12. 


A  plate  girder,  of  the  cross  section  shown  (Fig.  113),  is  made  up  of  a  web 
plate  36"  X  i",  4  angles  5"  X  3i"  X  J",  and  2  flange  plates  12"  X  J".  The 
span  =  30  ft.  The  rivets  are  }"  diameter.  The  girder  is  subjected  to  a 
uniformly  distributed  load  of  4000  lbs.  per  ft.  Assuming  that  the  allowable 
otresB  intensities  are  ft  "  8000  lbs.  per  sq.  in.,  /«  a  16,000  lbs.  per  sq.  in.,  com- 
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puted  for  the  nominal  diameter  of  the  rivets,  find  the  allowable  spacing  of  the 
rivets  near  the  ends  of  the  girder. 
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Fig.  113. 


SdtUion.  —  The  moment  of  inertia  of  the  section  with  respect  to  the  neutral 
axis  1-1  may  be  easily  determined  and  will  be  found  to  be  equal  to 

7  =  10,880  (ins.)* 
Th^  resistance  of  a  rivet  to  single  shear  will  be  equal  to 

TFi=/,^  =  3540  lbs. 


and  the  resistance  to  double  shear 


Tr,  =  2/.~ 


(P 


7080  lbs. 


The  allowable  bearing  pressure  of  a  rivet  in  i"  plate  will  be  equal  to 

}F,  =  /^  =  6000  lbs. 

In  computing  the  spacing  near  the  supports  we  will  use  the  maximum  valu  ^ 

of  the  shearing  force 

S  =  60,000, 

assuming  that  the  value  is  constant  for  a  small  distance  near  the  support. 
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This  approxiination  will  make  the  computed  stresses  on  the  rivets  slightly 
greater  than  the  actual  stresses. 

Web  RiveU,  —  If  we  let  p  »  the  pitch  of  the  rivets,  the  total  stress  carried 
by  (me  rivet  will  be  equal  to 

^  X  p  (Art.  88) 

and  this  quantity  must  not  be  greater  than  the  allowable  load  on  a  rivet. 
The  value  of  Q  will  evidently  be  equal  to 

0  =  12XiX18i  +  2X4X  17.3  =  250  (ins.)» 

„  SQ         60000X250         -«q^ 

Hence  vf  ^V — jQggQ —  =  pl380. 

Since  the  web  rivets  are  in  double  shear  and  the  resistance  to  double  shear 

is  greater  than  the  allowable  bearing  pressure,  the  allowable  load  per  rivet  will 

be  equal  to 

TT,  =  6000 

.'.  p  1380  »  6000    ' 

and  solving  for  p  we  obtain 

p  =  4.35". 

Flange  RiveU,  —  Let  pi  =  the  pitch  of  the  rivets.  Since  the  rivets  will  be 
placed  in  pairs  on  either  sidepf  the  web  the  total  stress  carried  by  one  pair  of 
rivets  will  be  equal  to 

where 

Oi  =  12  X  i  X  18i  =  111  (ins.)» 

„  ^iS<?i      60000X111  «,o 

Hence  Pi  X  -f  =       iQgso       P^ "  ^^^p,. 

Since  tlie  rivets  are  in  angle  shear  the  allowable  load  on  a  pair  of  rivets  will 

be  equal  to 

2  1^1=7080 

.-.  612  pi  =  7080 
and  sdving  for  pi  we  obtain 

jh  =  11.6". 

It  is  customary  in  a  girder  of  this  t3npe  to  make  the  pitch  of  the  flange  rivets 
the  same  as  that  of  the  web  rivets  and  the  foregoing  solution  shows  that,  when 
a  single  row  of  web  rivets  is  used,  these  rivets  will  carry  the  greatest  stress. 

The  solution  might  have  been  made  by  computing  the  values  of  /  and  Q  for 
the  net  section  of  the  girder,  at  a  cross  section  through  the  centers  of  the  rivets, 
by  deducting  the  area  of  the  rivet  holes.  The  results  obtained  by  this  method 
would  differ  little,  however,  from  those  given  above. 

Problem  18. 

A  built-up  beam  is  made  by  riveting  a  plate,  10"  X  }",  to  each  flange  of  a 
standard  20"  I  beam,  weighing  80  lbs.  per  ft.  The  moment  of  inertia  of  the 
I  beam  about  its  neutral  axis  =  1466  (ins.)^-  The  built-up  beam  is  supported 
at  the  ends  anci  a  total  load  W  is  concentrated  at  two  points  dividing  the  span 
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into  thirds.  Find  the  magnitude  of  W,  provided  the  mskximum  fiber  stress  in 
the  built-up  beam  is  14,000  lbs.  per  sq.  in.  If  there  are  two  lines  of  J"  rivets 
in  each  flange  and  the  spacing  of  the  rivets,  along  the  beam,  is  6"  on  centers, 
find  the  total  load  carried  by  each  rivet  due  to  longitudinal  shearing.  Assume 
the  span  =  30  ft.  and  neglect  the  weight  of  beam.  Use  the  net-section  through 
the  rivet  holes  in  making  all  calculations,  allowing  1''  for  the  diameter  of  the 
rivet  holes. 

92.  Principal  Stresses  in  Beams.  —  In  the  course  of  the  pre- 
ceding discussion  the  formulas  for  the  intensities  of  the  normal 
and  shearing  components  of  the  stress  at  any  point  in  a  cross 
section  at  right  angles  to  the  axis  of  a  beam  have  been  obtained. 
Hence,  if  required,  the  resultant  intensity  of  stress 

Pr  =  Vp  +  s^ (1) 

at  any  point  in  a  cross  section  can  be  determined. 

Ebccept  for  the  compressive  stresses  due  to  the  external  forces 
acting  on  the  beam,  which  may  ordinarily  be  neglected  (Art.  53), 
the  stress  on  any  longitudinal  section  has  been  shown  to  consist 
of  a  shearing  component  only,  the  intenrfty  of  which  can  easily  be 
determined. 


The  intensities  of  the  stress  components  on  two  planes  at  right 
angles  through  any  point  being  known,  the  principal  planes  of 
stress  and  the  intensities  of  the  principal  stresses  (Art.  28)  at  the 
point  can  always  be  determined  in  any  case  in  which  a  beam  is 
subjected  to  plane  stress. 

For  example,  if  AB  (Fig.  114)  represents  any  cross  section  of  a 
rectangular  beam,  of  breadth  b  and  depth  A,  at  which  the  shearing 
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force  and  bending  moment  are  equal  to  S  and  Af ,  respectively,  the 
normal  stress  intensity  at  any  point  Oi  at  a  distance  y  from  the 
neutral  axis  will  be  equal  to 

.My_^  12  My  .  . 

and  the  shearing  stress  intensity  at  the  point  will  be  equal  to 

■ 

both  of  which  quantities  are  represented  as  positive. 

The  shearing  stress  intensity,  on  the  horizontal  plane  through  Oi 
also  will  be  given  by  equation  (3). 

Hence  the  principal  stress  intensities  at  Oi  will  be  equal  to 


and 


ni=^  +  ^V/«  +  4s^(Art.32)     ....     (4) 


n2=^-|Vp  +  4s^; (5) 


and  the  angles  a  between  the  coordinate  axes  and  the  normals  to 
the  principal  planes  of  stress  can  be  determined  from  the  equation 

tan  2  a  =  ^  (Art.  32) (6) 

An  inspection  of  equations  (4)  and  (5)  will  show  that  rii  is  the 
intensity  of  a  tensile  stress  and  Uz  that  of  a  compressive  stress.. 

The  ellipse  of  stress  at  the  point  Oi  can  be  constructed  with  the 
vectors  ni  and  n2  as  semi-major  and  semi-minor  axes. 

The  planes  of  maximum  shear  through  Oi  will  make  angles  of 
45*^  with  the  principal  planes  and  the  intensities  of  the  shearing 
stresses  on  these  planes  will  be  equal  to 

Si  =  ^^^-^(Art.31).   ......     (7) 

At  the  intersection  of  the  cross  section  and  the  neutral  layer  the 

above  equations  reduce  to 

ni  =  +s (8) 

n2  =  -s (9) 

tan2a  =  cx) (10) 

Therefore  the  principal  stresses  at  this  point  are  equal  in  magni- 
tude and  of  opposite  sign  and  the  principal  planes  of  stress  make 
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angles  of  45*^  with  the  coordinate  axes  (Art.  32),  the  cross  section 
and  the  neutral  plane  being  in  this  case  the  planes  of  maximum 
shear.    The  ellipse  of  stress  at  0  is  evidently  a  circle. 

At  the  bottom  and  the  top  of  the  cross  section  8  =  0;  and  hence 
the  outside  iBber  stresses  are  principal  stresses  at  the  points  B  and 
A,  There  being  no  stress  on  the  horizontal  planes  at  B  and  A,  the 
ellipse  of  stress  becomes  a  straight  line  in  each  case. 

Since  there  is  no  shearing  stress  at  any  point  in  a  cross  section 
at  which  the  bending  moment  is  a  maximum,  the  section  is  ^ 
principal  plane  of  stress  at  every  point  through  which  it  passes 
and  hence  the  fiber  stress  at  any  point  in  the  section  is  greater  than 
the  stress  intensity  on  any  other  plane  through  the  point. 

In  genera],  therefore,  when  a  cross  section  of  a  beam  is  sub- 
jected to  combined  shearing  and  normal  stresses  the  planes  of 
principal  stress  through  different  points  in  the  cross  section  are 
inclined,  one  at  an  angle  a  and  the  other  at  an  angle  90**  +  a,  with 
the  section  and  the  value  of  a  will  vary  from  zero,  at  points  farthest 
from  the  neutral  axis  of  the  section,  to  a  maximum  of  45°,  at  points 
on  the  neutral  axis.  The  magnitude  of  the  maximum  principal 
stress  intensity  for  all  the  points  located  in  a  given  cross  section 
will  be  found  to  be  greatest  at  points  which  are  farthest  from  the 
neutral  axis,  except  that,  in  cases  where  the  bending  moment  at 
the  section  is  suflSciently  small,  the  greatest  intensity  of  the  princi- 
pal stress  will  occur  at  points  on  the  neutral  axis  or  at  points 
between  the  neutral  axis  and  the  outside  of  the  section,  depending 
on  the  shape  of  the  section. 

In  simple  types  of  beams  it  will  he  found  that*  the  greatest 
principal  stress  intensity  at  any  point  near  the  cross  section  at 
which  the  bending  moment  is  zero  is  much  less  than  that  at  the 
outside  fiber  stress  at  the  section  at  which  the  bending  moment  is 
a  maximum.  In  such  a  beam,  therefore,  the  value  of  the  maximum 
outside  fiber  stress 

.   ^        I 

is  greater  than  the  stress  intensity  on  any  plane  passing  through 
any  other  point  in  the  beam. 

In  the  design  of  more  complex  built-up  beams,  however,  the 
determination  of  the  principal  stresses,  after  the  manner  indicated 
above,  at  points  in  other  sections  than  the  section  of  the  greatest 
bending  moment,  will  be  found  to  be  necessary. 


93.  ProblemB.  —  Stresses  in  Beams.  —  Principal  Stresses.  — 
Probl«m  L 

A  Btandard  24"  I  beam,  80  lbs.  per  ft.,  is  supported  at  the  ends  and  catriee,  in 
addition  to  ita  own  wo^t,  a  single  concentnited  load  of  34,000  Ibe.  at  the 
center  of  the  beam.  Span  —  20  ft. 
i,  -  2087.2  (ina.)'.  Section  modu- 
lus —  173.9  (ins.)*.  Croessection— 
23.32  sq.  in.  (Pig.  US). 

find  the  followii^  quantities,  for 
points  on  the  neutral  axis  and  at  4", 
8",  10.86"  and  12"  from  the  neutral 
axis  at  each  of  the  following  sections, 
vis.,  (1)  Just  to  right  of  left  hand 
support,  (2)  I  of  ap&n  from  left  hand 
support,  (3)  Just  to  the  left  of  the 
single  concentrated  load  IF; 

(a)  The  intensity /of  the  normal 
stKes  on  the  cross  section; 

(b)  The  intensity  s  of  the  vertical 
shearing  stiees  on   the  cross  seo- 

(c)  The  angles  ai  and  a,  that  the 
normals  to  the  principal  planes  of 
stress  make  with  the  axis  of  the  beam; 

(d)  The  principal  Btreaa  intensities  m  and  Mi. 

iSoJufum.  —  The  values  of  the  shearing  forces  and  bending  momenta  for  tba 
sections  (1),  (2)  and  (3)  will  be  the  following: 

(1)  S  =  17,800  Iba.  Af  =  0. 

(2)  S  =  17,600  lbs.  M  =  531,000  in.  lbs. 

(3)  S  -  17,000  lbs.  M  =  2,088,000  in.  lbs. 


Fia.  Ufi. 


(a)  and  (b).    By  use  of  the  formulas/  = 

a  ^veo  in  the  following  table  may  be  readily  obtuned. 


-  the  values  of/  and 


Normal  and  SHSARma  Strebs  iNTENBiriEa 
(Pounds  per  square  inch) 


0(iM.)" 

BboUddI. 

Sadionl. 

SeotuDS. 

/ 

. 

! 

/ 

. 

0 
4 

8 

10  se 

12.0 

101.4 
97.4 
854 
71  B 
00 

0 
0 
0 
0 
0 

-1730 
-1661 
-1456 
-  1226 

0 

0 
-  1017 
-2035 
-2762 
-3052 

-  1710 

-  1642 
-1440 

-1212 
0 

0 

-4,000 
-8,000 
-10.860 
-12,000 

-  1651 

-  1586 
-1390 

-  1171 

0 
- 
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(c)  The  angles  made  by  the  principal  axes  d  stress  with  the  axis  of  the  beain 
may  be  calculated  from  the  formula, 

tan2a  =  -^1 

and  the  following  results  obtained. 


Angles  Made  by 

THE  Principal  Axes 

Section  1. 

Section  2. 

Sections. 

Fbmts. 

«i 

«« 

«i 

«f 

«i 

«f 

0 

45« 

135° 

45° 

135° 

45° 

135° 

4 

46« 

135° 

36°  24' 

126°  24' 

19°  13' 

109°  13' 

8 

45^ 

135° 

27°  23' 

117°  23' 

9°  35' 

99°  35' 

10.86 

45« 

135° 

20°  38' 

110°  38' 

6°  7' 

96°  7' 

12.0 

•  •  •  • 

•  •  •  • 

0° 

90° 

0° 

90° 

(d)  The  principal  stress  intensities  may  be  computed  from  the  formulas, 


ni  =  ^  +  ^V/«  +  4««, 


n,=^-^V/«  +  4a«. 


Principal  Stresses 
(Pounds  per  square  inch) 


"¥>      •        A 

Section  1. 

Section  2. 

Section  3. 

Points. 

«i 

«! 

ni 

nj 

ni 

rh 

• 

0 

-1730 

1730 

-1710 

1710 

-1,651 

1651 

4 

-1661 

1661 

-2227 

1211 

-4,553 

553 

8 

-1456 

1456 

-2781 

746 

-8,235 

235 

10.86 

-  1226 

1226 

-3218 

456 

-  11,000 

137 

12.0 

0 

0 

-3042 

0 

-  12,000 

0 

Problem  2. 

From  the  results  given  for  Problem  (1),  make  a  sketch  showing  the  position 
of  the  principal  axes  of  stress  and  the  general  form  of  the  ellipse  of  stress  for 
each  of  the  points  given;  and  also  for  the  points  symmetrically  located  on  the 
opposite  side  of  the  neutral  layer  of  the  beam. 

Problem  3. 

From  the  results  given  for  Problem  (1),  compute  the  following: 

(a)  The  percentage  of  the  total  shearing  stress,  on  the  cross  section,  taken  by 
the  web  and  flanges,  respectively; 

(b)  The  percentage  of  the  total  moment  of  resistance  of  the  section  taken  by 
the  web  and  flanges,  respectively; 
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(c)  The  average  intensity  of  the  vertical  shearing  stress  in  the  web,  aswiming 
that  all  the  shear  is  taken  by  the  web  and  that  the  stress  is  uniformly  dis- 
tributed; 

(d)  The  average  intensity  of  the  shearing  stress  actually  carried  by  the  web. 

Problem  4. 

A  wooden  beam  8"  X  12"  cross  section  is  supported  at  the  ends  Ind  sub- 
jected to  a  uniformly  distributed  load,  including  its  own  weight,  of  600  lbs. 
per  ft.  Span  =  16  ft.  Find  the  following  quantities,  for  points  on  the  neutral 
axis  and  at  2",  4",  and  6"  from  the  neutral  axis  at  each  of  the  following  sec- 
tions, viz.,  (1)  Just  to  right  of  left  hand  support,  (2)  l  span  from  left  support, 
(3)  i  span  from  left  support,  (4)  At  the  middle  of  the  span: 

(a)  The  intensity  of  the  normal  stress  on  the  cross  section; 

(b)  The  intensity  of  vertical  shearing  stress  on  the  cross  section; 

(c)  The  angles  made  by  the  principal  axes  of  stress  with  the  axis  of  the 
beam; 

(d)  The  principal  stress  intensities. 

Problem  6. 

From  the  results  obtained  in  Problem  (4) ,  make  a  sketch  showing  the  position 
of  the  principal  axes  of  stress  and  the  general  form  of  the  ellipse  of  stress  for 
each  of  the  points  given  and  also  for  points  symmetrically  located  on  the  oppo- 
site side  of  the  neutral  layer  of  the  beam. 


DetaQ: 

l-nBQLrtii0.4 


Fig.  116. 

Problem  6. 

A  standard  30"  Bethlehem  Girder  Beam,  200  lbs.  per  ft.  (Fig.  116),  with  a 
30  ft.  span,  is  supported  at  the  ends  and  loaded  uniformly.  7i  =  9150  (ins.)*. 
Section  modulus  =  610  (ins.)'.  Area  of  cross  section  =  68.7  sq.  ins.  Total 
load  including  weight  of  beam  <=  200,000  lbs.  Find  the  following  quantities, 
for  points  on  the  neutral  axis  and  at  6",  13.4"  and  15",  from  the  neutral  axis 
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at  each  of  the  following  sections,  viz.,  (1)  Just  to  the  right  of  left  support,  (2) 
i  span  from  left  hand  support,  (3)  i  span  from  left  hand  support,  (4)  the 
middle  of  the  span: 

(a)  The  intensity  (A  the  normal  stress  on  the  cross  section; 

(b)  The  intensity  of  vertical  shearing  stress  on  the  cross  section; 

(c)  The  angles  Uiat  the  principal  axes  of  stress  make  with  the  axis  of  the 
beam; 

(d)  The  principal  stress  intensities. 


CHAPTER  V. 

THE  DEFLECTION  OF  BEAMS. 

M.  Flexure  of  Beams.  —  In  the  preceding  chapter  the  theory 
of  bending,  as  applied  to  the  determination  of  the  Btress,  has  been 
discussed  without  reference  to  the  stiffness,  or  the  ability  of  a  beam 
to  resist  flexure.  The  importance  of  this  property  is  well  recognized 
in  the  design  of  floor  beams  and  other  members  in  structures  and 
machines,  where  it  is  necessary  to  limit  the  amount  of  bending, 
or  to  limit  the  maximum  deflection  of  a  beam  to  a  certain  small 
fractional  part  of  its  length. 

In  the  discussion  of  the  theory  of  flexure,  as  applied  to  the  deter- 
mination of  the  deflection  of  beams,  we  shall,  as  in  the  previous 
chapter,  use  horizontal  beams  as  illustrations  although  it  will  be 
clearly  evident  that  the  formulas  derived  will  apply  in  any  case 
where  a  beam  is  subjected  to  transverse  loads,  whatever  its  posi- 
tion may  be. 

The  theory  is  a  continuation  of  the  theory  for  determining  fiber 
stress  (Arts.  66  and  69),  and  is  based  on  the  same  assumptions  and 
subject  to  the  same  limitations.  The  results  obtained  will  be 
approximate  so  far  as  the  assumptions  made  are  inexact  (Art.  69), 
but  the  amount  of  the  error  in  any  case,  coming  within  the  limita- 
tions imposed,  will  be  slight. 

96.  Differential  Equation  of  the  Elastic  Curve.  —  The  straight 
line  passing  through  the  center  of  gravity  of  every  cross  section  of 
a  b^un  before  it  is  bent  is  called  the  axis  of  the  beam.  After  bend- 
ing occurs  this  line  takes  the  form  of  a  continuous  curve  which  is 
commonly  known  as  the  eUistic  curve  of  the  beam.  The  curve  will 
evidently  be  the  same  as  the  trace  of  the  neutral  layer  (Art.  66)  on 
the  plane  of  loading.  All  straight  lines,  or  fibers,  parallel  to  the 
axis  of  the  beam  before  bending,  will  become  curves,  parallel  to  the 
elastic  curve,  after  bending  takes  place.  The  diflferential  equa- 
tion of  the  elastic  curve,  referred  to  rectangular  coordinate  axes, 
may  be  obtained  as  follows: 

Let  the  sketch  (Fig.  117)  represent  the  form  taken  by  a  beam 
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which  is  bent  under  the  action  of  transverse  loads,  or  by  terminal 
couples,  or  by  a  combination  of  both. 

Let  OX  and  OV  be  a  pair  of  rectangular  coordinate  axes^  with 
the  origin  at  one  end  of  the  beam  and  OX  coinciding  with  the 
position  of  the  axis  of  the  beam  before  bending. 


Fig.  117. 


Let  AB  represent  any  cross  section  intersecting  the  elastic  curve 
at  a  point  whose  coorcfinates  are  (a;,  v)  and  GH  a  cross  section 
at  such  a  small  distance  from  AB  that  the  portion  of  any  fiber 
between  the  two  sections  can  be  considered  circular  in  form. 

At  the  cross  section  AB  let  M  =  the  bending  moment,  /  =  the 
moment  of  inertia  of  the  section  about  the  neutral  axis,  /  =  the 
normal  stress  inteasity  at  any  point,  at  a  distance  y  from  the  neu- 
tral axis,  and  e  =  the  extension  in  the  fiber  intersecting  the  section 
at  this  point.  Let  r  t=  the  radius  of  curvature  of  the  elastic  curve 
between  AB  and  GH  and  E  =  the  modulus  of  elasticity  of  the 
material. 

No  extension  in  the  neutral  layer  will  be  caused  by  the  bending, 
since  the  normal  stress  intensity  is  zero  at  the  neutral  axis  of  every 
cross  section.  Hence,  if  we  let  I  =  the  distance  between  the  •sec- 
tions AB  and  GH  before  bending,  the  length  of  the  portion  of  the 
elastic  curve  between  the  sections  after  bending  will  be  equal  to  I 
and  the  length  of  any  fiber  at  a  distance  y  from  the  neutral  layer 
will  be  equal  to  Z  +  eZ.    Therefore, 

I  r 

and 


r 


(1) 
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From  the  third  assumption  of  the  theory  (Art.  66)  we  obtain 

e=|, (2) 

and  by  equating  (1)  and  (2) 

r^W •    (3) 

which  gives  us  the  relation  between  the  curvature  of  the  elastic 
curve  and  the  fiber  stress  at  any  section. 
From  the  formula  for  fiber  stress  we  obtain 

^  =  ^  .  (4) 

y     I' ^^ 


and  substituting  in  equation  (3), 

1      M 


r      EI'     ' <«> 


From  the  Differential  Calculus, 

cPv 
1  dx» 


''"FM 


(6) 


In  ordinary  cases  -r-  is  so  smaU,  when  compared  with  imity,  that 

higher  powers  than  the  first  may  be  neglected,  without  appreciable 
error,  hence 

;-S--. CT 

By  equating  (5)  and  (7)  we  obtain 

dj?     EI' ^^^ 

which  is  the  differential  equation  of  the  elastic  curve  from  which 
the  general  equation  for  any  case  may  be  obtained,  provided  M 
and  /  can  be  expressed  in  integrable  terms  of  the  variable  x. 

It  should  be  noted  that  the  quantity  M  in  equation  (8)  repre- 
sents the  value  of  the  bending  moment  at  any  cross  section  and 
that  the  signs  of  bendmg  moments  adopted  for  horizontal  beams 

(Art.  64)  are  in  agreement  with  the  sign  of  the  derivative  -^ ,  if  the 

usual  convention  of  signs  of  the  horizontal  and  vertical  coordinates 
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X  and  V  is  followed.    Also,  since  the  sign  of  the  moment  of  resistance 

(4)  should  be  written 

if  algebraic  signs  are  to  be  used  and  M  is  taken  to  represent  the 
bending  moment.  This  equation  is  in  accord  with  the  system  of 
signs,  if  y  is  positive  when  measured  upward  and  a  tension  stress 
is  called  plus  (Art.  66). 

96.  Slope  and  Deflection  from  the  Elastic  Curve.  —  If  at  any 
section,  distant  x  from  the  origin  (Fig.  117),  we  let  i  =  the  angle, 
in  radians,  which  the  tangent  to  the  elastic  curve  makes  with  the 
horizontal,  we  have,  when  i  is  small  throughout  the  length  of  the 
curve, 

T-  =  tan  i  =  i  (very  nearly). 

This  quantity  is  called  the  angle  of  slope,  or  usually  the  slope, 
simply,  of  the  elastic  curve  at  the  point  x  distant  from  the  origin. 
It  is  evident  that  one  integfetion  of  equation  (8)  (Art.  95)  will 
give  the  equation  for  the  slope  and  a  second  integration  will  give 
the  equation  for  the  deflection  at  any  point  on  the  curve.  Hence, 
for  the  slope 

'=^=M%)=fwi'^'  •  •  •  •  w 

and  for  the  deflection, 

V  =  I  idx=  j  j  -prfdxdx (2) 

It  should  be  observed  that  when  the  convention  of  signs  adopted 
in  the  preceding  article  is  followed,  the  value  of  v,  as  determined 
from  the  equation  of  the  elastic  curve,  will  be  negative  when  the 
deflection  is  downward  and  positive  when  the  deflection  is  upward; 
also  that  the  sign  of  i  will  be  in  accord  with  the  usual  sign  for  a 
positive  or  negative  angle. 

If  the  beam  is  of  uniform  section,  I  will  be  constant  and  M  must 
be  expressed  in  terms  of  x  in  order  to  perform  the  integration. 

If  the  beam  is  of  non-uniform  section,  /  will  be  variable  and  must 
be  expressed  in  terms  of  x,  as  well  as  M. 
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Under  the  limitations  imposed  (Art.  63),  the  theory  of  flexure 
applies  to  beams  of  uniform  cross  section  only,  but  it  is  customary 
to  use  the  equations  to  a  limited  extent  for  determining  the  de- 
flection of  beams  of  varying  section.  Unless  otherwise  stated  the 
deduction  of  formulas  will  be  limited  to  cases  where  the  cross 
sections  are  uniform. 

In  such  cases  equations  (1)  and  (2)  may  be  written 

Eli^jMdz (3) 

and 

EIv--ElJidx^JfMdzdx.      .    (4) 

If  we  substitute  the  following  value  of  the  bending  moment, 
.    obtained  from  equation  (8)  (Art.  95), 

in  equations  (1)  and  (2)  (Art.  71),  we  obtain 

^-f-^^S-  • (« 

and 

"-i-^'S <•) 

If  k;  is  constant,  or  a  known  integrable  function  of  x,  the  general 
expressions  for  S,  M,  i  and  v  at  any  cross  section  of  a  beam  may 
evidently  be  found  by  one,  two,  three  and  four  integrations  of 
equation  (6).  If  the  integration  is  made  without  using  Umits,  a 
coastant  must  be  added  at  each  integration,  each  constant  being 
determined  from  some  condition  of  the  problem. 

Usually  the  first  two  integrations  can  be  omitted  and  the 
equations  for  slope  and  deflection  obtained  by  expressing  Af  as  a 
function  of  x  and  integrating  equations  (1)  and  (2). 

In  all  cases  in  which  the  foregoing  equations  will  apply,  the 
bending  will  be  slight  and  suflScient  accuracy  will  be  obtained  if 
the  length  of  the  elastic  curve  and  its  projection  on  the  OX  axis  are 
assimied  to  be  equal.  In  other  words  the  change  in  the  distance 
between  the  end  sections  of  a  beam  as  well  as  that  between  any 
other  two  cross  sections  due  to  the  curvature  will  be  n^ected. 
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97.  General  Formulas  for  Slope  and  Deflection.  —  Uniform 
Bending.  —  In  this  case  the  value  of  Af  is  constant  and,  for  beams 
of  uniform  cross  section, 

-  =  ^  =  a  constant, (1) 

and,  therefore,  the  elastic  curve  is  a  circle. 

If  {  =:  the  length  of  the  beam  and  the  origin  is  taken  at  the  left 
end,  the  integration  of  equation  (3)  (Art.  96)  will  give 


Eli  =  uCdx  = 


Mx-^r  c, 


(2) 


where  c  is  the  constant  of  integration;   and  the  integration  of 
equation  (4)  (Art.  96)  will  give 

/Mx^ 
idx=--2-  +  cx  +  Ci,    •     .     .     .     (3) 

where  Ci  is  the  second  constant  of  integration.    The  values  of  the 
constants  will  be  obtained  for  two  cases. 


Fig.  118. 

(a)   When  the  bending  takes  place  so  that  the  axis  OX  intersects  the  elastic  curve 
at  both  ends  of  the  beam  (Fig.  118).  —  In  this  case  the  deflection 

t;  =^  0    when    x  —  0 
and  also 

t;  -=  0    when    x  =  I. 

Applying  the  first  condition  to  equation  (3);  we  obtain 

ci  =0 

and  applying  the  second  condition  to  the  same  equation, 


0 


+  d 


and  hence 


C    B     ~ 


Ml 
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Substituting  the  values  of  c  and  ci  in  (2)  and  (3),  we  have  for  the  general 
formulas  for  slope  and  deflection, 


and 


^/i  =  Af  f  X  -  I) (4) 


EIv  =  y  (a^  -  Ix). 


(5) 


An  inspection  of  equation  (4)  will  show  that  the  greatest  slope  occurs  where 
X'^OfOTx^l,  and,  if  we  represent  its  value  where  x  =  0  by  the  symbol  to,  we 
shall  have 

Ml 


lo  -  - 


2EI 


(6) 


dv 


Since  ^  =°  jI  i  the  greatest  deflection  will  evidently  occur  where  i  »  0,  or  when 

I  .  , 

X  »  ^ '  which  is  also  evident  from  the  fact  that  the  curve  is  a  circle;  and,  if  we 

represent  its  value  by  the  symbol  Vq,  we  shall  have 

"^^"SEl* ^^^ 

the  negative  sign  indicating  that  the  deflection  is  downward  when  M  is  positive 
and  upward  when  M  is  negative. 


Fig.  119. 

(5)  When  the  beam  is  fixed  in  direction  at  one  end,  as  a  cantileoer  beani  sub' 
jected  to  uniform  bending  (Fig.  119).  —  In  this  case  the  slope 

t  =  0    when    x  =  0 
and  hence,  from  equation  (2), 

c  =  0; 
also  the  deflection 

»  =  0    when    x  —  0 

and  hence,  from  equation  (3), 

ci  =0. 

Substituting  the  values  of  c  and  Ci  in  (2)  and  (3),  we  obtain 

Eli-^Mx (8) 


and 


EIv 


Afx« 


(9) 


for  the  general  equations  for  slope  and  deflection. 
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1 


The  maxiniufn  values  evidently  occur  when  x  =  2;  and  hence 

^^  /tiW 

*»  =  Ei ^^®^ 

and 

"•-07 (") 

In  this  case  the  deflection  is  evidently  downward  when  M  is  negative  and 
upward  when  M  is  positive. 

98.  General  Formulas  for  Slope  and  Deflection.  —  Ordinary 
Bending.  —  When  a  beam  is  subjected  to  ordinary  bending  by 
transverse  loads,  the  curvature  of  the  elastic  curve  varies  from 
point  to  point  throughout  its  entire  length  except  in  cases  where 
the  loading  is  such  that  the  bending  moment  over  a  portion  of  the 
beam  is  constant.  In  such  cases  the  curvature  will  evidently  bo 
constant  throughout  the  portion  subjected  to  uniform  bending 
and  variable  for  the  remainder  of  the  length  of  the  beam. 

In  this  article  the  general  formulas  for  slope  and  deflection  for 
beams  of  uniform  cross  section,  subjected  to  some  of  the  shnpler 
types  of  loading,  will  be  deduced.  The  values  of  the  greatest  slope 
to  and  of  the  greatest  deflection  vq  will  also  be  found.  For  simple 
loading  the  sections  of  the  beam  at  which  the  slope  and  deflection 
have  maximum  values  can  be  determined  by  inspection.  When 
the  loading  is  more  complex,  the  condition  that  the  slope  is  always 
zero  at  a  maximum  or  minimum  point  on  the  elastic  curve  will 
enable  us  to  determine  the  points  of  greatest  deflection;  and  the 
condition  that  the  bending  moment  is  equal  to  zero  at  points  on 
the  elastic  curve  at  which  the  slope  is  a  maximum  will  enable  us  to 
determine  the  points  of  greatest  slope. 

In  every  case,  if  the  load  is  distributed,  W  =  the  total  load  and 
to  =  the  load  per  unit  length.  In  each  case  the  position  of  the 
loads  and  supporting  forces,  the  length  of  the  span  I  and  other 
required  dimensions,  as  well  as  the  general  form  of  the  bending 
moment  diagram,  are  indicated  by  the  accompanying  sketch. 
The  effect  of  the  weight  of  the  material  in  the  beam  upon  the  slope 
and  deflection  is  neglected. 

(a)  Cantilever  heanif  single  concentrated  load  at  the  free  end  (Fig.  120).  —  The 
bending  moment  at  any  section,  at  a  distance  x  from  the  origin,  will  be  equal  to 

Af  =  -TTG-x). (1) 

Substituting  this  value  in  equation  (3)  (Art.  96)  and  integrating,  we  obtain 

JS?ii=  jAfdx=  -H^J(i-x)dx=  -irfzx-yWc    .    .    (2) 
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and,  by  substituting  in  equation  (4)  (Art.  96)  and  integrating, 
Elv^El  ^idx^  -W  ^ilx-^dx^-cjdx 


(3) 


To  obtain  the  constants  c  and  Ci,  observe  that,  when 

X  =  0,        i  =*  0    and    t;  =  0. 

Therefore  c  »  0  and  ci  »  0  and  the  general  formulas  for  the  slope  and  deflec- 
tion at  any  point  in  the  elastic  curve  reduce  to 


and 


Eli--  -^(2Z-x) 


Elv^  -^(3Z-x), 


6 


(4) 


(5) 


Fig.  120. 


Fig.  121. 


Evidently  both  the  slope  and  deflection  will  be  greatest  at  the  free  end  of 
the  beam,  when  x  =  Z,  and  hence 

WP 


and 


to  =  - 


Wo  =  - 


2  El 
ZEl 


(6) 


(7) 


(b)  CaniUever  heam,  single  concentrated  load,  not  at  the  free  end  (Fig.  121).  — 
In  this  case  the  elastic  curve  of  the  portion  of  the  beam  between  the  fixed  end 
and  the  load  W  will  be  represented  by  an  equation  of  the  same  form  as  (5),  in 
the  preceding  case,  and  the  portion  between  the  load  and  the  free  end  will  be  a 
straight  line,  having  the  direction  of  the  tangent  at  the  point  in  the  curve  under 
the  load  W. 

Therefore,  by  substituting  a  for  { in  (4)  and  (5),  we  obtain 


and 


(8) 


(9) 
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the  equations  for  the  dope  and  deflection  when  x  <a.    When  x  »  a 

Eli^-^     and    Elv-^, 

and  hence  the  straight  line  between  the  load  and  the  free  end  may  be  repre- 
sented by  the  equation 

^/„=-_ __(a.-a)  =  --^(3x-a).    .    .    (10) 

At  the  free  end,  evidently, 

^=•-2^     •    • (1« 

and 

^  QEI  6EI         ^^^^ 

(c)  Cantilever  heanif  load  uniformly  distrtbiUed  over  iU  entire  length  (Fig.  122). 
—  The  total  load  TT  «  tW  and  the  bending  moment  at  any  section,  at  a  distance 
X  from  the  origin,  will  be  equal  to 

Jlf--y(Z-x)«--~(P-2te  +  a?) (13) 


FiQ.  122. 


Proceeding  as  before: 

^/t= -U(p-2te  +  x«^^x=-  |(px-/x«  +  J^       .    (14) 


and 


the  constants  of  integration  being  zero  in  each  case. 

The  greatest  slope  and  deflection  will  both  occur  at  the  free  end  when  x  =  I, 
and  hence 


•o  =  - 


and 


Wd  =  - 


QEl 

wl* 
SEI 


6  El 

Wl* 
SEI' 


(16) 


(17) 
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(d)  Simple  beam,  single  concentrated  load  at  center  of  span  (Fig.  123). — The 

W 
supportiiig  forces  will  each  be  equal  to  -^  and  the  bending  moment  at  any 

section,  between  the  origin  and  the  load,  will  be  equal  to 


Af-yX. 


(18) 


Fig.  123. 


Hence,  (or  values  of  z  between  0  and  ^,  the  slope  equation  will  be 


£ii-f/xdx- 


Wa? 


+  e 


(19) 


and  the  deflection  equation  will  be 


(20) 


To  determine  the  constants  c  and  Ci,  observe  that  the  elastic  curve  will  be 

symmetrical  with  respect  to  the  line  of  action  of  W  and  hence  i  »  0  when 

'  I 
X  =  X ,  and  therefore  (19)  gives 


c  —  — 


16 


also,  since  v  ^  0  when  x  »  0,  equation  (20)  gives  ci  ■>  6.    Substituting  these 
values  in  (19)  and  (20)  we  obtain  the  general  formulas  for  this  case, 


Eli 


and 


?(-r) 


(21) 


*'-f(|"-?)- (») 


Since  the  elastic  curve  is  s}rnmietrical  with  respect  to  the  middle  point, 
equations  (21)  and  (22)  may  be  applied  to  determine  the  slope  and  deflection  at 
any  point,  between  the  load  W  and  the  right  hand  support  /^,  by  letting  x  ■■ 
the  distance  of  the  point  from  Rf  instead  of  its  distance  from  Ri. 

The  maximum  deflection  will  evidently  occur  at  the  middle  of  the  beam  and 
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,  the  mftximiim  slope  at  the  support;  hence,  substituting  x  »  0  in  (21),  we  obtain 


t«  »  - 


{  . 


IQEI 


(23) 


and,  substituting  x  »  »  "^  (22), 


ro  =  - 


Wl* 
AS  EI 


(24) 


Each  half  of  the  elastic  curve  will  be  of  the  same  general  form  as  the  curve 
f(v  the  cantilever  beam  (Case  a)  and  equations  (23)  and  (24)  may  be  easily 
obtained  by  subistituting  the  proper  values  in  (6)  and  (7). 

(e)  Simple  beanif  load  unifomdy  distributed  over  its  entire  length  (Fig.  124). 

id 
—  The  total  load  W  "id.    Hence  the  supporting  forces  Ri  '^  Rt='  -n-  and  the 

bending  moment  at  any  distance  z  from  the  origin  is  equal  to 

^=§*-¥->-*') 


(26) 


FiQ.  124. 
Hence,  for  all  valuee  of  x  between  0  and  {, 

£/i-^J*(te-a?)dx"^(y-|')+e '(26) 

^'-|/(?-?)<^  +  ''/<^  =?(¥-§)  +  -+-  •  (^) 
To  determine  c  and  Ci,  observe  that  from  the  symmetry  of  the  elastic  curve 
f  a  0  when  x  f  o  ^^^  hence,  from  (26), 


and 


c  =  — 


24' 


and  also  that  9^0  when  x  «>  0  and  hence,  from  (27), 

Ci  =0. 

Substituting  these  values  in  (26)  and  (27)  the  general  equations  for  slope 
and  deflection  are 

(28) 


w 


^/t-^(6fa*-4x»-Z») 
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and 


to 


EIv^^(2lx*-3*--lh:), 


(29) 


Evidently  the  magnitude  of  the  slope  will  be  greatest  at  the  ends  and  the 
deflection  will  be  greatest  at  the  middle  of  the  span. 
Substituting  x  =  0  in  (28),  we  obtain 


i«  -  - 


241?/ 


207 


(30) 


Likewise,  by  substituting  x  «■  {, 


tog*         TTP 
**^24^/"24i?/' 


the  only  difference  being  that  of  the  sign. 

I 
Substituting  x  «  ^  in  (20)  we  have 


oo  "  — 


384  J^/ 


5Wl\ 


(81) 


•       

(0  Simple  heam^  single  cancentTaied  load  not  at  the  center  (Fig.  125). — The 

Assume  a  >  6. 


supporting  forces  will  be  equal  to  iJi  =  -r-  and  Rt  ■■  — r- . 


Wb 


Then,  for  values  of  z  from  0  to  a,  Af  »  -r-  x. 


..TTTTTTiniM 


Fig.  126. 


Substituting  in  the  differential  equation  and  integrating 


and 


EIv  »  -^  +  ex  +  fli. 


(82) 


(88) 


If  we  observe  that  v  ■•  0  when  x  <-  0,  equation  (33)  gives  e^  "■  0.  The 
constant  c,  however,  cannot  be  determined  at  this  stage  in  the  solution  but,  if 
we  let  ii  "•  the  undetermined  slope  at  the  origin  0,  it  is  evident  that  i  "■  ^ 
when  X  ""  0  and  hence  c  »  EJii, 
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Therefore,  equatioDB  (32)  and  (33)  may  be  written 

EIi==^+ElH (34) 

and 

Elv^^f'  +  Eliix (36) 

For  values  of  z  from  a  to  I, 

M  =  — I TT  (x  —  o); 

and,  substituting  in  the  differential  equation  and  integrating^ 

^/i  =  ^-y(x-a)«H-c (36) 

and 

^^^^^^-^^^T^y^-W^-^t (37) 

Since  the  elastic  curve  is  continuous  at  the  point  x  =  a,  we  may  determine 
the  constants  Ci  and  c%  from  the  conditions  that  when  x  =  a  the  values  of  the 
slope,  given  by  equations  (34)  and  (36),  are  identical  and  the  values  of  the 
deflection,  given  by  (35)  and  (37),  are  also  identical. 

Hence  by  substituting  x  =  a  in  (34)  and  (36)  and  equating  and  solving  for 

c^,  we  obtain 

Ci  =  Elix, 

Similarly,  by  equating  (35)  and  (37)  we  obtain  e%  ==  0.    Therefore,  for  values 
of  X  from  a  to  2, 

E«  =  !^_E(^+£/i.. (38) 

and 

^/„  =  ^_E^r^'  +  ^«.,, (39) 

which  with  (34)  and  (35)  give  a  complete  set  of  equations  for  the  slope  and 

deflection  of  the  two  sections  of  the  elastic  curve  in  terms  of  the  unknown 

constant  i\. 

Finally,  since  v  =  0  when  x  =  Z,  we  obtain  from  equation  (39),  putting 

I.— o  =  6, 

Wh 

^  =  -  6iF/ ('' -  **>• 

Substituting  this  value  in  equations  (34),  (35),  (38)  and  (39),  we  obtain,  for 
values  of  x  from  0  to  a, 

^/i=^[3x*-(P-6»)], (40) 

JF/t;  =  IJ  [x»  -  (P  -  b»)xl, (41) 

and,  for  values  of  x  from  a  to  /, 

jy/.-ig[x«-(i«-6»)x-^(^'] (43) 
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Since  a  >  6,  the  value  of  x  for  the  point  of  greatest  deflection  will  he  found  by 
placing  the  expression  for  Eli  (equation  40)  equal  to  zero  and  fk)lving  for  x, 
which  gives 

Substituting  this  value  in  (41)  we  obtain,  for  the  greatest  deflection, 

Wh  rffl  -  ft*)*      (P-6!)h  Wb 

The  slope  at  the  left  hand  support,  obtained  by  putting  x  =  0  in  equation  (40), 
is  equal  to 

and  the  slope  at  the  right  hand  support,  obtained  by  putting  x  «>  Z  in  equation 
(42),  is  equal  to 

is  being  evidently  the  greatest  slope  in  the  beam. 

The  deflection  Va  of  the  beam  at  the  point  of  application  of  the  load  may  be 
found  by  substituting  a;  =  a  in  equation  (41),  which  gives 

The  deflection  at  the  center  of  the  beam  may  be  found  by  substituting 
X  =  n^  equation  (41),  which  gives 

When  the  load  W  is  applied  at  the  middle  of  the  span,  that  is  when  h—  ^^t 

the  value  of  the  maximum  deflection  will  evidently  be  greater  than  its  value 
when  the  load  is  in  any  other  position  and  equation  (44)  will  reduce  to  the  form 
of  equation  (24). 

A  mathematical  proof  of  this  may  be  had  by  differentiating  (44)  with 
respect  to  the  variable  (b),  the  value  of  &  obtained  by  placing  the  derivative 

equal  to  zero  being  equal  to  ^* 

(g)  SiT(iple  heanif  two  equal  concenlraied  loadSf  equidistant  from  the  ends 

(Rg.  126). — Let  W  =  the  magnitude  of  each  load;  then,  for  values  of  x  from 

Otoa, 

M^Wx; (49) 

tod  by  integration  the  slope  equation  becomes 


and  the  deflection  equation 


Eli^^  +  e (50) 

^it;=.^H-cxH-c, (61) 

o 
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Since  v  «  0  when  x  «  0,  it  is  evident  from  (51)  that  £1=0  and,  if  we  let  ii  » 
the  slope  at  the  left  hand  support  where  x  »  0,  it  is  evident  from  (50)  that 
c  -  Elii. 


Henoe 


and 


Fio.  126. 


Eli^^-^Elti 


EIv  =  ^*  +  EHix. 
o 


For  values  of  x  from  a  to  Z  —  a 

M  =  Wa;      • 
and  by  integration  the  slope  equation  becomes 

Eli  =  Wax  4-  ci . 
and  the  deflection  equation 

EIv  =  — s — h  Osx  +  Ck* 


(62) 


(53) 


(64) 


(65) 


(66) 


/ 


Observe  that,  from  the  symmetry  of  the  loading,  i  »  0  when  x  »  ~  and 


hence,  from  (55), 


Ci  =  - 


Wal 


Also,  owing  to  the  continuity  of  the  elastic  curve,  when  x  *»  a  the  value  of  i 
from  (52)  is  identical  with  that  obtained  from  (55)  and  hence 


and 


^«*.  B.r-       117.      ^^ 
-^  4-  EIii  =  Wa*  -  -g- 


J&/ii  =  -^(^-a). 


(67) 


Similarly,  when  x  »  a,  the  value  of  v  from  (53)  is  identical  with  the  value  of 
V  from  (56)  and,  substituting  the  values  of  Elk  and  Cf  and  equating, 


and  henoe 


Wa*      Wa*,,        .      Wa*      WaH  , 
"H 2"^*"*^°"2 2^  +  ^ 

Wa* 
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Therefore,  the  general  equations  for  slope  and  deflection  for  values  of  x  from 
0  to  a  reduce  to 

E/f-y[a;*-a(Z-o)]   .    .   • (68) 

and 

J&/t,-^[x»-3a(I-o)J, (69) 

and,  for  values  of  z  from  a  to  ({  —  a), 

^it-^(?x-0 •.    .    .    .    (60) 

and 

^/t;=^[3x»-3la;  +  o«l (61) 

o 

The  slope  and  deflection  at  any  point  on  the  curve,  for  values  of  x  from 

(2  —  a)  to  I,  can  evidently  be  found  from  equations  (68)  and  (69)  by  taking  the 

origin  at  the  right  hand  support  and  calling  values  of  x  measured  to  the  left 

from  the  support  positive.    The  greatest  deflection  will  evidently  ocdur  at  the 

I 
middle  of  the  span  and,  substituting  x  =  ^  in  (61)  and  reducing, 

t^--2i5?t3^-*«'l (^^> 

The  greatest  value  of  the  slope  will  be  obtained  at  the  right  and  left  sup- 
ports, the  magnitude  being  the  same  at  each.  At  the  left  support  we  obtain 
from  (67) 

ii»--^(2-a) (63) 

The  deflection  under  either  of  the  loads  can  be  found  by  putting  x  "■  a  in 
(69),  giving  the  value 

va"  -^(3^-4a) (64) 

If  the  value  of  the  deflection  at  the  middle  of  the  span  (equation  62)  is 
compared  with  the  value  of  deflection  in  the  middle  of  the  span  for  Case  (f) 
(equation  48),  the  former  value  will  be  found  to  be  double  the  latter. 

(h)  Beam  with  overhanging  endSj  equal  concentrated  loads  at  ends  (Fig.  127). 
—  Let  a  =  the  length  of  each  of  the  overhanging  ends  and  let  each  of  the  loads 
equal  W,  Take  the  origin  at  the  left  hand  support.  For  values  of  x  from 
Otol, 

Afo  -  -  TTo, (66) 

the  portion  of  the  beam  between  the  supports  being  subjected  to  uniform 
bending,  and  hence,  from  (Art.  97),  the  general  formulas  for  slope  and  deflec- 
tion are 

EH  =  mIx  -  ^^ (66) 

and 

^/»-^^2»-te) (67) 
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The  greatest  deflection  in  the  portion  of  the  beam  between  the  supports 
will  occur  at  the  middle  of  the  span  and  will  be  equal  to 


oo  =  — 


SEI' 


(68) 


and  the  greatest  slope  in  this  portion  will  occur  at  either  support,  the  slope  at 
the  left  support  being  equal  to 

MJi 


i«  =  - 


2  EI 


■•    (69) 


Fig.  127. 

For  points  on  the  elastic  curve  between  the  left  support  and  the  left  end  of 

the  beam,  that  is,  for  negative  values  of  x  from  —  a  to  0,  the  bending  moment 

will  be  equal  to 

M  --  "Wia  +  z) 

and  by  integration 

EIi=-^w{ax+^)  +  c 

Since  the  slope  at  the  support  is  equal  to  to  (equation  69), 


(70) 
(71) 


and  hence  the  general  slope  equation  becomes 


Eli^  -y(2axH-x*-aO. 


Integrating  again 


^/»=  —(a^  +  j-alx^  +  ci, 


(72) 


(73) 


where  Ci  =  0,  since  »  =  0  when  x  =  0. 

The  greatest  slope  and  the  greatest  deflection  in  the  overhanging  end  will 
both  occiu'  at  the  end  of  the  beam  where  x  ^  —  a  and  hence  for  this  portion 
of  the  beam  the  greatest  slope  will  be 

^'=S(^  +  ''>     .........    (74) 

and  the  greateet  deflection 

v,'=-f^(.3l  +  2a) (76) 
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(i)  Simple  beam,  load  unifomdy  distribiUed  aver  a  portion  of  the  span  (Fig. 
128). — Let  a  =  the  distance  from  the  left  support  and  b  =  the  distance  from 
the  right  support  to  the  center  of  the  load,  which  is  uniformly  distributed  over 
the  distance  d.    Assume  a>  b  and  note  that  W  ^  wd. 


rW-iMl 


FiQ.  128. 


For  values  of  x  from  0  to  o  —  2« 


Substituting  in  the  differential  equation  and  integrating 

Eli^^^  +  EIiu   .    .    . 


21 


(76) 


(77) 


where  ii  =  the  slope  at  the  left  support  and  hence  Elii  =  the  constant  of 
integration. 

Integrating  again, 

(78) 


EIv  =  ^*  +  Eliix, 


Ql 


the  constant  of  integration  being  equal  to  zero,  since  v  »  0  when  x  «  0. 


For  values  of  x  from  a  —  ^  to  d  -f  ^ » 


and  hence  by  integration 


M=E5.-|{x-a  +  0 .(70) 


_..      Wbifl      v>  f  .d\*. 


•        • 


(80) 


To  determine  Cs  observe  that  when  x  «  a  —  ^  the  values  of  the  slope  given  by 

equations  (77)  and  (80)  are  identical;  and  solving  for  cy  we  obtain 

c,  =  Elii. 

•'Substituting  the  value  of  Ci  in  (80)  and  integrating 

EIv^^-^i^X'-a+^J+EIitX  +  ei.     .    .    .    (81) 
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Observing  that  the  values  of  v  given  by  (78)  and  (81)  are  identical  when  x  «> 
a  —  ^  and  solving  for  d,  we  obtain  c«  »  0. 

For  values  of  x  from  o  -f  k  to  Z, 

Af  =  ^x-Tr(x-o); (82) 

and  hence  by  integration 

^/t-^-f  (^-a)«  +  ck (83) 

Observing  that  the  values  of  i  given  by  (80)  and  (83)  are  identical  when  x  ■> 
a  -\-  ^,we  obtain,  by  substituting  the  values  of  x  and  Ct,  equating  and  cancel- 
ling equal  terms, 

whence 

.  Ck  =  Ehi  -  -^  • 

Substituting  the  value  of  ci  in  (83)  and  integrating 

=  -q7 -g-  (a;  -  o)' 24"  "^  ^^***  ^"  ^-      •    •    ^^) 


Observing  that  values  of  v  given  by  (81)  and  (84)  are  identical  when  x  » 
d 
2 


a  +  n  and  substituting  the  values  of  x  and  Cs,  equating  and  cancelling  terms, 


24  48  24  48  "^^ 

and 

Wd*a 

^  =  :24-" 

To  obtain  the  value  of  ii,  note  that  t;  =  0  when  x  =  1  and  hence  from  (84), 

^/^,=  -._H._(i-a)»-h-24--^4r 

Wh  Wd^  Wh 

Substituting  the  value  of  Elii  in  the  foregoing  equations,  the  general 
equations  for  slope  and  deflection  are  as  follows: 

d 
For  values  of  x  from  0  to  a  —  ^ » 

EIi=^l\l22i^'-i(l^-b^)-\'dt\ (86) 

^/t;  =  ^j4a;*-4(P-6«)H-(P} (87) 
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For  values  of  x  from  o  —  =  to  o  +  = . 


J?/t-^|12*»-4(P-6«)+d'{-^(«-a+^)',  .  (88) 

^^''  -  W^^^  -  4(P  -6')  +<Pj  -^(x  -a  +  ^*.  .  (89) 
For  values  of  z  from  a  H-  5  to  Z, 

^/i  =  g^^{l2x«-4(P-6«)+d»{  -^(a5-a)«-^,   .    .  .  (90) 


EIv 


24 


p4a;«-4(P-6«)H-d»(  -  ^  (x  -  a)»  - -^  (x  -  a).    (91) 


The  value  of  x  for  the  point  at  which  the  greatest  deflection  occurs  can  be 
determined  from  the  slope  equations.  Since  a  >  &,  to  determine  the  greatest 
deflection  it  will  be  necessary  to  And  the  value  of  x  for  which  the  slope  is  zero 
by  placing  either  equation  (86)  or  (88)  equal  to  zero.  The  one  of  these  two 
equations  which  will  give  the  solution  will  depend  upon  the  distribution  of  the 
load.  While  ordinarily  the  equation  to  use  can  be  determined  from  an  inspec- 
tion of  the  loading,  in  some  cases  it  may  be  necessary  to  make  a  trial  solution 
with  one  equation  and  if  this  fails  to  use  the  other.  In  either  case,  owing  to  the 
complexities  of  the  equations,  it  is  not  worth  while  to  attempt  a  solution  in  the 
algebraic  form.  The  numerical  values,  of  the  constants  should  be  substituted 
first,  after  which  a  solution  can  easily  be  obtained.  When  the  equation  is  of 
the  third  degree,  as  (88),  a  graphical  solution,  obtained  by  plotting  values  of 
Eli  for  different  values  of  x,  can  be  made  to  give  the  value  of  x  for  which  Eli 
B  0  with  sufficient  accuracy  for  all  ordinary  cases. 

When  the  load  is  considered  as  concentrated  at  a  single  point,  d  <■  0  and 
equations  (86),  (87),  (90)  and  (91)  readily  reduce  to  the  forms  in  equations 
(40),  (41),  (42)  and  (43),  Case  (0- 

Symmetrical  loading. — When  the  loading  of  the  beam  is  symmetrical  with 

respect  to  the  center  of  the  span,  a  <-  6  and  the  greatest  deflection  will  occur 

I 
at  the  middle  of  the  span,  where  2  »  a  «  6  =  5  • 

Substituting  in  (89)  and  reducing 

rto-  -3^[8P-4«»  +  dl (92) 

• 

When  the  load  is  uniformly  distributed  over  the  entire  span  d  <-  {  and 
equations  (88),  (89)  and  (92)  will  readily  reduce  to  the  form  of  equations  (28), 
(29)  and  (31),  Case  (e). 

99.  Slope  and  Deflection,  Loads  Considered  Simultaneously. 
—  In  cases  in  which  the  load  system  is  more  complex  than  in  those 
illustrate  in  Art.  (98)  the  general  method  of  procedure  is  the  same 
as  that  illustrated  in  Case  (i)  of  that  article. 
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The  beam  is  divided  into  as  many  parts  as  are  necessary  to 
obtain  the  general  formulas  for  bending  moments,  throughout  the 
length.  These  values  are  substituted  in  the  differential  equation 
of  the  elastic  curve  and  two  integrations  for  each  division  give  the 
general  formulas  for  slope  and  deflection. 

The  constants  of  integration  are  determined  from  the  condi- 
tions of  continuity  of  the  elastic  curve  and  other  conditions, 
depending  on  the  way  in  which  the  beam  is  supported.  It  is 
evident  that  the  number  of-  conditions  must  be  the  same  as  the 
number  of  unknown  constants. 

The  greatest  slope  will  be  at  one  of  the  ends  of  the  beam,  or  at  a 
point  of  inflexion. 

The  greatest  deflection  will  be  at  one  end  of  the  beam,  or  at  a 
point  of  zero  slope. 

When  the  system  of  loading  is  complex  the  solution  for  any 
particular  case  can  be  simplified  considerably  by  writing  the 
values  of  the  bending  moment  for  the  different  divisions  of  the 
beam  in  terms  of  the  numerical  values  of  the  loads  and  the  variable 
X,  as  in  the  following  case  (Fig.  129)  which  is  given  as  an  illustra- 
tion of  the  method  of  solving  a  numerical  problem. 


Fig.  129. 


The  beam  is  subjected  to  a  uniformly  distributed  load  of  intensity  w  =  600 
lbs.  per  ft.  and  the  two  concentrated  loads  of  3000  lbs.  and  600  lbs.  The 
supporting  forces  are  Ri  =  4500  lbs.  and  Rt  =  8700  lbs. 

For  values  of  z  from  0  to  6, 

M  =  4600x-300x*, (1) 

Eit  =  2250  a:»  -  100  x»  H- c, (2) 

where  e  ■■  Eliif  ii  being  the  slope  at  the  left  hand  support. 

Elv  =  750z*-'253^  +  EIiiX  +  Ci, (3) 

where  the  constant  of  integration  Ci  ■■  0. 
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For  values  of  z  from  6  to  12^ 

Af-4500x-300a;*-3000(a;-6), (4) 

J^ii  =  2250  aJ«  -  100  a;>  -  1500  (x  -  6)»  +  c»,    ....     (6) 

where,  from  the  condition  of  continuity  when  x  «  6,  c^  »  Elii, 

j&ip  =  750x«-26x*-500(a;-6)»H-^ii,x  +  c»,     ...    (6) 

where,  from  the  condition  of  continuity  when  x  «  6,  C|  ■>  0.  When  x  =  12, 
V  ^  0  and  hence,  from  (6), 

Elu  =-  -  65,800 (7) 

For  values  of  x  from  12  to  16, 

ilf=  -600(16-x) -300(16-x)», (8) 

^ii  =  300  (16  -  x)*  +  100  (16  -  x)»  +  C4,     ....    (9) 

where,  from  the  condition  of  continuity  when  x  »  12,  c«  »  30,200. 

Eh  -  -  100  (16  -  x)»  -  25  (16  -  x)*  +  30,200x  +  c»,  .    .    (10) 

where,  since  »  =  0,  when  x  =  12,  c^  =  —349,600. 
Putting  (2)  equal  to  zero  and  solving  for  x, 

X  =  5.78  ft., 

and  hence,  to  find  the  greatest  deflection  between  the  supports,  put  x  =  5.78 
in  (3)  which  gives 

Elvo  =  750  X  578*-  25  X  578* -  55,800  X  5.78  =  -  205,600,     .     (11) 

from  which  the  value  of  vo  can  be  easily  found  when  E  and  /  are  known. 

The  value  of  Elii  for  the  left  support  is  given  by  equation  (7)  and  the  value 

for  the  right  support  can  be  found  by  putting  x  »  12  in  either  (5)  or  (9), 

which  will  give 

EIh  =  41,400 (12) 

For  the  right  end  of  the  beam,  putting  x  =  16  in  (9),  we  obtain 

Eli'  =  30,200 '^.    .    (13) 

and  putting  x  »  16  in  (10), 

Ell/  =  133,600, (14) 

which  indicates  that  the  deflection  at  the  right  hand  end  isHipward  but  of  less 
magnitude  than  the  value  of  vo  between  the-  supports. 

Note.  —  It  should  be  observed  that  in  the  foregoing  equations  the  linear) 
unit  is  the  foot  and  hence  E  represents  the  modulus  of  elasticity  expressed  in 
Ibs./ft.*,  1  the  moment  of  inertia  expressed  in  (ft.)^  and  vo  the  greatest  deflec- 
tion expressed  in  ft. 

100.  Slope  and  Deflectiony  Loads  Considered  Separately.  —  If^ 

the  S3rstem  of  loads  acting  on  a  beam  can  be  separated  into  one  or 
more  of  the  elementary  systems  given  in  Art.  (98),  the  slope  and 
deflection  at  any  point  may  be  computed  by  using  the  general 
formulas;  and  obtaining  the  slope  and  deflection  at  the  point  due 
to  each  elementary  system  separately  and  then  adding  together 
the  results. 
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The  method  is  based  upon  the  same  principle  as  that  involved 
in  determining  shearing  forces  and  bending  moments  by  combining 
the  results,  obtained  by  considering  each  load  as  acting  alone 
(Art.  75).  According  to  that  principle  the  bending  moment  at 
any  section  of  a  beam,  subjected  to  any  system  of  loading,  may 
be  represented  by  the  expression 

JIf  =  JIf  1  +  JIf ,  +  JIfa  +  •  •  •  ,      .    .     .     (1) 

where  JIf i,  Afj,  JIfs,  etc.,  are  the  bending  moments  at  the  section 
due  to  each  of  the  loads,  or  parts  of  the  load  system,  acting  on  the 
beam. 

Hence  the  general  slope  equation  for  any  point  in  the  beam  may 
be  written 

EH  ^  fMdx=    C(Mi  +  JIfa  +  JIfa  +  •  •  ')dz 

=  j  Midx+  j  Mi  dx+  j  Midx+  •  •  • 

=  Elii  +  EIi2  +  EIiz  +  '  *  '  , (2) 

where  ii,  i^,  iz,  etc.,  evidently  represent  the  values  of  the  slope  at 
the  point  due  to  each  part  of  the  load  system  acting  separately. 
Similarly, 

EIv^EI  Cidx-^EI  C(ii  +  i2  +  u  +  '  -  -  )dx 

=:EI  Ciidx  +  EI  Cndx  +  EI  Cudx+  •  •  • 

=  EIvi  +  Elvi  +  EIvz  +  •  •  •  , (3) 

where  vi,  vj,  vz,  etc.,  represent  valuas  of  the  deflection  at  the  point 
due  to  each  part  of  the  load  system  acting  separately. 

As  a  simple  illustration,  the  deflection  at  the  free  end  of  a  canti- 
lever beam,  due  to  a  load  TTi,  concentrated  at  the  end,  and  a 
uniformly  distributed  load  TTj,  may  be  found  by  adding  (alge- 
braically) the  deflections  due  to  each  load  separately,  as  given  by 
the  formulas  (7)  and  (17)  (Art.  98),  giving  for  the  total  deflection 

^'"      3EI      8EI ^^^ 

Similarly,  the  deflection  at  any  point  at  a  distance  x  from  the  fixed 
end  can  be  found  by  adding  (5)  and  (15)  (Art.  98),  giving 

^=-6I7(^'"-^^"2mIt-T  +  12J--    •    (^> 
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The  slopes  ^due  to  the  combined  loading  may  be  found  in  a 
similar  manner,  by  combining  (6)  with  (16)  and*  (4)  with  (14) 
(Art.  98),  giving  for  the  dope  at  the  free  end 


^~      2EI 
and  for  the  slope  at  any  section 


6Er 


(6) 


Wix 
2EI 


(2'--)-2^/(^^-^+?)-    • 


C7) 


101.  Built-in  Beamsi  or  Beams  with  Fixed  Ends.  —  Built-in, 
or  beams  with  "fixed  ends,"  so  called,  are  beams  that  are  held 
in  such  a  manner  that  the  slope  at  each  support  is  equal  to  zero. 
Such  a  beam  is  rarely  met  with  in  practice  but  cases  occur  which 
approximate  these  conditions. 

If  a  section  is  taken  through  such  a  beam  just  inside  of  either 
support  the  resultant  of  the  stress  on  the  section  will  consist  of  a 
couple,  which  is  the  resultant  of  the  normal  stress,  and  a  vertical 
force,  which  is  the  resultant  of  the  shearing  stress;  and  the  fun- 
damental diflFerence  between  the  force  system,  acting  on  such  a 
beam,  and  that  on  a  simple  beam  loaded  in  the  same  manner,  is 
in  the  terminal  couples  Mi  and  Mi,  acting  as  indicated  (Fig.  130). 


Fig.  130. 

When  the  supports  are  at  or  near  the  same  level,  the  effect  of 
these  couples  will  be  to  reduce  the  magnitude  of  the  greatest 
bending  moment  and  the  greatest  deflection  below  the  values 
*  which  would  exist  if  the  beam  were  supported  as  a  simple  beam. 
Hence  a  beam  with  the  ends  securely  fastened  wUl  have  greater 
strengOi  and  stiffness  than  if  U  is  supported  as  a  simple  beam. 

When  the  loading  is  symmetrical  with  respect  to  the  middle  of 
the  span  the  couples  Mi  and  M2  are  of  equal  magnitude  and  oppo- 
site sign  and  the  shearing  forces  at  the  ends  are  equal  and  of  the 
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same  magnitude  as  if  the  beam  were  supported  as  ^  simple  beam. 
When  the  loafing  is  not  symmetrical,  both  the  bending  moments 
and  shearing  forces  at  the  ends  are  unequal;  and  the  values  of  the 
shearing  forces  are  not  the  same  as  in  a  simple  beam  loaded  in  the 
same  manner. 

The  value  of  the  shearing  force  at  any  section,  at  a  distance  x 
from  the  origin,  will  evidently  be  represented  by  the  expression 

S  =  Si-^W-Jwdx (1) 

and  the  bending  moment  at  the  section,  by  the  expression 

M  =  Ml  +  SiX  -^W  (x  -  a)  -  C  Cwdxdx  (Art.  73).  .     (2) 

To  determine  the  values  of  Si  and  Mi  for  any  particular  case 
it  will  in  general  be  necessary  to  deduce  the  formulas  for  the  slope 
and  deflection  in  terms  of  the  value  of  M,  as  expressed  in  equation 
(2),  by  integration  of  the  differential  equation  of  the  elastic  curve 
(Art.  96). 

In  a  few  simple  cases  a  solution  can  be  made  by  the  addition  of 
the  slope  and  deflection  equations  as  indicated  (Art.  100). 

The  following  cases  are  given  as  illustrations  of  the  methods 
which  may  be  used.  In  each  case  the  supports  are  on  the  same 
level  and  Mi  and  M2  represent  the  couples  and  Si  and  S2  the 
resultant  shearing  stresses  acting  on  the  end  sections. 

(a)  Beam  fixed  at  the  endSf  single  concentrated  load  at  the  center  of  the  span 
(Fig.  131).  —  From  the  symmetry  Mi  =  —  Mt  and,  taking  moments  about 

the  right  support, 

Wl  • 

&i  -  ^  +  Ml  -  M ,  =  0 

and  hence 

&-f. (3) 

The  load  system  may  be  divided  into  two  parts: 

(1)  Including  the  load  W  and  the  vertical  end  reactions; 

(2)  Including  the  terminal  couples  Mi  and  Mt. 

The  slope  at  0  due  to  the  load  W  and  vertical  reactions  alone  would  be 

WP 

and  the  slope  at  O  due  to  the  uniform  bending,~produced  by  the  terminal 
couples,  would  be 

ii"  -  -  ^  (Art.  97). 
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Adding  together  (Art.  100)  we  have,  since  the  slope  under  the  combined 

loading  18  lero, 

Mil     •  lF/» 


whence 


0=  - 


2El      IQEr 


y..-f. 


(4) 


.,^gj^uA._i^4^. 


Fig.  131. 


The  general  equations  for  the  slope  and  deflection  may  be  found  in  a  similar 
manner,  by  adding  the  expressions  already  deduced  for  the  two  parts  of  the 
load  system;  or,  by  integration,  from  the  differential  equation  of  the  elastic 
curve  as  follows: 


For  values  of  x  from  0  to  xi 


and 


3f-Afi+&x=-?-^  +  ?^=-^(Z-4«);   . 


and  by  integration 


and 


8 
W 


8 


Eli^  -"^(te-2x«)   . 


(6) 


(6) 


(7) 


(8) 


both  constants  of  integration  being  equal  to  zero. 

Owing  to  the  symmetry,  these  equations  are  evidently  all  that  are  required 
to  find  the  slope  and  deflection  throughout  the  length  of  the  beam. 


When  X  =  « »  ^®  obtain  from  (6) 


8  ' 


(9) 
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the  greatest  positive  value  of  the  bending  moment,  and  from  (8) 


«B  «^  - 


192  EI ' 


(10) 


the  greatest  deflection  in  the  beam. 


I 


To  determine  the  greatest  slope  note  that  M  ^  0  when  x  >=  ^  ^^^  by  sub- 


stituting in  (7),  we  obtain 


io-  - 


(11) 


I 


From  the  symmetry  there  are  evidently  two  points  of  inflexion,  at  a  distance 


2  on  either  side  of  the  middle  of  the  span. 

(b)  Beam  fixed  at  the  ends,  load  uniformly  distribtUed  over  entire  span  (Fig. 
132).  —  Let  W  ^  fd  equal  the  total  load  on  the  beam. 


«  i  .7     :!  ._J J 


^__[pjl* 


Fig.  132. 


Then  Af  i  -»  -  Af  i  and 


and 


&2  -  ^  +  3f  1  -  Af  ,  -  0 


S  =^ 


(12) 


Dividing  the  load  system  into  two  parts,  (1)  the  uniformly  distributed 
load  and  vertical  reactions  and  (2)  the  terminal  couples  Mi  and  Aft,  the  slope 
at  0  due  to  (1)  acting  alone  would  be 

ii  =  -  KT^  (Art.  98) 


24^/ 


and  that  due  to  (2)  alone  would  be 


I.'*    B    — 


Mil 
2  EI 


Adding  together  and  solving  for  Af i. 


M  -  -^ 


(13) 
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Frooeediiig  as  before:  for  values  of  x  for  the  entire  span, 

5-5-i0x  =  |(/-2x), ,    .    .    (14) 

ETJX.O         ««^  Wl  .   W         wfi       ' 

M  -  3f. +5ix --2"  -  - -J2  +  2-^ --y 

--^(P-6fa  +  6a<0, (16) 

i^/t-  -~(ffr-3W  +  2a:^ <^^^ 

and 

^^^=-f2(^-^-^f)' (^7) 

both  constants  of  integration  bdmg  equal  to  seio. 

When  X  B  ^,  we  obtain  for  the  greatest  positive  bending  moment 

^  -24  '24 (^^> 

and  for  the  greatest  deflection 

fgy m;^ 


'-^=^^=K*=*=^)' ^""^ 


Placing  (15)  equal  to  sero,  we  obtain  for  the  points  of  inflexioQ 

I 
2^2 

showing  that  the  points  of  inflexion  are  at  a  distance 

-V«0.2887Z 
2V3 

from  the  middle  of  the  span. 

At  the  left  hand  point  of  inflexion  the  value  of  the  slope,  obtained  by 

substituting  the  above  value  of  z  in  (16),  wiU  be  equal  to 

72  VZEI  72  VSEI 

(c)  Beam  fixed  at  the  ends,  two  equal  concentrated  loads,  equidistant,  from  the 
ends  (Fig.  133).  —  Let  W  =  the  magnitude  of  each  load  and  a  =  the  distance 
between  the  load  and  the  end  of  the  beam.  Since  the  loading  is  symmetrical 
3f  1  =»  —  Af  1  and,  evidently, 

iSi  =  IF (22) 

Dividing  the  load  sjrstem  into  two  parts,  (1)  the  loads  W  and  the  vertical 
reactions  and  (2)  the  terminal  couples  Mi  and  Mt,  the  slope  at  0  due  to  (1) 
acting  alone  would  be 

tV--^a-a)(Art.08) 

and  Ihat  due  to  (2)  alone  would  be 

*»  2BI 
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Adding  together  and  solving  for  Afi, 


/    (23) 


J'SiIm^ 


IlllllllllllllllllfhsJ 


^^ 


M ^yii^r 

Fig.  133. 


?^.-:- 


Proceeding  as  before:  for  values  of  x  from  0  to  a, 

5  =  IT, 

Af  =*•  Ml  +  iSia;  =  TTa;  -  ^  (I  -  a), 

(I  -  o)      .    .    .    . 


and 


E/i  = 


EIv 


2  2 


a- a), 


6  22 

both  constants  of  integration  being  equal  to  zero. 
For  values  of  z  from  a  to  Z  —  a, 

5  =  0, 


M '  =  M 1  +  Six  -  IF  (a;  -  a)  = 


which  is  evidently  the  greatest  positive  bending  moment. 


EH 


I 


•    •     • 


(24) 
(25) 

(26) 
(27) 


•        •        • 


(28) 
(29) 


(30) 


Wo*  . 
where  the  constant x—  is  easily  determined  from  the  condition  of  con- 


tinuity at  X  »  a,  and 


EIv  =  —zr^ s — h 


21 


6 


(31) 


Wa*. 


where  the  constant  —^  is  readily  determined  from  the  continuity. 

The  slope  and  deflection  at  any  point  between  x  =  /  —  a  and  x  »  Z  can 
evidently  be  obtained  from  (26)  and  (27)  by  taking  the  origin  at  the  right  hand 
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end  of  the  beam.     The  greatest  deflection  will  occur  when  2=0  ^^^  ^^^ 
stituting  in  (31)  and  reducing 

»*--^(3I-4a) (32) 

The  points  of  inflexion  will  be  located  between  the  fixed  ends  and  tlie  loads 
W.  The  distance  of  these  points  from  the  supports  can  be  easily  obtainfid 
by  putting  (25)  equal  to  zero. 

(d)  Beam  fixed  at  ends,  single  concentrated  load  not  at  center  (Fig.  134).  —  In 
this  case  the  terminal  couples  are  not  equal  and  both  &  and  Mi  must  be  deter- 
mined from  the  properties  of  the  elastic  curve.    Assume  a  >  b. 


-X- 


s 


Fig.  134. 

For  values  of  x  from  0  to  a, 

5  =  &,...    . 
Af  =  Afi  +  Sixi,  . 

Si3* 

2    ' 

Six* 


EH-'  Mix  + 
EIv^^-^ 


2      '     6   ' 

both  constants  being  equal  to  zero,  smce  i  =>  0  and  v  »  0  when  x  «  0. 
For  values  of  x  from  a  to  I, 

S^Si-W, 

3f  =  Mi+5iX-Tr(x-a), 

EH 


(33) 
(34) 

(35) 
(36) 


Mix  -{ — 2"  -  -2  (^  "  «)  +  ^» 


where,  from  the  condition  of  continuity  when  x  »  a,  it  is  evident  that  Ci 

Elv 


Mi3?  ,  Six*     W ,         ... 


(37) 
(38) 

(39) 
=  0, 
(40) 


where,  from  the  condition  of  continuity,  Ct  ~  0  also. 
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The  values  of  Mi  and  Si  may  now  be  detennined  from  the  conditions  t  «■  0 
and  V  =  0  when  x  ^L    Making  the  substitutions  in  (39)  and  (40), 

2Mil  -f-5iP-FFV-0, 
3  Af iP  +  5il»  -  Tf6»  =  0. 

Solving  for  Mi  and  Su 

Mi^^^, (41) 

iS,--?^(i  +  2a)=^(6  +  3o) (42) 

Substituting  the  values  of  Si  and  Mi  in  (33),  (34),  (35)  and  (36)  and  re- 
ducing, we  have  for  the  general  formulas,  for  values  of  x  from  0  to  a, 

S^~(l  +  2a), (43) 

M-^[(f  +  2a)x-all, (44) 

BIi~^l(l  +  2a)x-2aJ\, (46) 

EIv^!^[(l  +  2a)x^ZaI].    : (46) 

The  greatest  positive  bending  moment  will  be  obtained  when  x  ^  a  and, 
substituting  in  (44),  its  value  is  found  to  be  equal  to 

M'=^ .    (47) 

Placing  (45)  equal  to  zero,  we  obtain,  for  the  point  of  greatest  deflection, 

^=iT2^' t^> 

and  substituting  in  (46)  we  obtain,  for  the  greatest  deflection, 

2Wa^ 
^''       Z(l  +  2ayEI .     (49) 

The  deflection  at  the  load  TT,  where  x  =  a,iB  equal  to 

''-^'ZVEI' .(^> 

and,  when  x  =  ^ ,  we  have  for  the  deflection  at  the  middle  of  the  span, 

"'--Sm^*"-^ <"> 

Putting  (44)  equal  to  zero,  we  obtain  for  the  point  of  inflexion 

'=lTra <52) 

and,  substituting  in  (45),  the  slope  at  this  point  is  equal  to 

„  _  _        Wa*b> 

*  ~      2l(.l  +  2a)El ^'^' 
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^th  the  exception  of  equations  (48),  (49)  and  (51),  all  of  the  equations 
will  evidently  apply  to  the  portion  of  the  beam  between  the  load  and  the  right 
support,  provided  the  origin  is  taken  at  the  right  end,  with  x  positive  to  the 
left  and  the  dimensions  a  and  b  reversed. 

For  example,  the  expression  for  the  bending  moment  at  the  right  end  will  be 


and  that  for  the  shearing  force  at  the  right  end, 

fit  = -^(0  +  36) 


(64) 


(S5) 


102.  Determination  of  Supporting  Forces  for  Beams  which  are 
Statically  Indeterminate.  —  The  method  employed  in  Art.  (101), 
by  means  of  which  the  equations  for  slope  and  deflection  are 
made  to  furnish  the  conditions,  in  addition  to  the  laws  of  equilib- 
rium, which  are  heeded  to  determine  shearing  forces  and  bend- 
ing moments  in  beams  fixed  at  the  ends^  may  be  extended  to  apply 
to  other  statically  indeterminate  cases. 

By  use  of  the  formulas  for  the  cases  in  Art.  (98)  the  method 
may  be  used  to  determine  the  bending  moments  and  shearing 
forces  in  any  beam  subjected  to  concentrated  and  uniformly  dis- 
'tributed  loads.  The  beam  may  be  supported  at  any  number  of 
points  and  one  or  both  ends  may  be  either  supported  or  fixed.  The 
method  is  not  convenient  to  use,  however,  except  in  a  few  simple 
cases,  such  as  the  following: 

(a)  Beam  fixed  at  one  end  and  supported  at  the  other  and  loaded  uniformly 
(Fig.  135).  —  Let  W  ^  xd  equal  the  total  load  and  assume  that  the  supports 


m^ 


l^fTTTTTTIimilll^TIMliiii^ 


Fig.  135. 


are  on  the  same  level.  CJonsider  the  beam  as  a  cantilever  subjected  to  the  two 
load  systems:  (1)  the  uniformly  distributed  load  W  ==  wl,  (2)  the  right  hand 
puoporting  force  B^, 


4 
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The  deflection  at  the  right  end,  if  the  load  W  were  acting  alone,  would  be 

^  '^      SEI 


and  the  deflection,  if  the  force  Ri  were  acting  alone,  would  be 


,_R2l' 


ZEI 
As  the  supports  are  on  the  same  level,  we  obtain,  by  adding, 

n      _  Z?!   .  ^* 
""      SEl'^SSr 
whence 

«.  =  ¥•  .  . (1) 

Therefore  the  bending  moment  at  the  fixed  end  will  be  equal  to 

Ml  —  tCif,  — 2~      ~Q 2 8~ •     v^^ 

and  the  shearing  force  at  the  fixed  end  will  be  equal  to 

5.=Tr-if-^ (3) 

Hence,  for  any  section  at  a  distance  x  to  the  right  of  the  origin, 

5  =  ^-i^=|(5Z-8a:), (4) 

,-.  Wl    ,    5W  IPX*         M;  /c  f  A  ^         m  /r< 

Af  = --g- +-g-x--2- =  g(5te-4a;^-P),    ...    (5) 

^«  =  |(5^_4^«_,,) (6) 

and 

both  constants  of  integration  being  equal  to  zero. 
The  shearing  force  will  be  equal  to  zero  when 

x  =  ll (8) 

and  the  greatest  positive  bending  moment  will  be  equal  to 

*''=ll"'^  =  &^ (»> 

The  slope  will  equal  zero  when 

X  =  0.58 1  (nearly) (10) 

and  the  greatest  deflection  will  be  equal  to 

0.0054  wl*           0.0054  TrZ«  ,  ,  ,,,, 

t\>  = ^j = gj (nearly).      .    .    .     (11) 

For  the  point  of  inflexion 
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and  the  slope  at  this  point  will  be  equal  to 

11  wl*  11  TTP 


to  =  — 


768  E/ 


768  ^i 


(13) 


The  greatest  slope  will  occur  at  the  right  end,  wher^  z  ^l^  and  will  be 
equal  to 

(b)  Beam  supported  at  three  points  on  the  same  level,  vnth  the  two  spans  equal, 
and  subjected  to  a  uniformly  distributed  load  (Fig.  136).  —  Evidently  the  slope 
of  the  beam  over  the  middle  support  wiU  be  equal  to  zero  and  the  elastic  curve 
will  be  symmetrical  with  respect  to  the  vertical  axis  at  the  middle  support; 
and,  moreover,  the  curve  for  each  span  will  be  of  the  same  form  as  the  elastio 
curve  of  the  beam  in  Case  (a). 


"T^^jTi 


Fig.  136. 


Hence,  if  we  let  I  »  the  length  of  each  span  and  W  ^  wl  equal  the  total 
load  in  each  span,  all  of  the  formulas  for  Case  (a)  will  apply  directly  to  the 
right  hand  span;  and,  for  all  points  in  the  left  hand  span,  the  values  of  bending 
moments,  slopes  and  deflections  can  be  determined  from  symmetry. 

The  supx)orting  forces  at  the  ends  will  evidently  be  equal  to 

'^"^ (16) 


Ri  ^  Ri 


8 


and  the  support  at  the  center  will  be  equal  to 

5wl 
4   • 


Ro 


(16) 


Another  solution  of  the  problem  may  be  made  by  treating  the  beam  as 
having  a  single  span  2  I  and  subjected  to  the  load  system  consisting  of:  (1) 
a  uniformly  distributed  load  of  intensity  t^^  and  (2)  an  imknown  concentrated 
load  Ro  at  the  middle  of  the  span,  acting  in  the  direction  opposite  to  the  dis- 
tributed load  and  of  sufficient  magnitude  to  make  the  deflection  at  its  point  of 
application  equal  to  zero.  Appl3dng  the  formulas  (Art.  98),  the  deflection  at 
the  center  of  the  span,  due  to  the  uniformly  distributed  load  acting  alone, 
would  be  equal  to 

5(2wl)(2D*_       5wl*         ^^^ 


1^0 


'  =  — 


384  £;/ 


24^/ 


216 


APPLIED  MECHANICS 


and  that  due  to  the  conoentrated  force  Ro  acting  alone  would  be  equal  to 


t>6 


n 


6  EI 


(18) 


Since  the  resultant  deflection  at  the  middle  support  is  equal  to  zero, 

/W'       5  wl* 


vj  +  l)b" 


and  hence 


6  EI      2^  EI 


Bo  =  jtcf, 


0, 


(19) 


as  before.    The  rest  of  the  solution  would  be  the  same  as  that  for  Case  (a). 

The  latter  method  of  solving  the  problem  can  evidently  be  applied  when 
the  middle  support  is  above  or  below  the  level  of  the  other  two,  by  placing  (19) 
equal  to  the  difference  in  level  of  the  supports,  observing  that  the  difference  in 
level  must  be  positive  when  the  middle  support  is  higher  than  the  other  two  and 
negative  when  lower. 

(c)  Bearn  fixed  at  one  end  and  supported  at  the  other y  eubjecied  to  a  uniformly 
distributed  and  a  concentrated  load  (Fig.  137).  —  A  numerical  solution  of  this 
case  will  be  given,  assuming  that  w  »  1000  lbs.  per  ft.  and  that  the  supports 
are  on  the  same  level. 


>.iiTTlflllllllllllllll]II^ 


pr 


Fig.  137. 


Treat  the  beam  as  a  cantilever  and  apply  the  condition  that  the  total 
deflection  at  the  right  support,  due  to  (1)  the  loads  on  the  beam  and  (2)  the 
supporting  force  Rtf  is  equal  to  zero.  Then,  by  substituting  in  formulas  (12). 
(17)  and  (7)  (Art.  98)  and  adding  the  deflections,  we  obtain 


8000  X  36  (12  +  12)      10,000  X  1000  ,  ft  X  1000 

r 


QEI  SEI 

.-.  Rt  =  7206  lbs. 


^EI 


0. 


Observing  that,  according  to  the  usual  83r8tem  of  signs,  the  shearing  force 
at  the  left  of  the  support  ft  is  negative,  and  letting  Si  ~  the  shearing  force 
at  the  right  of  the  fixed  support. 

Si  -  8000  -  10,000  =  -  7206 

and  hence 

&  «  10,794  lbs. 
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Following  again  the  usual  system  of  signs,  the  bending  moment  at  the  fixed 
support  will  be  equal  to 

Mi  =  7206  X  10  -  8000  X  6  -  10,000  X  5  -  -  25,940  ft.  Dbe. 

The  general  equations,  for  values  of  x  from  0  to  6,  will  be 

S  =  10,794  -  1000a;, (1) 

Af  =- 25,940  +  10,794  X  -  600  a*,   '* (2) 

^/i=  -  25,940  a; +  5397  x«-^^ (3) 

and 

E/»«  -12,970 a^  + 1799 a;»-i^..    ....    (4) 

The  shearing  force  is  evidently  zero  under  the  concentrated  load  and  hence 
the  greatest  positive  bending  moment  will  be  equal  to 

M'  =  -  26,940  +  10,794  X  6  -  600  X  36  =  20,820  ft.  lbs. 

Placing  (3)  equal  to  zero  and  solving  for  x,  we  obtain 

a:  =  5.9  ft., 

and,  substituting  in  (4),  the  value  of  EIv  at  the  point  of  greatest  deflection 

becomes  equal  to 

EIvq  =  -  132,000, 

from  which  the  value  of  vo  for  any  given  values  of  E  and  /  may  be  determined. 
Placing  (2)  equal  to  zero,  the  value  of  x  for  the  point  of  inflexion  is  found 

to  be  • 

X  =  2.8  ft. 

To  obtain  the  greatest  slope  it  would  be  necessary  to  deduce  the  general 
equations  for  values  of  x  from  6  to  10,  the  greatest  value  of  the  slope  being 
evidently  obtained  when  x  =  10.  If  the  solution  of  (3)  had  given  a  value  of 
X  >  6  it  would  also  have  been  necessary  to  use  these  equations  to  determine 
the  greatest  deflection. 

Reference  should  be  made  to  the  note  (Art.  99)  in  regard  to  the  units  for 
the  values  of  E,  I  and  Vo  in  the  preceding  equations. 

103.  Deflection  of  Beams  of  Non-Uniform  Cross '  Section. 
Beams  of  Uniform  Strength.  —  If  the  principles  of  the  theory  of 
bending  are  assumed  to  apply  to  beams  in  which  the  cross  sections 
vary,  the  equations  of  the  elastic  curve  may  be  obtained  by  inte- 
grating the  differential  equation  (Art.  96),  provided  the  value  of 

M 

-J-  can  be  expressed  in  integrable  terms  of  x. 

The  following  are  given  as  illustrations  of  the  application  of  the 
theory  in  the  case  of  beams  of  uniform  strength  and  of  rectangular 
cross  section  (Art.  85),  the  same  limitations  being  imposed  as  in  the 
article  referred  to.  The  formulas  obtained  can  be  used  to  give 
approximate  results  only,  inasmuch  as  for  nearly  all  systems  of 
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loading  it  is  impossible  to  construct  a  beam  of  exact  miiform 
strength  throughout  its  entire  length. 

(a)  Cantilever  beam  of  uniform  depth  mbjected  to  a  concentrated  had  at  the 
free  end,  —  Let  W  =  the  load,  I  »  the  length  of  the  beam,  h  «  the  moment  of 
inertia  and  Mo  »  the  bending  moment  at  the  cross  section  at  the  fixed  end. 
Fig.  (120)  may  be  taken  to  illustrate  the  beam  and  its  bending  moment 
diagram. 

For  a  beam  of  miiform  strength 

/  =  -y  =  a  constant. 

Hence  in  this  case,  since  c  «  a  constant,  the  value  at  any  cross  section  of  the 

quantity 

luf      n/r^      —ivi 

a  constant (1) 


M^Mo      -Wl 

I       h^     h 


and,  therefore,  the  equation  of  the  elastic  curve  may  be  written 

^     Jf      -Wl 

d3^^  EI^   Eh ^' 

Integrating 

'--s <» 

and 

^"-2Wo' (^> 

both  constants  being  equal  to  zero. 

The  greatest  slope  and  the  greatest  deflection  will  occur  when  x  »  Z  and 
hence 

^^--ETo (^> 

and 

"^-'YeTo (^> 

(b)   Cantilever  beam  of  uniform  breadth,  subjected  to  a  concentrated  load  at  the 
free  end  (Fig.  120).  —  Following  the  notation  adopted  in  the  preceding  case, 

we  shall  have 

Mc  __  MqCq  , 

and,  if  we  let  b  »  the  breadth  of  the  beam  and  ho  =  the  depth  of  the  cross 
section  at  the  fixed  end  and  h  =  the  depth  at  any  section  at  a  distance  x  from 
the  fixed  end,  this  equation  will  reduce  to 

-6W(i-x)  _  -ewi 

bh^  bho* 

Solving  for  the  value  of  the  depth  h  at  any  point,  we  obtain 


=  .oV/^ 


h    '  •"    ^ 


and  hence  at  any  cross  section  the  value  of 

M  ^  12M  ^  _  12W{1-  x)  fi  ^  _       Wfl  ■ 

I      _bh'    "        bhoHl-x)^  /o(f-a;)*'     •    •    •    ^J 
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Substituting  in  the  differential  equation, 


and  integrating 


s<'-«''-^ <») 


2  Wt^ 
.where  the  constant  of  integration  is  equal  to btt-- 

Integrating  again 

the  constant  of  integration  being  equal  to  ^„j  • 

Substituting  x  ^  I  in  (9)  and  (10)  and  reducing,  the  equations  for  the 
greatest  slope  and  deflection  become 


and 


*-      3£i; (12) 


(c)  Beam  of  uniform  depth,  supported  at  the  ends  and  aubjeded  to  a  single 
load  concentrated  aJt  the  middle  of  the  span  (Fig.  123).  —  Let  W  =  the  load  and 
I  s  the  length  of  the  span.  The  half  of  the  beam  on  either  side  of  the  center 
will  evidently  be  loaded  under  the  same  conditions  as  the  cantilever  beam  in 
Case  (a)  and  hence  the  width  of  the  cross  section  will  vary  uniformly  from  zero 
at  the  support  to  a  maximum  at  the  center  of  the  beam. 

The  following  equations  for  the  greatest  slope  and  deflection  can,  therefore, 

^      W  I 

be  obtained  by  substituting  -^  for  W  and  ^  for  Z  in  equations  (5)  and  (6),  and 

making  proper  allowance  for  the  signs,  whence 


and 


''--mi <"> 


Wl* 


where  7o  evidently  represents  the  moment  of  inerCia  of  the  cross  section  at  the 
middle  of  the  beam. 

(d)  Beam  of  uniform  hreadlh,  supported  at  the  ends  and  suibjecied  to  a  single 
load  concentrated  at  the  middle  of  the  span  (Fig.  123).  —  The  two  halves  of  the 
beam  will  be  of  the  same  form  as  the  cantilever  beam  Case  (b)  and  the  equa- 
tions for  the  greatest  slope  and  deflection  can  be  obtained  from  (11)  and  (12) 

W  I  ' 

by  substituting  -^  for  W  and  ^  for  2  in  the  same  manner  as  in  the  preceding 
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Henoe 


To 

and 

Wl* 

Od  =  - 


^--4^c <1« 


24  ^V 
where  Jo  "  the  moment  of  inertia  of  the  middle  croaB  section  as  before. 

With  a  few  exceptions  the  formulas  for  slope  and  deflections  for 
rectangular  beams  of  uniform  strength  can  be  determined  for  all 
sunple  systems  of  loading  by  the  methods  indicated  in  the  pre- 
ceding cases. 

IM.  Greatest  Deflection  in  Terms  of  the  Greatest  Bending 
Moment  or  the  Greatest  Fiber  Stress.  —  The  formula  for  the 
greatest  deflection  of  a  beam,  subjected  to  any  S3rstem  of  loading, 
can  always  be  expressed  in  terms  of  the  greatest  bending  moment 
by  substituting  for  the  load  W  in  the  formula  its  value  in  terms  of 
Mo.  Likewise  by  expressing  W  in  terms  of  the  greatest  outside 
fiber  stress,  determined  from  the  formula 

-     Moc 

the  formula  for  the  greatest  deflection  can  be  expressed  in  terms 
of/. 

For  an  illustration  take  the  case  of  a  simple  beam,  of  length  l^ 
subjected  to  a  uniformly  distributed  load  W  (Fig.  124).  The 
greatest  bending  moment  in  this  case  is  equal  to 

Mo--g-. 


and  hence 

W  = 


8Mo 
I 


and  the  load,  expressed  in  terms  of  the  greatest  fiber  stress,  is 
equal  to 

8/7 


Tr  = 


Ic 


Substituting  these  values  in  the  formula  for  the  greatest  deflection 
and  disregarding  signs  we  have 

_  bWl*  _5MoP_  bp 
^     2SAEI      ^EI     4SEc ^^ 

When  the  cross  section  is  symmetrical  with  respect  to  the 
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neutral  axis,  if  we  let  h  =  the  depth  of  the  beam,  equation  (1) 
may  be  written 

«^  =  lm (2) 

As  another  illustration  we  may  take  the  case  of  the  simple  beam 
symmetrically  loaded  with  two  concentrated  loads  W  (Kg.  126). 
In  this  case  Mq  =  Wa  and  hence  each  load 

^  "  a  ' 

and  each  load,  expressed  in  terms  of  the  greatest  fiber  stress,  will 
be  equal  to 

ac 

Substituting  the  value  in  the  formula  for  the  greatest  deflection, 
disregarding  signs  and  reducing,  we  have 

•^  =  ^(3P-4a«)  =  2^^(3P-4a*);    .    .    (3) 

and  for  a  cross  section  of  depth  h,  symmetrical  with  respect  to  the 
neutral  axis, 

"•'i^i^^^-*-*) (*> 

Similar  expressions  can  easily  be  obtained  for  all  of  the  simple 
systems  of  loading. 

105.  Allowable  Deflection  of  Floor  Beams.  —  To  provide 
against  too  great  a  deflection  of  the  beams  supporting  a  floor, 
when  subjected  to  the  full  load  that  may  be  put  upon  them,  it  is 
customary  to  limit  the  greatest  allowable  deflection  to  some  small 
fractional  part  of  the  span,  such  as 

^^'^"'iOO'     *^"'360'    or    vo  =  ld,    .    .    .     (1) 

where  k  =  any  small  fractional  part  of  the  span. 

In  any  particular  case  the  size  of  the  beam  required  to  satisfy 
this  condition  may  be  found  by  solving  the  formula  for  the  greatest 
deflection  for  the  value  of  7.  For  example,  if  we  limit  to  kl  the 
greatest  deflection  of  a  beam  supported  at  the  eiids  and  subjected 
to  a  uniformly  distributed  load  W  (Fig.  124),  by  substituting  this 
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value  for  v^  in  equation  (31)  (Art.  98)  we  shall  obtain 

'^^~  384^7 
and  solving  for  7, 

7  =  ^^  (2) 

^      384£fc ^^^ 

Having  the  value  of  7,  the  size  of  the  beam  of  any  cross  section 
and  material,  required  to  satisfy  the  condition,  may  be  readily 
found  from  a  table  of  moments  of  inertia. 

If  the  size  of  the  beam,  determined  in  this  manner,  is  compared 
with  that  obtained  from  the  formula 

I  _M,__^Wl  .^. 

c"T~8/'     •    • ^^^ 

we  shall  find  that,  when  the  length  of  the  span  is  greater  than  & 
certain  definite  amount,  the  siise  of  the  beam  determined  from 
equation  (2)  will  be  greater  than  that  obtained  from  (3)  and  vice 
versa  when  the  length  of  the  span  is  less  than  the  amount. 

The  length  of  span,  for  which  both  conditions  will  be  satisfied 
simultaneously,  can  be  obtained  by  combining  (2)  and  (3)  and 
solving  for  i,  which  will  give 

I      ^8  Eke  ... 

^=-5r ^^^ 

When  the  cross  section  is  symmetrical  with  respect  to  the 
neutral  axis,  the  value  obtained  by  substituting  vo  =  kl  in  formula 
(2)  (Art.  104)  for  the  deflection  in  terms  of  the  greatest  fiber 
stress,  of  the  beam  supported  at  the  ends  and  subjected  to  a 
uniformly  distributed  load,  is, 

and  solving  for  A, 

'^  =  24£fc (5) 

A  similar  expression  for  the  value  of  c  when  the  cross  section 
is  not  synunetrical  with  respect  to  the  neutral  axis  may  be  ob- 
tained by  substituting  vo  =  kl^  in  equation  (1)  (Art.  104) : 

^  =  48ifc (6) 

Similar  expressions  for  determining  the  depth  of  the  beam  in 
terms  of  the  greatest  fiber  stress  and  the  constant  k  for  the 
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other  systems  of  loading  discussed  in  the  preceding  articles  may 
readily  be  obtained. 

It  is  evident  from  the  preceding  that  it  is  always  possible  to 
design  the  cross  section  of  a  beam,  of  any  material  subjected  to 
any  given  system  of  loading,  in  such  a  manner  that  the  greatest 
deflection  and  the  greatest  fiber  stress  shall  have  any  predeter- 
mined values. 

It  is  not  always  practicable  to  do  this,  but  the  determination  of 
the  value  of  h  is  frequently  an  aid  in  making  the  choice  of  the  cross 
section  for  a  given  case.  When,  for  example,  the  depth  of  the 
cross  section  of  a  beam  supported  at  the  ends  and  loaded  uniformly 
is  equal  to  the  value  given  by  equation  (5),  the  required  moment 
of  inertia  of  the  section  may  be  determined,  either  from  the  formula 
for  the  section  modulus  in  terms  of  the  greatest  fiber  stress,  or  from 
the  formula  for  the  moment  of  inertia  in  terms  of  the  greatest 
deflection.  If,  however,  the  depth  h  is  less  than  tte  value  given 
by  (5),  the  required  value  of  /  must  be  determined  from  the  de- 
flection formula  and,  if  A  is  greater  than  the  value  given  by  (5),  the 
value  of  /  must  be  determined  from  the  fiber  stress  formula. 

106.  Stunmary  —  Formulas  for  Bending  Moments  and  De- 
flections. —  The  table  on  page  (224)  comprises  a  summary  of  the 
formulas,  for  the  more  conmion  cases  discussed  in  Articles  (74), 
(97),  (98),  (101)  and  (105),  the  values  given  for  each  case  being 
the  following: 

(1)  The  greatest  bending  moment  Mo  in  terms  of  W, 

(2)  The  greatest  deflection  voi  (a)  in  terms  of  W;  (b)  in  terms 
of  the  greatest  bending  moment  Mo;  (c)  in  terms  of  the  greatest 
fiber  stress  /  and  the  depth  A  of  a  symmetrical  cross  section. 

(3)  The  depth  A  of  a  cross  section,  symmetrical  with  respect  to 
the  neutral  axis,  required  to  satisfy  the  two  conditions:  (a)  the 
greatest  deflection  shall  equal  kl  and  (b)  the  greatest  fiber  stress 
shall  equal  /. 

The  numbers  in  the  second  column  refer  to  the  figures  showing 
sketches  of  the  loading  and  bending  moment  diagrams  for  each 
case.    The  algebraic  signs  are  omitted. 
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107.  Slope  and  Deflection  from  the  Bending  Moment  Dia- 
gram. —  If  we  refer  to  the  general  equation  for  the  slope  of  the 
elastic  curve  (Art.  96)  for  any  beam  of  uniform  section,  it  will  be 
evident  that  the  difference  between  the  product  Elii  for  any  point 
on  the  curve,  distant  Xi  from  the  origin,  and  the  product  Elio,  of 
EI  and  the  slope  lo  of  .the  curve  at  the  origin,  will  be  represented 
by  the  area  of  the  portion  of  the  bending  moment  diagram  be- 
tween the  origin  and  the  ordinate  at  the  point  xi. 

As  an  illustration  let  the  curve  OnX  (Fig.  138)  represent  the 


-Oh 


-flBj ^ 


elastic  curve  of  a  beam,  referred  to  the  axes  OX  and  OF,  and  let 
OBX  represent  the  bending  moment  diagram  for  the  same  beam. 
If  we  let  fi  =  the  slope  at  any  point,  distant  Xi  from  0,  the  general 
equation  may  be  written,  using  limits  of  integration, 

and  hence  the  value  of  the  difference  of  the  products  Elii  and 
Elio  is  represented  by  the  area  OAB,  under  the  bending  moment 
curve  between  the  origin  0  and  the  ordinate  AB,  at  the  distance  xi 
from  0, 

This  furnishes  another  method  of  finding  the  value  of  ii  when 
the  constant  to  can  be  found.  If  we  let  Xj  =  the  coordinate  of  the 
point  on  the  curve  at  which  the  slope  is  zero,  it  is  evident  that  for 
this  point  equation  (1)  reduces  to 


Jr»x-x, 
*-0 


Mdx=  -  Elio, 


(2) 


and  therefore,  when  the  value  of  Xt  is  known,  by  inspection  or 
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otherwise,  the  value  of  Elia  will  be  represented  by  the  area  OCD, 
between  the  origin  and  the  ordinate  CD,  at  the  distance  x^  from  0. 
The  general  equation  for  the  deflection  at  any  point  in  the 
elastic  curve  may  evidently  be  written 


EI  Cdv^EI  Cidx.^ 


Substituting  for  Eli  in  this  equation  its  general  value  of  Elii, 
determined  from  equation  (1),  and  introducing  limits  we  have 

X»=»l  /*«— Xi  /»X»Xi     /»X"X 

dv  =  EIiol       dx+ I         I      Mdxdx,    .    (3) 
-0  «/x-0  JxwmO      «/x-0 

which  for  any  case  reduces  to 

EIvi  =  B/ioXi  +  f'"'  ['"m  dxdx^  Eliozi  +  Y,  .     (4) 

t/x=0     t/x=0 

where  vi  =  the  deflection  at  any  point,  distant  Xi  from  0,  and 

'xs»X 

M  dxdx 


xbQ    «/X' 


>0 

is  evidently  equal  to  the  moment  of  the  area  OAB  about  the 
ordinate  ABatB,  distance  xi  from  0. 

When  the  beam  is  a  cantilever,  if  the  origin  is  taken  at  the  fixed 
end,  io  =  0  and  (4)  reduces  to 

EIvi=^Y;.. (5) 

and  the  greatest  deflection  will  occur  at  the  free  end,  where  Y=  the 
moment  of  the  entire  area  of  the  bending  moment  diagram  about 
the  ordinate  through  the  free  end. 

If  the  beam  is  a  simple  beam,  or  a  beam  fixed  at  the  ends,  the 
j^reatest  deflection  will  occur  when  x  =  X2  and  in  this  case  the 
greatest  deflection  can  be  found  from  the  equation 

EIvo  =  EIi6X2  +  r(x,-x,), (6) 

the  subscript  of  Y  denoting  the  limit  of  integration.  If  we  let 
Xe  =  the  distance  of  the  ordinate  through  the  center  of  gravity 
of  the  area  OCD  (Fig.  138)  from  the  origin,  it  is  evident  that 
equation  (6)  may  be  written 

EIvo  =  -  (area  OCD)  x^  +  (area  OCD)  (xt  -Xc) 

=  - (area  OCD)  Xc; (7) 

that  is,  the  greatest  deflection  is  represented  by  the  moment  about 
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the  axis  OF  of  the  a^e^.  under  the  bending  moment  curve,  between 
the  origin  and  the  ordinate  at  the  point  of  greatest  deflection. 

When  the  loading  is  symmetrical  3J|  =  5  ^^^  ^*  ^^  evidently 

unnecessary  to  find  the  value  of  EIUi  ^  order  to  determine  the 
value  of  EIvq. 

When  the  loading  is  unsymmetrical  the  value  of  EIU  may  be 
found  by  putting  (4)  equal  to  zero  when  Xi  =  i,  whence 

i;/ro  =  ^^; (8) 

that  is,  Elio  is  equal  to  the  moment  of  the  area  under  the  entire 
bending  moment  diagram,  about  the  ordinate  through  the  right 
hand  support,  divided  by  the  length  of  the  span.  Having  the 
value  of  ElUi  the  values  of  EIi\  and  EIvi  for  any  point  can  be 
found  from  (1)  and  (4).  The  value  a^,  for  the  point  of  greatest 
deflection,  may  be  obtained  from  the  plot  of  equation  (2)  and  the 
value  of  EIvq  from  (6). 

In  the  application  of  the  foregoing  method,  due  allowance  must 
be  made  for  the  scale  of  the  diagram  and  for  the  signs,  the  area 
of  a  diagram  "representing  positive  bending  moments  being  con- 
sidered positive  and  the  area  representing  negative  bending 
moments,  negative. 

As  simple  illustrations  of  the  application  of  this  method  we  may 
take  the  following: 

(a)  The  cantilever  beam  with  a  concentrated  load  at  the  free  end,  given  in  Case 
(a)  (Art.  98).  —  Following  the  notation  used  in  that  case,  the  area  of  the  bend- 
ing moment  diagram  will  be  equal  to 

_TFZX|=  -^ (9) 

Since  Elio  =  0  in  this  case,  it  is  evident  from  (1)  that  the  above  quantity  is 
equal  to  the  value  of  Elii  at  the  free  end. 

The  distance  of  the  center  of  gravity  of  the  area  from  the  free  end  will  be 

equal  to  -^   and  Jience 

Wl* 


3    ' 
and,  from  (5),  the  value  of  the  greatest  deflection 

''^-ZEl (^^^ 

(b)   Simple  beam  aitbjected  to  a  uniformly  distributed  load,  given  in  Case  (e) 
(Art.  98).  —  The  greatest  deflection  is  at  the  center  of  the  span  and  the  bending 
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moment  curve  is  a  parabola.    The  area  of  the  half  segment  under  the  curve 
between  the  origin  and  the  middle  ordinate  will  be  equal  to 


and  hence,  from  (2), 


2      TF7      Z      TFP 

3^X^2''"24' ^^^^ 

''-''WEI (^2) 


The  distance  of  the  center  of  gravity  of  the  half  segment  from  the  origin 


and  hence,  from  (7), 


r    5      5Z. 
^*  "^  2      8  "^  16' 


»o  ^7^24^16'"      384JS;i ^^"^^ 

(c)  Beam  fixed  at  the  ends  with  a  concentrated  load  at  the  middle  of  the  span 
(Case  a.  Art.  101).  —  In  this  case  to  =  0  and  equation  (6)  reduces  to 

EIvt=  Y ,       , (14) 

Taking  account  of  signs, 

^ /,,,i\  "    8       8^12        8^8^12  192' 

and  hence 

•^""192^ (^^> 

For  any  symmetrically  loaded  beam,  fixed  at  the  ends,  it  follows  from  (1) 
and  (2)  that  the  total  area  of  the  bending  moment  diagram,  taking  account  of 
signSj  is  equal  to  zero;  and  the  bending  moment  diagram  difTers  from  that  for 
a  simple  beam  subjected  to  the  same  load  by  the  coastant  ordinate  M\  =  the 
bending  moment  at  either  fixed  end,  as  illustrated  in  Case^  a,  h  and  c  (Art.  101). 

Therefore,  the  bending  moment  at  the  siippor.t  of  any  symmetrically  loaded 
beam f  fixed  at  the  ends^  is  equal  to  the  average  value  of  the  bending  momenta  through- 
out  the  span  of  a  simple  beam  subjected  to  the  same  load. 

The  foregoing  method  is  of  the  most  value  in  computing  deflec- 
tions in  cases  in  which  the  load  on  a  beam  is  irregularly  distrib- 
uted in  such  a  manner  that  the  value  of  M  cannot  be  expressed 
as  an  integrable  function  of  x.  In  such  cases  a  load  diagram  can 
be  constructed,  from  which  a  bending  moment  diagram  can  be 
derived  by  graphical  integration,  as  indicated  in  Art.  (72).  Then, 
by  dividing  the  bending  moment  diagram  into  narrow  strips,  of 
width  Ax,  the  areas  and  moments  of  areas  required  to  determine 
the  values  of  jB/io  and  EIvq  can  be  easily  obtained. 

The  following  illustrations  of  the  application  of  this  method 
in  two  simple  cases  are  given. 
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(d)  CatUikoerimmi^  varying  crosiaeelUrn  with  a  ocnuxjUriUtd  load  ail}^  free 
end.  —  The  beam  (Fig.  13Sa}  is  of  rectangular  eection,  of  uniform  width  and 
uniformly  varying  depth,  and  is  8ul)jected  to  a  concentrated  load  of  2000  Iba. 
at  tbe  free  end.  Aaauming  that  the  material  is  homogeneous  and  neglecting 
the  weight  of  the  beam,  the  form  of  the  elastic  curve  and  the  deflection  at  any 
point  can  be  found  as  foUowa: 

Assuming  the  origin  at  0,  divide  the  span  into  small  sections  of  length 
Af  and  draw  the  bending  moment  diagram  AB.  Since  the  value  tA  I  ia 
variable,  tbe  slope  equation  (1)  can  be  expressed  in  the  approxunalB  form 


£i  =  2  ^  ai  + 


06) 


and  the  deflection  equation  (4)  can  be  written  in  the  appronmate  fonn 

Ev  =  ZEiAe  +  Ci-  s[:S -T  ^~\Ai  +  eT&x  +  ci.    .    .    (17) 


In  this  case  the  values  of  both  c  and  ci  are  evidently  lero.    The  increments 
of  £i  in  (16)  can  be  found  by  multiplying  the  mean  value  of  -j  for  each 

increment  of  length  by  &x;  and,  by  adding  successively,  the  values  of  Ei  for 
the  successive  values  of  x  can  be  obtained.  Plotting  these  values,  we  have 
the  curve  OC,  the  ordinatea  being  negative  since"  M  is  negative.  The  incre- 
ments of  £»  in  (17)  can  be  found  by  multiplying  the  mean  value  of  Ei  for 
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each  incremeDt  of  length  by  Az;  and,  by  adding  successively,  the  values  of 
El)  for  the  successive  values  of  z  can  be  obtained.  Plotting  these  values 
we  have  the  curve  OD.  The  results  of  the  computation  are  shown  in  the 
following  table. 


I™™t. 

U  (in.  Ibi.) 

I  (in..)'. 

7^- 

Ei. 

EiOx. 

B.. 

1 

-44000 

8.93 

-19700 

-19700 

-39000 

-39000 

2 

-36000 

6.40 

-22500 

-4220( 

-124000 

.  -163000 

3 

-28000 

-26500 

-6770C 

-220000 

-383000 

4 

-20000 

2:86 

-28000 

-9570( 

-327000 

-710000 

5 

-12000 

1,73 

-27700 

-12340C 

-438000 

-1148000 

6 

-4000 

0.95 

-16900 

-140300 

-527000 

-1675000 

Assuming  tha%E  =  28,000,000  lbs.  per  sq.  i: 
greatest  slope  and  deflection, 
_HO,300 
28,000,000 


^-  -o«-nnnnnn=  -0-'«50rad8.,    ^  = 


ae  have,  (or  the  values  of  the 


The  ordinatea  of  the  true  elastic  curve  may  evidently  be  obtained  by 
dividing  the  ordinatee  of  the  curve  OD  by  the  value  of  E. 


Fia.  138b. 

(e)  Beam  (^  uniform  crost  ucHon  subjected  to  a  varying  load.  —  Let  the 
broken  line  a5cd  represent  the  variation  in  the  load  intennty  10  and  A  and  Bt 
equal  the  supporting  forces  (Fig.  138b).' 
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Writing  equation  (4)  (Art.  72)  in  the  form  of  an  approximate  integral,  we 
have,  for  values  of  x  from  0  to  12, 

5  =  -Bi  -  SwAx, (18) 

and,  for  values  of  x  from  12  to  16, 

5  =  «i  +  ft  -  ^wAx (19) 

Writing  (6)  (Art.  72)  in  the  form  of  the  approximate  integral,  we  have, 
for  values  of  x  frpm  0  to  12, 

M  =  XS^  =  S  (ft  -  Xw^)  Ax  =  ftaf  -  2  (Zw^)  Ax,  .     .     .  (20) 

and,  for  values  of  x  from  42  to  16, 

Jf  =  ftx  +  ft  (a:  -  12)  -  S  (2ti;Ax)  Ax (21) 

Since  /  is  constant,  equations  (1)  and  (4)  may  be  written 

EH  =  2J»f Ax  +  c, (22) 

EIv  =  2  (SAfAx)  Ax  +  ex  +  Ci (23) 

Dividing  the  length  into  equal  increments.  Ax  =  2  ft.,  and  tabulating 
results  as  in  Case  (d),  we  find  the  products  of  the  load  intensity  w  and  the 
increments  Ax,  given  in  the  third  column  of  the  table,  ajid  the  successive  values 
of  2u7Ax,  given  in  the  fourth  column.  Plotting  the  values  of  St&Ax  on  the  axis 
OX  as  a  base,  we  obtain  the  broken  line  OS.  ,  By  adding  successively  the 
values  of  (StrAx  Ax,  represented  by  the  increments  of  the  area  under  the  line 
OSf  we  obtain  the  values  of  the  summation  2  (Zti;Ax)Ax,  given  in  the  sixth  col- 
umn of  the  table.  Plotting  these  values  as  ordinates  on  the  base  OX  will  give 
the  curve  OM. 

To  obtain  the  supporting  forces,  apply  the  conditions  that  when  x  =  16, 
the  values  of  S  and  3f ,  given  by  (19)  and  (21),  are  equal  to  zero;  then,  by  sub- 
stituting in  (19)  and  (21)  the  values  of  ZwAx  and  2  (2u;Ax)  Ax,  when  x  =  16^ 

we  have 

ft  -h  ft  -  14,800  =  0 
and 

16ft  +  4/2,  -  116,400  =0; 

and,  by  solving  simultaneously, 

ft  =  4770  lbs.,        ft  =  10,030  lbs. 

If  horizontal  linea  AB  and  QS  are  drawn  at  distances  representing  ft  and 
(ft  H-  ft),  respectively,  from  OX,  the  vertical  intercepts  between  these  lines 
and  the  line  OS  will  evidently  represent  values  of  S. 

The  sections  of  zero  shear  will  be  located  at  the  ordinates  through  8  and  Q, 
the  values  of  x  for  these  points  being 

X  =  5.23  ft.  and  x  =  12  ft. 

The  greatest  shearing  force,  located  at  the  section  to  the  left  of  the  sup- 
port ft,  w^ill  be  equal  to 

So  -  -6030  lbs. 

When  X  =  12,  ftx  ^  57,200  and,  if  this  value  is  laid  off  as  an  ordinate 
GN,  at  X  =  12,  and  the  straight  lines  ON  and  NM  are  drawn,  the  ordinates  of 
ON  will  evidently  represent  values  of  ftx,  for  values  of  x  from  0  to  12,  and  the 
ordinates  of  NMy  values  of  [ftx  +  ft  (x  —  12)],  for  values  of  x  from  12  to  16. 
Hence  values  of  M  will  be  represented  by  the  vertical  intercepts  between 
the  broken  line  ONM  and  the  curve  OM, 
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The  greatest  bending  moment  will  evidently  be  located  under  the  point  s 
on  the  shearing  force  diagram  and  will  be  equal  to 

Ifo  =  15,900  ft.  lbs. 

The  ordinate  through  the  point  n  on  the  bending  moment  diagram  will 
locate  the  point  of  inflexion  m,  for  which 

X  =  10.3  ft. 

The  increments  Af  Ax,  required  in  equation  (22),  will  be  represented  by  the 
increments  of  the  area  between  the  line  ONM  and  the  curve  OM,  By  adding 
these  increments  successively,  the  values  of  23f  Ax,  given  in  the  eighth  col- 
umn of  the  table,  are  obtained  and,  plotting  these  values  as  ordinates  on  the 
base  OX,  will  give  the  curve  OC. 


Incre- 
ment. 

IT  lbs. 
per  ft. 

wAz. 

ZwAz. 

(Zti'A2)Ax. 

Z(£ioAz) 
Az. 

JfAi. 

ZAfAx. 

(23fA2)Ax 

Z(2AfAi) 
Az. 

1 

400 

800 

800 

800 

800 

9.200 

9.200 

8,000 

8.000 

2 

1000 

2000 

2.800 

3.600 

4.400 

24.400 

33.600 

40.000 

48.000 

8 

1000 

3200 

0.000 

8.800 

13.200 

31,600 

66.200 

99.000 

147.000 

4 

1200 

2400 

8.400 

14.400 

27.600 

27.200 

92.400 

150.000 

306.000 

6 

800 

1600 

10.000 

18.400 

46.000 

13,000 

105.400 

201.000 

507.000 

6 

400 

800 

10,800 

20.800 

66.800 

-7,600 

97.800 

206.000 

713,000 

7 

000 

1200 

12,000 

22«800 

89.600 

-11.800 

86,000 

184.000 

897.000 

8 

1400 

2800 

14.800 

26,800 

116.400 

-1.400 

84.600 

170.000 

1,067,000 

By  adding  successively  the  increments  (2AfAx)Ax,  of  the  area  under  the  curve 
OCf  the  values  of  the  ordinates  2  (2Af  Ax)  Ax  of  the  curve  OD,  given  in  the  tenth 
column,  are  obtained.  To  avoid  confusion,  the  ciu^e  OD  is  plotted  with  the 
ordinates  measured  from  the  base  line  0\Xi,  Observing  that  t;  =  0,  when 
X  —  0  and  also  when  x  ==  12,  and  substituting  the  values  of  2  (23f  Ax)  Ax  for 
these  values  of  x  in  equation  (23),  we  obtain 

ci  =  0,        713,000  +  12  c  =  0,    and    c  =  -59,400. 

If  a  horizontal  line  HK  is  drawn  at  a  distance  representing  c  from  0-X", 
the  vertical  intercepts  between  this  line  and  the  curve  OC  will  evidently  rep- 
resent values  of  Eli.  It  is  evident  that  the  greatest  slope  occurs  at  the  left- 
hand  support,  where 

EIU  =  c  =  -59,400. 

The  slope  is  zero,  evidently,  at  the  foot  of  the  ordinate  through  k. 

If  a  straight  line  0\u  is  drawn  through  the  origin  and  the  point  of  intersec- 
tion e,  of  the  curve  0\D  with  the  ordinate  through  the  right-hand  support,  the 
ordinates  of  Oiu  will  represent  values  of  ex  in  equation  (23);  and  hence  the 
vertical  intercepts  between  the  straight  line  0\u  and  the  curve  0\D  will  repre- 
sent values  of  EIv.  The  greatest  value  of  EIv  is  evidently  represented  by  the 
intercept  on  the  ordinate  passing  through  the  point  A;,  which  is  equal  to 

EIvq  =  210,000, 

the  value  of  x  for  the  point  k  being  equal  to 

X  =  5.6  ft. 

In  constructing  the  diagrams  the  scales  for  the  ordinates  should  be  so  chosen 
that  the  increments  of  the  areas  under  the  different  curves  can  be  determined 
with  sufficient  accuracy  to  give  results  with  the  precision  required. 
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108.  Deflection  of  a  Simple  Beam  under  Two  Concentrated 
Loads.  —  It  has  been  shown  (Art.  100)  that  the  deflation  at  any 
point  in  a  beam,  subjected  to  a  system  of  transverse  loads,  is  equal 
to  the  sum  of  the  deflections  at  the  point,  which  would  be  produced 
by  each  load  acting  separately.  The  application  of  this  principle 
in  the  case  of  a  simple  beam  subjected  to  two  concentrated  loads 
(Fig.  139),  applied  at  any  two  points  in  the  span,  will  lead  to  the 
following  relation  between  the  components  of  the  deflections  due 
to  the  loads. 


w, 


< — ^x — > 


< h=-M 


Fig.  139. 


Let  Wi  and  Wt  equal  the  magnitudes  of  the  loads  applied  at  the 
points  A  and  B,  at  distances  bi  and  bt  from  the  supports  at  Oi  and 
Oi,  respectively.  The  deflection  Va  at  the  point  A,  due  to  the  load 
TF»  acting  alone,  coidd  be  found  by  taking  Oi  as  the  origin  and 
substituting  6i  for  x  and  62  for  6  in  equation  (41)  (Art.  98),  which 
would  give 

t^a=S7[V-(P-W)6il=??|^[6i«  +  62»-Pl.  .    (1) 


6  IE  I 


61EI 


Similarly,  the  deflection  Vb  at  the  point  B,  due  to  the  load  Wi 
acting  alone,  could  be  found  by  taking  O2  as  the  origin  and  sub- 
stituting bt  for  X  and  bi  for  b  which  would  give 


WA 


Wibih 


t^6  =  ^[W-(P-6i2)62]=^^j^[W  +  6i»-P]..    (2) 


Therefore, 


Va 
Vb 


(3) 


and,  when  Wi  =  Wt,  Va  =  Vb;  that  is,  when  equal  concentrated 
loads  are  applied  ai  any  two  points  A  and  B  in  a  simple  beaniy  the 
deflection  ai  Ay  due  to  the  had  ai  By  is  equal  to  the  deflection  ai  B, 
due  to  the  load  ai  A.    It  is  evident  from  Art.  (100)  that  the  relation 
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between  the  coipponents  of  the  deflection  due  to  two  concentrated 
loads  will  hold  true  when  loads  in  addition  to  the  two  are  applied 
at  the  same  or  at  other  points  in  the  beam. 

The  following  will  serve  as  an  illustration  of  the  application  of 
this  principle.  The  deflection  at  a  point  A  in  a  beam  due  to  a 
load  of  8000  lbs.  acting  at  another  point  B  is  found  by  calculation, 
or  by  measurement,  to  be  0.16".  If  an  additional  load  of  6000  lbs. 
is  applied  at  A  the  increase  in  the  deflection  under  the  load  at  B 
will  be  equal  to  0.12";  that  is,  the  increase  in  deflection  at  B  is  the 
same  as  would  be  the  increase  in  the  deflection  at  A  if  6000  lbs. 
were  added  to  the  load  of  8000  lbs.  at  B, 

109.  Resilience  due  to  Bending.  —  The  resilience  due  to  bend- 
ing is  the  potential  energy  due  to  the  strain  in  a  member  caused 
by  the  action  of  a  system  of  transverse  forces,  or  couples,  which 
produce  flexure.  If  the  material  is  perfectly  elastic,  the  resilience 
will  be  equal  to  the  work  done  during  the  distortion  of  the  beam 
by  a  gradual  applicaiion  of  the  system  of  forces. 

The  term  is  commonly  employed  to  designate  the  strain  energy 
due  to  longitudinal  extensions  only,  the  effect  of  small  strains  due 
to  shear  being  neglected,  as  has  been  done  in  the  derivation  of 
deflection  formulas  by  the  ordinary  theory  of  flexure. 

The  resilience  of  a  beam  of  elastic  material  subjected  to  a 
system  of  concentrated  loads  may,  therefore,  be  determined  by 
computing  the  half  sum  of  the  products  of  the  loads  and  deflec- 
tions at  the  points  of  application  of  the  loads,  the  deflection  at 
each  load  being  determined  from  the  usual  formulas. 

For  example,  in  the  case  of  a  beam  supported  at  the  ends  and 
loaded  at  the  center  with  a  single  concentrated  load  W  (Fig.  123), 
the  resilience  will  be 

Wvo__WV^  ... 

2    ""96^/' ^  ^ 

where  W  =  the  load  and  Vo  =  the  deflection  at  the  center  of  the 
beam. 

When  the  loads  are  distributed  the  resilience  may  be  repre- 
sented by  the  expression 


R 


=  -^jwvdx,  .......     (2) 


where  w  =  the  load  intensity  and  v  =  the  deflection  at  any  point, 
at  a  distance  x  from  the  origin.  * 
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For  the  general  case,  applying  to  any  system  of  concentrated 
or.  distributed  loads,  the  expression  for  resilience  may  be  deduced 
as  follows: 

Let  ONXK  (Fig.  140)  represent  the  elastic  curve  of  a  beam 
supported  at  two  points  and  loaded  with  a  given  system  of  loads. 
Let  AB  be  any  cross  section  at  a  distance  x  from  the  origin,  and 
GH  a  cross  section  at  a  distance  dx  from  AB.    After  bending 


I  I 


Fig.  140. 


occurs,  let  r  =  the  radius  of  curvature  of  NT,  the  portion  of  the 
elastic  curve  between  the  cro&s  sections  AB  and  GH,  and  M  = 
the  bending  moment  at  section  AB.  The  angle  between  AB  and 
GH  will  evidently  be  equal  to  di,  the  difference  in  the  slopes  at  N 
and  T.  If  the  forces  producing  the  flexure  are  graduaRy  applied, 
the  work  done  in  straining  the  portion  of  the  beam  between  the 
sections  AB  and  GH  will  be  equal  to 

M  ..      M  ds      M^ds      M^dx, 

and  hence  the  resilience  of  the  entire  beam  may  be  represented 
by  the  expression 

R  =j-^di=J  Yj^  (very  neal-ly).    ...     (3) 

The  following  illustrations  of  the  application  of  the  formula  in 
a  few  simple  cases  are  given. 

(a)  Cantilever  beamy  load  uniformly  distributed  (Fig.  122).  —  Let  W  -  wl 
equal  the  total  load.  In  this  case  the  bending  moment  at  any  section,  at  a 
distance  x  from  the  fbced  end,  is  equal  to 


w 


Af  -  f  (J  -  »)*. 


(4) 
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Substituting  in  (3)  we  have 


,  =  40£7  =  i07  "  6  "^^    (*^ 

where  Vo  =  the  greatest  deflection. 

(b)  Simple  beam,  load  uniformly  distributed  (Fig.  124).  —  Let  "FT  =  tcl 
equal  the  total  load.  The  bending  moment  at  any  section,  dbtant  x  from  the 
support,  is  equal  to 

Af=|yx-a?) (6) 

Substituting  in  (3)  we  have 

where  Vo  =  the  greatest  deflection. 

.  (c)  Beam  subjected  to  uniform  bending  (Fig.  118).  —  Let  Mo  »  the  bending 
moment. 
Then 


/2  = 


2^/ 


where  vo  =  the  deflection  at  the  middle  of  the  span.    The  resilience  in  this 

case  is  evidently  equal  to  the  product  of  -^ ,  and  the  difference  -^  ,  between 
the  angles  of  slope  at  the  ends  (Art.  97). 

The  same  method  may  be  employed  when  the  loads  are  con- 
centrated but  in  simple  cases  of  this  kind  the  resilience  can  be  more 
easily  determined  by  computing  the  sum  of  the  products  of  the 
half  loads  and  the  deflections  at  the  loads,  as  shown  in  the  follow- 
ing cases. 

(d)  Simple  beam,  single  concentrated  load  W  not  on  the  center  of  the  span 
(Fig.  125).  —  The  deflection  at  the  load  is  equal  to 

Wa*b^ 

'-JlEl'^ (^> 

and  hence  the  redlienoe 

(e)  Simple  beam  with  two  concentrated  loads  W  at  equal  distances  from  the 
ends  (Fig.  126).  —  The  deflection  at  either  load. is  equal  to 

t^  =  S*(3Z-4a); (11) 

and  hence  the  resilience 

Wv      WW 
«  =  2xf  =  J^(3I-4a) (12) 

Resilience  in  terms  of  the  greatest  fiber  stress,  —  The  resilience  may 
also  be  expressed  in  each  case  in  terms  of  the  greatest  fiber  stress 
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/  and  the  volume  V  of  the  beam.  For  example,  in  the  case  of  the 
simple  beam  with  a  concentrated  load  at  the  middle  of  the  span 
the  load  will  be  equal  to 

w't-'-f" («) 

and,  by  substituting  in  (1), 

"      96^/       6^c»       6E<^  ^ ^**^ 

When  the  cross  section  is  ^mmetrical  with  respect  to  the  neutral 

axis,  c  =  =and 

«=|W^ (15> 

If  the  section  is  rectangular,  p  =  -7=1  and 

«  =  iS-  ........  (16) 

Similar  expressions  for  the  resilience  in  terms  of  the  greatest 
fiber  stress  and  volume  can  be  determined  for  any  of  the  preceding 
cases.  The  following  is  a  summary  of  formulas  for  a  few  cases 
when  the  cross  sections  are  rectangular.  These  may  be  compared 
with  the  expression  for  resilience  under  uniform  tension  or  com- 
pression (Art.  15). 

(a)  Cantilever  beanif  load  untfomdy  distribuled: 

«=£ w 

(b)  Simple  beam  load  uniformly  distributed: 

«  =  ^ (18) 

(c)  Beam  subjected  to  uniform  bending: 

«=S »») 

(d)  Simple  beam  with  concentrated  load^  not  at  the  center  of  the  span: 

«  =  S <20) 

(e)  Simple  beam  toUh  two  concentrated  loads  at  equal  distances  from  the  ends: 

ft  =  11^(7-270, (21) 

where  Vi  »  the  volume  of  the  portion  of  the  beam  between  the  sections  under 
the  concentrated  loads. 


238 


APPLIED  MECHANICS 


110.  Deflection  Determined  from  Resilience  —  General  Equa- 
tion. —  If  the  resilience  of  a  beam  has  been  calculated  from  the 
bending  moments  by  equation  (3)  (Art.  109),  the  deflection  may 
be  determined  from  the  resilience.  When  the  beam  is  subjected 
to  a  single  concentrated  load  the  process  is  very  simple,  being  the 
reverse  of  the  method  of  determining  the  resilience  from  the  half 
sum  of  the  products  of  loads  and  deflections. 

As  an  illustration  take  the  case  of  the  rectangular  beam  with 
a  single  concentrated  load  not  at  the  center. 

From  equation  (16)  (Art.  109)  we  have 

Wv  ^  PV 
2       18  £• 
Hence 


pv 


(1) 


and,  using  the  usual  notation,  this  expression  reduces  to 

'Wcibhy    Al        Wa'V 
211  )  9WE      31EI'      '    ' 


-c 


(2) 


which  is  the  same  as  equation  (47)  (Art.  98). 

For  the  general  case  an  expression  for  the  deflection  at  any  point 
may  be  deduced  as  follows:  Let  M  =  the  value  of  the  bending 
moment  at  any  cross  section  AB  of  a  beam  (Fig.  141),  due  to  any 
system  of  loads  acting  on  the  beam.  Let  Vi  =  the  deflection  at 
any  point  in  the  elastic  curve,  at  a  distance  Xi  from  the  origin. 


Fig.  141. 


To  find  Vij  assume  that  a  very  small  load  Wi  is  gradually  applied 
at  the  point  Xi,  in  addition  to  the  loads  acting  on  the  beam,  and  let 
m  =  the  increase  in  the  bending  moment  at  the  section  AB,  due 
to  the  load  Wi. 
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The  general  equation  of  the  elastic  curve,  if  the  load  Wi  were 
acting  alone,  would  be 

(ft;  _  di  _  _m^  /'qn 

dx^^dx^EI ^'^^ 

Hence,  for  a  point  on  the  elastic  curve  at  a  distance  x  from  0, 

di=^^dx (4) 

The  addition  to  the  total  strain  energy  of  the  beani,  due  to  the 
addition  of  the  load  Wi,  would  be  equal  to 


Wi 


i^^+i) •  •  (5) 


where  t;/  =  the  increment  in  Vi,  due  to  the  additional  load  Wi. 
Expressed  in  terms  of  the  bending  moments  the  additional  strain 
energy  would  be  equal  to 

Hm  +  ^)di  (Art.  109). 

Substituting  the  value  of  di  from  (4)  and  combining  with  (5), 
we  have  /»/  nt^\ 


(-1)-/^ 


^^i^^  +  tj=J  '    EI  ^  ^'^;    •   •   •   •   (6) 

This  equation  will  hold  true,  however  smaU  the  magnitude  of  Wi 
may  be  and,  as  Wi  decreases,  ( vi  +  7^ )  approaches  the  value  Vi  and 
\Mm  +  -Q- 1  approaches  the  value  Mm. 

Hence,  as  the  value  of  Wx  approaches  zero,  equation  (6)  becomes 

which  reduces  to 

/Mm  J         CMmi.  ,^. 

^^l^'j-W^^     ...     (8) 

m 
where  mi  =  —  wiU  evidently  he  equal  to  the  increment  in  the  bending 

moment  when  wi  =  unity.  By  the  use  of  either  (7)  or  (8)  the 
deflection  at  any  point  in  a  beam  subjected  to  any  load  system 
may  be  found. 

As  an  illustration  of  the  application  of  the  formula  we  may  take 
the  case  of  the  simple  beam,  with  a  single  concentrated  load  not 
at  the  center  (Fig.  125),  for  which  the  deflection  at  the  center  of 
the  span  is  to  be  determined. 
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The  unit  load  will  be  placed  at  the  center  of  the  span  and,  follow- 
ing the  notation  in  Case  (f)  (Art.  98)  and  noting  that  all  bending 
moments  are  positive  and  that  a>b,  the  value  of  3f mi,  for  values 

of  X  from  0  to  5  will  be  equal  to 

T^         Whx(x\      Who?  ,^, 

and,  for  values  of  x  from  ^  to  a^ 

,,         WhxVx     (       IW      Whx{l-x)  ,,„, 

For  sections  between  the  load  W  and  the  right  hand  support,  if 
the  origin  is  taken  at  the  right  end  of  the  beam  and  x  is  measured 
toward  the  left, 

i,„.,^(|).!^ (") 

Substituting  in  (8)  we  have 

EIv.^f^pdx+^J\il-x)dx  +  ^Pdx 


2 


"2424''"   2         3        8  ■'"24'*'  3  J ^^ 


which  reduces  to 


t'i=^(3P-4&*) (13) 


This  result  agrees  with  equation  (48)  (Art.  98). 

.The  method  can  be  used  to  determine  the  deflection  of  beams 
of  varying  cross  section,  the  value  of  /  in  this  case  being  variable. 
K  the  cross  section  varies  constantly  and  /  can  be  expressed  as  an 
integrable  function  of  x,  the  value  of  vi  can  be  readily  obtained  by 

substituting  — ^  =  0  (x)  in  (8)  and  integrating  as  before.     In 

other  cases  where  the  cross  section  varies,  the  deflection  may  be 
found  by  dividing  the  span  into  sections  and  considering  /  constant 
for  each  section,  taking  for  any  one  section  the  average  value  of  / 
through  that  portion  of  the  span.  This  will  in  some  cases  give 
approximate  results;  the  approximation  depending  on  the  number 
of  sections  into  which  the  span  is  divided. 


\ 
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As  an  illustration  we  may  take  the  case  of  a  girder  supported  at 
the  ends  and  subjected  to  a  uniformly  distributed  load  W  =  id^ 
with  the  outside  cover  plates  on  both  flanges  extending  over  the 
middle  portion  only  (Fig.  142). 
To  find  the  greatest  deflection 
the  unit  load  will  be  placed  at 
the  center  of  the  span  and,  since 
both  halves  of  the  beam  are  under 
the  same  state  of  stress,  it  will  be 
necessary  to  apply  equation  (8) 
to  one-half  of  the  span  only  and  _ 

multiply  the  result  by  two.  • 

Let  /i  =  the  moment  of  inertia  of  the  cross  section  throughout 
the  end  quarter  of  the  span  and  h  =  the  moment  of  inertia 
throughout  the  middle  portion  of  the  span. 

For  values  of  x  from  0  to^ , 

4 

I     i 

and,  for  values  of  xfrom  z  ^o* 

^  =  J^(fa,_^)|  =  ^(i^_^.     .    .    (15) 

Substituting  in  (8)  and  multiplying  by  2  we  have 

j  I 

i 

to  r  131^  67?<  1^     wl*    ri3      671 

2  E  L3072  h  "^  3072  /J     6144  £  L  A      /« J 
Wl*   ri3  ■  671  /,R^ 

If  the  cross  section  were  uniform  throughout  the  span,  we  would 
have  /j  =  /i  =  /,  and  equation  (16)  would  reduce  to 

5  Wl*  „„ 

"•=380/ <^^) 

111.  Principle  of  Least  Work  as  Applied  to  Beams.  —  This 
principle  of  Mechanics  as  applied  in  the  case  of  elastic  bodies  may 
be  stated  as  follows:  The  deformation  of  any  elastic  body  under  the 
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action  oj  a  balanced  system  of  external  forces  wHl  he  such  that  the 
work  done  in  causing  the  deformation^  or  the  resilience  of  the  body^ 
is  a  minimum.  This  is  based  on  the  principle  of  the  conservation 
of  energy,  whereby  it  roay  easily  be  shown  that  in  order  to  have 
stable  equilibrium  the  strain  energy  produced  by  the  action  of 
the  external  force  system  must  be  a  minimum.  Applied  in  the 
case  of  the  beam,  the  principle  can  evidently  be  represented  by 
the  expression 

/    o  pT  ~  ^  mmimum (1) 

This  principle  can  be  employed,  in  conjunction  with  the  static 
conditions  of  equilibrium,  to  determine  the  reactions  at  the 
supports  of  a  beam  in  a  statically  indeterminate  case.  As  an 
illustration  we  may  take  the  following: 

(a)  Beam  supported  at  three  points  and  suJbjected  to  a  uniformly  distrtbiUed 
load  (Fig.  143).  —  Let  w  —  the  load  per  unit  of  length.  The  bending  moment 
at  any  point  of  the  span  h,  at  a  distance  x  from  A,  will  be  equal  to 


Af  =  Fix  - 
and  for  the  span  /«,  if  we  take  the  origin  at  B, 


(1) 


(2) 


^ 


B 


F, 


Fi 


-h~ 


h 

Fo 

Fig.  143. 


The  resilience  of  the  entire  beam  will  be  equal  to 
M^dx 


«-/fi-riT[j:'(^-¥)'^^/:('-  -=?)'-] 


1     rFi«ii»      Fiwk*  .  u^h^  ,  F2%^      FiwU*  ,  w*Z,» 

5 7 T 


0 


2EI  L    3  4 

Taking  moments  about  0. 


+ 


20 


+ 


20 


]•■ 


rill 2~  ""  ^^ o"' 


and  hence 


w 


FA  =  FiZi-y(y-y). 


•    • 


(3) 


(4) 
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■ 

Substituting  tl^value  of  Fi%  in  (3)  and  reducing,  we  have 

-^{^.«i-§(y-V)|+g(V+V)],       ...    (6) 

which  gives  the  value  of  i2  in  tenns  of  the  supporting  force  Pu 

In  order  that  R  shall  have  the  minimum  possible  value,  the  magnitude  of 
Fi  must  be  such  that 

dFi      "• 

Differentiating 

dR  ^     1     r2F,Zi«      xd,^      2fef       _t5  1        u,fc«  n 

dFi    2^L^ 5"+ 3-|Wi-2(''    ^^'^^--r^U'  •  •  ^^' 

Hence 


2  Fi^,« 
3 


and  therefore 


2FA-^(3y  +  fcfe-V)-0: 


Fi=g|(3V  +  /A-V) (7) 


By  substituting  in  (4), 

to  x«« , .  .  , ,       ,  .V       to  „ .      ,  .V       w 


/^.  =  g7;(3ii«  +  iA-V)-^(y-V)=^(3V  +  yi-V).  .    (8) 


Hence  for  the  middle  support, 

tff  ^» « .  .  « .       ,  .V       to 


Fo  =  wft  +  W  -  g^  (3y  +tfe  -  V)  -  g^(3V  +  Wi  -  W 

-i[..(.+i)+.(4+i)]. ,., 

When  the  spans  are  equal,  if  we  let 

F,-F.-?^ (10) 

and 

F,-^ (11) 

which  agrees  with  the  results  in  Case  (b)  (Art.  102). 

113.  Shearing  Resilience.  —  When  an  elastic  body  undergoes 
a  shearing  strain  a  certain  amount  of  strain  energy  is  stored  up,  the 
same  as  when  the  body  is  subjected  to  tension,  or  compression 
(Art.  15).  This  energy  is  called  the  resilience  due  to  shear,  or 
the  shearing  resilience,  and,  if  the  body  is  perfectly  elastic,  will  be 
equal  to  the  work  done  during  a  gradual  application  of  the  forces 
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producing  the  shear.    For  example,  if  we  imaging  the  prism  abed 
(Fig.  144)  to  be  distorted  in  simple  shear  by  a  force  W  gradually 

applied,  the  total  displacement  of  W  being  equal 
to  v,  while  the  other  forces  required  to  maintain 
equilibrium  remain  stationary,  the  work  done 
will  be  equal  to 

Wv, 
2 

Let  A  =  the  area  of  the  cross  section,  I  =  the 
FiQ.  144^         length  and  V  =  the  volume  of  the  prism.    Let 

8  =  the  intensity  of  the  shearing  stress  on  the 
cross  section  and  G  =  the  modulus  of  rigidity  of  the  material. 
Then,  if  the  shearing  stress  is  assumed  to  be  uniform  throughout 
the  prism,  the  shearing  strain  at  any  point  in  directions  parallel 
to  ab  and  ad  will  be  equal  to 

7  =  ^  =  ~     (Art.  7). 

Hence 

si     Wl  „. 

and  the  shearing  resilience  will  be  equal  to 

^'        2    ''2A0      2G  "2G     '  •    *    '    '    ^  ^ 

which  is  similar  to  the  expression  for  the  resilience  m  tension 
(Art.  15). 

If  F  =  unity,  equation  (2)  reduces  to  the  expression  for  the 
shearing  resilience  per  unit  of  volume,  or  the  modulus  of  resilience 
in  shear, 

^-  =  2  6* ^^^ 

Hence,  when  the  shearing  strain  is  uniform  throughout  a  body,  its 
total  resilience  in  shear  is  equal  to 

fl.  =  fi..F (4) 

113.  Deflection  Due  to  Shearing.  —  Thus  far  in  the  discussion 
of  the  theory  of  flexure,  no  account  has  been  taken  of  the  distor- 
tions due  to  the  shearing  stresses,  which  exist  in  beams  subjected 
to  ordinary  bending.  The  equation  of  the  elastic  curve  was  de- 
duced from  the  relations  existing  between  the  normal  stresses  and 
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the  longitudinal  strains  at  the  various  cross  sections  and  is,  there* 
fore,  the  true  equation  of  the  curve,  formed  by  the  central  axis  of 
a  beam,  only  in  the  case  of  simple,  or  uniform,  bending. 

In  a  beam  subjected  to  ordinary  bending  there  is,  in  addition  to 
the  deflection  computed  from  the  ordinary  equation  of  the  elastic 
curve,  a  deflection  due  to  shearing;  but,  since  the  shearing  stresses 
in  a  beam  are  small  as  compared  with  the  fiber  stresses,  the  de- 
flection due  to  shearing  is  so  small  that  it  can  be  n^ected  in 
ordinary  calculations.  In  order  to  form  an  idea  of  its  magnitude, 
we  may  deduce  the  expressions  for  the  deflections  due  to  shearing 
alone  in  a  few  simple  cases. 

Approximate  results  may  be  obtained  by  assuming  that  the 
shearing  stress  on  a  cross  section  of  a  beam  is  uniformly  distributed, 
or  more  exact  results  can  be  had  by  taking  into  account  the  varia- 
tion in  the  shearing  stress  intensity  on  the  cross  section,  as  given 
in  Art.  (89).  In  using  the  latter  method,  however,  it  is  to  be 
remembered  that  the  calculations  are  based  on  the  assimiptions 
of  the  common  beam  theory  which,  while  giving  the  deflection 
due  to  bending  quite  accurately,  will  not  in  all  cases  give  the 
deflection  due  to  shearing  with  the  same  degree  of  accuracy. 

(a)  CardHeoer  beam  of  rectangtdar  cross  section  wUh  load  W  at  the  free  end 
(Fig.  120).  —  In  this  case  the  shearing  force  is  constant  for  every  cross  section 
of  tiie  beam  and,  if  we  assume  that  the  shearing  stress  on  each  cross  section  is 
miif orm,  the  deflection  due  to  shearing  can  be  obtained  directly  from  equation 
(1)  (Art.  112),  which  wiU  give 

Wl      WV   .            .  ,-. 

^•=JG^  A*0  (*pp^^*)' •    (1) 

where  A  «  the  area  of  the  cross  section  of  the  beam. 

If  we  assume  the  cross  section  to  be  rectangular  and  the  distribution  of  the 
shearing  stress  to  be  that  given  in  Art.  (89),  we  may  consider  the  beam  to  be 
made  up  of  a  series  of  horizontal  layers,  of  thickness  dy^  and  compute  the 
shearing  resilience  of  each  layer  from  equation  (2)  (Art.  112)  and  add  together 
as  follows: 

Let  h  —  the  breadth  and  h  »  the  depth  of  the  section.  For  a  layer  at  any 
distance  y  from  the  neutral  layer  we  have  for  the  intensity  of  the  shearing 
stress 

«-S(*'-*'^>5 <« 

and  hence,  for  the  resilience  of  the  layer. 


246 


APPLIED  MECHANICS 


Integrating^ 


A 


9wn 

SbfM 


/^(A«-8AV  +  16y«)dy  =  | 


3WH     SWH 
bhG  "  6  AG' 


Hence 


6TFI 


(3) 


(4) 


which  is  20  per  cent  higher  than  the  value  given  by  (1). 

Adding  the  value  of  v,  in  (4)  to  the  deflection  due  to  bending,  as  given  by 
equation  (7)  (Art.  98),  and  neglecting  signs,  we  have,  for  the  total  deflection 
at  the  free  end  of  the  beam  due  to  bending  and  shear. 


»o'  =  Wb  +  V.  = 


Wl*   .QWl 


4TFZ»  .    ^Wl      4M«/.    .   3EK'\ 


3  EI  '  5  AG      Ehh* 


+ 


dGbh      Ebh 


'; 


1  + 


10  G/*/ 


3^/\     '    lOOT 
If  (?  =  }  E  (Art.  7),  equation  (5)  reduces  to 


t;o'« 


ZEl 


b-m 


(6) 


(6) 


It  is  evident  from  (6)  that  in  this  case  the  deflection  due  to  shearing  is  small 
compared  with  the  deflection  due  to  bending,  the  ratio  between  the  two  being 
equal  to 

M(?)'   '" 

When  the  ratio  of  length  to  depth  is  10  :  1  the  ratio  of  the  deflections  reduces 
to 

S  =  io  =  ^-^7^' (« 

that  is,  Vt  is  about  0.75  per  eent  of  v^.    If  the  deflection  due  to  shearing  were 
assimied  to  be  that  given  by  equation  (1),  the  ratio  would  be 

^  ^    =0.00625 (9) 


Vt      5 

t;;'"6^4oo 
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and  hence 


R. 


»•  = 


(b)  Cantilever  heanif  with  a  load  W  at 
the  free  end,  having  a  cross  section  of  the 
dimensions  given  (Fig.  145).  —  In  this  case 
an  approximate  solution  may  be  made  by 
assuming  that  the  entire  shearing  stress  on 
any  cross  section  is  uniformly  distributed 
over  the  web  (Arts.  90-91).  If  we  let  I  = 
the  span  and  W  =  the  load,  as  before,  and 
assume  the  dimensions  of  the  section  as 
shown  (Fig.  145),  the  shearing  resilience 
of  the  beam  will  be  equal  to 

^'        ^^  (10) 


2  AG      2thiG* 

m 

ihiG      •    •    • 


(11) 
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If  the  distribution  of  the  shearing  stress  over  the  section  is  to  be  taken  into 
account  the  algebraic  equations  will  become  complex,  but  a  comparison  may 
be  made  for  a  specific  case  in  which  the  approximate  dimensions  of  the  I- 
section  may  be  taken  as  follows: 

h  =  10";  hi  -  9";    h  -  5";  t  =  i". 

For  this  cross  section 

A  s  9.5  sq.  ins.|        /  «  143.3  (ins.)*. 

For  any  point  in  the  flange 

0  =  4  (5»  -  J«  -  i  (26  -  j/«), 


and 


^  5  TF  (25  -  y»)      W  (25  ~  y*) 
*      2  X  5  X  143.3  "        286.6 


^-^(^^^-^^  +  ^)' 


For  any  point  in  the  web 

0  =  i  X  4.75  +  I  (4:^  -  1/*)  =  i  (67.76  -  j/«), 

W  (67.75  ~  y«)      W  (67.75  -  y*) 
*  ""  4  X  J  X  143.3  "  286.6 

and  ««  =  g^  (4590  -  135.5 1/«  +  y*). 

Hence  the  total  shearing  resilience  of  the  beam  will  be  equal  to 

]W^l                                                    W*l 
=  •^(0.00024  +  0.10292)  =0.1032-^ (12) 

and  hence 

».=  0.206^. (13) 

It  is  evident  from  (12)  that  the  shearing  strain  energy  in  the  flanges  is  very 
small  compared  with  that  in  the  web  and  could  be  omitted  in  the  calculation. 
The  value  of  the  deflection  calculated  from  (11)  would  be 

Wl 
v.  =  0.222  ^' (14) 

Hence  the  value  of  Vg  given  by  (13)  is  about  7.2  per  cent  lower  than  that  given 
by  the  approximate  solution  made  by  assuming  the  total  shearing  stress  to  be 
uniformly  distributed  over  the  web. 

The  greatest  deflection  due  to  bending,  in  this  case,  would  be  equal  to 

Wl*  __     Wl*  Wl* 

""^  "  07"*  429:0  "  "-^^^  'E'' 

and  hence  the  total  deflection  due  to  shearing  and  bending, 

Wl*  Wl 

«b'  "  »b  +  v,  =  0.00233  -^  +0.206  ~     .    .    .    .    (16) 
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UO^iE, 

»b' =  ^^  (0.00233  P  +  0.516) (16) 

Hence  the  ratio  between  the  deflection  due  to  shearing  and  that  due  to  bending 

will  be 

V.         0.515         221  .  ^. 

vo      0.00233P        P ^  ^ 

and,  when  the  ratio  of  the  length  of  the  beam  to  its  depth  is  10  :  1, 2  »  100'', 
and  equation  (17)  becomes 

-  =  0.022; (18) 

Vq  ' 

that  is,  the  deflection  due  to  shearing  is  in  this  case  about  2.2  per  cent  of  that 

due  to  bending. 

(c)  Simple  beam  with  concentrated  load  Wat  the  center  of  the  epan  (Fig.  123) .  — 

Let  W  B  the  load  and  I  »  the  length  of  the  span.    In  this  case  since  each  half 

of  the  beam  will  be  under  the  same  state  of  stress  as  the  cantilever,  considered 

in  Cases  (a)  and  (b),  and  the  deflection  due  to  shearing  may  be  calculated  by 

I  W 

substituting  ^  for  I  and  -^  for  IF  in  the  equations  for  v«. 

Redangidar  section,  —  If  the  cross  section  is  rectangular,  by  making  these 
substitutions  in  equation  (4)  and  reducing,  we  obtain 

3  Wl 
^•=iOAS (19) 

and  the  total  deflection  due  to  bending  and  shearing  will  be  equal  to 


''^  "  4&E1   '  10A(7      48^/ 


,    ZWl         Wl^  Ti  J.  ^  ^  l^Y\  fon\ 

'^lOA0^4SElV'^hG[ljV    •    •    •    ^^^ 

and,  if  (7=|J&, 

The  ratio  of  the  deflections  will  be 

/h\t 

(22) 


^ '(?)'• 


and  when  2 :  A  «  10  :  1,  the  deflection  due  to  shearing  will  be  about  3  per  cent 
of  that  due  to  bending. 

I 'Section  (Fig.  146). — When  the  cross  section  is  of  the  approximate  dimen- 
sions given  for  a  10"  I-section  (Case  b),  we  have  by  substituting  5  for  I  and 

W 

-^  for  IF  in  equation  (13)  and  reducing, 

v,  =  0.0515  ^ (23) 

and  the  total  deflection  due  to  bending  and  shearing 

WP                 Wl 
»to'  =  0.000145  ^+0.0515-^; (24) 

and,  if  (7  »  I  ^, 

t;^'-^  (0.000145  P+ 0.129) (25) 


TRANSVERSE  CURVATURE  249 


The  ratio  of  the  deflections  will  be 

9.         0.129  890 


(26) 


i;o     0.000146  P       P  ' 

and,  wh^i  I :  A  «  10 : 1,  the  deflection  due  to  shearing  win  be  about  8.9  per 
cent  of  the  deflection  due  to  bending. 

It  is  evident  that,  in  all  the  foregoing  cases,  as  the  ratio  of  length 
to  depth  increases,  the  ratio  of  the  deflection  due  to  shearing  and 
that  due  to  bending  decreases. 

In  making  calculations  of  the  deflections  of  beams  with  I- 
sections,  and  average  spans,  however,  some  allowance  should  Re 
made  for  shearing.  This  is  usually  done  by  using  values  of  £,  in 
the  ordinary  formulas  for  deflection  due  to  bending,  which  are 
somewhat  smaller  than  the  actual  tensile  modulus  of  elasticity, 
the  modified  values  of  E  being  based  on  the  results  obtained  by 
actual  measurements  of  the  total  deflection  of  beams  under  dif- 
ferent systems  of  loading.  It  is  evident  that  the  values  of  £, 
calculated  from  such  measurements  by  means  of  the  ordinary 
deflection  formulas,  will  vary,  not  only  with  the  shape  of  the 
cross  section,  but  also  with  the  ratio  of  the  depth  of  the  section 
to  the  length  of  the  beam. 

114.  Transverse  Curvature.  —  No  mention  has  been  made,  so 
far,  of  any  change  in  the  shape  of  the  cross  sections  of  a  beam  sub- 
jected to  flexure.    That  a  slight  distortion  does  take  place,  how- 
ever. Is  evident  from  the  fact  that  the 
longitudinal    strains    in    the    different 
layers  are  always  accompanied  by  lat- 
eral strains  unless  the  latter  are  pre- 
vented by  constraining  forces  (Art.  5).  — 

If  we  assume  the  lateral  movement 
in  the  different  layers  to  be  free,  each 
layer  contracting,  or  expanding,  inde- 
pendently of  the  others,  in  the  same 
manner  in  which  the  longitudinal  con- 
traction or  expansion  is  assumed  to  take  place  (Art.  66),  the  layers 
which  are  in  compression  will  expand  laterally  and  those  in  ten- 
sion will  contract. 

If  a  beam  of  rectangular  cross  section  is  bent  so  that  it  is  con- 
cave upwards  the  section  will  take  the  general  form  shown  in 
(fig.  146).  Since  the  longitudinal  strains  are  uniformly  varying, 
the  lateral  strains  will  be  likewise  uniformly  varying;    and  the 
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lateral  strain  in  any  layer  will  be  —  X  the  longitudinal  strain  in 

the  layer.    Hence  the  horizontal  axis  through  the  center  of  the 

section  will  become  slightly  curved  and,  if  the  longitudinal  curva- 

1      e 
ture  at  the  section  is  equal  to  -  =  -,  the  curvature  of  the  hori- 

^  r      y' 

zontal  axis  will  be  equal  to  —  = 

^  ri     my 

.Hence  —  =  — ,    or    n  =  mr. 

fi      mr 

The  assumption  that  the  lateral  expansion  or  contraction  is 
free,  while  nearly  correct  when  the  depth  of  the  cross  section  is 
greater  than  the  breadth,  *is  not  correct  in  the  case  of  a  wide  flat 
section.  In  such  a  case  the  lateral  strains  except  at  the  edges  will 
be  resisted  by  shearing  stresses  between  the  layers. 

116.  Limitations  of  the  Theory  of  Flexure.  —  All  of  the  results, 
obtained  in  the  discussion  of  the  theory  of  bending  in  this  and  the 
preceding  chapter,  have  been  based  on  the  primary  assumption 
of  the  theory  of  simple  bending;  viz.,  that  plane  cross  sections 
remain  plane  after  bending  (Art.  66).  This  assumption  was  first 
made  by  Bemouilli  and  is  frequently  called  Bemouilli's  Assumption. 

A  more  exact  analysis  of  the  stresses  and  strains  due  to  flexure 
by  means  of  the  principles  of  the  Theory  of  Elasticity  was  first 
made  by  St.  Venant,  who  took  as  a  basis  the  assumption  that  the 
layers,  or  fibers,  are  free  to  expand  or  contract  laterally  but  did 
not  assume  that  plane  cross  sections  remain  plane. 

The  results  of  his  investigation  show  that  Bemouilli's  assumption 
is  correct  when  the  shearing  force  is  constant,  but  in  other  cases 
a  plane  cross  section  does  not  remain  exactly  plane  after  bending 
takes  place. 

The  results  obtained  by  the  common  theory,  however,  when 
compared  with  those  given  by  the  more  complex  theory  of  St. 
Venant  are  found  to  be  substantially  in  agreement  as  far  as  fiber 
stresses  and  deflections  due  to  bending  are  concerned,  the  largest 
difference  being  found  in  the  shearing  stresses  and  strains. 

For  practical  purposes,  the  common  theory,  when  used  within 
the  limitations  imposed  (Art.  63),  gives  results  with  as  much 
accuracy  as  the  conditions,  regarding  the  distribution  of  the  loads, 
the  dimensions  and  homogeneity  of  the  beams  with  which  the 
engineer  ordinarily  has  to  deal,  will  warrant. 
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116.  Problems  —  Deflection  of  Beams.  — 

Problem  1. 

A  standard  15"  I-beam,  42  lbs.  per  ft.,  is  subjected  to  a  system  of  loads  such 
that  the  radius  of  curvature  of  the  neutral  layer  at  a  given  section  is  1200  ft. 
Find  the  magnitude  of  the  outside  fiber  stress  at  the  section.  E  a  30,000,000 
lbs.  per  sq.  in. 

Problem  2. 

Find  the  diameter  of  the  smallest  pulley  upon  which  a  steel  band  saw,  -^'^ 
thick,  may  be  run,  provided  the  allowable  fiber  stress  due  to  bending^  is 
25,000  lbs.  per  sq.  in.    J&  »  30,000,000  lbs.  per  sq.  in. 

Problem  3. 

A  standard  12"  I-beam,  31.5  lbs.  per  ft.,  is  supported  at  the  ends  and  sub- 
jected to  a  single  concentrated  load  of  10,000  lbs.  apphed  at  the  center.  Find 
the  greatest  deflection  and  the  deflection  at  a  section  4  ft.  from  the  left  end. 
Span  =»  16  ft.    E  =  28,000,000  lbs.  per  sq.  in.    I  =  215.8  (ins.)^ 

Note.  —  Find  the  deflection  due  to  the  concentrated  load  and  that  due  to 
the  weight  of  beam  acting  separately  and  add  together  (Art.  100). 

Problem  4. 

Solve  Problem  (3),  assuming  that  the  load  of  10,000  lbs.  is  uniformly  dis- 
tributed over  the  entire  length  of  the  beam,  instead  of  being  concentrated  at 
the  center. 

Problem  5. 

A  wooden  beam  6"  X  12"  cross  section  and  12  ft.  long  is  fixed  at  one  end 
and  subjected  to  a  single  concentrated  load  of  1200  lbs.  applied  at  the  free  end. 
Find  the  greatest  deflection.    E  =  1,000,000  lbs.  per  sq.  in. 

Problem  6. 

Solve  Problem  (5),  assuming  that  the  load  of  1200  lbs.  is  uniformly  dis- 
tributed over  the  entire  length,  instead  of  concentrated  at  the  free  end. 

Problem  7. 

Solve  Problem  (5),  assuming  that  the  load  of  1200  lbs.  is  applied  at  a  point 
8  ft.  from  the  fixed  end,  instead  of  at  the  free  end. 

Problem  8.  '^ 

4000 

Find  the  greatest  deflection  of 
a  standard  8"  I-beam,  18  lbs.  per 
ft.,  due  to  a  single  concentrated 
load  of  4000  lbs.,  acting  as  shown 
(Fig.  147).  /  =  56.9  (ins.)*.  J^  = 
28,000,000  lbs.  per  sq.  in.    Also 

find  the  deflection  imder  the  load     '   ~  p.^   I  ^<^ 

and  at  the  middle  of  the  span. 

Problems  ^13. 

Note,  —  In  Problems  (9-13)  inclusive,  deduce  the  general  formulas  for  slope 
and  deflection  and  find  the  greatest  slope  and  greatest  deflection.    Express 
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Problems  21-24. 

NoU,  —  In  Problems  (21-24),  inclusive^  determine  the  magnitudes  of  the 
supporting  forces,  and  find  the  maximum  shearing  force  and  maximum  bend- 
ing moment.    The  supports  are  assumed  to  be  on  the  same  level  in  each  case. 

Problem  21. 

Beam  fixed  at  one  end  and  subjected  to  a  uniformly  distributed  load  of 
1000  lbs.  per  ft.,  as  shown  (Fig.  155). 


i 
I* 


«(fDO 


^»- 


FiG.  156. 


Fig.  156. 

•Problem  22. 

Beam  fixed  at  one  end  and  subjected  to  a  single  concentrated  load«  as  shown 
(Fig.  156). 

Problem  23. 

Beam  fixed  at  one  end  and  subjected  to  a  single  concentrated  load,  as  shown 
(Fig.  157). 
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1000  Ibe.  per  ft 


Fig.  158. 


Fig.  157. 

Problem  24. 

Beam  fixed  at  one  end  and  subjected  to  a  uniformly  distributed  load,  as 
shown  (Fig.  158). 

Problem  25. 

A  wooden  beam  10"  X  12"  cross  section  is  supported  at  three  points  at 
equal  distances  apart,  and  is  subjected  to  a  total  uniformly  distributed  load  of 


1200  Iba.  per  ft 


\ 


-lOi— 


Ri 
Fig.  159. 

24,000  lbs.  (including  the  weight  of  the  beam)  (Fig.  159).  Find  the  magni- 
tudes of  the  supporting  forces  R^  Ri  and  /?»:  (a)  When  the  supports  are  on  the 
same  level;  (b)  When  the  middle  support  is  J"  below  the  level  of  the  end 
supports.    E  a  1,200,(X)0  lbs.  per  sq.  in. 
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Problem  26. 

Find  the  greatest  outside  fiber  stress  in  the  beam  given  in  Problem  (25) :  (a) 
When  the  supports  are  on  the  same  Jipvel;  (b)  When  the  middle  support  is 
\"  below  the  level  of  the  end  supports. 

Problem  27. 

Find  the  deflection  at  the  middle  point  in  each  span  of  the  beam  given  in 
Problem  (25):  (a)  When  the  supports  are  on  the  same  level;  (b)  When  the 
middle  support  is  \"  below  the  level  of  the  end  supports.  Use  the  method 
given  in  Art.  (100). 

Problem  28. 

Find  the  difference  in  level  between  the  middle  support  and  the  two  end 
supports  of  the  beam  in  Problem  (25)|  when  the  two  greatest  positive  bending 
moments  are  equal  to  the  greatest  negative  bending  moment. 

Problem  29. 

Find  the  difference  in  level  between  the  middle  support  and  the  two  end 
supports  of  the  beam  in  Problem  (25),  in  order  that  the  end  reactions  shall  be 
equal  to  zero. 

Problem  30. 

A  wooden  beam  6"  X  12"  cross  section  is  supported  at  the  ends  and  sub- 
jected to  a  single  concentrated  load  at  the  center  of  the  span.  Find  the 
length  of  beam  required  to  satisfy  both  of  the  following  conditions:  (a)  The 
greatest  deflection  is  j^  of  the  span;  (b)  The  greatest  outside  fiber  stress  is 
1000  lbs.  per  sq.  in.;  (c)  E  ==  1,200,000  lbs.  per  sq.  in. 

Problem  31. 

Solve  Problem  (30),  assuming  the  load  to  be  uniformly  distributed  over 
the  entire  length  of  the  beam,  instead  of  concentrated  at  the  center. 

Problem  32. 

A  round  bar  is  fixed  at  one  end  subjected  as  a  cantilever  beam  to  a  single 
concentrated  load  at  the  free  end.  Find  the  ratio  of  length  to  diameter  re- 
quired to  satisfy  the  conditions:  (a)  The  greatest  deflection  is  equal  to  j^; 
(b)  The  greatest  outside  fiber  stress  is  equal  to  20,000  lbs.  per  sq.  in.;  (c)  E 
»  28,000,000  lbs.  per  sq.  in. 

Problem  83. 

Find  the  values  of  the  diameter  and  length,  if  the  load  on  the  beam  in 
Problem  (32)  is  20,000  lbs. 

Problem  84. 

A  standard  24"  steel  I-beam,  80  lbs.  per  ft.,  is  supported  at  the  ends  and 
loaded  uniformly  throughout  its  entire  length.  If  the  span  is  30  ft.,  find  the 
greatest  deflection  if  the  greatest  allowable  outside  fiber  Stress  is  16,000  lbs. 
per  sq.  in.    E  ^  28,000,000  lbs.  per  sq.  in. 
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Problems  21-24. 

Note,  —  In  Problems  (21-24),  inclusive,  determine  the  magnitudes  of  the 
supporting  forces,  and  find  the  maximum  shearing  force  and  maximum  bend- 
ing moment.    The  supports  are  assumed  to  be  on  the  same  level  in  each  case. 

Problem  21. 

Beam  fixed  at  one  end  and  subjected  to  a  uniformly  distributed  load  of 
1000  lbs.  per  ft.,  as  shown  (Fig.  155). 
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Fia.  155. 

•Problem  22. 

Beam  fixed  at  one  end  and  subjected  to  a  single  concentrated  load,  as  shown 
(Fig.  156). 

Problem  23. 

Beam  fixed  at  one  end  and  subjected  to  a  single  concentrated  load,  as  shown 
(Fig.  157). 
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1000  lb&  per  ft 


Fig.  158. 


Fig.  157. 

Problem  24. 

Beam  fixed  at  one  end  and  subjected  to  a  uniformly  distributed  load,  as 
shown  (Fig.  158). 

Problem  25. 

A  wooden  beam  10"  X  12"  cross  section  is  supported  at  three  points  at 
equal  distances  apart,  and  is  subjected  to  a  total  uniformly  distributed  load  of 


1200  lbs.  per  ft 


—10^ 


I 


^10^— 


Ri 
Fig.  159. 


R. 


24,000  lbs.  (including  the  weight  of  the  beam)  (Fig.  159).  Find  the  magni- 
tudes of  the  supporting  forces  Ri,  Ri  and  Rti  (a)  When  the  supports  are  on  the 
same  level;  (b)  When  the  middle  support  is  J"  below  the  level  of  the  end 
supports.    E  =  1,200,(X)0  lbs.  per  sq.  in. 
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Problem  26. 

Find  the  greatest  outside  fiber  stress  in  the  beam  given  in  Problem  (25) :  (a) 
When  the  supports  are  on  the  same  ]pvel;  (b)  When  the  middle  support  is 
i"  below  the  level  of  the  end  supports. 

Problem  27. 

Find  the  deflection  at  the  middle  point  in  each  span  of  the  beam  given  in 
Problem  (25):  (a)  When  the  supports  are  on  the  same  level;  (b)  When  the 
middle  support  is  {"  below  the  level  of  the  end  supports.  Use  the  method 
given  in  Art.  (100). 

Problem  28. 

Find  the  difference  in  level  between  the  middle  support  and  the  two  end 
supports  of  the  beam  in  Problem  (25),  when  the  two  greatest  positive  bending 
moments  are  equal  to  the  greatest  negative  bending  moment. 

Problem  29. 

Find  the  difference  in  level  between  the  middle  support  and  the  two  end 
supports  of  the  beam  in  Problem  (25),  in  order  that  the  end  reactions  shall  be 
equal  to  zero. 

Problem  30. 

A  wooden  beam  6"  X  12"  cross  section  is  supported  at  the  ends  and  sub- 
jected to  a  single  concentrated  load  at  the  center  of  the  span.  Find  the 
length  of  beam  required  to  satisfy  both  of  the  following  conditions:  (a)  The 
greatest  deflection  is  j^  of  the  span;  (b)  The  greatest  outside  fiber  stress  is 
1000  lbs.  per  sq.  in.;   (c)  E  »  1,200,000  lbs.  per  sq.  in. 

Problem  31. 

Solve  Problem  (30),  assuming  the  load  to  be  uniformly  distributed  over 
the  entire  length  of  the  beam,  instead  of  concentrated  at  the  center. 

Problem  32. 

A  round  bar  is  fixed  at  one  end  subjected  as  a  cantilever  beam  to  a  single 
concentrated  load  at  the  free  end.  Find  the  ratio  of  length  to  diameter  re- 
quired to  satisfy  the  conditions:  (a)  The  greatest  deflection  is  equal  to  j^; 
(b)  The  greatest  outside  fiber  stress  is  equal  to  20,000  lbs.  per  sq.  in.;  (c)  E 
=  28,000,000  lbs.  per  sq.  in. 

Problem  33. 

Find  the  values  of  the  diameter  and  length,  if  the  load  on  the  beam  in 
Problem  (32)  is  20,000  lbs. 

Problem  34. 

A  standard  24"  steel  I-beam,  80  lbs.  per  ft.,  is  supported  at  the  ends  and 
loaded  uniformly  throughout  its  entire  length.  If  the  span  is  30  ft.,  find  the 
greatest  deflection  if  the  greatest  allowable  outside  fiber  Stress  is  16,000  lbs. 
per  sq.  in.    E  ^  28,000,000  lbs.  per  sq.  in. 
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Problem  35. 

A  wooden  beam  of  rectangular  cross  section,  12  ft.  long  and  supported  at 
the  ends,  is  subjected  to  a  single  concentrated  load  at  the  center  of  the  span. 
Find  the  depth  of  beam  required  to  satisfy  the  following  conditions:  (a)  The 
greatest  deflection  is  j^^^  of  the  span;  (b)  The  greatest  outside  fiber  stress  is 
1000  lbs.  per  sq.  in.  If  the  ratio  of  breadth  to  depth  is  1  :  2,  what  load  will 
be  required  to  fulfil  these  conditions?    E  =  1,200|000  lbs.  per  sq.  in. 

Problem  36. 

Solve  Problem  (35),  assuming  the  load  to  be  uniformly  distributed  over  the 
entire  length  of  the  span  instead  of  concentrated  at  the  center. 

Problem  37. 

A  steel  I-beam,  20  ft.  span,  is  supported  at  the  ends  and  subjected  to  a  single 
concentrated  load  at  the  center.  Find  the  depth  of  beam  required  to  satisfy 
both  of  the  following  conditions:  (a)  The  greatest  deflection  is  ji^  of  the 
span;  (b)  The  greatest  outside  fiber  stress  is  16,000  lbs.  per  sq.  in.  What 
is  the  size  of  the  standard  beam  which  will  most  nearly  satisfy  the  con- 
ditions?   What  load  would  be  required?    E  «=  28,000,000  lbs.  per  sq.  in. 

Problem  38. 

Solve  Problem  (37),  assuming  the  load  to  be  uniformly  dustributed  over  the 
entire  length  of  the  beam,  instead  of  concentrated  at  the  center. 

Problem  39. 
Solve  Problem  (37),  assuming  that  the  beam  is  fixed  at  the  ends. 

Problem  40. 

Solve  Problem  (38),  assuming  that  the  beam  is  fixed  at  the  ends. 

Problem  41. 

Determine  the  reaction  R  (Fig.  157)  for  the  beam  given  in  Problem  (23)  by 
the  method  of  least  work  (Art.  111). 

Problem  42. 

Determine  the  reaction  R  (Fig.  158)  for  the  beam  given  in  Problem  (24) 
by  the  method  of  least  work. 

Problem  43.  ;  i 

l< 8 -^ ^ >; 

Two  15"  steel  I-beams,  42  lbs.       ' 
per  ft.,  together  support  a  total  uni- 
formly distributed  load  of  12,800  lbs. 
The  upper  beam  AB  rests  on  three     ^ 
rollers  carried  by  the  lower  beam 
CD,  and  the  lower  beam  rests  on 

supports  as  indicated   (Fig.    160).       '  Yiq   160 

Find  the  reaction  at  the  center  roller 
and  the  maximum  fiber  stress  in  each  beam.    E  ~  30,000,000  lbs.  per  sq.  in. 
/  =  442  (ins.)*.    Neglect  the  weight  of  the  beams. 

NoUi  —  Let  R  a  the  reaction  at  the  center  roller  and  apply  the  principle 
of  least  work. 
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Problem  44. 

Two  square  bars  of  equal  length  I  are  fixed  at  one  end  as  indicated  (Fig. 
161).    The  lower  bar  is  supported  at 

the  free  end  and  the  upper  bar  carries  P* * 

a  concentrated  load  W  at  the  free  end  ^ 

and  rests  on  a  roller  at  A.    Assuming  p A 

that  the  supports  of  the  lower  bar  are  ^  '!' 

on  the  same  level  and  neglecting  the  %^  ^  J 

weight  of  the  bars  find  the  reaction  p^ . 

on  the  roller  and  the  supporting  force  ^^ 
F. 


FiQ.  161. 


Problem  46. 

Find  the  deflection  at  the  center  of  the  beam  given  in  Problem  (8),  using 
the  general  formula  for  deflection  (Art.  110). 

Problem  46. 

Find  the  deflection  of  the  beam  given  in  Problem  (16)  imder  the  center 
load  of  2000  lbs.,  using  the  general  formula  for  deflection. 

Problem  47.. 
Solve  Problem  (14),  by  using  the  general  formula  for  deflection. 

Problem  48. 

Determine  by  graphical  integration  the  greatest  deflection  of  a  built-up 
girder,  represented  in  Fig.  (103),  under  the  greatest  allowable  load  TT,  con- 
centrated at  the  middle  of  the  span.  The  dimensions  of  the  girder  are  as 
follows:  span  =  30  ft.;  depth  of  cross  section  at  center  ==  33.5";  web  plate  — 
30"  X  I";  4  flange  angles  —  5"  X  3"  X  i";  2  flange  plates  —  12"  X  i"  X  24 
ft.  long;  2  flange  plates  —  12"  X  i"  X  16  ft.  long;  2  flange  plates  —  12"  X  i" 
X  8  ft.  long.    E  »  28,000,000  lbs.  per  sq.  in.,  /  »  12,000  lbs.  per  sq.  in. 

Problem  49. 

Determine  by  graphical  integration  the  greatest  deflection  of  the  tapered 
shaft  (Fig.  105)  due  to  the  load  of  400  lbs.  acting  at  the  center  of  the  span, 
neglecting  the  weight  of  the  shaft.    E  =  30,000,000  lbs.  per  sq.  in. 

Problem  60. 

Determine  by  graphical  integration  the  greatest  deflection  of  the  tapered 
shaft  (Fig.  105),  due  to  its  own  weight  only,  assuming  to  »  0.28  lb.  per  cu.  in. 
and  ^  »  30,000,000  lbs.  per  sq.  in. 


CHAPTER  VI. 

CONTINUOUS  BEAMS. 

117.  Continuous  Beams.  —  A  beam,  or  girder,  which  is  sup- 
ported at  more  than  two  points  and  is  continuous  through  two  or 
more  spans  is  called  a  continuous  beam,  or  a  continuous  girder. 
An  illustration  of  the  simplest  type  of  a  continuous  beam  has 
already  been  given  in  the  case  of  the  beam  supported  at  three 
points  (Art.  102).  Evidently,  a  beam  may  be  continuous  over 
any  number  of  supports  and  the  supports  may,  or  may  not,  be  on 
the  same  level;  and  in  addition,  such  a  beam  may  be  fixed  at  the 
ends,  as  in  the  case  of  the  built-in  beam,  or  the  ends  may  be  free  to 
turn  as  in  the  case  of  the  simple  beam  supported  at  two  points. 
The  supporting  forces  cannot  be  determined  from  the  laws  of 
equilibrium  of  Statics  alone,  but  only  when  conditions  in  addi- 
tion to  these  laws  can  be  applied,  as  was  done  in  the  above- 
mentioned  case  of  the  beam  supported  at  three  points. 

The  elastic  curve  will  be  continuous  throughout  the  length  of  the 
beam,  and  the  conditions  resulting  from  continuity  at  the  sup- 
ports, as  well  as  at  concentrated  loads,  will  be  found  sufficient, 
when  employed  in  conjunction  with  the  static  conditions  of  equi- 
librium, to  determine  the  supporting  forces  for  any  beam  of  this 
type.  The  assumptions  of  the  common  beam  theory  will  evi- 
dently apply  equally  as  well  as  in  the  case  of  the  beam  supported 
at  two  points.  Hence  the  differential  equation  of  the  elastic 
curve  will  be  the  same  in  either  case;  and  the  integration  of  this 
equation  under  the  conditions  of  continuity  at  the  supports  will 
furnish  the  additional  conditions  required  in  the  calculation  of  the 
reactions  at  the  supports. 

When  the  beam  is  of  uniform  cross  section  and  material  and  the 
loads  are  concentrated,  or  uniformly  distributed,  the  determina- 
tion of  the  supporting  forces  is  comparatively  simple.  When  the 
loading  is  irregular  and  the  cross  section  varies,  an  approximate 
solution  is  ordinarily  all  that  can  be  made. 

In  the  following  discussion,  therefore,  only  beams  of  uniform 
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section,  subjected  to  load  systems  comprised  of  concentrated  and 
uniformly  distributed  loads,  will  be  considered. 

118.  The  Theorem  of  Three  Moments.  —  By  means  of  the 
conditions  due  to  the  continuity  of  a  continuous  beam  over  any 
intermediate  support,  an  algebraic  relation  between  the  bending 
moment  at  that  support  and  the  bending  moments  at  the  adjacent 
supports  on  either  side  can  be  determined.  This  relation  is 
conmionly  known  as  the  three  moment  equation  and  the  process  of 
its  derivation  is  known  as  the  theorem  of  three  moments.  The 
derivation  of  the  three  moment  equation  will  be  given  here  for 
some  of  the  conmion  systems  of  loading,  the  beams  being  assumed 
to  be  horizontal  and  the  loads  vertical  in  each  case. 

Case  I.  —  A  Single  Concentrated  Load  in  Each  Span.  —  Let  B, 
0  and  A  (Fig.  162)  be  any  three  consecutive  supports  of  a  beam 
which  is  continuous  over  three  or  more  supports.  Take  the  origin 
at  0  and  the  horizontal  axis  XOX  through  the  intersection  of  the 
neutral  layer  of  the  beam  and  the  cross  section  over  the  support  0. 

Let      Mq  =  the  bending  moment  at  0, 
Ma  =  the  bending  moment  at  A, 
Mb  =  the  bending  moment  at  B, 
Sq  =  the  shearing  force  at  a  section  adjacent  to  and  at 
the  right  side  of  the  support  0, 
S^  =  the  shearing  force  at  a  section  adjacent  to  and  at 
the  left  side  of  the  support  0, 
2^  =  the  slope  at  0,  the  angle  being  measured  between 
the  tangent  and  the  axis  OX  to  the  right  of  0, 
1-0  =  the  slope  at  0,  the  angle  being  measured  between 

the  tangent  and  the  axis  OX  to  the  left  of  0, 
Va  =  the  difference  in  level  between  the  supports  A 

and  0, 
Vb  =  the  difference  in  level  between  the  supports  B  and 

0, 
Zi  =  the  length  of  the  span  OA, 

U  =  the  length  of  the  span  OB, 

TTi  =  a  concentrated  load  at  any  point  in  the  span 

0-A,  at  distances  Ci  from  0  and  di  from  A, 
TTs  =  a  concentrated  load  at  any  point  in  the  span 

0-Bf  at  distances  c^  from  0  and  da  from  S, 
Ml  =  the  bending  moment,  ix  =  the  slope  and  Vi  =  the 

deflection  imder  the  load  TTi, 


260 


APPLIED  MECHANICS 


Mi 
S 


the  bending  moment,  is  =  the  slope  and  vs  =  the 

deflection  under  the  load  TFs, 
the  shearing  force,  M  =  the  bending  moment,  i  = 

the  slope  and  v  =  the  deflection  at  any  cross 

section  at  a  distance  x  from  0. 
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Conader  first  the  span  0-A ,  taking  z  plus  when  measured  to 
the  right  of  the  origin  and  using  the  convention  regarding  signs 
which  has  been  followed  in  the  theory  of  ordinary  bending. 

Then  for  values  of  x  from  0  to  Ci, 

5  =  So, .    .    .     (1) 

jlf  =  Afo  +  SoX  (Art.  73), (2) 


Eli 


'-/ 


-Sol* 


Mdx  =  Af 035  +  -^  +  c, 


(3) 


where  c  =  Elin,  since  i  =  to  when  x  =  0, 

EIv  =Elfi  dx  =  Elia  +  ^  +  ^  +  </, 

where  c'  =  0,  since  v  =  0  when  x  =  0. 
For  values  of  x  from  Ci  to  Zi, 

5  =  So  -  TTi, 

M  =  Mt  +  Stx-Wi(x-  c)  (Art.  73),      .    , 


(4) 


(5) 
(6) 


EH=fMdx=M^  +  ^-^ix-Ci)*  +  c",  .    .    (7) 

where  c"  =  Eliit,  mice  from  the  continuity  the  value  of  EH  giv«Q 
by  (7)  is  equal  to  the  value  given  by  (3)  when  x  —  ci, 

Eh  =  Elfi  dx  =  Eli^  +  ^  + 


-So**     Wi 


-^(x-C^y  +  c"',    (8) 

where  c'"  =  0,  since  the  value  of  EIv  ^ven  by  (8)  is  equal  to  the 
value  given  by  (4)  when  x  =  Ci. 
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Substituting  X  =  k  in  (6)  we  obtain 

Ma  =  Af  0  +  Soil  -  TTi  {k  -  ci)  =  JIf  0  +  So^i  -  TTidi,  .    (9) 
and  hence 

<So  =  ^^S^^  +  ^ (10) 

By  substituting  x  =  Zi  in  (8), 

S7ra  =  £/ioZx  +  ^*  +  ^-^a.-cO»;    .    .    .    (11) 

and  eliminating  £1^  between  (11)  and  (10)  and  reducing, 

EIv.^Em,  +  ^  +  ^  +  ^{h*-d,*)i  .    .     (12) 

and  solving  for  Elio, 

EIi,=M^-M^-M^-'^il,*-4^*)..    .    .     (13) 

If  we  treat  the  span  0-B  in  the  same  manner,  taking  z  positive 
when  measured  to  the  left  and  reversing  the  signs  which  have  been 
previously  used  in  designating  the  directions  of  shearing  forces 
and  slopes,  the  expressions  obtained  for  S-o  and  Eli-o  will  be 
analogous  to  (10)  and  (13)  and  the  equations  will  take  the  forms 

«-o  = r r  — — , KlV 

Eli^=^-^-M^-^(J,*-dr*).    .    .    (15) 

Adding  (13)  and  (15)  and  observing  that,  since  the  signs  of  the 
slope  given  by  the  two  equations  are  opposite,  the  condition  of 
continuity  at  0  will  give  2o=  —  i-o»  we  shall  have 

^        ElVa    ,    ElVb        Mo, J     .    J.         Mah        Mbk 

°"T""'""ir'"T^'^  +  ^^""6  6" 

«:^(Z,2^d^2)_:^(y^d,.),  .     (16) 

which  is  a  form  of  the  three  moment  equation  for  this  case. 

It  should  be  observed  that  values  of  Va  and  Vb  will  be  positive 
when  the  supports  A  and  B  are  higher  than  the  support  0,  and 
negative  if  A  and  B  are  lower  than  0;  also  that  equations  (14) 
and  (15)  will  give  positive  values  of  the  shear  and  slope,  respec- 
tively, when  the  shear  and  the  slope  are  opposite  in  direction  to 
those  which  have  been  previously  called  positive. 
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In  the  case  of  a  continuous  beam,  therefore,  the  rule  for  the  sign 
of  the  shearing  force^  as  determined  from  the  algebraic  equations, 
will  be:  the  shearing  force  al  a  section  is  positive  when  the  part  of 
the  beam  between  the  section  and  the  origin  tends  to  slide  upwards  by 
the  part  on  the  other  side  of  the  section,  and  negative  when  the  tendency 
to  slide  is  the  reverse;  and  the  slope  is  positive  when  the  tangent  slopes 
upward  and  away  from  the  origin.  Having  adopted  this  system  of 
signs  for  shearing  forces  and  slopes,  the  signs  of  bending  moments 
and  deflections,  as  determined  by  the  algebraic  equations,  evidently 
will  be  the  same  as  those  previously  adopted,  whether  the  span  is 
taken  to  the  right  or  the  left  of  the  origin.  In  plotting  shearing 
force  diagrams  for  continuous  beams,  however,  it  will  be  convenient 
to  follow  the  convention  of  signs  adopted  for  simple  beams. 

When  the  supports  are  on  the  same  level,  the  three  moment 
equation  (16)  reduces  to  the  form 

-^(y-d,«) (17) 

When  the  loads  are  applied  at  the  middle  of  each  span,  equation 
(17)  reduces  to 

Mall  +  2  JIf 0  (Zi  +  y  +  ilf 6^2  =  -  I  {Wlli^  +  W2k').       (18) 

When  the  spans  are  equal,  if  we  let  I  =  h  =  Uf  equation  (17) 
reduces  to 

{Ma  +  4  ilfo  +  il/6)  P  =  -  Widi  (P  -  di2)  -  W^  {P  -  *«),     (19) 
and,  if  in  this  case  the  loads  are  applied  at  the  middle  of  each  span, 

(Ma  +  4Mo  +  M6)  =  -luTTi  +  TTj).  .    .    .    (20) 

Also,  when  the  supports  are  on  the  same  level  and  the  load  is  at 
the  middle  of  the  span,  equation  (13)  will  reduce  to 

EIi,=  -^-M^^-^.,.    .    .    .    (21) 

and  equation  (10)  will  reduce  to 

5,  =  M^o_^Fx ^22) 

Case  II,  —  Any  Number  of  Concentrated  Loads  in  Each  Span,  — 
Using  a  notation  similar  to  that  in  Case  (I),  let  h  =  the  length  of 
the  span  ChA  and  denote  the  loads  in  the  span  by  the  symbols 
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Wi\  Wi',  Wi'\  etc.,  the  distances  of  the  loads  from  0  by  the 
symbols  c/,  d",  Ci'",  etc.,  and  their  distances  from  A  by  the 
symbols  d/,  d/',  d/",  etc. 

The  expressions  for  the  shearing  force  and  the  slope,  at  the  right 
of  the  support  0,  can  be  found  for  each  load  acting  separately; 
and  the  values  of  these  quantities  due  to  ttib  combination  of  all 
the  loads  in  the  span  may  then  be  found  by  adding  together,  by 
the  method  indicated  in  (Art.  100). 

Let  to,  Moy  Sof  represent  the  values  of  the  slope,  bending 
moment  and  shearing  force,  respectively,  at  the  support  0;  and 
Ma  and  vj  the  bending  moment  and  deflection  at  the  support  A 
if  the  load  W  were  the  only  load  in  the  span  0-A;  and,  similarly, 
let  io",  Mo\  So",  Ma'  and  Va"  represent  the  respective  values  of 
these  quantities  if  the  load  TT"  were  the  only  load  in  the  span; 
and  io'",  Mo'",  So'",  Ma"'  and  vj"  the  respective  values  due  to  the  * 
load  TT'"  alone;  etc. 

Then  from  equation  (13) 

^,.,       ElVa'       Mo%       Ma%       TTi'di'.,,        ,,,. 
^,.„       ElVa''       Mo%       Ma%       TFi"d/'  .y  ,         ,„,. 

Ew   Mo'%   Mj%   wrdr r. ,    ,,„,.   . 

£/io     -—^ 3~":"6 g];— (ii*  -  di   *),  etc. 

By  adding  these  equations  and  substituting 

Va   =  Va'  +  Va"  +  V«"'  +    '    '    '    , 

Mo  =  Mo'  +  Mo"  +  Mo'"  + 

Ma  =  Ma'  +  Ma"  +  Ma'"  + 

we  obtain  for  the  value  of  Elioy  when  all  the  loads  act  together,    ' 
^..       Elva     Moll     Mali      STTidi  (k^  -  diQ  ,^^, 

where 

ZTTidi  ik'  -  di*)  =  W'di'  (li*  -  di'«)  +  Wi"di"  {h*  -  d,"*) 

+  Wi"'di"'  ih*  -  di'"*)  +  etc. 

In  the  same  manner,  a  sdmilar  expresaon  for  the  value  of  Eli-o, 
in  terms  of  the  loads  acting  in  the  span  0-B,  can  be  obtained,  viz., 

EIt^r=— — .    (24) 


•     • 


.     .    • 

I 
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By  adding  (23)  and  (24),  the  three  moment  equation  for  any 
system  of  concentrated  loads  is  obtained,  viz., 

0  =  ?I^  +  ^^  "—a  +  W  -  ^"^*     ^^ 


k     '     1%         3  ^-  •  -^        6  6 

ZTTidi  (V  -  di»)      ZTTidj  (V  -  df) 


(25) 


6Zi  6i2 

Proceeding  in  the  same  manner,  the  expressions  for  the  shearing 
force  at  the  right  of  0,  due  to  each  load  in  the  span  0-A  acting 
alone,  would  be 

„  ,        Ma'  "  Mo'    .    Wl'di' 
oo   = J 1 J — I 

OO    = i r  — I }  etc. 

Letting  So  =  So  +  So"  +  etc.,  equal  the  shearing  force  at  the 
section  at  the  right  of  0,  due  to  the  combined  action  of  the  loads 
in  the  span  0  ^  A,  and  adding  together  as  before, 

o      Ma- Mo     ZTTidi  •  f^g.. 

Oo  = j 1 j — > (i2oj 

where  XWidi  =  F/d/  +  TT/'di"  +  Wi'"dr  +  etc. 

Similarlyi 

<j        Mh  —  Up  ,  STTA  roiyv 

'^-o  = r 1 r — (27) 

When  the  supports  are  on  the  same  level,  the  three  moment 
equation  (25)  may  be  written 

ZTFidi  (/i*  -  di«) 


JlfJi  +  2Mo(Ji  +  i2)  +  JlfA=- 


li 
2TF,d,  (J,"  -  d2«) 


(28) 


and  if,  in  addition,  the  spans  are  equal  and  we  let  Z  =  Zi  =  Zs, 

equation  (28)  reduces  to 

[Ma  +  4Mo  +  Mft)  P  =  -STFidi  (P  -  di«)-STF»d,  (P  -  dj^).     (29) 

The  formulas  for  this  case  will  evidently  apply  when  any  of  the 
loads  act  upwards,  instead  of  downwards,  by  simply  giving  a 
negative  sign  to  the  niunerical  value  of  any  upward  load,  when 
substituting  in  the  algebraic  equations. 

Case  III.  —  Load  Uniformly  DiatribiUed  over  Each  Span  (Fig. 
163). 
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Let  tih  =  the  load  intensity  in  the  span  0-A  and  wt  =  the 
load  intensity  in  the  span  0-B.  Then,  using  the  same  notation 
as  in  Case  (I)  we  have  for  all  values  of  x  in  the  span  0-A 


S  =  So  ^  WiXf 


(30) 


Wl3^ 


Af  =  Mo  + -SoX  -  ^  (Art.  73), (31) 


EIi=-jMdx=-Mox  + 


(SoX*     tcix* 


+  C, 


2  6 

where  c  =  EIu>,  since  i  =  to  when  x  =  0, 

Afoi*  ,  5oX*     WiX* 


EIv  =  EI  fidx  =  EIia  +  ^  + 


6 


24 


where  </  =  0,  since  »  =  0  when  x  =  0. 
Substituting  x  =  li'm  (31)  we  obtain 


Af  .  =  M 0  +  Soil  - 


wiii' 


and  hence 


„  Mg  —  Mq  Will  . 

^ h —  +  T' 


and  by  substituting  x  ^  2i  in  (33), 

EIv.  =  Em^  +  ^  +  ^ 


Will* 

21 


(32) 


+  C',     (33) 


(34) 


(36) 


.    (36) 


-^ 


B 


5 


TC7 


AJx 


*r 


Fia.  163. 


■*r 


R. 


Eliminating  j8^  between  (36)  and  (35)  and  reducing  and  solving 
for  Elio, 

ElVa        MJtl        MJk        Wiil*  .gys 


EIi^  = 


li 


6 


24 


Treating  the  span  0-B  in  the  same  manner  and  reverdng  the 
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signs  of  shearing  forces  and  slopes,  as  in  Case  (I),  we  obtain  from 
the  analogy  with  (35)  and  (37), 

'^-o  = r r  ~2"» ^^^^ 

„j.        Elvb      Mplj     MJit     wJ^,  ,«ov 

Eii^  =  -^ — 3 — r^'W'  •  •  '  ^^^^ 

and  by  adding  (37)  and  (39)  we  obtain 

^  ElVa    ,    ElVb         Mo. J      ,     ,.  Mali        Mbk        Will*        Wnh*        ,-^v 

^  =  "T"+"ir"T^*^  +  '^^"-6 — 6-""2r~"2r'  ^^^ 

which  is  the  three  moment  equation  for  this  case. 

When  the  supports  are  on  the  same  level,  equation  (40)  may  be 
written 

JlfJ,  +  2ilfo(Zi  +  W+M6i2=  -^'-^';    .     (41) 

and  equation  (37)  reduces  to 

„j.           MJL\     Mall     Will*  f.^. 

EI^ 3 6"-"2r ^^^^ 

When  the  spans  are  equal,  if  we  let  J  =  Zi  =  J21  equation  (41) 
reduces  to 

Af«  +  4ilfo  +  M6=  -^(w?i  +  u?j).    .    .    .     (43) 

Case  IV.  —  Concentrated  Loads  and  Uniformly  Distributed  Loads 
over  the  Entire  Length  of  Each  Span,  —  By  the  same  method  of 
reasoning  as  that  employed  in  Case  (II),  the  following  expressions 
for  the  three  moment  equation,  and  for  the  slope  and  shearing 
force  at  the  origin,  for  the  span  0-A,  for  any  system  of  con- 
centrated loads  and  loads  uniformly  distributed  over  the  entire 
length  of  each  span  may  be  obtained: 


^        ElVa    ,    ElVb        A/o .,     ,    ,  V         Mall        Mbk 

^^~ir^^ ar^^^  +  ^^-~"6  6" 

STTidi  (Zi^  -  di')      wJi*      STF2d2  (^  -  dj^)      vhU* 
6Z1  24  62s  24 


(44) 


-,-.       ElVa     MJii      Mall      STFidi  {h^  -  di^)      wdi*  ._. 

^^"^^-l, 3 6 6^  'W'    •     (^^^ 

^       Ma-  Mo  ,  2Widi  ,  Will  .    . 
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When  the  supports  are  on  the  same  level,  or  when  the  spans  are 
equal,  these  equations  may  be  easily  reduced  to  simpler  forms,  as 
before. 

Case  V.  —  Load  Uniformly  Distribuied  over  a  Portion  of  Each 
Span.    General  Case.     (Fig.  164.) 


!v 


xLB [ 


H  V  >!<  V  H 


H 


Fig.  164. 


Let  Wi  =  the  load  intensity,  6i  =  the  distance  over  which  the 
load  extends,  Ci  =  the  distance  from  0  and  di  =  the  distance  from 
A  to  the  center  of  the  load  in  the  span  0-A,  and  let  TTi  =  Wibi 
equal  the  total  load  in  this  span. 

Let  t£?2  =  the  load  intensity,  62  =  the  distance  over  which  the 
load  extends,  C2  =  the  distance  from  0  and  cfe  =  the  distance  from 
B  to  the  center  of  the  load  in  the  span  0-B]  and  let  Wi  =  w%bt 
equal  the  total  load  in  this  span. 

Using  the  same  notation  as  in  Case  (I),  we  have,  for  values  of 


from  0  to  (ci  —  -xM  in  the  span  0-A, 


S  =  Sof 

M  =  Mo  +  SdX  (Art.  73), 


(47) 
(48) 

(49) 


where 


c  =  Elioj  since  i  =  to  when  x  =  0, 


2      '     6 
where  c'  =  0,  since  v  =  0  when  x  =  0. 

For  values  of  x  from  Ici  —  ^)  ^  (^i  +  o")' 
iS  =  iSo  —  i/;i  f  a;  —  Ci  +  -^j,      .     , 


(50) 


(51) 
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M  =  Jlf.  +  Soa;-^(x-Ci  +  |y (62) 

^/i  =  3f.x  +  ^-|'(x-Cx  +  |)*  +  c",      .    .     (53) 
where  c"  =  EHq^  since  (53)  and  (49)  give  the  same  value  for  Eli 

E7.-E7«r+^  +  ^-»(:.-e.+  |)'+c"',   (64) 

where  cf"  =  0,  since  (54)  and  (50)  give  the  same  value  for  EIv 
when  X  =  f  Ci  —  ^j- 

For  values  of  x  from  (ci  +  ^)to  Zi, 

S  =  So-t£?i6i, (55) 

Af  =  Afo  +  SoX  -  wibi  {x  -  ci), (56) 

^7i  =  MoX  +  ^-^Va:-Ci)«  +  c^,   .    .     (57) 

where  (P  =  -B/to sj-,  from  the  condition  that  (57)  and  (53) 

give  the  same  value  for  Eli  when  a;  =  ( ci  +  ^j> 

EIv  =  B/toX  +^  +  ^-^'(x  -  cO'  -^  +  c'.  (58) 
where  c^  =    ^ J^  ^ ,  from  the  condition  that  (58)  and  (54)  give  the 

same  value  for  EIv  when  x  =  ( Ci  +  -s  )• 

Substituting  x  =  Zi  in  (56),  we  obtain 

Ma^M^  +  SJii-Wihidi (59) 

and  hence 

So  = J 1 j —  = j h  —J—.     .    •     (60) 

h  n  n  n 

By  substituting  x  =  Zi  in  (58), 

EIVa  =  EIiJ.i  +  -^  +  -^ g 2r"  +  "2i"'    ^®^ 
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and  eliminating  So  between  (61)  and  (59)  and  reducing, 

EIVa  =  Emi  +  ^  +  ^  +  ^^l^{h'^di')'-b^\;    (62) 
and  solving  for  £72^y  and  substituting  TFi  =  11^61, 

S/to  =  ^'-^-^-^[4(y-d,*)-M.     .    (63) 

For  the  span  0-B  we  shall  have,  by  analogy, 

^        Mb  —  Mo      Wifh  //^x 

0-0  = T r  -7— (o4) 

and 

„j,  ElVb         AfoZa         Mbil         ^^tAflA         ^«\  lv«l  /AK\ 

EIi^  =  -Y 3 g 24^  ^   ^     ""      ^  ""     ^'    '     ^^ 

Adding  (63)  and  (65)  we  have,  for  the  three  moment  equation 
for  this  case, 

.        ElVa    ,    ElVi        Mo, J     ,    ,  X         Mall        Af A 

^  =  "ir  +  "5 — T^'^  +  ^^^^e 6~ 

When  the  supports  are  on  the  same  level  (66)  reduces  to 
Mali  +  2Mo  ill  +  y  +  3/6^2  -  -  ^[4  ih'  -  diO  -  6i»] 
»^[4(y»,^2)_j^2]. (67) 

and  when  the  spans  are  equal,  if  we  let  I  =  k  =  k,  equation  (67) 
reduces  to 


TFzda 


[4(y-d2«)-W] (68) 


4 
When  the  loads  are  uniformly  distributed  over  the  entire  length 

of  each  span,  61  =  Zi,  di  =  ^ ,  62  =  ^2  and  ^2=0  and  equations 

(60)  and  (63-68)  inclusive  reduce  to  the  corresponding  equations 
for  Case  (III). 

When  the  loads  are  concentrated,  61  =  0  and  62  =  0  and  equa- 
tions (60)  and  (63-68)  inclusive  reduce  to  the  corresponding 
equations  for  Case  (I). 

When  there  are  two  or  more  superimposed  loads  in  a  span,  by 
the  same  method  of  reasoning  as  that  employed  in  Case  (11),  the 
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following  expression  for  the  three  moment  equation  can  be  ob- 
tained, 

^         ElVa   ,    ElVb         Mo  n      il\         Mall         Mblj 

^^T"^^ 3"  ^'^  +  ^^^"'"6 6" 

2Ui  24^2  '    ^    ^ 

also,  the  following  expressions  for  the  shearing  force  and  the  slope 
at  the  origin, 

^       Ma-  Mq      XWidi  ,-^v 

00  = -J 1 J — , w  u; 

^..      ElVa     Moll     Mali     STTidi  [4  (Zi'  -  d,^)  -  61^]         .... 

The  equations  for  this  case  may,  therefore,  be  considered  to  be 
the  general  equations  for  a  continuous  beam,  subjected  to  any 
system  of  concentrated  and  uniformly  distributed  loads,  which 
can  easily  be  reduced  to  the  forms  obtained  for  the  four  special 
cases  previously  considered. 

119.  Determination  of  the  Bending  Moments  and  Reactions 
at  the  Supports  of  any  Continuous  Beam.  —  The  bending 
moments  and  reactions  at  the  supports  of  any  continuous  beam  of 
uniform  cross  section,  subjected  to  concentrated  and  uniformly 
distributed  loads,  may  be  determined  by  the  use  of  the  three 
moment  equation,  in  its  various  forms,  and  the  equations  for  the 
shearing  forces  and  slopes  deduced  in  Art.  (118).  The  method 
of  procedure  will  be  as  follows:  Let  the  sketch  (Fig.  165)  represent 
a  continuous  beam,  having  four  spans,  which  is  subjected  to  a 
system  of  concentrated  and  uniformly  distributed  loads  as  in- 
dicated. 

By  use  of  the  three  moment  equation,  with  the  origin  taken 
successively  at  the  supports  2,  3  and  4,  three  separate  equations 
in  terms  of  the  unknown  bending  moments  at  the  supports  can  be 
obtained.  If  the  beam  is  free  at  the  ends  and  does  not  overhang 
the  end  supports,  the  bending  moments  at  the  end  supports  will 
be  equal  to  zero  and,  by  solving  the  equations  simultaneously, 
the  bending  moments  at  the  intermediate  supports  can  be  found. 
If  the  beam  overhangs  the  end  supports,  the  bending  moments  at 
these  supports  can  be  calculated  from  the  loads  on  the  overhangs, 
leaving  the  bending  moments  at  the  intermediate  supports  to  be 
determined  as  before.    If  the  ends  of  the  beam  are  fixed,  the  three 
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moment  equation  can  be  applied  with  the  ori^n  taken  at  each 
intermediate  support,  as  before;  and  the  additional  equations, 
required  to  determine  the  bending  moments  at  the  ends,  can  be 
obtained  by  substituting  to  =  0  in  the  equation  for  the  slope  at  a 
support  taken  as  the  origin. 


f 

f    2            ^ 

1 

iiJi 

\  y 

'          s 

Hill 

MffiBLi  * 

Ri 

1 

Ri 

R. 

Ri 

Fig.  165. 


Having  calculated  the  values  of  the  bending  moments  at  the 
supports,  the  shearing  forces  on  both  sides  of  each  intermediate 
support  and  at  the  inside  of  each  end  support  can  be  found  by  use 
of  the  formulas  for  the  shearing  force  at  the  right,  or  left,  of  any 
support  taken  as  an  origin. 

The  supporting  force  for  any  intermediate  support  can  then  be 
found  by  adding  the  shearing  forces  on  the  two  sides,  keeping  in 
mind  the  reversal  of  the  signs  of  the  shears  on  the  two  sides  of  the 
support.  When  the  ends  are  free,  the  end  supports  will  evidently 
be  equal  to  the  shearing  forces  at  the  ends,  and,  when  the  ends  are 
fixed,  the  reactions  at  each  end  will  be  made  up  of  a  shearing  force 
and  a  bending  moment,  the  latter  being  found  as  previously 
described. 

An  inspection  of  the  equations  given  in  Art.  (118)  and  of  the 
process  of  deriving  them  will  show: 

(a)  That  any  of  the  equations  for  the  shearing  force,  or  the 
slope,  at  the  right,  or  left,  of  a  support  taken  as  an  origin,  are 
entirely  independent  of  the  loads  or  dimensions  in  any  span, 
other  than  that  to  which  the  equations  apply.  Hence  these  can 
be  appUed  with  any  support  (intermediate  or  end  support)  taken 
as  the  origin.  In  fact  these  equations  will  be  found  to  apply  in 
the  case  of  any  simple  beam,  or  a  beam  fixed  at  the  ends,  such  as 
were  discussed  in  Chapter  V. 

(b)  That  the  different  forms  of  the  three  moment  equation 
will  apply  only  when  the  origin  is  taken  at  one  of  the  intermediate 
supports,  since  these  equations  embody  the  length  of  the  span 


272  APPLIED  MECHANICS 

and  the  difference  in  level  of  the  adjacent  support,  on  each  side 
of  the  origin. 

(c)  That,  when  the  supports  are  on  the  same  level,  the  bending 
moments,  shearing  forces  and  slopes  at  the  different  supports  are 
independent  of  the  size  and  material  of  the  beam,  provided  the 
conditions  are  in  accord  with  the  limitations  and  assumptions  of 
the  beam  theory. 

(d)  That,  when  the  supports  are  not  on  the  same  level,  the 
bending  moments,  shearing  forces  and  slopes  at  the  supports  will 
depend  on  the  material  and  the  size  and  dimensions  of  the  cross 
section  of  the  beam.  In  many  cases  a  small  change  in  the  level  of 
one,  or  more,  supports  will  be  found  to  affect  the  bending  moments 
and  shearing  forces  to  a  very  considerable  extent. 

For  this  reason  continuous  beams  are  not  suitable  to  use  in 
types  of  construction  where  a  small  change  in  level  of  supports, 
due  to  unequal  settlement  of  foundations  or  other  causes,  will 
seriously  affect  the  magnitudes  of  the  stresses. 

(e)  That,  when  the  cross  sections  of  the  beam  vary,  or  the  load 
is  distributed  non-uniformly,  a  form  of  the  three  moment  equation 
can  be  derived,  provided  the  moment  of  inertia  and  the  load 
intensity  can  be  expressed  as  integrable  functions  of  z.  Ordi- 
narily in  cases  of  this  kind,  it  is  necessary  to  make  an  approximate 
solution  by  dividing  the  beam  up  into  sections  and  taking  average 
values  for  the  load  intensity  and  the  moment  of  inertia  for  each 
section,  the  approximation  evidently  depending  on  the  number 
of  the  sections  into  which  the  beam  is  divided. 

(f)  If,  for  a  continuous  girder  which  is  of  non-uniform  section 
or  is  constructed  in  such  a  mahner  that  the  central  axis  is  not 
straight,  the  supports  are  made  to  conform  to  the  shape  of  the 
girder,  the  shearing  forces  and  bending  moments  throughout 
the  length  of  the  girder  will  vary  in  the  same  manner  as  when 
the  central  axis  is  a  straight  line  and  the  supports  are  on  the  same 
level. 

120.  Determination  of  the  Greatest  Fiber  Stress  and  the 
Greatest  Deflection.  —  After  having  determined  the  bending 
moments  and  the  shearing  forces  at  the  supports,  the  shearing 
force  and  bending  moment  at  any  section  in  any  span  of  a  con- 
tinuous beam  can  be  found  by  the  method  indicated  in  Art.  (73). 
The  sections  in  the  different  spans  at  which  the  shearing  force  is 
equal  to  zero  will  be  sections  at  which  the  bending  moment  has 
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maximum  values.  Ordinarily  the  bending  moments  at  the  inter- 
mediate supports,  or  at  the  fixed  ends,  will  be  negative  and  the 
bending  moments  at  the  sections  of  zero  shear  in  the  different 
spans  will  be  positive.  It  is  possible,  however,  that  the  loading 
and  the  conditions  at  the  supports  may  be  such  that  the  signs  in 
either  case  will  be  reversed. 

Having  calculated  the  maximum  value  of  the  bending  moment 
in  each  span,  as  well  as  the  values  of  the  bending  moments  at  the 
supports,  the  greatest  bending  moment  in  the  entire  beam  can  be 
determined  by  inspection;  and  the  greatest  outside  fiber  stress 
can  be  calculated  by  the  usual  formula. 

To  determine  the  greatest  deflection  in  any  span  it  is  necessary 
to  write  the  bending  moment  equations,  in  terms  of  the  bend- 
ing moment  and  shearing  force  at  one  end  of  the  span  (Art.  73), 
and  by  integration  to  determine  the  slope  and  deflection  equa- 
tions;  the  constant  of  integration  for  the  slope  equation  being 
determined  from  one  of  the  expressions  for  the  slope  at  a  support 
which  have  already  been  deduced.  The  point,  or  points,  of 
greatest  deflection,  above  or  below  'the  horizontal  axis,  can  then 
be  found  by  placing  the  slope  equation  equal  to  zero,  after  which 
the  greatest  deflection  in  the  span  can  be  calculated.  By  deter- 
mining in  this  manner  the  greatest  deflection  in  each  span,  the 
greatest  deflection  in  the  entire  beam  from  any  horizontal  axis  as 
a  datum  line  is  readily  obtained." 

It  is  evident  from  the  foregoing  analysis  that  it  is  unnecessary 
to  calculate  the  supporting  forces  of  a  continuous  beam,  in  order  to 
determine  the  greatest  fiber  stress  or  the  greatest  deflection.  If 
desired,  however,  the  magnitude  of  any  intermediate  support  may 
be  obtained  by  adding  the  shearing  forces  on  either  side  together, 
taking  account  of  signs.  Thq  magnitude  of  an  intermediate  sup- 
porting force  can  be  expressed  in  terms  of  the  bending  moments,  at 
the  support  and  the  two  adjacent  supports,  using  the  notation  for 
the  general  case  (Case  V),  as  follows: 

p  Q  ,  «  Ma- Mo  .  MfMo  ,  STFidi  .  ZTTA  ,.v 
/to  =  ooi- o-o  = 1 1 r 1 J 1 r — f    .    (1) 

where  — j —  and   — j —  are  evidently  the  components  at  the 

support,  which  would  be  obtained  by  treating  the  adjacent  spans 
as  two  simple  beams. 
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For  an  end  support,  when  the  beam  is  free, 

P_Q    ,o     _Ma-  Mo  ,  STTidi  ,   CI  /ov 

where  S-o  =  the  shear  due  to  the  load  on  the  overhanging  end,  if 

any,  the  previous  observation  in  regard  to  the  term  — 7-^  applying 

as  before. 

After  having  obtained  the  supporting  forces,  the  expressions 
for  the  shearing  force,  bending  moment,  slope  and  deflection  at 
any  section  of  a  continuous  beam  can  evidently  be  written  in 
terms  of  all  the  forces  acting  on  the  portion  of  the  beam  between 
the  section  and  either  end,  as  in  the  case  of  any  simple  beam. 
This  method  involves,  in  general,  the  use  of  more  complicated 
equations  than  the  one  previously  outlined. 

121.  Continuous  Beams  with  Equal  Spans  and  Loads  Uni- 
formly Distributed.  —  The  formulas  for  continuous  beams  of 
this  type,  having  the  supports  on  the  same  level,  are  more  generally 
used  than  those  for  any  other  type. 

For  a  beam,  with  any  nuniber  of  equal  spans  and  a  uniformly 
distributed  load  of  the  same  intensity  w  throughout  its  entire 
length,  having  the  supports  on  the  same  level,  the  three  moment 
equation  (Case  III)  will  reduce  to  the  form 

Ma  +  ^Mo+.Mt=-^, (1) 

and  the  expression  for  the  shearing  force  at  the  right  of  the  origin 
will  take  the  form 

In  applying  these  equations  in  the  following  cases,  the  bending 
moments  at  the  supports  will  be  denoted  by  Mi,  M2,  Ms,  etc.,  the 
subscripts  corresponding  to  the  numbers  at  the  supports,  the 
maximum  positive  values  of  the  bending  moments  between  the  sup- 
ports will  be  denoted  by  M',  M",  M'",  etc.,  the  primes  corre- 
sponding to  the  number  of  the  span.  The  shearing  forces  at  the 
right  of  the  supports  will  be  denoted  by  positive  subscripts  and 
those  at  the  left  by  negative  subscripts. 

(a)    Two  equal  spans  (Fig.  166). 

Applying  equation  (1)  with  the  origin  at  the  support  (2) 

Mi  =  0,        M2=-y,         M,  =  0.    .    .    .     (3) 
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Applying  equation  (2)  with  the  origin  at  the  support  (1), 

Si^iwl;  ........    (4) 

and,  following  the  usual  convention  of  signs  for  shearing  forces, 

S^=^  iwl^wl  =  —iwl; (5) 

and,  from  symmetry, 

St^iwl,       /Sf-«=-|t£?Z. (6) 

K 


Fig.  166. 


A  maTrimum  value  of  the  bending  moment  in  the  span  (1-2) 

3  Z 
will  occur  at  a  distance  -^  from  the  support  (1)  and  will  be  equal  to 


^,  _  3t^     3j  _  Zwl  w  3j  _  _9^    ^    ^ 
8^8         8    ^16"128      '• 


(7) 


and,  from  synunetry,  the  maximum  positive  bending  moment  in 
the  span  (2-3), 

(8) 
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The  supporting  forces  will  be  equal  to 

Ri  =  iwl,        A  =  I  wl,        Rz  =^  iwl.    .    .    .    (9) 

The  greatest  bending  moment  for  the  entire  beam  will  evidently 
be  that  at  the  middle  support, 

M,=  -^, (10) 

and  the  greatest  shearing  force  will  be  that  on  either  side  of  the 
middle  support, 

&  =  -<S_  =  ^ .(11) 

(b)   Three  equal  spans  (Fig.  167). 

Applying  equation  (1)  with  the  origin  at  the  support  (2), 

j|f,  +  4Jlfa=-^ (12) 

and  applying  (1)  again,  with  the  origin  at  the  support  (3), 

4M,  +  Af,=  -^ (13) 
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Solving  (12)  and  (13)  simultaneously 


also, 


•     •    •    • 


(14) 
(15) 


Fia.  167. 

Applying  equation  (2)  with  the  ori^n  at  the  support  (1), 

Si  =  %wl (16) 

and,  following  the  usual  convention  of  agns, 

S^  =  iwl-wl=  -%wl (17) 

From  the  symmetry  of  loading, 


and  also, 


*-»  =  -  "2  . 


Ss  =  j  wl,     -S-4  =  f  wl. 


....    (18) 

....     (19) 

A  maTrimum  value  of  the  bending  moment  in  the  span  (1-2) 

2 1 
will  be  obtained  at  the  section,  distant  -^  from  the  support  (1), 

and  will  be  equal  to 


^,  _  2wl  y  2Z  _  2wl  ^l  _  2wP 
^■"5^5         5    ^5""   25  • 


(20) 


From  symmetry,  the  maximum  value  in  the  span  (3-4)  will  in 
like  manner  be  equal  to 

jf-  =  2^ (21) 

A  maximum  value  of  the  bending  moment  will  also  be  obtained  at 
the  middle  secti(Hi  of  the  span  (2-3)  and  will  be  equal  to 

,-,#  wP      wl      I      wl      I      wP  ,^^v 

^    =-T0  +  -2X2-2Xi=40-    •    •     (22> 

The  supporting  forces  will  be  equal  to 

Ri==iwl,    Ri--iiwl,    Rz^Hwl,    Ri^iwl.    .    (23) 
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The  greatest  bending  moment  for  the  entire  beam  will  be  that 
at  either  intermediate  support, 

Jlf,  =  Af,=  -^, (24) 

and  the  greatest  shearing  force  will  be  in  either  end  span,  at  the 
intermediate  support, 

OS  =    —  0-2  =  — =— (25) 

o 

By  applying  equations  (1)  and  (2)  to  the  supports  in  succession, 
the  values  of  the  bending  moments,  shearing  forces  and  supporting 
forces  for  similar  beams,  with  any  number  of  equal  spans,  can  be 
easily  determined.  In  every  case  the  greatest  bending  moment 
will  occur  at  one  of  the  intermediate  supports  and  the  greatest 
shearing  force  will  occur  in  the  end  span,  at  the  first  intermediate 
support.  The  bending  moments'  at  the  supports  will  in  each  case 
be  expressed  in  the  form 

knwP, (26) 

where  A^«  =  a  numerical  coefficient,  and  the  expressions  for  the 
shearing  forces  at  the  supports  will  take  the  form 

Kwl, (27) 

where  fc,  =  a  numerical  coefficient. 

The  following  diagram  on  page  (278)  shows,  in  tabulated  form, 
the  numerical  values,  disregarding  signs,  for  k^  and  k,  at  the  suc- 
cessive supports  of  continuous  beams,  having  from  two  to  seven 
equal  spans,  subjected  to  uniformly  distributed  loads. 

The  central  axis  of  the  beam  and  the  supports  in  each  case  are 
represented  in  the  conventional  manner,  the  span  numbers  being 
indicated  by  figures  placed  in  the  middle  of  each  span.  These 
numbers  in  each  case  may  also  be  taken  as  the  numbers  at  the 
supports  of  the  beam  indicated  above.  The  values  of  fcm  for  each 
support  are  placed  directly  over  the  center  of  the  support,  while 
the  values  of  k,  are  indicated  below  the  central  axis.  To  save 
repetition,  the  numerators  of  the  fractions,  representing  the  values 
of  kg  on  each  side  of  each  support,  are  shown,  while  under  the 
middle  of  the  support  the  common  denominator  for  both  fractions 
is  given.  By  adding  the  numerators  on  the  two  sides  of  any 
support  the  coefficient  of  wl,  giving  the  magnitude  of  the  support- 
ing force  at  that  point,  is  evidently  obtained. 
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For  example,  in  the  case  of  the  beam  with  four  spans  the  magni- 
tude of  the  bending  moment  over  the  second  support  will  be  equal 
to 

and  the  magnitude  of  the  shear  to  the  right  of  the  same  support 

will  be 

&  =  H  wl, 

while  that  to  the  left  will  be 

and  the  supporting  force  at  this  point  will  be  equal  to 

It  should  be  noted  that,  as  the  number  of  spans  increases,  the 
values  of  the  shearing  forces  and  bending  moments  in  the  central 
spans  become  nearly  equal  to  the  values  of  these  quantities  for  a 
beam  fixed  at  the  ends,  subjected  to  a  uniformly  distributed  load 
(Art.  101). 
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122.  Approximate  Method  of  Determining  Shearing  Forces 
and  Bending  Moments  in  a  Continuous  Beam.  —  If  the  loading 
on  a  continuous  beam  is  complex,  or  if  the  conditions  regarding  the 
level  of  the  supports,  or  the  constraining  forces  at  the  ends,  when 
the  ends  are  not  free,  are  not  definitely  known,  an  approximate 
solution  for  the  shearing  forces  and  bending  moments  in  any  one 
span  can  be  made  by  estimating  the  position  of  the  points  of 
inflexion  and  following  the  usual  method  employed  in  the  case  of 
simple  and  cantilever  beams. 


Fig.  168. 


For  example,  let  the  sketch  (Fig.  168a)  injlicate  a  span  of  a  con- 
tinuous beam,  subjected  to  a  system  of  concentrated  and  dis- 
tributed loads.  Assume  points  of  inflexion  at  m  and  n  at  distances 
fli  and  02,  respectively,  from  the  supports.  On  this  basis  the  por- 
tion of  the  beam  between  m  and  n  can  then  be  treated  as  a  simple 
beam  (Fig.  168b),  which  is  supported  on  the  ends  of  two  cantilever 
beams  A-m  and  B-n,  extending  inward  from  the  ends  of  the 
span.  The  supporting  forces  for  the  portion  m-n  can  be  found 
in  the  same  manner  as  in  the  case  of  any  simple  beam,  and,  having 
these,  the  greatest  bending  moment  in  m-n  can  easily  be  deter- 
mined. The  greatest  beriding  moments  and  the  greatest  shearing 
forces  in  the  portions  A-m  and  B-n  will  be  at  the  supports  Ra 
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and  Rh  and  can  be  determined  in  the  same  manner  as  for  any 
cantilever  beam. 

-  The  forms  of  the  bending  moment  and  shearing  force  diagrams, 
resulting  from  this  analysis  are  indicated  in  the  sketch  (Fig.  168c). 
The  accuracy  of  the  results  will  depend  on  the  accuracy  in  locating 
the  points  of  inflexion  m  and  n.  The  choice  of  the  locations  of  m 
and  n  will  be  solely  a  matter  of  judgment,  based  on  a  knowledge 
of  the  conditions  at  the  supports,  the  loads  in  the  neighboring 
spans  and  the  positions  the  points  of  inflexion  in  the  more  common 
types  of  continuous  beams. 

The  method  can  evidently  be  used  with  equal  facility  in  the  case 
of  a  beam  fixed  at  the  ends,  the  beam  having  one  or  more  spans. 

123.  Problems.  — ^  Continuous  Beams.  —  In  each  of  the  follow- 
ing problems  the  beam  is  of  uniform  section  with  the  central  axis 
a  straight  line  before  loading.  In  all  cases,  for  which  sketches  are 
shown,  the  supporting  forces  are  indicated  as  acting  upwards.  It 
sometimes  occurs,  however,  with  certain  systems  of  loading,  that 
a  downward  force  is  required  at  one  or  more  supports  to  maintain 
the  level  at  the  supports.  In  such  cases  negative  values  will  be 
obtained  for  the  downward  supporting  forces.  Particular  atten- 
tion should  be  given  to  the  solutions  of  the  numerical  problems, 
which  illustrate  the  application  of  the  theorem  of  three  moments 
and  the  method  of  determining  shearing  forces,  bending  moments 
and  deflexions  in  a  few  representative  cases. 

Problem  1. 

Determine  the  greatest  bending  moment,  the  greatest  shearing  force,  the 
supporting  forces  and  the  points  of  inflexion  for  the  continuous  beam,  carried 
on  three  supports  at  the  same  level  and  loaded  as  indicated  (Fig.  169).  Neglect 
the  weight  of  the  beam. 

Sduiion.  —  For  this  case  the  origin  must  be  taken  at  the  support  (2)  and 
the  general  form  of  the  three  moment  equation  (equation  44,  Art.  118)  will 
reduce  to 

0  «  2Mo(li  +k)  +  MJt  +  Mbit  +^  (/i«  -di«)  +^ 

and,  since  the  bending  moments  at  the  end  supports  are  both  equal  to  zero, 
by  substituting  in  the  above  equation,  we  shall  obtain 

0  »  70  Af .  +  l-5^5^ii5  (400  -  100)  +  ^500X^5  . 

and  solving  for  Mi, 

Afi  =  -  33,480  ft.  lbs. 
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By  substituting  in  equation  (46)  (Art.  118),  taking  the  origin  at  the  support 
(1),  we  obtain 

Id  z 

and  hence 

5-4  =  6268  -  16,000  «  -9732  lbs. 

By  substituting  again  in  equation  (46),  taking  th^  origin  at  the  support  (2), 

and  hence 

&^  -  6674  -  10,000  -  -3326  lbs. 


Fig.  169. 


It  should  be  observed  that,  if  the  general  equation  for  5-o  had  been  used  to 
obtain  the  values  of  <S-s  and  iSLs,  the  results  would  have  been  positive  in  each 
case  instead  of  negative.    The  supporting  forces  will  evidently  be 

Ri  =  5268  lbs.,      ft  =  9732  +  6674  =  16,406  lbs.,      ft  =  3326  lbs. 

The  greatest  shearing  force  in  the  beam  is  evidently  the  shearing  force  <S-t, 
at  the  left  of  the  middle  support. 

To  determine  the  maximimi  positive  value  of  the  bending  moment  in  the 
span  (1-2),  we  have,  for  the  expression  for  the  shearing  force  at  any  distance  x 
from  the  support  (1)  as  an  origin, 

5  =  5268- 1000  x; 

and  placing  5  =  0  and  solving  for  x, 

X  =  5.27  ft. 

Hence  the  maximum  value  of  the  bending  moment  will  be  equal  to 

ilf'  =  5270  X  5.27  -  600  X  5^27*  =  13,880  ft.  lbs. 

To  determine  the  maximum  value  of  the  positive  bending  moment  in  the 
span  (2-3),  observe  that  the  shearing  force  is  zero  under  the  concentrated 
load.    Hence  the  maximum  bending  moment  will  be  equal  to 

M"  =  3326  X  10  =  33,260  ft.  lbs. 
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The  bending  moment  Mt  at  the  middle  support  is,  therefore,  the  greatest 
bending  moment  in  the  beam. 

There  will  be  two  points  of  inflexion  which  can  be  found  as  follows:  Taking 

the  origin  at  the  support  (1),  the  equation  for  the  bending  moment  in  the  span 

(1-2)  will  be 

M  =  5268a;  -500a?. 

Placing  3f  =  0  and  solving  for  z,  we  have 

X  -  10.54  ft. 

Taking  the  origin  at  the  support  (3)  and  x  positive  when  measured  to  the 
left,  the  equation  for  the  bending  moment  for  values  of  x  from  10  to  20  will  be 

M  =  3326a;  -  10,000  {x  -  10). 

Placing  3f  B  0  and  solving  for  x,  we  have 

X  =  14.98  ft. 

Sketches  showing  the  forms  of  the  bending  moment  and  shearing  force 
diagrams  for  this  case  are  shown  in  Fig.  (169b). 

Problem  2. 

Determine  the  greatest  bending  moment,  the  greatest  shearing  force,  the 
supporting  forces  and  the  points  of  inflexion  for  a  beam  supported  at  three 
points  on  the  same  level,  with  two  equal  spans,  of  length  2,  when  subjected  to 
each  of  the  following  load  systems: 

(a)  Load  uniformly  distributed  over  one  span  only;  w  =  load  intensity; 

(b)  Two  concentrated  loads  IT,  one  in  the  middle  of  each  span; 

(c)  Single  concentrated  load  W  in  the  middle  of  one  span; 

(d)  Single  concentrated  load  W  at  any  distance  kl  from  one  of  the  end 
supports. 

Neglect  the  weight  of  the  beam  in  each  case.  Sketch  the  shearing  force 
and  bending  moment  diagrams  for  each  case. 

Problem  3. 

Determine  the  bending  moments  at  the  supports  and  the  supporting  forces 
for  the  continuous  beam  carried  on  four  supports  at  the  same  level,  having  the 
two  end  spans  equal  and  subjected  to  a  uniformly  distributed  load  (Fig.  170). 

SdtUion,  —  Let  W  =  the  intensity  of  the  load,  I  =  the  length  of  each  end 
span  and  nl  =  the  length  of  the  center  span. 

For  the  bending  moments  at  the  supports  we  shall  have  Mi  =0,  ilf 4  =  0; 
and  Mt  =  Mz,  from  the  symmetry  of  the  loading.  Applying  the  three  moment 
equation  (41)  (Art.  118),  with  the  origin  at  the  support  (2),  we  shall  have 

Af .nl  +  2  M.  (J  +  nZ)  =  -  "2^' -  If^ 
and  solving, 


Taking  the  origin  at  the  support  (1)  and  substituting  in  equation  (35)  (Art. 
118),  we  obtain 

'     Q  wl  /l+n*\      wl      wl  fS  +  en-nn 

'"        4  l2  +  3n/"^  2  ""  4   \""2-4-3n     / 
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Taking  the  origin  at  the  support  (2)  and  substituting  in  equation  (38)  (Arti 

118), 

^,        wl  (l+n*\      id      wl  /5  +  6n  +  n«\ 

'^^^  4  V2  +  3n/"^  2  *"  4  \.     2  +  3n     J 


From  the  symmetry  of  loading  it  is  evident  that 

and  that  the  shearing  forces  at  the  supports  (3)  and  (4)  are  equal  to  the  corre- 
sponding values  at  the  supports  (2)  and  (1). 
For  the  supporting,  forces 


Ri  =*  R4 
Rt  ^  Rt 


tgt/3  +  6n~n»\ 
4I      2  +  3n     r 
id  /5H-6n+n»\      idn 
4  V      2  +  3n     J^   2 


ti?g/5  +  10n  +  6n»  +  n«\ 
4  \  2  +  3n  / 


A  sketch  showing  the  general  forms  of  the  bending  moment  and  shearing 
force  diagrams  is  given  in  Fig.  (170b).  It  should  be  observed  that  when  n  is 
small  the  bending  moment  at  the  section  in  the  middle  span,  at  which  the 
shearing  force  is  zero,  has  a  minimum  instead  of  a  maximum  value,  as  indicated 
by  the  sketch. 

Problem  4. 

Deduce  the  expression  for  the  bending  moments  at  the  supports  and  the 
supporting  forces  for  the  continuous  beam  given  in  Problem  (3)  for  the  follow- 
ing load  systems: 

(a)  Load  uniformly  distributed  over  the  two  end  spans  only;  w  »  load 
intensity; 

(b)  Load  uniformly  distributed  over  one  end  span  only;  to  »  load  intensity; 

(c)  Load  uniformly  distributed  over  the  middle  span  only;  w  ^  load 
intensity; 

(d)  Load  uniformly  distributed  over  the  middle  span  and  one  end  span 
only;  w  »  the  load  intensity; 


284  APPLIED  MECHANICS 

(e)  Single  concentrated  load  IT,  applied  at  any  distance  Id  from  one  of  the 
end  supports; 

(f)  Single  concentrated  load  W  applied  at  the  middle  point  of  the  center 
iq>an  (2-3). 

Problem  5. 

Given  a  continuous  beam,  fixed  at  one  end  and  subjected  to  the  s^rstem  of 
concentrated  and  uniformly  distributed  loads  as  indicated  (Fig.  17ia),  the 
supports  being  on  the  same  level.    The  beam  is  a  12"  I-beam,  31.5  lbs.  per  ft., 

for  which  /  =  216  (ins.)*  and  -  =  36  (ins.)«. 

c 

Determine: 

(a)  The  bending  moments  at  the  supports; 

(b)  The  shearing  forces  at  the  supports; 

(c)  The  maximum  positive  bending  moment  in  each  span; 

(d)  The  greatest  outside  fiber  stress; 

(e)  The  value  of  Eli  at  each  support; 

(f)  The  general  equations  for  slope  and  deflection  for  each  span  and  the 

overhanging  end;  and  the  greatest  value  of  Elv  for  each  span  and 
the  overhanging  end; 

(g)  The  greatest  deflection  in  the  entire  beam,  assuming  E  »  28,000,000 

lbs.  per  sq.  in. 

S6lviion,^{d)  The  bending  moment  at  the  support  (3)  will  be  equal  to 

Ml  =  -2000X4-2400X2=  -12,800ft.lbs.       .    .    (1) 

Taking  the  origin  at  the  support  (2)  and  applying  the  three  moment  equa- 
tion, in  the  form  given  in  equation  (44)  (Art.  118),  we  obtain 

^         Jf,32     12,800X16     Jftl6     5000X10  (256-100)-f3000X4  (256-16) 
3     "^         6  6  6X16 

600  X  4096      4000  X  10  (256  -  100)  _  1200X4096 
24  6  X  16  24         ' 

which  reduces  to 

0  =  -  4Af2  -  Ml  -  168,494 (2) 

Taking  the  origin  at  the  fixed  end  (1)  and  applying  the  equation  for  the 
slope  at  the  support,  in  the  form  given  in  equation  (45)  (Art.  118),  and  noting 
that  to  =  0,  we  obtain 

n  =  -  ^^  -  M»16  _  4000  X  6  (256  -  36)  _  1200X4096^ 
3  6  6  X  16  24         ' 

which  reduces  to 

0=  -2Afi-M, -97,426 (3) 

Solving  equations  (2)  and  (3)  simultaneously. 

Ml  =  -  31,601, (4) 

Mt  "  -  34,223 o    o    .    (6) 
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(b)  Taking  the  origin  at  (1)  and  applying  the  general  equation  for  the 
shearing  force  at  a  support,  as  given  in  equation  (46)  (Art.  118), 

S.  -  -  '^'^^^  ^^'«>^  +  ^^  +  ^-gg^  -  10,936  lbs..    (6) 

and  computing  S-^  by  the  ordinary  method, 

S^  =  10,936  -  4000  -  16  X  1200  =  -12,264  lbs.     ...    (7) 


iOOO 


ooo 


(5)  S, — MM 

Fig.  171. 

Taking  the  origin  at  (2)  and  appljdng  the  shearing  force  equation, 
^      -12,800+34,223  .  5000X10+3000X4  .  600X16     ,nm.iiK-       /ox 

and  computing  S-tt 

S-i  =  10,014  -  6000  -  3000  -  600  X  16  -  -  7686  lbs,       .    .    (9) 

From  the  loads  on  the  overhanging  end, 

54  =  2000  +  4  X  600  =  4400  lbs (10) 

Hence  the  greatest  shearing  force  for  the  entire  beam  is  at  the  left  of  the  middle 
support  and  is  equal  in  magnitude  to  12,264  lbs. 

The  diagram  showing  the  variation  in  shearing  force,  following  the  conven- 
tion of  signs  for  the  ordinary  beam  theory,  is  shown  by  the  dotted  lines  (Fig. 
171b). 

(c)  Taking  the  origin  at  (1),  the  general  equations  for  the  shearing  force 
and  bending  moment  in  the  span  (1-2)  will  be  the  following: 

For  values  of  z  from  0  to  10, 

5  =  10,936- 1200  X, (11) 

Af  =  -  31,601  +  10,936  X  -  600  a? (12) 
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For  values  of  x  from  10  to  16, 

5  =  10,936  -  1200  X  -  4000, (13) 

M  =  -  31,601  -}-  10,936a!  -  600 a:*  -  4000  {x  -  10).     .    .    (14) 

Placing  (11)  equal  to  zero,  we  obtain,  for  the  section  of  zero  shear, 

X  =  9.11  ft (16) 

and,  substituting  in  (12)  and  reducing,  the  maximum  positive  value  of  M  for 
the  span  (1-2)  is  found  to  be 

M'  =  18,231  ft.  lbs (16) 

Taking  the  origin  at  (2),  the  general  equations  for  the  shearing  force  and 
bending  moment  in  the  span  (2-3)  will  be  the  following: 
For  values  of  x  from  0  to  6, 

5  =  10,014 -600  X, (17) 

M  =- 34,223  +  10,014  X  -  300  a:* (18) 

For  values  of  x  from  6  to  12, 

5  =  10,014  -  600  x  -  6000,        , (19) 

M  '^^  -  34,223  +  10,014a;  -  306a?  -  6000  (x  -  6).    .    .    .     (20) 

For  values  of  x  from  12  to  16, 

5  =  10,014  -  600  X  -  6000  -  3000, *.    .     (21) 

Af  =  -  34,223  -  10,014x  -  300 x*  -  6000  (x  -  6)  -  3000  (x  -  12).    (22) 

Placing  (19)  equal  to  zero,  the  value  of  x  for  the  section  of  zero  shear  is  found 

to  be 

X  =  8.36  ft (23) 

and,  substituting  in  (20)  and  reducing,  the  maximum  positive  value  of  the 
bending  moment  in  the  span  (2-3)  is  found  to  be 

ilf "  =  16,727  ft.  lbs (24) 

Taking  the  origin  at  (3),  the  equations  for  the  overhanging  end  will  be 

5  =  4400-600x, (26) 

ilf  =•- 12,800 +  4400  X- 300  x« (26) 

A  sketch  of  the  bending  moment  diagram  is  shown  in  Fig.  (171b). 

(d)  Comparing  the  values  of  M'  and  M "  with  the  values  of  the  bending 
moments  at  the  supports,  the  greatest  bending  mcftnent  for  the  entire  beam  is 
found  to  be  at  the  middle  support;  and  is  equal  in  magnitude  to  34,223  ft.  lbs. 
Hence  the  greatest  outside  fiber  stress  is  equal  to 

/  =  ^^3^^-^^  =  1 1,400  lbs.  per  sq.  in (27) 

(e)  The  slope  at  the  fixed  end  being  zero, 

ElU  =  0 "  (28) 

Applying  equation  (46)  (Art.  118),  with  the  support  (2)  as  an  origin,  and 
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appljring  the  corresponding  equation  for  the  slope  at  the  left  of  a  support,  with 
support  (3)  as  an  origin,  the  following  values  for  EIh  and  EIu  are  obtained: 

„..      34,223X16     12,800X16      5000XlO(256~100)-}-3000X4(256-16) 
*•"         3         ■*■         6  .  6X16 

-??^|j^-3011 (29) 

„,.        12,800X16     34,223X16     5000X6  (256-36)+3000  X  12  (256-144) 
^^*-*"         3         ■*■        6  6X16 

-  ?5^|i5?5  ,«  63,619.   ....    (30) 

Hence 

.  EIh  =  53,619 (31) 

(f )  The  general  equations  for  slope  and  deflexion  can  be  obtained  by  inte- 
gration from  the  bending  moment  equations  (c),  the  constants  being  deter- 
mined by  the  usual  methods  employed  in  dealing  with  ordinary  beams.  For 
the  span  (1-2),  taking  the  origin  at  (1),  the  equations  will  be  the  following: 

For  values  of  x  from  0  to  10, 

^/i  =- 31,601  X  +  5468  a:*  -  200  ««, :    .     (32) 

E/o=  -15800a? +  1823x»-50a^ (33) 

For  values  of  x  from  10  to  16, 

E/t  =  -31,601  x  + 5468  x«- 200  x«- 2000  (x-10)«,      .    .     (34) 
^/t;  =- 15800  x» -}- 1823  x»  -  50  X*  -  667  (x  -  10)«,     .    .    .    (35) 

By  placing  (32)  equal  to  zero,  the  value  of  x,  for  the  point  of  zero  slope,  is 

found  to  be 

X  =  8.28  ft (36) 

and,  by  substituting  this  value  in  (33),  the  maximum  value  of  EIv  for  the  span 

is  found  to  be 

Ell/  =  -  283,000 (37) 

Taking  the  origin  at  (2),  the  equations  for  the  span  (2-3)  wiU  be  the 
following: 
For  values  of  x  from  0  to  6, 

EH  =  3011  -  34,223x  +  5007x«  -  100x«,    ....    (38) 
^iv  =  3011 X  -  17,112  x«  +  1669  x«  -  25  x«.      ...    (39) 

For  values  of  x  from  6  to  12, 

EH  =  3011  -  34,223x  +  5007 x«  -  100x»  -  2500  (x  -  6)«,     .     (40) 
EIv  =  2011  x-  17,112  x«  +  1669  x»  -  25  x«  -  833  (x  -  6)».    .     (41) 

For  values  of  x  from  12  to  16, 

Eli  =3011-34,223x+5007x«-i00x«-2500  (x-6)«-1500  (x-12)«,     .     (42) 
^it;=3011x-17,112x«+1669x»-25x*-833(x-6)»-500(x-12)«.      .    (43) 

By  placing  (40)  equal  to  zero,  the  value  of  x,  for  the  point  of  zero  slope,  is 
found  to  be  equal  to 

s»  8.69  ft. (44) 
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and,  by  substituting  in  (41)  the  mftTimnm  value  of  EIv  for  the  span  is  found 

to  be 

EIv"  =  -330,000 (45) 

Taking  the  origin  at  (3),  the  equations  for  the  overhanging  end  wiU  be 

Eli  =  53,619  -  12,8dftx  +  2200x«  -  100 «»,  ....    (46) 
^7»  «- 63,619  X- 6400  a?  +  733  x»- 25  x« (47) 

An  inspection  of  (46)  will  show  that  the  greatest  deflection  in  this  section  will 
come  at  the  end  of  the  beam;  and,  substituting  a;  >■  4  in  (42), 

EIv'"  =  152,000 (48) 

(g)  Comparing  the  maximum  values  of  EIv,  the  greatest  deflection  will 
evidently  occur  in  the  span  (2-3)  and  will  be  equal  to 

,,  330,000 


EI 


(49) 


where  the  linear  units. are  all  expressed  in  ft.    Hence  to  obtain  the  value  of 
v"  in  inches  we  have 


330,000  X  12 


X  12  «  -0.094". 


(60) 


28,000,000  X  144  X  216 

For  the  sake  of  completeness,  the  equations  for  S,  Af ,  Eli  and  EIv  have  been 
written  for  every  section  of  the  span,  although  some  of  the  equations  were  not 
required  in  making  a  solution  of  the  problem. 

Problem  6. 

Find  the  greatest  deflexion  of  the  beam  given  in  Problem  (1),  aHSuming 
E  «  28,000,000  lbs.  per  sq.  in.  and  /  »  200  (ins.)«. 

Problem  7. 

Find  the  greatest  bending  moment  and  the  greatest  deflexion  in  the  beam 
given  in  Problem  (1),  assuming  E  =  28,000,000  lbs.  per  sq.  in.,  I  =  200  (ins.)*: 

(a)  When  the  middle  support  is  i"  below  the  level  of  the  end  supports. 

(b)  When  the  middle  support  is  }"  above  the  level  of  the  end  supports. 

Problems. 

Solve  Probletfl  (5),  assuming  that  the  end  of  the  beam  is  free,  instead  of 
fixed,  at  the  support  (1),  all  other  conditions  remaining  the  same.  • 


tDlb8.per  ft 


>a 


t^r-t-^ 


i\» 


i 


Fig.  172. 

Problem  0. 

A  standard  riveted  plate  girder,  made  up  of  a  24"  X  |"  web  plate  and  4  —  5" 
X  3}"X  i"  angles,  is  supported  at  three  points  at  the  same  level  and  loaded 
uniformly  over  its  entire  length,  as  shown  (Fig.  172). 
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(a)  Find  the  maximum  load  per  ft.  of  length  (w),  including  the  weight  of 
the*  girder,  provided  the  greatest  allowable  fiber  stress  is  12|000  lbs.  per  sq. 

in.;  given  -  =  204(ins.)>.  • 

(b)  Find  the  maximum  deflexion,  given  E  «  28,000,000  lbs.  per  sq.  in. 
and  the  total  depth  of  the  girder  >■  24}". 

Problem  10. 

Solve  Problem  (9),  aasuming  that  the  support  (1)  is  }"  below  the  level  of 
the  supports  (2)  and  (3). 

Problem  11. 

Find  the  bending  moments  at  the  supports  and  the  supporting  forces  for  a 
four-span  continuous  beam,  loaded  as  shown  (Fig.  173),  aHsuming  that  the 
supports  are  maintained  at  the  same  level. 


Problem  12. 

Solve  Problem  (11),  afwuming  that  the  beam  is  subjected  to  a  total  load  of 
16,000  lbs.,  uniformly  distributed  over  a  length  of  8  ft.,  the  center  of  the  load 
being  over  the  support  (3). 

Problem  13. 

(a)  Find  a  suitable  I-beam  to  use  for  the  continuous  beam  (Problem  11), 
provided  the  greatest  allowable  fiber  stress  »  12,000  lbs.  per  sq.  in. 

(b)  Find  a  suitable  I-beam  to  use  for  the  continuous  beam  (Problem  12) 
assuming  the  greatest  allowable  fiber  stress  =  12,000  lbs.  per  sq.  in. 


k-- 


■*K- 


i-^. 


Fig.  174. 


IRi 


Problem  14. 

Deduce  the  equation  for  the  bending  moment  at  the  middle  support  and 
determine  the  supporting  forces  and  the  maximum  values  of  the  bending 
moments  in  each  span  of  a  continuous  beam,  having  two  equal  spans  subjected 
to  equal  loads  W,  distributed  over  each  span  as  shown  (Fig.  174). 
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Sciuiion.  —  Let  w  »  the  load  intensity  at  any  point  in  the  beam.    Taking 
the  origin  at  (2)  and  following  the  usual  notation  we  shall  have  for  values  If  x 


from  0  to  ^ : 


where  the  constant  a  = 


4Tr 


w  ^  ax. 


5  =  &- 


and 


(1) 


(2) 


ox' 


M  =  ilfj  +  /Six-=g-      (Art.  73) (3) 


Substituting  in  the  equation  of  the  elastic  curve  and  integrating, 


(4) 


the  constant  of  integration  being  equal  to  zero,  since  the  slope  at  the  middle 
support  is  equal  to  zero.    Integrating  again 


(6) 


the  constant  being  equal  to  zero. 


For  values  of  x  from  o  ^  ^* 


az 


and 


-2ofx-^)=:a(l-«), 


(6) 


W 


s-s.-^- 


wdx  =  St-j+l{l-xy 


.5.-^  +  ^^41^  (Art.  73). 


•        •        •        • 


M./«dx  =  &x-^i^-?p  +  c'. 


•        •        • 


(7) 
(8) 


and,  putting  (8)  equal  to  (3)  when  x  ■=  5  >  ^®  obtain  c'  =  ilfj  +  -«- 


EH 


i=fMdx  =  MiX+  ^  + 


Si3^  ,  a(l-  x)*      aJh?  ,  alH 


24 


8    +Y  +  ^"' 


(9) 


and,  putting  (9)  equal  to  (4)  when  x  =  ^  1  we  obtain  c"  =  —  -r^ 


+ 


6 


120 


24 


+ 


16        192 


E>i        r»i  fj       ^^^^  .  -S^i^'      a{l-xY     aPx«  ,  oZ«x«     7aZ<x 
Elv  =  El  \idx= —1      '  ' 

and,  putting  (10)  equal  to  (5)  when  x  =  «»  w®  obtain  cf"  =  r^ 


+  c"'  (10) 


Whoi  X  B  {)  (8)  reduces  to 


M: 


aZ« 


i-o  =  Jif,  +  iW-y;l 


(11) 
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and  henoe 

e  Mt.aJ*         Mt      W ,  ,    . 

^"  — TT    — r"z* -•  ^  ' 

and,  when  x  =  {,  (10)  reduces  to 

^/»,-0  =  -y.+  — -jg (13) 

Fniminating  S%  between  (12)  and  (13),  we  have 

i«|     605. 

3^384''*' ^^ 

and  henoe 

„  6aZ«  bWl  ,  .. 

^*  "128  "82" ^^^^ 

Substituting  in  (12), 

*-^+?-i^5 <i«> 

and  hence 

-a-.-I^T*'. (17) 

The  supporting  forces  will  be  equal  to 

^*  **  32  ^*    ^  *"  16  ^'    ^'  ~  32  ^ ^^^^ 

Taking  the  origin  at  the  support  (1),  the  shearing  force  and  bending  moment 

equations,  iot  values  of  x  from  0  to  5,  will  be 

Putting  (19)  equal  to  zero,  we  obtain  for  the  section  of  zero  shear 

»  =  -^I-0.416i; (21) 

and  substituting  in  (20)  we  hove,  for  the  maximum  value  of  the  positive 
bending  moment  in  the  span  (1-2)  and  also  for  the  span  (2-8), 

M'  =  ^^3^  Wl  =  0.096  Wl (22) 

Problem  15. 

Using  the  notation  in  Art.  (118),  deduce  the  following  form  of  the  three 
moment  equation  for  a  continuous  beam,  loaded  as  shown  (Fig.  174),  when  the 
spans  are  unequal,  the  supports  being  on  the  same  levd. 

ilfJi +  2Mo(t +W  H- MA -- ^*-^  -  -^(TFiV  +  TTA*). 

Problem  16. 

Determine  the  supporting  forces  and  the  greatest  bending  moment  for  the 
continuous  beam  given  in  Problem  (14)  if  the  load  on  one  span  is  omitted,  the 
distribution  of  the  load  on  the  other  span  being  as  shown  in  I^.  (174). 


CHAPTER  VII. 

COMBINED  STRESSES. 

124.  Combined  Stresses.  —  In  the  discussion  of  the  applica- 
tions of  the  theory  of  bending,  it  has  been  shown  (Arts.  75  and  100) 
that  the  values  of  the  shearing  force,  bending  moment,  slope  and 
deflection,  at  any  cross  section  of  a  beam  subjected  to  bending  by 
the  action  of  a  system  of  transverse  loads  or  couples,  can  be  ob- 
tained by  calculating  the  values  of  these  quantities  due  to  each 
load,  or  couple,  acting  separately  and  adding  the  results,  alge- 
braically. It  is  plainly  evident  that  the  value  of  the  normal  or 
the  shearing  stress  intensity  at  any  point  in  the  cross  section  could 
be  obtained  in  the  same  manner,  by  adding  together  the  compo- 
nents of  the  stress  intensity  at  the  point  due  to  each  load  acting 
separately.  The  discussion  thus  far,  however,  has  been  confined 
to  load  systems,  comprised  of  transverse  forces  and  couples,  in 
which  all  the  forces  act  in  a  single  plane. 

The  method  of  analysis  may  be  extended  to  cases  in  which  the 
external  forces  are  not  restricted  to  transverse  forces  and  couples, 
nor  confined  necessarily  to  a  single  plane.  Since  the  resultant  of 
the  stress  on  any  cross  section  of  a  stationary  member  must  be  in 
equilibrium  with  the  external  forces  acting  on  the  portion  of  the 
member  on  one  side  of  the  section,  it  is  evident  that,  when  the 
system  of  external  forces  can  be  divided  into  parts  such  that  the 
component  of  the  stress  on  the  section  due  to  each  part  acting  alone 
can  be  determined,  the  resultant  or  combined  stress  on  the  section 
can  be  found  by  adding  together  in  the  same  manner  as  in  the 
case  of  bending  under  transverse  loads. 

In  the  preceding  chapters,  an  analysis  has  beeD  made  of  the 
stresses  due  to  three  types  of  load  systems. 

(a)  When  the  resultant  of  the  system  of  external  forceSj  acting  on 
the  part  of  a  member  on  one  side  of  a  given  cross  section^  is  a  single 
force,  whose  line  of  action  passes  through  the  center  of  gravity  of  the 
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secHoir.    In  this  case,  the  stress  on  the  section  is  a  uniformly  dis- 
tributed normal  stress  and  the  intensity  at  any  point  is  equal  to 

2  (Arts.  50-52). 

(b)  When  the  resultant  of  the  external  forces  acting  on  one  side 
oj  the  cross  section  is  a  couple,  in  a  plane  intersecting  the  cross 
section  along  an  axis  of  symmetry.  In  this  case,  the  stress  on  the 
section  is  a  uniformly  varying  normal  stress,  the  resultant  of 
which  is  also  a  couple,  and  the  intensity  at  any  point  is  equal  to 

^  (Art.  66). 

(c)  When  the  external  forces  acting  on  the  part  of  the  m^ember  on 
one  side  of  a  cross  section  are  perpendicular  to  the  central  axis  of 
the  member  and  lie  in  a  single  plane  which  irUersects  the  cross 
section  in  an  axis  of  symmetry.  In  this  case,  the  resultant  of  the 
system  consists  of  a  couple  and  a  shearing  force  and  the  resultant 
of  the  stress  on  the  section  is  made  up  of  a  uniformly  varying 
normal  stress,  as  in  the  preceding  case,  and  a  shearing  stress 
(Art.  69). 

We  shall  now  consider  a  number  of  cases  in  which  the  stress  on  a 
cross  section  of  a  member  can  be  determined  by  dividing  the  exter- 
nal forces,  acting  on  the  portion  on  one  side  of  the  section,  into 
two  or  more  of  the  above-mentioned  systems  and  finding  the 
resultant  stress  intensities  at  different  points  in  the  section  by 
combining  the  direct  and  bending  stress  intensities  due  to  the 
component  systems.  The  greatest  combined  stjress  intensity  in 
every  case  is  assumed  to  be  within  the  elastic  limit  of  the 
material. 

126.  Axial  and  Transverse  Loads.  —  Let  the  sketch  (Fig.  175) 
represent  a  member  which  is  subjected  to  the  action  of  a  system  of 
transverse  forces,  in  a  plane  intersecting  any  cross  section  AB  in 
an  axis  of  synmietry  YY,  in  combination  with  axial  forces,  causing 
compression  in  the  member. 

Divide  the  external  forces  acting  on  the  part  to  the  left  of  the 
section  AB  into  two  groups,  viz.,  the  transverse  forces  and  the 
axial  load  P.  If  we  assume  that  the  deflection  of  the  central  axis 
due  to  the  transverse  forces  is  so  small  that  it  can  be  neglected,  the 
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stress  due  to  the  load  P  will  be  a  unifonn  compression  stress  and 
its  intensity  at  any  point  in  the  section  will  be  equal  to 


where  A  «  the  area  of  the  cross  section. 


(1) 


Fig.  176. 


The  normal  stress  due  to  the  transverse  loads  will  be  uniformly 
varying  and  its  intensity  at  any  point,  at  a  vertical  distance  y 
from  the  center  of  gravity  of  the  section,  will  be  equal  to 


_    .My 
/i  -  =t  -J-: 


(2) 


where  I  =  the  moment  of  inertia  of  the  cross  section  about  the 
horizontal  axis  through  the  center  of  gravity.  The  plus  sign  indi- 
cates compression  and  the  minus  sign  tension^  the  symbols  M  and  y 
being  used  in  this  chapter  to  represent  magnitudes  only. 

Adding  (1)  and  (2)  the  resultant  normal  stress  intensity  at  any 
point  in  the  cross  section  will  be  equal  to 


(3) 


The  resultant  normal  stress  on  the  section  will  evidently  be  uni- 
formly varying  and  the  neutral  axis  will  pass  through  some  point 
Oi,  at  a  distance  OOi  from  the  center  of  gravity. 

The  variation  in  the  resultant  stress  intensity  is  clearly  shown  in 
Fig.  (175a),  where  the  ordinates  between  AB  and  ab  represent  the 
uniform  stress  components  /i  and  the  ordinates  between  ab  and  de 
the  uniformly  varying  stress  components  fa-    The  neutral  axis  of 
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the  resultant  stress  will  be  the  line  ZiOiZi  (Fig.  175b),  parallel  to 
the  principal  axis  ZOZ  through  the  center  of  gravity.  If  we  let 
2/1  =  the  distance  OOi,  it  is  evident  that 

P  _Myi 
A-    /    ' 
and  hence 

where  p  =  the  radius  of  gyration  of  the  cross  section  about  the 

axis  ZOZ. 

The  compressive  stress  intensity  will  evidently  be  greatest  at 

the  side  of  the  section  which  is  farthest  from  Oi  and  will  be  equal 

in  magnitude  to 

.      P  ,  Mc  ,-v 

^  =  A  +  ^ (^^ 

where  c  =  the  distance  from  the  axis  through  the  center  of  gravity 
to  the  most  strained  fiber  in  compression. 

If  the  cross  section  is  symmetrical  with  respect  to  the  axis  ZOZ, 
the  minimum  intensity  of  stress,  or  the  greatest  intensity  of  the 
tensile  stress,  on  the  cross  section  will  be  equal  to 

r=j-f (6) 

When  the  axial  loads  are  applied  at  the  ends  of  the  member  as 
indicated  (Fig.  175)  the  cross  section  at  which  the  fiber  stress  is 
greatest  will  evidently  be  the  section  of  greatest  bending  moment. 

The  shearing  stress  on  the  section  may  be  assumed  to  be  dis- 
tributed as  in  the  case  of  a  beam  subjected  to  ordinary  bending, 
the  intensity  at  any  point  being  represented  by  the  usual  formula 
(Art.  89). 

When  the  deflection  of  the  central  axis,  due  to  the  transverse 
loads,  is  so  great  that  a  serious  error  results  from  assuming  that 
the  force  P  passes  through  the  center  of  gravity  of  the  cross  section, 
allowance  can  be  made  for  the  displacement  of  the  cross  section,  as 
explained  in  the  next  article. 

The  foregoing  analysis  will  evidently  apply  equally  well  in  the 
case  in  which  the  axial  load  P  produces  tenaon  instead  of  com- 
pression, the  plus  sign  being  used  to  indicate  a  tensile  instead  of  a 
compressive  stress. 
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126.  Loads    Parallel  to  the  Axis.  —  Eccentric    Loading.  — 

When  the  loads  are  parallel  to  the  central  axis  of  a  member,  the 
resultant  of  the  forces  acting  on  the  part  on  one  side  of  any  given 
cross  section  can  be  found  by  the  usual  method  of  deaUng  with 
any  system  of  parallel  forces. 
We  have  already  considered:  • 

(a)  The  case  in  which  the  resultant  is  a  single  force,  whose  line 
of  action  coincides  with  the  axis  of  the  member.     (Arts.  51-52.) 

(b)  The  case  in  which  the  resultant  is  a  couple,  located  in  a  plane, 
intersecting  the  cross  section  at  an  axis  of  symmetry  (Art.  66). 

Two  additional  cases  will  now  be  considered: 

(c)  When  the  resultant  is  a  single  force,  parallel  to  the  central  axis, 
its  line  of  action  intersecting  the  cross  section  at  an  axis  of  symmetry. 

(d)  When  the  resultant  is  a  single  force,  parallel  to  the  central  aaeis, 
not  intersecting  the  cross  section  in  an  aods  of  symm^ry,  and  the  cross 
section  has  two  axes  of  symmetry  ai  right  angles. 

In  both  of  these  cases,  the  load  on  the  member  is  said  to  be 
eccentric  and  the  distance  between  the  line  of  action  of  the  resultant 
force  and  the  central  axis  is  called  the  eccentricity  of  the  load. 

(c)  In  this  case  the  force  can  be  resolved  into  an  equal  parallel 
force,  coinciding  with  the  central  axis,  and  a  couple,  acting  in  the 
plane  of  symmetry.  Hence,  if  we  neglect  the  deflection  due  to  the 
bending  produced  by  the  couple,  the  normal  stress  on  the  cross 
section  will  be  the  resultant  of  a  uniform  stress,  due  to  the  com- 
ponent force  acting  along  the  axis,  and  a  uniformly  varying  stress, 
due  to  the  couple. 

For  an  illustration,  let  the  force  P  represent  the  resultant  of  a 
system  of  forces,  acting  on  the  portion  on  one  side  of  the  cross 
section  AB  and  parallel  to  the  central  axis  ZZ  of  the  member  shown 
(Fig.  176),  the  line  of  action  of  P  intersecting  the  cross  section  at  a 
point  on  the  axis  of  symmetry  YY,  at  a  distance  a  from  the  center 
of  gravity  0.  If  the  force  P  is  resolved  into  a  parallel  force  through 
0  and  a  couple,  the  moment  of  the  couple  will  be  equal  to  M  =  Pa 
and,  if  we  use  the  notation  of  Art.  (125),  the  normal  stress  intensity 
at  any  point  in  the  cross  section,  at  a  distance  y  from  the  center  of 
gravity,  will  be  equal  to 

f-f  4.f  _P,My_P      Pay 
where  the  plus  sign  indicates  compression. 
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The  expression  for  the  distance  y\,  between  the  center  of 
gravity  and  the  neutral  axis  XiXi,  will  be 

MA      M"       a 


yi  = 


(2) 


and  the  magnitude  of  the  greatest  fiber  stress 

,     P  ,  Mc      P/^   ,  ac\  ,„. 

f-A+-r-AV+-?h   •  •  •  •    ^^^ 

where  p  =  the  radius  of  gyration  of  the  cross  section  about  the 
principal  axis  XX. 

If  the  curvature  of  the  central  axis  due  to 
bending  is  to  be  taken  into  account,  the  arm  a 
of  the  couple  will  be  increased  by  an  amount  v, 
equal  to  the  displacement  of  the  center  of 
gravity  due  to  the  deflection  of  the  member; 
and  the  couple  M  will  be  increased  by  an 
amount  equal  to  Pv.  Hence  equation  (1)  may 
be  written 


P     P(a  +  v)y 
^"A"^         I 


(4) 


Fig.  176. 


where  v  will  evidently  be  always  positive.  In 
using  equation  (4),  a  value  of  v,  which  is  slightly 
approximate,  can  be  found  by  substituting  M  = 
Pa  in  the  deflection  equation  (Art.  97). 

In  this  case  it  is  obvious  that  there  is  no 
shearing  stress  on  any  cross  section. 

If  the  forces  are  applied  at  the  ends  of  the 
member  ^nd  the  stress  component  due  to  deflection  is  neglected, 
the  state  of  stress  on  every  cross  section  will  be  the  same. 

The  foregoing  analysis  will  apply  equally  well  when  the  axial 
component  produces  tension  instead  of  compression. 

It  will  be  evident  that  if  the  deflection  of  the  beam,  in  the  case 
considered  in  Art.  (125),  is  to  be  taken  into  account,  it  is  simply 
necessary  to  add  to  the  bending  couple,  the  couple  due  to  deflection, 
estimated  as  above;  the  formula  for  the  normal  stress  intensity 
at  any  point  being  written, 

My     Pvy 


/-£ 


which  is  another  form  of  equation  (4). 


(5) 
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(d)  Id  this  case,  neglecting  the  deflection  due  to  bending,  let  the 
line  of  action  of  the  resultant  force  P  intersect  any  cross  section 
ABCD  at  a  point  whose  coordinates,  with  respect  to  two  axes  of 
Bymmetry  OX  and  OY,  are  (a,  b),  as  indicated  (Fig.  177)^  Let 
(i,  y)  be  the  coordinates  of  any  point 
in  the  cross  section. 

The  force  P  may  be  resolved  into 
an  equal  parallel  force,  acting  along 
the  central  axis  OZ  of  the  member, 
and  two  couples, 

M,  =  Pa  and  M,  -  Pb, 

in  planes  perpendicular  to  the  axes 
OY  and  OX,  respectively. 

Proceeding  by  the  same  method  as 
before,  letting  7,  and  7,  equal  the  mo- 
ments of  inertia  of  the  cross  section 
about  the  axes  OX  and  OY,  respec- 
tively, the  stress  intensity  at  the  point 
(x,  y),  due  to  the  axial  component  P, 
ynH.  be  equal  to 


that  due  to  the  component  couple  Mt  will  be  equal  to 


and  that  due  to  the  component  couple  M,  will  be  equal  to 
,  Pax 


u 


Hence  the  resultant  stress  intensity  at  the  point  {x,  y)  will  be 
equal  to 

the  plus  sign  indicating  compression  and  the  minus  sign  tension. 
The  greatest  intensity  of  the  resultant  stress  on  the  cross  section 
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shown  will  evidently  occur  at  the  point  C,  whose  co6rdinates 
(ci,  C2)  are  the  greatest  values  of  x  and  y,  respectively.  When  the 
shape  of  the  section  is  such  that  the  point  at  which  x  has  the 
greatest  value  is  not  the  same  as  that  at  which  the  value  of  y  is 
greatest,  the  point  in  the  cross  section  at  which  the  resultant 
stress  intensity  is  a  maximum  can  be  determined  by  inspection. 
The  resultant  stress  on  the  section  will  be  uniformly  varying 
and  the  neutral  axis  will  be  a  straight  line,  indicated  by  the  line 
MN  in  the  sketch,  cutting  the  coordinate  axes  obliquely  and  not, 
in  general,  perpendicular  to  the  plane  of  loading.  Let  (xj,  0)  and 
(0,  j/i)  be  the  coordinates  of  the  points  of  intersection  of  MN  and 
the  axes  OX  and  OF,  respectively.  For  all  points  on  the  axis  OX 
the  component  stress /s  =  0;  and  hence,  at  the  intersection  of  OX 
with  the  neutral  axiSi 

P_    JfyXl 
A  ly 

and 

^'     MyA     M/'       a' ^^^ 

where  py  =  the  radius  of  gyration  about  the  axis  OY, 

Similarly,  for  all  points  on  OF,  /«  =  0;  and  hence,  at  the  inter- 
section of  OY  with  the  neutral  axis, 

P  _  M^yi 

A       U 
and 

where  p*  «  the  radius  of  gyration  about  the  axis  OX. 

The  foregoing  analysis  will  evidently  apply  equally  well  when 
the  axial  stress  is  tension  instead  of  compression.  In  either  case 
there  will  be  no  shearing  stress  and,  if  the  deflection  is  neglected, 
the  state  of  stress  on  every  cross  section  will  be  the  same. 

127.  Maximum  Eccentricity  without  Reversing  Stress.  — 
When  a  member  is  subjected  to  eccentric  loading,  as  explained  in 
Art.  (126),  the  distance  between  the  center  of  gravity  of  any  cross 
section  and  the  neutral  axis  of  the  stress  on  the  section  has  been 
shown  to  vary  inversely  as  the  eccentricity  of  the  load.  When  the 
eccentricity  is  large,  the  neutral  axis  will  lie  within  the  limits  of 
the  cross  section,  the  stress  over  part  of  the  section  being  compres- 


300 


APPLIED  MECHANICS 


don  and  over  the  remainder  tension,  as  indicated  by  the  sketch 
(Fig.  178a).  When  the]  eccentricity  is  small,  the  neutral  axis  will 
lie  outside  of  the  limits  of  the  section  and  the  stress  over  the  whole 
section  will  be  of  the  same  sign,  as  indicated  (Fig.  178b). 

It  is  sometimes  essential  to  determine  the  eccentricity  for  which 
the  neutral  axis  will  coincide  with  one  side  of  the  cross  section,  the 
stress  on  the  section  being  of  the  same  sign  throughout  and  vary- 
ing in  intensity  from  zero  to  a  maximum,  as  indicated  (Fig.  178c). 


When  the  resultant  load  acts  in  a  plane  intersecting  the  cross 
section  at  an  axis  of  symmetry  we  have,  by  transforming  equation 
(2)  (Art.  126), 

a  =  -^  =  ^, (1) 

and,  by  substituting  for  yi  the  distance  from  the  center  of  gravity 
to  the  edge  of  the  cross  section,  the  value  of  the  eccentricity  re- 
quired to  satisfy  the  last  of  the  above-mentioned  conditions  can  be 
obtained. 
If  the  cross  section  is  rectangular,  of  breadth  6  and  depth  h^ 


when  yi  =  2 


^      I2hh^h     6* 


(2) 


If  the  cross  section  is  circular,  of  diameter  d,  when  yi 

4  d«  ,,  2     d 


(3) 


For  other  sections,  the  eccentricity  required  to  fulfill  the  same 
condition  may  easily  be  obtained  by  the  solution  of  equation  (1). 

128.  Oblique  Loads.  —  When  the  external  forces  acting  on  a 
member  are  inclined  to  the  central  axis  at  angles  less  than  90^  and 
the  lines  of  action  lie  in  a  plane  cutting  any  cross  section  in  an 
axis  of  symmetry,  the  forces  can  be  resolved  into  components  per- 
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pendicular  and  parallel  to,  or  coinciding  with,  the  central  axis, 
the  methods  of  analysis,  stated  in  Arts.  (125-126),  the 
stress  on  the  cross  section  can  then  be  determined. 

For  example,  take  the  upright  member  fixed  at  the  lower 
subjected  to  the  oblique  loads  Pi  and 
Pi  (Fig.  179),  acting  in  a  plane  of 
symmetry.  To  determine  the  streas 
on  a  cross  section  A-B  resolve  Pi 
and  Pi  into  H  and  V  components  as 
indicated.  The  component  Vi  can 
in  turn  be  resolved  into  an  equal 
component,  acting  along  the  central 
axis  OX,  and  a  couple  Via.  Hence 
the  resultant  of  the  external  forces 
acting  above  the  section  AB  will  be 
made  up  of  a  single  force 

P  =  Vi  +  Vt,.    .    .  (1) 
acting  along  the  axis  OX,  a  couple 

M  =  Hixi  -  V,a  -  Hut,    .  (2) 
which  is  the  bending  moment  at  the 
section,  and  a  shearing  force  at  the  section, 
S  =  Hi-Ht.     . 


By 


A'"";;?fMllllB      i 

Fig.  179. 


(3) 
will, 

(4) 


The  normal  stress  intensity  at  any  point  in  the  cross  section 
therefore,  be  equal  to 

•'     A"^   I  • 

and  the  greatest  intensity  of  stress  and  the  position  of  the  neutral 
axis  can  be  determined  as  in  the  preceding  cases. 

If  required,  the  shearing  stress  intensity  can  be  calculated  by 
the  usual  formula  (Art.  89) . 

If  Qi  and  Oi  represent  the  moment  arms  of  the  forces  Pi  and  Pt 
with  respect  to  the  center  of  gravity  0  of  the  cross  section,  the 
value  of  M  will  evidently  be  equal  to 

M  =  Piai-P,(h (5) 

Occasionally  the  last  expression  gives  a  simpler  solution  for  M 
than  that  given  by  equation  (2).  The  cross  section  at  which  the 
maximum  combined  stress  intensity  occurs  can  be  determined  by 
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inspection.    It  should  be  observed  that  this  section  is  not  neces- 
sarily the  section  of  greatest  bending  moment. 

129.  TransTerse  Loads  not  in  the  Same  Plane.  —  When  the 
cross  section  of  a  member  has  two  axes  of  symmetry  at  right  angles 
and  the  external  forces  act  in  different  planes,  passing  througlf  the 
central  axis,  each  force  can  be  resolved  into  components  in  the  two 
planes  at  right  angles,  which  intersect  any  cross  section  in  the 
axes  of  symmetry.  In  this  manner,  the  entire  system  of  external 
forces  can  be  resolved  into  two  systems  acting  in  the  two  planes  of 
symmetry  and  the  resultant  stress  on  any  cross  section  can  be 
found  by  combining  the  stresses  due  to  each  of  the  component 
force  systems.  For  example,  assume  the  member  (Fig.  180)  to 
be  in  equilibrium  under  the  action  of  a  system  of  forces  Pi,  Pj, 
etc.,  perpendicular  to  the  central  axis  ZZ,  any  cross  section  ABCD 
having  two  axes  of  symmetry,  XX  and  YY. 


Fra.  180. 


By  resolving  each  force  into  V  and  H  components  in  the  planes 
containing  XX  and  YY,  respectively,  the  system  of  external  forces 
can  be  resolved  into  two  balanced  systems,  one  of  which  will  cause 
bending  in  the  plane  ZOX  and  the  other  in  the  plane  ZOY.  If  we 
let  M,  =  the  bending  moment  at  the  section  ABCD,  due  to  the  H 
components,  Af,  =  the  bending  moment  due  to  the  V  components, 
I,  =  the  moment  of  inertia  of  the  section  with  respect  to  the  axis 
XX  and  7,  =  the  moment  of  inertia  with  respect  to  YY,  the  re- 
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sultant  intensity  of  the  normal  stress  at  any  point  in  the  cross 
section,  whose  coordinates  are  {x,  y),  will  be  equal  to 

/=±^±J^ (1) 

The  resultant  normal  stress  on  the  cross  section  will  be  uni- 
formly varymg,  with  the  neutral  axis  passing  through  the  center 
of  gravity,  and  the  greatest  intensity  of  the  stress  will  evidently 
occur  at  the  opposite  corners  of  the  section. 

If  we  let  M  =  the  magnitude  of  the  resultant  bending  moment 
at  the  cross  section  ABCD  it  is  evident  that 

M  =  Vm7+m7;    .......    (2) 

and,  if  ^  =  the  angle  between  the  moment  axes  of  M  and  Af  „ 

M  M 

cos  ^  =  TF  >  a^d  sin  ^  =  -TF (3) 

M  M 

When  written  in  terms  of  the  resultant  bending  moment  M, 
equation  (1)  becomes 

f  _    ,  My  cos  $      Mx  sin  d  __  ,-  /     ycosd      x  sin  6\        .  . 
•^ "  =^       /.       "^       ly        ~       \         Is  ly    )'       ^^ 

If  (a^'j  2/0  are  the  coordinates  of  any  point  on  the  neutral  axis, 

^'-^  =  0, (5) 

■»*  ly 

which  may  be  taken,  with  proper  assumptions  in  regard  to  signs, 
as  the  equation  of  the  neutral  axis.  The  neutral  axis  will  not,  in 
general,  be  perpendicular  to  the  plane  of  the  resultant  couple  M. 

When  the  form  of  the  cross  section  is  such  that  the  point  at 
which  the  coordinate  x  is  greatest  is  not  the  same  as  that  at  which 
the  coordinate  y  is  greatest,  the  point  at  which  the  resultant  stress 
intensity  is  a  maximum  can  be  determined  by  inspection. 

When  the  greatest  values  of  Mx  and  My  occur  at  the  same  cross 
section,  that  section  will  evidently  be  the  one  on  which  the  com- 
bined stress  intensity  has  its  greatest  value.  When  the  greatest 
values  of  Mg  and  My  do  not  occur  at  the  same  cross  section,  the 
section  on  which  the  combined  stress  is  a  maximum  must  be 
determined  by  inspection. 

The  components  of  the  shearing  stress  intensity  at  any  point 
in  a  cross  section,  due  to  the  H  and  V  load  components  may  be 
calculated  by  the  usual  formula  (Art.  89)  and  combined  to  give 
approximately  the  resultant  intensity  of  the  shearing  stress. 
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Bending  by  Couples.  —  A  special  case  under  the  preceding  occurs 
when  the  force  system  is  composed  of  two  couples,  not  in  a  plane 
of  symmetry,  acting  at  the  ends  of  the  bar.  In  this  case  the 
couples  may  be  resolved  into  components  M,  and  My  in  planes 
perpendicular  to  the  axes  of  X  and  Y,  respectively,  and  the  normal 
stress  intensity  at  any  point  in  a  cross  section  found  by  the  use  of 
equation  (1).    In  this  case  no  shear  will  accompany  the  bending. 

ObliqiLe  Loads.  —  If  the  loads  are  oblique,  instead  of  perpendicu- 
lar to  the  central  axis,  each  load  can  be  resolved  into  a  component 
acting  along  the  axis  and  one  perpendicular  to  it,  after  the  method 
in  Art.  (128).  The  transverse  components  can  then  be  resolved 
as  indicated  above  and  the  formula  for  the  combined  stress  in- 
tensity will  take  the  form 

^"i=*="7r=*=7r' ^^ 

the  effect  of  the  deflection,  caused  by  the  transverse  components, 
being  neglected. 

130.  Resilience  Due  to  Combined  Stresses.  —  When  the 
material  is  perfectly  elastic,  the  resilience  of  a  member  subjected 
to  combined  stress  will  evidently  be  equal  to  the  algebraic  sum 
of  the  works  done  by  the  diflferent  components  into  which  the 
system  of  external  forces  may  be  divided,  provided  each  of  the 
components  of  the  force  system  is  gradually  applied. 

For  example:  when  a  member  is  subjected  to  eccentric  loading, 
as  in  Case  (c)  (Art.  126),  if  the  external  forces  are  applied  at  the 
ends  of  the  member,  and  we  let  A  =  the  area  of  the  cross  section 
and  I  =  the  length,  the  resilience  due  to  the  axial  force  P  will  be 
equal  to 

and  the  resilience  due  to  the  couple  Af  will  be  equal  to 

^(Art.109) (2) 

Hence  the  total  resilience  will  be  equal  to 

^''2AE^2EI     2E\A^  l)     2AeV      fr'r'    ^^ 

where  a  =  the  eccentricity  of  the  loading  and  p  =  the  radius  of 
gyration  of  the  cross  section  about  the  axis  through  the  center  of 
gravity. 
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In  a  similar  maimer,  the  following  expression  for  the  resilience 
of  a  member  loaded  eccentrically  as  in  Case  (d)  (Art.  126)  may  be 
obtained,  the  notation  being  the  same  as  in  the  article  referred  to. 

M     .   M.n   .   M*l        M 


ji  ^  ^^  .  MA  A.  MIL 

2  AE"^  2  El,     2  El,     2AE 


(-S-S)-  <^> 


Similar  expressions  for  the  resilience  in  the  other  cases  of  com- 
bined stress,  discussed  in  this  chapter,  can  be  obtained  by  adding 
the  expressions  for  the  resilience  due  to  the  axial  loads  and  those 
due  to  bending  under  the  load  syBtems  in  the  different  planes. 

131.  Truss  Members  Subjected  to  Combined  Stresses.  —  In 
the  simple  trusses,  which  were  discussed  under  the  subject  of 


Statics  (Vol.  I),  the  loads  were  applied  at  the  joints  and  the  mem- 
bers were  assumed  to  be  framed  together  in  such  a  manner  that 
the  resultant  stress  on  each  member  acted  along  its  central  axis, 
which  resulted  in  the  stress  in  each  member  being  uniform  com- 
pression, or  uniform  tension.  Sometimes  loads  are  applied  to 
members  of  a  truss  at  sections  between  the  joints,  in  which  case 
bending  wiU  take  place,  combined  with  compression  or  tension. 
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An  illustration  of  a  truss  loaded  in  this  manner  is  given  in  Fig. 
(181),  where  the  load  on  the  truss  is  divided  into  equal  parts  W, 
concentrated  at  points  on  the  upper  chords,  at  equal  distances 
apart,  with  the  exception  of  the  loads  at  the  ends  A  and  E,  which 

W 

are  each  equal  to-^  .  The  members  of  the  upper  chords  are  sub- 
jected to  combined  bending  and  axial  stresses,  but  all  the  other 
members  are  joined  together  in  such  a  manner  that  each  one  is 
subjected  to  axial  tension,  or  axial  compression,  only. 

The  analysis  for  the  stresses,  neglecting  deflections  due  to  bend- 
ing, can  be  made  as  follows:  First  separate  from  the  load  system, 
the  forces  causing  bending  in  the  members  of  the  upper  chords. 
For  the  member  AB  these  forces  will  be  the  load  W,  acting  at  its 

W 

middle  point,  and  the  reactions  -^  at  A  and  B,  required  to  balance 

the  load  TT,  as  indicated  (Fig.  181b).  The  stress  in  the  member 
AB  due  to  these  forces  can  be  found  by  the  method  of  analysis  for 
bending  under  oblique  loads  (Art.  128).  On  resolving  the  forces 
into  components,  perpendicular  to  and  coinciding  with  the  central 
axis  AB,  it  will  be  evident  that  the  greatest  intensity  of  the  com- 
pressive stress  in  the  member  will  occur  at  the  top  of  a  cross  section 
just  to  the  left  of  the  intersection  of  the  line  of  action  of  the  load  W 
and  the  central  axis;  and,  if  we  let  I  =  the  length  of  AB,  the 
stress  intensity  at  this  point  will  be  equal  to 

/  -  ^  _u  ^  -  ^sing      Wl  cos  Be  .-v 

/i-^-h  I    -     2A     ^      4/      •     •     •     •     W 

The  same  expression  will  evidently  represent  the  resultant  in- 
tensity of  the  tensile  stress  at  the  bottom  of  a  section  just  to  the 
right  of  Wy  provided  the  cross  section  is  symmetrical  with  respect 
to  the  neutral  axis  and  the  plus  sign  is  taken  to  indicate  tension 
instead  of  compression. 

If  the  members  of  the  upper  chords  are  all  of  the  same  cross 
section,  the  maximum  compressive  stress  intensity  /i,  due  to  the 
loads  W  at  the  middle  points,  will  be  the  same  for  all  four 
members. 

Having  determined  the  component  stresses  in  the  members, 
due  to  the  loads  causing  bending,  the  axial  stresses  in  the  different 
members  of  the  truss  as  a  whole  can  be  determined  by  adding  to 
the  loads  at  the  joints  the  reactions,  due  to  the  intermediate  loads 
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between  the  joints,  and  calculating  the  stresses  in  the  members 
from  the  resultant  joint  loads,  as  indicated  in  Fig.  (181c).  This 
is  evidently  equivalent  to  resolving  each  intermediate  load  into 
two  parallel  components,  acting  at  the  adjacent  joints. 

Finally,  in  order  to  determine  the  resultant  stress  on  any  cross 
section  of  an  upper  chord  member,  the  uniform  stress  component, 
due  to  the  axial  load,  must  be  combined  with  the  component 
stress,  due  to  bending.  In  the  member  AB,  for  eicample,  the  axial 
stress  will  evidently  be  equal  to 

P      3^ 
'      sine 

and  the  stress  intensity  on  any  cross  section  will  be  equal  to 

^*~  A  ~Amie ^^^ 

Therefore,  to  obtain  the  greatest  intensity  of  stress  for  the  entire 
member,  the  value  of  ft  must  be  added  to  the  value  of  /i,  which 
wUlgive 

-     ,   ,,      Warns  .WlcosOc  ,     3W  ,„,. 

The  stress  in  BC  can  be  found  in  a  similar  manner. 

In  this  analysis,  each  upper  chord  has  been  assumed  to  be  made 
up  of  two  parts  hinged  at  the  joints.  When  the  chord  is  con- 
tinuous, as  is  practically  always  the  case,  the  foregoing  analysis 
for  the  stress  due  to  bending  is  evidently  approximate.  It  is  hardly 
worth  while,  however,  to  undertake  the  more  complex  solution 
required  if  the  member  is  to  be  treated  as  a  continuous  beam, 
owing  to  the  uncertainty  in  regard  to  the  conditions  at  the  joints. 

132*  Trussed  Beams.  —  Beams  are  sometimes  trussed  for  the 
purpose  of  increasing  the  strength  and  stiffness.     Such  beams' 
may  be  considered  to  be  simple  forms  of  trusses  in  which  a  part 
of  the  members  are  subjected  to  bending.    Hence  the  method  of 
determining  the  stresses  is  similar  to  that  given  in  Art.  (131). 

The  following  case  may  be  taken  as  an  illustration.  The  beam 
AB  (Fig.  182)  is  braced  with  a  strut  CD  at  the  middle  point,  the 
strut  being  supported  by  the  tie  rods  AD  and  BD,  and  is  sub- 
jected to  a  uniformly  distributed  load  of  intensity  w.  Let  I  = 
the  length  of  each  span  of  the  beam  and  W  =  2wl  equal  the 

W 
total  load.    The  supporting  forces  will  each  be  equal  to  -«-• 
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AB  is  the  member  of  the  truss  which  is  subjected  to  bending 
and  will  be  treated  as  a  beam  which  is  continuous  over  the  sup- 
port C.  We  will  assume  that,  when  the  truss  is  subjected  to  the 
total  load  W,  the  points  A,  C  and  B  are  on  the  same  level.  Then, 
if  the  system  of  forces  acting  on  the  truss  as  a  whole  is  resolved 
into  two  component  systems,  one  component  including  the  forces 
producing  bending  in  the  beam  AB  and  the  other  including  the 
forces  producing  axial  stresses  only  in  the  members  of  the  truss, 
the  forces  producing  bending  in  AB  will  be  those  shown  in  Fig. 
(182b)  (see  Case  b,  Art.  102)  and  those  producing  the  axial 
stresses  in  the  members  will  be  those  shown  in  Fig.  (182c). 


The  greatest  bending  moment  in  the  beam  AB  will  occur  at  the 
point  C  and  will  be  equal  to 

Jjf  =  -  !^  =  -  ^  (Art.  102) (1) 

If  we  let  d  =  the  length  of  .the  strut  CD,  the  axial  stress  in  the 
beam  AB  will  be  equal  to 

'"^ (2) 


P  = 


16  d 


Hence  the  greatest  intensity  of  the  combined  stress  will  be  equal 


to 


^     A^  I  ' 


(3) 
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which  is  the  intensity  of  the  compression  at  the  lower  side  of  the 
cross  section  at  C. 
The  stress  in  the  tie  rod  AD  will  be  equal  to 

^^"  16d' ^*^ 

where  U  =  Vp'+~^, 

and  the  stress  in  the  stmt  CD  will  be  equal  to 

P«  =  |tF (5) 

The  foregoing  analysis  could  easily  be  made,  if  the  final  de- 
flection at  C  instead  of  being  zero  were  assumed  to  have  any  small 
finite  value,  by  determining  the  corresponding  values  of  the  re- 
actions B,t  A,  C  and  £,  as  indicated  in  Art.  (102).  In  any  case, 
the  accuracy  of  the  result  will  evidently  depend  on  the  correctness 
of  the  estimate  of  the  final  deflection  at  the  point  C,  as  the  bending 
stress  in  AB  will  be  affected  to  a  considerable  degree  by  a  small 
change  in  level  at  this  point. 

Solviion  by  Method  of  Least  Work.  —  A  solution  of  the  foregoing 
problem  can  also  be  made  by  applying  the  method  of  least  work 
as  follows: 

Let  A  =  the  area  and  /  =  the  moment  of  inertia  of  the  cross 
section  and  E  =  the  modulus  of  elasticity  of  the  member  AB; 
Ai  =  area  of  the  cross  section  and  Ei  =  the  modulus  of  elasticity 
of  the  tie  rod  ADB;  At  =  the  area  of  the  cross  section  and  E2  = 
the  modulus  of  elasticity  of  the  strut  CD.  Let  P,  Pi  and  Pi 
equal  the  axial  stresses  In  the  members  ACB,  ADB  and  CD,  re- 
spectively, and  let  h  =  VP  +  cP  equal  the  length  of  the  two  sec- 
tions AD  and  BD  of  the  tie  rod. 

Expressing  the  axial  stresses  in  terms  of  the  stress  in  the  strut, 
we  have 

p-H •  •  •  w 


and 


P^=^ (7) 


The  expression  for  the  resilience  of  the  strut  may  then  be 
written 

A  =  2^,(Art.l6);  ......    (8) 
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that  for  the  total  resilience  of  the  two  sections  of  the  tie  rod  will  be 

and  for  the  component  of  the  resilience  of  the  beam  AB,  due  to  the 
axial  stress  P, 

^'^^2'AE^4AcPE ^^^^ 

The  component  of  the  resilience  of  AB,  due  to  bending,  will  be 

.2Ei<^' (11) 

where  M  =  the  bending  moment  at  any  section  at  a  distance  x 
from  the  end  support.    The  expression  for  M  may  be  written 

and  then 
Substituting  the  value  of  M^  in  (11)  and  integrating, 

«"-i/[(-i')'i-("'-t)^s] 

""3£7L5  8~  +  TJ ^^^^ 

Adding  (8),  (9),  (10)  and  (12),  the  expression  for  the  total  re- 
silience of  the  trussed  beam  becomes 

fi  = /e,  +  i2,  +  i?' +  7?"  =  s^4- +         ' 


2AtEi  '  4tAicPEi 

+^,jvp^+^ri-«p_ip,,,+^].  (13) 


4A<PE  '  3EI15  8 

Differentiating, 

dR 
dP 


and,  placing  the  derivative  equal  to  zero  and  solving  for  Pj,  we 
obtain 


4,£7,  "•■  2  Ai  (^5  "•■  2  i?  UoP  "*"  3 
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which  gives  the  stress  in  the  strut  CD.  Having  this  stress,  the 
axial  stresses  in  the  tie  rods  and  the  beam  can  be  obtained  from 
equations  (7)  and  (6).  The  reactions  at  the  ends  of  the  beam 
can  then  be  found  and  the  greatest  bending  moment  and  greatest 
fiber  stress  can  be  computed  in  the  usual  manner. 

133.  Stresses  in  Hooks.  —  An  approximcUe  solution  for  the 
stress  on  a  cross  section  of  a  hook,  or  an  open  link  can  be  made  by 
the  same  method  of  analysis  as  that  employed  in  dealing  with 
eccentric  loading  (Art.  126).  For  example,  if  the  open  link 
(Fig.  183)  is  subjected  to  a  pull  P,  along  a  linie  at  a  distance  a  from 
the  center  of  gravity  0  of  the  cross  section  ABy  the  force  P  acting 
on  the  part  of  the  link  on  one  side  ot  AB  can  be  resolved  into  an 
equal  parallel  force  P,  whose  line  of  action  passes  through  0,  and  a 
couple  M  =  Pa.  The  stress  on  the  cross  section  due  to  the  com- 
ponent P  will  be  uniform  and  its  intensity  will  be  equal  to 

P 


^'=1- 


(1) 


If  the  stress  intensity  due  to 

the  couple  is  calculated  by  use 

of  the  formula 

My 


h  = 


(2) 


the  equation  for  the  combined 
stress  intensity  at  any  point  in  the 
cross  section  will  be  the  usual  ex- 
pression 

P      My 


•^"A=*=   /  '  • 


(3) 


Fio.  183. 
the  plus  sign  indicating  tension. 

The  approximation,  when  this  equation  is  used  in  computing 
the  stress  in  a  hook,  or  link,  or  any  curved  bar,  is  due  to  the  fact 
that,  when  the  assumptions  of  the  simple  beam  theory  are  applied 
in  the  case  of  the  curved  bar,  the  stress  on  the  cross  section  will  be 

found  to  be  non-uniformly  varying  and  hence  the  formula/  =  -y^ 

will  not  give  the  correct  value  for  the  intensity. 

The  error  of  approximation  in  cases  of  this  kind  will  depend  on 
the  curvature  of  the  central  axis  of  the  member,  being  compara- 
tively sUght  when  the  radius  of  curvature  is  large  and  increasing 
as  the  radius  diminishes. 
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If  the  formula  is  used,  therefore,  it  tuuBt  be  r^;arded  as  empirical, 
the  value  of/  not  being  a  true  value  of  the  stress  intensity,  but  a 
factor  which  must  be  chosen  to  suit  the  conditions  of  the  problem. 

A  more  exact  analysis  of  the  stresses  in  curved  members  will  be 
found  in  Chapter  XI. 

134.  Problems  —  Combined  Stresses.  —  The  followii^  prob- 
lems will  serve  to  illustrate  the  application  of  the  methods  of  de- 


Fia.  184. 


FiQ.  185. 


termining  combined  stresses,  which  have  been  discussed  in  this 
chapter.  When  not  otherwise  stated,  the  loads  are  to  be  assumed 
to  act  in  a  plane  intersecting  the  different  cross  sections  of  the 
member  in  their  axes  of  symmetry.  The  eccentricity  of  the  load- 
ing due  to  the  deflection  of  the  member  is  to  be  n^ected  unless 
otherwise  specified. 
Problem  1. 

F'lad  the  greatest  intensity  of  atreaa  in  a-croes  section  of  the  hollow  circular 
column  due  to  the  vertical  loads  of  10,000  lbs.,  60,000  lbs.  and  30,000  Ibfl.  act- 
ing at  the  points  A,  O,  B,  respectively  (Fig.  184).    Locate  the  neutral  axis  of 
the  streea. 
Problems. 

Solve  Problem  (1),  Mtuming  that  an  additional  load  of  20,000  lbs.  ia  KppUfA 
at  the  point  C 
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Problem  S. 

f"uid  the  gKBteet  intennty  of  atren  on  the  cross  section  of  the  hollow  reo- 
taogulttr  column  (Fig.  ISS)  due  to  the  vertical  loads  of  20,000  Iba.  and  10,000 
Ibe.,  acUng  at  the  pointa  0  and  A  reqvecUTdy.    Locate  the  neutral  axis  of  the 


Problem  4. 

Solve  Problem  (3),  mmiming  that  an  additional  load  of  10,000  Iba,  is  applied 
at  the  point  B.  Detomine  the  angle  which  the  neutral  axis  makes  with  the 
line  ot  intersection  td'  the  plane  containing  0  and  the  resultant  of  the  loads 
and  Uie  cross  section. 

Problems. 

A  column  10"  square  is  subjected  to  vertical  loading  as  shown  (Fig.  186). 
The  maximum  allowable  fiber  strees  is  1000  lbs.  per  sq.  inch.  Find  the 
greatest  allowable  value  (tf  P. 


I 


Problem  8. 

Solve  Problem  (5),  assuming  that  the  load  of  10,000  lbs.  (fig.  186)  is  n- 
placed  by  a  load  of  40,000  Ibe. 

Problem  7. 

A  12"  Bethldiem  H  column  supports  a  central  vertical  load  of  60,000  Iba. 
and  two  vertical  loads  of  20,000  lbs.  each  on  brackets  as  indicated  (Fig.  187), 
Find  the  greatest  intensity  of  stress  in  the  column  due  to  the  loading.  /«  — 
500  (ins.)'.  A  **  19  Bq.  ins.  Locate  the  neutnl  axis  in  the  oroes  section  oi 
greatest  stress. 
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Problem  8. 

Solve  Problem  (7),  aHBuming  that  an  additional  vertical  load  of  30,000  Ibe. 
is  applied  at  the  top  of  the  column  at  a  distance  of  3"  from  the  central  axis  in 
a  plane  at  right  angles  to  the  plane  df  the  loads  shown  (Fig.  187);  the  mommt 
of  inertia  of  the  cross  section  with  respect  to  the  other  axb  of  eymmetry  being , 
equal  to  W  *  168  (ina.)'  and  the  width  of  the  flange  of  the  H  being  equal 
to  12". 


^ 

3 

FiQ.  189. 


Probl«m9. 

A  thick  steel  plate  rM£«  on  the  top  of  a  wood  column,  12"  X  12"  oroBi  section 
(Fig.  188).  If  a  concentrated  vertical  load  of  30,000  lbs.  is  applied  to  the 
plate,  detennine :  (a)  the  mnTimiiTn  intensity  of  the  compressive  strees  betwerai 


the  plate  and  the  column  at  the  section  AB\  (b)  the  tnawmiim  intensity  of  the 
oomprearivc  stress  on  the  cross  section  CU.  Assume  the  stren  on  AB  to  be 
uniformly  varying. 
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Problem  10. 

A  wooden  strut,  8"  X  10"  cross  section  and  8  ft.  long,  is  rigidly  held  at  the 
base  and  subjected  to  system  of  loads  shown  (Fig.  189).  Find  the  greatest 
intensity  of  stress. 

Problem  11. 

Solve  Problem  (10),  aflmiming  that  the  load  of  1000  lbs.  is  replaced  by  a  load 
of  2000  lbs. 

Problem  12. 

Find  the  Tnaximum  fiber  stress  in  a  standard  15"  I-beam,  subjected  to  the 
system  of  forces  shown  (Fig.  190).    /o  "  442  (ins.)^.    A  »  12.5  sq.  ins. 


10001U.p«rft 


# 


-ift- 


->* 


FiQ.  191. 

Problem  13. 

A  12"  I-beam  is  supported  and  loaded  as  shown  (Fig.  191).  Find  the  maxi- 
mum intensity  of  fiber  stress,  assuming  the  reaction  at  the  point  B  to  be  verti- 
cal.   /  =  216  (ins.)^    A  =  9.26  sq.  ins. 

B 


Fig.  192. 


Fig.  193. 


Problem  14. 

Find  the  maximum  fiber  stress  in  the  inclined  wooden  beam  AB,  8"  X  10^' 
cross  section  and  10  ft.  long,  subjected  to  a  single  concentrated  vertical  load  of 
8000  lbs.  at  the  center.  (Fig.  192.)  Assume  the  reactions  parallel  to  the 
resultant  load. 
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Solve  Problem  (14),  replacing  the  load  of  8000  lbs.  with  &  load  ot  12,000  Ibs^ 
unifonnly  distributed  along  the  central  axis  of  the  beam. 


The  beam  AB  (Fig.  183),  6"  X  10"  erom  section,  is  subjected  to  a  uniformly 
distributed  vertical  load  of  5000  lbs.  Find  the  mmimnTn  intensity  of  stress 
on  the  middle  cross  section,  assuming  the  supporting  force  at  £  to  be  horiioatal. 

Fmblem  17.  |^ 

Find  the  section  at  which  the  greatest  intensity 
of  stress  occurs  in  the  beam  given  in  Problem  (IS). 
Find  the  greatest  intenuty  of  stress  on  this  section. 

Problem  IB. 

A  12"  I-beam,  31.5  lbs.  per  ft.,  is  placed  in  a 
vertical  position  and  subjected  to  the  system,  of 
loads  shown  (Fig.  194).  Assuming  that  the  sup- 
porting force  at  ^  ia  horizontal  and  the  beam  is 
hinged  at  B,  find  the  greatest  fiber  stress.  /  =  218 
(ins.)\     A  ^  9.2Q  sq.  ins. 

Problem  19. 

A  beam  6"  X  10"  cross  section  is  subjected  to  an 
oblique  load  of  4000  lbs.  and  supported  at  the  ends 
as  shown  (Fig.  195).  Find  the  ninmnnim  fiber  stress 
and  locate  the  neutral  axis. 


l\. 
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Problem  20. 

Abeam,  8"  X  10"  cross  section  (Fig.  199),  is  supported  at  the  ends  and  sub- 
jected to  a  horizontal  load  of  2000  lbs.  and  a  vertical  load  of  3000  lbs.,  acting 
as  shown.  Find  the  greatest  fiber  stress  and  locate  the  neutral  axis  in  the 
secUon  at  which  the  greatest  stress  occurs. 

Problem  31. 

Determine  the  greatest  fiber  stress  in  the  beam  ^ven  in  Problem  (20)  if,  in 
addition  to  the  loads  given,  two  equal  and  opposite  forces  of  20,000  lbs.,  acting 


along  tbe  ans,  ore  applied  at  the  ends,  the  forcee  produong  comprewioii  in 
the  member.    Locate  the  neutral  azia  in  the  section  at  which,  the  fiber  strees 


Solve  Problem  (20) ,  assuming  that  an  additional  load  of  2400  lbs.  is  applied 
at  a  CKMB  section  12  ft.  from  the  end  A,  acting  in  the  direction  <^  the  diagonal 
from  Uw  iqiper  left  to  the  lower  right-hand  coma  of  the  section. 


ProUemaS. 

A  round  bar,  4"  diamet«r  (Pig.  197),  ia  supported  at  the  ends  and  subjected 
to  vertical  loads  oF  4000  lbs.  and  2000  lbs.  and  a  hixisontal  load  of  fiOOO  Ihs. 
Find  the  greatest  fiber  stress. 
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Problem  24. 

Determine  the  greatest  fiber  stress  in  the  bar  given  in  Problem  (23)  if,  in 
addition  to  the  transverse  loads,  two  equal  and  opposite  forces  of  30,000  lbs. 
acting  along  the  axis  are  applied  at  the  ends,  the  forces  producing  compression 
in  the  member. 


Fig.  198. 


Problem  25. 


Find  the  greatest  intensity  of  stress  in  the  members  of  the  truss  subjected 
to  the  system  of  vertical  loads  W  •spaced  equal  distances  apart  as  shown 
(Fig.  198),  assuming  W  =  1000  lbs.  The  members  AB,  BC,  CD,  BF  and  DF 
are  6''  X  lO''  cross  section;  and  the  members  AF,  EF  and  CF  are  steel  rods, 
1''  diameter. 


FiQ.  199. 


Problem  26. 


The  lower  chord  of  the  truss  (Fig.  199)  is  subjected  to  a  uniformly  distributed 
load  of  1000  lbs.  per  ft.  Find  the  greatest  fiber  stress  in  the  members  AB, 
BC  and  CD,    The  cross  section  of  these  members  is  8"  X  12". 


Problem  27. 

Solve  Problem  (26),  assuming  that  ABCD  is  a  continuous  beam  and  that 
the  points  A,  B,C  and  D  are  on  the  same  level. 
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Problem  28. 

Solve  Problem  (26)  if,  in  addition  to  the  load  on  the  lower  chord,  loads  of 
1000  lbs.  each  are  applied  at  the  joints  E,  F,  and  O  and  also  at  the  middle  point 
of  each  member  of  the  upper  chords.  Also  determine  the  greatest  fiber  stress 
in  the  members  AE  and  EF  if  the  cross  section  of  these  members  is  8"  X  10'^ 

Problem  29. 

The  trussed  beam  AB  (Fig.  200)  supports  a  uniformly  distributed  load  of 
1000  lbs.  per  ft.  of  length.  The  section  of  the  beam  is  8"  X  12"'.  The  tie  rod 
ADB  is  2f'  diameter.  The  strut  CD  has  a  cross  section  of  6  sq.  ins.  Find  the 
greatest  fiber  stress  in  AB,  assuming  no  deflection  at  the  center  (Art.  102);  also 
the  tensile  stress  intensity  in  the  tie  rod  ADB. 


Fig.  200. 

Problem  80. 

Solve  Problem  (29)  if  the  deflection  of  the  beam  at  its  center  due  to  the 
applied  load  is  0.25".    E  =  1,200,000  lbs.  per  sq.  in. 

Problem  81. 

Solve  Problem  (29)  by  the  method  of  least  work  (Art.  132),  assuming  for  the 
tie  rod  j&  =  30,000,000  lbs.  per  sq.  in.  and  for  the  strut  E  »  15,000,000  lbs. 
p^  sq.  in. 

Problem  82. 

Solve  Problem  (29),  replacing  the  uniformly  distributed  load  with  three  con- 
centrated loads  of  5000  lbs.  each,  applied  at  the*  middle  of  each  of  the  spans 
AC  and  CB  and  at  the  point  C. 


Problem  88. 

A  trussed  beam  (Fig.  201)  is  constructed  of  two  timber  beams,  8''  X  12^' 
cross  section,  placed  side  by  side,  and  two  parallel  tie  rods  each  2"  diameter 
and  two  struts  BF  and  CE,  each  having  a  cross  section  of  8  sq.  ins.  If  the 
beam  is  subjected  to  a  uniformly  distributed  load  of  1600  lbs.  per  ft.  determine 
the  greatest  fiber  stress  in  the  beam  and  the  intensity  of  the  tensile  stress  in  the 
tie  rods,  asmiming  no  deflection  at  the  points  B  and  C. 
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Problem  84. 

Solve  Problem  (33)  by  the  method  of  least  work,  assuming  E  >■  1,200,000 
lbs.  per  sq.  in.  for  the  beam,  E  »  30,000,000  lbs.  per  sq.  in.  for  the  tie  rods  and 
E  ->  12,000,000  lbs.  per  sq.  in.  for  the  struts. 


Problem  85. 

Given  an  open  circular  link  loaded  as  shown  (Fig.  202).  If  the  greatest 
allowable  fiber  stress  «  12,000  lbs.  per  sq.  in.,  find  the  allowable  value  of  P, 
by  the  approximate  solution  (Art.  133). 


CHAPTER  VIII. 

GENERAL  THEORT  OF  FLEXURE. 

135.  Unsymmetrical  Bending.  —  Thus  far  the  discussion  of 
the  theory  of  bending  has  been  restricted,  at  first  to  cases  in  which 
the  loads  have  been  in  a  single  plane,  intersecting  every  cross  sec- 
tion in  an  axis  of  symmetry,  and  then  to  cases  in  which  all  the 
external  forces  could  be  resolved  into  components  in  two  planes 
at  right  angles  intersecting  every  cross  section  along  two  axes  of 
sjrmmetry. 

In  practice,  nearly  all  members  which  are  intended  to  resist 
bending  moments  of  any  considerable  magnitude  are  designed  with 
cross  sections  having  one  axis  of  symmetry  at  least;  and  usually 
with  cross  sections  symmetrical  with  respect  to  two  axes  at  right 
angles. 

Minor  members  which  are  sometimes  subjected  to  bending 
moments  of  small  magnitude  are  quite  often  designed  with  unsym- 
metrical cross  sections.  In  such  cases  an  analysis  of  the  stresses 
due  to  bending  under  different  load  systems  will  be  of  value. 

136.  Principal  Axes  and  Moments  of  Inertia.  —  Passing 
through  any  point  in  a  plane  area,  there  are  always  two  axes  at 
right  angles,  with  respect  to  one  of  which  the  moment  of  inertia 
of  the  area  is  a  maximum  and  to  the  other  a  minimum,  the  prod- 
uct of  inertia  with  respect  to  the  two  axes  being  equal  to  zero. 
The  moments  of  inertia  about  these  axes  are  called  principal 
moments  of  inertia;  and  the  axes  are  called  principal  axes. 

Axes  of  symmetry  are  always  principal  axes  passing  through  the 
center  of  gravity  of  the  area  and,  for  any  unsfymmetrical  area,  the 
principal  axes  and  moments  of  inertia,  with  the  center  of  gravity 
as  the  origin,  can  always  be  found  when  the  moments  and  product 
of  inertia  with  respect  to  any  pair  of  rectangular  axes  are  known. 
Throughout  the  discussion  in  this  chapter,  the  center  of  gravity 
of  a  cross  section  will  be  taken  as  an  origin  and  the  axes  XX  and 
YY  as  principal  axes,  /<  and  7y  will  be  taken  to  represent  the  prin- 
cipal moments  of  inertia  and  7i,  1%  and  K,  the  moments  and  product 
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of  inertia,  respectively,  about  any  pair  of  rectangular  axes,  1-1  and 
2-2,  inclined  at  an  angle  a  with  the  principal  axes. 
Then  from  Art.  (124)  (Vol.  I), 

Iz  =  1 1  cos?  a  +  h  sin*  a  —  2  if  sin  a  cos  a,  .     .     .     (1) 
ly  =  1 1  sin*  a  +  h  cos*  a  +  2  if  sin  a  cos  a  .     .     .     (2) 
and 

'  tan2a  =  ,^^,  (Art.  125,  Vol.  I).     ...    (3) 

l2  —  il 

Conversely,  the  values  of  the  moments  and  product  of  inertia, 
with  respect  to  the  axes  1-1  and  2-2,  in  terms  of  the  principal 
moments  of  inertia  will  be  represented  by  the  expressions: 

1 1  =  Iz  cos*  a  +  /y  sin*  a, (4) 

/j  =  7yCOS*a +  /xSin*a, (5) 

if  =  (/x  —  /y)  sin  a  cos  a (6) 

In  the  following  discussion,  whenever  a  principal  axis  is  referred 
to,  it  is  to  be  understood  that  the  axis  passes  through  the  center  of 
gravity. 

137.  Bar  of  Unsymmetrical  Cross  Section  Subjected  to  Simple 
Bending.  —  If  the  same  assumptions  are  made  as  in  the  case  of  a 
bar  of  symmetrical  section,  bent  under  the  action  of  couples  at  the 
ends  (Art.  64),  the  stress  on  any  cross  section  of  a  straight  bar  of 
unsymmetrical  section,  which  is  bent  under  the  auction  of  terminal 
couples,  will  be  uniformly  varying  and  the  neutral  axis  wHl  pass 
through  the  center  of  gravity  (Art.  60).  Moreover,  the  resultant 
couple  formed  by  the  stress  on  the  cross  section  mu^t  be  in  a  plane 
coinciding  with,  or  parallel  to,  the  plane  of  the  terminal  couples. 
There  will  be  no  shearing  stress  on  any  cross  section. 

If  the  principal  axes  of  the  section  are  unknown,  they  can  be 
located  by  the  method  referred  to  in  Art.  (136),  provided  the 
moments  and  product  of  inertia  of  the  cross  section  with  respect  to 
any  two  axes  at  right  angles  can  be  found. 

In  determining  the  distribution  of  the  normal  stress,  two  cases 
will  be  considered: 

(a)  When  the  plane  of  the  terminal  couple  intersects  the  cross 
section  at,  or  in  a  line  parallel  to,  a  principal  axis.  —  In  this  case, 
since  the  couple,  formed  by  the  stress  on  a  cross  section,  is  in  a 
plane  containing,  or  parallel  to,  the  principal  axis,  it  follows,  con- 
versely, from  Art.  (60)  that  the  neutral  axis  is  the  principal  axis  of 
the  section  which  is  perpendicular  to  the  plane  of  the  couple. 
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Therefore,  the  normal  stress  intensity  at  any  point  in  the  cross 
section,  at  a  distance  y  from  the  neutral  axis,  will  be  given  by  the 
usual  formula 


/= 


_My 


(1) 


where  /  =  the  moment  of  inertia  of  the  cross  section  about  the 
neutral  axis,  and  the  greatest  stress  intensity  will  Be  equal  to 


f_Mc 

^~   I  ' 


(2) 


where  c  =  the  distance  to  the  fiber  which  is  farthest  from  the 
neutral  axis. 

(b)  Wfien  (he  plane  of  the  terminal  couple  does  not  intersect  a 
cross  section  at,  or  in  a  line  parallel  to,  a  principal  axis,  —  In  this 
case  let  M  represent  the  terminal  couple,  acting  in  a  plane  per- 
pendicular to  the  axis  OA  (Fig. 
203),  and  let  0  =  the  angle  be- 
tween the  moment  axis  of  M 
and  the  principal  axis  OX. 
Resolving  M  into  components 
in  planes  perpendicular  to  the 
principal  axes,  we  have 

Mx  =  Afcos^.    .     (3) 
and         My  =  Af  sin  ^. .    .     (4) 

Let  (x,  y)  be  the  coordinates  of 
any  point  q  in  the  cross  section 
with  respect  to  the  principal 
axes* 

If  we  call  a  compressive  stress 
plus  and  a  tensile  stress  minus 
and  follow  the  usual  system  of 
signs,  in  designating  values  of  x,  y  and  the  functions  of  6,  the  com- 
ponent stress  intensity  at  the  point  q  due  to  the  component  couple 
Mg  will,  according  to  Case  (a),  be  equal  to 


Y 

Fig.  203. 


.      Mxy     My  cos  6 
h  =  "T-  =  — T 


(5) 


and  that  due  to  the  couple  My  will  be  equal  to 

-      MyX          Mx  sin  B 
/a  =  -y-= J . 

ly  iy 


(6) 
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The  resultant  stress  intensity  at  the  point  will,  therefore,  be  equal 

to 

J-      ^    I  ^      MxV      MyX      My  COS  $      Afxsin^ 

=  m(V^-'-^) (7) 

If  we  designate  the  coordinates  of  any  point  on  the  neutral  axis 
by  the  symbols  (x',  y'),  the  equation  of  the  neutral  axis  may  evi- 
dently be  written 

Jlf(?^-?^)=0, (8) 

which  reduces  to 

l/'  =  x'^tan^  =  x'f^'ytan^, (9) 

^v  \Py/ 

where  px  and  py  represent  the  radii  of  gyration  of  the  section  about 
the  principal  axes  OX  and  OY,  respectively. 

If  we  let  0  =  the  angle  between  the  neutral  axis  ON  and  the 
principal  axis  OX  (Fig.  203), 

tanj8  =  ^, 

and  hence  equation  (9)  may  be  written, 

tanj8  =  ^tan^  =  (^ytan^ (10) 

ly  \Py/ 

The  angle  a?,  between  the  axis  OX  and  the  line  of  intersection 
OS,  of  the  plane  of  the  resultant  couple  and  the  cross  section,  will 
be  equal  to  (90**  +  0).  Hence  tan^  =  —  cotw  and,  substituting 
in  (10)  and  transposing, 

tan  jS 


=  tan  iS  tan 

cot  07 


--(S)' ("> 


If  the  inertia  ellipse  (Art.  127,  Vol.  I)  is  constructed  for  the  prin- 
cipal axes  OX  and  OF,  as  indicated  (Fig.  203),  it  is  evident  from 
(11)  that  ON  and  OB  will  be  conjugate  axes  of  the  ellipse.  The 
formula  for  the  fiber  stress  (equation  7)  may  be  expressed  in  terms 
of  the  couple,  formed  by  the  stress  on  the  cross  section,  and  the 
moment  of  inertia  of  the  section,  about  the  neutral  axis,  as  follows: 

The  component  in  a  plane  perpendicular  to  ON^  of  the  resultant 
couple  Mf  is  equal  to 

M  cos  08-^); 
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and  the  moment  of  inertia  of  the  section,  about  the  neutral  axis 
ON,  is  equal  to 

In  ^  /,co8«j8  +  lyQin^p  (Art.  136). 

Hence  M  cos  (/S  -  ^)  =  a'7n  (Art.  60),  ....    (12) 

where  a"  =  the  intensity  of  stress  at  a  distance  unity  from  the 
neutral  axis,  and,  if  we  let  y''  =  the  distance  of  any  point  q  from 
the  neutral  axis,  the  stress  intensity  at  that  point  will  be  equal  to 

Mco8(fi-e)y" 

When  the  axis  OA  coincides  with  the  principal  axis  OX,  $  =  0  and, 
from  (10),  jS  =  0  and  equation  (13)  reduces  to  the  ordinary  form 

/  =  ^ (14) 

The  case  of  the  bar  with  a  synmietrical  cross  section,  bent  by 
couples  not  in  a  plane  of  synmietry  (Art.  129),  may  evidently  be 
considered  to  be  a  special  case  under  the  foregoing  one. 

The  greatest  fiber  stress  at  any  cross  section  will  occur  at  the 
point  which  is  farthest  from  the  neutral  axis,  and,  if  that  point 
can  be  determined  by  inspection,  the  stress  intensity  can  be  cal- 
culated directly  from  equation  (7),  without  determining  the  posi- 
tion of  the  neutral  axis.  When  the  cross  section  is  a  rectangle,  for 
example,  opposite  comers  will  be  points  of  greatest  stress  what- 
ever the  position  of  the  bending  couple. 

When  the  point  of  maximum  stress  intensity  cannot  be  located 
by  inspection,  the  neutral  axis  may  be  plotted  by  use  of  equation 
(10).  The  coordinates  of  the  point  farthest  from  the  neutral  axis 
may  then  be  measured  and  the  greatest  fiber  stress  calculated  by 
the  use  of  equation  (7)  or  (13).  If  the  ellipse  of  inertia  is  con- 
structed, the  neutral  axis  may  be  found  by  drawing  the  diameter 
NON  which  is  conjugate  to  OB  (Fig.  203)  and  the  value  of 
In  =  Apn*  can  be  computed  directly  from  the  value  of  pn,  meas- 
ured from  the  ellipse. 

138.  Bar  of  Unsymmetrical  Cross  Section  Subjected  to  Ordi- 
nary Bending.  —  When  a  straight  bar  of  unsymmetrical  section 
is  bent  under  the  action  of  transverse  forces,  passing  through  the 
axis  of  the  bar,  the  forces  can  be  resolved  into  two  systems  in  planes 
at  right  angles  and  the  resultant  bending  moment  at  any  cross 
section  can  be  obtained  in  the  same  manner  as  for  the  symmetrical 
bar  (Art.  129). 
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.  In  like  manner  the  greatest  resultant  bending  moment  in  the 
bar  can  be  obtained.  The  stress  on  any  cross  section,  due  to 
bending,  may  then  be  found  by  the  method  used  in  the  case  of 
simple  bending,  the  stress  intensity  at  any  point  being  given  by 
the  ordinary  formula  for  fiber  stress,  provided  the  plane  of  the 
resultant  bending  moment  intersects  the  cross  section  at  a  princi- 
pal axis  (Case  a),  and  otherwise  by  the  formulas  derived  for  (Case 
b)  (Art.  137). 

In  general,  the  normal  stress  on  a  cross  section  will  be  accom- 
panied by  a  shearing  stress.  For  an  unsynmaetrical  section,  how- 
ever, the  ordinary  analysis  for  determining  the  intensity  of  the 
shearing  stress  fails  to  give  satisfactory  results;  and  no  solution 
for  shearing  stress  will  be  attempted. 

The  approximation  in  the  results  obtained  by  the  foregoing 
analysis  of  the  bending  of  an  unsymmetrical  bar  is  probably  some- 
what greater  than  in  the  case  of  a  synunetrical  beam  subjected  to 
ordinary  bending  (Art.  115). 

The  cases  discussed  in  Art.  (129)  may  evidently  be  considered 
as  special  cases  under  this  and  the  preceding  article,  in  which  the 
cross  sections  are  synmietrical,  instead  of  unsymmetrical. 

139.  Combined  Direct  and  Bending  Stresses  in  Unsymmetri- 
cal Bars.  —  When  the  load  system,  acting  on  an  unsymmetrical 
bar,  includes  forces  which  are  parallel  to,  or  oblique  to,  the  axis  of 


the  bar,  the  intensity  of  the  combined  direct  and  bending  stress 
at  any  point  in  a  cross  section  can  be  found  by  a  method  similar  to 
that  employed  in  the  cases  discussed  in  Arts.  (125-128). 


COMBINED  DIRECT  AND  BENDING  STRESSES         327 

A  general  case  of  this  kind  will  be  one  in  which  all  the  forces, 
acting  on  the  part  of  the  bar  on  one  side  of  any  cross  section  AB, 
can  be  combined  into  a  single  resultant  force  R,  acting  in  a  plane 
containing  the  central  axis  ZZ  of  the  bar,  as  indicated  (Fig.  204)  ; 
where  Oi  is  the  trace  of  the  line  of  action  of  /?  in  the  plane  of  the 
cross  section  and  OOi  is  the  line  of  intersection  of  the  plane,  con- 
taining R  and  the  central  axis,  and  the  cross  section. 

The  resultant  R  may  be  resolved  into  a  force  P,  normal  to  the 
section  ABj  and  a  shearing  force  S.  The  normal  force  P  can  then 
be  resolved  into  an  equal  and  parallel  force,  acting  along  the  central 
axis  ZZ,  and  a  couple 

M  =  Pr, (1) 

where  r  =  OOi. 

Let  OX  and  OY  represent  the  principal  axes  of  the  cross  section 
and  OA  the  moment  axis  of  the  couple  M.  Let  S  =  the  angle 
AOX  and  let  (a,  b)  be  the  coordinates  of  Oi  and  (x,  y)  the  coordi- 
nates of  any  other  point  q  in  the  cross  section,  with  respect  to  the 
principal  axes.  Let  A  =  the  area,  Ig  and  ly  equal  the  principal 
moments  of  inertia  and  p«  and  py  equal  the  principal  radii  of  gyra- 
tion of  the  cross  section.  Then,  if  a  compressive  stress  is  called 
positive  and  a  tensile  stress  negative,  the  component  stress  in- 
tensity at  q,  due  to  the  axial  component  P,  will  be  equal  to 

fi^j; (2) 

and  the  component  stress  intensity  at  q,  due  to  the  bending 
moment  M,  will  be  equal  to 


J2  — 

/x 

/. " '''  \  /.      /.  - 

where 

M,  =  Mcos^  =  P6 

and 

M„  =  Msin^=  -Pft. 

The  resultant  stress  intensity  at  the  point  q  will,  therefore,  be 
equal  to 

f     ,   ,,      P  .  M^y     Myft     P  ,   ,, /ycoBg     x  sin  ef\ 
/  =  /!+/,  =  ^  +  -^-^  =  3  +  3f(^-^ J^j 
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If  we  let  UOU  represent  the  neutral  axis  of  the  component 
stress  due  to  bending  only  and  j9  =  the  angle  iVOZ, 


h 


9 


tanj9  =  j2tanff  =  (^j  tan^(Art.  137).     ...    (5) 

The  neutral  axis  tJ'W  of  the  resultant  stress  will  be  a  line  parallel 
to  iVOiV  and,  if  we  let  (xj,  0)  and  (0,  j/i)  be  the  coordinates  of  the 
points  of  intersection  of  iVW  and  the  principal  axes  OX  and  07, 
respectively,  we  shall  obtain  from  equation  (4) 


-.  _  P  __  Mx\  sin  B 


A  I 


and 


whence 


and' 


» 


"  ~  A  "^       /.       ' 

PI,      _    Pp*    _      p>« 
*•     AMaine'  Meine  a     •    •    ♦    W 


Expressed  in  tenns  of  the  moment  of  inertia  of  the  cross  section 
with  respect  to  the  neutral  axis,  the  resultant  stress  intensity  at 
any  point  q  will  be  equal  to 

-     P  ■  McosW-e)y"     P  ,  Pr^y"     P(.   .  r,/^\     ... 

where  r*  =  r  cos  (/3  —  B)  is  the  perpendicular  distance  between 
Oi  and  the  axis  NON^  pn  =  the  radius  of  gyration  of  the  cross 
section  about  NON;  and  y"  is  positive  for  points  on  the  same 
side  of  NON  as  Oi  and  negative  for  points  on  the  opposite  side. 
Equation  (8)  should  be  compared  with  equation  (3)  (Art.  126). 

To  obtain  the  value  of  j//',  the  distance  between  the  center  of 
gravity  and  the  neutral  axis  N'N',  we  have,  from  equation  (8), 
for  points  on  iVW 

P      McoB(P'-e)yi"  _ 

A'^  In  "  "' 

whence 

^'    "      AM  COS  (fi-e)  Mcos(fi-e)  rn'  '     ^^ 

Case  (d)  (Art.  126)  might  evidently  be  considered  as  a  special 
case  under  the  foregoing.    In  order  to  calculate  the  greatest 
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stress  intensity  on  the  section,  it  is  necessary  to  determine  the  co- 
ordinates of  the  point  at  which  the  intensity  is  a  maximum,  either 
by  inspection,  or  by  locating  the  neutral  axis  NON  of  the  stress  due 
to  bending,  as  indicated  in  Art.  (137).  The  solution  can  then  be 
made  by  the  use  of  either  of  the  equations  (4)  or  (8). 

140.  Section  Moduli  Lines.  —  By  solving  equation  (7)  (Art. 
137),  we  obtain 

M  IT 

=   Sq,  ....         (1) 


M  IJy 


/       lyy  cos  ^  —  Igpo  sin  d 

where  Sq  may  be  considered  to  be  a  section  modulus  (Art.  77)  for 
any  point  g  in  a  cross  section,  the  coordinates  of  which  with  re- 
spect to  the  principal  axes  are  (x,  y)  (Fig.  203). 

If  the  plane  of  the  bending  couple  is  rotated  in  such  a  manner 
that  the  angle  ^,  between  the  moment  axis  OA  and  the  principal 
axis  OX,  varies  from  0  to  90**,  the  value  of  Sq  will  evidently  vary 
from 

5,'  =  ^% '  (2) 

when  fl  =  0,  to 

S,"=-^,      .......     (3) 

when  B  =  90®,  the  negative  sign  indicating  that  the  stress  intensity 
at  g,  when  0  =  90®,  is  of  the  opposite  sign  to  the  stress  intensity, 
when  ^  =  0.  For  points  in  the  second  quadrant  for  which  the 
values  of  the  coordinate  z  are  negative,  the  signs  of  Sq  and  Sq' 
would  evidently  be  the  same. 

If  vectors,  representing  the  values  of  Sq  for  different  values  of  B, 
are  laid  off  along  the  corresponding  positions  of  the  trace  05,  of 
the  plane  of  the  bending  couple  in  the  cross  section,  they  will  all 
terminate  in  the  same  straight  line;  for,  on  writing  equation  (1) 
in  the  form 

Sq[{Iyy)  cosB  -  (/p;)  smtfl  -  (IJy)  =  0,  ...    (4) 

it  is  evident,  since  Sq  and  B  are  the  only  variables,  that  it  is  the 
polar  equation  of  a  straight  line;  for  which  Sq  is  the  length  and  B 
the  angle  of  inclination  of  the  radius  vector  to  any  point.  Such  a 
line  may  be  called  a  sectiorir^modidiLs  line  for  the  point  q  or,  for  the 
sake  of  brevity,  an  Sq  line. 

As  an  illustration;  let  OB  (Fig.  205)  represent  the  intersection 
of  the  plane  of  the  bending  couple  ilf  in  a  cross  section,  whose 
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principal  axes  are  OX  and  OY,  and  let  6  =  the  angle  between  the 
axis  OX  and  the  moment  axis  OA,  of  the  couple  M. 

Let  q  be  any  point  in  the  section  whose  codrdinatea  are  (x,  y). 
The  value  of  S„  for  any  angle  fl,  can  be  computed  from  (1)  and 
the  values  S,'  and  5,",  for  the  principal  axes,  from  (2)  and  (3). 
For  the  point  in  question,  S,'  is  represented  by  the  vector  Oc,  5," 
by  the  vector  Od,  and  the  value  S,,  for  any  value  of  the  angle  0, 
by  the  vector  Oe;  and  the  straight  line  dee  is  the  section  modulus 
line  for  the  point  q. 

It  should  be  observed  that  positive  values  of  S,  are  laid  off  along 
OB  to  the  right  and  negative  values  to  the  left,  as  the  directions 
appear  when  looking  along  the  moment  axis  from  A  toioards  0. 

The  section  modulus  line  will  ex- 
tend to  infinity  in  both  directions, 
since  iS,  becomes  infinite  when  the 
value  of  0  is  such  that  the  neutral 
axis  passes  through  q.  Therefore, 
if  we  let  C  =  the  value  of  S  when 
S,  =  00 ,  by  puttii^  the  denominator 
of  the  fraction  in  equation  (1)  equal 
to  zero,  we  obtwn 

tanfl'  =  ^=y' tan^',  .     .     (5) 

where  0'  =  the  ai^le  between  OX 
and  the  radius  vector  through  q. 
When  S,  =  M ,  OB  is  evidently  par- 
Fio.  205.  allel  to  cd  and  hence  B'  =  angle  be- 

tween cd  and  the  axis  OY. 
On  comparing  (5)  with  equation  (10)  {Art.  137),  it  will  be  evident 
that  cd  is  parallel  to  the  diameter,  of  the  ellipse  of  inertia  for  the 
cross  section,  which  is  conji^ate  to  the  diameter  through  Oq-  In 
other  words  the  section  modulus  line  for  the  point  q  is  parallel  to 
the  neutral  axis  of  the  stress  due  to  a  bending  couple  whose  plane 
intei-sects  the  cross  section  in  the  line  Oq. 

When  the  section  modulus  line  for  any  point  q  has  been  drawn, 
the  stress  intensity  at  the  point,  due  to  any  bending  moment  M, 
may  evidently  be  obtained  from  the  formula 

/-I. (« 
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where  Sq  is  equal  to  the  distance  measured,  along  the  trace  of  the 
plane  of  the  bending  couple,  from  0  to  the  Sq  line.  The  sign  of 
the  stress  can  be  easily  determined  by  inspection. 

It  is  evident  from  the  foregoing  analysis  that,  if  the  magnitude  of 
a  bending  moment  remains  constant  while  its  plane  is  rotated  abovJt 
the  central  axis  of  the  bar,  the  greatest  stress  intensity  at  any  given 
point  q  will  occur  when  the  plane  is  at  right  angles  to  the  section 
modulus  line  for  the  point;  and  the  stress  intensity  will  be  zero  when 
the  plane  is  parallel  to  that  line. 

141.  Section  Moduli  Polygon.  —  When  a  cross  section  is 
bounded  by  straight  lines  a  polygon,  circumscribing  the  whole 
section,  may  be  constructed  by  drawing  straight  lines  between  the 
extreme  comers.  A  polygon  ABCDE  (Fig.  206)  would  represent 
such  a  polygon  for  the  angle  cross  section  shown. 

If  section  moduli  lines  are  constructed  for  each  of  the  vertices, 
as  explained  (Art.  140),  they  will  intersect,  forming  a  polygon, 
known  as  the  section  modidi  polygon,  or  simply,  the  S  polygon. 

In  such  a  polygon,  the  section  moduli  lines  for  the  points  A,B,C, 
etc.,  may  be  designated  as  the  Sa  line,  the  Sb  line,  etc.,  and  the 
vertices  may  be  lettered  (gb),  (be),  etc.,  to  indicate  the  intersection 
of  the  Sa  and  Sb  lines,  the  Sb  and  Sc  lines,  etc. 

The  plane  of  any  bending  moment  M  will  intersect  the  S  polygon 
at  two  points;  and  the  radii  vectors  to  these  two  points  will  give 
the  two  values.  Si  and  S2,  of  the  section  modulus  required  to  obtain 
the  greatest  intensity  of  the  compressive  and  tensile  stresses  due 
to  the  bending;  viz., 

/c  =  | (1) 

and 

/-I ») 

Moreover,  the  section  moduli  lines  which  are  intersected  and 
the  direction  of  rotation  of  the  bending  couple  will  indicate  the 
points  in  the  cross  section  at  which  the  maximum  intensities  /« 
and  ft  occur.  When  the  plane  of  the  bending  couple  passes  through  a 
vertex  of  the  S  polygon,  the  stress  intensities  at  the  two  correspond- 
ing  vertices  of  the  polygon  circumscribing  the  cross  section  mil 
evidently  be  the  same;  and  the  neutral  axis  of  the  stress  will  be 
parallel  to  the  straight  line  connecting  the  vertices.  Hence  the  stress 
intensities  at  all  points  on  this  straight  line  will  be  the  same  and 
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therefore  the  section  moduli  lines  for  all  points  on  the  line  will  paaa 
through  the  same  vertex  of  the  S  polygon. 

For  example;  if  the  intersection  OBi  (Fig.  206),  of  the  plane  of 
the  bending  couple  whose  moment  axis  is  OA  i  and  the  cross  section, 
passes  through  the  vertex  (ab)  of  the  S  polygon,  the  greatest  in- 
tensity of  the  compresfflve  stress  will  occur  at  points  on  the  side 
AB  of  the  cross  section:  also,  if  a  section  modulus  line  were 
drawn  for  any  point  on  the  line  AB,  it  would  pass  through  the 
pcAni  {ab).    The  neutral  axis  in  this  case  is  parallel  to  AB,  and 


Fio.  20& 


hence  the  greatest  intensity  of  the  tensile  stress  will  occur  at  points 
on  the  side  CD  of  the  section,  which  is,  evidently,  farthest  from 
the  neutral  ans.  Moreover,  since  CD  is  parallel  to  AB,  the 
vertex  (cd)  of  the  S  polygon  must  lie  in  the  Une  OBi  extended 
on  the  opposite  ^de  of  the  origin. 
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Similarly,  the  vertices  of  the  S  polygon,  corresponding  to  any 
two  parallel  sides  of  the  polygon  circumscribing  the  cross  section, 
such  as  (&c)  and  (ea),  will  lie  on  straight  lines  passing  through  the 
origin. 

Canstructian  of  the 'S  Polygon.  —  The  S  polygon  for  any  given 
cross  section  may  be  constructed  by  laying  off  the  values  of  Sa 
and  Sa",  Sb  and  ^6",  etc.,  computed  from  equations  (2)  and  (3) 
(Art.  140),  along  the  principal  axes  of  the  section,  as  indicated 
(Fig.  206),  and  drawing  the  sides  of  the  S  polygon  through  the 
ends  of  these  vectors.  Greater  accuracy  can  usually  be  obtained  • 
by  locating  the  vertices  (oft),  (6c),  etc.,  of  the  S  polygon,  as  follows: 

Let  the  codrdinates  with  respect  to  the  principal  axes,  OX  and 
OY,  of  the  points  A  and  B  (Fig.  206)  be  (Xa,  y«)  and  (x6,  j/^).  Let 
Sdb  represent  the  value  of  the  section  modulus  and  B^b  the  value  of 
0  at  the  point  of  intersection  of -the  Sa  and  Sb  lines,  designated  a  and 
b  in  the  diagram,  and  let  {xa,  Va)  be  the  coordinations  of  this  point 
of  intersection,  with  respect  to  the  principal  axes.  Then  from 
equation  (1)  (Art.  140)  we  shall  have 

cr      _  IJ-y __  IJ-w /Q\ 

**         /yJ/aCOS^oft  —  /j^aSin^o6         7^2/6  COS  ^a6  —  7,^6  siu  ^a6  * 

But  Xdb  ^   ^iSa6Sin^a6y    2/afr  "=  iSofrCOS^ofr 

and  —  =  —  tan  ^06,'  and  hence,  from  eqiiation  (3), 

_  —  IJy  sin  6^  IJy 

**  ""/yyaCOS^flfc  — /^aSin^flfc"^  J        V^    x    J^j, 

and 

IwVaydb  +  I^cP^A  =  IJw (4) 

Similarly,  from  (3), 

and,  solving  (4)  and  (5)  simultaneously, 

,^=_^ALZlMif (6) 

Xayb  -  XbVa 

and 

^  V^a        Xb)  in  /m\ 

Xayb  -  Xbya 

When  more  convenient,  the  coordinates  of  the  point  of  inter- 
section of  the  section  modulus  lines  with  respect  to  a  pair  of  rec- 
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tangular  axes,  making  any  angle  a  with  the  principal  axes,  may  be 
obtained  by  transforming  the  coordinates  and  substituting  the 
values  of  the  moments  and  product  of  inertia,  with  respect  to 
these  axes,  in  equations  (6)  and  (7)  and  solving,  as  follows: 

Let  the  axes  1-1  and  2-2  (Fig.  206)  be  any  pair  of  rectangular 
axes,  making  the  angle  a  with  the  principal  axes  OX  and  OY.  Let 
/i  =  the  moment  of  inertia  about  1-1,  It  =  the  moment  of  inertia 
about  2-2  and  K  =  the  product  of  inertia  with  respect  to  these 
axes.  Let  {Xchj  Vab),  (Xa,  yj)  and  {Xby  yt)  be  the  coordinates  of 
the  points  (oft),  A  and  B,  with  respect  to  the  axes  1-1  and  2-2,  re- 
spectively. Then,  by  substituting  the  values  of  x^j,,  ya,  yh,  etc., 
given  by  the  usual  equations  of  transformation,  x^  =  x^'  cos  a  + 
yah  sin  a,  y^b  =  ydl  cos  a  —  Xdb  sin  a,  etc.,  in  equation  (6)  and 
reducing,  we  obtain 

Xa  yb         Xb  ya 

and  similarly  from  (7), 

y^cos  a  -  xj  sin  «  =  [(^a^-»>0co8«  + (ya--y>08ma]./,  ^     ^^^ 

Xa  yh         Xb  ya 

Solving  (8)  and  (9),  simultaneously, 

,_  {xj —Xb)  {ly — Ix)  sin  g  cos  g  —  {yj —yb)  (/»  sin^  a+Iy  cos^  a) 
^**  "  Xa'yb   -  Xb'ya 

(10) 

But  Ix  sin*  a  +  7y  cos*  a  =  h  and  (7^  —  7,)  sin  acosa  =^  K  (Art. 
136).  Substituting  these  values  in  (10)  and  observing,  that  when 
a  is  positive  in  the  transformation  equations  for  the  coordinates, 
Xabf  yabi  etc.,  it  will  be  negative  in  the  above  formula  for  if,  and 
vice  versa,  we  shall  have 

^  /  _  {xg'  -  Xb')  K  -  {yj  -  yb')  h  ^.,v 

Xa'yb  -  Xb'yJ  ^    ' 

In  a  similar  manner  we  may  obtain 

,,  /  _  {x^ -  Xb')  h  -  {yJ  -  yh) K  . 

Xayh    —  Xb  ya 

When  the  cross  section  is  bounded  by  a  curve,  the  S  polygon 
can  be  constructed  by  plotting  the  section  moduli  lines  for  a  series 
of  points  on  the  curve  and  drawing  a  curve  tangent  to  these  lines. 

It  should  be  observed  that  when  the  linear  unit  is  the  inch,  all 
dimensions  of  the  S  polygon  will  be  expressed  in  (Im.)'  (equa- 
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tion  1,  Art.  140),  and  hence  the  polygon  may  be  constructed  to 
any  convenient  scale,  which  is  large  enough  to  give  values  of  Si  and 
Si  with  suflBcient  accuracy,  when  measured  from  the  diagram. 

142.  S  Polygon  for  Combined  Stresses.  —  When  the  stress  on 
a  cross  section  of  a  member  is  a  combined  direct  and  bending 
stress  (Art.  139),  the  section  moduli  polygon  for  the  bending  stress 
may  be  constructed,  in  the  same  manner  as  when  the  stress  in  the 
member  is  due  to  bending  only  (Art.  141). 

If  the  axial  stress  is  compression,  the  formulas  for  the  maximum 
and  minimum  (algebraic)  intensities  of  stress  will  evidently  take 
the  forms 


and 


/-M'-a-s).  ■  •  •  •  •  <« 


where  Si  and  S2  are  the  radii  vectors  of  the  S  polygon  for  com- 
pression and  tension,  respectively,  measured  along  the  line  of  in- 
tersection of  the  plane  of  loading  and  the  cross  section. 

For  any  plane  of  loading,  the  limit  of  the  eccentricity  of  the  re- 
sultant longitudinal  force  P  (Fig.  204)  at  which  the  stress  will 
cease  to  be  of  the  same  sign  throughout  the  cross  section  can  be 
obtained  by  placing  equation  (2)  equal  to  zero  and  solving  as 
follows: 

A      Si     A      S,      "' 

whence 

r'  =  §. (3) 

where  r'  =  the  distance  from  the  center  of  gravity  of  the  section 
to  the  trace  of  the  line  of  action  of  P,  when  the  stress  intensity  at 
the  vertex  of  the  cross  section  corresponding  to  the  section  modu- 
lus line  to  which  the  radius  vector  ^2  is  measured,  is  equal  to  zero. 
It  is  evident  from  the  form  of  equation  (3)  that,  if  values  of  r' 
are  plotted  for  all  possible  values  of  6,  a  polygon  will  be  described 
in  which  each  one  of  the  sides  is  parallel  to  a  side  of  the  S  polygon 
and  is  located  on  the  opposite  side  of  the  origin.  The  vertices  of 
the  polygon  will  evidently  be  located  on  straight  lines  through  the 
origin  and  th6  vertices  of  the  S  polygon,  the  corresponding  vertices 
of  the  two  polygons  being  in  opposite  directions  from  the  origin. 
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Core  of  the  Section.  —  A  polygon  constructed  in  this  manner  is 
called  the  core  or  the  kemd  of  the  secticHi.  If  the  resultant  normal 
force  intersects  the  cross  section  within  the  boundary  of  this  poly- 
gon, the  normal  stress  will  be  of  the  same  sign  throughout  the 
limits  of  the  section.  If  the  resultant  normal  force  acts  through  a 
vertex  of  the  core,  the  neutral  axis  of  the  stress  on  the  section  will 
evidently  coincide  with  one  of  the  sides  of  the  polygon,  circum- 
scribing the  cross  section. 

In  constructing  the  core,  it  is  evidently  necessary  to  locate  the 
vertices  only,  by  applying  equation  (3)  to  the  radii  vectors  to 
each  of  the  vertices  of  the  S  polygon.  If  desired,  the  coordinates 
of  the  vertices  may  be  obtained  by  dividing  the  corresponding 
coordinates  of  the  vertices  of  the  S  polygon  (equations  6  and  7) 
or  (equations  11  and  12)  by  the  area  A;  and  plotting  the  same  on 
opposite  sides  of  the  co5rdinate  axes. 

It  should  be  observed  that  when  the  linear  unit  is  the  inch,  all 
dimensions  of  the  polygon  forming  the  core  of  the  section  will  be 
expressed  in  (ins.);  and  hence  the  scale  of  the  core  will  be  the 
same  as  the  scale  of  the  section. 

The  care  of  the  section  (Fig.  206)  is  represented  by  the  polygon 
whose  vertices  are  marked  (a'6')  (6V),  etc.,  the  radii  vectors  to 
which  are,  respectively, 

^  f  ^^^     •^  '  —  ^^   ^+^ 

fob    =  —7-  9      Tbe    =  "j"  f  euC. 

143.  Problems  —  General  Flexure.  —  The  problems  may  be 
divided  into  three  classes,  similar  to  those  mentioned  when  the 
bending  is  in  a  plane  of  symmetry  (Art.  83);  the  angle  between 
the  plane  of  loading  and  an  axis  through  the  center  of  gravity  of 
the  cross  section  being  known  in  each  case. 

First:  When  the  dimensions  of  the  cross  section  and  the  resultant 
of  the  external  forces  acting  on  the  portion  of  the  member  on  one 
side  of  the  section  are  known,  and  the  greatest  fiber  stress  is  to  be 
determined. 

Second:  When  the  dimensions  of  the  cross  section  of  a  member 
and  the  greatest  allowable  fiber  stress  are  known,  and  the  moment 
of  resistance  of  the  section  is  to  be  determined. 

Third:  When  the  greatest  allowable  fiber  stress  and  the  resultant 
of  the  external  forces  acting  on  the  portion  of  the  member  on  one 
side  of  the  section  are  known  and  the  required  section  modulus  of 
a  cross  section  of  a  given  type  is  to  be  determined. 
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Problem  !• 


A  steel  angle,  having  a  section  5"  X  3}"'  X  i''i  similar  to  that  shown  in  Fig. 
(206),  is  subjected  to  bending  by  transverse  loads  acting  in  a  plane  intersecting 
the  cross  section  m  the  axis  2-2,  i^assing  through  the  center  of  gravity  and 
perpendicular  to  the  face  BC.  Find  the  greatest  intensity  of  the  compressive 
and  tensUe  stresses,  if  the  greatest  bending  moment  is  equal  to  30,000  in.  lbs., 
the  loads  being  applied  in  such  a  manner  that  the  top  of  the  angle,  as  shown 
(Fig.  206),  IS  m  compreesiou. 

First  Sdulum  —  Computing  the  values  of  the  moments  and  product  of 
inertia  with  respect  to  the  axes  1-1  and  2-2,  we  have  /i  «  10.00  (ins.)^  1%  » 
4.05  (ina.)«,  K  »  3.69  (ms.)^    Hence 

tan  2 a  =  4^Q^i|Q  =  -1240  (Art.  136); 
and 

a  s  64.5*"  (nearly),  cos  a  «  0.431  and  sin  a  ^  0.903. 
.-./,  =  10  X  OSST  +  4.05  X  (TRB*  -  2  X  3.69  X  0.431  X  0.903  =  2.29  (ins.)« 

and 

/„  «  10  X  0.903*  +  4.05  X  (n5P  +  2  X  3.69  X  0.431  X  0.903  =  11.78  (ins.)*. 

In  this  case  the  angle  between  the  moment  axis  OAi,  of  the  bending  couple, 
and  the  axis  OX  is  equal  to  9  »  -64.5'';  and  cos 9  »  0.431,  erne  =  -0.903 
and  tan  d=  -2.097. 

Substituting  in  equation  (10)  (Art.  137)  we  obtain 

tan /3  =  -f^  X  2.097  =  -0.408  and  /3  =  -22.2^  (nearly). 

If  the  neutral  axis  is  laid  off  on  Fig.  (206)  it  will  be  evident  that  the  greatest 
intensity  of  the  compressive  stress  will  occur  at  the  point  B,  and  the  greatest 
intensity  of  the  tensile  stress  at  the  point  E.  The  coordinates  of  these  points 
with  respect  to  the  principal  axes  are 

Xb  =  1.11,    2/5  =  1.54  and  x<  =»  —3.19,  y«  =»  —1.06. 

Substituting  in  equation  (7)  (Art.  137)  we  obtain  for  the  intensity  of  the  com- 
pressive stress  at  the  point  B, 

^       OA  AAA /1.54X  0.431   .  1.11X0.903\      ,,™,,. 

fe  =  30,000 (  229        "^ iTTS ] ^  ^^'^^ ^'  P^ ^-  ^•» 

and  for  the  intensity  of  the  tensile  stress  at  the  point  E, 

t       otM^nnf       1.06  X  0.431       3.19  X  0.903\  loonniu-  ^ 

ft  =  30,0(X) I 220 iYts J ~  ~  13,300 lbs.  per  sq.  m. 

Second  Solution.  —  Plot  the  section  modulus  lines  for  the  points  B  and  E  by 
laying  off  the  values. 


and 


*'-^'-rS-»«'     *"  -  ^  -  ^  -  10.61(Art.  140) 
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along  the  prindpal  axes;  and  scale  off  the  lengths  of  the  radii  vectors  to  these 
lines,  measured  along  the  line  of  intersection  2-2  of  the  plane  of  loading  and 
the  cross  section.  The  length  of  the  radius  vector  to  the  St  line  will  be  Om  = 
Si  a  2.67  and  that  of  the  radius  vector  to  the  S^  line  will  beOn  *=  St  ^  -2.25. 
Hence 

,       M      30,000      „n^,. 

/o  «=  o-  =»   2  67    "  11>200  lbs.  per  sq.  in. 


and 


.        M  30,000  loonniu 

/i  =  "o"  =  — ong    ~  "■  13,300  lbs.  per  sq.  m. 


Third  Solution,  —  Plot  the  S  polygon  for  the  section,  by  computing  the  co- 
ordinates of  the  vertices  from  equations  (11)  and  (12)  (Art  141),  as  foUows: 

/  ^  (3.34  -f  1.66)  4.05  _ 

**       -0.91  X  1.66  -  0.91  X  3.34  "*' 

(3.34  -f  1.66)  3.69 
^*       -0.91X1.66-0.91X3.34"       '^' 

,  -(0.91+2.59)3.69  ^ 

^  "  -0.91  X  1.66  -  2.59  X  1.66  ' 

^,  -(0.91+2.59)10  ^ 

^'^       -0.91  X  1.66  -  2.59  X  1.66  ' 

,  -(1.66-1.16)4.05       __ 

**       2.59  X  1.16  -  2.59  X  1.66  ' 

,_       -(1.66-1.16)3.69  « 

*'"'       2.59  X  1.16  -  2.59  X  1.66  "         ' 

,  (2.59  +  0.41)  3.69  -  (1.16  +  3.34)  4.05  ^, 
^  "  -2.59  X  3.34  +  0.41  X  1.16  "    '^ 

,  ^  (2.59  +  0.41)  10  -  (1.16  +  3.34)  3.69  _  ^ 
^^  -2.59  X  3.34  +  0.41  X  1.16         "        '^ 


(-0.41+0.91)3.69 
0.41  X  3.34  -  0.91  X  3.34 


"*'•"         t\  A^   \^  o  OA  _noi   \y  q  qa  ""        '"'■^t 


,^        (-0.41+0.91)10         ^ 
^'^       0.41  X  3.34  -  0.91  X  3.34 

The  values  of  ^i  and  &  can  then  be  measured  as  before. 

Problem  2. 

If  the  working  fiber  stress  in  tension  is  equal  to  the  working  fiber  stress  in 
compression,  find  the  plane  of  loading  for  which  the  moment  of  resistance  of 
the  angle  section  in  Problem  (1)  will  be  greatest. 

Solulion.  —  In  this  case  the  plane  of  loading  must  intersect  the  S  polygon 
(Fig.  206)  in  such  a  manner  that  Si  =  St  and,  at  the  same  time.  Si  and  St  must 
have  the  greatest  value  possible  under  this  condition.  An  inspection  of  the  S 
polygon  will  show  that  when  the  angle  between  the  moment  axis  OAi  and  the 
principal  axis  OX  is  85.5^  (nearly),  or,  the  angle  between  OAi  and  the  axis  1-1 
is  150°  (nearly),  the  above  condition  is  fulfilled  and 

Si'^St^  3.7  (ins.)«  (nearly). 
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The  TnnTifniim  value  of  M  under  this  condition  will,  therefore,  be  equal  to 

Mo  -  3.7/. 

The  plane  of  loading  is  inclined  at  an  angle  of  60^  with  the  axis  1-1  and  the 
greatest  fiber  stress  occurs  at  the  points  A  and  C. 

PSroblem  8. 

• 

Find  the  plane  of  loading  for  which  the  moment  of  resistance  of  the  angle 
section  in  Problem  (1),  for  a  given  working  fiber  stress,  is  the  smallest. 

SdtUian.  —  In  this  case  the  plane  of  loading  will  be  perpendicular  to  the  side 

of  the  8  polygon  (Fig.  206)  which  is  nearest  the  center  of  gravity  O;  which 

is  evidently  the  side  d.    The  angle  between  the  moment  axis  OAi  and  the 

principal  axis  OX  will  be  12.5^  (nearly),  or,  the  angle  between  OAi  and  the 

axis  1-1  will  be  77**  (nearly),  and  the  value  of  Si  -  1.2  (ins.)*  (nearly).    The 

greatest  fiber  stress  /  wiU  occur  at  the  point  D  and  the  value  of  M,  in  terms  of 

/,  will  be 

M  =  1.2/. 

PSroblem  4. 

If  the  steel  angle  (Problem  1)  is  subjected  to  a  compressive  force  P  «  12,000 
lbs.,  parallel  to  its  central  axis  and  intersecting  the  cross  section  at  a  point  on 
the  axis  2-2  at  a  distance  r  »  1.5"  from  the  center  of  gravity,  find  the  greatest 
intensity  of  the  fiber  stress. 

First  SoltUion.  —  The  area  of  the  cross  section  A  »  4  sq.  ins.  and  the  values 

of  the  moments  of  inertia,  the  coordinates  of  the  vertices  of  the  cross  section, 

etc.,  are  given  in  Problem  (1).    The  bonding  moment  is  equal  to  Af  =  Pr  » 

12,000  X  1.5  B  18,000  in.  lbs.     It  is  evident  from  the  solution  of  Problem  (1) 

that  the  greatest  compression  stress  intensity  due  to  bending  will  occur  at  the 

point  B;  and,  by  substituting  the  values  of  the  coordinates  of  this  point  in 

equation  (4)  (Art.  139),  we  obtain  for  the  greatest  intensity  of  the  combined 

i^resB* 

.       12,000  .   ,^,^/1.54X  0.431  ,   1.11X0.903\ 

^'''"^r~  +  ^^'^V        2:29        +       1178       I 
-  3000  +  6700  =  9700  lbs.  per  sq.  in. 

The  greatest  intensity  of  the  tensile  stress  will  occur  at  the  point  E  and  will  be 

equal  to 

-       12,000      ,on/v,  nog  X  0.431  .  3.19X0.903\ 

^* "  ~i~  "  ^^'^  \      2:29       +      ITTS     I 

-  3000  -  8000  =  -5000  lbs.  per  sq.  in. 

The  co5rdinates  of  the  point  of  intersection  of  the  resultant  force  P  and  the 
croflB  section,  with  respect  to  the  principal  axes,  will  be  a  »  1.35,  b  =  0.65. 
Substituting  in  equations  (6)  and  (7)  (Art.  139)  we  obtain,  for  the  points  of 
intersection  of  the  neutral  axis  with  the  principal  axes, 

**■       a=       4XT35       ^^-^^^     ^^-~T-"'rxO:65--^-^  • 

The  an^  0  •■  —5.5^,  between  the  neutral  axis  and  the  principal  axis  OX,  has 
been  computed  in  the  solution  of  Problem  (1). 
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Second  ScivHan,  —  The  S  polygon  may  be  constructed,  as  in  the  solution  of 
Problem  (1),  from  which  the  radius  vector  for  the  greatest  compressive  stress, 
^1  =  2.67,  can  be  measured.  The  greatest  intensity  of  the  combiied  stress 
will  then  be  equal  to 

/       P  .  A^  _  12,000  .    18,000      Qnnn_LA7m      otha  ik- 

/c  =  -7  +  o*  *  — 4 1-    267    ~  ^"00  +  6700  =  9700  lbs.  per  sq.  m. 

For  the  greatest  intensity  of  the  tensile  stress  the  radius  vector  measured 
from  the  S  polygon  will  be  equal  to  St  =  2.25  and  hence 

^*  "  3  "  ^  "  ^^  "  ^1^  =  3000  -  8000  =  -  6000  lbs.  per  sq.  in. 

Problem  6. 

If  the  steel  angle  in  Problem  (1)  is  subjected  to  an  eccentric  load,  paralld 
to  its  central  axis  in  the  plane  containing  the  axis  2-2,  find  the  greatest  possible 
eccentricity  of  the  load  under  the  condition  that  the  stress  shall  be  of  the  same 
sign  throughout  the  limits  of  the  cross  section. 

First  SoliUion.  —  It  is  evident  from  the  solution  of  Problem  (1)  that,  so  long 
as  the  plane  of  loading  contains  the  axis  2-2  of  the  cross  section,  the  greatest 
intensity  of  the  combined  stress  will  occur  at  either  the  point  B  or  the  point  E 
and,  therefore,  the  greatest  allowable  eccentricity  of  the  load  under  the  con- 
ditions of  the  problem  will  occur  when  the  neutral  axis  of  the  stress  passes 
through  one  of  these  points. 

Let  ft  —  the  eccentricity  of  the  load  when  the  neutral  axis  passes  through 
E,    Then,  from  equation  (4)  (Art.  139), 

^      1    ,     Jyecoee     x^an0\      1        ,/ 1.06  X  0.431  ,  3.19  X  0.903\. 
^^A^^*\~T, 7r"j"4"'»  V"^^29 +        11.78       I 

.-.  r,'  =  0.66". 

Similarly,  if  we  let  r/  =  the  eccentricity  of  the  load  when  the  neutral  axis 
passes  through  B  we  shall  have 

^      1   ,     ,/1.64X  0.431   ,  1.11X0.903\ 
^  =  4  +  ^^  1—^:29 +        11.78      / 

.-.  r/  =  -0.67", 

the  negative  sign  indicating  that  r/  is  measured  in  the  negative  direction  along 
the  axis  2-2.  If  we  lay  off  0»  =  n  and  Ou  =  rt  (Fig.  206),  it  is  evident 
that,  if  the  load  intersects  the  cross  section  at  any  point  in  the  axis  2-2  be- 
tween the  points  u  and  v,  the  stress  will  be  of  the  same  sign  throughout  the 
cross  section. 

Second  Solution,  —  The  values  of  r/  and  r/  might  also  be  obtained  from  the 
values.  Si  =  Om  and  St  =  On,  measured  from  the  S  polygon  (Fig.  206),  by 
use  of  equation  (2)  (Art.  142),  as  follows: 

When  the  neutral  axis  passes  through  E,  we  have 


and,  whoi  the  neutral  axis  paases  through  B,  we  have 

"-i-sr-i-iS  •»«  '■•-«■«'"• 

the  valuM  of  r/  uid  ri'  to  be  laid  off  on  the  opposite  ddee  of  the  or^n  from  Si 
and  St,  as  before. 

Tftird  Solution.  —  The  core  of  the  cro89  BCCtion  may  be  plotted  aa  explained 
in  Art.  (142).    For  the  croee  section  under  discussion: 


6.00 


=  1.50",    Ti,'  - 


6.45 


2.15 


I.6I",    T^'  =  ^  -  0.64", 
„'  -  ?^  =  0.80"  (Fig.  206). 


The  limite  within  which  the  resultant 
ntHina]  force  must  act  will  then  be  siven 
directly  from  the  interaections  of  the 
plane  of  loading  with  the  core  of  the 

Note:  —  The  greatest  possible  ec- 
centricity of  the  load  under  any  condi- 
tions, when  the  stress  is  of  the  same  sign 
throughout  the  cross  section,  will  occur 
'  when  the  resultant  acta  through  the 
point  (bV),  whav 

Tu'  -  1-61". 
Problems. 

A  standard  12"  channel,  weighing  40 
lbs.  per  ft.,  having  the  cross  section 
shown  {Fig.  207),  is  subjected  to  a  sys- 
tem of  transverse  loads  in  the  plane 
intersecting  the  cross  section  in  the  axis 
YY.  Calculate  the  moment  of  resist- 
ance, if  the  greatest  allowable  fiber  stress 
is  15,000  lbs.  per  sq.  in. 

SUvtion.  —  In  this  case  the  axes  XX 
and  YY  are  principal  axes  and  the  values 
of  the  prinrapal  moments  of  inertia  are 
/,  =  196.9  (ins.)*  and  7,  =  6.6  (ins.)*. 
A  -  11.76  sq.  in. 


The  area  of  the  cross  secUoQ  i 


The  neutral  axis  of  the  stress  is  XX  (Art.  13S)  and  hence 

./i,.!40oo^j95i.„,oooto.ib.. 


Determine  the  moment  of  resistance  of  the  channel  given  in  Problem  (6) 
when  the  plane  of  the  loads  intersects  the  cross  section  in  the  line  OBi,  making 
an  angle  of  30°  with  OY  (Fig.  207). 
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First  SclvHan.  —  Let  OAi  represent  the  moment  axis  oi  the  bending  couple. 
Then  $  «  -30^  cos  «  =  0.866,  sin  d  «  -0.5  and  tan^  =  —0.677.    For  the 

neutral  axis  of  the  stress, 

1Q6Q 
tan/8  =  -  ^^  X  0.577  =  -17.21 

0.0 

and 

fi  -  -86.7^ 

If  the  neutral  axis  NON  is  drawn,  it  is  evident  that  the  intensity  of  the  stress 
will  be  greatest  at  the  point  B;  and  hence,  from  equation  (7)  (Art.  137), 

/.- 15,000  =  Af  («^||^  +  ?:^^^)  =  0.231  Af. 

.-.  M  =  64,900  in.  lbs. 

Second  Sduiion.  —  Construct  the  S  polygon  for  the  section.  In  this  case, 
since  XX  and  YY  are  principal  axes,  the  intercepts  of  the  section  moduli  lines 
on  these  axes  may  be  obtained  directly  from  equations  (2)  and  (3)  (Art.  140), 
as  follows: 

Sa'  =  Si'  =  -5c'  =  -Sd'  =  ^^  =  32.8  (ins.)», 
55"  =  5c"  =  -  |y  =  -2.44  (ins.)», 

5«"  =  &"  =  ^  =  9.17  (ins.)» 

Since  Sa  =  Si',  etc.,  the  vertices  of  the  5  polygon  are  located  on  the  principal 
axes.  In  lajring  off  the  intercepts  particular  attention  must  be  paid  to  the 
rule  for  signs,  stated  in  Art.  (140). 

On  inspection  of  the  5  polygon  it  is  evident  that,  for  the  given  plane  of  load- 
ing, the  stress  intensity  is  greatest  at  the  point  B;  and  the  value  of  Si  for  this 
point,  measured  from  the  diagram,  will  be  found  to  be  equal  to 

Si  =  4.33. 
Hence 

16,000  =  ^ 

and 

M  «  64,900  in.  lbs. 

Problem  8. 

Solve  Problem  (7),  when  the  plane  of  loading  is  such  that  0  »  +30^:  (a) 
Anal3rtically;  (b)  By  use  of  the  5  polygon. 

Problem  9. 

Calculate  the  values  of  1%,  It  and  K  for  the  Z  bar  section  shown  (Fig.  208); 
and  determine  the  values  of  a  and  the  principal  moments  of  inertia,  /«  and  /y. 
Compute  the  coordinates  of  the  vertices  of  the  5  polygon  with  respect  to  the 
coordinate  axes  1-1  and  2-2  and  construct  the  core  of  the  section. 

Problem  10. 

Calculate  the  moment  of  resistance,  in  terms  of  the  greatest  fiber  stress,  of 
the  Z  bar  section  in  Problem  (9) :  (a)  When  the  plane  of  loading  intersects  the 
section  in  the  axis  2-2;  (b)  When  the  plane  of  loading  intersects  the  section  in 
the  axis  l-I. 
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Determine  the  podtion  of  the  plane  of  loading  when  the  moment  of  resist- 
ance of  the  section  in  Problem  (9),  for  A  given  manmum  fiber  atrefls  /,  is  a 
maximum.    Calculate  the  value  of  the  greateet  moment  (A  resiatance  in  terma 


Calculate  the  ca6rdinate«  of  the  vertices  of  the  S  polygon  and  construct  the 
)ore  of  the  rectangular  section,  shown  in  Fig.  (209). 


Calculate  the  co&rdinatca  of  the  vertices  of  the  S  polygon  and  construct  the 
ot>r«  of  the  standard  I  section,  shown  in  Fig.  (210).  /,  -  269.0  (ins.)'.  I,  - 
13.8  (ins.)*.    A  -  11.84  sq.  in. 

ProUemlt. 

Calculate  the  moment  of  resistance  of  the  I  section  f^ven  in  Problem  (13), 
when  the  plane  of  loading  intersects  the  cross  section  at  tui  angle  of  30°  with 
the  prindpal  axis  YY,  aasuming  the  greatest  fiber  stress  to  be  16,000  lbs.  per 
■q.  in.  and  using  the  S  polygon.    Determine  the  position  of  the  neutral  ana. 
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Problem  15. 

A  beam  having  »  standard  I  section  is  to  be  subjected  to  loading  ia  a  fdano 
making  an  angle  of  60°  with  the  principal  axis  perpendicular  to  the  web.  If 
the  greateet  bending  moment  in  this  plane  is  8000  ft.  lbs.,  find  the  siae  of  the 
section  required,  by  plotting  the  section  moduli  lines  for  the  point  of  maximum 
streea  intensity  only,  for  a  series  of  standard  sections,  and  determining  the 
section  which  will  give  the  required  value  of  Si  hy  interpolating  the  plot. 
Assume  the  working  fiber  stress  /  =  15,000  lbs.  per  sq.  in. 


Fia.  209. 


Fio.  210. 


Problem  16. 

Solve  Problem  (16),  using  standard  channel  sections  and  assuming  that  the 
plane  of  loading  makes  an  angle  of  75°  with  the  principal  axis  perpendicular  to 
the  wd),  the  plane  being  inclined  in  the  direction  indicated  in  Fig.  (207). 

Problem  17. 

A  load  P,  acting  parallel  to  the  central  aids,  is  applied  to  a  standard 
6"  X  3i"  X  i"  angle  through  a  riveted  connection,  shown  in  cross  section 
(Fig.  211).  The  angle  section  is  the  same  as  that  given  in  Problem  (1).  If 
the  greatest  allowable  fiber  stress  ft  =  10,000  lbs.  per  sq.  in.,  determine  the 
greatest  allowable  value  of  P  by  use  of  the  S  polygon:  (a)  Assuming  the  re- 
sultant load  to  act  through  O,,  the  intersectian  of  the  axis  of  the  rivet  and  the 
middle  layer  of  the  plate;  (b)  Assiuniiig  the  load  to  act  through  Ot,  the  inters 
section  of  the  axis  of  the  rivet  and  the  surface  of  the  angle;  (c)  Assuming  the 
load  to  act  through  0",  the  intersection  of  the  axis  of  the  rivet  and  the  middle 
layer  of  the  angle. 


Det«nnuie  the  greateet  intenaity  ot  the  teiuile  atreaa  im  the  ftngle  under  each 
of  the  aasumptiouB  in  Problem  (17J. 


^' 


^W 


CHAPTER    IX. 
COLUMNS. 

144.  Columns  and  Struts.  —  Reference  has  been  made  (Art. 
11)  to  the  fact  that  when  a  piece  of  material  is  subjected  to  its 
uUimate  or  breaking  load  in  compression  the  manner  of  failure 
and  the  breaking  strength  will  depend  upon  the  length  of  the 
piece.  Under  its  ultimate  load  a  short  piece  of  a  brittle  mate- 
rial will  cnmible,  breaking  into  small  pieces;  while  a  short 
piece  of  ductile  or  malleable  material  will  gradually  flatten  out 
as  the  load  is  increased,  without  any  definite  breaking  load 
being  attained. 

A  long  piece  will  bend  laterally,  or  buckle,  at  the  ultimate 
load,  until  it  collapses  and  the  breaking  load  in  compression 
will  be  found  to  be  much  less  than  that  of  the  short  piece  of 
the  same  cross  section  and  material.  Moreover,  the  breaking 
loads  for  pieces  of  a  given  cross  section  and  material  will  be 
found  to  diminish  as  the  lengths  of  the  pieces  are  increased. 
If  the  material  in  the  long  piece  is  brittle  rupture  will  occur  at 
one  or  more  sections  after  a  certain  amount  of  lateral  deflection 
has  taken  place,  but  if  the  material  is  ductile  the  piece  may 
continue  to  bend,  after  the  ultimate  load  has  been  reached,  imtil 
the  ends  are  brought  together. 

A  column  may  be  defined  as  a  vertical  member  which  is  sub- 
jected to  compression  by  forces  acting  in  the  direction  of  its 
axis,  whose  length  is  large  enough,  compared  with  the  dimen- 
sions of  its  cross  section,  for  failure  to  take  place  by  lateral 
bending.  When  a  meml^er  which  is  not  vertical  is  subjected 
to  stress  under  similar  conditions  it  may  be  called  a  strutf  or 
brace. 

In  short  columns  and  struts  when  the  ultimate  or  breaking 
load  is  applied,  the  buckling  is  largely  due  to  the  imequal  yield- 
ing of  the  fibers,  which  are  subjected  to  stress  beyond  the  elastic 

limit  or  even  above  the  yield  point  of  the  material.    In  long 
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columns  failure  at  the  ultimate  load  may  be  due  to  bending 
which  takes  place  at  stress  intensities  below  the  elastic  limit. 

Different  theories,  based  upon  assumptions  similar  to  those 
made  in  the  conmion  theory  of  beams,  have  been  propo^d  for 
determining  the  law  of  variation  of  the  breaking  strength  with 
the  length  for  different  sizes  and  types  of  columns.  The  as- 
sumptions in  these  theories,  however,  are  at  greater  variance 
with  the  actual  conditions  met  with  in  practice  than  those  made 
in  the  beam  theory  and  hence  the  formulas  which  are  deduced 
have  to  be  regarded  as  empirical  to  a  considerable  degree.  Under 
the  usual  conditions  of  practice  purely  empirical  formulas,  based 
upon  the  experimental  determination  of  the  ultimate  strengths 
of  columns  under  working  conditions,  as  nearly  as  possible,  can 
be  made  to  represent  the  law  of  variation  of  the  breaking  strength 
fully  as  well  as  the  formulas  based  on  the  column  theories. 

A  discussion  of  the  more  common  column  theories  and  of 
different  types  of  empirical  formulas  is  given  in  the  following 
Articles. 

145.  Long  Thin  Rods.  —  The  behavior  of  a  long  thin  rod,  in 
equilibrium  under  equal  and  opposite  forces  applied  at  its  ends, 
is  of  interest  when  considered 
in  connection  with  the  theory  I 
for  determining  the  strength 
of  long  columns.  Such  a  rod 
can  be  held  in  equilibrium 
in  this  manner  in  a  number 
of  different  shapes  without 
the  stress  intensity  on  any 
cross  section  exceeding  the 
elastic  limit.  Some  of  these 
shapes  will  be  in  stable  equi- 
librimn,  while  others  will  be 
in  unstable  equilibrium  and 
will  change  to  different  forms  (i) 
upon  any  disturbance  in  the 
forces  acting.    Under  certain 

conditions  the  rod  may  remain  perfectly  straight  and  in  other 
cases  it  may  be  bent  into  one  of  a  number  of  curved  forms,  such 
as  those  shown  (Fig.  212).  For  a  rod  of  any  given  dimensions, 
subjected  to  forces  of  a  given  magnitude,  one  form  only  would 


I 
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be  in  stable  equilibrium,  however,  that  being  the  form  embody- 
ing a  minimum  of  strain  energy. 

An  analysis  of  rods  of  different  dimensions,  held  in  equilib- 
rium i^ider  forces  applied  at  the  ends,  would  show  that  in  some 
the  straight  form  (Fig.  212a)  would  be  the  stable  one  and  in 
others  the  curved  form,  shown  in  (Fig.  212b). 

The  derivation  of  the  general  equations  of  the  elastic  curves 
and  the  determination  of  the  stable  forms  for  thin  rods  of  this 
kind  is  beyond  the  scope  of  this  work.* 

146.  Euler's  Theory  —  Long  Columns.  —  The  object  of  this 
theory  is  the  determination  of  the  magnitude  of  the  centrally 
applied  load  required  to  produce  a  small  lateral  deflection  in  a 
long  column  when  the  greatest  stress  intensity  on  any  cross 
section  is  less  than  the  elastic  limit  of  the  material. 

The  result  is  affected  to  a  large  extent  by  the  conditions  at 
the  ends  of  the  column;  the  load  required  to  bend  the  column 
being  greater  when  the  ends  are  "  fixed  "  than  when  the  ends 
are  held  so  that  the  axis  of  the  column  may  be  free  to  incline 
to  any  angle  with  the  vertical.  This  leads  to  the  consideration 
of  four  separate  cases,  differing  in  the  manner  in  which  the  ends 
of  the  columns  are  supported.  In  all  of  the  cases  the  following 
conditions  are  imposed: 

(a)  The  material  is  homogeneous. 

(b)  The  cross  section  of  the  column  is  uniform. 

(c)  The  line  of  action  of  the  resultant  of  the  load  is  vertical. 

(d)  The  maximum  stress  intensity  is  below  the  elastic  limit  and 
the  material  follows  the  law  of  proportionality  between  stress 
intensity  and  strain. 

Case  /.  —  Column  fixed  at  one  end  and  free  at  the  other.  —  The 
theory  is  first  developed  for  an  ideal  case  in  which  the  colunm 
is  fixed  at  the  base,  with  the  axis  vertical,  and  is  free  to  deflect 
at  the  top  in  any  direction.  The  resultant  of  the  load  acts, 
through  the  center  of  gravity  of  the  top  section  and  remains 
vertical,  whatever  the  deflection  of  the  column  (Fig.  213).  Under 
these  conditions,  if  the  column  bends,  the  bending  will  evi- 
dently take  place  in  the  direction  of  the  plane  which  is  perpen- 

*  A  discussion  of  the  forms  of  the  elastic  curve  for  thin  rods  held  in  equi- 
librium under  the  action  of  forces  at  the  ends  will  be  found  in  a  number  of 
treatises,  among  them  the  ''Mathematical  Theory  of  Elasticity,"  by  A.  E.  H. 
Love. 
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dicular  to  the  principal  axis  of  the  cross  section,  about  which 
the  moment  of  inertia  is  a  minimum.  Assume  that  P  =  tbe 
magnitude  of  the  load  which,  under 
the  foregoing  conditions,  is  required 
to  maintain  equilibrium  when  the 
column  is  deflected  a  small  amount 
a  at  the  top.  Let  I  =  the  lei^h  of 
the  column  and  let  A  =  the  area, 
/  =  the  minimum  moment  of  inertia 
and  p  =  the  minimum  radius  of  gyra- 
tion of  a  cross  section.  Let  {x,  y) 
be  the  coordinates  of  any  point  on 
the  elastic  curve  OA  and  let  r  =  the 
radius  of  curvature  at  this  point. 

The  bending  moment  at  a  cross 
section  through  this  point  will  be 
equal  to 

Jtf  =  P(a-i) 
and,  if  the  same  assumptions  are  made  as  in  the  common  theory 
of  bending  (Art.  95), 

1       M      Pja-x) 

7      EI~      EI       

From  the  differential  calculus,  so  long  as  a  is  small, 
1  ^ 
r 
and  equating  (1)  and  (2), 


Fio.  213. 


(1) 


which  may  be  written 
Integrating, 


dy'  EI      • 


dx  cPx  ,        P(a  -  x)  dx  . 
dySi-''" «— A,*- 


(2) 
(3) 


m      *"' 


1  /dx' 
2 


(!)■=■ 


.dx 


7  V2  (Lc  -  X*, 
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which  may  be  written, 

Integrating  again,  

When  y  =  0,  x  =  0,  and  hence  cf  =  0. 

:.     x  =  aversyy-^  =  a^l -cosj/y-gjj,     .   .     (5) 

which  gives  the  equation  of  the  elastic  curve  in  terms  of  the 
maximum  deflection  a. 
When  y  =  I,  equation  (5)  becomes 

a  =  a  — a  cos  ly^, (6) 

fP 
from  which  it  is  evident  that  a  =  0,  or,  cos  ly  ^  =  0.    Hence, 

if  a  has  a  finite  value, 

cosZy^  =  0 (7) 

and  '  V  F7  ~  ^^^~^  ^  ~  i  ~  "9"'  ®^' 

Taking  the  smallest  value  of  the  angle  and  solving  for  P, 

''-fe)'"-(i7)'^-* ('> 

The  average  stress  intensity  on  any  cross  section  will  evidently 
be  equal  to 

i=f(i)' <») 

The  maximum  stress  intensity  will  occur  at  a  section  through 
the  fixed  end  and  will  be  greater  than  the  above  value  by  an 
amount  depending  on  the  value  of  a. 

The  load  P  may  be  called  the  critical  had;  for,  a  small  incre- 
ment added  to  P  will  produce  a  proportionately  large-increase  in  a 
and  a  corresponding  increase  in  the  maximum  stress  intensity 
on  the  section  through  the  fixed  end,  resulting  in  the  collapse  of 
the  colunm. 
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p 
Hence  the  value  of  -j,  Qiven  by  equation  (9),  may  he  taken  as  the 

ultimate  strength  of  the  column,  so  long  as  U  does  not  exceed  the 
elastic  limit  of  the  material. 

When  the  average  stress  intensity,  calculated  from  (9),  is 
greater  than  the  elastic  limit,  the  theory  assumes  that  the  condi- 
tion a  =  0  (equation  6)  must  hold  until  the  load  on  the  colunm 
is  sufiBicient  to  produce  a  stress  intensity  above  the  elastic  limit 
and  when  this  occurs  the  colunm  will  fail  by  buckling,  due  to  the 
unequal  yielding  of  its  parts;  and  that  under  these  conditions 
the  ultimate  strength  will  be  represented  by  the  ample  expression 

|=/c, (10) 

where  /«  —  the  elastic  limit  of  the  material. 

Therefore,  the  uUimale  strength  for  a  column  of  any  dimensions 
vnU  be  the  less  of  the  values  given  by  equations  (9)  and  (10).    For 

any  given  values  of  /«  and  E  there  will  be  one  value  of  -  for  which 

P 

the  results  given  by  these  equations  will  be  identical.    Equating 

(9)  and  (10)  and  solving  for  -,  this  value  evidently  is 

P 


(11) 


This  may  be  called  the  critical  value  of  - ;  for,  when  this  ratio  is 

P 

less  than  the  value  given  by  (11),  the  ultimate  strength  is  given 
by  equation  (10)  and,  when  greater,  the  ultimate  strength  is  given 
by  equation  (9). 

Case  II,  Column  free  to  twm  at  both  end  bearings.  —  In  this 
case  the  column  may  be  assumed  to  be  supported  on  rounded 
ends,  or  frictionless  hinges,  at  A  and  B  (Fig.  214a)  which  offer  no 
resistance  to  the  turning  of  the  ends  of  the  axis  to  any  angle  of 
inclination  with  the  vertical  AB. 

If  the  column  bends  the  elastic  curve  will  be  synmietrical  with 
respect  to  the  axis  OX  through  the  middle  point  0. 

If  P  =  the  magnitude  of  the  equal  and  opposite,  centrally 
applied,  forces  required  to  maintain  equilibrium  when  the  col- 
unm is  deflected  laterally  a  small  amount  a,  each  half  of  the  column 
must  fulfill  all  the  conditions  imposed  in  Case  I. 


352 


APPLIED  MECHANICS 


Hence,  if  Z  =  the  total  length  of  the  column  and  the  notation 

adopted  for  Case  I  is  otherwise  followed,  by  substituting  ^  for  I 
in  equation  (8)  we  obtain 

which  gives  the  ultimate  load,  provided  the  average  stress  inten- 
sity, 


I =--(!)'. 


(13) 


is  less  than  the  elastic  limit.  When  the  value  given  by  (13)  is 
above  the  elastic  Umit  the  ultimate  strength  is  given  by  equation 
(10)  as  before. 
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The  critical  value  of  -  for  this  case  will  evidently  be  equal  to 


I        .[E 


(14) 
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Case  III.  Column  fixed  at  both  ends.  —  In  this  case  the  col- 
umn is  assumed  to  be  held  at  the  ends  in  such  a  manner  that  the 
tangents  to  the  ends  of  the  elastic  curve  remaui  vertical  when 
the  column  bends  (Fig.  214b).  In  order  to  maintain  equilib- 
rium under  these  conditions,  when  the  column  begins  to  bend, 
a  couple  will  evidently  be  brought  into  action  on  each  of  the  end 
sections,  at  C  and  Z),  in  addition  to  the  force  P  acting  through 
the  center  of  gravity.  The  stress  on  the  center  section  through  0 
will  be  the  resultant  of  a  couple  and  a  central  force  P,  respectively 
equal  to  the  couple  and  force  acting  at  either  of  the  end  sections; 
and  points  of  inflexion  will  be  located  at  A  and  B,  halfway  be- 
tween 0  and  the  ends  of  the  column. 

The  elastic  curve  will  be  symmetrical  with  respect  to  the  axis 
OX,  through  the  middle  point  0,  and  each  quarter  of  the  column 
will  be  in  equilibrium  under  the  same  conditions  as  those  im- 
posed in  Case  I.    Hence  if  I  =  the  length  of  the  column  and  the 

notation  adopted  in  Case  I  is  followed,  by  substituting  t  for  I  in 
equation  (8)  we  obtain 

P^{^yEi={^yEA (15) 

for  the  ultimate  load  on  the  column.  The  average  stress  in- 
tensity, 

♦       i=^^^(?r (i«> 

must  be,  as  before,  less  than  the  elastic  Umit.  When  the  aver- 
age intensity  given  by  (16)  is  above  the  elastic  limit  the  ultimate 
strength  is  given  by  equation  (10). 

The  critical  value  of  -  for  this  case  is  evidently  equal  to 

P 


(17) 


Case  IV.  Column  free  to  turn  ai  one  end  and  fi^xed  at  the  other. 
—  This  may  be  considered  as  an  intermediate  case  between 
Cases  II  and  III,  the  elastic  curve  taking  the  form  indicated  in 
Fig.  (214c). 

It  should  be  noted  that  it  differs  from  Case  I  in  that  the  hinged 
end  A  is  prevented  from  deflecting  laterally,  being  held  in  Une 
with  the  vertical  through  the  fixed  end  D. 
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Since  the  greatest  deflection  a  is  small  compared  with  the 
length  of  the  colmnn  each  third  of  the  length  may  be  assmned 
to  fulfill  veiy  nearly  all  the  conditions  imposed  in  Case  I  and 

hence,  by  substituting  -  for  I  in  equation  (8),  the  expression  for 

o 

the  ultimate  load  becomes 

P  =  (l^)*^/  =  (^)*  EA  (very  nearly), .   .     (18) 

and  that  for  the  average  stress  intenraty  on  any  cross  section, 

P     Qn'E  /pV 


As  before  when  the  value  of  the  intensity  ^ven  by  (19)  is  above 
the  elastic  limit  the  ultimate  strength  is  given  by  equation  (10). 

The  critical  value  of  -  for  this  case  becomes 

p 


I  ^3t./^ 

p    2  y  fe- 


rn 


Summary.  —  It  should  be  observed  that  the  formula  for  the 
ultimate  strength  in  each  of  the  foregoing  cases  is  in  the  form 


T  =  fc^  -,)'.      (21) 


^  9^ 

where  k  has  the  values,  -j,  ^,  4t*,  —j-,  in  the  four  respective 

cases. 

The  expression  for  the  critical  value  of  -  in  each  case  is  in  the 

P 

form 


(22) 


Since  the  ideal  conditions  imposed  are  rarely  met,  the  values  of 
k  may  be  modified  so  that  formulas  in  the  form  of  equation  (21) 
can  be  made  to  represent  the  ultimate  strengths  of  a  series  of 
long  columns,  loaded  under  ordinary  conditions,  more  nearly 
than  the  purely  theoretical  formulas. 

147.  Gordon's  Formulas  for  Columns.  —  Another  set  of  for- 
mulas for  determining  the  ultimate,  or  breaking,  loads  for  centrally 
loaded  columns  are  known  as  Gordon's  formulas. 
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These  formulas  have  been  developed  for  each  of  the  last  three 
cases  considered  in  the  preceding  article.  Although  a  rational 
derivation  is  attempted  in  each  case,  an  assumption  which  is 
made  is  so  inexact  that  the  formulas  must  be  regarded  as  empir- 
ical. The  deduction  of  the  formulas  follows,  the  column  in  each 
case  being  assumed  to  be  homogeneous  and  of  uniform  cross 
section. 

Case  I.  Column  free  to  turn  at  the  ends.  —  In  this  case  the 
column  may  be  assumed  to  be  supported  on  frictionless  hinges, 
or  on  rounded  ends,  so  that,  when  the  column  bends,  the  axis 
will  take  the  form  indicated  (Fig.  215a).  Let  P  =  the  ultimate 
load  and  v  =  the  lateral  deflection  under  this  load,  of  the  middle 
point  of  the  axis  of  the  colunm.  Since  the  load  is  centrally  ap- 
pUed  the  stress  intensity  will  be  a  maximum  on  the  middle  cross 
section,  and  will  evidently  be  equal  to 

/.  =  5  +  ^  (Art.  126), (1) 

where  -  =  the  minimum  section  modulus  of  the  cross  section. 
c 

To  determine  the  value  of  v  the  assumption  is  made  that 

t;  =  it-, (2) 

c  ' 

or,  that  the  greatest  lateral  deflection  of  the  column  under  the 
ultimate  load  varies  as  the  square  of  the  length;  in  the  same 
manner  as  the  greatest  deflection  of  a  transversely  loaded  beam, 
when  subjected  to  a  maximum  fiber  stress  below  the  elastic  limit 
(Art.  104). 
Substituting  in  (1)  the  above  value  of  v  and  for  /  its  value 

where  p  evidently  equals  the  minimum  radius  of  gyration  of  the 
cross  section,  we  obtain 

/.-!+^-?h'©i. <" 

Solving  (3)  the  expression  for  the  ultimate  load  reduces  to 

P=        ^'^n.. (4) 


l  +  fc 


©' 
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Since  the  assumption  (equation  2)  is  evidently  erroneous  when/e 
is  above  the  elastic  limit  and  has  not  been  verified  for  values  of /«. 
below  the  elastic  limit,  (4)  must  be  re^rded  as  an  empirical  equa- 
tion, for  which  the  constants  fe  and  k  can  be  determined  from  the 
results  of  experiments  only. 


p 


jr 


as 


(a) 


f 


B 


fw.. 


m.11d 


I 


p 
(b) 


Fig.  215. 


The  expression  for  the  ultimate  strength  in  terms  of  these 
constants  is  evidently, 

^-         ^'  (5) 


l  +  fc 


'©■ 


Case  II,  Column  fixed  in  direction  at  the  ends.  —  The  deduc- 
tion of  the  formula  for  this  case  is  based  on  the  assumptions 
made  in  Case  I  and  the  additional  assumption  that  points  of 
inflexion  A  and  B  are  located  half  way  between  the  center  of  the 
column  and  the  ends  (Fig.  215b).  As  soon  as  the  colunm  begins 
to  deflect,  couples  will  evidently  be  brought  into  action  at  the  end 
sections,  in  addition  to  the  centrally  applied  loads  P.  On  this 
basis  the  portion  of  the  column  between  A  and  B  fulfills  the  con- 
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ditions  imposed  in  Case  I  and  hence  the  expression  for  the  ulti- 
mate strength  may  be  obtained  by  substituting  ^  for  I  in  equa- 
tion  (5),  giving 

^  ^'  (6) 


^      1  + 


m 


Case  III,  Column  fixed  in  directum  at  one  end  and  free  to  tvm  at 
the  other.  —  In  this  case  the  axis  of  the  column  is  assumed  to  take 
the  form  indicated  in  Fig.  (215c),  with  a  point  of  inflexion  B 
one  third  of  the  length  of  the  column  from  the  fixed  end.  If 
the  portion  between  A  and  B  is  assumed  to  fulfill  the  conditions 
imposed  in  Case  I,  the  expression  for  the  ultimate  strength  may 
be  determined  by  substituting  f  i  for  J  in  equation  (5),  giving 

^  •>¥© 

148.  Rankine's  Formulas.  —  The  following  method  was  pro- 
posed by  Rankine  for  developing  a  formula  which  would  give  the 
ultimate  load  on  a  centrally  loaded  column  of  any  length  and  free 
to  turn  at  the  ends  (Fig.  214a). 

Let  Pi  =  fcA  equal  the  ultimate  load  for  a  short  colunm  and 

P2  =  K^EA  l^j  equal  the  ultimate  load  for  a  long  column,  ac- 
cording to  Euler's  theory  (Art.  146).  Then,  it  was  assumed  by 
Rankine  that,  if  P  =  the  ultimate  load  for  a  column  of  any 
length,  the  equation 

T'k+k '« 

would  ^ve  a  value  of  P  which  would  hold  for  either  a  short  or  a 
long  colunm;  since,  for  a  very  short  column  -5-  would  be  so  small 
as  to  be  negligible  and  P  =  Pi,  nearly,  and  for  a  long  column 
the  value  of  -^  would  be  negUgible  when  compared  with  -^  and 
P  =  P2,  nearly. 
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Transposing  and  substituting  the  values  of  Pi  and  Pt, 

1  1  fcA 


P  = 


This  formula  will  evidently  give  the  same  value  for  the  ulti- 
mate strength  as  Gordon's  formula  (equation  5,  Art.  147),  pro- 
vided the  constant 

A=*' <3) 

The  values  for  fe  and  fc,  given  by  Rankine  for  computing  the 
ultimate  loads  on  wrought^iron  and  cast-iron  columns,  were  as 
follows: 

Wrought^iron  columns,  fc  =  36,000,  k  =  ^^jf ; 
Cast-iron  columns,         /<.  =  80,000,  k  =  jbHttf- 

149.  Empirical  Formulas  of  the  Gordoni  or  Rankine  Type. 

^-  As  stated  previously,  the  assumption  in  regard  to  the  deflec- 
tion, made  in  the  deduction  of  the  Gordon  formulas,  is  so  in- 
exact that  the  formulas  must  be  treated  as  empirical;  and  the 
constants  must  be  determined  from  the  results  of  experiments 
covering  the  different  types  and  sizes  of  columns  to  which  the 
formulas  are  intended  to  apply. 

Moreover,  the  conditions  laid  down  in  the  theory  in  regard  to 
the  manner  in  which  the  ends  of  the  colunm  are  held  are  rarely 
fulfilled  in  practice.  For  example  a  colunm  may  be  built  with 
flat  ends,  or  bearing  surfaces  which,  if  perfect,  would  prevent 
the  ends  of  the  axis  from  turning  but  owing  to  lack  of  homogeneity 
and  to  deflects  in  construction,  these  conditions  will  be  met  only 
approximately.  A  column  may  also  be  built  with  pin  supports 
through  the  ends  of  its  axis  and  if  such  a  column  bends,  the  ends 
can  evidently  turn  on  the  pins,  but  friction  will  prevent  the  ends 
from  turning  freely  enough  to  fulfill  the  conditions  imposed  in  the 
case  of  a  column  with  rounded  ends. 
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Therefore,  if  the  formulas  are  to  be  of  practical  value,  dififer- 
ent  sets  of  constants  must  be  provided  to  meet  the  different  condi- 
tions regarding  the  material,  the  type  and  size  of  the  colunm  and 
the  method  of  supporting  the  ends. 

Various  sets  of  constants  have  been  proposed  for  formulas  of 
the  Gordon  and  Rankine  type,  of  which  the  following  are  given 
as  examples.  The  formulas  are  proposed  for  determining  the 
ultimate  strengths  of  structural  colunms,  of  a  medium  grade  of 
steel,  constructed  by  riveting  together  plates  and  angles,  or  chan- 
nels, of  the  ordinary  standard  sections. 

Column  with  flat  or  "square"  bearings, 

P  50,000  .. 

^"i+_L_ ^^ 

^  36,000  p* 
Column  with  pin  bearings, 

P  _       50,000  ,-. 

^  18,000  p^ 

Column  with  one  pin  bearing  and  one  **  square  "  bearing, 

P  _       50,000  .^. 

^  24,000  p» 

The  constants  may  be  modified  so  that  the  fonnulas  represent 
working  strengths  instead  of  ultimate  strengths.  For  example,  if 
a  factor  of  safety  of  4  is  used,  the  expression  for  the  working 
strength  for  a  column  with  pin  bearings,  determined  from  equation 
(2),  would  evidently  be 

P  12,500 

z  = p — (^^ 

1  H 

^  18,000  p« 

Formulas  for  working  strengths,  similar  to  (4),  but  with  somewhat 
different  constants,  can  be  found  in  the  building  laws  of  cities  in 
the  United  States. 

160.  Parabolic  Fonnulas.  —  It  was  proposed  by  Professor 
J.  B.  Johnson  that  if  Gordon's  formula 

T ^TTTi  (Art.  147), 

•+0 
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when  written  in  the  form 

p 

were  modified  by  substituting  ki  =  -jk  and  transposing,  the 

resulting  equation  of  the  parabola, 

j-f'-'^i^l (1) 

would  represent  the  ultimate  strengths  of  colunms  of  moderate 
length  provided  the  values  of  fe  and  fci  were  properly  chosen. 

He  proposed  that  for  columns  of  mild  steel -with  flat  ends  the 
formula  be  written 


P 
A 


=  42,000- 0.62  (-Y, (2) 


its  use  to  be  limited  to  values  of  -  <  190. 

P 

Similarly  for  mild  steel  columns  with  pin  ends, 

J  =  42,000- 0.97  (-V,  .......     (3) 

for  values  of  -  <  150. 

To  determine  the  working  strength  in  any  case  the  ultimate 
strength,  calculated  from  the  equation,  was  to  be  divided  by  a 
proper  factor  of  safety. 

161.  Straight-Line  Formulas.  —  After  a  careful  investigation 
of  the  results  of  tests  which  had  been  made  on  centrally  loaded 
columns  of  various  materials,  supported  in  different  ways  at  the 

ends,  Mr.  Thomas  H.  Johnson  proposed  that  when  plots  of  the 

p 

ultimate  strengths  were  made,  with  values  of  -j  for  ordinates  and 

of  -  for  abscissae,  a  straight  line  would  fit  the  plot  for  colunms  of 
p 

any  given  type  and  material  as  well  as  any  curve. 

Hence  the  equation  of  the  straight  line  would  represent  the 
ultimate  strengths  of  columns  of  any  length,  within  specified 
limits,  as  well  as  any  of  the  formulas  for  which  a  rational  deriva- 
tion had  been  attempted. 
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The  general  form  of  the  equation  of  the  straight  line  would  be 

3=-^'-^-0' (1) 

where  fe  and  fco  are  constants,  which  can  easily  be  obtained  from 
a  plot  of  the  results  of  tests  made  as  indicated  above. 

In  the  case  of  mild  steel  columns  Johnson  proposed  the  following 

formulas  for  determining  the  vUimate  strength  for  values  of  - 
within  the  limits  indicated. 

Mild  steel  colmnns  with  flat  ends  (-  <  195 


t<  "«)■ 


?  =  52,500 -179- (2) 

A  p 


Mild  steel  columns  with  pin  ends  [-  <  159 1, 


5  =  52,500-220- (3) 

A  p 

Evidently,  the  chief  merit  of  formulas  of  this  type  is  their 
simplicity.  The  results  of  experiments  tend  to  show,  however, 
that  for  some  types  of  colunms,  at  least,  the  ultimate  strength  for 

values  of  -  less  than  a  given  amount  is  nearly  constant  and  that, 
p 

for  values  of  -  exceeding  this  amount,  the  ultimate  strength  can  be 

represented  by  a  formula  of  the  straight-line  type.  Hence,  if  the 
constants  in  equation  (1)  are  chosen  to  give  the  proper  values  of 
the  tiltimate  strength  for  the  longer  colunms,  the  formula  will  give 
values  for  very  short  columns  which  are  too  high.  This  difficulty 
is  easily  overcome,  however,  by  imposing  both  minimum  and 

maximum  limits  of  -,  between  which  the  formula  will  hold;  and 

p 

adopting  a  constant  value  for  the  ultimate  strength 

1=^" (4) 

when  -  is  less  than  the  minimum  limit, 
p 

It  should  also  be  noted  that,  owing  to  the  friction  on  the  bear- 
ings of  a  column  supported  on  pins  and  the  lack  of  homogeneity 
which  usually  exists  in  the  ordinary  column  with  either  pin  or  flat 


with 
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ends,  the  results  of  experiments  fail  to  show  the  difference  between 
the  ultimate  strengths  of  colunms  with  pin  ends  and  of  those  with 
flat  ends  which  the  different  theories  would  seem  to  indicate. 

It  is  now  customary,  therefore,  when  the  use  of  straight-line 
formulas  is  proposed  to  make  no  distinction  between  the  constants 
for  columns  with  flat  ends  and  those  for  columns  with  pin  ends,  but 
to  make  one  formula  represent  the  ultimate  strength  of  all  colunms 

of  a  given  type,  having  values  of  -  between  certain  limits. 

P 

By  introducing  proper  factors  of  safety  the  formulas  can  evi- 
dently be  made  to  represent  the  working  strength  instead  of  the 
ultimate  strength.  Two  of  the  accepted  formulas  of  this  type, 
representing  the  working  strength  of  structural  colunms  of  mild 
steel,  are  the  following: 

J  =  16,000  -  70  (-) ,  for  values  of  -  >  30  and  <  120,      (5) 

P  7 

-r=  14,000,  for  values  of- <  30, (6) 

A  p 

recommended  by  the  American  Railway  Engineering  and  Main- 
tenance of  Way  Association;  and 

J  =  19,000  -  100  ('\  for  values  of  -  >  60  and  <  120,      (7) 

with 

P  I 

-7=  13,000,  for  values  of- <  60, (8) 

A  p 

recommended  by  the  American  Bridge  Company. 

Final  emphasis  should  be  laid  on  the  fact,  mentioned  heretofore, 
that  no  one  of  the  column  formulas  given  can  be  adapted  to  the 
determination  of  the  ultimate  strengths,  or  the  working  strengths, 
of  all  colunms  of  any  one  material;  but  that  the  use  of  any  one 
formula  must  be  restricted  to  colunms,  not  merely  of  the  material, 

but  of  the  type  of  cross  section  and  ratio  of  -  within  the  limits  of 

P 

that  of  the  columns  from  which  the  experimental  data  for  deter- 
mining the  constants  were  obtained. 

T.  H.  Johnson  proposed  that  a  straight-Une  formula  with  proper 
constants  be  used  to  represent  the  ultimate  strength  for  values  of 

-  below  certain  limits  and  that  modified  forms  of  Euler's  formula 
P 
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(equation  21,  Art.  146),  with  proper  values  of  fc,  be  used  to  repre- 
sent the  strengths  of  columns  when  -  exceeds  the  Umits  of  the 
straight-line  formulas.    For  mild  steel  columns  with  flat  ends  and 

-  >  195  he  proposed  that  Euler's  formula  with  fc  =  16  be  used; 
P 

and  for  mild  steel  colunms  with  pin  ends  and  -  >  159,  A;  =  25. 

P 

By  introducing  proper  factors  of  safety  similar  formulas  for  the 
working  strengths  of  the  short  and  the  long  colunms  could  be 
obtained. 

For  purposes  of  comparison,  graphs  of  the  ultimate  strengths  of 
mild  steel  columns  with  flat  ends  and  abo  with  pin  ends,  given  by 
the  different  formulas,  are  plotted  in  Fig.  (216),  the  graphs  being 
designated  as  follows: 

(a)  Enter's  formula  for  columns  with  fixed  ends  —  (16)  (Art. 

146),  when  E  =  28,000,000  lbs.  per  sq.  in. 

(b)  Empirical  formula  of  the  Gordon  type  for  column  with 

flat  ends  — (1)  (Art.  149). 
(b')   Empirical  formula  of  the  Gordon  type  for  column  with 
pin  ends— (2)  (Art.  149). 

(c)  Parabolic  formula  for  colunm  with  flat  ends — (2)  (Art. 

150). 
(cO   Parabolic  (formula  for  column  with  pin  ends — (3)  (Art. 
150). 

(d)  Straight-line  formula  for  column  with  flat  ends —  (2)  (Art. 

151). 
(dO   Straight-line  formula  for  column  with  pin  ends — (3)  (Art. 
151). 

(e)  Euler's  formula — (21)  (Art.  146),  as  modified  for  colunms 

with  flat  ends,  using  fc  =  16,  J?  =  28,000,000  lbs.  per 
sq.  in. 
(e')   Euler's  formula —  (21)  (Art.  146),  as  modified  for  columns 
with  pin  ends,  using  fc  =  25,  E  ^  28,000,000  lbs.  per 
sq.  in. 
Graphs  of  the  formulas  for  working  strengths  are  designated  as 
follows: 

(f)  Formula  (4)  (Art.  149). 

(g)  Formulas  (5)  and  (6)  (Art.  151). 
(h)   Formulas  (7)  and  (8)  (Art  161). 
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162.  Eccentric  Loading,  -r-  Thus  far  in  this  chapter  the  dis- 
cussion has  been  limited  to  the  theories  and  the  different  types  of 
formulas  which  have  been  proposed  for  determining  the  breaking 
strengths,  or  the  working  strengths,  of  centrally  loaded  columns. 

When  a  column  of  ordinary  dimensions  is  loaded  eccentrically, 
that  is,  with  forces  acting  parallel  to  the  original  axis  of  the  column, 
the  maximum  stress  intensity  may  be  determined  by  the  methods 
in  Art.  (126). 

It  is  customary  to  limit  the  greatest  stress  intensity,  determined 

by  these  methods,  to  the  working  strength  for  a  centrally  loaded 

column  of  the  same  dimensions.    For  exainple,  if  the  straight-line 

P  P  I 

formulas  j  =  13,000  and  j  =  19,000  -  100  -  (Art.  151)  are  used 

to  determine  the  working  strengths  of  centrally  loaded  steel 
columns,  the  maximum  stress  intensities,  when  the  columns  are 
eccentrically  loaded,  must  not  exceed  the  values  given  by  these 
formulas. 

153.  Strut  or  Tie  Subjected  to  Combined  Axial  and  Lateral 
Loading.  —  Case  /.  Struty  fixed  at  one  end,  subjected  to  combined 
axial  and  uniform  lateral  loads.  Let  OA  represent  the  elastic 
curve  formed  by  the  axis  of  a  horizontal  strut  of  uniform  section 


Fig.  217. 


and  material  (Fig.  217)  which  is  fixed  in  direction  at  A  and  sub- 
jected to  a  horizontal  force  P,  acting  through  the  center  of  gravity 
of  the  end  section  at  0,  combined  with  a  uniformly  distributed 
vertical  load  w  per  unit  of  length  (for  example,  its  own  weight)  the 
stress  intensity  throughout  being  less  than  the  elastic  limit. 

Let  {  =  the  length,  A  =  the  area  and  /  the  moment  of  inertia  of  any  croBB 
section,  about  a  horizontal  axis  which  is  assimied  to  be  a  principal  axis  through 
the  center  of  gravity.  Refer  OA  to  horizontal  and  vertical  axes,  with  the  origin 
at  Of  and  let  a  »  the  vertical  deflection  of  0.    Let  Ma  ^  the  bending  moment 
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at  A  and  M  «  the  bending  moment  at  a  cross  section  through  any  point 
{Xf  y),  on  the  elastic  ciurve. 

An  approximate  solution  for  Ma  and  the  greatest  fiber  stress  can  evidently 
be  made,  after  the  method  suggested  in  Art.  (126),  by  neglecting  the  lateral 
deflection  due  to  the  load  P  and  calculating  a  from  the  equation  for  the  greatest 
deflection  of  a  uniformly  loaded  cantilever  beam  (Art.  98);  in  which  case,  if 
signs  are  taken  positive, 

^-m (^) 

and 

^•'T  +  '^^'T-^O/' (^^ 

and  the  greatest  fiber  stress 

For  a  more  accurate  solution,  following  the  usual  convention  of  signs  for 
X,  y  and  Af , 

M^-'^-Py (4) 

and  hence,  according  to  the  beam  theory, 

^  _  M tog*  _  P]i 

d^'EI~      2  EI      EV 
or, 

dx^^EI"      2EI ^^^ 

The  solution  of  this  equation  may  be  made  as  follows:  Let  y  ^  u  +v. 
Then 

d2*^El"      2  EI ^^' 

and 

S+g=o ^> 

From  (6)  the  value  of  the  particular  integral, 

trx*  ,  wEI  ,ov 

is  readily  obtained  and  from  (7)  the  complementary  function  may  be  obtained 
as  follows: 

Multiplying  (7)  by  -i-  rfx  and  converting  it  to  the  form, 

EI   du,/du\    ,       ,        rt 

and  integrating, 

'2P\dx/  "^2      2' 
where  c  =  a  constant.    Solving  for  -r-f 


t-^sfl^^^' 
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or, 

du 


=^^^\Ei^^ 


and  integrating  again, 

^''c-^[^\/Il-^^l 
or, 

U  >B  COOS 


I  C08Xi/»7C08d  —  Binxy^8m(M, 


(9) 


B  cl  co8x\/^7C08d  —  sinx  V  E^Bm(2|,     .    .    .    (10) 

where  d  »  a  constant. 
Letting  the  constants 

c  cos  d  s  C    and     —  e  sin  d  »  D 

we  obtain 

tt-Ccosxy/^+Dsinxy^ (11) 

Therefore  the  complete  solution  of  equation  (5)  is 

tor*  ,  wEI  ,  ^  4/P^   .   -.  .      4/P  .-„. 

To  determine  C  note  that  when  x  =>  0,  ^  =  0;  and  hence 

n  -      ^^^ 

To  determine  D  note  that  when  x  =  i,  ^  =  0.    Hence 

when  X  a  2,  and 

Hence  equation  (12)  reduces  to 

-tanlV^8in*v/l] (13) 

When  X  —  /,  y  =  a,  and  hence 

and  the  greatest  bending  moment 


[i-secJv/l+iv/St*»'VS]-  •  (^5> 
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The  greatest  intensity  of  stress  on  the  section  through  A  will  eyidently  be 
equal  to 


If  we  let 


-  =  Vi 


EI 
1  —  seca  +  atana 


and  apply  the  expansion 


c^      a*      7ofi      113a« 
2  "•"  8  "^  144  "^  6760  "^ 


to  equation  (15),  we  obtain 
.,       wEI 

Ma  =  — fr~ 


12  W/  ^  8  \EIJ  ^  144  \^/y 


+ 


113P 
6760 


_  top       wl* 
2  "^8^/ 


ay* 

P[l+0.38«p(^)  +  0.167i"(^)'+ ■  ■  ■ 


] 


] 


(17) 


By  comparing  the  bending  moment  obtained  from  (17)  with  that  given  by 
(2)  for  any  specific  case  the  error  due  to  using  the  approximate  solution  given 
by  the  latter  equation  can  be  readily  estimated. 

Case  II.  StrvJt  with  hinged  ends  subjected  to  combined  axial  and 
uniform  lateral  hods.  Let  OAB  represent  the  elastic  curve  formed 
by  axis  of  a  horizontal  strut,  held  by  f  rictionless  hinges  at  0  and  B 
(Fig.  218),  and  subjected  to  a  horizontal  thrust  P,  through  the  center 
of  gravity  of  each  end  section,  combined  with  a  uniformly  dis- 
tributed load  w  per  unit  of  length,  the  greatest  stress  intensity  in 
the  strut  being  less  than  the  elastic  limit. 


Fig.  218. 


Let  I  s  the  length  of  the  strut,  Ma  the  bending  moment'  at  the  middle 
section  A  and  follow  the  notation  adopted  in  Case  I. 

An  approximate  solution  will  evidently  be,  when  signs  are  neglected, 

" = A  S' (^'*- ^«) (^8> 

Ma  = -g- +  ^«  =  T  +  3807 <^®^ 

and  the  greatest  fiber  stress 

P      c/uP      SPurfn 
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For  a  more  exact  solution,  following  the  usual  convention  of  signs  for  x,  y 
and  M 

M  =  -2  X  -  -y  -  Py, (21,^ 

and 

db^^El"      2EI^2EI ^^' 

Proceeding  in  the  same  manner  as  in  Case  I,  the  solution  of  equatfon  (22)  is 


+  Cco8xy^  +  Dsinxy^.    .    (23) 


When  X  =  0,  y  =  0,  and  when  ^  =  o'  ;^  ~  ^»  *^^  hence 

^  tl7^/       ^  wEI  ^      f^/'P 

c pr»   ^^''-pr^2\Ei' 

Hence  equation  (23)  reduces  to 

wi^  ,  wlx  ,  wEir.  .IT      ^      ItfP    .      ifPl         ,^.. 

^''"2P  +  2P  +  TrL^-^^V^-^2V^«^^V^J-   •    (24) 

When  X  =  5,  y  =  o;  and  hence 

"  =  8P  +  "pT  L^  -  «« 2  Vl7  -  **» 2  Vie; "" 2  Vb/J 
to?  ,  «.£;/  r,        I .  /"p  1  ,„.j 

The  greatest  bending  moment 

top 


.    .    .    (26) 
and  the  greatest  fiber  stress 

'-7  +  t[-|V^-'] '"J 

^  /P" 

If  we  let  a  ~  o\  pr  *^^  *^PP^y  *^®  expansion 

a»       5a«       61  «•       1385  o8 
2        24        720        40,320 

to  equation  (26),  we  obtain 

P  [l  +  0.102  P  (^)  +  0.0103  P  (^y  +•••].  .    (28) 


u>P  .     5wl* 


8    '  384J5;/ 


By  comparing  the  bending  moment  obtained  from  (28)  with  that  given  by 
(19)  for  any  specific  case,  the  error  due  to  using  the  approximate  solution  can 
be  readily  obtained. 
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Case  III.  Tie  with  hinged  ends  subjected  to  combined  axial  and 
lateral  loads.  By  reversing  the  direction  of  the  horizontal  forces, 
Pig.  (218)  may  be  taken  to  represent  a  horizontal  tie,  subjected 
to  an  axial  pull  P  combined  with  a  imiformly  distributed  lateral 
load. 

Afisuming  that  the  greatest  stress  intensity  is  below  the  elastic  limit  and 
following  the  notation  of  Case  II  an  approximate  solution  may  be  made  by 
the  use  of  equation  (20),  the  positive  signs  in  this  case  representing  tension 
instead  of  compression. 

A  more  exact  solution,  using  the  same  notation  as  before  and  the  usual  con- 
vention of  signs  for  x,  y  and  3f,  is  the  following: 

wlx      wx^       ^  ,.«^v 

M  =  ^--2-  +  Py, (29) 

and  hence 

^  _PU u?j»       wlx  -^. 

cb^     EI"      2EI^2EI ^^' 

The  solution  of  (30)  is  made  in  the  same  manner  as  that  of  (5)  and  (22]  and 

y  =  ^-yp  +  ^ +CcoshxY^  +  Dsinhxy^.    .    (31) 

The  constants  may  be  determined  from  the  conditions 

'  y  —  Oj  when  x  =  0,  and  -r-  —  %  when  ^  =  n}  and  the  values  are 

^  wEI      J.      wEI       ,  l^fp 

C=  --pf,     D--^tanh2Vgj- 

Substituting  in  (31), 

When  a;  =  5,  y  =  o,  and 

a  =  -  g  +  ^  [l  -  cosh^y^  +  tanh^y^sinh 


(33) 


The  greatest  bending  moment 

M«=f +Pa  =  !f-^[l-8echiV^].    ...    (34) 

and  the  greatest  fiber  stress 

,  =  5  +  ^[x_^hiV^] (35) 

the  positive  sign  in  this  case  indicating  tension. 

Solutions  for  other  cases  where  struts  are  subjected  to  transverse  loads  may 
be  obtained  in  a  similar  manner.* 

*  See  Paper  by  Arthur  Morley  in  the  Philosophical  Magazine,  June,  1008. 
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164.  Long  Column  under  Eccentric  Load.  —  The  method 
of  determining  the  maximum  stress  intensity,  due  to  eccentric 
loading  on  a  column  of  ordinary  length,  has  been  discussed  in  Art. 
(152).  The  modifications  in  Euler's  formulas  for  long  columns^ 
which  result  from  an  eccentricity  of  the  load,  are  of  some  value. 

Referring  to  Case  I  (Art.  146),  assume  that  the  load  P  at  the  end  section 
oT  the  column  (Fig.  213)  acts  at  a  distance  e  from  the  axis,  the  plane  containing 
the  load  and  the  axis  of  the  colimm  being  perpendicular  to  a  principal  axis  d 
any  cross  section.  The  bending  moment  at  a  section  through  any  point  (x,  y) 
on  the  axis  will  then  be  equal  to 

M  ^-P^a+e-x) (1) 

and  equation  (3)  (Art.  146)  becomes 

0  +  B=  £(*+*) <2) 

The  solution  of  this  eqiiation  is  evidently 

oj  =  (o  +  c)  f  1  —  cos  y  y  ^ )  (equation  6,  Art.  146) ...    (3) 
When  y  a  {,  2  s  a  and  equation  (3)  becomes 


and  hence 


acosZVwr  —  e[l  — cosiV^ 


o  =  e(8eciy^-l) (4) 

from  which  a  value  for  a  can  be  obtained. 

The  bending  moment  at  the  fixed  end  is  equal  to 

Mo  =  P(a  +  e)  =Pc^8ecZy^j (6) 

and  the  greatest  intensity  of  the  compredsive  stress 

so  long  as  the  value  of  /c  does  not  exceed  the  elastic  limit  of  the  material.    If 
tension  exists  on  the  section  through  0  its  greatest  intensity  will  evidently  be 

/.  =  p(^seci^-l) (7) 

In  the  case  of  the  column  hinged  at  both  ends  (Case  II,  Art.  146),  the 
greatest  stress  intensity  in  tension  and  compression  when  the  eccentricity  of 

the  load  is  equal  to  e,.can  evidently  be  obtained  by  putting  -^  a  ^  in  (6)  and  (7), 
which  will  give  

/.-p(i  +  ^Beciv/^) (8) 


and 


A-p(?aeciV^£-l) W 
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166.  Problems:  Columns  and  Stmts. — 
Problem  1. 

Giv^:  A  Bteel  oolumn  with  flat  ends,  having  the  croea  section  shown  in 
Fig.  (210),  ELad  subjected  to  an  axial  load.  By  uae  of  the  empirical  formula 
(1}  (Art.  149)  of  the  Gordon  type  find  the  ultimate  strength  of  the  oolunm: 

(a)  If  the  column  is  25  ft.  long; 

(b)  If  the  column  is  12  ft.  long. 

Find  the  working  loads  for  the  oolumna  of  the  two  given  lengths; 

(a)  By  using  a  factor  of  safety  of  4  with  the  above  named  formula; 

(b)  By  using  the  straight  line  formula  (5)  or  (6)  (Art.  151); 
(o)  By  using  the  strught  line  foimula  (7)  or  (8)  (Ait.  151). 


Scdve  Problem  (1),  substituting  the  croes  section  shown  in  Fig.  (220)  fn 
that  shown  in  Fig.  (219). 


itzfl 


^ 

r 

1 

\ 

ffi'i^^^f!^ 

*    J 

) 

""         I,=«.l  (ic*.)* 
1,-17.4  (iM.)' 

Ve-1.0  ini. 


FiQ.  220. 
Problem  3. 

Determine  the  ultimate  strength  of  the  columns  given  in  Problems  (1) 
and  (2),  assuming  that  the  ends  are  supported  on  pins,  the  axM  of  which  ocun- 
dde  in  the  principal  axis  (1-1),  and  using  formula  (2)  (Art.  149). 
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Problem  4. 

Determine  the  working  load  for  a  column  having  the  croes  section  shown 
in  Fig.  (221)  when  subjected  to  an  axial  load,  by  use  of  formula  (7)  or  (8) 
(Art.  161) : 

(a)  If  the  colunm  is  8  ft.  long; 

(b)  If  the  column  is  16  ft.  long. 

Problem  6. 

Solve  Problem  (4),  using  formula  (6)  or  (6)  (Art.  161). 

Problem  6. 

Determine  the  ultimate  strength  of  an  axially  loaded  column,  26  ft.  long,  of 
the  cross  section  shown  Fig.  (222),  by  use  of  Euler's  formulas  (Art.  146), 
using  E  »  28,000,000  lbs.  per  sq.  in. 

(a)  Assume  colimm  with  flat  ends; 
*     (b)  Assume  column  with  rounded  ends. 


k- 


-d 


.".2 


y/y/yz/yy/^y^yyyy/^MMy, 


if. 


yyz/xyy^/'/yZr/xyyyxy^A/y/'/ 


2 


Fig.  221. 


FiQ.  222. 


Problem  7. 

Determine  the  ultimate  strength  of  an  axially  loaded  colunm,  40  ft.  long, 
having  the  cross  section  shown  in  Fig.  (221),  by  use  of  Euler's  formula  (Art. 
146),  using  E  »  28,000,000  lbs.  per  sq.  in. 

(a)  Assume  colimm  with  flat  ends; 

(b)  Assume  colimm  with  rounded  ends. 

Problem  8. 

Determine  the  working  load  for  an  eccentrically  loaded  colimm,  26  ft. 
long,  having  the  cross  section  shown  in  Fig.  (219),  assuming  that  the  resultant 
load  intersects  the  principal  axis  (2-2)  at  a  distance  1"  from  the  center  of 
gravity.    Use  formula  (7)  (Art.  161)  to  obtain  the  working  strength. 

Problem  9. 

Solve*  Problem  (7),  assuming  the  resultant  load  acts  through  the  principal 
axis  (1-1)  with  an  eccentricity  of  2". 

Problem  10. 

Solve  Problem  (8),  substituting  a  column  with  the  cross  section  shown  in 
¥^.  (220)  for  that  shown  in  Fig.  (219). 
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Problem  11* 

Determine  the  greatest  fiber  stress  in  a  column  30  ft.  long,  having  the 
cross  section  shown  in  Fig.  (222),  when  subjected  to  a  load  of  10,000  lbs. 
with  an  eccentricity  of  2",  Assume  that  the  column  is  supported  on  pins 
at  each  end  and  use  the  method  of  Art.  (154),  taking  E  »  28,000,000  lbs. 
per  sq.  in. 

Problem  12. 

Determine  the  greatest  fiber  stress  in  a  horizontal  strut  30  ft.  long,  having 
the  cross  section  shown  (Fig.  221),  when  subjected  to  a  centrally  appUed 
force  of  10,000  lbs.  at  each  end.  Assume  that  the  ends  of  the  strut  are  hinged 
in  the  direction  of  the  axis  (1-1),  (web  vertical),  and  that  the  weight  of  the 
material  is  0.28  lb.  per  cu.  in.  Use  the  method  of  Art.  (153),  taking  E  » 
28,000,000  lbs.  per  sq.  in. 


CHAPTER  X. 

SHAFTING  AND  SPRINGS. 

166,  Stress  Due  to  Torsion  in  a  Circular  Shaft  —  If  a  straight 
bar,  or  shafts  of  uniform  circular  section  and  homogeneous  ma- 
terial, is  held  in  equihbrium  imder  the  action  of  two  equal  couples, 
of  opposite  sign,  in  planes  perpendicular  to  its  axis  at  the  ends, 
the  bar  will  undergo  a  distortion  in  shear  and  every  cross  section 
will  be  subjected  to  a  shearing  stress,  the  intensity  of  which  at 
any  point  may  be  determined  in  the  following  manner. 


Fia.  223. 


Let  AB  (Fig.  223)  represent  any  line  in  the  surface  which  is 
parallel  to  the  axis  of  the  bar  before  the  couples  M  and  —M  are 
appUed  at  the  ends.  Let  the  end  A  be  held  stationary  and  the 
end  B  be  free  to  rotate.  The  couples  will  twist  the  shaft  about 
its  axis  so  that  any  plane  cross  section  will  undergo  a  slight  rota- 
tion, which  is  proportional  to  the  distance  of  the  section  from  the 
fixed  end  of  the  shaft,  and  hence  the  straight  line  AB  will  be  dis- 
torted into  a  helix  AC,  It  is  assumed  that  any  line  of  intersec- 
tion of  a  cross  section  and  a  radial  plane  remains  straight,  under- 
going an  angular  displacement  only,  during  the  distortion  of  the 
bar;  the  radial  line  OB,  for  example,  being  displaced  to  the  posi- 
tion OC. 

376 
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Let  r  =  the  radius  and  x  =  the  length  of  the  bar,  and  let 
i  =  the  angle  BOC.  Since  the  material  is  homogeneous,  the 
shearing  strain  at  any  point  in  the  surface,  in  the  directions  of 
the  tangent  to  the  circumference  of  the  cross  section  and  the 
line  parallel  to  the  axis  of  the  bar  through  any  point,  will  be  uni- 
form for  the  entire  bar  and  the  measure  of  this  strain  will  be  the 
angle  between  the  helix  AC  and  any  line  in  the  surface  parallel 
to  the  axis  of  the  bar;  the  tangent  of  this  angle  evidently  being 

equal  to 

BC     n  ,,, 

The  shearing  strain,  in  directions  paraUel  to  the  above,  at  any 
point  c,  within  the  bar  at  a  distance  p  from  the  center,  will  evi- 
dently be  equal  to 

-'-i (2) 

If  G  =  the  modulus  of  rigidity  and 'the  law  of  proportionality  of 
shearing  stress  to  strain  holds  for  the  material,  the  intensity  of 
the  shearing  stress  on  the  cross  section  UV,  at  the  point  c,  will 
be  equal  to 

8  =  Gy' =  ^  (Alt.  7) (3) 

z 

The  direction  of  the  shearing  stress  at  e  will  evidently  be  at 

right  angles  to  the  radius  through  the  point  and,  since  G  -  is  a 

X 

constant  for  all  points  in  the  cross  section,  the  stress  intensity  at 
other  points  in  the  section  will  vary  as  their  distances  from  the 
center  of  the  shaft. 

If  we  let  the  constant  G-  =  a,  the  expression  for  the  shearing 

X 

stress  intensity  at  e  becomes 

8  =  ap, (4) 

the  stress  on  an  area  dA  at  the  point  e  will  be  equal  to 

sdA  =  ap'dA, 

m 

and  the  moment  of  this  stress  about  the  center  of  the  cross  section 

will  be  equal  to 

psdA  =  ap^  dA, 

Therefore,  since  the  resultant  of  the  stress  on  UV  must  be  a 


k 


M 
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couple,  equal  in  magnitude  to  the  couple  M,  we  shaU  obtain  by 
integration 

=  a  J  p^dA  =  dip, (5) 

where  Ip  =  the  polar  moment  of  inertia  of  the  cross  section  about 

M 
its  center.    Hence  a  =  -y-,  and  substituting  this  value  in  (4)  we 

obtain 

«  =  Mf, (6) 

which  is  the  formula  for  the  stress  intensity  at  any  point  in  the 
cross  section. 

If  we  let  /,  =  the  greatest  intensity  of  the  shearing  stress  on 
the  cross  section,  it. is  evident  that 

^       , -.  r        16  M  • 

•^•  =  ^r,  =  -^ <7> 

where  d  =  the  diameter  of  the  bar. 

Twisting  Moment,  or  Torque.  —  The  couple  M  is  called  the 
tmisting  moment,  or  the  torque.  The  equal  and  opposite  couple 
formed  by  the  shearing  stress  on  the  section  is  called  the  m,oment 
of  resistance  in  torsion. 

It  is  evident  from  the  law  of  equaUty  of  shearing  stresses  on 
planes  at  right  angles  (Art.  24),  that  shearing  stresses  will  exist 
on  all  longitudinal  planes  containing  the  axis  of  the  shaft. 

The  direction  of  the  shearing  stress  at  any  point  in  such  a 
plane  will  be  paraUel  to  the  axis,  its  intensity  will  be  proportional 
to  the  distance  of  the  point  from  the  axis  and  its  magnitude  will 
be  given  by  equation  (6). 

167.  Angle  of  Torsion.  —  The  angular  displacement  i  of  a 
radius  at  one  end  of  the  bar  (Fig.  223),  relatively  to  the  radius 
at  the  other  end  which  was  originally  in  the  same  plane,  is  called 
the  angle  of  torsion,  or  the  angle  of  twist  in  the  length  AB.  The 
value  of  i  for  any  portion  of  the  bar  of  length  equal  to  x  may 
be  readily  obtained  by  equating  (3)  and  (6)  (Art.  156)  and  redi|C- 
ing  to  the  expression 

.  _Mx  _Z2Mx  .-V 

*  "  GIp      ird*G ^  ^ 

By  eliminating  M  between  this  equation  and  (7)  (Art.  156)  we 
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obtain  an  expression  for  the  angle  of  torsion  in  terms  of  the 
greatest  intensity  of  the  shearing  stress^ 

^"•i (2) 

Torsional  Rigidity,  —  The  quantity  -,  or  the  angle  of  twist  per 

X 

unit  length  of  the  bar,  may  be  called  the  twist;  and  the  ratio  of  the 
torque  M  to  the  twist,  expressed  by  the  formula 

7^  =  G/„ (3) 

may  be  taken  as  the  measure  of  the  torsional  rigidity  of  the  bar. 

168.  Elastic  Limit  in  Torsion.  —  The  relation  between  the 
angle  of  torsion  and  the  torque  for  a  bar  of  any  material  is  very 
similar  to  that  between  the  elongation  and  the  load  when  the  bar 
i^  subjected  to  tension.     (Art.  8.) 

If  a  bar,  or  shaft,  of  ductile  steel  is  subjected  to  a  gradually 
increasing  twisting  moment,  the  angle  of  twist  wiU  be  found  to 
increase  very  nearly  in  proportion  to  the  torque  until  the  elastic 
limit  in  torsion  is  reached,  after  which  the  rate  of  increase  of  the 
angle  of  twist  will  be  much  greater  than  that  of  the  torque  until 
fracture  results. 

If  a  line  is  plotted  on  rectangular  coordinates,  having  values 
of  the  torque  M  for  ordinates  and  corresponding  values  of  the 
angle  of  torsion  i  for  abscissae,  it  will  be  similar  in  form  to  the 
diagrams  for  tension,  shown  in  Figs.  (6  and  7).  Such  a  diagram 
may  be  called  a  load-deformation  diagram  for  torsion.  The  line 
will  be  very  nearly  straight  for  values  of  M  between  zero  and  a 
value  which  may  be  called  the  torque  at  the  elastic  limit,  and  for 
values  of  M  above  this  limit  the  line  will  be  a  curve  with  a  con- 
tinually decreasing  angle  of  slope. 

The  maximum  shearing  stress  intensity  in  a  round  bar  at  this 
limit,  given  by  equation  (7)  (Art.  156),  is  called  the  elastic  limit 
in  torsion.  If  the  twisting  couple  is  removed  before  the  elastic 
limit  is  reached  the  twist  will  disappear,  but  if  the  couple  is  re- 
moved after  the  elastic  Umit  is  reached  the  bar  will  retain  a  per- 
manent  twist,  or  set  in  torsion. 

If  the  material  is  very  ductile  a  yield  point  in  torsion  will  appear 
at  a  torque  somewhat  higher  than  the  elastic  limit,  similar  to 
the  yield  point  in  tension. 
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•Owing  to  the  fact,  however,  that  the  stress  intensity  at  points 
in  the  interior  of  the  bar  is  less  than  the  intensity  at  the  outer 
layer,  the  torque  at  neither  the  elastic  limit  nor  the  yield  point 
in  the  case  of  a  soUd  bar  is  so  definitely  marked  as  the  load  at 
the  elastic  limit,  or  the  yield  point,  for  a  tension  bar.  In  the 
case  of  a  hoDow  tube  the  analogy  between  the  stress  strain  rela- 
tions in  torsion  and  tension  is  much  closer,  since  the  stress  in- 
tensity in  all  parts  of  the  tube  is  very  nearly  uniform  for  either 
tension  or  torsion. 

For  other  materials  than  mild  steel  the  load-deformation  dia- 
grams in  torsion  and  tension  will  also  be  found  to  be  approxi- 
mately similar  in  form. 

169.  Stress  Beyond  the  Elastic  Limit  in  Torsion.  —  It  will 

be  evident  from  the  assumptions  in  the  theory  of  torsion  (Art. 

156)  that  when  the  stress  intensity  in  a  round  bar  exceeds  the 

elastic  limit,  the  formula 

^      Mr 

will  cease  to  give  the  true  value  of  the  maximum  shearing  stress. 

The  value  of  /,  obtained  by  substituting  for  Af ,  in  the  above 
formula,  the  twisting  moment  required  to  fracture  the  shaft 
may  be  called  the  moduliLS  of  rupture  in  torsion.  By  applying 
proper  factors  of  safety  this  quantity  may  be  used  in  determining 
values  of  the  working  strength  in  torsion,  similar  to  determining 
the  working  fiber  stress  for  bending  from  the  transverse  modulus 
of  rupture  (Art.  81). 

A  hardening  effect,  similar  to  that  produced  by  applying  a 
stress  beyond  the  elastic  limit  in  tension  (Art.  14),  wiD  be  pro- 
duced by  applying  stress  beyond  the  elastic  limit  in  torsion,  the 
modulus  of  rupture  and  the  elastic  limit  in  torsion  being  increased 
and  the  ductility  diminished  thereby. 

Ductility  in  torsion.  The  number  of  turns  per  unit  of  length 
which  can  be  produced  in  a  bar  before  fracture  may  be  taken  as  a 
measure  of  the  ductiUty  of  the  material  in  torsion. 

160.  Transmission  of  Power  by  Shafting.  —  When  a  shaft  is 
used  to  transmit  power,  the  relation  between  the  torque  and  the 
power  transmitted  is.  expressed  by  the  following  simple  equation, 

,^      h.p.  X  33,000  X  12  ,,. 

^^=  2.N ^ (^) 

where  M  =  the  torque,  expressed  in  in.  lbs.,  h.p.  =  the  horse 
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power,  N  =  the  number  of  revolutions  of  the  shaft  per  minute. 
Substituting  this  value  of  M  in  equation  (7)  (Art.  156)  we  obtain 

-  _  12  X  33,000  X  h.p.  X  r  .^. 

^'  2^^  ^^^ 

If  the  shaft  is  solid  and  d=its  diameter,  equation  (2)  reduces  to 

-  _  3,168,000  h.p.  .  . 

^'        ;w^     ' ^^^ 

from  which  ^_^ 

,.^3,168^h.p._^^ ,,^) 

where  

^       '/a,  168,000      68.47  ,.. 

^^y-w. —  'W ^^^ 

Equation  (4)  gives  in  simple  terms  the  diameter  of  a  shaft 
required  to  transmit  a  given  amount  of  power,  at  a  given  speed 
in  revolutions  per  minute,  when  the  value  of  the  constant  K  for 
the  material  ia  the  shaft  has  been  determined. 

161.  Hollow  Circular  Shafts.  —  The  assumptions  made  in 
the  theory  and  the  formulas  deduced  thereby  for  determining 
the  intensity  of  the  shearing  stress  and  the  angle  of  torsion  will 
apply  equally  as  well  to  a  hollow  shaft  as  to  the  solid  bar.  If 
n  =  the  inside  radius  and  r  =  the  outside  radius  of  a  hollow 
shaft,  the  polar  moment  of  inertia  will  be  given  by  the  formula 

and  by  substituting  its  value  in  equations  (7)  (Art.  156)  and 
(1)  (Art.  157)  the  values  of  the  maximum  shearing  stress  inten- 
sity and  the  angle  of  torsion  for  any  given  torque  are  obtained. 

For  any  maximum  shearing  stress  intensity  the  ratio  of  the 
moment  of  resistance  in  torsion  of  a  hollow  shaft  to  that  of  a 
sohd  shaft  of  the  same  outside  diameter  will  be  equal  to  the 
ratio  of  the  two  polar  moments  of  inertia;  for,  if  M  and  M'  are 
the  moments  of  resistance  in  torsion  and  Ip  and  /p'  are  the  polar 
moments  of  inertia  of  the  hollow  and  soUd  shafts,  respectively, 

M=^-^'  =  ^Ar*-r,*) (1) 


and 


• 


M'='^-^=^r*, (2) 

r        2r 


M'     /.' 
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and  hence 

The  above  equation  will  also  represent  the  ratio  of  the  torsiofial 
rigidity  of  the  hollow  shaft  to  that  of  the  solid  one. 

The  weights  of  any  given  length  of  the  two  shafts  will  be  pro- 
portioned to  the  areas  of  tfee  two  cross  sections  and,  if  W  and  TT' 
are  the  weights  of  the  hollow  and  solid  shafts,  respectively, 

162.  Torsion  in  Bars  of  Non-Circular  Secti<m.  —  When  a 
straight  bar,  which  is  not  circular  in  section,  is  subjected  to  tor- 
sion by  the  appUcation  of  couples  at  the  ends,  the  cross  sections 
do  not  remain  plane,  as  in  the  round  bar  (Art.  156),  but  are  dis- 
torted into  curved  surfaces.  The  intensities  of  the  shearing  stress 
at  aU  points  in  a  cross  section  are  not  proportional  to  their  dis- 
tances from  the  axis  of  the  bar,  the  points  of  maximum  intensity 
being  the  points  in  the  perimeter  of  the  section  which  are  nearest 
the  axis  of  the  bar. 

Saint- Venant  was  the  first  to  deduce  correct  expressions  for 
the  intensity  of  the  shearing  stress  due  to  torsion  and  the  angle 
of  torsion  in  prismatic  bars  of  non-circular  cross  section.  The 
theory  is  difficult,  however,  and  the  resulting  formulas  only  will 
be  quoted  here.  Previous  to  Saint-Venant's  work  it  had  been 
customary  to  use  the  formulas  for  the  round  bar  (Arts.  156-157) 
for  determining  the  maximum  stress  intensity  and  the  angle  of 
torsion  in  a  bar  of  any  other  shape;  substituting  for  /  the  polar 
moment  of  inertia  of  the  cross  section,  about  its  center  of  gravity, 
and  for  r,  the  distance  from  the  center  of  gravity  to  the  most 
distant  point  in  the  perimeter. 

The  magnitude  of  the  error  in  the  results  obtained  in  this 
way  may  be  readily  found  by  comparison  with  the  results  given 
by  the  use  of  the  following  equations. 

In  each  case  the  notation  previously  adopted  is  followed,  namely: 

X  =  the  length  of  the  bar; 
M  =  the  twisting  moment,  or  torque; 
/,  =  the  greatest  intensity  of  shearing  stress; 
i  =  the  angle  of  torsion  in  the  length  x; 
0  =  the  modulus  of  rigidity. 


382 


APPLIED  MECHANICS 


EUiptical  Cross  Section.  —  Let  2  a  =  the  major  axis  and  2  6  — 
the  minor  axis  of  the  ellipse. 

2M 


/.= 


t  = 


or, 


t  = 


rab"     ■    ■    ■ 

(g*  +  ¥)  Mx 
xa»6»      G   ' 

ft 

4^Mx 
A*      G  '  ' 


(1) 
(2) 


(3) 


where  A  =  the  area  and  Ip  =  the  polar  moment  of  inertia  of 
the  elUpse  about  its  center. 

The  maximum  stress  intensity  given  by  equation  (1)  occurs  at 
the  ends  of  the  minor  axis  6;  and  it  may  be  noted  that  if  a  and 
6  are  interchanged  and  made  to  represent  the  minor  and  major 
axes,  respectively,  equation  (1)  will  give  the  stress  intensity  at 
the  ends  of  the  major  axis.  It  will  be  observed  that  the  value 
of  i  given  by  (2)  or  (3)  will  be  the  same  in  either  case. 

When  a  =  b  the  formulas  reduce  to  the  equations  for  the  bar 
of  circular  section  (Arts.  156-157). 


Fig.  224. 


FiQ.  225. 


The  stress  intensities  at  points  on  any  radius  vector  of  the 
ellipse  are  directly  proportional  to  the  distances  of  the  points 
from  the  center,  and  the  direction  of  the  stress  at  any  point  is 
parallel  to  the  tangent  to  the  ellipse  at  the  end  of  the  radius 
vector  (Fig.  224). 

Rectangular  Cross  Section,  —  Let  2  a  =  the  length  of  the  longer 
side  and  2  6  =  the  length  of  the  shorter  side  of  the  rectangle. 

The  theoretical  equations  for  determining  the  maximum  in- 
tensity of  stress  and  the  angle  of  torsion  are  very  complex:  but 
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Saint- Venant  suggested  the  use  of  the  following  empirical  equa- 
tions which  give  results  for  all  ratios  of  r  with  an  error  of  less 

than  four  per  cent,  in  comparison  with  the  purely  theoretical 
values.*  ,    ]     iTs/fj 

,  _M(15a  +  9b)  /'  ■30/f/Wil 


LI 


'\ 


Saint- Venant  also  found  that  the  equation  for  the  angle  of  tor-  J' .  /  . 
sion  in  the  bar  of  elUptical  section  (equation  3)  might  be  used 
to  determine  approximately  the  angle  of  torsion  in  a  bar  of  rec- 
tangular cross  section.     If  we  substitute  40  as  being  nearly  equal    "   '^^'^  ^ 
to  4  TT^  equation  (3)  will  become 

'^-A^-Q- (^^ 

To  determine  the  angle  of  torsion  substitute  for  A  the  area 
and  for  Ip  the  polar  moment  of  inertia  of  the  rectangle  about 
its  center. 

The  error  in*  the  results  obtained  from  (6)  is  small  when  a  >  2  6. 
When  a  <  2  6  more  accurate  results  can  be  obtained  by  using  42 
instead  of  40  for  the  constant. 

The  maximum  intensity  of  the  shearing  stress  (equation  4) 
occurs  at  the  middle  point  of  the  side  2  a.  The  variation  of  the 
stress  intensity  along  the  principal  axes  and  the  diagonal  is  indi- 
cated in  Fig.  (225). 

Square  Cross  Section.  —  The  equations  for  the  bar  of  refitangu- 
lar  section  will  apply  to  a  bar  of  square  cross  section.  We  will  let 
2a  =  the  side  of  the  square.  Then  by  putting  6  =  a  in  equa- 
tions (4)  and  (5)  and  reducing  we  obtain 

/.  =  l^  =  0.6^ (7) 

and 

^"2:25T*"G"""~^*~"G" ^^^ 

*  A  History  of  the  Theory  of  Elasticity  and  of  the  Strength  of  Materials  — 
Todhiinter  and  Pearson. 


5  a'            a* 

• 

•    •    .    . 

1      Mx     0.4444  Afx 

2.25  a*    G           a^      G  '     ' 
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The  value  of  i  may  be  obtained  with  a  comparatively  small 
error  by  using  equation  (6),  substituting  42  for  40. 

Torsional  Rigidity.  —  Formulas  for  the  torsional  rigidity  of 
each  of  the  foregoing  sections  can  be  readily  obtained  by  solving 
equations  (2)  or  (3),  (5)  or  (6),  and  (8)  or  (6)  as  modified,  for 

the  value  of -T-  (Art.  157). 

It  will  be  observed  that  for  each  of  the  sections  considered 
the  formula  for  the  angle  of  twist  has  the  form 

^^^GC' ^^^ 

where  C  =  a  constant  depending  on  the  shape  of  the  section, 
and  that  expression  for  the  torsional  rigidity  will  take  the  form 

^  =GC -(10) 

Equations  (9)  and  (10)  are  in  the  same  form  as  the  equations 
in  Art.  (157),  the  constant  C  replacing  the  constant  Ip  in  the 
expressions  for  the  angle  of  torsion  and  for  the  torsional  rigidity 
in  the  circular  shaft. 

Summary  of  Valiies  of  C.  — 

va^V  A*  '  . 

g      ^  =  T-jj-'    (Elliptical    section,    2  a  =  major   axis, 

2  6  =  minor  axis.) 

Tcd}        A* 

Qo  ~  TUT  •  (Circular  section,  d  =  diameter.) 

0£i        4  Trip 

tangular  section,  2  a  =  long  dimension,  2  6  »  short 
dimension.) 

A* 
2.25  a*  =  j^r-j-     (nearly).     (Square  section,  2  a  =  side  of 
4^  1  p 

square.) 

In  each  case  A  =■  area  of  cross  section,  Ip  =  polar  moment  of 
inertia  about  center  of  section. 

163.  Resilience  in  Torsion.  —  A  bar  imder  stress  in  torsion 
will  evidently  possess  a  certaki  amount  of  strain  energy ,  or  rc- 
silience  in  torsion  (Art.  15).  If  the  material  is  clastic  and  follows 
the  law  of  proportionaUty  of  stress  intensity  to  strain  stated  in 
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Art.  (156),  the  resilience  of  a  round  bar  of  length  z,  following 
the  notation  previously  adopted,  will  evidently  be  equal  to 

If  the  bar  is  solid,  equation  (1)  reduces  to  the  form 

^-"4G"-4G"' ^^^ 

where  V  =  the  volume  of  the  bar. 

Similarly,  the  torsional  resiUence  of  a  bar  of  elliptical  section 
(Art  162)  will  be  equal  to 

Jf        {a^  +  V)M'x  _  (g'  +  y)  f.^V .  .. 

^■"2*"     ira^V     2G  8a«       G    ''   '   '     ^"^^ 

and,  approximately,  that  of  the  bar  of  rectangular  section  (Art. 
162)  will  be  equal  to 


J?  =  M  •  =  407?:^^  _  125(a^  +  y)  f.^V 
^      2  ^        A*    2G      3(15a  +  9&2)    G 

and  that  of  the  square  bar  (Art.  162)  will  be  equal  to 


w 


R  =  ^i  =  !^^.  0.154^^.....     (6) 

164.  Combined  Torsion  and  Bending.  —  In  the  preceding 
Articles  the  stresses  and  strains  produced  in  straight  bars,  or 
shafts,  by  the  action  of  twisting  couples  only,  have  been  consid- 
ered. Usually  the  stress  in  a  shaft  is  affected  by  bending,  due 
to  its  own  weight,  the  weights  and  pulls  of  pulleys  and  belts,  the 
thrust  of  cranks,  etc.,  and  sometimes  by  an  end  thrust  in  the 
direction  of  the  axis. 

When  the  transverse  forces  are  known  the  bending  moment 
at  any  cross  section  can  be  foimd  by  the  method  m  Art.  (129) 
and,  when  the  shaft  is  circular,  the  neutral  axis  of  the  bending 
stress  will  be  perpendicular  to  the  plane  of  the  resultant  bending 
couple  acting  at  the  section. 

We  will  let  Mb  =  the  resultant  bending  moment  and  Mt  =  the 
twisting  moment  at  any  cross  section  of  a  circular  bar,  r  =  the 
radius,  I  =  the  moment  of  inertia  of  the  section  about  its  diameter 
and  Ip  =  its  polar  moment  of  inertia  about  the  center. 
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The  stress  intensity  at  any  point  in  the  section  will  be  the  re- 
sultant of  a  normal  component  due  to  bending, 

/=^(Art.69), (1) 

« 

and  two  shearing  components,  namely:   the  component  due  to 
torsion, 

«  =  ^  =  ff  (Art.  166), (2) 

in  the  direction  perpendicular  to  the  radius  through  the  point, 
and  the  component  due  to  bending, 

51  =  1^   (Art.  89), (3) 

in  the  direction  perpendicular  to  the  neutral  axis.    At  points 
farthest  from  the  neutral  axis  equation  (1)  becomes 

/=±^ (4) 

while  at  these  points  equation  (3)  becomes 

si  =  0 (5) 

At  any  point  on  the  circumference  hi  the  shaft  the  shearing 
stress  intensity,  due  to  torsion,  becomes 

Mtr      MtT  .  . 

'  =  77^  2T'    •••••••    (6) 

acting  in  the  direction  of  the  tangent  to  the  circle  at  that  point. 

Hence,  if  we  let  0  (Fig.  226a)  represent  the  point  in  the  cross 
section  YOY  at  which  the  tensile  stress  intensity  due  to  bending 
is  a  maximum,  the  stress  intensity  on  the  X  plane  through  this 
point  will  be  the  resultant  of  a  normal  component  /  (equation  4) 
and  a  shearing  component  s  (equation  6).  The  axis  YiOiYi  (Fig. 
226b)  will  be  the  neutral  axis  of  the  bending  stress.  On  the  Y 
plane  through  0  there  will  be  a  shearing  stress  only,  of  intensity 
s  (Art.  24),  parallel  to  the  axis  of  the  shaft. 

At  the  point  0,  therefore,  we  have  a  state  of  plane  stress  (Art. 
23)  and  the  resultant  stresses  at  0  on  all  planes  will  be  parallel  to 
the  Z  plane.  Let  01  and  02  represent  the  normals  to  the  prin- 
cipal planes  of  stress  through  0  (Art.  28)  and  a  =  the  angle 
XOl.    We  shall  then  have 

tan2a  =  y  (Art.  27) (7) 
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and;  substituting  the  values  of  /  and  s  from  equations  (4)  and  (6) 
and  reducing, 


tan2a  =  ^' 
Mb 


(8) 


(P) 


Fig.  226. 


It  is  evident  from  (8)  that  a  will  have  values  from  0®  to  ±45® 
for  all  possible  values  Y>f  Mt  and  M^.:  the  X  and  Y  planes  being 
the  principal  planes  of  stress  when  Mt  =  0;  and  the  principal 
planes  of  stress  making  angles  of  =b45®  with  the  X  and  Y  planes 
when  Jlf  6  =  0. 

If  we  let  Hi  and  n^  represent  the  principal  stress  intensities  we 
shall  have 


ni=^  +  iv/«  +  4«« 


(9) 


and 


n«  =  ^-^V/«  +  4s*  (Art.  32).     .^.   .   .   .   (10) 


It  is  evident  that  the  foregoing  analysis  will  apply  equally  as 
well  to  the  point  on  the  circumference,  diametrically  opposite 
the  point  0,  at  which  the  compressive  stress  intensity  due  to 
bending  is  a  maximum;  and,  by  introducing  plus  and  minus  signs 
to  indicate  tension  and  compression,  respectively,  equations  (9) 
and  (10)  will  represent  the  principal  stresses  at  either  point. 

The  ellipse  of  stress  for  the  point  0  is  indicated  (Fig.  226a) 
and  it  should  be  observed  that  for  aU  values  of  /  and  8  the  sign 
of  7i2  will  be  opposite  to  that  of  ni. 
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Substituting  in  (9)  the  values  of  /  and  8  from  (4)  and  (6),  we 
obtain 


ym^m 


=  ^[M,+  VMi?  +  M,']  ^  ^[Mt  +  VMt?  +  Mt'l .  (11) 

where  d  =  the  diameter  of  the  shaft. 
Similarly, 

nt=^[M,-'VMjTW]=^[Mt-VMjTM^..   (12) 

It  becomes  evident  that  the  greatest  stress  intensity  in  the 
entire  shaft  will  occur  at  a  point  in  the  cross  section  at  which  the 

quantity  

i  [Mt  +  y/Mt?  +  Mt^] 
is  the  greatest.  This  quantity  is  sometimes  called  the  equivalent 
bending  moment,  since  it  is  equal  to  the  bending  moment  which 
would  produce  a  maxinmm  stress  intensity  equal  to  rii  on  a  cross 
section  perpendicular  to  the  axis  of  the  shaft.  It  should  be 
remembered,  however,  that  n\  is  actually  the  stress  intensity  on 
an  obUque  section  through  the  shaft. 

The  greatest  intensity  of  shearing  stress  in  the  shaft  will  occur 
on  planes  at  45°  with  the  principal  planes  at  0  (Art.  31)  and  will 
be  equal  to 

Hollow  Shaft.  —  The  principal  stress  intensities  and  the  maxi- 
mum shearing  stress  intensity  in  a  hollow  shaft,  subject  to 
combined  twisting  and  bending,  can  be  readily  obtained  by  substi- 
tuting for  /  in  the  general  formulas  (11),  (12)  and  (13),  its  value 
in  terms  of  r,  the  outside  radius  and  ri,  the  inside  radius  of  the 
shaft,  namely, 

/  =  ^(r4-ri*) (14) 

Principal  Strains.  —  Having  the  principal  stresses,  the  principal 
strains  at  0  are  given  by  the  equations 
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By  transposing  E  and  substituting  for  ni  and  nt  the  values  ex- 
pressed by  (11)  and  (12),  equation  (15)  becomes 

Eei = ^Um^ + vm^+W)  -  ^{Mt  -  vwrwil 

Equation  (18)  represents  the  product  of  the  greatest  extension  at 
0  and  the  modulus  of  elasticity.  For  an  iron  or  steel  shaft  it  is 
usually  quoted  in  the  simplified  form,  obtained  by  substituting 
for  w  an  approximate  value  4,*  in  which  case 

Eei  =  -^  [3  J»f  5  +  5  VM6^  +  M^\ (19) 

It  should  be  observed  that  the  product  Eei  is  not  equal  to  a 
stress  intensity,  as  would  be  the  case  if  the  stress  at  0  were  a 
simple  tension  or  compression,  its  value  in  the  case  of  shafting 
being  always  greater  than  ni.  The  formula  is  frequently  used  in 
place  of  the  formula  for  greatest  stress  intensity  (equation  11) 
in  the  design  of  shafting. 

In  a  similar  manner  the  value  of  the  product 

Sea  =  gY  [3  Mfc  -  5  V  M 6»  +  M^\    ....     (20) 

is  readily  obtained. 

Lateral  Deflection.  —  The  lateral  deflection  in  a  line  of  shafting 
when  the  bending  is  in  one  plane  only  can  be  easily  estimated 
by  use  of  the  deflection  formulas  in  the  common  beam  theory. 
When  the  bending  is  not  in  one  plane,  plots  of  the  lateral  deflec- 
tions, due  to  the  component  bending  moments  in  two  planes  at 
right  angles,  can  be  made  and  from  these  the  maximum  resultant 
deflection  in  the  shaft  can  be  estimated.  In  a  rotating  shaft 
the  maximum  lateral  deflection  should  not  exceed  a  certain  limit, 
even  when  the  greatest  stress  intensity  is  within  the  working 
strength  of  the  material. 

A  rule,  frequently  quoted,  is  that  the  greatest  lateral  deflection 
of  a  shaft  due  to  the  transverse  loads  upon  it  shall  not  exceed 
jijf  inch  per  foot  of  span. 

166.  Combined  Torsion  and  End  Pressure,  or  Tension. — 
A  shaft  may  be  subjected  to  torsion  combined  with  a  thrust,  or  a 

*  A  more  nearly  correct  value  in  the  case  of  steel  is  m  »  3.6. 
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pull;  such  as  the  thrust  of  a  propeller,  or  the  pressure,  or  tension, 
due  to  a  weight  on  a  vertical  shaft.  In  such  a  case  the  stress 
on  any  cross  section  will  be  the  resultant  of  a  uniform  normal 
stress  and  the  shearing  stress  due  to  torsion. 

If  the  shaft  is  circular  in  section  and  we  let  P  =  the  axial 
thrust,  or  pull,  A  =  the  area  of  the  cross  section,  and  follow 
otherwise  the  previous  notation,  the  principal  stress  intensities 
at  any  point  in  the  circumference  of  a  given  cross  section  can  be 
found  by  substituting 

/  =  5-  •  • (1) 


and 


in  equations  (9)  and  (10)  (Art.  164),  which  will  give 


\4W^^) 


p  1        //P\2  /9  M\2 


and 


The  angle  a  between  the  normals  01  and  OX  can  be  found  from 
the  equation 

tan2a  =  -^  = -p^ (5) 

The  principal  strains  can  be  found  by  substituting  the  above 
values  of  rti  and  n^  in  equations  (15)  and  (16)  (Art.  164). 

If  we  let  w  =  4,  the  greater  of  the  products  of  the  principal 
strains  and  the  modulus  of  elasticity  will  be  equal  to 


--s^^^  +  'V^M^] 


(6) 


If  both  the  torque  and  the  thrust  are  uniform  throughout  the 
length  of  the  shaft,  the  principal  stresses  and  strains  for  every 
point  in  the  surface  will  evidently  be  the  same. 

To  determine  magnitudes  only,  P  may  evidently  be  taken 
positive  for  either  tension  or  compression.  To  determine  the 
direction  of  the  principal  planes  at  any  point  the  proper  signs 
(or  tension,  or  compression,  should  be  used. 
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166.  Combined  Torsion,  Bending  and  End  Pressurei  or  Ten- 
sion. —  When  the  cross  section  of  the  bar  is  circular,  if  we 
follow  the  notation  previously  adopted,  the  principal  stress  in- 
tensities at  any  point  in  the  surface  of  the  bar,  which  lies  in  the 
plane  of  bending,  can  be  found  by  substituting  the  values  of  the 
maximum  normal  and  shearing  stress  intensities  on  the  cross 
section  through  the  point,  which  will  evidently  be  equal  to 

f-j+^ .(1) 

and 

-If.  •  ■ p) 

in  equations  (9)  and  (10)  (Art.  164). 

The  directions  of  the  principal  planes  can  be  found  by  substi- 
tuting the  values  of  /  and  s  in  equation  (7)  and  the  principal 
strains  can  be  found  by  substituting  the  values  of  the  principal 
stresses  in  equations  (15)  and  (16)  (Art.  164). 

Tha  solution  will  be  simplified  by  solving  (1)  and  (2),  calling 
a  tensile  stress  plus  and  a  compressive  stress  minus,  and  substi- 
tuting the  numerical  values  in  the  above-mentioned  equations 
for  principal  stresses  and  strains. 

Non-circular  Sections.  —  If  a  bar  of  elliptical,  or  rectangular, 
cross  section  is  subjected  to  torsion  combined  with  bending,  or 
an  end  thrust,  or  with  both  together,  the  principal  stress  inten- 
sities may  be  estimated  by  the  method  indicated  above  for  the 
round  bar. 

The  intensity  of  the  normal  stress  /  at  the  end  of  either 
principal  axis  of  the  section,  due  to  the  bending  and  end  thrust, 
can  be  found  by  the  method  of  Art.  (129).  The  intensity  of  the 
shearing  stress  s  at  either  of  these  points,  due  to  twisting,  can 
be  found  by  use  of  the  equations  in  Art.  (162).  By  substitut- 
ing the  values  of  /  and  «,  determined  in  this  manner,  in  equa- 
tions (9)  and  (10)  (Art.  164)  the  principal  stress  intensities  at 
the  points  on  the  surface  of  the  bar,  which  are  located  at  the 
ends  of  either  principal  axis  of  a  cross  section,  can  be  obtained. 

Unless  the  bending  is  in  a  plane  of  symmetry,  however,  the 
value  of  the  maximum  principal  stress  intensity,  obtained  by  the 
above  method,  is  not  necessarily  the  greatest  stress  intensity  in 
the  bar;  since  the  greatest  intensity  of  the  normal  stress  /,  whew 
the  bending  is  not  in  a  plane  of  synmietry,  is  located  at  a  point 
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which  is  not  on  a  principal  axis  of  the  cross  section  (Art.  129). 
It  is  possible,  therefore,  that  in  such  a  case  the  greatest  principal 
stress  intensity  may  be  located  at  some  other  point  than  that  at 
which  the  shearing  stress  intensity  due  to  torsion  is  a  maximum. 
167.  Helical  Spring  Subjected  to  an  Axial  Load.  —  A  helical, 
or  coiled,  spring  is  formed  by  wrapping  a  rod  of  uniform  section 
around  a  cylinder,  maintaining  a  fixed  distance  between  the  coils 

so  that  the  central  line,  or  axis, 
of  the  rod  forms  a  helix.  For 
convenience,  we  shall  call  the 
rod,  or  wire,  forming  the  spring, 
the  wire  simply  and  will  consider 
at  first  the  spring  made  up  of  a 
solid  round  wire  only. 

The  axis  of  the  coU  is  the  axis 
of  the  cylinder  on  which  the 
helix,  formed  by  the  central  line 
or  axis  of  the  wire,  lies  and  the 
diameter  of  this  cylinder  is  called 
the  diameter  of  the  coii. 

We  shall  let  Fig.  (227)  rep- 
resent  such  a  spring,  which  is 
formed  at  the  ends  in  such  a 
manner  that  one  end  of  the  axis 
of  the  coil  can  be  fixed  in  posi- 
tion and  a  load  acting  along  the 
axis  can  be  applied  at  the  free 
end.  In  the  following  analysis, 
the  helical  portion  only  will  be 
considered,  the  ends  of  the 
spring  beyond  the  sections  H 
and  K  in  the  sketch  being 
assumed  to  be  rigid. 
Let  D  =  the  diameter  of  the  coil,  d  =  the  diameter  of  the 
wire,  Ip  =  the  polar  moment  of  inertia  of  the  cross  section  of 
the  wire  about  its  center,  n  =  the  number  of  turns  in  the  helix, 
I  =  the  total  length  of  the  helix,  6  =  the  angle  of  inclination  of 
the  helix  with  any  plane  at  right  angles  to  the  axis  of  the  coil, 
and  P  =  the  resultant  axial  load,  which  is  represented  as  causing 
sn  extension  oi  the  coil,  although  it  will  be  evident  that  the 
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following  analysis  would  apply  equally  well  if  the  load  acted  in 
the  opposite  direction,  compressing  the  spring. 

Under  the  action  of  the  load  P,  the  stress  on  every  cross 
section  of  the  wire  in  the  coil  will  evidently  be  the  same  and 
the  axis  of  the  wire  will  form  a  helix,  which  will  have  a  different 
slope  and  will  be  found  to  lie  on  a  cylinder  having  a  slightly 
diflferent  diameter  from  that  of  the  original  helix. 

The  stress  on  any  cross  section  of  the  wire,  taken  normal  to 
the  helix,  such  as  the  section  at  A  for  example,  will  be  the  resultant 
of  a  stress  due  to  a  couple,  which  is  equal  to 

M'^ (1) 

and  a  stress  due  to  a  force  acting  through  the  center  of  the  sec- 
tion, which  is  equal  and  parallel  to  the  axial  load  P. 
The  couple  M  can  be  resolved  into  a  couple 

Mt^McoQd, (2) 

causing  a  twist  in  the  wire  about  an  axis  OXi,  tangent  to  the  helix, 
and  a  couple 

M5  =  Msin^, .     (3) 

causing  a  bending  of  the  wire  about  an  axis  OYi,  perpendicular 
toOXi. 

Since  the  stress  on  every  cross  section  of  the  wire  is  the  same, 
the  moment  axes  of  the  resultant  couple  M  and  its  components 
Mt  and  Mb  are  shown,  for  the  sake  of  clearness,  at  the  cross 
section  through  0.  It  will  be  observed  that  these  moment  axes 
lie  in  the  vertical  plane,  which  is  tangent  to  the  cylinder  on  which 
the  helix,  formed  by  the  axis  of  the  wire,  is  located. 

The  component  force  P,  acting  through  the  center  of  the 
cross  section,  can  be  resolved  into  a  normal  component, 

.i\r  =  Psin^,      (4) 

and  a  shearing  component, 

S  =  Pcos^ (5) 

For  the  sake  of  clearness  the  resolution  is  indicated  at  the 
cross  section  through  B. 

Close  Coiled  Spring, — When  the  distance  between  the  coils  of  the  spring  is 
small,  the  angle  9  is  so  small  that  M^  is  negligible  and  Mt  »  M  (very  nearly). 
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Likewise  N  is  negligible  and  S  —  P  (very  nearly).  For  a  coiled  spring 
of  ordinary  proportions,  the  stress  and  the  distortion  due  to  the  component  S 
is  comparatively  small  and  it  is  customary  to  neglect  this  component  in 
deducing  the  formulas  for  the  stress  intensity  and  for  the  distortion  in  the 
coil. 

Hence  for  this  case  the  maximum  stress  intensity  in  the  wire  is  very  nearly 
the  same  as  that  in  a  straight  rod  of  the  same  cross  section,  subjected  to  a 
torque  Mt  (Art.  156),  and  will  be  expressed  by  the  equation 

_  Mtr  _PD    16    _8PD  ,  . 

•^' " 77  " "2"  ^  ~ ^;^' ^^^ 

and  the  angle  of  torsion  for  the  entire  length  of  the  wire  in  the  coil  will  be 
very  nearly  equal  to  that  for  a  straight  rod  of  the  same  dimensions,  subjected 
to  a  torque  Mt  (Art.  157),  and  will  be  represented  by  the  equation 

.      Mil      2U 


GU       dG 


(7) 


The  total  vertical  displacement  of  the  free  end  of  the  spring,  or  the  exten- 
sion ,of  the  coil,  will  be  equal  to 

«  =  |t,      (8) 

evidently  being  the  same  as  the  displacement  of  the  end  of  an  arm  of  length 

^ ,  attached  to  the  end  of  a  straight  rod  of  the  same  length  and  diameter  and 

subjected  to  the  same  uniform  twisting  moment  as  the  wire  in  the  coil. 
Combining  (8)  and  (7),  substituting  the  value  of  Ip  and  reducing,  we  obtain 

.  _  %pm  _  f.Dl 

*"  TdH}  "   dG" ^^^ 

where  I  =  nirD  (very  nearly). 

It  is  evident  from  (9)  and  (6)  that  both  the  extension  of  the  coil  and  maxi- 
mimi  stress  intensity  are  directly  proportional  to  the  axial  load. 

Hence  the  resilience  of  the  coil  will  be  represented  by  the  expression 

P          4P»OT  __  MtH 
^  -  2  *  -  -Vd^G-  -  TMTp ^^^^ 

or,  by  substituting  the  value  of  P  obtained  from  (6)  and  the  value  of  6  from  (9), 

f.TTd^f.Dl  _f.hr fPl        U   xr  nn 

^""IGD    dG   "    16G       4G^' ^    ^ 

where  V  =  the  volume  of  the  wire  in  the  coil.  The  above  formula  is  the  same 
as  equation  (2)  (Art.  163).  Evidently  the  value  of  6  (equation  9)  could  have 
been  obtained  by  solving  the  following  equation  between  the  work  done  by 
the  load  during  the  displacement  of  the  end  of  the  coil  and  the  resilience  of 
the  wire  in  the  coil,  as  given  in  the  above-mentioned  article; 

P         f^ 

f*=fe'^ (12) 

Open  Coiled  Spring.  —  In  this  case,  the  value  of  9  is  so  large  that  the  bend- 
ing moment  Mb  will  have  an  appreciable  effect  on  stress  and  the  distortion  in 
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the  coil.  The  stress  and  the  distortion  due  the  forces  N  and  S  will  be  com- 
paratively small  and,  as  in  the  previous  case,  it  is  customary  to  neglect  the 
effect  of  these  components. 

On  any  cross  section  of  the  wire  there  will  be  a  shearing  stress  due  to 
torsion,  the  maximum  intensity  of  which  is 

/  -  Mtr  _  SPD coee  .,„. 

•'•  -  77  -  "1^       ' ^^^^ 

PD 
where  M4  =  -^  cos  B  (equation  2),  and  a  stress  due  to  bending,  the  maximum 

intensity  of  which  is 

-      M^^  IGPDsing 


f 


(14) 


where  Mb  =  -^r  sin  0  (equation  3)  and  /  =  -7?  =  -^r 

Z  J  04 


The  moment  axis  Mb  (Fig.  227),  of  the  couple  producijig  the  bending  stress, 
coincides  with  the  line  of  intersection  of  the  cross  section  and  the  vertical 
plane  through  its  center.  Hence,  the  points  of  maximum  stress  intensity  are 
at  the  ends  of  the  horizontal  diameter,  and  the  stress  is  tension  at  the  inside 
and  compression  at  the  outside  of  the  coil. 

Substituting  in  equation  (9)  (Art.  164)  and  reducing,  we  obtain  for  the 
greatest  principal  stress  intensity, 

=  ^^ [sin^  +  Vsin' ^  +  cos« ^]  =  ^^  (sind  +  1),    ...     (16) 

which  reduces  to  the  form  of  equation  (6)  when  ^  =  0. 
Similarly,  from  (10)  (Art.  164)  we  obtain 

n,  =  ^(sin(?-l) (16) 

The  greatest  shearing  stress  intensity  will  be  equal  to 

«o= — ^- = -^^  (Alt,  Zl), (17) 

which  is  the  same  as  the  intensity  on  the  cross  section  normal  to  the  axis  of 
the  wire  in  the  closely  coiled  spring. 

The  bending  moment  Mb  will  produce  a  change  in  the  curvature  of  the 
wire  in  the  coil  and,  if  we  assume  that  the  relation  between  the  change  in 
curvature  and  the  bending  moment  is  the  same  as  for  a  straight  bar  of  the 
same  cross  section,  we  shall  have 

-r^jrm  ^^"^-^"^ (^«) 

where  n  =  the -initial  radius  of  curvature  and  r  =  the  radius  of  curvature  after 
bending.  This  equation  is  nearly  correct  when  n  is  several  times  as  large 
as  the  radius  of  the  wire. 
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If  we  let  dii  represent  the  change,  due  to  the  bending,  in  the  slope  of  the 
tangent  at  one  end,  relatively  to  that  at  the  other,  for  a  very  short  length  of 
the  wire  dl  =»  nda  (Fig.  228),  we  shall  have 


I  da  .1 
—  =  ^7  and  - 
fi      ctt  r 


da  +  dii 
dl 


and  hence  equation  (18)  will  take  the  same  form  as  that  for  the  straight  beam, 
namely, 

1  _  1^  _  dii      Mb 

r     n'  dl"  Er 


(19) 


where  Mb  is  called  positive  when  the  bending  tends  to  increase  the  curvature. 
A  positive  bending  moment,  therefore,  will  decrease  the  diameter  of  the 
coil  and  increase  the  number  of  turns  which,  when  the  coil  is  right-handed  as 
shown  in  Fig.  (227),  will  result  in  a  right-handed  rotation  of  the  free  end 
about  its  axis,  as  seen  from  the  fixed  end  of  the  coil.  The  reverse  will  evi- 
dently be  true  when  the  bending  moment  is  negative.  Owing  to  the  slope  of 
the  helix,  the  bending  couple  will  also  produce  a  change  in  the  length  of  the 
coil. 


Fig.  228. 


Fig.  229. 


The  twisting  couple  Mt  will  produce  a  twist  in  the  wire,  which  will  result 
in  a  rotation  of  the  free  end  of  the  coil  about  the  axis,  in  addition  to  an 
elongation  of  the  coil.    M  di  —  the  angle  of  torsion  in  the  length  of  wire  cU, 


dl 


GL 


(Art.  157) (20) 


The  total  rotation  and  the  total  axial  displacement  at  the  free  end  of  the 
coil,  due  to  the  bending  and  twisting  couples  combined,  can  be  determined  in 
the  following  manner.  For  the  sake  of  clearness  the  axes  OX,  OY  and  OXi, 
0Y\  (Fig.  227)  are  reproduced  in  Fig.  (229).  The  rotations  di  and  di\  about 
the  axes  0X\  and  0Y\  can  be  resolved  into  components  about  the  axes  OX 
and  OY  and  by  adding  these  components  the  resultant  rotations  about  OX 
and  OF  in  a  length  dl  of  the  wire  can  be  found. 

Let  (i^  =  the  resultant  rotation  in  the  length  dl  about  the  axis  oi  OY  and 


MlanBcoed 

SPDlan2en       2\      SPDl^n2e 
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du  =  the  resultant  rotation  in  this  length  about  the  axis  OX.    Taking  the 
positive  directions  as  indicated  (Fig.  229), 

d^  =  miedi  —  coaSdii (21) 

and 

dbi  B  cos  9  di  +  sin  9  dii (22) 

Substituting  the  values  of  di  and  dii  from  (19)  and  (20), 

a^^^^^.M^a (23) 

and 

j^^M^dl  +  Mt^^ (24) 

Since  these  component  rotations  are  imiform  for  the  entire  length  of  the 
spring,  the  rotation  of  the  free  end  about  the  axis  of  the  coil,  if  we  substitute 
the  values  of  Mt  and  Mb  from  (2)  and  (3)  and  reduce,  will  be  equal  to 

{fiTp'El) 

(\  _  2\      8 PD^ sin 2g  .^. 

\G      e)'"      6ir(W      '     •    •       •     i^) 

if  we  substitute  E  =^  iG  (Art.  7). 

Hence,  for  the  above  relation  between  E  and  G,  the  rotation  at  the  free 
end  of  the  spring  is  right-handed  as  seen  from  the  fixed  end  and,  for  any  given 
load  P  and  length  of  wire  2,  the  rotation  is  a  maximum  when  $  ^  45^  and 
approaches  zero  as  $  approaches  zero. 

In  a  similar  manner,  the  component  rotation  co  for  the  entire  coil  becomes 

,  /Ml  cos  g      Af68ing\  ,    . 

"•=^v"-G7r+"-g7^;' (^) 

and  hence,  for  the  axial  displacement  of  the  free  end,  we  obtain 

,      D         Dl/Mtcose  ,  MbBme\     SPD^l /coe^e,  ,  2sin«^\ 

*  -  2 "  =  T  V'-oTT  "^ ^^^r~/' ~^^5^v""^  "^  ""^^y 

SPOT/,       1   .  ,  \  ,_, 

when  E  =  iG.    The  value  of  i  in  the  preceding  formulas  will  evidently  be 
equal  to 

I  ^nwDaece (28) 

It  becomes  evident  from  (27)  that  when  E  ^  iGthe  extension  of  the  spring 
for  any  given  length  of  wire  /  and  load  P  decreases  as  0  increases  and  that  the 
extension  approaches  the  value  given  by  equation  (9)  as  d  approaches  zero. 

Equation  (27)  might  have  been  obtained  by  equating  the  work  done  by 
the  load  P  during  the  displacement  to  the  resilience  due  to  the  torsion  pro- 
duced by  the  couple  Mt  (equation  10),  plus  the  resilience  due  to  bending 
under  the  uniform  bending  moment  Mb  (Art.  109,  equation  8)  and  solving 
for  6;  the  strain  energy  equation  being 

p  a       M^l    ,   MbH  ,^. 

^2      2G7;"^2^ ^^^ 
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It  will  be  observed  that  as  a  spring  elongates,  whether  it  is  open  or  close 
coiled,  the  angle  of  inclination  d  changes  and  that  in  order  to  obtain  correct 
results  from  the  foregoing  equations  the  final  rather  than  the  initial  value  of 
$  should  be  used.  For  a  spring  of  ordinary  dimensions,  however,  the  change 
in  9  is  so  small  that  sufficiently  accurate  results  are  obtained  by  using  its 
initial  value.  For  a  very  flexible  spring  the  accuracy  of  the  results  can  be 
increased  by  making  trial  solutions  with  estimated  final  values  of  0  until  the 
calculat-ed  values  agree  closely  enough  with  the  estimated  values. 

As  previously  stated,  the  foregoing  equations  apply  equally  well  to  a  spring 
subjected  to  an  axial  load  in  compression,  the  axial  twist  and  the  change  in 
length  being  opposite  in  direction  simply  to  the  twist  and  extension  of  the 
tension  spring. 

While  it  is  customary  to  neglect  the  effect  of  the  normal  and  shearing  com- 
ponents N  and  S  (equations  4  and  5)  on  the  stress  and  deformatioivin  a  spring, 
an  estimate  of  the  stress  intensity  and  the  total  elongation  due  to  shear  in  the 
wire  in  the  coil  can  easily  be  made  on  the  basis  of  the  assumption  that  the 
stress  on  any  cross  section,  due  to  iV  or  <S,  is  uniformly  distributed.  On  this 
basis  the  stress  intensity  due  to  the  component  iS  on  a  cross  section  of  a  close 
coiled  spring,  having  the  dimension  D  =  5d  and  subjected  to  an  axial  load  P, 
would  be  about  10  per  cent  of  the  value  of  /,  due  to  the  twist  in  the  wire. 
The  effect  on  the  deformation  is  much  less;  the  elongation  in  a  coil,  having 
D  =  5  d,  due  to  a  distortion  in  shear  figured  on  the  above  assumption,  being 
about  2  per  cent  of  the  elongation  due  to  the  twist  in  the  wire.  The  stress 
intensity  and  the  elongation  of  the  coil  due  to  the  component  S  become 

relatively  less  as  the  ratio  -z  increases. 

168.  Helical  Spring  Subjected  to  an  Axial  Twist.  —  If  a  heli- 
cal spring  is  held  at  one  end  and  subjects  to  a  twisting  couple 

only,  in  a  plane  perpendicular 
to  the  axis  of  the  coil  at  the 
other,  the  wire  in  the  coil  will 
be  subjected  to  uniform  bend- 
ing, which  will  result  in  a  change 
in  the  diameter  and  also  in  the 
length  of  the  coil. 

We  will  follow,  the  notation 
of  Art.  (167)  in  representing  the 
dimensions  of  the  spring  and 
will  let  M  =  the  moment  of  the 
couple  and  OY  and  OX  (Fig. 
230)  represent  the  pair  of  co- 
ordinate axes  through  the  center  of  gravity  of  any  cross  section  of 
the  wire,  such  as  0  (Fig.  227),  which  are  respectively  parallel  to  the 
axis  of  the  coil  and  tangent  to  the  cylinder  on  which  the  helix 
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lies;  also  let  OXi  and  OYi  represent  the  axes  in  the  plane  XOY 
which  are  respectively  tangent  and  normal  to  the  helix  at  0. 
The  resultant  of  the  stress  on  the  cross  section  of  the  wire  at  0 
must  evidently  be  equal  to  the  couple  M  and,  if  the  bending  is 
positive,  causing  an  increase  in  the  curvature  of  the  wire,  the 
moment  axis  of  the  couple  will  be  represented  by  the  vector 
OM  (Fig.  230). 
The  couple  M  can  be  resolved  injo  a  couple 

Mb  =  McobS,      (1) 

causing  bending  in  the  wire  about  OFi  as  an  axis,  and  a  couple 

M*  =  Msin^,       (2) 

causing  a  twist  in  the  wire  about  its  axis. 

Close  Coiled  Spring.  —  If  the  coil  is  closely  wound,  Mt  will  be  so  small  as 
to  be  negligible  and  Mb  =  M,  very  nearly. 

The  greatest  stress  intensity  in  the  wire  due  to  the  bending  will  be  equal  to 

Afr_32M 

•^ "  ~r  "  1^ ^^^ 

Mb 
If  we  assume,  as  in  Art.  (167),  that  the  change  in  curvature  is  equal  to  — 

and  let  <p  =  the  angular  displacement  of  the  free  end  of  the  coil,  we  shall 

have 

d^  _  M       64M 

dl^  EI^  xd'E  ' ^^^ 

and  hence,  since  the  curvature  is  uniform  throughout  the  length  of  the  coil, 

^      Ml  _  64Afl  ,-, 

"^^Tl'V^E ^^^ 

This  result  might  have  been  obtained  by  equating  the  work  done  by  the' 
twisting  couple  to  the  resilience  due  uniform  bending  in  a  wire,  of  length  I 
(Art.  1(19), 

T*-2m' (^^ 

and  solving  for  the  value  of  ^. 

The  value  of  I  in  the  above  equations  will  be  equal  to  Z  =  nirD  (very  nearly). 

Open  Coiled  Spring,  —  In  this  case,  the  twist  of  the  wire  about  its  axis 
must  be  taken  into  account  aind  the  greatest  principal  stress  intensity  can  be 
found  by  substituting  the  values  of  Mb  and  Mt  in  equation  (11)  (Art.  164) 
giving 

ni  =  ^  [Mb  +  VAf6«  +  Af  i«J  =  j^  [Af  cos  d  +  V(Mcosd)«  +  (Msine)«l 

=  ~^(cos<?  +  l), (7) 

which  approaches  the  value  given  by  (3),  for  the  close  coiled  spring,  as  9 
approaches  zero. 
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Following  the  notation  of  Art.  (167)  the  rotation  about  the  axis  OY  (Fig. 
230),  in  a  length  cU,  will  be  equal  to 

(i^  =  8in^di  +  coB^dti      (8) 

and,  similarly  the  rotation  about  OX  will  be  equal  to 

da '^  coe0  di  "WOiOdii (9) 

Substituting  the  values  of  dii  and  di  from  equations  (19)  and  (20)  (Art. 
167)  and  reducing,  under  the  condition  that  the  component  rotations  are 
constant  throughout  the  length  of  the  coil,  we  obtain 

^  _  j/Mtone  ,  Mbco&0\      --,/sin««  ,  co6*0\ 

*  "  ^  [~Grr  ^  ~^r)  =  ^^  \-gt;  +  -et) 

32Ml/m\H   .  2co8«g\      16 M/,^,     .  ,,, 

wheaG  =  iE. 

Similarly, 

j/MtcoeB      Affrsin^X  ,^^. 

""^{rm; ei-) <"> 

and  hence  the  total  change  in  the  length  of  coil  will  be  equal  to 

^^D     ^Dl  /Mtcoad  _  Mb  sin  0\  _  8MD/sin2g/l  __  2\ 
2^^       2\    GIp  EI    )'  wd*        \G      e) 

_  AMDl^2e 

Td'E       ' (^^^ 

when  G  -  i  E,    The  value  of  Z  in  this  case  wiU  be  equal  to 

I  ^nxDaecB (13) 

It  is  evident  that  when  the  twist  is  in  the  opposite  direction  to  that  as- 
sumed (Fig.  230),  the  magnitude  of  the  angle,  of  twist  and  the  axial  displace- 
ment at  the  free  end  can  be  determined  directly  from  the  foregoing  equations, 
since  the  signs  for  both  of  the  component  couples  and  both  of  the  component 
rotations  will  be  reversed. 

169.  Helical  Spring  Subjected  to  a  Combined  Axial  Load  and 
Twist  —  If  a  helical  spring  is  subjected  to  an  axial  load,  com- 
bined with  a  twisting  couple  in  a  plane  perpendicular  to  the 
axis  of  the  coil,  the  stress  intensity  and  the  component  displace- 
ments can  be  found  by  resolving  both  the  couple  due  to  the 
axial  load  and  the  twisting  couple  into  components  Mt  and  Af  fc, 
as  shown  in  Articles  (167)  and  (168),  and  combining  to  obtain  a 
resultant  couple  SM<  producing  a  twist  in  the  wire  about  its  axis, 
and  a  resultant  bending  couple  SMft. 

The  maximum  stress  intensity  and  the  angle  of  twist  and  the 
axial  displacement,  at  the  free  end  of  the  coil,  can  then  be  found 
by  substituting  the  values  of  SAf «  and  SAf^  for  Mt  and  Mh  in 
the  general  formulas  (15),  (25)  and  (27),  (Art.  167),  for  the  open 
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coiled  spring,  taking  proper  account  of  signs.  If  the  spring  is 
close  coiled  the  solution  can  be  simplified  by  putting  ^  =  0  in 
the  above-mentioned  equations. 

170.  Spring  of  Hollow  Circular  Section.  —  If  the  helical 
spring,  in  any  of  the  preceding  cases  (Arts.  167-169),  were  made 
of  a  hollow  circular  tube,  the  maximum  stress  intensity,  the 
angle  of  twist  and  the  axial  displacement  at  the  free  end  could 
evidently  be  found  by  substituting  the  values  of  Ip  and  7,  for  the 
hollow  section,  in  the  general  equations  and  reducing,  in  the  same 
manner  as  for  the  solid  circular  section. 

171.  Spring  of  Non-Circular  Section.  —  If  a  helical  spring  in 
any  of  the  cases  given  (Arts.  167-169)  is  made  up  of  wire  having 
a  square,  rectangular  or  elliptical  section,  the  twisting  and  bend- 
ing couples  acting  at  any  cross  section  of  the  coil  can  be  found  in 
the  same  manner  as  in  the  case  of  a  spring  of  circular  section. 

The  maximum  stress  intensity  can  be  estimated  by  calculating 
the  greatest  normal  stress  intensity  by  the  theory  of  simple 
bending  (Art.  66)  and  the  greatest  shearing  stress  intensity  from 
one  of  the  equations  in  Art.  (162)  and  substituting  these  values 
in  equation  (9)  (Art.  164);  determining  the  maximum  principal 
stress  intensity  in  the  same  manner  as  in  the  case  of  the  non- 
circular  bar  subjected  to  torsion  and  bending  (Art.  166). 

The  angle  of  twist  and  the  axial  displacement  at  the  free  end 
of  the  coil,  due  to  any  combination  of  axial  loads  and  twisting 
couples,  can  be  estimated  by  substituting  in  the  general  equations 
for  a  spring  of  circular  section,  subjected  to  the  same  combina- 
tion of  loads  (Arts.  167-169),  the  value  of  C  (Art.  162),  for  7^; 
and  by  substituting  for  7  the  value  of  the  moment  of  inertia  of 
the  cross  section  about  the  principal  axis  which  is  parallel  to 
the  axis  of  the  coil. 

172.  Time  of  Oscillation  of  a  Spring.  —  If  a  weight  W  is 
attached  to  the  free  end  of  a  heUcal  spring  and  the  spring  is  set 
in  vibration  under  this  load  by  extending  the  coil  in  the  direction 
of  the  axis  and  then  releasing  it,  the  spring  will  oscillate  for  a 
time  before  coming  to  rest. 

Since  the  extension  of  the  coil  is  proportional  to  the  force 
applied,  the  motion  of  the  weight  W  will  be  harmonic  and  the 
time  of  a  complete  oscillation  can  be  determined  in  the  following 
manner. 

We  will  restrict  the  analysis  to  the  close  coiled  spring  and  let 
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Pi  =  the  unbalanced  force  exerted  by  the  spring  on  the  weight 
when  it  is  displaced  a  distance  5i  from  its  mean  position. 
The  time  of  a  complete  oscillation  will  then  be  equal  to 

y^   (Art.  159,  Vol.  I),     .    .     (1) 

where 

m      w ' 

p 

The  value  of  the  ratio  — ^  for  a  spring  of  any  given  dimen- 

Ol 

sions  can  easily  be  determined  from  equation  (9)  (Art.  167). 

When  the  axis  of  the  coil  is  vertical  and  the  weight  W  is  sua* 
pended  from  the  free  end,  equation  (1)  can  be  simplified  as 
follows: 

Let  5  =  the  vertical  displacement  of  the  free  end  under  a 

static  load  W,  which  will  evidently  be  the  mean  displacement  of 

the  weight  W  when  the  spring  is  vibrating. 

Then 

W  +  Pi  ^W^Pi 

and  hence 


..^ C) 


Substituting  this  value  in  (1), 


7'  =  2tV^ (3). 

In  the  above  analysis,  the  weight  of  the  spring  has  been  neg- 
lected, it  being  assumed  to  be  small  compared  with  the  weight  W, 

Similarly,  if  the  close  coiled  helical  spring,  with  a  weight  W 
attached  to  the  free  end,  is  set  to  oscillating  al>out  its  axis  in 
torsion,  the  angular  displacement  of  the  free  end  will  be  propor- 
tional to  the  twisting  couple  and,  by  analogy,  the  time  of  a  com- 
plete oscillation  will  be  equal  to 


-  2'  \/^ 


(4) 


Ml 
where  a  =  -j—g,  Mi  =  the  torque  exerted  by  the  spring  when  0i  = 

Iw 

the  angular  displacement  of  the  weight  and  /»  =  the  moment 
of  inertia  of  the  weight  about  the  axis  of  the  coil,  which  in  this 
case  must  be  a  principal  axis  of  the  weight. 
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Hence .  

(5) 


='^\/m' 


gMi 

where  the  ratio  ~  can  be  readily  obtained  from  equation   (5) 

91 

(Art.  168).    As  before,  the  weight  of  the  spring  is  assumed  to 
be  negUgible  compared  to  the  weight  W. 

173.  Problems  —  Shafting  and  Springs. 

Problem  1. 

Find  the  twisting  moment,  or  torque,  which  will  produce  a  maximum 
shearing  stress  of  9000  lbs.  per  sq.  in.  in  a  solid  shaft  4"  diameter.  What  is 
the  angle  of  torsion  in  a  length  of  10  ft.,  i(  G  =  12,000,000  lbs.  per  sq.  in.? 

Solution.  —  Transposing  equation  (7)  (Art.  156)  and  substituting  the 
numerical  values,  we  obtain 

^  ^fJp^  9000x8  ^  113  iQQ  ijj  1^  ^  g426  ft.  lbs. 
r  2 

Substituting  in  equation  (1)  (Art.  157),  we  obtain 

.  _Mx  _    113,100  X  120X2   _  ^  ^.     a   -  o  kqo 

*  "  GT/p  -  12,000,000  X  T  X  16  "  ""^^  ^^'  "  ^'^  ' 

or  by  substituting  in  (2)  (Art.  157), 

*  "  Gr       12,000,000  X  2      ""^  "^^  "  ^'^  ' 

Problem  2. 

A  pulley  is  keyed  to  a  solid  shaft  4"  diameter.  If  the  moment  of  inertia 
of  the  pulley  and  shaft  about  the  axis  of  the  shaft  is  30,000  lbs.  (ft.)',  find 
what  twisting  moment  applied  to  the  shaft  is  necessary  to  impart  to  the  pulley 
a  speed  of  300  revolutions  per  minute  in  10  seconds.  Find  the  greatest 
intensity  of  the  shearing  stress  in  the  shaft  due  to  this  twisting  moment. 

Problem  3. 

P^ind  the  diameter  of  a  solid  shaft  required  to  fulfil  the  conditions  that  the 
maximum  shearing  stress  due  to  torsion  —  8000  lbs.  per  sq.  in.  and  the  angle 
of  torsion  in  a  length  of  10  ft.  is  2.5^.    Assume  6^  =  12,000,000  lbB.per  sq.  in. 

Problem  4. 

In  a  test  made  on  a  piece  of  solid  Tobin  Bronze  shafting  1|"  diameter  the 
increase  in  the  angle  of  tonion  in  a  length  of  25",  between  a  torque  of  1920 
in.  lbs.  and  a  torque  of  4450  in.  lbs.,  was  4.17°.    Find  the  modulus  of  rigidity. 

Problem  6. 

Solve  Problem  4  for  a  shaft  1}"  diameter  and  an  angle  of  torsion,  between 
a  torque  of  2250  in.  lbs.  and  a  torque  of  13,500  in.  lbs.,  of  2.212*'. 
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Problem  6,  ** 

The  following  data  were  obtained  from  a  torsion  test  of  a  piece  of  hot 
rolled  steel  shafting: 

Length  of  specimen  between  jaws  of  testing  machine.  48  ins. 

Diameter  of  cross  section 1 .  63  ins. 

Length  in  which  the  angle  of  torsion  was  measured . .  30  ins. 

Twisting  moment  at  elastic  limit 20,400  in.  lbs. 

Maximmn  twisting  moment  before  fracture 67,320  in.  lbs. 

Angle  of  torsion,  between  twisting  moments  of  1800 

in.  lbs.  and  19,800  in.  lbs 3.95*" 

Number  of  twists  of  specimen,  between  the  jaws-  of 

testing  machine,  at  fracture 13 . 3 

Find: 

(a)  The  elastic  limit  in  torsion, 

(b)  The  modulus  of  rupture  in  torsion, 

(c)  The  modulus  of  rigidity, 

(d)  The  number  of  turns  per  foot  of  length  at  fracture. 

Problem  7. 

Find  the  greatest  allowable  torque  that  may  be  applied  to  a  hollow  shaft 
16"  outside  diameter  and  10"  inside  diameter,  provided  the  greatest  intensity 
of  shearing  stress  is  8000  lbs.  per  sq.  in.  Find  the  angle  of  torsion  in  a  length 
of  10  ft.,  assuming  G  =  12,000,000  lbs.  per  sq.  in. 

Problem  8. 

Determine  the  percentage  increase  in  the  torque  and  also  in  the  weight 
per  imit  length  of  a  soUd  shaft  having  the  same  outside  diameter  as  that 
of  the  hollow  shaft  in  Problem  (7).  Compare  the  torsional  rigidity  of  the 
solid  shaft  with  that  of  the  hollow  shaft. 

Problem  9. 

Determine  the  allowable  torque  for  a  solid  shaft  of  the  same  material  and 
having  the  same  weight  per  unit  length  as  the  hollow  shaft  in  Problem  (7). 
Compare  the  torsional  rigidities  of  the  two  shafts. 

Problem  10. 

Determine  the  resilience  in  torsion  of  the  hollow  shaft  in  Problem  (7) 
when  the  greatest  shearing  stress  intensity  is  8000  lbs.  per  sq.  in.  Compare 
this  result  with  the  resilience  of  the  solid  shaft,  having  the  same  outside 
diameter,  under  the  same  maximum  stress  intensity. 

Problem  11. 

Find  the  horse-power  that  a  solid  shaft  3"  diameter  will  transmit,  at  a 
speed  of  150  revolutions  per  minute,  provided  the  greatest  allowable  shearing 
stress  intensity  is  9000  lbs.  per  sq.  in.  Find  the  angle  of  torsion  in  a  length 
of  20  feet.    G  =  12,000,000  lbs.  per  sq.  m. 
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Problem  12. 

Find  the  horse-power  that  a  hollow  shaft  12"  outside  diameter  and  8" 
inside  diameter  will  transmit  at  a  speed  of  100  revolutions  per  minute,  pro- 
vided the  maximum  allowable  shearing  stress  intensity  is  8000  lbs.  per  sq.  in. 
Find  the  angle  of  torsion  in  a  length  of  50  ft.  G  =  12,000,000  lbs.  per  sq.  in. 

Problem  13. 

Assuming  the  maximum  allowable  intensity  of  shearing  stress  is  8000 
lbs.  per  sq.  in.,  deduce  the  value  of  X  in  the  formula 


=  K\/^, 


where  d  =  the  diameter  of  the  solid  shaft  required  to  transmit  a  given  horse- 
power. By  use  of  the  above  formula  determine  the  diameter  of  a  shaft 
required  to  transmit  60  horse-power  at  300  revolutions  per  minute. 

Problem  14. 

A  length  of  shaft,  3"  diameter,  supported  in  hangers  6  ft.  from  center  to 
center  (Fig.  231),  transmits  40  horse-power  from  the  belt  on  pulley  No.  1  to 
that  on  pulley  No.  2,  at  a  speed  of  300  revolutions  per  minute.  The  tight 
and  loose  sides  of  the  belt  on  each  pulley  are  parallel  and  the  belt  on  No.  1 
is  horizontal  and  that  on  No.  2  runs  at  45°  with  the  horizontal,  as  indicated. 

Pulley  No.  1  is  42^'  diameter  and  weighs  100  lbs.  and  pulley  No.  2  is  48" 
diameter  and  weighs  150  lbs. 


r^ 


^^^. 


CO 


'is 


T 


^Ifl^'l^ 


■ie^ 


Fig.  231. 


Determine  the  greatest  stress  intensity  in  the  shaft,  neglecting  the  weight 
of  the  shaft,  the  effect  of  centrifugal  force  in  the  belt  (Art.  191,  Vol.  I)  and 
assuming  that  the  sum  of  the  tensions  on  the  tight  and  loose  sides  is  2.5  times 
the  effective  pull,  or  Ti  +  Tt  =  2.5  (Ti  —  Tt).  Determine  the  greatest  value 
of  the  product  Eeiy  of  the  strain  and  modulus  of  elasticity. 

Solution.  —  The  torque 

Mi  =  ^  ^y  300^  =  700  ft.  lbs.  =  8400  in.  lbs. 
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Problem  6.  ** 

The  following  data  were  obtained  from  a  torsion  test  of  a  piece  of  hot 
rolled  steel  shafting: 

Length  of  specimen  between  jaws  of  testing  machine.  48  ins. 

Diameter  of  cross  section 1 .  63  ins. 

Length  in  which  the  angle  of  torsion  was  measured . .  30  ins. 

Twisting  moment  at  elastic  limit 20,400  in.  lbs. 

Maximmn  twisting  moment  before  fracture 67,320  in.  lbs. 

Angle  of  torsion,  between  twisting  moments  of  1800 

in.  lbs.  and  19,800  in.  lbs 3.95** 

Number  of  twists  of  specimen,  between  the  jaws-  of 

testing  machine,  at  fracture 13.3 

Find: 

(a)  The  elastic  limit  in  torsion, 

(b)  The  modulus  of  rupture  in  torsion, 

(c)  The  modulus  of  rigidity, 

(d)  The  number  of  turns  per  foot  of  length  at  fracture. 

Problem  7. 

Find  the  greatest  allowable  torque  that  may  be  applied  to  a  hollow  shaft 
16"  outside  diameter  and  10"  inside  diameter,  provided  the  greatest  intensity 
of  shearing  stress  is  8000  lbs.  per  sq.  in.  Find  the  angle  of  torsion  in  a  length 
of  10  ft.,  assuming  G  =  12,000,000  lbs.  per  sq.  in. 

Problem  8. 

Determine  the  percentage  increase  in  the  torque  and  also  in  the  weight 
per  unit  length  of  a  solid  shaft  having  the  same  outside  diameter  as  that 
of  the  hollow  shaft  in  Problem  (7).  Compare  the  torsional  rigidity  of  the 
solid  shaft  with  that  of  the  hollow  shaft. 

Problem  9. 

Determine  the  allowable  torque  for  a  soUd  shaft  of  the  same  material  and 
having  the  same  weight  per  unit  length  as  the  hollow  shaft  in  Problem  (7). 
Compare  the  torsional  rigidities  of  the  two  shafts. 

Problem  10. 

Determine  the  resilience  in  torsion  of  the  hollow  shaft  in  Problem  (7) 
when  the  greatest  shearing  stress  intensity  is  8000  lbs.  per  sq.  in.  Compare 
this  result  with  the  resilience  of  the  solid  shaft,  having  the  same  outside 
diameter,  under  the  same  maximum  stress  intensity. 

• 

Problem  11. 

Find  the  horse-power  that  a  solid  shaft  3"  diameter  will  transmit,  at  a 
speed  of  150  revolutions  per  minute,  provided  the  greatest  allowable  shearing 
stress  intensity  is  9000  lbs.  per  sq.  in.  Find  the  angle  of  torsion  in  a  length 
of  20  feet.    G  =  12,000,000  lbs.  per  sq.  in. 
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Problem  12. 

Find  the  horse-power  that  a  hollow  shaft  12"  outside  diameter  and  8 
inside  diameter  will  transmit  at  a  speed  of  100  revolutions  per  minute,  pro- 
vided the  maximum  allowable  shearing  stress  intensity  is  8000  lbs.  per  sq.  in. 
Find  the  angle  of  torsion  in  a  length  of  50  ft.  Ci  =  12,000,000  lbs.  per  sq.  in. 


Problem  13. 

Assuming  the  maximum  allowable  intensity  of  shearing  stress  is  8000 
lbs.  per  sq.  in.,  deduce  the  value  of  X  in  the  formula 


=  xv^, 


where  d  =  the  diameter  of  the  solid  shaft  required  to  transmit  a  given  horse- 
power. By  use  of  the  above  formula  determine  the  diameter  of  a  shaft 
required  to  transmit  60  horse-power  at  300  revolutions  per  minute. 

Problem  14. 

A  length  of  shaft,  3"  diameter,  supported  in  hangers  6  ft.  from  center  to 
center  (Fig.  231),  transmits  40  horse-power  from  the  belt  on  pulley  No.  1  to 
that  on  pulley  No.  2,  at  a  speed  of  300  revolutions  per  minute.  The  tight 
and  loose  sides  of  the  belt  on  each  pulley  are  parallel  and  the  belt  on  No.  1 
is  horizontal  and  that  on  No.  2  runs  at  45°  with  the  horizontal,  as  indicated. 

Pulley  No.  1  is  42"  diameter  and  weighs  100  lbs.  and  pulley  No.  2  is  48" 
diameter  and  weighs  150  lbs. 


■^m^^ 
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Fig.  231. 


Determine  the  greatest  stress  intensity  in  the  shaft,  neglecting  the  weight 
of  the  shaft,  the  effect  of  centrifugal  force  in  the  belt  (Art.  191,  Vol.  I)  and 
assuming  that  the  smn  of  the  tensions  on  the  tight  and  loose  sides  is  2.5  times 
the  effective  pull,  or  Ti  +  Tt  ^  2.5  (Ti  —  Tt).  Determine  the  greatest  value 
of  the  product  Eei,  of  the  strain  and  modulus  of  elasticity. 

Solution.  —  The  torque 


M£   = 


40  X  33,000 
2x300 


=  700  ft.  lbs.  =  8400  in.  lbs. 
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Hence 


8400 

21 
8400 

24 


=  400  lbs.  and  Ti  +  r,  =  2.5  X400  =  1000  lbs., 
=  350  lbs.  and  Ti'  +  r,'  =  2.5  X  350  =  875  lbs. 


Resolving  the  forces  acting  on  the  shaft  into  H  and  V  components  and 
calculating  the  reactions  at  the  end  bearings,  we  obtain  the  S3rstem  of  vertical 
components,  shown  in  Fig.  (232  a),  and  the  system  of  horizontal  components, 
shown  in  Fig.  (232  &).  The  bending  moments  at  the  pulleys,  due  to  the 
vertical  forces  will  be 

Afi  =  12  X  211.6  =  2638  in.  lbs., 

Af,  =  12  X  657.6  =  7890  in.  lbs.; 

and  the  bending  moments  due  to  the  horizontal  forces  will  be 

Afi'  -  12  X  730  =  8760  in.  lbs., 
M,'  =  12  X  349  =  4188  in.  lbs., 

the  bending  moment  diagrams  being  indicated  in  the  sketches. 


M,-7890  iQ.lbf. 

Vertical  Componenti 


in.lbs. 


Mjs7860iii.U)i. 
ITotixontal  Componenti 


M^4190  in.lbs. 


(6) 


Fig.  232. 


The  resultant  bending  moment  at  pulley  No.  1  will  be  equal  to 

V(Jlf  i)«  +  (Ml')*  =  9120  in.  lbs., 

and  the  resultant  bending  moment  at  pulley  No.  2  will  be  equal  to 

V(Mt)*  4-  (M,')*  =  8930  in.  lbs. 

Hence  the  greatest  bending  moment  in  the  shaft  is  at  pulley  No.  2  and 

Mb  =  9120  in.  lbs. 

Substituting  in  equation  (12)  (Art.  164)  we  obtain,  for  the  greatest  normal 
stress  intensity, 

m  =  i|-  [9120  -f  >/(9120)«  4-  (8400)«J 

X  o 

«  ~  (9120  +  12,400)  =  4060  lbs.  per  sq.  in.; 
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and,  by  substituting  in  equation  (19)  (Art.  164),  we  obtain,  for  the  greatest 
value  of  Eeif 

Eei  =  -^,  (3  X  9120  -f  6  X  12,400)  =  4210  lbs.  per  sq.  in. 

The  angle  between  the  normal  to  the  principal  plane  and  the  normal  to  the 
cross  section  can  be  found  by  substituting  in  equation  (8)  (Art.  164),  which 
wOl  giye 

*~^2«  =  |fg=0.921, 

2a  »  42.6''    and    a  »  21.3^ 

Problem  16. 

Determine  the  diameter  of  the  shaft  required  in  Problem  (14)  to  satisfy 
the  condition  that  the  greatest  principal  stress  intensity  shall  not  exceed 
7000  lbs.  per  sq.  in.  Determine  the  diameter  required  to  satisfy  the  condi- 
tion that  the  maximum  value  of  Eei  shall  not  exceed  7000  lbs.  per  sq.  in. 

Problem  16. 

A  length  of  shafting,  4"  diameter,  supported  at  the  ends  by  hangers  8  ft. 
apart  from  center  to  center,  transmits  60  h.p.  from  a  pulley  5  ft.  diameter, 
weighing  150  lbs.,  placed  with  its  center  2  ft.  from  the  center  of  one  hanger,  to 
a  pulley  4  ft.  diameter,  weighing  100  lbs.,  placed  with  its  center  2  ft.  from  the 
center  of  the  other  hanger.  The  belt  on  the  first  pulley  is  horizontal  and  on 
the  other  vertical.  If  the  speed  of  the  shaft  is  360  revolutions  per  minute  and 
it  is  assumed  that  sum  of  the  tensions  of  the  tight  and  loose  sides  of  the  belt 
on  each  pulley  is  equal  to  2.5  times  the  difference  of  the  tensions,  find  the 
greatest  principal  stress  intensity  in  the  shaft,  neglecting  the  weight  of  the 
shaft.  Find  the  angles  which  the  principal  planes  of  stress  at  the  point  of 
maximum  stress  intensity  make  with  the  axis  of  the  shaft. 

Problem  17. 

Find  the  product  Eci  of  the  modulus  of  elasticity  and  the  greatest  prin- 
cipal strain  in  the  shaft  in  Problem  (16),  assuming  m  »  4. 

Problem  18. 

A  solid  shaft, '^6"  diameter,  is  subjected  to  a  maximum  bending  moment  of 
200,000  in.  lbs.  If  the  shaft  turns  at  a  speed  of  100  revolutions  per  minute 
what  horse-power  can  be  transmitted,  provided  the  greatest  intensity  of  stress 
in  the  material  does  not  exceed  8000  lbs.  per  sq.  in. 

Problem  19. 

A  solid  propeller  shaft,  6''  diameter,  transmits  400  horse-power  at  a  speed 
of  100  revolutions  per  minute.  If  the  thrust  of  the  screw  is  6000  lbs.,  find 
the  maximum  intensity  of  compressive  stress  in  the  shaft  when  the  bending 
stresses  are  negligible. 

Problem  20. 

Solve  Problem  (19)  when  there  is  a  bending  moment  of  20,000  in.  lbs.  in 
addition  to  the  thrust  and  the  twisting  moment. 
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Problem  21. 

The  horizontal  bar  AB^  4"  diameter,  is  fixed  at  the  end  A  and  is  subjected 
to  a  vertical  load  supported  on  the  end  of  the  horizontal  arm  BCt  which  is 
perpendicular  to  the  axis  of  the  bar  (Fig.  233) .  Find  the  magnitude  of  P,  on  the 
assumption  that  the  greatest  principal  stress  intensity  ni  =  8000  lbs.  per  sq.  in. 

Problem  22. 

Find  the  magnitude  of  the  load 
P  in  Problem  (21)  on  the  assump- 
tion that  the  product  Eei  =  8000 
lbs.  per  sq.  in. 

Problem  23. 

If  the  bar  in  Fig.  (233)  is  hollow 
and  d  =  the  outside  diameter  and 
di  =s  the  inside  diameter,  determine 
the  diameter  of  the  bar  required  to 
support  a  load  of  3000  lbs.  at  C 
under  the  conditions  of  Problem  (21),  assuming  di 

Problem  24. 

If  the  force  P,  acting  on  the  bar  in  Problem  (21),  were  replaced  by  a  force 
of  2000  lbs.,  acting  in  the  vertical  plane  through  C,  which  is  parallel  to  the 
axis  of  the  bar,  and  making  an  angle  of  30°  with  the  horizontal  plane  through 
AB  and  BCj  determine  the  greatest  stress  intensity  in  the  bar. 

Problem  26. 

Calculate  the  moment  of  resistance  in  torsion  of  a  straight  bar  of  elliptical 
cross  section  4"  X  2",  assuming  /.  =  8000  lbs.  per  sq.  in.  Determine  the 
angle  of  torsion  in  a  length  of  50"  under  a  torque  equal  to  the  above  moment 
of  resistance,  assuming  G  =  12,000,000  lbs.  per  sq.  in. 

Problem  26. 

Solve  Problem  (25)  for  a  bar  having  a  rectangular  cross  section  4"  X  2", 

Problem  27. 

Solve  Problem  (25)  for  a  bar  having  a  cross  section  2"  square. 

Problem  28. 

Solve  Problem  (21),  replacing  the  round  bar  with  a  bar  4"  square. 

Problem  29. 

A  close  coiled  helical  spring,  having  the  dimensions  D  —  2",  d  «  }", 
n  =  12  (Art.  167),  is  subjected  to  an  axial  load  P  in  tension.  Find  the  allow- 
able load  on  the  spring  and  the  elongation  of  the  coil,  assuming  /«  =  .30,000 
lbs.  per  sq.  in.,  G  =  12,000,000  lbs.  per  sq.  in. 

NoU,  —  Solve  by  using  equations  (6)  and  (9)  (Art.  167). 
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Problem  30. 

An  open  coiled  spring,  having  the  dimensions  D  =  2",  d  =  J",  d  =  30®, 
the  number  of  turns  being  the  same  as  for  the  spring  in  Problem  (29),  is  sub- 
jected to  an  axial  load  P  in  tension.  Find  the  allowable  load  on  the  spring 
and  the  elongation  of  the  coil,  assuming  ni  »  30,000  lbs.  per  sq.  in.,  G  « 
12,000,000  lbs.  per  sq.  in. 

Find  the  angle  of  twist  at  the  free  end  of  the  coil. 

Note.  —  Solve  by  use  of  equations  (15),  (28),  (27)  and  (25)  (Art.  167)  and 
compare  results  with  those  obtained  in  Problem  (29). 

Problem  31. 

Find  the  suitable  dimensions  for  a  helical  spring  of  round  wire  to  support 
an  axial  load  of  2000  lbs.  in  compression,  with  an  axial  displacement  of  2", 
assuming /t  =  50,000  lbs.  per  sq.  in.,  G  =  12,000,000  lbs.  per  sq.  in. 

Note.  —  Use  the  formulas  for  the  close  coiled  spring  and  determine  first 

the  value  of  the  ratio  -ij .     Having  this  ratio,  decide  on  the  values  of  d  and 

D  which  will  give  a  spring  of  correct  proportions.  Then  determine  the  length 
of  wire,  niunber  of  coils  and  initial  height  of  spring  necessary  to  give  the 
required  displacement. 

Problem  32. 

A  close  coiled  helical  spring,  having  the  dimensions  D  =»  3",  d  «=  §" 
n  =  10,  is  fixed  at  one  end  and  subjected  to  a  twisting  couple  of  400  in.  lbs. 
at  the  other,  in  a  plane  perpendicular  to  the  axis  of  the  coil.  Determine  the 
greatest  stress  intensity  and  the  angle  of  twist  at  the  free  end  of  the  coil. 

Note.  —  Use  equations  (3)  and  (5)  (Art.  168). 

Problem  33. 

•  An  open  coiled  helical  spring,  having  the  dimensions  D  =  3,  d  —  J", 
6  =  30**,  and  the  same  length  of  wire  in  the  coil  as  the  spring  in  Problem  (32), 
is  fixed  at  one  end  and  subjected  to  a  torque  of  400  in.  lbs.  about  the  axis  of 
the  coil  at  the  other.  Determine  the  greatest  stress  intensity,  the  angle  of 
twist  and  the  axial  displacement  at  the  free  end. 

Note.  —  Use  equations  (7),  (13),  (12)  and  (10),  (Art.  168)  and  compare 
results  with  those  obtained  in  Problem  (32). 

Problem  34. 

Solve  Problem  (29),  substituting  a  wire  i"  square  for  the  round  wire. 
(See  Art.  171.) 

Problem  36. 

Solve  Problem  (32)  substituting  a  wire  §"  square  for  the  round  wire.  (See 
Art.  171.) 

Problem  36. 

Solve  Problem  (31)  substituting  a  square  wire  for  the  round  wire. 
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Fig.  233. 


Problem  21. 

The  horizontal  bar  AB^  4"  diameter,  is  fixed  at  the  end  A  and  is  subjected 
to  a  vertical  load  supported  on  the  end  of  the  horizontal  arm  BC,  which  is 
perpendicular  to  the  axis  of  the  bar  (Fig.  233) .  Find  the  magnitude  of  P,  on  the 
assumption  that  the  greatest  principal  stress  intensity  ni  «  8000  lbs.  per  sq.  in. 

Problem  22. 

Find  the  magnitude  of  the  load 
P  in  Problem  (21)  on  the  assump- 
tion that  the  product  Eei  =  8000 
lbs.  per  sq.  in. 

Problem  23. 

If  the  bar  in  Fig.  (233)  is  hollow 
and  d  —  the  outside  diameter  and 
di  =  the  inside  diameter,  determine 
the  diameter  of  the  bar  required  to 
support  a  load  of  3000  lbs.  at  C 
under  the  conditions  of  Problem  (21),  assuming  di  =  Id. 

Problem  24. 

If  the  force  P,  acting  on  the  bar  in  Problem  (21),  were  replaced  by  a  force 
of  2000  lbs.,  acting  in  the  vertical  plane  through  C,  which  is  parallel  to  the 
axis  of  the  bar,  and  making  an  angle  of  30°  with  the  horizontal  plane  through 
AB  and  BC,  determine  the  greatest  stress  intensity  in  the  bar. 

Problem  26. 

Calculate  the  moment  of  resistance  in  torsion  of  a  straight  bar  of  elliptical 
cross  section  4"  X  2",  assuming  /,  =  8000  lbs.  per  sq.  in.  Determine  the 
angle  of  torsion  in  a  length  of  50"  under  a  torque  equal  to  the  above  moment 
of  resistance,  assmning  G  =  12,000,000  lbs.  per  sq.  in. 

Problem  26. 

Solve  Problem  (25)  for  a  bar  having  a  rectangular  cross  section  4"  X  2". 

Problem  27. 

Solve  Problem  (25)  for  a  bar  having  a  cross  section  2"  square. 

Problem  28. 

Solve  Problem  (21),  replacing  the  round  bar  with  a  bar  4"  square. 

Problem  29. 

A  close  coiled  helical  spring,  having  the  dimensions  D  =  2",  d  «  }", 
n  =  12  (Art.  167),  is  subjected  to  an  axial  load  P  in  tension.  Find  the  allow- 
able load  on  the  spring  and  the  elongation  of  the  coil,  assuming  /«  «» .30,000 
lbs.  per  sq.  in.,  O  =  12,000,000  lbs.  per  sq.  in. 

Note.  —  Solve  by  using  equations  (6)  and  (9)  (Art.  167). 
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Problem  30. 

An  open  coiled  spring,  having  the  dimensions  D  =  2",  d  =  J",  d  =  30°, 
the  number  of  turns  being  the  same  as  for  the  spring  in  Problem  (29),  is  sub- 
jected to  an  axial  load  P  in  tension.  Find  the  allowable  load  on  the  spring 
and  the  elongation  of  the  coil,  assuming  ni  =  30,000  lbs.  per  sq.  in.,  G  = 
12,000,000  lbs.  per  sq.  in. 

Find  the  angle  of  twist  at  the  free  end  of  the  coil. 

NoU.  —  Solve  by  use  of  equations  (15),  (28),  (27)  and  (25)  (Art.  167)  and 
compare  results  with  those  obtained  in  Problem  (29). 

Problem  31. 

Find  the  suitable  dimensions  for  a  helical  spring  of  round  wire  to  support 
an  axial  load  of  2000  lbs.  in  compression,  with  an  axial  displacement  of  2", 
assuming /t  =  50,000  lbs.  per  sq.  in.,  G  =  12,000,000  lbs.  per  sq.  in. 

Note.  —  Use  the  formulas  for  the  close  coiled  spring  and  determine  first 

the  value  of  the  ratio  -ij .     Having  this  ratio,  decide  on  the  values  of  d  and 

D  which  will  give  a  spring  of  correct  proportions.  Then  determine  the  length 
of  wire,  number  of  coils  and  initial  height  of  spring  necessary  to  give  the 
required  displacement. 

Problem  32. 

A  close  coiled  helical  spring,  having  the  dimensions  D  =  3",  d  =  J" 
n  =:  10,  is  fixed  at  one  end  and  subjected  to  a  twisting  couple  of  400  in.  lbs. 
at  the  other,  in  a  plane  perpendicular  to  the  axis  of  the  coil.  Determine  the 
greatest  stress  intensity  and  the  angle  of  twist  at  the  free  end  of  the  coil. 

Nole.  —  Use  equations  (3)  and  (5)  (Art.  168). 

Problem  33. 

•  An  open  coiled  helical  spring,  having  the  dimensions  D  =  3,  d  =  J", 
0  =:  30",  and  the  same  length  of  wire  in  the  coil  as  the  spring  in  Problem  (32), 
is  fixed  at  one  end  and  subjected  to  a  torque  of  400  in.  lbs.  about  the  axis  of 
the  coil  at  the  other.  Determine  the  greatest  stress  intensity,  the  angle  of 
twist  and  the  axial  displacement  at  the  free  end. 

Note.  —  Use  equations  (7),  (13),  (12)  and  (10),  (Art.  168)  and  compare 
results  with  those  obtained  in  Problem  (32). 

Problem  34. 

Solve  Problem  (29),  substituting  a  wire  i"  square  for  the  round  wire. 
(See  Art.  171.) 

Problem  36. 

Solve  Problem  (32)  substituting  a  wire  J"  square  for  the  round  wire.  (See 
Art.  171.) 

Problem  36. 

Solve  Problem  (31)  substituting  a  square  wire  for  the  round  wire. 
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Hence 

^-^'=sfe-f) ■  <»> 

The  values  of  Qi  and  Qs  can  be  conveniently  determined  by 
writing 

«'=/dT;'"-/('-?rT-> -"-«••  (i® 

where    B'^-nf-^ (16) 

=  0 - nA  +  riB  =  -  niA  - B) (17) 

Substituting  the  values  of  Qi  and  Qt  in  (14) 

M        I    y         A-B\ 
^     ri{B-A)\ri  +  y         A    } 

=  rx(fi-A)(j-;TTi^) ^^^^ 

If  we  let  j/o  =  the  distance  from  the  center  of  gravity  to  the 
neutral  axis  of  the  stress,  we  shall  obtain,  by  substituting  yo  for 
y  and  putting  (18)  equal  to  zero, 

B        n 

A      ri  +  yo  ' 
and  hence 

Vo  =  -g  -  ri  =  — ^ —  fi (19) 

Since  B  will  be  greater  than  Ay  yo  will  be  negative;  which  indi- 
cates that  the  neutral  axis  lies  on  the  same  side  of  the  center 
gravity  as  the  center  of  curvature,  or  inside  of  the  central  layer 
of  the  beam. 

An  inspection  of  (18)  will  show  that  the  greatest  stress  inten- 
sity will  occur  either  in  the  inside  or  the  outside  layer  of  the  bar 
and  that  the  distribution  of  the  stress  over  any  cross  section  will 
depend  on  the  value  of  B  for  the  section. 

If  the  curvature  of  the  bar  is  constant,  that  is,  if  the  central 
axis  is  a  circle,  the  value  of  B  will  be  constant  and  the  maximum 
stress  intensity  and  the  distribution  of  the  stress  on  every  cross 
section  will  be  the  same;  but,  if  the  curvature  varies,  B  will  vary 
and  hence  the  maximum  stress  intensity  will  vary  from  section  to 
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section,  although  both  the  bending  moment  and  cross  section  are 
uniform  throughout  the  bar. 

It  should  be  observed  that,  as  n  increases,  equation  (14)  ap- 
proaches the  form  of  the  equation  for  the  normal  stress  intensity 
in  the  straight  beam, 


/= 


-^y . 


(20) 


and  it  will  be  found  that,  in  cases  where  the  radius  of  curvature 
is  large  compared  with  the  dimensions  of  the  cross  section,  suffi- 
ciently accurate  results  can  be  obtained  by  using  (20 )  for  calcu- 
lating the  stress  intensity  in  place  of  the  more  complex  formulas 
(14)  or  (18). 

176.  Curved  Bar  Subjected  to  Ordinary  Bending.  —  When  a 
curved  bar  is  subjected  to  ordinary  bending  by  any  balanced 


Fig.  235. 


system  of  forces,  acting  in  the  plane  of  curvature  as  indicated 
in  Fig.  (235),  the  forces  acting  on  the  part  of  the  bar  on  either 
side  of  a  cross  section  AB  can  be  resolved  into  a  set  of  normal 
components,  acting  along  the  axis  OX,  through  0  the  center  of 
gravity  of  the  section,  a  set  of  shearing  components,  acting  along 
OYf  and  a  system  of  couples.  By  combining  these  components 
the  system  can  be  reduced  to  a  single  normal  force 

P  =  2X, (1) 

acting  through  0,  a  shearing  force 

S  =  SF, (2) 

acting  along  AB,  and  couple 

M  =  SFa, (8) 
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where  F  represents  any  force  acting  on  the  beam  and  a  represents 
the  distance  from  0  to  its  Une  of  action.  The  normal  component 
P  will  produce  a  uniform  stress  over  the  cross  section,  the  in- 
tensity of  which  will  be  equal  to 

•^-j' (*) 

and  the  couple  M  will  produce  a  varying  stress,  the  intensity  of. 
which  at  any  point  in  the  cross  section  will  be  represented  by 
the  equation 

Hence  the  resultant  intensity  of  the  normal  stress  at  any  point 
in  the  cross  section  will  be  equal  to 

/=/!+/« (6) 

The  neutral  axis  of  the  stress  due  to  the  bending  couple  will 
be  located  at  a  distance 

yo  =  ^^r^  (Art.  175) (7) 

from  the  center  of  gravity,  and  the  distance  between  the  center 
of  gravity  and  the  neutral  axes  of  the  combined  stress  can  be 
found  by  placing  (6)  equal  to  zero  and  solving  for  y. 

As  in  the  case  of  the  bar  subjected  to  uniform  bending  (Art. 
175),  when  the  radius  of  curvature  n  is  large  compared  with  the 
dimensions  of  the  cross  section,  suflSciently  accurate  results  can 
be  obtained  by  the  use  of  the  equations  for  the  straight  bar  (Art. 
126)  in  place  of  the  more  complex  equations. 

No  special  formula  for  the  intensity  s  of  the  shearing  stress 
on  a  cross  section,  or  longitudinal  layer,  will  be  deduced,  the 
ordinary  formula 

«  =  |^    (Art.  88)     (8) 

being  sufficiently  accurate  when  the  radius  of  curvature  is  large; 
and,  when  the  radius  of  curvature  is  small  compared  with  the 
dimensions  of  the  cross  section,  an  accurate  determination  of  the 
shearing  stress  intensity  is  of  little  value.  If  desired  it  may  be 
approximately  estimated  by  the  use  of  equation  (8). 

It  should  be  observed  that  in  a  bar  of  large  curvature  (he  proportion 
between  the  length  and  the  dimensions  of  the  cross  section  is  liable 
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to  be  suck  that,  unleas  the  distribution  of  the  stress  over  the  ends  of 
the  bar  is  similar  to  thai  called  for  by  the  theory,  the  adual  distribu- 
tion of  the  stress  on  any  cross  section  will  deviale  from  the  theoretical 
(Art.  53).  Hemx  for  such  cases  Vie  foregoing  formidas  must  be  re- 
garded  as  empirical  and  the  values  of  the  working  stress  intensities  for 
use  in  the  formulas  in  any  particuldr  case  must  be  determine  from 
the  results  of  experimerds  made  on  bars  of  the  same  material  and  of 
similar  dimensions  loaded  under  similar  conditions. 

177.  Graphical  Representatioa  of  Normal  Stress.  —  Id  order 
to  determine  the  normal  atreaa  intcDBity  /  at  any  point  in  a  given 
cross  section,  it  is  necessary  to  have  the  values  of  B  and  A  for 
the  section.  The  deduction  of  the  equations  for  B  and  plots 
showing  the  variation  in  /  for  a  few  typical  cross  sections  follow. 


FiQ.  236. 


Fig.  237. 


Reetajioidar  Section. — Let  b  and  h  lepraent  the  dimenmons  of  the  section 
(Fig.  236)  aud  let  XiXi  represent  the  am  through  the  center  of  curvature  Oi 
of  the  bar.  Let  n  •=  the  distance  from  X,Xi  to  the  center  of  gravity  O  of 
the  crosB  section  and  take  for  dA  a  strip,  of  width  dj/,  at  a  distance  y  from  O. 
Then 


f  dA  ,  /•» 


dy 


r,b\oK, 


(r,  +  .)]"_^ 


A-'bh. 


(2) 

The  distance  y^,  from  the  center  of  gravity  to  the  neutral  axis  of  the  atreaa 
due  to  bending,  can  then  be  found  from  equation  (19)  (Art.  175)  and  the 
stress  intensity  /  at  any  point,  due  to  any  bending  couple  M,  can  be  found 
from  equation  (18)  (Art.  175).    The  variation  in  the  stress  intensity  across 
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i 


the  section  is  indicated  by  the  curve  a'6',  the  intensity  Bb'  at  the  inside  of  the 
section,  nearest  the  center  of  curvature,  being  much  greater  than  the  intensity 
Aa'  at  the  outside. 

The  form  of  the  curve  a^b'  and  the  distance  yo  will  change  as  ri  changes, 
the  neutral  axis  approaching  the  center  of  gravity  and  the  stress  intensity 
cwrve  a'b'  approaching  the  straight  line  a"b"  as  n  increases. 

Circular  Section.  —  Let  r  -  the  radius  of  the  circle  (Fig.  237)  and  2  &  «  the 
length  of  a  strip  at  a  distance  y  from  the  center  of  gravity.  Then,  if  we  follow 
the  previous  notation, 

J  ri-\-y 
But  6  B  r cos^,    y  =  rsinS,    dy  —  rdB cos 6    and,  therefore, 

J    »ri+r8m^  J _9    n+rsm^ 

~2  2 

./_»  L     r        .     r«      r«  (n  +  r  sm.d)J 

2 

ti  •      -•  «  »"i  tan « +  r  I 

.eoee  +  _,  ___X -^==tan--j^==-J_, 

=  2irrx(ri- Vri«-r«) (3) 

and    il   -TT^ (4) 

The  distance  yo  and  the  stress  intensity  /  at  any  point  can  be  determined 
by  equations  (19)  and  (18),  (Art.  175)  as  before,  the  variation  in  stress  in- 
tensity being  indicated  by  the  plot  (Fig.  237). 

Any  Crass  Section. — The  value  of  B  for  any  cross  section  can  be  determined 
withsufficient  accuracy  by  dividing  the  area  into  narrow  strips,  of  width  Ay  and 
area  AA,  parallel  to  the  principal  axis  through  the  center  of  gravity,  calculating 

am 

the  value  of  — -j^  AA  for  each  strip  and  adding  together,  y  being  the  distance 

from  the  center  of  gravity  to  the  center  of  the  strip  in  each  case.  The  result 
obtained  by  this  process  is  represented  by  the  expression 

B  =  2-4- Ail (6) 

ri  -\-  y 

Having  B  and  A  the  values  of  yo  and  the  stress  intensity  /  can  be  calcu- 
lated in  the  same  manner  as  for  the  other  sections.  The  variation  of  the 
stress  intensity,  obtained  in  the  above  manner,  is  indicated  for  the  sections 
shown  in  Figs.  (238)  and  (239).  So  long  as  the  width  of  the  strips  used  in 
TWAlring  the  calculation  is  less  than  ^  the  total  depth  of  the  section,  the  ao- 
curacy  of  the  results  will  be  sufficient  for  ordinary  purposes. 
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Variation  in  Maximum  Stress  Intensity  with  Raditts  of  Curvattare. — It  will  be 
observed  that,  when  y  =  —  ci,  the  distance  from  the  center  of  gravity  to  the 
side  of  the  cross  section  nearest  the  center  of  curvature,  the  formula  for  the 
maximum  normal  stress  intensity  due  to  bending  may  be  written  in  the  form 


where  the  quantity 


/  =  ^-^,9 


(6) 


5""'U(B-A)U     ri-ci)J ^ 


/. 


corresponds  to  the  reciprocal  of  the  section  modulus  iS'  »  -  in  the  formula 


for  the  straight  beam. 
Y         .;]» 


f-M± 


(8) 


Fia.  238. 


Fia.  239. 


A  comparison  of  the  results  given  by  equations  (6)  and  (8)  for  a  beam  of 
any  given  curvature  can  be  made  by  calculating  the  values  of  the  coefficients 

Off  an**  o/  • 

The  plot  (Fig.  240)  represents  the  variation  in  the  value  of  -^  with  the 

radius  of  curvature  in  the  case  of  a  ciured  bar  of  circular  cross  section  of  unit 

radius,  the  ordinates  representing  values  of  -otj  and  the  abscissas,  values  of 

fi  B  the  radius  of  ciurature  of  the  central  axis.    For  the  sake  of  comparison, 

the  value  of  o?  is  shown  by  the  straight  line.    It  will  be  seen,  for  example,  that 

when  ri  B  2  the  value  of  /  given  by  (8)  is  about  38  per  cent  smaller  than  the 
value  given  by  (6)  and  that  when  n  =  5  the  error  is  about  15  per  cent,  the 
value  given  by  (6)  gradually  approaching  the  value  given  by  (8)  as  n  increases. 
Similarly,  when  y  »  ci,  the  distance  from  the  center  of  gravity  to  the  side 
of  the  cross  section  farthest  from  the  center  of  curvature,  the  formula  for  the 
normal  stress  intensity  may  be  written 

^-^[MB^(!-rTT^)]  =  *'i <*^> 
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The  variation  of  Wi  with  the  value  of  ri  for  the  circuhu'  ctobb  section  of 
unit  radius  is  also  indicated  in  the  plot  (Fig.  240),  the  value  of  /  given  by 
(8)  when  ri  =  2  being  in  this  case  about  42  per  cent  larger  than  Uie  value 
given  by  (9)  and  about  15)  per  cent  larger  when  ri  =  5. 

Similar  results  would  be  obtained  for  bars  with  other  cross  sections. 
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178.  Flexure  of  Curved  Bars.  —  Id  the  derivation  of  the 
formulas  for  the  stress  inteosity  in  the  curved  bar  subjected  to 
bending  it  has  been  shown  that  the  central  axis  undergoes  a 
change  both  in  curvature  and  length  and  hence  the  displacement, 
due  to  bending,  of  any  point  on  the  axis  will,  in  general,  be  the 
resultant  of  two  component  displacements  in  the  directions  of 
any  pair  of  coordinate  axes  which  may  be  chosen. 

Let  ODC  (Fig.  241)  represent  the  central  axis  of  a  curved  bar 
before  bending.  The  components  of  the  displacement  of  any 
point  0  relative  to  the  point  C  can  be  determined  in  the  follow- 
ing manner.  Let  (ii,  yi)  be  the  coordinates  of  C  with  respect  to 
any  pair  of  coordinate  axes  with  the  or^n  at  0.  Let  Sx  =  the 
displacement  of  0,  relative  to  C,  in  the  direction  OX,  Sy  =  its 
displacejpent  in  the  direction  OY  and  Sa  =  the  change  in  the 
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angle  between  the  tangents  at  0  and  C,  due  to  bending  the  bar. 
Let  J>  be  the  center  of  gravity  of  any  cross  section  of  the  bar, 
whose  coordinates  are  (x,  y),  a=^  the  angle  between  the  tangent 
at  D  and  OX,  M  =  the  bending  moment,  n  =  the  initial  radius 
of  curvature  and  r  =  the  final  radius  of  curvature  of  the  central 
axis  at  the  point  Z).  Following  the  notation  in  the  preceding 
articles  and  combining  equation  (12)  (Art.  175)  with  equation 
(19)  (Art.  167),  we  obtain  the  following  expression  for  the  change 
in  curvature  at  A, 

di      \      1  ^  MA 

da      r      ri     n  {EAQt  -  MQi) ' ^^^ 

where  di  =  the  change  in  da,  the  difference  of  the  slopes  of  the 
tangents  at  the  ends  of  the  length  ds  of  the  central  curve  at  D. 

We  will  let  OF  represent  the  resultant  displacement  and  OE 

and  EF,  the  component  displacements  in  the  directions  OX  and 

X>Y,  of  the  point  0,  due  to  the  change  in  curvature  in  the  length 

ds  only,  while  the  curvature  of  the  remainder  of  the  central  axis 

is  considered  as  remaining  unchanged.       • 

Then,  if  we  let  OD  =  the  length  of  the  chord  from  0  to  the 
point  (x,  y)  we  shall  have,  neglecting  signs, 

OE  =  d  (8x)  =  OF .  cosEOF  =  OD  *  di  •  cos  EOF 

=  OD'CosODK'di^ydi', :     (2) 

and 

EF  =  d  {Sy)  =  OF .  sin  EOF  =  OD  •  di  •  sinEOF 

=  OD*smODK'di  =  xdi (3) 

Substituting  the  value  of  di  from  (1)  in  equations  (2)  and  (3) 
and  integrating,  we  obtain 

^  =  -f-di  =  -£_-J\^  ^^^^1  ^Q^^xds.     .     (5) 

t 

For  the  change  da,  in  the  angle  (ao  —  ai)  between  the  tangents 
at  0  and  C,  we  have 

da  =  fd{8a)  =  fdi  =  r^'^—rwii^^^-'TTr^ds,    .      (6) 

It  will  be  observed  that  when  the  central  axis  is  concave  toward 
OX  and  M  is  positive,  as  indicated  (Fig.  241),  8x  and  da  are  posi- 
tive and  8y  is  negative. 
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When  the  bending  moment  is  negative,  or  when  the  curvature 
of  the  central  axis  relative  to  OX  is  reversed,  the  signs  of  the  dis- 
placements can  be  easily  determined.  When  the  curvature  is 
comparatively  small,  that  is,  the  radius  of  curvature  of  the  cen- 


Fia.  241. 


tral  axis  is  several  times  the  dimensions  of  the  cross  section  of 
the  bar, 

Qi  =  0  (nearly)  and  Qj  =  -  (nearly)  (Art.  175) 


and  equations  (1),  (4),  (5)  and  (6)  reduce  to 

di  ^  1  _  1^  ^  M 
*     ds      r      n     EI'     '   ' 

EI 


yds, 


Jr»x=: 
z-O 

Jf»x»; 
,.0   El 


xds, 


(7) 


(8) 

(9) 

(10) 


The  above  equations  evidently  reduce  to  the  equations  for  the 
straight  beam  (Arts.  9&-96)  when  —  =  0  and  the  axis  OX  is  taken 
to  coincide  with  the  central  axis  of  the  beam. 
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In  the  deduction  of  the  foregoing  equations  the  effect  of  the 
component  displacements  due  to  the  change  in  length  of  the  axis 
of  the  bar  has  been  neglected,  as  these  are  small  compared  with 
the  displacements  due  to  the  bending  and  in  many  cases  will 
have  no  appreciable  effect  on  the  results. 

The  expressions  for  the  component  displacements  Sx'  and  6y% 
due  to  the  change  in  length  of  the  axis,  may  be  determined  as 
follows:  Let  P  =  the  resultant  normal  force  acting  on  the  sec- 
tion at  D  (Fig.  241)  which  is  assumed  to  be  positive,  if  tension, 
and  negative,  if  compression.  The  strain  in  the  central  axis  will 
then  be  the  resultant  of  the  strain  due  to  the  normal  force  P 
and  that  due  to  the  bending  moment  M  (equation  11,  Art.  175)  or, 

^      AE      EAQt     AE'^EAn ^^^^ 

If  the  expansion,  or  contraction,  due  to  temperature  change 
is  to  be  allowed  for,  we  should  add  to  the  value  of  eo  given  by 
(11)  the  quantity  eT,  where  6  =  the  coefficient  of  linear  expan- 
sion of  the  material  in  the  bar  and  T  =  the  temperature  change, 
in  which  case 

^=:&+^.+*^ •  •  •  <i2) 

the  value  of  T  being  plus  when  the  temperature  increases. 

The  change  in  the  length  ds,  due  to  the  strain  eo,  will  he  eods 
and  the  component  displacements  at  0  in  the  directions  OX 
and  OYf  due  to  the  change  in  the  length  ds  alone,  will  be  re- 
spectively equal  to 

dx 
—e^  cos  ads  =  .—  Co-j-ds  =  —  endx. 

as 

and 

—  eosinad»=  —eo-^ds^  —  eody, 

the  negative  signs  indicating  that  for  the  bar  shown  the  displace- 
ments along  OX  and  OY  are  negative  when  e©  is  positive. 

Hence  the  total  displacements  in  the  directions  OX  and  OY 
due  to  the  total  change  in  length  of  the  portion  OC  of  the  central 
axis  will  be  respectively  equal  to 

fix'  =  -   f'^^eodx, (13) 

t/x-O 

iy'=-  r"\dy; (14) 
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and  henc0  the  resultant  displacements,  due  the  combined  bend- 
ing, axial  thrust  and  temperature  changes,  will  be  equal  to 

Jf»x-ixi  MA 

,-0   n  (BAQi  -  ilf  Qi) 


and 


/»X«Xi  ^^^^ 

8ai  =  da  -{-  da   =  I         — /n  a^ tfttt^^ 

»/x=0 


The  change  in  (a©  ~  ai),  due  to  the  strain  cq  in  the  length  ds  alone, 

will  be  -^— ^  and  the  total  increment  in  (oq  —  ai),  due  to  the  total 

change  in  length  of  OC,  will  be 

3a'  =  r^^^ds (17) 

Jx«0     Ti 

Hence  the  total  change  in  (oo  —  ai),  due  to  combined  bending, 
thrust  and  .temperature  changes,  will  be 

MA 
n  {EAQ2  -  MQO 

+j[:rF.{a +•-+&> 

Jr^-1/       MA  ,    P    ,    „  ,     M  \j 

,-0   [eAQ,  -  MQ,  +  11+'^  +  EA^,r-    ■     ^18> 

In  ordinar>''  cases  the  above  equations  are  too  complex  to  be  of 
practical  value  and,  except  in  cases  in  which  the  curvature  is 
large  compared  with  the  (toss  section  of  the  bar,  the  following 
approximate  forms  are  sufficiently  accurate: 

^«^=-rr(-w+^^+*^>- (21) 

When  the  normal  thrust  P  and  the  temperature  change  T  are 

p 

small  compared  with  the  bending  moment  Af ,  the  terms  -f^  and 
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tT  in  equations  (19),  (20)  and  (21),  can  be  omitted  without 
causing  a  serious  error  and  the  equations  reduce  to  the  forms  in 
equations  (8),  (9)  and  (10).  When  the  bar  is  of  uniform  cross 
section  all  of  the  forgoing  equations  are  simplified  by  making 
E,  A  and  /,  or  Qi  and  Qi,  constant  and,  when  the  bending  is 
uniform,  the  equations  are  simplified  by  making  M  constant. 

179.  The  Hook.  —  An  approximate  method  of  determining 
the  stresses  in  a  hook,  or  an  open  link,  by  use  of  the  straight 
beam  formula  has  been  discussed  in  Art.  (133).  Owing  to  the 
curvature,  the  results  obtained  by  this  method  are  evidently 
incorrect  and  a  solution  by  the  method  of  Art.  (176)  will  give 
much  more  accurate  results. 


Fio.  242. 

Let  the  book  (Fig.  242)  be  subjected  to  a  pull  W  along  the  line  CD.  Let 
a  =  the  distance  from  the  line  of  action  of  W  to  the  center  of  gravity  O,. of 
the  cross  section  AB  which.ig  perpendicular  to  CD.  Let  r,  =  the  radius  of 
curvature  of  the  central  am  of  the  hook  at  0.  Then  from  Art.  (178)  we 
obtain  for  the  stress  intensity  at  any  point  in  AB, 


f  =  f^+f^-^, 


M 


(a      r, +J' 


(1) 


It  should  be  observed  that  in  this  case  P  =•  W,  M  =  -Wa  and  the  great- 
est stress  intensity  will  occur  at  the  point  A  tor  which  y  ■•  — Ci. 


426  APPLIED  MECHANICS 

180.  ITie  Circular  Ring.  —  If  a  circular  ring  of  uniform  cross 
BectioD  aud  material  is  subjected  to  a  pull  by  two  equal  and  oppo- 
site forcee,  acting  along  a  diam- 
eter, the  greatest  stress  intensity 
and  the  deformation  in  the  ring 
can  be  determined  in  the  follow- 
ing manner: 

Firtl  Solution.  —  Let  ri  =  the  ra- 
dius of  the  central  ans  of  the  ring 
(Fig.  243)  before  the  load  ie  appUed 
and  let  [T  ••  the  load,  acting  Eilong 
the  diameter  CC.  Let  Af,  -  the 
bending  momeot  at  the  cross  section 
at  C,  Ma  =  the  bending  moment  at 
the  cross  section  at  0  on  the  diam- 
eter OX,  perpendicular  to  CC,  M  ■■ 
the  bending  moment  at  any  cross 
section  D  and  a  —  the  angle  between  the  tangent  to  the  central  axiH  at  D 
and  OX. 

The  stress  on  the  cross  section  at  0  will  be  the  resultant  of  a  uniform 

normal  stress  ^>  ~  -q  ^^^  ^  varying  stress,  whose  resultant  is  the  couple  Af*. 

The  stress  on  the  cross  section  D  will  be  the  resultant  of  a  uniform  normal 
stress, 

P  =  P,Bina-^sino, 


Fia.  243. 


(1) 


a  shearing  stress, 


S-P,C08o  =  -2.c( 


and  a  varying  stress,  whose  resultant  is  the  couple 


M  =  Jtf ,  +  P,  (r,  - 


The  stress  on  the  cross  section  at  C  i 
of  a  shearing  stress, 


-W,  +  ^  (l-am«).  .   .  .     C3) 
)  the  left  of  TT,  will  be  the  resultant 


and  a  varying  stress,  whose  resultant  is  the  couple 


-M.  +  ^ 


(6) 


An  approximate  solution  for  the  value  of  M«  can  be  made  as  follows:  It 
will  be  observed  that  under  the  load  W  the  diameter  CC  will  increase  and  the 
diameter  00'  will  diminish  and  that  the  change  in  the  angle  between  Uis 
tangents  to  the  central  axis  at  the  points  0  and  C,  due  to  the  distortion,  will 
be  equal  to  wen. 
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Henoe,  by  substituting  the  above  value  of  Af  in  equation  (10)  (Art.  178), 
the  oodrdinates  of  the  point  C  being  (zi,  yi),  we  obtain 

«-  -  A xir  ["• + T-'  (1  -  •^«)]*  - « — •  w 

But  da  a  — fi  da  and  hence 

««=  -^  j]^[Afo+^\(l-8ina)]rid« 
2 


-  gj  TAftfTia  +  -y-  (a  +  cos  a)  j^ 


2 


"g7V""T-  +  ^^*2  +  ^"2;=^' ^) 

and  solving  for  Af o» 

«.-^(-i)-^-(j-i) <» 

Substituting  the  value  of  Afg  in  (3),  we  obtain 

M  =  ^(l-|irin«)=Trr,(i-iBina); (9) 

and  from  (5)  we  obtain 

Mc'^ (10) 

which  is  the  greatest  bending  moment  in  the  ring.  It  will  be  observed  that 
the  bending  moment  Af  e  is  positive  and  that  Af o  is  negative.  There  will  be  a 
point  N,  between  O  and  Cy  at  which  the  bending  is  equal  to  zero,  which  may 
be  located  by  putting  (9)  equal  to  zero  and  solving  for  a',  the  angle  between 
the  tangent  at  N  and  OX,  which  will  give, 

a'-sin-i? (11) 

The  greatest  normal  stress  intensity  on  any  cross  section  D  (Fig.  243)  will 
be  located  at  the  inside  of  the  section  and  will  be  represented  by  equation  (6) 
(Alt.  176)  or,  if  we  substitute  the  values  of  /i  and  ft  in  terms  of  the  normal 
stress  (equation  1)  and  the  bending  moment  (equation  9), 

where  Ci  =  the  distance  of  the  inside  of  the  cross  section  from  the  central 
axis  OC. 

At  the  cross  section  0  equation  (12)  reduces  to 


,.     W    .  ^(x      2)  /B         r,    \ 

^      2A'^    (B'-A)     \A      n-cj' 


(13) 


which  is  the  maximum  tensile  stress  intensity  in  the  ring;  and  at  the  cross 
section  C  equation  (12)  reduces  to 
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which  is  a  compressive  stress  and  is  the  maximum  intensity  of  stress  in  the 
ring. 

The  normal  stress  intensity  at  the  outside  of  the  ring  can  be  readily  ob- 
tained by  substituting  0%^  the  distance  from  the  center  of  gravity  to  the 
outside  of  the  cross  section,  for  — ci  in  equations  (12),  (13)  and  (14). 

The  change  in  the  length  of  the  diameters  00'  and  CC  can  be  approxi- 
mately determined  by  substituting  the  values  of  (2$  «  —  n  da^  y  »  n  cos  a, 
a;  ~  fi  (1  —  sin  a)  and  the  value  of  M  from  equation  (9)  in  equations  (8) 
and  (9)  (Art.  178)  and  obtaining  the  displacements  of  0,  relative  to  C,  in  the 
directions  OX  and  07,  as  follows: 


2 


% 


TTr,'  ri   .  1   •  .   n" 


2 


and 


-9=e-0 <■« 

hy  =  "ej  y^^\~~2^^I^^^^  -sin  a)  da 


r,»ra^/i  ,  i\  ,  a     1  .   .  no 


2 

EI  _         ^  , 

Since  6x  is  positive  the  diameter  00'  will  be  shortened  and  the  total  de» 
crease  will  be  equal  to 

and,  since  Sy  is  negative,  the  diameter  CC  will  be  lengthened  and  the  total 
increase  will  be  equal  to 

„cc.,.5^(|-i) (.8, 

Second  SdtUion.  —  In  the  preceding  solution,  by  use  of  the  approximate 
equations  (7-9)  (Art.  178),  the  stress  due  to  the  normal  force  P  and  the  effect 
of  the  curvature  on  the  distribution  of  the  stress  due  to  bending  have  been 
neglected.  A  more  accurate  solution  can  be  made  by  use  of  the  more  exact 
forms  of  the  equations  for  the  displacements  as  follows: 

By  substituting  the  values  Qi  ^  (A  —  B)  and  Qj  =  -  n  (ii  -  B)  (Artji 
175)  in  equation  (18)  (Art.  178),  we  obtain 

and,   assuming  no*  temperature  change  and  that  gj — "JTm  ~  EAr    ^^^^ 
nearly)  for  any  allowable  bending  moment,  equation  (19)  will  reduce  to 

. --/;r-t^(K;)+a'^-    ••  <»> 
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Substituting  the  values  of  M  and  P,  from  equations  (3)  and  (1),  in  equation 
(20)  and  observing  that  the  change  in  the  angle  between  the  tangents  at 
0  and  C,  due  to  the  distortion  of  the  ring  (Fig.  243),  is  zero,  we  have 

2 

Reducing  (21),  we  obtain 

j]^[B(?^«  +  TF)-ATFsin«]d«-0; (22) 

2 

and  integrating, 

-b(^+w)1-\-aw-0', 

and  solving  for  Mo,  we  have 
Substituting  the  value  of  Afo  in  (3),  we  have 

and,  by  substituting  in  (5),  we  obtain 

--       WriA  ,-^. 

Afc  =  -;^ (25) 

The  point  N^  at  which  the  bending  moment  is  zero,  may  be  located  by 
placing  (24)  equal  to  zero  and  solving  for  a',  the  angle  between  the  tangent 
at  N  and  OX,  which  will  give 

a'  =  sin-i^ (26) 

For  the  greatest  normal  stress  intensity  at  any  cross  section  D,  we  have 

,       IT.         .  ^(A-^'°°)/g         r.     \  .„. 

/-2^8ma,  + jjrr^j^ {j-TT^J    •       •    •     <27) 

and  for  the  cross  section  at  0  the  greatest  intensity  will  be 

f_W,   "\Bir      2}  IB         r,     \ 

and  for  the  cross  section  at  C, 

^  "  xB  {B  -  A)  \A  "  VT^r ^^ 

which  is  the  greatest  normal  stress  intensity  in  the  ring.  The  equations 
for  the  stress  intensity  at  the  outside  of  the  ring  at  the  cross  sections  D,  0 
and  C  can  be  obtained  by  substituting  ct  for  —  ci  in  equations  (27),  (28) 
and  (29). 
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lie  vanatioD  in  the  beading  moment  and  the  strees  intenaitiee  at  the  io- 
aide,  or  intradot,  and  at  the  outside,  or  exlradoi,  of  the  ring  ia  repieaented  by 
the  diagram  (Fig.  244). 

The  variation  in  jif  for  a  ring  of  urcular  cross  section,  of  radius  r  ^  1 
and  having  the  proportions  r,  =  3  r,  ia  shown  by  the  curve  on  the  left  of  the 
central  aiis  CC,  which  is  constructed  by  plotting  the  values  oi  M  at  the 
different  cross  sectiooa  radially  from  the  central  axtB  of  the  ring  aa  a  base 
live,  positive  values  of  M  being  meaaured  outward  and  negative  values  in- 
ward from  the  base  line. 


The  variatioa  in  the  stress  intensity  of  the  intradoe  of  the  ring  is  shown 
by  the  curve  in  the  upper  right-hand  quadrant,  tensile  stress  iutenaitiee  being 
plotted  radially  outward  and  compressive  stnss  intenaitiee  radially  inward 
from  the  central  axis  as  a  ba^c  line.  Similarly,  the  diagram  in  the  lower  right- 
hand  quadrant  repreaenta  the  variation  in  the  atresa  intensity  at  the  extradoa 
of  the  ring,  tenailc  atrcssca  being  measured  outward  and  compressive  stress 
inl-ensities  inward  from  the  central  axis.  • 

It  will  be  observed  that  the  greatest  tenulc  stress  intensity  is  located  at 
the  intrados,  at  the  sections  0  and  0',  and  that  the  greatest  compreesivB 
Btresa  intensity  is  located  at  the  intrados,  at  the  sections  C  and  C,  and  that 
the  latter  is  the  maximum  strees  mtensity  for  the  entire  ring. 

To  determine  the  change  in  the  diameters  00'  and  CC  we  have,  by  aubeti- 
tuting  the  values  of  Qi  and  Q,  in  (1)  (Art.  178), 


MA 


MA 


M 


r,  (AEQi  -  MQi)      {B  -  A)  ri  (EAr,  +  M)      (B  -  A)  Eti 


(veryneariy); 
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and,  aiwiiTning  that  there  is  no  change  in  temperat\u%,  equation  (15)  (Art.  178), 
for  the  displacement  of  0  relative  to  C  in  the  direction  OX,  will  reduce  to 

and  equation  (16)  (Art.  178),  for  the  displacement  of  0  relative  to  C  in  the 
direction  OY,  will  become 

3ubstituting  the  values  x  =  n  (1  — sin  a),  y  =»  n  cos  a,  (i«  =  — n  da,dx  = 

W  /  A       1  .      \ 

— fi  cos  ada,  dy  ^^  — n  sinada,  P  =  -x-sina  and  M  =  Wn  I  «« ^  sin  a  j 

in  the  above  equations  and  observing  that  when  x  =  0,  a  »  ^  and  when  x  =  xi, 
a  —  0,  we  obtain 


2 


+riS'^"+s(i-5^«)]'^«*' 


2 


^^^^-0-^^ ™ 


{B^A)E  \Bt 


and 


2 
2 

TFn       pA      IT  ■  l/B-AV]      Wn 
"  (B-A)EIBt     8"*"2V     B     /J     tB^ ^^ 

Since  8xi  is  positive,  the  diameter  00'  will  be  shortened  and  the  total 
decrease  will  be  equal  to 

and,  as  ^1  is  negative,  the  diameter  CC  will  be  lengthened  and  the  formula 
for  the  total  increase  may  be  written 

The  following  approximate  expressions  for  the  change  in  diameters,  as 
accurate  as  the  conditions  of  loading  in  ordinary  cases  will  warrant  the  use  of, 
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con  be  obtuned  by  cambining  the  approxinmte  T&luea  for  the  change  due  to 
bending  only,  fpven  by  (17)  and  <18},  with  the  change  due  to  the  nonnal  com- 
ponent P,  represented  by  the  last  tenn  in  (34)  or  (35)  '■ 


2Wti 


\t     a)     ,a 


wAE- 


(37) 


181.  Chain  Links. - 


Tile  simplest  form  of  a  chain  linl£  ia 
made  up  of  semicircular  ends 
and  straight  sides  as  indicated  in 
Fig.  (245),  the  pull  being  applied 
along  the  central  axis  CC.  If 
the  theories  for  detfirmining  the 
stresses  in  curved  bars  and  in 
straight  bars  were  r^dly  adhered 
to,  there  would  be  a  sharp  change 
in  the  distribution  of  the  stress 
at  the  cross  sections  0,  0',  etc., 
where  the  curved  and  straight 
parts  join.  Assuming  that  this 
change  takes  place  in  a  very  short 
distance  in  the  neighborhood  of 
these  cross  sections,  an  approxi- 
mate   solution    for    the 


may  be  obtained  as  follows: 

Letting  W  •=  the  load  and  Mo,  Mc  and  M  repreeent  the  bending  momenta 
at  O,  C  and  D,  as  before,  (Art.  180},  we  have 


M  =  Af,-4-^'(l- 


,«). 


(1) 


The  change  in  the  an^k  between  the  tangents  at  O  and  C  due  to  the  load 
W  will  be  zero  and,  if  there  is  no  temperature  change  and  we  assume  that  the 
change  in  the  angles  between  the  tangents  at  0  and  0,  for  the  straight  por- 
tion OG,  ie  equal  to 


and  that  the  change  in  the  angle  between  the  tangents  at  0  and  C,  for  the 
curved  portion  OC,  is  equal  to 

^  (-  5^'  +  Jtftf-,  I  +  —^  0  (equation  7,  Art.  180), 
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we  have 

h[«'.|-'^0-I>^]-° <» 

and  solving  for  Mo, 

"-mi^.) <» 

Substituting  in  (1)  and  reducing  we  obtain 

Wri/a  +  2ri  \.  ,.. 

and  at  C,  where  o  =  0, 

Wn 


Af.        2 


Substituting  in  the  equation  for  the  greatest  normal  stress  intensity  at  any 
cross  section  D,  we  have 


-      IT  sing  .         W       /o4-2ri       .     \/B     _n_\ . 


(6) 


for  a  cross  section  just  to  the  left  of  C,  the  greatest  normal  stress  intensity 
will  be  equal  to 

W        (a  +  2rA/B n_\ 

^      2(B-A)\a+wrJ\A      n-ci/' ^'' 

for  a  cross  section  at  0,  assuming  the  distribution  of  stress  to  be  that  in  the 
curved  bar,,  the  greatest  normal  stress  intensity  will  be  equal  to 


TT  W        /a  +  2n      .\(B         n     X 

^  ~  2A'^2(B-A)\a  +  wri         J\A      n-cj''' 


(8) 


and  for  any  cross  section  between  0  and  Gf  assuming  the  distribution  of  stress 
to  be  that  in  the  straight  bar,  the  greatest  normal  stress  intensity  will  be 
equal  to 


^      2 A         21   \a+wri         J       2 A         2l\a+irrJ'    ' 


(9) 


The  preceding  equations  give  the  stress  intensities  at  the  inside  of  the 
link,  where  y  =  —  Ci.  The  expressions  for  the  stress  intensities  at  the  outside 
of  the  link,  at  the  cross  sections  D,  C,  0  and  G,  can  be  obtained  By  substitut- 
ing c»  for  — ci  in  equations  (6),  (7),  (8)  and  (9). 

A  comparison  of  results  will  shpw  that  in  a  link  of  circular  cross  section 
the  greatest  intensity  of  the  tension  on  the  cross  section  at  C  will  exceed  that 
on  the  cross  section  at  G,  calculated  from  equation  (9) ;  and  that  the  greatest 
intensity  of  the  normal  stress  in  the  link  will  be  the  compressive  stress  at  the 
inside  of  the  cross  section  at  C 

182.  The  spiral  Spring.  —  The  flat  spiral  spring  of  the  type 
used  for  driving  clocks  and  other  mechanisms  is  usually  made  up 
of  a  strip  of  metal  of  rectangular  cross  section,  fastened  to  a  pin 
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at  the  center  0  and  held  by  a  hinge  connection  at  the  end  A 
(Fig.  246).  Usually  the  liinge  A  is  stationary  and  the  spring  is 
wound  up  by  turning  the  pin  0,  but  obviously  the  atress  and  the 
distortion  in  the  spring  would  be  the  same  if  the  pin  0  were  fixed 
and  the  winding  were  done  by  pulling  the  end  A  around  the 
central  axis. 


Via.  246. 


If  P  =  the  force  applied  at  ^,  in  the  direction  of  the  tangent  to  the  spiral, 
the  stress  at  any  section  D  will  be  the  resultant  of  a  force  equal  aad  psrallel 
to  P,  acting  through  the  center  of  Kravity  of  the  section,  and  a  couple  M  — 
Py.  For  different  sections  of  the  spiral,  the  couple  M  will  have  values  vary- 
ing  from  0  to  Pyi  and  the  average  value  will  be  nearly  equal  to 

M  =Pa (1> 

The  force  P,  acting  at  the  center  of  gravity  of  any  section,  may  be  resolved 
into  a  normal  and  shearing  component  and  the  values  of  each  at  these  com- 
ponents will  vary,  through  the  length  of  the  spiral,  from  a  n''"i'"iini  lero  to 


Except  possibly  in  the  portion  close  to  the  cent«r,  the  radius  of  curvature 
will  be  BO  large,  compared  with  the  depth  of  the  cross  section,  that  the  formulas 
for  the  straight  beam  will  give  accurate  values  for  the  stress  intensity. 

The  greatest  bending  moment  occurs  at  B  and  is  equal  to 

M.  =  Pyi  =  2 Pa  (nearly); (2) 

and  hence  the  greatest  stress  intensity  due  to  bending  will  be  eqilal  to 

/-^ (3) 

where  -  =  the  section  modulus  of  the  spring,  this  stress  intensity  being 
greater  than  that  near  the  center,  where  the  curvature  is  greater  but  the 
bending  moment  is  only  half  as  large,    The  stress  intensity  -r ,  due  to  the 

normal  component  P  at  the  section  B,  will  evidently  be  oompreBHon  but 
will  be  so  small  aa  to  be  negligible. 
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The  angular  displaoement  a,  of  the  point  A  relative  to  0,  may  be  esti- 
mated by  substituting  the  average  value  of  M  (equation  1)  in  equation  (10) 
(Art.  178)  and  integrating  over  the  entire  length  of  the  spiral;  this  angular 
displacement  evidently  being  equal  to  the  change  in  the  angle  between  the 
tangents  to  the  curve  at  A  and  0.     Hence 

M  cl  Ml      Pal  ,.. 

The  resilience  of  the  spring  in  terms  of  the  above  value  of  a  will  be  equal  to 

2  2 EI      2E(?  *^»  •    •    • ^^' 

where  /  »  the  greatest  intensity  of  stress,  p  =  the  radius  of  gyration  of  the 
cross  section  and  V  =  the  volume  of  the  spring. 
If  the  section  is  rectangular 

«  =  tf'' w 

183.  The  Carriage  Spring.  —  The  ordinary  type  of  carriage 
spring  is  made  up  of  curved  bars,  or  leaves,  clamped  together  at 
the  center  in  the  manner  indicated  in  Fig.  (247). 


Fig.  247. 

The  flexibility  of  the  spring  is  increased,  without  diminishing 
the  strength,  by  shortemng  the  successive  leaves  as  shown  in  the 
sketch.  The  curvature  of  the  leaves  in  the  initial  state,  before 
clamping  together,  varies;  the  curvature  of  the  shortest  leaf  being 
the  greatest  and  that  of  the  others  being  diminished  as  the  length 
is  increased. 

The  object  of  this  is  to  attain  the  condition  that  the  pressure 
between  any  two  successive  leaves  of  the  built-up  spring  shall 
be  concentrated,  as  nearly  as  possible,  at  the  ends  of  the  shorter 
of  the  two  leaves. 
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* 

Assuming  that  this  condition  is  realized,  the  pressure  at  B  between  the 

first  and  second  leaves  of  the  spring,  due  to  a  load  W  at  the  center  C,  will  be 

W 
equal  to  -^  and  the  bending  moment  in  the  portion  OB  of  the  first  leaf  will 

be  uniform  and  equal  to 

W 
A^  =  ya, (1) 

where  a  =  the  horizontal  distance  between  A  and  B, 

Therefore,  if  the  portion  of  the  leaf  BO  is  of  uniform  section  and  the  end 
BA  is  tapered,  by  varying  the  breadth  alone  as  indicated,  or  in  any  other 
way,  so  as  to  form  as  nearly  as  possible  a  beam  of  uniform  strength  (Art. 
85)  the  greatest  fiber  stress  throughout  the  leaf  will  be  constant;  and  hence, 
since  the  radius  of  curvature  is  large  compared  with  the  depth  of  a  cross  sec- 
tion, the  greatest  intensity  of  stress  will  be  given  by  the  formula 

-  _  Mc  _  Wa  c  .^v 

^"T'Tl ^^^ 

Similarly,  the  pressure  between  the  second  and  third  leaves  will  be  -«- 

and,  if  the  horizontal  distance  between  B  and  C  is  equal  to  a,  the  bending 
moment  in  the  portion  OC  of  the  second  leaf  will  be  uniform  and  equal  to 
that  in  (1).  Hence,  if  the  cross  section  of  the  portion  OC  is  the  same  as  that 
in  the  first  leaf  and  the  end  CB  is  tapered  in  the  same  manner  as  the  end  BA, 
the  maximum  stress  intensity  throughout  the  second  leaf  will  be  the  same  as 
in  the  first  leaf. 

It  will  follow,  if  the  successive  leaves  are  designed  with  the  same  tapered 
ends  and  the  central  portions  with  the  same  cross  section,  that  the  maximum 
stress  intensity  throughout  the  spring  will  be  the  same. 

The  deflection  of  the  spring  may  be  estimated  as  follows :  Since  the  straight 
portions  of  all  the  leaves  are  assumed  to  be  subjected  to  the  same  uniform 
bending  moment  the  change  in  curvature  of  all  will  be  the  same  and,  since 
the  initial  curvature  is  small,  will  be  equal  in  magnitude  to  * 

• 

If  the  ends  are  tapered,  as  shown  in  the  sketch,  the  change  in  curvature 
of  the  end  BA  will  also  be  equal  to  the  value  represented  by  (3)  (see 
equation  2,  Case  a,  Art.  103). 

Hence,  for  the  magnitude  of  the  deflection  of  0  relative  to  the  supports 
A  and  D,  we  have 

MP        WaP  ,^  .   .    -^.  ,.. 

«b  =  g^  =  Wei  ^  ^^  ^*        ^ ^^ 

The  actual  deflection  in  the  spring  will  differ  from  this,  owing  to  the  effect 
the  friction  between  the  leaves  and  the  fact  that  the  ideal  conditions  im- 
posed in  the  theory  are  not  realized  in  the  actual  spring. 


184.  Problems  —  Curved  Bars. 
Problem  1. 

Find  the  moment  of  reeiBtance  at  each  of  the  crosa  sections  shown  in  Fig. 
(248)  assuming  the  central  axis  of  the  member  in  each  case  to  be  a  curve 
lying  in  the  plane  of  symmetry  AB  and  that  the  radius  of  curvature  of  the 
central  axis  is  20"  and  the  greatest  normal  stress  intensity  is  5000  tba.  per 


<b)  (c) 

FiQ.  248. 


Problem  2. 

Solve  Problem  (35)  (Art.  134),  i 


g  the  formula  for  the  curved  bar. 


Problem  3. 

Find  the  load  that  may  be  carried  by  a  hook,  having  the  croee  section  ahuwo 
in  Fig.  (249),  the  ceater  of  curvature  of  the  central  axis  being  in  the  line  AB 
produced  and  3"  to  the  right  of  B.  Assume/  ^  8000  lbs.  per  sq.  in.  and  that 
the  line  of  action  of  the  resultant  load  pBsaes  through  the  centa-  of  curvature. 


Fiu.  249. 


Fia.  260.. 


Fia.  251. 


Problem  4. 

Find  the  greatest  intensity  of  the  ten»le  and  compresdve  stress  in  a  hook, 
having  the  cross  section  shown  in  Fig.  (250),  the  center  of  curvature  of  the 
central  axis  being  in  the  axis  of  symmetry  AB  and  3"  to  the  right  of  B.  The 
load  is  20,000  Iba.  and  its  line  of  action  passes  through  the  center  of  curvature. 

Problem  S. 

Find  the  pressure  that  may  be  exerted  by  a  curved  rocker  arm,  having  the 
croBB  section  shown  in  Fig.  (251),  the  center  of  curvature  of  the  central  aids 
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being  in  the  axis  of  symmetry  AB  and  25"  to  the  right  of  B.  The  line  of 
action  of  the  resultant  pressure,  exerted  by  the  arm  is  3(K'  to  the  right  of  B. 
The  greatest  allowable  intensity  of  the  normal  stress  is  6000  lbs.  per  sq.  in. 

Problem  6. 

Find  the  stress  intensities  at  the  intrados  and  the  extrados  at  the  cross 
sections  0  and  C  of  the  circular  ring  (Fig.  243),  due  to  a  pull  of  6000  lbs.  through 
the  center  of  the  ring,  assuming  the  cross  section  to  be  1}''  diameter  and  the 
radius  of  the  central  axis  to  be  equal  to  3": 

(a)  By  the  first  method  (Art.  180) ; 

(b)  By  the  second  method  (Art.  180). 

Problem  7. 

Find  the  decrease  in  the  diameter  00'  and  the  increase  in  the  diameter 
CC  of  the  ring  given  in  Problem  (6) : 

(a)  By  the  first  method  (Art.  180); 

(b)  By  the  second  method  (Art.  180). 

Problem  8. 

Find  the  allowable  load  W  for  a  chain  link  (Fig.  245)  having  a  cross  section 
}"  diameter,  the  radius  of  the  central  axis  at  the  ends  being  1}''  and  the 
length  of  the  straight  portion  ly.  The  greatest  allowable  intensity  of  nor- 
mal stress  is  8000  lbs.  per  sq.  in.  Find  the  greatest  intensity  of  the  tensile 
stress  in  the  straight  portions  of  the  link. 


CHAPTER  XII. 
ARCHES  AND  CATENARIES. 

186.  The  Arch.  —  An  arch  may  be  defined  as  a  member,  or 
structure,  whose  central  axis  is  a  plane  curve  which  is  attached 
through  hinges,  or  otherwise,  to  fixed  or  unyielding  supports  and 
is  usually  designed  in  such  a  manner  that  the  bending  moments 
due  to  transverse  loading  are  offset,  as  largely  as  possible,  by  the 
moments  of  the  reactions  at  the  supports^  In  very  special  cases 
bending  may  be  eliminated  entirely,  the  resultant  of  the  stress 
at  every  cross  section  coinciding  with  the  central  axis.  The  arch 
may  be  solid f  having  a  cross  section  similar  to  that  of  a  beam  or 
built-up  girder,  or,  it  may  be  a  braced  arch,  made  up  of  tension 
and  compression  members  like  a  simple  truss.  We  shall  consider 
the  methods  of  determining  the  stress  in  the  soUd  type  only. 

The  solid  arch  may  be  treated  as  a  curved  bar,  subjected  to  the 
action  of  external  forces  acting  in  the  plane  of  curvature  and,  when 
the  external  forces  are  known,  the  bending  moment  and  the  normal 
force,  or  thrust,  acting  through  the  center  of  gravity,  at  any  cross 
section  can  be  found  by  the  method  in  Art.  (176).  In  ordinary 
cases,  the  radius  of  curvature  is  so  large,  compared  with  the 
dimensions  of  the  cross  section,  that  the  stress  intensity  at  any 
point  can  be  calculated  with  suflScient  accuracy  by  use  of  the 
formula  for  the  straight  bar, 

/  =  5  ±  ^  (Art.  125), (1) 

rather  than  the  more  complex  formulas  in  Art.  (176). 

Similarly,  the  displacements  at  any  point  can  be  accurately 
determined  by  use  of  the  approximate  formulas  (19-21)  (Art.  178) 
and  in  many  cases  the  more  approximate  equations  (8-10),  of 
the  same  article,  are  sufficiently  accurate. 

Three  cases  will  be  considered,  involving  three  different  ways  of 
supporting  the  arch.  The  determination  of  the  stresses  and  dis- 
placements in  two  of  these  cases  is  somewhat  difficult,  owing  to  the 
fact  that  the  reactions  at  the  points  of  support  cannot  be  deter- 
mined from  the  statical  conditions  of  equilibrium  alone. 
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Case  I.     Three  Hinged  Arch.  —  In  this  case,  the  arch  is  made  up  of  two 

parts,  or  ribsj  supported  on  hinges  at  0  and  E  and  connected  with  a  third 

hinge  at  C  (Fig.  252).    When  the  external  loads  Wi,  Wt,  etc.,  are  known,  the 

horizontal  and  vertical  components  Hqj  7o,  etc.,  of  the  reactions  at  the  hinges 

can  be  easily  computed  by  applying  the  statical  conditions  of  equilibrium. 

The  equation  for  the  bending  moment  at  any  point  D,  whose  coordinates 

with  respect  to  horizontal  and  vertical  axes  through  0  are  (x,  y),  may  then  be 

written 

M  =  Hoy-{-  STTa  -Vox, (2) 

where  XWa  —  the  sum  of  the  moments  about  D  of  the  forces  acting  between 
D  and  0,  moments  tending  to  increase  the  curvature  being  taken  as  positive. 
Resolving  the  loads  Wi,  Wt,  etc.,  into  H  and  V  components.  Hi,  Vi,  H%f  V%, 
etc.,  the  equation  for  the  thrust  at  the  center  of  gravity  of  the  cross  section 
at  D  may  be  written 

P  =  SH(cosa)+27(8ina), (3) 

where  ZH  =  Ho  -{-  Hi  +  etc.,  SF  =  Vo  —  Vi  —  etc.,  the  smnmation  being 
taken  between  0  and  D,  and  a  =  the  angle  between  the  tangent  at  D  and  the 
horizontal  axis  OX. 

Similarly,  the  magnitude  of  the  shearing  force  at  D  will  be  equal  to 

5  =  SH  (sin  a) -27  (cos  a) (4) 

Having  the  values  of  M  and  P,  the  stress  intensity  at  any  point  in  the  cross 
section  D  may  be  calculated  by  use  of  equation  (1). 

The  foregoing  solution  would  evidently  apply  equally  as  well  if  the  hinges 
0  and  E  were  not  on  the  same  horizontal  level  as  shown  (Fig.  252),  the  H 


Fig.  252. 


and  V  components  in  such  a  case  being  taken  to  represent  the  components 
respectively  parallel  and  perpendicular  to  the  axis  OX,  through  the  hinges 
0  and  E. 

If  the  arch  were  subjected  to  a  distributed  load,  a  solution  could  evidently 
be  made  by  dividing  the  load  into  small  parts  aTF,  resolving  each  increment 
into  H  and  V  components  and  making  the  siunmations  indicated  in  (2)  and 
(3)  as  before. 
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Case  II.  Two  Hinged  Arch,  First  Solulion,  —  In  this  case  the  arch  con- 
sists of  a  single  rib  held  by  hinges  at  the  supports  0  and  C  (Fig.  253).  When 
the  loads  Wi,  Wt,  etc.,  are  knovm,  the  components  Vo  and  Ve  at  the  hinges 
0  and  C,  can  be  calculated  by  use  of  the  statical  conditions  of  equilibrium; 
but  these  conditions  will  fail  to  give  a  solution  for  the  values  of  Hq  and  He> 
The  component  Ho  can  be  determined,  however,  on  the  assumption  that  the 
supports  are  rigidly  fixed  and  hence  the  displacement  of  the  hinge  0,  relative 
to  C,  is  equal  to  zero.    Equation  (2)  may  be  written  in  the  foi^n 

M'Hoy  +  K, (6) 

where 

K  =  ^  Wa^Va, 


Afc 


•(6) 


which  is  the  part  of  M  which  can  be  determined  from  the  statical  oonditiona 
of  equilibrium  alone. 


♦-v. -X X-_ — kl  V 


-\- — ^. — -t — \ 


■*o, 

Fig.  253. 


/ 


»^— ». 


4 


Substituting  this  value  of  Af  in  equation  (8),  (Art.  178),  we  have,  on  the 
basis  of  the  above  assimiption, 


Sx 


•/x-0 


EI 


y^-^'^fZm^'^fZmy'''''''  (^> 


By  solving  (7)  the  value  of  ^o  can  be  obtained.  Except  in  comparatively 
simple  cases,  however,  the  solution  is  complicated  and  hence  the  following 
illustrations  are  restricted  to  the  arch  of  uniform  cross  section  and  material, 
in  which  the  central  axis  is  the  arc  of  a  circle,  the  end  hinges  are  on  the  same 
level  and  the  loads  are  vertical  (Fig.  253).    In  such  a  case 


Ho^- 


fKyds 


(8) 
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Having  the  values  of  Ho  and  Vq,  the  bending  moment,  the  thrust,  and  the 
maximum  normal  stress  intensity,  at  any  cross  section,  can  be  found  from 
equations  (2),  (3)  and  (1)  in  the  same  manner  as  in  the  three  hinged  arch. 

Concentrated  Loads.  —  We  will  let  I  «  the  span  OC^  n  »  the  radius  of  cur- 
vature of  the  central  axis,  oo  =  the  angle  between  OX  and  the  tangent  to 
the  central  axis  at  0,  a  =  the  angle  between  OX  and  the  tangent  to  the 
central  axis  at  any  point  D,  whose  coordinates  are  (x,  y),  and  $i,  $%,  etc., 
equal  the  angles  between  OX  and  the  tangents  to  the  central  axis  at  the 
points  of  intersection  with  the  loads  Wi,  TFt,  etc.,  which  are  located  at  dis- 
tances dif  dt,  etc.,  from  the  axis  OF.    Then  I  =  2fk8inao,  x  »  n  (sino^ 

—  sin  a),  jf  =  fi  (cos  a  —  cos  oo),  rfi  =  fi  (sin  oo  —  sin  ft),  (x  —  di)  «  fi  (sin  ft 

—  sin  a),  etc.,  (/  —  di)  =  n  (sin  oo  +  sin  ft),  ds  ^  —  n  da,  dx  '^  —  ri  cob  a  da 
ana  dy  —  —  Tieina  da. 

If  the  load  Wi  were  the  only  load  on  the  arch,  equation  (6),  for  values  of  x 
from  0  to  di,  would  take  the  form 

X'  =  —  Vo'x  =  —  Vo'ri  (sin  oo  —  sin  a), (9) 

and  for  values  of  x  from  di  to  I, 
K'  =  ITi  (x  -  di)  -  Fo'x  =  Win  (sinft  -  sina)  -  Vo'n  (sinoo  -  sina),  (10) 

the  value  of  Vo'  being 

,  ^  ^r  (J  —  di)  ^  Tri(smfleo  +  ainft)  .    . 

°  I  2sinao  

Substituting  the  values  of  K'  in  (7),  observing  that  when  x  =  Z,  a  «  ^  oo, 
when  X  =  0,  a  =  Oo,  and  when  x  =  di,  a  »  ft,  and  reducing  and  int^rating 
we  have 


3x  =»  —  "pY  J         (cos  a  —  cos  Oo)*  da 

■  I         (sin  ^i  —  sin  a)  (cos  a  —  cos  oo)  da 


+    „,  J        (sin Oo  —  sin  a)  (cos  a  —  cos  o^))  (2ae 


«  wr  [^o'  (oo  +  2  cn)  cos*  Oo  —  3  sin  Oo  cos  Oo) 
JSI 

—  Wi  J  (ft  +  Oo)  sin  ft  COS  Oo  +  (cos  ft  —  cos  o^))  cos  oo 

—  sin  ft  sin  Oo  —  i  (sin*  ft  +  sin*  ceo)  { 

—  2  Fo' (sin*  Oo  —  Oo  sin  Oo  cos  Oo)]  =  0 (12) 

Substituting  the  value  of  Vo'  (equation  11)  and  solving  for  Ho\  the  hori- 
Eontal  component  of  the  reaction  at  0  due  to  the  load  Wi,  we  obtain 

,      IViKftsinft— Qeo8infleo+co8ft~co8ao)co6fleo-fi(8in*oeo~8in*ft)l         .     . 

oeo+2czocos*ao— SsmooCOSoo 

The  expression  for  the  value  of  Ho",  the  horizontal  component  at  0,  due 
to  the  load  Wt  acting  alone,  would  evidently  be  an  equation  of  the  same  fonn 
as  (13),  with  the  angle  ft  replacing  di. 

Hence  the  value  of  Ho  «  Hq'  +  Ho''  +  etc.,  the  horizontal  ooDOponent 
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at  0  due  to' the  entire  system  of  vertical  loads,  will  be  represented  by  the 
expression 

TT  [(^sin^— oosinoo+cos^— cos  oo)  coscn)-|-J(sin*ao— sin*^)] 

°  ""  00+200  008*04)— 3  sin  oo  cos  04)  »      v    ; 

where  W  represents  any  vertical  load  and  6  —  the  angle  between  OX  and  the 
tangent  to  the  central  axis  at  its  point  of  application  and  the  summation 
includes  all  the  loads  on  the  arch.  Since  the  loads  are  vertical,  Hq  will  evi- 
dently represent  the  horizontal  component  of  the  thrust  at  any  cross  section. 
.^  Untform  Load.  —  If  the  arch  were  subjected  to  a  uniform  lead  w  per  unit 
length  of  the  span,  the  value  of  ^To  could  be  determined  by  substituting 
to  (2:c  for  IF  in  equation  (14)  and  integrating,  or,  it  may  be  determined  directly 
by  substituting  the  value  of  K  for  this  case  in  equation  (7)  and  integrating, 
as  follows:    The  expression  for  K  (equation  6)  will  take  the  form 

and  substituting  in  (7)  and  integrating 


= kFJ         ^'^^^  o  —  cos  oo)*  da 

"  2W1j        (®"^***  —  sin* Oft)  (coso  —  eoRa^da 


=*  -^  [H^  (oo  +.2  oo  cos*  oo  —  3  sin  oo  cos  oo) 

—  WTi  {sin*  Oo  (f  sin  oo  ~  oo  cos  oo) 

+  icosoo(oo— sinoocosoo)}]  =0, (16) 

the  first  term  in  the  integral  being  the  same  as  in  (12). 
Solving  (16),  we  obtain 

jj       toTi  [sin*ao  (f  sinoo  —  oocosoo) -{- icosoo  (oo  —  sinoocosoo)] 

"0  —  7~i\ « o — ' "  •    •        (17) 

Oo  +  2 Oo  COS* oo  —  38mooC06oo  ^    ^ 

Two  Hinged  Arch.  Second  SoliUion.  —  A  more  accurate  solution  for  the 
value  of  Ho  can  be  made  by  allowing  for  the  normal  thrust  P,  as  indicated  in 
equation  (19)  (Art.  178),  when  appl3ring  the  condition  that  the  displacement 
dxi  of  0,  relative  to  C,  is  equal  to  zero.  The  effect  of  a  temperature  change 
OD  the  reactions  at  the  hinges  may  also  be  included  in  the  solution. 

Concentrated  Loads.  —  When  the  arch  is  subjected  to  vertical  concentrated 
loads  the  expression  for  the  thrust  at  any  section  D  (equation  3)  may  be 
written  ^ 

P  =  ^ocoso  +  (7o- T  W)wia     (18) 

and  the  expression  for  K  at  the  section  D  (equation  6)  may  be  written 

^'"Xo^^'^"*"^^' (1^) 

where 

5)ira-d)      V,W(mnao  +  wie) 

V.^=^ =^°      .  . (20) 

I  2smato  ^     ' 
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Substituting  the  values  of  P  and  M  =  H^y  +  X  in  (19)  (Art.  178),  putting 
»  0,  and  observing  that  the  strain^due  to  the  thrust  P  will  be  oompression, 

1%  tfk  w^v 


we  have 


(23) 


the  integration  b^ing  taken  over  the  entire  span. 

The  values  of  the  integrals  may  be  expressed  as  follows,  the  yalues  of  the 
first  three  b^ing  in  the  same  form  as  in  equation  (12), 

•^r      yidt  =  ^&o(ao  +  2aocos*ag  — Ssinagcosag),     .     (22) 

+  (cos  0  —  cos  oo)  COS  oo  —  sin  5  sin  ao  —  }  (sin*  B  +  sin'  cro)  {  I ,     v^^; 

where  W  =  any  load  and  6  =  the  angle  between  OX  and  the  tangent  to  the 
central  axis  at  the  point  of  application  of  W, 

""fTI         xyd«=— -^2  70  (sin*  a©  —  a©  sin  a©  cos  a©) 
"  —Sri  2/  ^(8in*a©— aosina©cosao+sina©sind— oosin^coscro)!,  (24) 
j-=  I  cos  a  OX  =  —  -j^  J  cos*  ada  =^  -^  £/ o  (a©  +  sm  a©  COS  a©),   (25) 

^J^^^sinadx=--^J^      Sinaco8ad«  =  0,       ..      (26) 

=  2JeXo^^^*'^~^^^^'     .     (27) 
-  ^T^'^dx  =  -  tTl (28) 

Substituting  these  values  in  (21)  and  solving  for  H©,  we  obtain 

SI 
IT  [(^  sin  ^  —  Oo  sin  a©  +  cos  ^  —  cos  a©)  cos  o© 
0 

J  •BIT 

+  Hsin'oo  -  sin*  0)  -  ^-j^,  (sin'o©  -  sin*^)]  +  ^  m 

Ho     =  T 

(oo  +  2  a©  cos*  Oo  —  3  sin  a©  cos  oq)  +  -i — i  (^  "1"  8^  ^  cos  «o) 

It  will  be  observed  that  the  first  terms  in  the  numerator  and  denominator 
of  (29)  are  the  same  as  in  equation  (14). 

Uniform  Load.  —  In  the  case  of  the  arch  subjected  to  a  uniform  load  w  per 
unit  of  span,  if  we  allow  for  the  effect  of  the  thrust  and  change  of  tempera- 
ture, equation  (17)  will  be  modified  in  a  similar  manner. 


(29) 
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The  exprefision  for  the  thrust  at  any  cross  section  will  be 

P  =  HoCOSa  +  (7o-«?a;)sina, (30) 

which  differs  in  the  last  term  only  from  equation  (18),  and  the  expression  for 
K  will  be  the  same  as  (15). 

Substituting  in  equation  (19)  (Art.  178),  and  reducing,  observing  that  the 
strain  due  to  the  thrust  P  will  be  compression,  we  have 


toi  =  — 


H^i*  /•-«» 


(cosa-co6oto)*da-^^J         (sin'a-sm'ob) 
Hon  r-«* ,_  J.       VoTi  r-« 


(oosa— C08ato)da  — -jg"  I         OOS'aOa  — -rg  J         smaOOSada 
"^JWj        (sin  oto  —  sin  a)  sin  a  COS  a  da  —  €7  P  dx  =  0.  .     (31) 

The  values  of  all  the  integrals  are  given  in  equations  (16),  (25),  (26)  and 
(28),  with  the  exception  of 

■jr=  J     ^  (sm  oto  —  sm  a)  sm  a  cos  ada  ^  -j^  «  su^  ^     •    •     (32) 

and  substituting  these  values  in  (31)  and  solving  for  Ho,  we  obtain 

tOTi  [sin'  oo  0  sin  oo  ~  Ob  cos  oo) 

/    2  .  J&f 

+  }co6ao(a8o  —  sinaocosao)]  —  -j— =  x sin* oq  H r  cTI 

Ho ^ ^ •   •     (33) 

(oo  +  2  oo  cos'  Oo  —  3  sin  oo  cos  oo)  +  -z — j  (oo  +  sin  oqb  cos  cio) 

Braced  Arch.  —  In  the  braced  arch,  or,  the  solid  arch  of  varying  cross 
section,  subjected  to  vertical  loads,  the  value  of  Ho  may  be  estimated  approxi- 
mately by  substituting  the  average  values  of  /  and  A  in  the  foregoing  equa- 
tions. 

Case  III.    Arch  with  Fixed  Ends.  —  In  this  case  the  ends  of  the  arch 

are  fixed  in  direction,  similar  to  the  beam  with  fixed  ends  (Art.  101),  and  a 

bending  moment  exists  at  each  support.    If  we  let  Mo  and  Mc  equal  the 

bending  moments  at  the  supports  0  and  C,  respectively  (Fig.  253),  the  equa- 

*  tion  for  the  bending  moment  at  any  section  D  will  take  the  form, 

M  =  Mo  +  Hoy  +  ^'wa-VoX, (34) 

and  the  value  of  the  thrust  P  will  be  represented  by  (3)  as  in  the  two  preced- 
ing cases. 

When  the  loads  are  vertical  and  the  supports  are  on  the  same  level  (34) 
may  be  written  in  the  form 

M^Mo  +  Hoy  +  K, (35) 

the  value  of  K  being  represented  by  (19).  The  value  of  P  will  be  given 
by  equation  (18).  Since  the  ends  of  the  arch  are  fixed  in  direction,  the  change 
in  the  angle  between  the  tangents  at  0  and  C,  represented  by  equation  (10), 
or  (18)  (Art.  178),  will  be  equal  to  zero  and  this  condition,  in  combination 
with  the  conditions  that  the  horizontal  and  vertical  displacements  of  the  sup- 
ports are  equal  to  zero,  will  furnish  a  solution  for  the  unknown  quantities  Mo, 
Vo  and  Ho,  the  details  being  worked  out  in  the  same  manner  as  in  Case  II. 
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186.  Inverted  Arch.  —  If  the  arch  in  any  of  the  preceding 
cases  were  inverted  and  subjected  to  loads  acting  vertically  up- 
wards, the  equations  for  Hq  would  evidently  take  exactly  the 
same  form  as  those  of  Art.  (185). 

If  the  inverted  arch  in  any  case  were  subjected  to  loads  acting 
vertically  dovmwards,  the  signs  of  both  the  bending  moment  and 
the  normal  force  at  any  cross  section  would  be  reversed  and 
hence,  by  reversing  the  sign*  of  the  temperature  term  only,  the 
equations  for  the  corresponding  case  in  Art.  (185)  would  give  the 
magnitude  of  Ho  for  such  a  case. 

187.  Flexible  Cords.  —  The  determination  of  the  forms  taken 
by  a  flexible  cord,  or  chain,  fastened  at  the  ends,  when  subjected 
to  certain  types  of  loading  is  of  considerable  importance.  EJvi- 
dently  in  such  a  cord  there  can  be  no  bending,  the  resultant  stress 
at  every  cross  section  being  uniform  tension. 


Concentrated  Loads,  —  If  the  loads  are  concentrated  and  the 
weight  of  the  cord  is  negligible,  the  form  taken  will  be  a  broken 
line,  or  part  of  a  polygon  (Fig.  254  a),  the  shape  of  which  must  be 
such  that  the  stresses  in  the  sections,  or  strings,  on  either  side  of 
any  load  will  balance  that  load. 

If  triangles  arc  constructed,  representing  the  forces  acting  at 
the  point  of  application  of  each  load,  and  the  triangles  for  two 
consecutive  points,  such  as  1  and  2,  are  placed  so  that  the  sides 
which  represent  the  force  in  the  section  of  the  cord  between 
them  coincide,  the  force  triangles  for  the  entire  load  system  will 
form  a  diagram  (Fig.  254  &),  in  which  the  loads  are  represented 
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by  the  vectors  AS,  SC,  etc.,  and  the  stresses  in  the  sections  a,  6, 
etc.,  of  the  cord,  are  represented  by  the  vectors  OA,  OB,  etc., 
diverging  from  the  point  0. 

The  diagram  (Fig.  254  6)  is  called  the  stress  diagram  and,  if 
the  loads  are  vertical,  the  vectors  TTi,  W%,  etc.,  will  form  a  straight 

I 

line  and  the  horizontal  component  of  the  stress  in  every  section 
of  the  cord  will  be  equal  to  Oh, 

The  broken  line  formed  by  the  cord  (Fig.  254  a)  may  be  called 
the  equilibrium  polygon. 

Distributed  Loads.  —  If  a  flexible  cord  is  subjected  to  a  distrib- 
uted load  it  will  take  the  form  of  a  curve  which  may  be  called  a 
catenary.  When  the  distributed  load  is  vertical  the  differential 
equation  of  the  curve  may  be  obtained  as  follows:  Let  0  be  the 
lowest  point  in  the  cord  (Fig.  255  a)  which  is  suspended  from  the 
points  A  and  C,  the  equilibrium  polygon  in  this  case  being  the 
curve  AOC. 


(6) 


Fig.  255. 


Let  w  =  the  load  per  unit  of  horizontal  distance,  T  =  the  tension 
at  the  point  D,  whose  coordinates  with  respect  to  the  horizontal 
and  vertical  axes  through  0  are  (x,  y),  and  let  H  =  the  tension  at  0, 
which  is  evidently  equal  to  the  horizontal  component  of  T,  The 
total  load  on  the  cord  between  the  points  0  and  D  will  be  equal  to 

wdx  and,  if  a  =  the  angle  between  OX  and  the  tangent  at  D, 


£ 


tan  a  =  ~  = 
dx 


i: 


wdx 


H 


(Fig.  255b) (1) 


Hence  if  D'  is  a  point  on  the  curve,  whose  coordinates  are 
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{z  +  dx,  y  +  dy),  the  increment  in  tan  a  between  D  and  D' 

will  be  equal  to 

,/dy\  _  wdx 

or, 

d?~ff ' ^^^ 

which  is  the  equation  of  any  vertically  loaded  flexible  cord,  re- 
ferred to  horizontal  and  vertical  axes  through  its  lowest  point. 

Uniform  Load.  —  When  the  cord  is  subjected  to  a  uniformly  distributed 
load  w  per  unit  of  distance  horizontally,  we  obtain  by  integrating  (2) 

^-h'' <^^ 

the  constant  of  integration  being  zero,  since 


and  by  integrating  again 


^  =  0,  when  x  -  0, 


2^  =  2^^' W 


the  constant  being  zero,  since  y  —  0,  when  x  =  0. 

Therefore,  the  equilibrium  curve  in  this  case  is  a  parabola.  The  tension 
at  any  point  D  will  be  equal  to 

T  ;=  V£r«  +  (u;x)« (5) 

and  this  will  evidently  be  a  maximum  at  a  point  of  support,  the  difference 
between  the  maximum  tension  and  H  depending  on  the  aag^  or  dip,  of  the 
lowest  point  of  the  curve. 

If  we  let  (xi,  yi)  and  (x2,  yi)  equal  the  codrdinates  of  the  supports  C  and 
A  respectively  (Fig.  255),  and  I  —  the  horizontal  length  of  the  span,  we  shall 
have 


and 


Vi  =  2^^i' W 


yt  =  2^aj,«  =  ^  y  -  iPi)' (7) 


Therefore,  when  the  span  and  the  coordinates  y\  and  yi  of  the  supports  are 
known,  the  coordinate  Xi  and  the  value  of  f/,  for  any  load  intensity  w,  can 
be  obtained  by  solving  (6)  and  (7)  simultaneously.    When  the  supports  are  * 
on  the  same  level,  the  lowest  point  b  in  the  center  of  the  span  and  the  solution 
can  be  made  by  the  use  of  (6)  alone. 

Variable  Load. — When  w  is  variable  the  equation  of  the  curve  and  values 
of  H  and  T  can  be  obtained  in  a  similar  manner,  provided  w  can  be  expressed 
as  an  integrable  function  of  x. 

Linear  Arch.  —  It  is  evident  that  if  a  member  designed  to  resist  compres- 
sion and  having  the  form  of  the  flexible  cord  were  inverted  and  subjected  to 
the  same  load  the  stress  on  every  cross  section  would  be  uniform  compression. 
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Hence  if  the  central  axis  of  an  arch,  designed  to  support  a  uniform  load 
per  unit  length  of  span,  were  a  curve  represented  by  equation  (4),  the  result- 
ant stress  on  every  cross  section  would  be  uniform  compression  and  there 
would  be  no  bending  in  the  arch.  Such  a  curve  is,  therefore,  sometimes 
called  a  linear  archt  or  more  frequently,  the  equilibrium  curve  for  the  arch. 

188.  The  Common  Catenary.  —  If  a  flexible  cord  of.  uniform 
section  and  material  is  suspended  at  the  ends  and  hangs  freely 
under  its  own  weight  (Fig.  256),  the  curve  formed  by  the  cord  is 


Fig.  266. 

known  as  the  common  catenary.  The  equation  of  the  curve, 
referred  to  the  axes  OX  and  OY  through  the  lowest  point,  may  be 
obtained  as  follows: 

Let  uh  =  the  weight  per  unit  length  of  the  cord.    The  value  of  w  (Art.  187) 

will  then  be  equal  to 

^^ 

(1) 


ds 

W  —  Wi  -r- 

dz 


Substituting  this  value  in  (2)  (Art.  187)  we  have. 


dx»      H  dx      m  V  ^  ^  \dx) ^^^ 


H 


where  m  =  —  =  a  constant.    Ek}uation  (2)  may  be  written  in  the  form 

dx'  _    1 

and  integrating,  we  obtain  

■""[IW' +(!)>£ « 

the  constant  of  integration  being  zero.     Hence, 


2W'+(iy 


e 


X 

m 
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Transposing  and  squaring  both  sides  of  the  equation, 

■+(i)'-(2)'-^'-i+-"- 

and  therefore, 

dy      If  m        "ml      •  V  «  ,.. 

■^^2V    ""^      l^'^m ^*> 

Integrating  again 

y  =  ^^«"*  +  e     y-w  =  m(coBh^  -  1),  .....     (6) 
where  —m  ^  the  constant  of  integration.    We  also  have 

and  by  integrating  we  obtain  for  the  length  of  the  portion  of  the  curve  between 
O  and  any  point  D, 

/  -       --^ 
*^2V    ""  ^      y  =  msinh- (7) 

the  constant  of  integration  being  zero. 

If  we  transfer  the  equations  to  the  axes  OiXi  and  OiY,  where  00i">m, 
(4)  and  (6)  will  remain  in  the  same  form  and  (5)  will  become 

y*  =  y  +  m  =  ^Y.  +  «    ^j^m  cosh  -  • (8) 

X  X 

By  expanding  the  values  of  sinh  —  and  cosh  —  in  series  and  redudns. 

m  m 

equation  (5)  will  become 

3^  ±^  3* 

Similarly,  equation  (7)  will  become 

*  =  *  +  6|-'  +  TO+--- t»0> 

The  tension  at  the  point  D  will  evidently  be  equal  to 

T  =  VH*  +  {wis)*  =  wi  Vm«  +  «*  =  tr,y' (11) 

By  transposing  (6)  and  multiplying  by  uh,  we  obtain 

irid«=^(e^  +  e~^jdx  =  ^y'rfx  =  ^Vrf».  .   .    .     (12) 
Hence  the  total  weight  of  the  section  of  the  cord  between  0  and  D  will  be 

Wi8  =  '^fJy'dx=^'^{B.TeaOiODN);     a3) 

that  is,  the  load  on  any  section  of  the  catenary  is  equal  to  the  area  between 

the  curve  and  the  axis  OiXi  multiplied  by  a  constant  -77  ■«  — . 

a       tn 
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When  the  dip  of  the  curve  is  small  the  higher  powers  of  x  in  (9)  and  (10) 
may  be  neglected  and 

y  =  2^  =  "25  (very  nearly), (14) 

* '"^'^6m«  "^"^6H«  ^^®^^®"^^^' ^^^ 

and  the  tension  at  any  point  in  the  cord  (equation  11)  will  be  equal  to 

T  =  H  (very  nearly) (16) 

Therefore,  in  such  a  case  the  catenary  very  nearly  coincides  with  the 
parabola. 

Transformed  Catenary.  —  It  is  evident  that  an  inverted  catenary  would  be 
the  equihbrium  curve  for  an  arch  designed  to  carry  a  vertical  load,  the  in- 
tensity of  which  varies  directly  as  tne  ordinates  between  the  curve  and  a 

H 
horizontal  line  at  a  definite  distance  m  ^  —  above  the  highest  point  In  the 

curve. 

A  more  general  type  of  an  equilibrium  curve  for  an  arch  would  be  that  for 
a  distributed  load,  whose  intensity  varies  directly  as  the  ordinate  between 
the  curve  and, a  horizontal  line  at  any  distance  d  above  the  highest  point. 
The  equation  of  such  a  curve  may  be  derived  by  a  method  similar  to  that 
employed  in  the  case  of  the  common  catenary.  If  we  let  OOi  (Fig.  256) 
represent  ihe  distance  d,  the  load  intensity  at  any  point  D  will  be  equal  to 
1^2/',  where  w  =  the  load  represented  by  each  imit  of  the  area  between  the 
curve  AOC  and  the  horizontal  line  XiOiXi,  The  differential  equation  of  the 
curve  will  be 

g-B".-. <"> 

which  may  be  written,  substituting -y  for  j/, 


dx 


(l)-B»*- 


dv 
Integrating,  observing  that  when-r^  =  0,  y  =  d, 


where  «.-^. 

w 

Equation  (18)  may  be  written 
and  integrating,  observing  that  when  x  «  0,  y  s  d, 

>.['-±^?^-s »•) 

which  reduces  to 

tf«»|(e"  +  e   "j (20) 

which  becomes  the  equation  of  the  common  catenary  when  d  »  m. 
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189.  Effect  of  Temperature  and  Load  Changes.  —  When  the 
dip  of  a  suspended  cord,  or  wire,  is  small  compared  with  the  span, 
the  expansion,  or  contraction,  due  to  a  change  in  temperature,  will 
result  in  a  considerable  change  in  the  dip.  In  calculating  this 
change  it  must  be  observed  that  the  expansion  due  to  an  increase 
in  temperature  will  be  partly  counteracted  by  the  elastic  contrac- 
tion due  to  the  change  in  stress  accompanying  the  change  in  dip. 

Let  t  -  the  temperature  change,  which  is  positive  for  an  increase  and 
negative  for  a  decrease,  and  €  =  the  coefficient  of  Unear  expansion  of  the  cord. 
Let  (xi,  j/i)  be  the  coordinates  of  a  point  of  support  C  (Fig.  257),  with  refer- 
ence to  the  horizontal  and  vertical  axes  through  Oi,  the  lowest  point  in  the 
cord,  «i  =  the  length  of  the  curve  OiC,  Hi  —  the  tension  at  the  lowest  point 
and  vh  —  the  weight  per  unit  length  in  the  initial  condition. 


Fig.  267. 


After  a  change  in  temperature  let  (xi,  j^)  be  the  coordinates  of  the  point 
C,  with  reference  to  the  horizontal  and  vertical  axes  through  the  lowest  point 
Ot)  let  »2  =  the  length  of  the  curve  OiC^  Ht  =  the  tension  at  the  lowest  point 
in  the  cord  and  assume  the  weight  per  unit  length  to  remain  unchanged.  Let 
A  —  the  area  of  the  cross  section  and  E  =  the  modulus  of  elasticity  of  the 
cord.  When  the  dip  of  the  curve  is  small  the  tension  throughout  the  length 
of  the  cord  may  be  assumed  to  be  uniform  and  equal  to  the  tension  at  the 
lowest  point. 

Then,  from  (16)  (Art.  188), 

"*=^*  +  6W (^^ 

and 

'•'  =  *'+I®5 (2) 

and,  subtracting  (1)  from  (2), 

,       _       u>,>a;,»  /  1         1  \  ,-. 
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But 

«j  -  «i  =  \~^XE~^  +  «< J «i (4) 

and  hence 

1         1         68t   /Ht-Hi  .    A  ... 

H?^Hi^^wih^i*\     AE     ^^y ^^^ 


where 


uhXi* 


and 


^«-f^ w 


«.-x.+if* (7) 


the  value  of  si  being  obtained  by  eliminating  m  between  (14)  and  (15)  (Art. 
188).  The  solution  of  (5)  will  give  the  value  of  Ht  and  the  dip  of  the  curve, 
after  the  temperature  change,  will  be  equal  to 

^--2Ht ^^^ 

If  the  load  on  the  cord  changes,  coincident  with  the  change  in  temperature, 
and  we  let  wi  =  the  weight  per  unit  length  after  the  temperature  change, 
equation  (3)  will  become 

--•'=Tte-^') ^'^ 

and  (5)  will  become 

w^      tih«      6gi  fHt-  Hi  ,    A  .-^v 

H?-ff?  =  ^l-^iF"  +  ^; (^^^ 

Having  the  values  of  tih,  Hi,  Xi  and  «i,  fo"  the  cord  in  the  initial  condition, 
and  the  value  of  u^t,  after  the  change  in  temperature  t,  the  value  of  Hi  may 
be  obtained  by  the  solution  of  (10)  and  the  value  of  yt  from  (8),  as  before. 

The  change  in  dip,  due  to  a  uniform  load  change  only,  may  evidently  be 
obtained  by  putting  ^  »  0  in  (10)  and  solving  for  H2  and  ^,  as  before. 

190.  Tramway  Cable.  —  The  deflection  of  the  track  cable  of  a 
tramway  for  any  position  of  the  traveling  load  may  be  deter- 
mined with  a  sufficient  degree  of  accuracy  by  use  of  the 
approximate  formulas  for  the  common  catenary  (14)  and  (15) 
(Art.  188). 

Let  the  curve  AOB  (Fig.  258)  represent  the  form  of  the  cable  under  a  load 
TF  at  the  point  0.  Let  L  =  the  horizontal  distance  and  yo  =  the  difference  in 
level  between  the  points  of  support  A  and  B  and  let  (xi,  yi)  and  (X2,  yt)  be  the 
coordinates  of  A  and  B  with  respect  to  horizontal  and  vertical  axes  through  0. 
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If  we  assume  the  cable  to  be  perfectly  flexible  and  of  uniform  weight,  the  curvoB 
OA  and  OB  will  be  parts  of  two  catenaries,  intersecting  at  0,  and  the  lowest 
points  on  the  two  curves  may  be  represented  by  Oi  and  Oi,  respectively. 

Let  81  »  the  length  of  the  curve  OA^  St  «  the  length  of  the  curve  OB  and 
8  =  81  +'8t  ==  the  total  length  of  the  cable.  Let  w  »  the  weight  of  the  cable 
per  unit  length,  H  =  the  horizontal  component  of  the  tension  at  any  pointy 
Va  =  the  vertical  component  of  the  tension  ni  A,  Vb  =  the  vertical  compo- 
nent of  the  tension  at  B  and  Vo  »  the  vertical  component  of  the  reaction 
between  the  parts  OA  and  OB  at  the  point  O. 


Fig.  258. 

m 

If  we  assume  the  load  W  to  act  on  the  part  OA  alone  and  apply  the  condition 
ZM  ==  0  to  the  .forces  acting  on  OA,  with  the  axis  of  moments  at  A,  we  shall 
have 

tv8i  ^  +  Wxi  -  ToTi  -  £fyi  =  0  (very  nearly),     ...      (1) 


and,  similarly  for  the  part  OB, 

—  W8t-?  —  VoXt  +  Hyt  =  0  (very  nearly) 

.  ^ 

Eliminating  Vq  between  (1)  and  (2), 

-^-  +  ^_„(g  +  g)  =  -^.,._«(|  +  g),0; 


(2) 


and  hence 


H  = 


«,         W8 
X\         Xt 


(3) 


Taking  the  sum  of  the  moments  of  all  the  forces  acting  on  the  cable  about 
an  axis  through  B  and  solving  for  Va,  we  have 


„       Wxt  —  Hyp  ,  tM. 


(4) 
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similarly, 

F»-^±^  +  ? (5, 

The  tension  at  A  will  be  equal  to 

Ta-vTvTlP; (6) 

and  the  tension  at  B, 

n-vTvTlP; (7) 

the  greater  of  the  last  two  values  being  the  greatest  tension  in  the  cable  for  the 
given  position  of  W,  As  the  postition  of  W  changes  the  greatest  tension  in 
the  cable  wiU  evidently  vary.  In  general,  an  exact  solution  for  the  position 
of  W  for  which  the  greatest  tension  is  a  maximum,  is  somewhat  difficult; 
bu£  the  maximum  value  may  be  obtained  with  sufficient  accuracy  by  assum- 
ing that  it  occurs  when  TF  is  at  the  middle  of  the  span. 

For  most  cases  sufficiently  accurate  values  of  «i  and  9%  may  be  obtained  by 

«i  «  Vxi«  +  yi« (8) 

and 

«t  =  Vx,"  +  y,» (9) 

More  exact  values  of  «i  and  9%  may  be  obtained  by  using  equations  (15)  and 
(14)  (Art.  188)  as  follows:  Taking  the  origin  at  Oi  (Fig.  258), 

,  ^  [l  +  5l±3g±35L'] (10) 

and 

{xi  +  axY       oi*  _  Xi  (2  oi  +  xi) , 
^  2m  2w~  2m         »      •     •    •    •     Ui; 

hence 

-=?-! (12) 

Substituting  the  value  of  oi  in  (10),  the  value  of  «i  is  obtained  in  terms  of  yi 
and  xi,  In4i  similar  manner  an  expression  for  9%  in  terms  of  yt  and  Xt  can  be 
easily  obtained. 

When  A  and  B  are  on  the  same  level  the  greatest  tension  occurs  when  W  is 

at  the  middle  of  the  span,  in  which  case  y\  ^  yt^xi  ^  x%  ^  jr  and  . 

-tf  -  jy^  (^  +  tiwi), (13) 

Fa-F6  =  ^+UWi, (14) 


«i  -««  =  y'j-+yi*, 


(15) 


or,  a  more  exact  value  of  «i  may  be  obtained  from  equation  (10). 

In  ordinary  cases  the  deflection  yi  is  so  small,  compared  with  the  span,  that 

Ta^  U  (very  nearly); 
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and  sufficiently  accurate  results  can  be  obtained  by  ftfwuming  the  cable  to  be 
under  a  uniform  tension  H.  In  such  a  case  the  dip  of  the  curve,  formed  by  the 
cable  when  the  load  is  off  the  span,  can  be  readily  found  by  calculating  a  from 
(8)  and  (9)  and  determining  the  new  value  of  m  from  (15)  (Art.  188)  and  the 
dip  2/1  from  (14)  (Art.  188).  If  allowance  is  to  be  made  for  the  change  in  the 
length  of  the  cable,  due  the  change  in  tension  when  W  is  removed,  the  value  of 

m  »  — '  should  be  calculated  first  from  (15)  (Art.  188)  and  the  correct  value 

of  Hi  obtained  by  the  use  of  (5)  (Art.  189),  after  which  the  dip  yi  may  be  found 

by  substituting  m  =  ~  in  (14)  (Art.  188). 

In  the  foregoing  analysis  the  cable  has  been  treated  as  a  perfectly  flexible 
cord,  whereas  in  an  ordinary  cable  the  rigidity  will  be  sufficient  to  produce  a 
considerable  bending  stress  where  it  bends  around  the  carriage  sheaves,  sup- 
porting the  load  TF,  and  the  form  of  the  curve  taken  by  the  cable  will  ^ 
somewhat  different  from  that  taken  by  the  flexible  cord. 

The  effect  of  the  rigidity  on  the  H  components  at  the  supports  may  be  shown 
by  introducing  in  equations  (1)  and  (2)  the  term  M,  representing  the  bending 
couple  at  the  section  at  0  (Fig.  258),  and  solving  for  H,  which  will  give 

TF4-^-2M 
H -^— ; (16) 

Xi         Xi 

showing  that  the  value  of  H  would  be  less  than  if  the  cable  were  perfectly 
flexible.  The  values  of  Va  and  Vb  (equations  4  and  5)  would  be  the  same  as 
for  a  flexible  cord. 

In  an  ordinary  case  the  value  of  M  would  not  be  large  enough  to  change  to 
any  considerable  extent  the  value  of  H  from  that  given  by  (3) ;  and  the  form 
of  the  curve  can  be  determined  with  sufficient  acciuacy  by  treating  the 
cable  as  a  flexible  cord. 

In  calculating  the  maximum  stress  intensity,  however,  allowance  for  the 
stress  due  to  jDending  should  be  made.  Rankine  proposed  that  the  bending 
stress  be  calculated  on  the  assumption  that  all  the  wires  in  the  cable  take  the 
same  curvature  when  bending  around  a  sheave.  On  this  assumption,  if  d  a 
the  diameter  of  a  single  wire,  E  =  the  modulus  of  elasticity  of  the  material 
and  r  =  the  radius  of  curvature  of  the  axis  of  the  bent  cable,  the  muTiTnnm 
stress  intensity  due  to  bending  would  be  equal  to 

Ed 
2r' 

Hence,  if  7  =»  the  tension  and  A  =  the  total  area  of  the  cross  section,  the 
maximum  stress  intensity  in  the  cable,  where  it  bends  around  a  sheave,  would 
be  equal  to 

-       T  ,  Ed  ,--x 

^'  =  3  +  27 (1^ 

In  appl3ring  (17)  in  practice  allowance  should  be  made  for  the  fact  that  the 
"lay"  of  the  strands  in  an  ordinary  cable  is  such  that  the  curvature  of  the 
different  wires  in  the  bent  cable  is  not  the  same;  and  also  that  the  friction 
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between  the  strands  will  prevent  them  from  moving  freely  on  each  other, 
which  would  tend  to  produce  a  higher  stress  in  the  wires  on  the  outside  of 
a  bend  than  in  those  on  the  inside. 

Mr.  F.  C.  Carstarphen  has  shown,  by  an  extensive  series  of  tests  on  steel 
cable,  that  as  the  tension  on  a  cable  increases  the  properties  of  the  cable  under 
bending  approach  those  of  a  solid  bar  of  the  same  material.  To  meet  such  a 
conditioii  (17)  should  be  modified  to 

^^-.2-^^ '''^ 

wnere  d\  »  the  diameter  of  the  cable  and  Ei  ^  &  modified  value  of  the  modu- 
lus of  elasticity,  depending  on  the  value  of  T, 

Moreover  the  value  of  Ei  for  a  tramway  cable  under  its  working  tension  may 
be  so  large  that  the  resistance  of  the  cable  to  bending  will  be  sufficient  to  pre- 
vent it  from  taking  a  radius  of  curvature  as  small  as  the  radius  of  the  carriage 
sheaves  at  O  (Fig.  258),  resulting  in  a  smaller  value  for  the  bending  stress  than 
that  given  by  (18). 

191.  Flexible  Trough.  —  The  form  of  the  cross  section  of  a 
perfectly  flexible  trough  filled  with  any  homogeneous  fluid  will  be 
the  same  as  that  of  a  flexible  cord  subjected  to  a  load  which  is 
everywhere  normal  to  the  curve  and  whose  intensity  at  any  point 
is  proportional  to  the  depth  below  a  horizontal  axis  coinciding 
with  the  surface  of  the  fluid. 

Let  AOiB  (Fig.  259)  represent  the  cross  section  of  a  flexible  trough  of  width 
2  b  and  depth  a,  supported  at  A  and  B  and  filled  with  a  homogeneous  liquid 
to  the  level  AB.  Take  the  axes  of  coordinates  through  O,  the  middle  point  in 
ABt  £^d  let  w  »  the  weight  of  the  liquid  per  unit  of  volume,  H  »  the  tension 
per  unit  length  of  the  trough  at  the  lowest  point  Oi,  T  »  the  tension  per  unit 
length  at  any  point  C,  whose  codrdinates  are  (x,  y),  p  =»  the  intensity  of  pres- 
sure at  C,  9  »  the  angle  between  the  tangent  at  C  and  the  horizontal  and  r  » 
the  radius  of  curvature  at  C 

Applying  the  condition  of  equilibrium,  ZX  =>  0,  to  the  forces  acting  on  the 
portion  of  the  trough  OiC  we  have 

ZX  ^  -H -\-   r^^p^neds  +  TcoBB-'O, (1) 

m/yma 


where  p  =  —toy  «  — ,    and  —  -j^    and    cobO  =  -j— 

'^  *       r '  ds  da 

Hence 

and 

r=  [ff-^(a«-v«)]g=  [ff-^(o'-i/«)}8ec9.  .    .      (2) 

But      r  =  —tvyr  =  —  «T/  ^  I  and  hence    — wy=  |^~o(<''~I^)|^ 
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and 


de 


-  wy 


w 


dx. 


//_  ^(a«-i/«) 


Multiplying  by  tan  6 


-^t  we  have 


tanOde 


—  wy 


where 


H" 


dy 


''2ydy 


w ,  ^        ..    -       2H       ,  ,    ^ 


~2ydy 


X 


2g 


-a». 


Fig.  269. 


(8) 


..    .    (4) 


Integrating  (4),  we  obtam 

-logco8^=  -log(y»  +  /0  +  c. 
Observing  that  ^  =  0,  when  y  =  a, 

c  -  log  (a«  +  K)\ 


and  hence 


or. 


log  coed  =  log^     ^f 


obsd 


1/'  +  /^ 


•    •    •    • 


(9 


w 
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Therefore,. 

tan.  =  I  =  V  '  "  (^)' 

and 

"^  "  V(o«-hX)«-(y«  +  /C)«   ^     V(a«  +  X  +  v«-hiiC)(a»  +  X-j/«-iC)  '^^ 

/o«4-2/g-hy'\     /a«-hiiC\ 

Let  «»  =  1  -  ^;    then    ^  =  vT^T^    and   dy  =  "T°^.^  ;  and,  subeti- 
tuting  in  (7)  and  reducing/ 

'v/^-V/2(a'  +  g)(l-*'^') 


(2x 


V(l  -  z«)  (1  -A;*2») 


(8) 


^^^'^  **"2(o>-hiiC)  ~  4/f 

By  substituting  2  =  sin0,  (ii:»coB0d0s  Vl  —sfld*^, 

Off 

a^  +  K  —  —  and  integrating,  equation  (8)  reduces  to 

ry/|-2y/|a-^si^ 

J    Ljj         Vl-A^sin«^ 
where  ^  =  sin"*^  =  cos"*  Vl  —  «»  =  cos"*  -,  or, 


(9) 


and 


y«oco80 (10) 

*=iVl (") 
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The  values  oT  the  integrab  in  (9),  for  any  value  of  k  and  diSerent  values  of  ^ 
can  be  readily  deternuned  from  a  table  of  elliptic  integrals  and,  by  Bubstituting 
these  values  and  the  value  of  —  in  the  equation,  values  of  x  corresponding  to 
the  values  at  0  con  be  found.  In  this  manner,  aa  many  values  of  z  and  y  as 
may  be  required  (or  plotting  the  curve  can  be  obtained. 

Substituting  the  value  of  cos  8  (equation  6)  in  (2)  we  have 


.=  [„_|„..«]^, 


Hence  the  tension  throughout  the  length  of  the  trough  is  uniform  and  equal 
to  the  leuaion  at  the  lowest  point. 


^^      ^  ^                y 

^'     4:^^  3        ^y 

»s      -^    -^      f            ^T 

\    \-    -^r       / 

V    t       t             -/ 

^      Jt      y 

v't^i     7 

Jjy     y 

.±tr  7 

UT7  ..^ 

M-t-^"^ 

".^^^"^ 

Fia.  260.       - 

The  form  of  the  curve  will  depend  upon  the  value  of  the  ratio  - ;  and  the 
value  of  H  will  be  determined  by  the  values  of  10  and  o,  in  addition  to  the  value 
of  -    DifferentformBarerepreeentedbytheeurvesOiA,OiB,0,C,0,DandOiO 

(Fig.  260).  As  the  ratio  -  increases,  the  form  of  the  curve  approaches  that 
of  the  parabola  with  the  vertex  at  Oi.  The  dotted  curves  represent  the  par- 
abolas through  0\  and  the  points  A  and  B. 

If  we  let  9a  '  the  slope  of  the  tangent  at  a  point  of  support,  we  have  by 

putting  y  =  0  in  (6) 

«-  =  '»a-'^^-M«-(l-fJ) (13) 

It  may  be  noted  that  when  un*  =  2  H  the  tangent  b  vertical  aa  shown  by 
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the  curve  OiC  (Fig.  260).  In  this  case  it  will  be  found  that  the  ratio  -  =  0.599 
(very  nearly). 

The  value  of  H  for  any  given  values  of  w,  a  and  h  can  be  foimd  by  trial; 
substituting  z  =  a  in  (9)  and  y  =  6  in  (10)  and  interpolating  in  a  table  of 

elliptic  integrals  until  the  value  of  the  ratio  —  required  to  satisfy  the  equations 
is  found. 

h  ff 

When  -  >  1  the  value  of  —  can  be  found,  very  nearly,  by  treating  the  curve 
a  to 

as  a  parabola.  For  example,  if  we  let  OA  =  h  and  OOi  =  a  (Fig.  260),  the 
area  of  the  half  segment  of  the  parabola  OOiA  will  be  equal  to  }  a5  and  the  dis- 
tance of  its  center  of  gravity  from  the  vertical  through  A  will  be  equal  to  i  6. 
Taking  moments,  about  an  axis  through  A,  of  the  forces  acting  on  the  fluid  in 
the  half  segment  OOiA,  we  have 


—Ha  +-2-X5a-ti7Xga^XgO«0, 


(14) 


and  hence 


f-K-'+f^) ^^« 


192.  Problems.  —  Arches  and  Catenaries. 

Problem  1. 

A  three-hinged  circular  arch  is  made  up  of  two  equal  ribs  AB  and  BC, 
formed  by  bending  8"  steel  I-beams  to  circular  arcs,  the  radius  of  the  central 
axis  of  each  rib  being  25  ft.    The  arch  is  subjected  to  four  concentrated  loa  Js 


Fig.  261. 


of  5000  lbs.  each,  as  indicated  (Fig.  261 ) .  Calculate  the  horizontal  and  vertical 
components  of  the  supporting  forces  at  A  and  C  and  determine  the  greatest 
fiber  stress  in  the  arch,  assuming  the  area  of  the  cross  section  »  6  sq.  in.,  7  ~ 
60  (ins.)^  and  neglecting  the  weight  of  the  arch  ribs. 


460  APPLIED  MECHANICS 

The  valuFS  of  Che  integrals  in  (d),  for  aoy  value  of  h  and  different  values  of  4 
can  be  readily  ilctcrmincd  from  a  table  of  elliptic  integrals  and,  by  substituting 
these  values  and  the  value  of  —  in  the  equation,  values  of  x  corresponding  to 

the  values  of  «  can  be  found.     In  this  manner,  as  many  values  of  x  and  y  as 
may  bo  required  for  plotting  the  curve  can  be  obtained. 

Substituting  the  value  of  cos  0  (equation  6)  in  (2)  we  have 
+.K. 


..[„_|,._„]-±| 


Hence  the  tensioa  throughout  the  length  of  the  trough  is  uuiform  and  equal 
to  the  t«nuon  at  the  lowest  point. 


^^      I                     ^" 

V     i  ,^^J        -^j^  " 

5      ^           J              T 

\      \^      ^t           / 

V    I      A           / 

^      M      y 

\-  ^tt     y 

"tm     ^^ 

tv    4 

Ui7  ^^ 

MZ-^^ 

0.  ^m^ 

Fio.  260.       • 

The  form  of  the  curve  will  depend  upon  the  value  of  the  ratio  -  ;  and  the 
value  of  H  will  be  determined  by  the  values  of  w  and  a,  in  addition  to  the  value 
of  —  DiffcrcntformHarerepreBentedbythecurves0|il,0iB,0iC,0iOand0|0 
(ITg.  260).  As  the  ratio  -  increases,  the  foim  of  the  curve  approaches  that 
of  the  parabola  with  the  vertex  at  0\.  The  dotted  curves  represent  the  par- 
abolas through  0\  and  the  points  A  and  B. 

If  we  let  Ba  =  the  slope  of  the  tangent  at  a  point  of  support,  we  have  by 
putting  p  =  0  in  (6) 

..  =  e.»-.^.».-.(l-|!") (13) 

It  may  be  noted  that  when  uu*  ^  2H  the  tangent  is  vertical  as  shown  by 
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the  curve  OiC  (Fig.  260).  In  this  case  it  will  be  found  that  the  ratio  -  »  0.599 
(very  nearly). 

The  value  of  H  for  any  given  values  of  w,  a  and  h  can  be  found  by  trial; 
substituting  z  "=  a  in  (9)  and  y  ^  b  'm  (10)  and  interpolating  in  a  table  of 

H 

elliptic  integrals  until  the  value  of  the  ratio  —  required  to  satisfy  the  equations 

is  found. 

When  -  >  1  the  value  of  —  can  be  found,  very  nearly,  by  treating  the  curve 

as  a  parabola.  For  example,  if  we  let  OA  =  6  and  OOi  =  a  (Fig.  260),  the 
area  of  the  half  segment  of  the  parabola  OOiA  will  be  equal  to  }  a5  and  the  dis- 
tance of  its  center  of  gravity  from  the  vertical  through  A  will  be  equal  to  i  6. 
Taking  moments,  about  an  axis  through  A,  of  the  forces  acting  on  the  fluid  in 
the  half  s^ginent  OOiA,  we  have 


(14) 


and  hence 


^"K-'.+i.^) (i« 


192.  Problems.  —  Arches  and  Catenaries. 

Problem  1. 

A  three-hinged  circular  arch  is  made  up  of  two  equal  ribs  AB  and  BC, 
formed  by  bending  8"  steel  I-beams  to  circular  arcs,  the  radius  of  the  central 
axis  of  each  rib  being  25  ft.    The  arch  is  subjected  to  four  concentrated  loa  js 


Fig.  261. 


of  5000  lbs.  each,  as  indicated  (Fig.  261 ) .  Calculate  the  horizontal  and  vertical 
components  of  the  supporting  forces  at  A  and  C  and  determine  the  greatest 
fiber  stress  in  the  arch,  assuming  the  area  of  the  cross  section  »  6  sq.  in.,  /  » 
60  (ins.)^  and  neglecting  the  weight  of  the  arch  ribs. 
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Solution,  —  Since  the  arch  is  symmetrically  loaded,  the  distribution  of  the 
stresses  in  the  two  ribs  will  be  the  same  and,  from  the  conditions  of  equi- 
librium, the  values  of  the  H  and  V  component?  at  A, 

Ha  =  12,000  lbs.,  Va  =  10,000  lbs., 

are  readily  obtained. 

Taking  the  origin  at  A  and  substituting  in  equations  (2)  and  (3)  (Art.  185), 
we  have,  for  any  cross  section  of  the  arch  between  A  and  a, 

3f  =  12,000  y  -  10,000  x, (1) 

P  =  12,000  cos  a  +  10,000  sin  a; (2) 

for  any  cross  section  between  a  and  b 

M  =  12,000  y  -  10,000  x  +  5000  (x  -  8), (3) 

P  =  12,000  cos  a  -h  5000  sin  «; (4) 

and  for  any  cross  section  between  b  and  B,  * 

Af  =  12,000  y  -  10,000  a;  +  5000  (x  -  8)  +  5000  (x  -  16),  .    .     (5) 
P  =  12,000  cos  a (6) 

For  the  slope  of  the  tangent  at  A,  we  have 

ao  =  sin-»  fjj  =  cos"*  H  =  53.1^ 

for  the  slope  of  the  tangent  at  a, 

^1  =  sin-»  H  =  28.7^ 

and  for  the  slope  of  the  tangent  at  6, 

Bt  =  sin-»  A  =  9.2**. 

Expressing  x  and  y  in  terms  of  a,  we  have 

X  =rsinato  —  rsina  »20  —  25sina, 
y  =  r  cos  a  —  r  cos  o^  =  25  cos  a  —  15; 

and,  substituting  in  (1)  and  reducing, 

M  =  300,000  cos  a  +  250,000  sin  a  -  380,000.      ...     (7) 

Differentiating,  placing  the  derivative  equal  to  zero  and  solving  for  a,  we  have 
^  =  -^300,000  sin  a -h  250,000  cos  a  =  0, 

tan  a  =  jj,  a  =  tan'^  0.8333  =  39.8^ 

which  lies  between  oq  and  Oi. 

Substituting  the  values  sin  39.8''  =  0.640  and  cos  39.8"*  «  0.768  m  (7)  and 
(2)  we  have  for  the  greatest  bending  moment  between  A  and  a, 

M '  =  300,000  X  0.768  +  250.000  X  0.640  -  3.80.000  =  10,400  ft.  Ibe. 

and  for  the  normal  thrust  at  the  section  of  greatest  bending  moment, 

P'  =  12,000  X  0.768  +  10,000  X  0.640  =  15,600  lbs. 

Proceeding  in  a  similar  manner  for  any  section  between  a  and  5,  we  obtain 
from  (3), 

M  =  12,000y-5000x-40,000=300,000cosa+125,000sina-320,000,    (8) 

^=  -300,000sina  + 125,000  cos  a  =  0, 
da 

tan  a  =  Hii  «  =  tan-*  0.4167  =  22.6*. 
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Since  this  value  of  a  is  less  than  0i,  the  greatest  bending  moment  for  any 
section  from  a  to  6  will  be  at  the  section  a.  But,  from  the  preceding  part  of 
the  solution,  M'  is  evidently  greater  than  the  bending  moment  Ma\  and  a  com- 
parison of  (4)  with  (2)  will  show  that  P'  is  greater  th^i  the  thrust  on  any  section 
between  a  and  &»  Therefore  the  greatest  fiber  stress  will  be  found  by  substi- 
tuting the  values  of  M'  and  P'  in  (1)  (Art.  185),  from  which  we  obtain 

„        15,600   .    10,400X12X6      o«nA_i_ioAQn      iRinniK 
/  =  — ^ 1 ' -^ =  2600  +  12,480  =  15,100  lbs.  per  sq.  m. 

It  is  evident  that,  since  the  maximiun  fiber  stress  at  a  is  greater  than  that  on 
any  section  from  a  to  6,  it  must  also  be  greater  than  the  fiber  stress  on  any  sec- 
tion between  6  and  B, 

Problem  2. 

Solve  ProbleiA  (1)  omitting  the  load  on  each  rib  nearest  the  hinge  B, 

Problem  3. 

Solve  Problem  (1)  by  constructing  the  equilibrium  polygon  for  the  forces 
acting  on  the  arch,  with  the  strings  of  the  polygon  passing  through  the  hinges 
A,  B  and  C;  and  determining  the  section  of  greatest  bending  moment  by  in- 
spection and  the  normal  thrust  on  this  section  by  a  graphical  resolution  of 
forces. 

Problem  4. 

Determine  the  greatest  fiber  stress  in  a  two-hinged  arch  of  the  same  dimen- 
sions and  subjected  to  the  same  loads  as  the  arch  in  Problem  (1),  the  hinge  B 
(Fig.  261)  being  omitted. 

Note,  —  Calculate  the  value  of  Hat  the  horizontal  component  of  the  sup- 
porting force  at  A,  by  using  equation  (14)  (Art.  185)  and  proceed  with  the  rest 
of  the  solution  in  the  same  manner  as  in  Problem  (1). 

Problem  6. 

Determine  the  deflection  at  the  crown  of  the  arch  in  Problem  (4); 

(a)  Making  an  approximate  solujtion  by  use  of  equation  (9)  (Art.  178); 

(b)  Making  a  more  exact  solution  "by  use  of  equation  (20)  (Art.  178). 

Problem  6. 

Determine  the  greatest  fiber  stress  in  the  arch  given  in  Problem  (4)  if  the 
concentrated  loads  were  replaced  with  a  uniformly  distributed  load  of  600  lbs. 
per  ft.,  measured  horizontally.  ' 

Note.  — ;  Calculate  Ha,  the  horizontal  component  of  the  supporting  force  at 
A,  by  using  equation  (17)  (Art.  185)  and  write  the  general  expression  for  M 
(equation  5,  Art.  185),  observing  that  the  value  of  K  is  given  by  (15)  (Art.  185). 
Differentiate  and  determine  the  greatest  bending  moment  as  in  Problem  (1). 

Problem  7. 

A  flexible  cable  is  suspended  between  the  tops  of  two  towers,  200  ft.  apart, 
one  of  the  towers  being  20  ft.  higher  than  the  other.  The  cable  is  subjected 
to  a  uniform  load  of  100  lbs.  per  ft.,  measured  horizontally,  and  the  lowest 
point  in  the  cable  is  20  ft.  below  the  level  of  the  lower  of  the  two  supports. 
Find  the  greatest  tension  in  the  cable. 
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Solution.  —  Assume  an  origin  of  coordinates  at  0,  the  lowest  point  in  the 
curve  formed  by  the  cable,  and  let  (Xa,  ya)  be  the  coordinates  of  Aj  the  lower  of 
the  two  supports,  and  (0%,  yt)  be  the  codrdinates  of  B,  the  higher  support,  with 
reference  to  horizontal  and  vertical  axes  through  0.  Then,  from  (4)  (Art.  187), 
we  have 

ya  =  2lf^  ' ^^ 

100    .  '.  _      100 


^"2]S^* 


ya  +  20=i^(200-a;ay (2) 


Substituting  ya  *  20  and  solving  (1)  and  (2)  simultaneously,  we  obtain 

Xa  =  82.8  ft.,  Xb  =  117.2  ft. 
and 

H  =  17,140  lbs (3) 

The  greatest  tension  will  occur  at  the  support  B  and  will  be  equal  to 

Tb  =  V(H)«  V  (wxt)^  «  20,760  lbs (4) 

Problem  8* 

A  steel  guy  rope,  weighing  0.50  lb.  per  ft.,  is  attached  to  the  top  of  the  mast 
of  a  derrick,  50  ft.  high,  and  anchored  at  a  distance  of  150  ft.  from  and  at  the 
level  of  the  foot  of  the  mast.  Find  the  deflection  of  the  middle  point  of  the 
gay  rope,  fTt)m  a  straight  line  between  the  anchor  and  the  top  of  the  mast,  when 
the  tension  in  the  guy  is  4000  lbs. 

Note.  —  Use  the  appioximate  equation  for  the  catenary  (14)  (Art.  188) 
and  observe  that  the  origin  of  coordinates  is  beyond  the  anchor  for  the  guy. 
By  letting  (xa,  ya)  and  (x6,  yt)  represent  the  codrdinates  of  the  point  of  anchor- 
ege  and  the  top  of  the  mast,  respectively,  referred  to  the  horizontal  and  vertical 
axes  through  the  origin,  the  problem  may  be  solved  in  the  same  manner  as 
Problem  (7) 

Problem  9. 

A  wire  rope  drive  consisting  of  a  steel  cable,  J"  diam.,  weighing  0.8  lb.  per 
ft.,  running  over  two  sheaves,  4  ft.  diam.,  with  centers  on  the  same  level  and 
150  ft.  apart,  is  transmitting  100  h.p.  If  the  speed  of  the  sheaves  is  150  r.p.m. 
and  the  tension  in  the  tight  portion  of  the  drive  is  5000  lbs.,  calculate  the  dip 
at  the  middle  point  in  the  tight  portion  of  the  c^ble  and  also  at  the  middle 
point  of  the  slack  portion. 

jVote.  —  The  tenfdon  will  be  very  nearly  uniform  throughout  each  span  of 
the  cable  and  the  approximate  formula  (14)  (Art.  188)  can  be  used,  assum- 
ing /f  =  tension  throughout  the  span. 

Problem  10. 

A  steel  towing  hawser,  1"  diam.,  weighing  1.4  lbs.  per  ft.,  and  800  ft.  long 
is  subjected  to  a  horizontal  pull  of  8000  lbs.  Find  the  dip  at  the  middle  point 
and  the  length  of  the  span,  assuming  that  the  supports  are  on  the  same  level. 
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Problem  11. 


A  steel  wire,  0.12''  diam.,  weighing  0.0382  lb.  per  ft.,  is  suspended  between 
two  supports  200  ft.  apart  and  on  the  same  level,  (a)  Find  the  dip  at  the 
center  of  the  span  when  the  tensile  stress  in  the  wire  is  15,000  lbs.  per  sq.  in. 
(b)  Find  the  increase  in  the  dip  due  to  an  increase  in  temperature  of  100°  F. 

E  »  30,000,000  Ibe.  per  sq.  in.,  c  =  0.0000067  per  degree  Fahr. 

Solution.  —  (a)  The  area  of  the  cross  section  of  the  wire  A  =  0.01131  sq.  in. 
The  tension  throughout  the  span  will  be  practically  uniform  and  therefore 

H  =  16,000  X  0.01131  =  170  Ibe. 

Substituting  in  (14)  (Art.  188), 

_  0.0382  X  (100)«  ^ 

(b)  Substituting  in  (7)  (Art.  189), 

«i  =  100  +  ^^^\^^  =  100.0084  =  xi  (very  nearly) 

and,  substituting  8i  =>  Xi  in  (5)  (Art.  189), 
1  1  6X100         /  H, -170. 


» V0.01131  X  30,000,000  "^  ^'^^^^^^^^^  X  100  j. 


W      (170)«     (0.0382)*  X  (100)»  VO.01131  X  30,000,000 

which  reduces  to 

Ht*  +  85.8  W  -  825,000  -  0. 

Solving  for  Ht,  we  obtain 

Hi  =  72  Ibe.; 
and  hence, 

0.0382  X  (100)«  ^  n  ft,  ft 
^      2ir72 ^-^  "• 

and  the  increase  in  dip 

»i  —  yi  =  1  53  ft. 

Problem  12. 

Calculate  the  increase  in  the  dip  of  the  wire  in  Problem  (11)  due  to  a  uni- 
form ice  load  of  0.2  lb.  per  ft.,  the  temperature  remaining  unchanged.  De- 
termine the  tension  in  the  wire  under  the  additional  load. 

Problem  13. 

Calculate  the  maximum  deflection  of  a  copper  wire,  0.204"  diam.,  weighing 
0.126  lb.  per  ft.,  in  a  span  of  120  ft.  when  the  tension  in  the  wire  is  12,000  lbs. 
per  sq.  in. 

Problem  14. 

Calculate  the  change  in  the  maximum  deflection  of  the  wire  in  Problem  (13) 
due  to  an  ice  load  of  0.25  lb.  per  ft.,  combined  with  a  decrease  in  temperature 
of  80**  F. 

E  "  16,000,000  lbs.  per  sq.  in.,  c  »  0.000009  per  degree  Fahr. 
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Problem  16. 

A  steel  tramway  cable,  I"  diam.,  weighing  2.20  Ibe.  per  ft.,  has  a  span  of 
800  ft.  Calculate  the  deflection  under  a  load  of  1500  lbs.  at  the  middle  of  the 
span,  assuming  the  greatest  tension  in  the  cable  to  be  10,000  lbs.  and  the  sup- 
ports on  the  same  level.  If  the  cable  is  made  up  of  19  wires,  0.2"  diam.,  and 
the  value  of  J?  is  assumed  to  be  25,000,000  lbs.  per  sq.  in.,  calculate  the  maxi- 
mum deflection  of  the  cable  \mder  its  own  weight  only. 


CHAPTER  XIIL 
CYLINDERS  AND  PLATES. 

193.  Thin  Oval  Cylinder.  —  The  expressions  for  the  stress 
intensities  at  any  point  in  a  thin  circular  cylinder,  subjected  to 
uniform  internal  pressure,  have  already  been  deduced  (Art.  54). 
If  a  thin  cyUnder  of  oval  section  is  subjected  to  a  uniform  internal 
pressure  it  will  tend  to  become  circular  in  shape  and  bending 
stresses  will  be  set  up  in  the  waU,  in  addition  to  direct  tensile 
stresses. 

Let  a  jind  b  equal  the  semi-axes  of  a  thin  oval  cylinder  (Fig. 
262),  symmetrical  with  respect  to  the  axes  OX  and  OY,  where 


Fig.  262. 


a  >  b.  Let  t  =  the  thickness  and  p  =  the  intensity  of  the  uiii- 
form  internal  pressure.  Consider  a  portion  of  the  cyUnder  be- 
tween two  transverse  sections  at  a  unit  distance  apart  and  let 
Ti  =  the  direct  tension  and  Af i  =  the  bending  moment  at  the 
section  of  this  strip  cut  by  the  axis  XX,  Tt  =  the  tension  and 
Afj  =  the  bending  moment  at  the  section  cut  by  the  axis  YY,  and 
T  =  the  tension  and  Af  =  the  bending  moment  at  any  section 
C,  through  the  point  whose  coordinates  are  {x,  y). 
Then 

Ti  =  pa, (1) 

ra  =  p6 (2) 

467 
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and 


r-P»S  +  [r.-p(a-x)]f 


-^t+^t- — ») 

the  greatest  tension  in  the  cyUnder  evidently  being  equal  to  Ti. 

If  we  call  bending  moments  which  tend  to  increase  the  curva- 
ture positive,  the  expression  for  the  bending  moment  at  C  will  be 

M  =  Mi  +  ri(a-x)-|(a-x)^-|t/^      .     .     (4) 

Substituting  the  value  of  Ti  from  (1)  and  reducing, 

Jlf  =  Mi  +  |(a«-x^-|/»)  =  Jlfi  +  |(a^-f^),.     .     (6) 

where  r*  =  x^  +  y*. 
When  X  =  0,  (5)  becomes  • 


and  hence. 


M,==Mi  +  ^{a^-V); (6) 


Jlf2-Jl/i  =  |(a^-6^) (7) 


From  an  inspection  of  (5)  and  (6)  it  is  evident  that  Mi  is  the 
greatest  negative  bending  moment  and  Ah  is  the  greatest  posi- 
tive bending  moment  in  the  cy Under;  and  that  the  quantity 

^  (a*  —  b^)  represents  the  algebraic  difference,  or  the  numerical 

sum,  of  the  two  bending  moments. 

For  an  exact  solution  for  the  value  of  Mi,  or  Jlf2,  the  equation  of 
the  curve  formed  by  the  perimeter  would  be  required  and  then, 
by  applying  the  condifon  that  the  slopes  of  the  curve  at  the 
intersections  with  the  axes  OX  and  OY  would  remain  imchanged 
by  the  bending  (Art.  178),  an  equation  containing  Mi  and  Afj 
might  be  obtained,  which  with  (7)  would  give  a  solution. 

An  approximat-e  solution,  accurate  enough  for  general  pur- 
poses, however,  can  be  made  much  more  easily,  as  follows: 

Draw  the  cross  section  of  the  cylinder  to  scale  and  divide  any 
quadrant  into  a  number  of  sections  of  length  As  and  measure  the 
value  of  r,  the  length  of  the  radius  vector  from  0  to  each  of  these 

sections.    Calculate  the  value  of  the  quantity  ^  (a*  —  r*)  for  each 
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value  of  r  and  plot  each  value  as  an  ordinate  on  the  development 
of  the  quadrant  XY  bs  &  base  line  (Fig.  263).  T&e .value  of  Mi 
will  then  be  nearly  equal  to  the  mean  of  the  ordinates  of  the  area 
XYYi;  for,  the  angle  between  the  tangents  at  the  points  X  and 


Fig. -263. 


y  (¥\g.  262)  will  remain  unchanged  and,  if  we  neglect  the  effect 
of  the  tension  T  on  the  change  in  curvature,  we  have  from  (10) 
(Art.  178), 

EIha  =  2JtfA«  =  0; (8) 

and,  substituting  the  v&lue  of  M  from  (5), 

A/,SA«  +  s|(a^-H)As  =  0;     ....     (9) 


Af,  = 


2^(a'-r»)A« 


(10) 


where  L  =  the  length  of  the  base  line  XY  and  2 1  (a*  -  r*)  As  = 
the  area  XYY^. 

This  relation  is  similar  to  that  between  the  bending  moment  at 
the  support  of  a  symmetrically  loaded  beam,  fixed  at  the  ends, 
and  the  diagram  of  bending  moments  for  a  simple  beam,  simi- 
larly loaded  (Art.  107). 

If  a  hne  BD  is  drawn  at  the  height  of  the  mean  ordinate  Mi 
and'  parallel  to  the  base  XY  (Fig.  263),  the  bending  moment  at 
any  section  of  the  cylinder  will  be  represented  by  the  ordinate 
between  BD  as  a  base  and  the  curve  XY^,  ordinates  above  BD 
representing  positive  bending  moments  and  those  below  BD, 
negative  bending  moments.  The  point  of  inflexion  e  can  be 
located  on  the  cylinder  by  laying  eft  the  distance  X%  measured 
from  the  bending  moment  diagram,  along  the  perimeter  (Fig.  262). 
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If  A  =  the  area  and  -  =  the  section  modulus  of  any  cross 

c 

section  C,  the  greatest  stress  intensity  on  the  section  will  be 
equal  to 

^  =  1  +  7-' (^^^ 

where  /  is  a  tensile  stress.    The  greatest  stress  intensity  in  the 
cylinder  will  evidently  be  equal  to 

at  the  inner  edge  of  a  cross  section  at  X. 
The  shearing  force  at  any  section  C  will  evidently  be  equal  to 

dy  '  •         ^ 


S  =  [7'.-p(a-x)]|- 


^da 


and  its  value  can  be  found  by  measuring  the  angle  between  the 
tangent  to  the  perimeter  at  C  and  the  axis  OX  and  calculating 
the  products  of  its  cosine  and  x  and  of  its  sine  and  y  and  sub- 
stituting in  (13).  The  shearing  force  is  evidently  zero  at  the 
sections  at  X  and  Y  and  its  value  at  intermediate  sections  is 
represented  by  the  ordinates  of  the  curve  XSY  (Fig.  263). 

If  the  cyUnder  is  closed  at  the  ends  the  intensity  of  the  end 
tension  will  be  very  nearly  equal  to 

f'-'m ■  <") 

where  Ai  =  the  area  of  the  end  of  the  cylinder  and  4  L  =  the 
length  of  the  perimeter. 

194.  Tube  of  Rectangular  Cross  Section.  —  If  a  tube,  or  pipe, 
of  rectangular  cross  section  and  uniform  thickness,  is  subjected  to 
a  uniform  internal  pressure,  the  sides  will  be  subjected  to  com- 
bined bending  and  tensile  stresses. 

Let  2  a  and  2  b  represent  the  lengths  of  the  longer  and 
shorter  sides,  respectively,  and  t  =  the  thickness  of  a  rect- 
angular tube  (Fig.  264).  Consider  a  portion  of  the  tube 
between  two  transverse  sections,  at  a  unit  distance  apart,  and 
let  p  =  the  intensity  of  internal  pressure,  Ti  =  the  direct  ten- 
sion and  Ml  =  the  bending  moment  at  the  section  through  this 
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portion,  cut  by  the  axis  of  symmetry  OX;  and  Tj  =  the  tension 
and  Mz  =  the  bending  moment  at  the  section,  cut  by  the  axis  of 
synmietry  OY.  Let  Afo  =  the  bending  moment  at  a  right  section 
at  either  side  of  a  comer  C;  and  M  =  the  bending  moment  at  any 
section  between  X  and  C,  or  at  any  section  between  Y  and  C. 


!D 


!Y 


T 


: 


K- 


El 


Fig.  264. 


The  direct  tension,  throughout  the  length  of  the  short  side,  will 
then  be  equal  to 

Ti^pa; (1) 

and  the  direct  tension,  throughout  the  length  of  the  long  side, 

Ti^pb (2) 

Assuming  bending  moments  positive  where  the  curvature  is 
convex  outwards  and  negative  where  the  curvature  is  convex 
inwards,  we  shall  have  for  the  sections  at  X  and  F, 

p6* 


Af  1  =  Af 0  + 


(3) 


and 


JIf ,  =  Mo  + 


pa* 


(4) 


For  any  cross  section  B,  between  X  and  C,  the  bending  mo- 
ment 


M  =  M,-'^; 


(5) 


and  hence, 


EIi  =  jMdy^Miy-^,     ....     (6) 
the  constant  of  integration  being  equal  to  zero. 
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Similarly,  for  any  section  D,  between  Y  and  C, 


2 
and 


M  =  M,-^ (7) 


EH 


i=fMdx  =  MiPc-^ (8) 

Substituting  y  =  b  in  (6)  we  have,  for  the  product  of  EI  and 
the  slope  at  C, 

EIic  =  MJ>-'^;     ......    (9) 

and,  substituting  a;  =  o  in  (8),  we  have 

EIi/==M^-^ (10) 

The  values  of  ic  and  i/  will  be  equal  in  magnitude  and  have 
opposite  signs  and  hence,  by  adding  (9)  and  (10), 

Mi6  +  M2a-|(a'  +  &»)  =  0;     ....     (11) 

and,  by  substituting  the  values  of  Mi  and  M2,  from  (3)  and  (4), 
and  solving  for  Mo,  we  obtaii 

^''=-I(7tI^)=-3<«*-«*+^>^   •     •     (12) 
Putting  the  value  of  Afo  back  in  (3)  and  (4)  and  reducing, 


^    and 


Mi  =  2(fe2  +  2a6-2a«) (13) 


3f2  =  |(a2  +  2a6-262) (14) 


It  is  evident,  from  an  inspection  of  (12),  (13)  and  (14),  that  the 
greatest  bending  moment  in  the  tube  is  Mo;  and  hence  the  greatest 
stress  intensity  will  be  located  at  the  inside  edge  of  a  cross  section 
through  the  side  XC,  next  to  the  comer  C,    This  stress  intensity 

will  be  tension  and,  if  A  =  the  area  and  -  =  the  section  modulus 

c 

of  the  cross  section,  it  is  evident  that 

.      Ti  ,MoC      Ti,  6M0  ,-.. 
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By  placing  (5)  and  (7)  equal  to  zero  we  have,  for  the  points  of 
infiexiony 

^'  (16) 


-^ 


and 


^J2m 


2^ (17) 

If  desired;  the  bending  moment  and  shearing  force  diagrams 
for  the  long  and  short  sides  may  be  readily  plotted. 

For  a  square  tube,  putting  6  =  a,  the  values  of  the  bending 
moments  become 

Afo=-^', .    (18) 

Mi  =  M2  =  ^ (19) 

If  the  long  and  short  sides  of  the  tube  are  not  of  the  same  thick- 
ness, the  values  of  the  bending  moments  can  be  expressed  in  terms 
of  /i  and  hj  the  moments  of  inertia  of  the  cross  sections  of  the 
short  and  long  sides,  respectively,  about  the  axes  through  the 
centers  of  gravity.  By  substituting  the  values  of  /i  and  h  in  (9) 
and  (10)  and  solving  for  Mo,  as  before,  we  would  obtain 


Mc 


=  -  p  (^^L+m.  (20) 


and,  by  substituting  this  value  in  (3)  and  (4),  values  for  Mi  and  Afj 
can  be  easily  obtained. 

195.  Thick  Hollow  Cjdinder.  —  A  method  of  calculating  the 
stress  intensity  in  the  wall  of  a  circular  cylinder  subjected  to  uni- 
form internal  pressure,  applicable  when  the  thickness  of  the  wall 
is  small,  has  been  given  in  Art.  (54). 

In  general,  when  a  circular  cylinder  is  subjected  to  a  uniform 
internal  or  a  uniform  external  radial  pressure,  or  to  both  pres- 
sures simultaneously,  and  the  material  is  of  uniform  elasticity, 
the  stress  at  any  point  in  the  wall  may  be  determined  from 
the  fundamental  relations  between  stresses  and  strains  in  an 
elastic  body  (Art.  46),  on  the  assumption  that  the  cylinder  is 
under  plane  stress,  with  the  plane  of  stress  at  right  angles  to  its 
axis. 
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Let  n  =  the  internal  radius  and  ri  •=  the  external  radius  of  a 
cylinder,  which  is  subjected  to  a  uniform  internal  pressure  of 
intensity  Pi,  combined  with  a  uniform  external  pressure  of  intra- 
sity  Px.    (Fig.  265.) 


FiQ.  265. 


Through  any  point  0  in  the  wall,  at  a  distance  r  from  the 
center  C,  the  principal  planes  of  stress  will  be  the  radial  plane  OR 
and  the  plane  OT,  tangent  to  a  cylinder  of  radius  r.  At  the 
point  0  let  pi  =  the  strew  intensity  on  the  radial  plane  OR,  p,  = 
the  stress  intensity  on  the  tangential  plane  OT,  e,  =  the  strain 
in  the  direction  OT,  and  e,  =  the  strain  in  the  direction  OR;  and 
assume  tensile  stresses  and  strains  positive  and  compressive  stresses 
and  strains  negative.  Let  u  =  the  change  in  the  length  of  the 
radius  r,  due  to  the  distortion  of  the  cylinder  under  pressure. 

Then 

-s <« 

2.-(ii  +  r)-2Tr 


2ir 


(2) 


and,  from  (5)  and  (6)  (Art.  46), 

mE    ,         ,      ,         mE    /    du  ,  tt\ 
^       m'  -  1  w?—  \.\    dr      rl 
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and 

mE    f        ,      .         mE    I    u  ,  du\  ,.. 

If  we  consider  any  particle  Z),  at  the  distance  r  from  the  center 
of  the  cylinder  and  bounded  by  two  transverse  planes,  at  a  unit 
distance  apart,  two  cylindrical  surfaces,  of  radii  r  and  r  +  dr,  and 
two  radial  planes  subtending  an  angle  dS  (Fig.  265),  the  stress 
intensities  on  the  two  transverse  planes  will  be  equal  to  zero;  and 
Pr  =  the  stress  intensity  on  the  inner  cylindrical  surface,  pr  +  dpr 
=  the  stress  intensity  on  the  outer  cylindrical  surface  and  pt 
—  the  stress  intensity  on  each  of  the  radial  planes. 

Since  the  stresses  acting  on  the  particle  are  in  equilibrium,  the 
sum  of  the  radial  components  of  the  stresses  acting  on  its  faces 
will  be  equal  to  zero  and  hence 

(Pr +.dpr)  (r  +  dr)  (W  -  Prfdd  -  2pidr  sin  i  (W  =  0, 

which  reduces  to 

^^  +  t-0;    ' (5) 

giving  a  relation  existing  between  the  radial  and  tangential  stress 
intensities  throughout  the  wall  of  the  cylinder.  Differentiat- 
ing (3), 

dpr  _    mE    /    ^  I  1  du  _  M  \ 

dr  "  m^-iy^dj^'^r  dr      r^p 

and,  substituting  this  value,  together  with  the  values  of  pr  and  pt 

from  (3)  and  (4),  in  equation  (5)  and  reducing,  we  obtain  the 

differential  equation 

d^      1  du     u  _ 

A5  +  7^~,5-0 (6) 

This  equation  may  be  written  in  the  form 

i.  (^\  =  -  ^  /!f  V 

dr  \dr/  dr  \r/  * 

and  hence,  by  integrating. 


'l=-^  +  2A, (7) 


dr  r 

where  2  A  =  the  constant  of  integration. 
By  transforming  (7)  we  obtain 
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and  integrating, 

ur  =  At^  +  B, 
or, 

u  =  Ar  +  f,  (8) 

r 

where  B  =  the  constant  of  integration. 

Hence 

du       .      B  ,-.. 

*'  =  Tr  =  ^-^ (®> 

and 

e,  =  ^  =  A+^; (10) 

and,  by  substituting  the  values  of  the  strains  in  (3)  and  (4)  and 
reducing, 

Pr  = T^ i~T  1:;^]     ....    (11) 

and 

.        mE     .    ,     mE    /B\ 

Pt  = 7A-\ 771  l::^  I (12) 

'^       m  —  1  m  +  1  \r*/  ^ 

To  determine  A  and  B  we  may  substitute  in  (11)  pr  =  Pi, 
when  r  =  n,  and  pr  =  P2,  when  r  =  r2,  and  solve  the  two  equa- 
tions simultaneously,  obtaining 

-  - 1^  ("'S^r'")  ■  ■  ■  ■  "'> 

and 

m  +  1  /(P,  -  P2)  nW 


^=    m£ 


(<^^.^).  ■ .   .   .   ,u, 


By  substituting  the  values  of  A  and  B  in  equations  (8)  to  (12) 
inclusive,  the  change  in  the  radius  and  the  principal  strains  and 
stress  intensities  at  any  point  in  the  cylinder,  due  to  any  combi- 
nation of  internal  and  external  pressures,  can  be  found. 

When  the  external  pressure  Pt  =  0,  the  above-named  equations 

reduce  to 

_  P.r,'  [(m  -  1)  r'  4-  (w  +  1)  r,^ 

_  Pf,''  [(fn^_l)_r'  -  (m  +  1)  r,'] 

,  _  P,r,'  [(m  -l)r^  +  (m  +  1)  r^']  ,,_. 

^'~  w£r»  (ri»  -  r2=)  '    '     '     "     ''    '' 

^-  _  P»n*  {r^  -  r,«)  .     . 


THICK  HOLLOW  CYLINDER  477 

and 

It  will  b^  evident  from  an  inspection  of  the  foregoing  equations 
that  the  greatest  stresses  and  strains  in  a  cylinder  under  internal 
pressure  only  will  occur  at  points  on  the  dinner  surface  of  the 
wall  and,  by  putting  r  =  n,  in  (18)  and  (19),  we  obtain  for  the 
maximum  stress  intensities, 

« 

max.  pr  =  Pi  f    .    .     ^         .     .     (20) 
and 

The  variation  in  the  tangential  stress  intensity  p<,  on  a  radial 
section  of  the  cyUnder  subjected  to  internal  pressure  only,  is 
indicated  by  the  diagram  aa'h'h,  constructed  by  erecting  ordi- 
nates  representing  values  of  p/  at  different  points  on  the  base  oft. 

If  we  assume  m  =  3,  the  values  of  the  products  of  E  and  the 
principal  strains  at  any  point  in  the  inner  surface,  when  the 
cyUnder  is  subjected  to  internal  pressure  only,  become  equal  to 

max.  Eer »  — ^^^f  J^  ^       ....     (22) 
and 

""^^•■^^'  =  -3(r,»-r,») (23) 

If  we  assume  m  =  4  these  products  become  equal  to 

max.  Ecr  =  — iVi — -»x  ....     (24) 

4  (n*  —  r^) 

and 

max.  £?e.  = -A^,-^:^ (25) 

If  €«  =  the  extension  in  the  direction  of  the  axis  of  the  cylinder 
it  is  evident  that 

Ecz  =  -^  -  ^'  := -A  =  a  constant.  .    .     (26) 

If  a  uniform  longitudinal  tension  Pa  is  applied  to  the  cylinder  in 
combination  with  the  radial  pressure,  the  stress  intensities  pr  and 

vt  will  not  be  affected:  but  the  constant  —  —  will  be  added  to  the 

m 
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values  of  Ecr  and   Eet,  determined  from  the  radial  presmire 
alone. 
The  longitudinal  stress  intensity  will  be  given  by  the  expression: 


Ps 


(27) 


196.  Thick  Holiest  Sphere.  — The  principal  stress  intensi- 
ties and  strains  at  any  point  in  a  thick  hollow  sphere,  subjected 
to  uniform  internal  or  external  pressure,  may  be  determined  by  a 
method  similar  to  that  ^ployed  in  the  case  of  the  cyUnder. 

Let  n  =  the  internal  radius  and  r^  =  the  external  radius  of  a 
hollow  sphere  which  is  subjected  to  a  uniform  internal  pressm^e, 
of  intensity  Pi,  and  a  uniform  external  pressure,  of  intensity  P2. 
Through  any  point  0,  at  a  distance  r  from  the  center,  the  prin- 
cipal planes  of  stress  will  be  any  two  meridian  planes  at  right 
angles  to  each  other,  intersecting  in  the  radius  Cfi,  and  the  tan- 
gent plane  through  0,  intersecting  either  meridian  plane  in  a 
line  OT,  as  indicated  in  the  sketch  of  a  section  of  the  sphere 
(Fig.  266). 

R 


Fig.  266. 

Let  pr  =  the  intensity  of  the  stress  on  the  tangent  plane  and 
Pt  =  the  intensity  of  stress  on  a  meridian  plane  through  0, 
Cr  =  the  strain  in  the  direction  OR  and  e«  =  the  strain  in  the 
direction  of  the  tangent  OT.  Assume  tensile  stresses  and  strains 
positive  and  compressive  stresses  and  strains  negative;  and  let 
u  =  the  change  in  length  of  the  radius  r,  due  to  the  distortion  of 
the  sphere  under  pressure. 
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Then 


and 


_2ir(uH-r)-2nT_u.  .  . 

^* 2^ "7' ^2^ 


and,  from  (6)  and  (4),  (Art.  49), 

fnE 


(m  +  1)  (m 


and 


P«=(m  +  l)(m-2)rr  +  JrJ'  '    '    •    '    •     <*) 


If  we  consider  a  small  particle  at  0,  bomided  by  the  surfaces 
of  two  concentric  spheres  of  radii  r  and  r  +  dr  and  a  circular  cone, 
having  2  dd  for  the  angle  at  the  vertex  C,  as  indicated  in  Fig. 
(266),  the  stress  intensities  on  the  inner  and  outer  spherical 
surfaces  will  be  equal  to  pr  and  p,  +  dpr,  respectively,  and  at 
any  point  on  the  conical  surface  the  stress  intensity  will  be  equal 
to  pi.  For  equiUbrium  the  sum  of  the  radial  components  of  the 
stresses  on  the  particle  must  be  equal  to  zero  and  hence 

(pr  +  dpr)  TT  [(f  +  dv)  cWp  -  p/K  (rdS)^  -  p,  sm  cW  2iiTC» dr  =  0, 
which  reduces  to 

'-^^T^  +  $'  =  0' (S) 

giving  a  relation  existing  between  the  radial  and  tangential  stress 
intensities  throughout  the  wall  of  the  sphere. 
Differentiating  (3), 


dpr  _^  mE  r.     _iNd!^      2du_2u"| 

dr       (m  +  l)(m-2)L^^      ^^dr^^rdr       r' }'  ' 


(6) 


and,  substituting  this  value,  together  with  the  values  of  pr  and  pt, 
in  (5)  and  reducing,  we  obtain 

^  +  2^_?«  =  0 (7) 

dr^      r  dr       r^ 

Writing  (7)  in  the  form 

dr\dr)~^         dr\r/' 
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and  integrating,  we  obtain 

^=-2^  +  3A (8) 

where  3-4  =  an  unknown  constant.    Multiplying  by  r^  and  trans- 
posing, we  have 

r'^  +  2ur  =  |.(rHi)  =  3ilf^;     ....    (9) 

and  integrating, 

rHi  =  ilr»  +  B, 
or, 

u  =  ilr  +  ^,  .      . (10) 

where  B  =  the  constant  of  integration. 
Hence, 

e  -^  =  A-^  fin 

e.  =  ^==A+^;.    ......    (12) 

and,  by  substituting  the  values  of  the  strains  in  (3)  and  (4)  and 
reducing. 


and 


P'  = ^^ Trrlzs)      .    .    .    •    (13) 

mE     .    .     mE   /B\  .. .. 

P'  =  ;^r=:^^+rM=^W (^*) 

To  determine  A  and  B  we  may  substitute  in  (13)  pr  =  Pi, 
when  r  =  n,  and  pr  =  P2,  when  r  =  r2,  and,  by  solving  the  two 
equations  simultaneously,  obtain 

By  substituting  the  values  of  A  and  B  in  equations  (10)  to  (14), 
inclusive,  the  change  in  the  radius  and  the  principal  strains  and 
stresses  at  any  point,  due  to  any  combination  of  internal  and 
external  pressures,  can  be  found. 
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When  the  external  pressure  Pt  =  0,  these  equations  reduce  to 

_  Piri»[(m  -  2) r*  +  (m  +  1) r,»] 

mEr^  in*  -  n*)  .      •     •     •     (.A/; 

^  Pin*  .  ,n  -  2)  f^  -  (m  +  1)  r,»] 

mEr»  {ri*  -  rt*)  >  •    •     ('^°) 

_  w[(»-2).+(::i±i),..] 

*  mSr»  (ri»  -  r,»)  »   •    •     •     Vi»; 

_  P.n»  (,^  -  r,») 
P'        ,*{ri*-rt*)       ^^' 

ana 

_  P.r.' (2  r^  +  r,') 

P*-    2r^(n»-r,») .^^^^ 

The  greatest  values  of  the  strains  and  stress  intensities,  when 
the  sphere  is  subjected  to  internal  pressure  only,  will  occur  at 
points  on  the  inside  surface;  and,  by  putting  r  =  n  in  (20)  and  (21), 
we  obtain  for  the  maximum  stress  intensities 

max.  pr  =  Pi (22) 

and 

max.p,=    2(r,»-r.») ^^^^ 

If  we  assume  m  =  3,  the  values  of  the  products  of  E  and  the 
principal  strains  at  any  point  in  the  inner  surface,  when  the 
sphere  is  subjected  to  internal  pressure  only,  become  equal  to 

max.ge.  =  -^^^'r^y (24) 

and 

max.gei=    3  (n»  -  r,') ^^^ 

If  we  assume  w  =  4,  these  products  become  equal  to 

^        Pi  (2  f i»  -  5  r2»)  ,^^, 

max.  Ecr  =      V/  ^ ^    ....    (26) 

and 

„        Pi  (4  ri»  +  5  rj')  ,„, 

max.ge.=      8(ri»-r2») (^7) 

197.  Circular  Flat  Plate  Uniformly  Loaded.  —  The  expressions 
for  the  stress  intensities  and  the  strains  due  to  a  uniform  normal 
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pressure  on  the  surface  of  a  circular  flat  plate  will  be  derived  for 
two  special  cases,  namely:  (a)  when  the  plate  is  fixed  in  direction 
at  the  circumference  and  (b)  when  the  plate  is  freely  supported  at 
the  circumference.  For  convenience  the  plate  will  be  taken  to  be 
horizontal  and  the  load  to  act  vertically  downwards  in  each  case. 
The  material  is  assumed  to  be  homogeneous  and  of  uniform 
elasticity. 


Fia.  267. 

(a)  Plate  Fixed  at  the  Circumference.  —  Let  the  sketch  (Fig.  267a)  repre- 
Bent  a  vertical  cross  section  through  the  center,  or  a  meridian  section,  of 
the  plate.  Let  P  =  the  load  intensity,  n  «  the  outside  radius  and  (  =  the 
thickness  of  the  plate.    Let  W  »  the  total  load  on  the  plate.    Then 

IF  =  Pirri« (1) 

Let  bOib  represent  a  section  through  the  middle  layer  of  the  plate  in  the 
unstrained  state  and  hOb  the  section  through  the  middle  layer  after  the  load 
is  applied,  the  middle  layer  of  the  strained  plate  being,  evidently,  the  surface 
of  revolution  formed  by  revolving  the  curve  06  about  the  axis  OY,  Assume 
the  axis  OX  through  the  point  0  and  let  c  be  any  point  in  the  meridian  section 
Ob  J  having  the  coordinates  (x,  y),  the  original  position  of  the  point  being  Ci, 
having  the  coordinates  (x,  0).  Evidently  all  points  on  a  circle  of  radius  x, 
through  Ci,  will  be  displaced  the  same  vertical  distance  imder  the  load. 

If  the  thickness  t  is  considerably  smaller  than  the  radius  n,  it  may  be 
assiuncd:  (1)  That  all  straight  lines  perpendicular  to  the  plane  of  the  middle 
layer t  before  flexure^  remain  straight  and  normal  to  the  middle  layer  after  bending 
takes  place;  and,  since  the  material  is  homogeneous  and  elastic,  it  may  be 
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assumed;  (2)  That  the  stress  intensity  is  proportioned  to  the  strain  in  all  direO' 
tions  through  the  plate.  Strains  and  stresses  in  the  vertical  direction^  due 
directly  to  the  pressure  on  the  surface,  will  be  so  small  as  to  be  negligible. 

It  will  follow  from  these  assumptions  that  the  middle  layer  will  be  the 
neutral  layer,  in  which  there  is  no  tensile  or  compressive  strain  or  stress.  A 
normal  to  the  neutral  layer  at  Ci,  before  bending,  will  be  perpendicular  to  the 
neutral  layer  at  c  after  bending,  making  the  angle 

with  OY.  Let  a  be  any  point  on  the  normal  at  e  and  let  the  distance  ca  ^  v. 
The  distance  of  a  from  OY  will  evidently  be  equal  to 

r  ^  X  —  VEon^  =x  —v  -^  (very  nearly), 

where  v  is  positive,  when  measured  above  the  neutral  layer,  and  negative, 
when  measured  below  the  neutral  layer. 

The  reciprocal  of  the  radius  of  curvature  of  the  meridian  section  06  at  e 
will  be  equal  to 

g  =^  (very  nearly); 

and,  if  we  assume  tensile  stresses  and  strains  plus  and  compressive  stresses 
and  strains  minus,  the  radial  strain  at  a,  in  the  direction  parallel  to  the 
tangent  to  06  at  c,  will  be  equal  to 

The  tangential  strain  at  a,  in  the  direction  of  the  perpendicular  to  the 
plane  XOY,  will  be  equal  to 


i'-'t)- 


2'irx 

\  ax/ 

et 


-at) «> 


2irx 

Then,  if  we  let  pr  ^  the  radial  stress  intensity  at  the  point  a,  that  is,  the 
normal  stress  intensity  on  the  plane,  perpendicular  to  the  plane  XOY  and 
containing  the  element  ca^  and  pt  =  the  tangential  stress  intensity  at  a,  that 
is,  the  normal  stress  intensity  on  the  plane  XOY,  we  shall  have,  from  (5)  and 
(6)  (Art.  46), 

mE    ,        ,     .  mEv    /    d^  .1  dy\  ,.. 

and 


mE    /        ,     .  mEv    imdy  ,  ^\ 


(6) 


If  we  consider  a  small  particle  at  a  (Fig.  2676),  bounded  by  two  plancR, 
parallel  to  the  tangent  plane  to  the  neutral  surface  at  e  and  at  distances  v  and 
V  -^r  dv  from  c,  two  radial  planes,  intersecting  at  the  axis  OY  and  subtending 
the  angle  dB^  and  two  curved  surfaces,  normal  to  the  neutral  surface,  which, 
without  appreciable  error,  may  be  considered  as  cylindrical  surfaces  having 
radii  r  and  r  -^  dr\  the  intensities  of  the  stress  components,  acting  on  the 
faces  of  the  particle  in  directions  parallel  to  the  tangent  plane,  will  be  the 
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shearing  components  s  and  s  -{■  ds,  the  normal  components  pt  and  the  normal 
components  pr  and  pr  +  dpry  actmg  as  indicated. 

Since  the  stresses  on  the  faces  of  the  particle  must  be  in  equilibrium,  the 
sum  of  the  components  in  the  radial  direction  OR  will  equal  zero;    and  hence 

{pr -{■  dpr)  do  (t  -{■  dr)  dB  -prdvrdd  —  2ptdvdrmii  d0  +  {8+d8)rd$dr 
—  ardedr  =^0, 

which  reduces  to 

Since  the  deflection  of  the  plate  is  small,  we  may  write  r  «  x  and  or  «  (fx,  in 
which  case  (6)  may  be  written 

_d8  _  Pr  —  Pt  ,  dpr  ... 

dv  X       "^  dz ^'^ 


Di£ferentiating  (4)  with  respect  to  x,  we  obtain,  for  any  layer  at  a  distance 
i;  from  the  neutral  layer, 

dpr mEv    ( ^  dhf  ^  1  d*y 

dx 


^  _    mEv    /    ^  .  1  ^  _  i  lA  . 


and,  substituting  the  value  of  the  derivative,  together  with  the  values  of  Pr 
and  pt  in  (7)  and  reducing,  we  obtain 

da  _    m*Ev  (d*y      \  d}y      1  dy\  _    „ 

dv      m-  -  1  \dx''^  xdx'      x'dx/  '  ^^ ^^^ 

where 

m^-\\d3*^xdj^      x'dxj ^^^ 

Integrating  (8),  observing  that  Z  is  constant  for  any  one  value  of  x,  we  obtain 

»  =  -2 8"8^       ^^ ^^^^ 

Where  — q-  is  the  constant  of  integration,  determined  from  the  condition  that 

o 

«  =  0,  when  t;  =  ±  = 

Equation  (10)  evidently  gives  the  radial,  or  horizontal,  shearing  stress 

intensity  in  terms  of  Z,  at  any  point  a  at  a  distance  x  from  OF,  on  a  layer  of 

the  plate  parallel  to  and  at  the  distance  v  from  the  neutral  layer;  and  hence 

(Art.  24)  it  gives  the  vertical  shearing  stress  intensity  at  the  point  a  in  the 

conical  surface,  formed  by  revolving  the  normal  ac  about  the  axis  OY.    Since 

the  deflection  of  the  plate  is  small,  this  conical  surface  will  be  very  nearly  the 

same  as  that  of  a  right  cylinder,  of  radius  x  and  length  I;  and  the  total  shearing 

stress  around  its  circumference  will  be  equal  to  the  resultant  pressure  on  the 

portion  of  the  surface  of  the  plate  within  a  circle  of  radius  x. 

Hence 

t  I 

Pirx'  =  2TXp  ^8dv^'^f\(^i^-P)dv='  -TxZ^;   .     (11) 

~2  ~2 


s+ii  =  ^(l+^) <^3) 
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and,  substituting  the  value  of  Z  and  transposing  terms, 

where  A  -  -  ^(^'-^)^  -  -  Q(^'~l)^ 

Equation  (12)  may  be  written  in  the  form 

and  hence,  by  integrating. 

Equation  (13)  may  be  written  in  the  form 
and,  by  integrating, 

where  C  =  0,  since -^  —  0  when  x  =  0;  and  hence 

i-'H^r) <•« 

Integrating  (14), 

where  D  =  0,  since  y  =  0  when  x  ^  0;  and  hence 

y  =  5^(x*  +  8Bx») (16) 

To  determine  the  remaining  unknown  constant  B,  we  have 

-r  =^0  when  x  =  n;  and  hence,  from  (14), 
ax 

B---. 

Substituting  this  value  in  (15),  we  have,  for  the  equation  of  the  neutral  section 
06, 

y  =  ^(x*-2ri«x») (16) 

By  differentiation,  we  obtain 

and,  substituting  the  values  of  the  derivatives  in  (2)  and  (3),  we  obtain  the 
expressions  for  the  radial  and  tangential  strains  at  any  point  in  the  plate, 

Av 
er=  -~(3x«-ri«) (17) 

and 

ei--y(x*-rx«) (18) 
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By  substituting  the  values  of  er  and  et  in  (4)  and  (5),  we  obtain  the  ex- 
pressions for  the  radial  and  tangential  stress  intensities  at  any  point, 

Pr  =  ^[(3m  +  l)x«-(m  +  l)fi»] (19) 


and 


where 


Pi  =  ^[(m  +  3)x«-(m  +  l)fi«l (20) 


.  mE     .      QP       6W 

-Ai  =  —  — i tA  = 


If  we  determine  the  value  of  Z,  by  substituting  the  values  of  the  derivar 
tivcs  in  (9),  and  then  substitute  its  value  in  (10),  we  obtain  the  value  of  the 
horizontal  and  vertical  shearing  stress  intensities  at  any  point, 

,  =  ^(^_4»») (21) 

The  greatest  values  of  the  radial  and  tangential  stress  intensities  and  strains 

will  evidently  occiu'  at  the  surfaces  of  the  plate,  where  v  =  db  ^  >  ^^^  it  follows, 

from  an  inspection  of  (17)  and  (18),  that  the  greatest  strain  in  the  plate 
is  the  radial  strain  at  the  surface  of  the  plate  at  the  circumference.  Simi- 
larly, it  is  evident  from  an  inspection  of  (19)  and  (20)  that  the  greatest  normal 
stress  intensity  is  the  radial  stress  intensity  at  the  surface  of  the  plate  at  the 
circumference. 

Hence,  if  we  assiune  m  =  3  and  substitute  x  ==  n,  v  =  db  5,  together  with 

the  value  of  A  in  (17),  we  obtain,  for  the  greatest  value  of  the  product  of  B 
and  a  principal  strain, 

„          .  2Pri«      ^  2W  ,^, 

^^•^^  =  =^T7r  =  =t3^;      (22) 


and,  for  the  greatest  value  of  a  principal  stress,  we  have,  by  putting  m  »  3, 

t 
2 


X  =  ri,v  —  ±  ^  and  substituting  the  value  of  A 1  in  (19), 


naax.  pr  =  db  -j^  =  ^^ (23) 

It  is  evident  from  an  inspection  of  (21)  that  the  greatest  shearing  stress 
intensity  will  be  located  at  the  neutral  layer  at  the  circiunfcrcnce  of  the  plate; 
and,  putting  x  =  n  and  t;  =  0,  we  obtain 

The  principal  stress  intensities  dbpi,  at  a  point  of  maximum  shear,  will  also 
be  represented  by  (24),  the  planes  of  principal  stress  making  angles  of  45** 
with  the  neutral  layer  (Art.  30);  and  hence,  letting  m  =  3,  the  product  of 
E  and  a  principal  strain  at  these  points  will  be  equal  to 

i&«i  =  Pi  +  --  =  -T-  =  --7 (35) 
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By  putting  x  =  ri  and  substituting  the  value  of  A  in  (16),  we  obtain  for 
the  value  of  the  greatest  deflection  of  the  plate. 


and,  if  we  assume  m  a  3, 


^"6^  "67^ ^^^ 


£y  putting 

g  =  |(3,,-.,)-0. 
we  obtain 

'-^z <=»> 

for  the  distance  of  the  point  of  inflexion  of  the  curve  Ob  from  the  center  of  the 

plate,  and  a  circle  of  radius  -7=  will  evidently  be  the  line  of  inflexion  in  the 

V3 
neutral  layer  of  the  plate. 

If  we  consider  a  vertical  section  one  unit  in.widthf  perpendicular  to  any 

radius  at  a  distance  x  from  the  center  of  the  plate,  the  normal  stress  on  this 

section  will  be  uniformly  varying  and  the  moment  of  resistance  of  the  stress 

on  the  section  will  be  equal  to 

Af,--2^ (29) 

where  the  moment  is  considered  positive  when  tne  curvature  is  convex  down- 
wards and  pr'  is  the  normal  stress  intensity  at  the  top  surface  of  the  plate. 
Letting  m  »  3  and  substituting  the  value  of  Ai  and  the  value  of  p/,  obtained 

by  putting  v  »  ^  in  (19),  we  obtain 

iifr=  -£(5x»-2ri») (30) 

Similarly,  if  we  consider  a  vertical  strip  one  unit  in  width  through  any 
radial  section,  at  a  distance  x  from  the  center  of  the  plate,  the  moment  of 
resistance  will  be  equal  to 

M,--'^^ (31) 

where  pt  is  the  normal  stress  intensity  at  the  top  surface  of  the  plate;  and, 

substituting  the  value  of  Ai  and  the  value  of  pt't  obtained  by  putting  0  »  ^  &nd 
m  a  3  in  (20),  we  have 

M,  -  -~(3x«-2ri«) (32) 

The  quantities  Mr  and  Mt  are  frequently  called  the  bending  momenta  in 
the  plate;  and  for  the  maximum  values  we  iiave,  when  x  »  n, 

Prt*          W 
max.Jlfr- -^= -|^; (33) 
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and,  when  x  »  0, 

niax.Jlfi  =  -^=.j2^, (34) 

which  is  evidently  equal  to  the  value  of  Mr  at  the  center  of  the  plate. 

If  m  is  assumed  to  be  equal  to  4,  or  any  other  quantity,  the  strains,  stress 
intensities,  deflections  and  bending  moments  can  easily  be  determined  by 
substituting  the  value  of  m  in  the  fimdamental  equations  (17),  (18),  (19),  (20) 
and  (26). 

(b)  Plate  Freely  Supported  at  the  Circumference.  —  The  assumptions  and 
conditions  for  this  case  and  the  derivation  of  the  formulas,  as  far  as  equation 
(15),. will  be  identical  with  Case  (a). 

In  this  case  the  constant  B  can  be  determined  from  the  condition  that  when 
^  =  ^h  Pr  =  0;  and  by  differentiating  (15),  we  obtain 

*f  =  :4(x»4.4Bx)     ^  =  -(3x«4-4B)     ^  =  iii?. 

and,  by  substituting  the  values  of  the  derivatives  in  (4), 

Pr=  -g-^^)[(3m-f  l)a:*-f4(m-f  1)B1 (36) 

Then,  by  substituting  x  =  n,  putting  (35)  equal  to  zero,  and  solving  for  B, 
we  obtain 

3m±l_ 
*  K./T+l)'^" 

Substituting  the  value  of  B  in  the  above  derivatives  and  then  substituting 
the  values  of  the  derivatives,  together  with  the  value  of  A,  in  equations  (2) 
and  (3),  we  obtain 

---f[^^-'^'''] <««) 

and 

and,  by  substituting  in  (4)  and  (5), 


and 


Pr  =  ^'[(3m  +  l)(x«-ri«)] (38) 


Pi  =  ^[(w  +  3)x«-(3m  +  l)r,«l (39) 


By  substituting  the  values  of  the  derivatives  in  (9)  and  then  calculating 
the  value  of  s  from  (10),  we  would  obtain  the  same  expression  for  8  as  in  Case 
(a)  (equation  21). 

It  is  evident  from  an  inspection  of  the  above  equations  that  the  greatest 

stress  intensities  and  strains  occiir  when  x  =  0  and  v  ^  zk  ^;  and,  putting 
m  =s  3,  and  substituting  the  value  of  A  in  (36),  or  (37),  we  have 

max.  ^Sr -"  max.  ^ei -»  T  « -tjp- -»  T  ^-^ (40) 
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Substituting  the  value  of  Ai,  together  with  the  above  values  of  x,  v  and  m, 
in  (38),  or  (39),  we  have 


max.  pt  =  max.  P«  =  ^  ^ 


6Pri> 


4  <» 


«=T= 


5W 
4t<» 


(41) 


The  maximum  value  of  8  is  given  by  (24),  as  in  the  preceding  case,  with  the 
accompanying  product  of  E  and  the  principal  strain,  given  by  (25). 

The  equation  of  the  neutral  section,  obtained  by  substituting  the  value  of 
B  in  (15),  will  be 

«'  =  3-2[^-Kl^)H' <'^> 

and,  by  substituting  x  =  n  and  the  value  of  A,  we  obtain  for  the  value  of  the 
greatest  deflection,  when  m  =  3, 

2  Pn<      2  TFri* 


yo  = 


ZE^       SvEfi 


(43) 


t. 


For  the  values  of  the  bending  moments  we  shall  have,  putting  v  =  ^  in 

(38)  and  (39),  and  substituting  the  values  of  pr'  and  pt'  in  (29)  and  (31), 
together  with  m  =  3, 


Mr=-^(6x«-.5n*), 
Jlfi  =  -£(3x«-5ri«); 


(44) 
(45) 


and  for  the  maximum  values,  evidently. 


max.  Mr  =  max.  Af «  =  —si—  =  :tt— (46) 


24 


24ir 


If  m  is  assumed  to  have  a  value  other  than  3,  the  values  of  the  stress  inten- 
sities, strains,  etc.,  may  be  easily  derived  in  the  same  manner  as  the  above. 

198.  Circular  Flat  Plate  Centrally  Loaded.  —  The  expressions 
for  the  stress  intensities  and  strains  in  a  circular  flat  plate,  due  to 
a  uniform  load  over  the  central  portion  only,  can  be  determined 
by  the  method  employed  in  Art.  (197).  Two  casea  will  be  con- 
sidered, similar  to  the  two  cases  in  the  preceding  article,  the  plate 
being  considered  horizontal  and  the  load  as  acting  vertically 
downward  in  each  case. 


FiQ.  268. 
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(a)  Plate  Fixed  at  the  Ctrcumfereriee.  —  Let  n  ^  the  outrnde  radius  and 
t  =  the  thickness  of  the  plate,  P  —  the  load  intensity  and  W  »  the  total 
load,  uniformly  distributed  over  a  circular  area  of  radius  fo  (Fig.  268).    Then 

TF^PirrA (1) 

where  the  value  of  fo,  (or  any  given  value  of  W  must  be  greater  than  a  certain 
limiting  value  to  be  determined. 

Making  the  same  assumptions  and  following  the  same  method  as  in  the 
preceding  article  we  obtain  the  same  fimdamental  equations  (2)  to  (10), 
inclusive  (Art.  197). 

Equating  the  total  shear  on  a  cylindrical  section  through  the  plate,  of 
radius  x,  to  the  total  load  on  the  surface  within  the  circle  of  radius  x,  we 
obtain,  for  values  of  x^  from  0  to  ro, 

Pirx*=  -irxZg(Art.  197); (2) 

and,  for  values  of  x  from  fo.to  n, 

P^o«=  -«;Z|* (3) 

Substituting  the  value  of  Z  from  (9)  (Art.  197)  and  reducing,  we  have,  for 
values  of  x  from  0  to  fo, 

and,  for  values  of  x  from  fo  to  n, 

dx»"^x(te»      7?dx       X   ' ^^' 

where 

A^      6  (m«  -  1)  P  ^      6  (m«  -  1)  TT 
"^  m^Ei?  irrM^Efi 

Integrating  (4),  observing  that  when  x  =  0,  y  =  0  and  ;^  «  0,  we  obtain, 
as  in  Art.  (197),  for  values  of  r  from  0  to  fo, 

and,  for  the  values  of  the  derivatives, 

i-'-d+f) m 

Similarly  from  (5),  for  values  of  r  from  fo  to  n, 

y  =  Aro«[jOogx-l)+^  +  Flogx  +  G];.    .    .      (10) 
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and 

|-Ar..g(.og,-i)  +  f-Hg.       .    .    .     (11) 

g.A..[.^(logx  +  |)  +  |-g (12) 

To  determine  the  constants  B,  Ej  F  and  (?,  we  have  the  conditions: 
when  X  =  fo,  the  values  of  y  given  by  (6)  and  (10)  are  equal,  the  values 

of  ^  given  by  (7)  and  (11)  are  equal  and  the  values  of  ^  given  by  (8)  and  (12) 

are  equal;  and,  when  x  =  n,  the  value  of  -r-  given  by  (11)  is  equal  to  lero.    The 

ax 

solution  of  these  equations  will  give: 

„      6r»*      r«?, 

^  "32"  ~T  •"«'■•• 

Substituting  these  constants  in  the  equations  for  the  derivatives  and  then 
substituting  in  equations  (2)  and  (3)  (Art.  197),  we  obtain,  for  values  of  x 
from  0  to  fo, 

«'--t[3^+*'<'<:-S] <'*^ 

e.--^-[x.  +  4r,.log^;-g]; (16) 

and,  for  values  of  x  from  ro  to  n, 

AvTo*  r..     x     fo"     n^ 


*'--     8 


8 

Substituting  the  values  of  the  strains  in  (4)  and  (5)  (Art.  197),  we  obtain, 
for  values  of  x  from  0  to  ro, 

Pr  =  ^[(3m  +  l)x«  +  (m  +  l)(4ro«log^-^|)],  .    .     (18) 

P«  =  ^[(m  +  3)x«  +  (m  +  l)(4ro«log^^-^|)];     .    .    (19) 
and,  for  values  of  x  from  ro  to  n, 

p,.d|3!'[(„  +  i)(41og|-g)-(w-l)g  +  4«],     .    (20) 

p.^^[(m+l)(41ogi-g)  +  (m-l)g  +  4].    .    .    (21) 
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where 

Substituting  the  values  of  the  derivatives  in  (9)  and  (10)  (Art.  197),  we  ob- 
tain for  the  shearing  stress  intensity,  for  values  of  x  from  0  to  tq, 

«  =  ^(«*-4tf') (22) 

and,  for  values  of  x  from  ro  to  n, 

•=l^(«'-4t^) (23) 

At  the  center  of  the  plate,  when  v  =  :t  »» we  obtain,  by  substituting  the  values 
of  A  and  Ai  in  (14),  (15),  (18)  and  (19),  assuming  m  >=  3, 

^«,  =  £e.  =  ±^[41og^-(5y]       ....    (24) 
and 

and,  similarly,  at  the  circumference  we  obtain  from  (16)  and  (20), 
and 

On  investigation  it  will  be  foimd  that  when  —  >  0.42  (nearly)  the  greatest 
strain  will  be  located  at  the  circumference  of  the  plate  and  the  maximum  value 

mm 

of  Eer  will  be  given  by  (26).    Similarly,  when  —  >  0.59  (nearly)  the  greatest 

stress  intensity  will  be  given  by  (27).    For  ratios  of  —  less  than  the  above 

values  the  maximum  strains  and  stresses  will  be  at  the  center. 

From  an  inspection  of  (22)  and  (23)  it  will  be  evident  that  the  greatest 
shearing  stress  intensity  is  located  at  the  intersection  of  the  neutral  layer  and 
the  cylindrical  surface  of  radius  ro  and  will  be  equal  to 

3 Pro       SW  ,  ,ofi\* 

and,  if  m  =  3,  the  product  of  E  and  the  principal  strain  accompanying  this 
stress  will  be  equal  to 

Ee,  =^'  =  -^ (29) 

If  ro  is  very  small  the  values  of  the  stress  intensity  and  the  strain  given  by 
(28)  and  (29)  for  a  total  load  W  may  exceed  those  at  any  other  point  in  the 
plate,  the  values  approaching  infinity  as  ro  approaches  zero.  The  equations 
may  be  used  therefore  to  determine  the  limiting  radius  of  the  circle  over  which 
the  load  may  be  distributed. 
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By  putting  the  values  of  the  constants  in  (6)  and  (10)  we  obtain  the  equa- 
tions of  the  neutral  section  Odb,  for  values  of  x  from  0  to  ro, 

and,  for  values  of  x  from  fo  to  n, 

For  the  greatest  deflection,  putting  the  value  of  A  and  x  =  ri  in  (31),  we 
obtain,  assuming  m  »  3, 

When  ri  >  2  to  (nearly)  the  point  of  infleidon  in  the  neutral  section  Odb 
can  be  found  by  putting  (12)  equal  to  sero  and  solving  for  x,  the  equation 
being 

'<-iS-i&+i-« (^> 

(b)  Plate  Freely  Supported  at  the  Circumference,  —  For  this  case  the  funda- 
mental equations  will  be  in  the  same  form  as  equations  (1)  to  (13),  inclusive, 
for  Case  (a).  To  determine  the  constants  in  the  equations,  we  have  the  con- 
ditions: when  X  »  ro,  the  values  of  y  given  by  (6)  and  (10)  are  equal,  the 

values  of  -^  given  by  (7)  and  (11)  are  equal  and  the  values  of  -^  given  by  (8) 

and  (12)  are  equal;  and,  when  x  »  n,  the  stress  intensity  pr  is  equal  to  lero. 
The  solution  of  these  equations  will  give 

_  1/ot-1\      ,  .  /m-l\    r,f 

*  -  -  2 V^^r+i;  -'*«"+ W+l)  i^" 

5 17^      ri? 
Proceeding  as  in  Case  (a),  we  obtain,  for  values  of  x  from  0  to  ni, 

--t[»''+""«'?+(^)?MftI.  ■  <«) 

and,  for  values  of  x  from  ro  to  n, 

Avrt^  n  ,     a;   ,  ro*  ,  /m  —  1\  ro*        4iii  T  „^^ 
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For  the  stress  intensities  we  have,  for  values  of  z  from  0  to  fa, 
Pr=-^[(3m  +  l)x«  +  (m  +  l)4roMog^  +  (m-l)^-4mr,p],  .    (38) 

Pi-^^[cm-h3)x«  +  (m  +  l)4fo-logg  +  (m-l)^-4mr,«];    ,    (39) 

and,  for  values  of  x  from  ro  to  n, 

p,  =  fW[(„  +  l)4,og^^-(«-l)('^-'^)].  .    (40) 

P.  =  ^[(».  +  l)4log^  +  («-l)(|+g-4)].  .  .    (41) 

It  will  be  apparent  from  an  inspection  of  the  foregoing  equations  that  the 
greatest  values  of  the  strains  and  stress  intensities  occur  at  the  center  of  the 
plate  and  that,  if  m  »  3, 

max.^er  =  max.J?ei=.=b^[41og^  +  i(jy.3j,     .    (42) 

max.pr-max.pi  =  db^[41og^^+i(^y-3].     .    .    (43) 

The  values  of  a  will  be  given  by  (22)  and  (23),  as  in  Case  (a),  the  mft^mnm 
value  of  8  and  the  accompanying  principal  strain  being  given  by  (28)  aAd  (29). 

The  equations  of  the  meridian  section  through  the  neutral  surface,  ob- 
tained by  putting  the  values  of  the  constants  in  (6)  and  (10),  will  be,  for  values 
of  X  from  0  to  r 0, 

4\8  ®  fi      m  + 1/ 4 fi*      m  +  ly  ^    ' 

and,  for  values  of  x  from  ro  to  n, 

y-    4   V^^^«rt+2*^fo     2(m-f  1)      ^U  +  l/4ri»^    s)     '    ^^^ 

By  substituting  the  value  of  A  and  putting  x  ^  n  in.  (45)  we  obtain  for 
the  value  of  the  greatest  deflection,  assuming  m  =  3, 

2Tr  rs  ,    3  ,     ,1    rn  ,... 

^  =  3^L2^*'-2^°'-^»'^^d <^> 

In  either  of  the  cases  considered  under  this  article  the  values  of  the  bending 
moments  Mr  and  Mtj  at  any  point  in  the  plate,  can  be  readily  determined  by 
substituting  the  expressions  for  the  stress  intensities  pr'  and  pt,  &t  the  sur- 
face of  the  plate,  in  equations  (29)  and  (31)  (Art.  197). 

199.  Circular  Flat  Plate  Uniformly  Loaded  and  Supported 
at  the  Center.  —  If  a  circular  flat  plate  is  subjected  to  a  uni- 
formly distributed  load  combined  with  a  center  load,  the  strains, 
stress  intensities  and  deflections,  at  any  point  in  the  plate,  can  be 
det'ermined  by  addisig  the  values  obtained  for  each  load  sep- 
arately, from  the  equations  in  Arts.  (197)  and  (198).  This 
method  can  be  used  for  a  plate  which  is  fixed  at  the  circum- 
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ference,  or  when  the  plate  is  freely  supported.  The  case  under 
consideration  is  a  special  case  of  the  latter  type  in  which  the 
supporting  force,  or  center  load,  is  equal  in  magnitude  to  the 
total  uniform  load  and  opposite  in  direction,  the  resultant  reac- 
tion at  the  circumference  being  equal  to  zero. 


Fig.  269. 

Let  fi  »  tne  outside  radius  and  t  »  the  thickness  of  the  plate,  Pi  =  the 
intensity  of  the  load  and  Po  =  the  intensity  of  the  supporting  force,  which  is 
uniformly  distributed  over  a  circle  of  radius  u  (Fig.  269),  the  minimiiTn  value 
of  To  being  determined  by  the  conditions  stated  in  Art.  (198).  Then  the  total 
load 

W  =  PinTi*  =  -Poirro*. (1) 

The  following  expressions  for  the  strains  and  stress  intensities  throughout 
the  plate  can  be  readily  obtained  by  adding  the  values  imder  Case  (b)  (Art. 
197)  and  Case  (b)  (Art.  198),  calling  the  upward  pressure  negative. 

For  values  of  x  from  0  to  fo, 


+ 


m 


m 
m  —  1 


-J. 


(2) 
(3) 
(4) 
(5) 


*' =  ^"Lj^  -  r7  -  "Ki  -  (;;m;^ +m + 

Pr=A.t.[(3«+l)(^-g)-4(m+])logg-(m-l)g+(«-l)],      . 

p,-A,»[(»»  +  3)(^-^)-4(m  +  l)log^-(«-l)g  +  (m-l)]; 
and,  for  values  of  x  from  fo  to  n, 

„.45-5-,.«,^-(=^)g+^] m 

p,-ili»[(3»»+l)^+(m-l)5-4(fn+l)log^-(m-l)g-(3«+l)],    (8) 
p,-^i>[(m+3)^-(»»-l)j-4{fn+l)log|-(m-l)g+(m-6)];  .    (9) 
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the  values  of  the  constants  being 

,       3  (m«  -  1)  TF  ,      .         3  W 

Airm*Et*  4x?n(» 

The  bending  moments,  so-called,  will  be  given  by  (29)  and  (31)  (Art.  197), 

the  values  of  pr  and  pt'  being  obtained  by  putting  t;  »  db  5  in  (4)  and  (8)  and 

(5)  and  (9). 

Values  of  8,  for  values  of  x  from  0  to  ro,  will  be  represented  by  the  following 
expression,  obtamed  by  combining  (21)  (Art.  197)  and  (22)  (Art.  198), 

ZWx/1 


*"  4t(» 


te-^.)(^-'^^' (^^> 


and,  by  combining  (21)  (Art.  197)  and  (23)  (Art.  198)  we  have,  for  values  of 
X  from  ro  to  n, 

•-I5(f.-s)<'"-"' >"• 

The  equations  of  the  meridian  section  of  the  neutral  layer  can  be  obtained 
by  combming  (42)  (Art.  197)  with  (44)  and  (46)  (Art.  198). 

For  the  maximum  values  of  the  strains  and  stress  intensities  we  have  the 
following,  assuming  m  =»  3; 


max.  Ecr  =  max.  Eet  =  db 


ui-m-*'^?:i-o« 


3 
W 


max. p,  =  max. PI  =  ±  2^  [i-i(gy-41ogg],     .    .    (13) 
located  at  the  center  of  the  plate; 

— s[6)'->] '»' 

when  X  —  ro,  with  the  accompanying  value  of  the  product  of  E  and  the  prin- 
cipal strain 

--£[(?)■-] "« 

The  greatest  deflection,  obtained  by  adding  (43)  (Art.  197)  and  (46)  (Art. 
198),  making  due  allowance  for  signs,  will  be  equal  to 

200.  Square  and  Rectangular  Flat  Plates  Uniformly  Loaded, 

—  If  we  attempt  to  deduce  equations  for  the  strains  and  stresses 
in  a  square,  or  rectangular,  flat  plate,  uniformly  loaded  and  fixed, 
or  freely  supported,  at  the  edges,  on  the  basis  of  the  assumptions 
made  in  the  case  of  the  circular  plate,  an  exact  solution  will  be 
found  to  be  impossible  Approximate  formulas,  however,  which 
must  be  regarded  as  largely  empirical,  can  be  obtained  by  making 
additional  assumptions  in  regard  to  the  distribution  of  the  stresses 
in  the  plate.    Four  cases  will  be  considered. 
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yjBLj  Rectangular  Plate  Fixed  at  the  Edges.  —  Let  2  a  and  2  6  be  the  dimen- 
sions of  the  surface,  t  »  the  thickness  and  P  «  the  pressure  intensity  (Fig. 
270).  Neglecting  stresses  and  strains  in  the  direction  normal  to  the  surface, 
the  same  assumptions  may  be  made  as  in  the  case  of  the  circular  plate,  namely: 
(1)  That  cUl  straight  lines,  perpendicidar  to  the  surface  of  the  plate  before  flexure, 
remain  straight  and  normal  to  the  middle,  or  neutral,  layer  of  the  plate  after  bend" 
ing  takes  place,  and  (2)  that  stress  intensities  are  proportional  to  strains  through-- 
out  the  plate. 


If  we  consider  a  strip  through  the  center  of  the  plate,  one  unit  in  width  and 
parallel  to  the  axis  OY,  it  is  evident  that,  if  the  dimension  a  is  increased 
indefinitely,  the  strains  and  stresses  in  the  strip  will  approach  the  values  of 
the  stresses  and  strains  in  a  rectangular  beam,  fixed  at  the  ends,  of  the  same 
cross  section  as  the  strip  and  subjected  to  the  same  imiform  load.  Hence,  at 
the  limit  when  a  =  oo ,  the  bending  moment  at  any  cross  section  ef  the  strip, 
at  a  distance  y  from  the  center  (Fig.  270&),  will  be  equal  to 


(1) 


and  the  deflection  at  the  cross  section, 

M  ,    .  P 


'-SSm^^-''2m^^''^^'"'^^^-'^^'' 


(2) 


Similarly,  if  we  consider  a  strip  one  imit  wide  along  OX,  and  6  is  increased 
indefinitely;  at  the  limit,  when  &  ==  oo ,  the  value  of  the  bending  moment  at  a 
section,  at  any  distance  x  from  the  center  (Fig.  270c),  will  be  «qual  to 


^      Pa*      Px* 

^""6  2"' 


(3) 


and  the  deflection  at  the  cross  section 

P 
*"      2Efi 


(o«  -  x«)«. 


(4) 
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It  was  assumed  by  Grashof  that  the  following  equation,  which  would 
satisfy  each  of  the  limiting  cases  mentioned,  could  be  taken  as  the  equation 
of  the  surface  fonned  by  the  neutral  layer  after  bending;  namely, 

_  _P_  (o«  -  x«)«  (6«  -  y*)' 

2Efi  o*  +  &*  ^^ 

Then,  if  we  let  r^  » the  radius  of  curvature  of  a  section  of  the  neutral  layer, 
parallel  to  OX,  through  any  point  in  the  layer,  whose  codrdinates  are  (x,  y,  2), 
and  fy  =  the  radius  of  curvature  of  the  section  parallel  to  OK,  through  the 
same  point,  wq  shall  have,  making  the  same  approximation  as  in  the  common 
beam  theory, 

1  =.^        A      i  «^- 

and  hence,  on  the  basis  of  the  assumptions  stated  above,  the  strains  in  any 
layer  of  the  plate,  at  a  distance  v  from  the  neutral  layer,  in  directions  parallel 
to  OX  and  OV^  will  be  respectively  equal  to 

tensile  strains  and  stresses  being  plus  and  v  being  plus  when  measured  upwards. 
Obtaining  the  values  of  the  derivatives  from  (5)  and  substituting  in  (6) 
and  (7), 

*'"  Efi(a^  +  ¥)  .....     W 


and 


2Pt;(6»-3y')(o«-a;«)«  .^. 


It  will  be  evident  from  an  inspection  of  (8)  and  (9),  that  the  maximum 
strains  will  be  located  at  the  surface  of  the  plate,  at  the  ends  of  the  axes  OX 
and  OY,  and  for  these  points, 

max.Be.=  ±2P5»^_|_^ (10) 

u^.Ee,=  ^^-^(^) (11) 

M  the  center  of  the  plate,  when  v  ^  zt^, 

«--?(?^) «■« 

It  wiU  be  evident  that  when  a  >  h  the  greatest  value  of  the  product  of  E 
and  a  strain  for  the  entire  plate  wiU  be  that  given  by  (11). 
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By  use  of  equations  (5)  and  (6)  (Art.  46)  we  may  obtain,  for  the  sections 
at  the  ends  of  the  axis  OX,  when  v  ^  dz-x, 

and,  similarly  for  the  sections  at  the  ends  of  the  axis  OK, 

m»      2P6» 


max.  Py 


m«-l     f> 


(S^) (16) 


7     (I 

and  -  =  7  =  the  section  modulus  of  the  cross  section  of  the  strip.    Similarly, 


It  will  be  evident  from  an  inspection  of  equations  (14)  and  (15)  that,  when 
a  >  6,  the  greatest  stress  intensity  will  be  given  by  (15),  where,  if  m  =  3, 

9P6*  /     a«    \ 

°^P^"TF-(5rpi; (16) 

The  quantity     ^     (equation  11)  is  evidently  equivalent  to  — ^,  where 

Af  1  »  ~to~  ™  ^®  greatest  bending  moment  in  a  strip  one  unit  wide  along 
OY  (Fig.  270a),  considered  as  a  beam  under  a  imiform  load  of  intensity  P, 

c      6 

the  quantity       ,     is  equivalent  to  —j- ,  where  Mt  =  .     Hence  equa- 

tions (10)  and  (11)  may  be  interpreted  as  follows,  assuming  a  >  6: 

To  determine  the  ffreaiest  values  of  the  products  of  E  and  the  principal  strains 
in  a  rectangylar  platSf  fixed  at  the  edges  and  subjected  to  a  uniform  Iqad;  cal- 
culate  the  maximum  fiber  stresses  in  the  two  strips,  one  unit  wide,  along  the 
central  axes  of  the  plate,  considered  as  uniformly  loaded  beams  fixed  at  ends; 

the  load  on  the  shorter  strip  being  equal  to  I       .  m)^  omi  that  on  the  longer  strip 

equal  to  I         htj^f  where  P  =  the  load  intensity  on  the  plate. 

Since  the  strains  along  the  edges  of  the  plate  at  the  ends  of  the  axes  OX  and 
OY  are  equal  to  zero  the  stress  intensities  px  and  py,  from  (14)  and  (15),  are 
greater  than  the  values  of  Ecx  and  Ecy,  from  (10)  and  (11),  instead  of  being 
equal  to  them,  as  would  be  the  case  if  the  strips  were  separate  beams. 

The  greatest  deflection  in  the  plate  will  evidently  occur  at  the  center  and, 
by  putting  x  ^  0  and  y  =  0  in  (5),  we  obtain  for  its  value 

Pa*¥ 
*""       2Et*{a*  +  b*) ^^^^ 

It  wiU  be  evident,  from  an  inspection  of  (2)  and  (4),  that  the  division  of  the 
load  intensity,  required  to  produce  the  same  maximum  deflection  in  two  strips 
of  unit  width,  along  the  central  axes  of  plate,  when  acting  as  independent 
beams,  is  the  same  as  that  called  for  in  the  foregoij^g  rule  for  calculating  the 
ipaTiTn^iTn  strains,  by  considering  the  strips  along  the  central  axes  as  imi- 
formly  loaded  beams. 
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The  diagr&m  (Fig.  271)  repreeeols  the  variation  in  the  yalue  of  the  quantity 
„  vith  the  variation  in  r ;  and  it  is  evident  that  when  r  >  3  the  value 


-  =  1  (neaHy);  that  is,  the 


streesee  and  Btraina  are  prao- 


tioally  the  Biune  as  if  the  plate  were  <rf  indefimte  length. 


^ 

■^ 

f 

0.7 

u    &0    i-s    ao 


LO      1.5      5.0      5^     SJ) 


Pia.  271. 


E^reeaionB  for  the  shearing  stress  intensities  through  the  plate  might  be 
obtained  by  use  of  the  general  equations  of  equilibrium  (Art.  19);  but  the 
magnitudes  would  be  so  small  that  the  results  would  be  of  no  considerable 
importance. 

(b)  Sqwxre  Plate  fired  ol  (Ae  fdjKs-  —  For  a  square  plate,  putting  6  =  a 
in  (10),  (11),  (14)  and  (15),  we  hare 

m».fi^-max.Be,-±-^ (18) 

and,  when  m  •>  3, 

niax.  p,  -  max.  p,  -  ±  —^ (19) 

Putting  b  -  a  in  (17),  we  have  for  the  maTimiiin  deflection  xA  the  plate 

---S <«» 

The  numerical  coefficients  in  (18)  uid  (19)  are  somewhat  higher  than  the 
coefficients  in  the  empirical  formuias,  proposed  by  Bach  and  others,  for  cal- 
culating the  strains  and  stress  intensities  in  square  pUtea. 

The  results  of  a  series  of  measurements  of  the  deflection  of  a  square  steel 
plat«  mode  under  the  supervision  of  one  of  the  authors  showed  that  the  values 
given  by  (20)  averaged  15  to  30  per  cent  higher  than  the  measured  deflections, 
which  would  also  indicate  that  the  values  given  (18)  and  (19)  are  too  high  and 
henoe,  if  we  write  these  equations  in  the  forms 

im.i.fe-±?^' (ai) 


SQUARE  AND  RECTANGULAR  FLAT  PLATES  501 

and 

max.  p,  =  =fc  -^  , (22) 

« 

they  will  probably  represent  more  nearly  the  true  values  of  the  greatest  stram 
and  stress  intensity  in  the  plate. 

Grashof ,  by  a  solution  of  the  differential  equation  of  the  neutral  surface  of 
the  square  plate  found  the  coefficient  in  (21)  to  be  }  when  m  »  3. 

It  would  follow,  perhaps,  that  if  the  niunerical  coefficients  in  (10)  and  (16) 
were  modified,  in  accordance  with  these  facts,  to  ^f  and  2,  respectively,  the 
equations  would  represent  more  nearly  the  true  values  of  the  m<tTimi|Tn  strain 
and  stress  intensities  in  the  rectangular  plate. 

(c)  Square  Plate  Freely  Supported  at  the  Edges,  —  A  theoretical  treatment 
will  not  lead  to  a  satisfactory  solution  in  this  or  the  following  cases.  We  will, 
therefore,  write  for  these  cases  empirical  formulas,*  simply,  omitting  signs 
and  stating  in  each  case  the  reasons  for  the  proposed  form  of  the  equation. 

If  we  compare  equations  (21)  and  (22)  with  equations  (22)  and  (23)  (Art. 
197)  we  find  that  the  maximum  values  of  the  strains  and  stress  intensities 
given  by  the  formulas  for  the  square  plate,  fixed  at  the  edges  and  imiformly 
loaded,  are  one-third  higher  than  the  valucs'given  by  the  formulas  for  a  circular 
plate,  having  a  diameter  equal  to  the  side  of  the  square,  and  loaded  and 
supported  in  the  same  manner. 

Hence,  if  we  assume  a  similar  relation  to  exist  in  the  case  of  the  square  and 
circular  plates  freely  supported  at  the  edges  we  may,  by  increasing  the  niuneri- 
cal coefficient  in  (40)  (Art.  197)  by  one-third,  estimate  the  value  of  the  product 
of  E  and  the  greatest  strain  to  be 

max.£«.-nu«.Be,-^-^,       (23) 

the  strain  evidently  being  located  at  the  center  of  the  plate. 

By  substituting  in  (5)  (Art.  46)  we  shall  have,  for  the  greatest  stress  in- 
tensity, if  m  s  3, 

max.  px  =  max.  py  =»  -^-^ (24) 

(d)  Rectangular  Plate  Freely  Supported  at  the  Edges.  —  Since  the  load 
intensities  on  two  imiformly  loaded  beams,  of  the  same  cross  section  and 
having  the  same  maximum  deflection,  are  inversely  proportional  to  the  fourth 
powers  of  the  lengths,  we  may  assume,  from  the  analogy  with  Case  (a),  that 
the  ratio  of  the  maximum  strains  in  the  two  unit  strips,  taken  along  the 
central  axes  OX  and  OY  (Fig.  270),  is  the  same  as  in  that  case. 

Hence,  using  the  same  notation  as  before,  we  shall  have  for  the  maximum 
values  of  the  products  of  E  and  the  strains  ex  and  6y,  located  at  the  center  of 
the  plate, 

„         20  Pa*  /    &V\  ,oRx 

°^-^^»  =  -9^Vir;:&i;' (26) 

„         20P6»/    a*     \  .„^. 

°^-^^--9?-(5r+&i) <26) 

both  (25)  and  (26)  reducing  to  the  form  of  (23)  when  6  »  a. 
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When  a  >  h  the  greatest  value  of  the  product  of  E  and  a  principal  strain 
for  the  entire  plate  will  evidently  be  given  by  (26). 

By  substituting  in  (6)  (Ajt.  46)  we  obtain  for  the  value  of  the  greatest 
stress  intensity  in  the  plate,  when  m  «  3, 

"^'^^^—qWWTW ^^^ 

201.  Square  and  Rectangular  Flat  Plates  Centrally  Loaded. 
—  In  each  of  the  following  cases  we  will  assume  a  load  IF  to  be 
uniformly  distributed  over  a  small  circular  area  of  radius  n  at 
the  center  of  the  plate.  We  will  use  the  same  notation  for  the 
dimensions  of  the  plate  as  in  Art.  (200).  Four  cases  will  be  con- 
sidered, empirical  formulas,  simply,  being  written  for  each  case. 

(a)  Square  Plate  Fixed  at  the  Edges.  —  If  we  assume  the  maximum  strain 
in  the  square  plate  to  be  one-third  higher  than  in  the  circular  plate,  having  a 
diameter  equal  to  the  side  of  the  square  and  similarly  loaded,  as  in  Case  (c) 
(Art.  200),  we  shall  have,  from  (24)  (Art.  198),  for  the  product  of  E  and  the 
greatest  strain,  located  at  the  center  of  the  plate. 

If  we  assume  ~  ~  0.1,  equation  (1)  reduces  to 

21  W 
max.  Eex  =  max.  Ee^  =  j^  (nearly) ;      ....      (2) 

and,  from  (5)  (Art.  46),  if  m  =  3, 

2W 
max.  p,  =  max.  py  =  -rj-  (nearly) (3) 

(b)  Square  Plate  Freely  Supported  at  the  Edges,  —  Making  an  assumption 
similar  to  that  in  Case  (a)  we  shall  have,  from  (42)  (Art.  108), 

If  we  assume  —  <->  0.1  equation  (4)  reduces  to 

7W 
max. Eex  =  max.  £fey  a -j^  (nearly); (5) 

and  from  (6)  (Art.  46),  if  m  =  3, 

21  W 
max. ps  =  max. py  «  -g^  (nearly) (6) 

(c)  Rectangular,  Plate  Fixed  at  the  Edges.  —  Since  the  greatest  bending 
moments  in  two  centrally  loaded  beams  of  the  same  cross  section  and  having 
the  same  mATiTmim  deflection  are  inversely  proportional  to  the  squares  of  the 
lengths,  if  we  assume  the  maximum  moments  of  resistance  of  the  two  unit 
strips  along  the  central  axes  of  the  plate  to  be  proportional  to  the  mATimiim 
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values  of  Eex  and  Ee^^  we  may  eetimate  that,  when  r  -  0.1,  the  mftTimnm 

0 

values  of  the  products  of  E  and  the  strains  6«  and  Cy  will  be  equal  to 

21  W 


max.  Ee, 


8/1    (sqrp)' t'') 

max.^e,=  ?if  (^^), (8) 

located  at  the  center  of  the  plate. 

When  a  >  b  the  value  of  the  product  of  E  and  the  greatest  strain  for  the 
entire  plate  will  evidently  be  that  given  by  (8) ;  and  both  (7)  and  (8)  will  evi- 
dently reduce  to  the  form  of  (2)  when  6  s  a. 

By  substituting  in  (6)  (Art.  46)  we  would  have  for  the  greatest  stress 
intensity  in  the  plate,  when  m  »  3, 

TF(3o»  +  6«) 

'^•p^'tWw^' W 

which  reduces  to  the  form  of  (3)  when  6  =  a. 

(d)  Bectangidar  Plate  Freely  Supported  at  the  Edges,  —  By  reasoning 
similar  to  that  in  the  preceding  case  we  have  for  the  maximum  v^ues  of  the 

products  of  E  and  the  strains  e»  and  6y,  assuming  ^  =  0.1, 


max.  Eex  = 


7TF 
2f* 


located  at  the  center  of  plate;  the  maximimi  value  for  the  entire  plate,  when 
a  >  &,  being  that  given  by  (11);  both  (10)  and  (11)  reducing  to  the  form  of 
(5)  when  6  =  a.  . 

The  greatest  stress  intensity  in  the  plate,  obtained  from  (6)  (Art.  46), 
would  then  be  equal  to,  assuming  m  =  3, 

21  TT  /3a»  +  6»^ 


max.  Py  ^ 


om) • « 


16  <» 
which  reduces  to  the  form  of  (6)  when  6  =  a. 

202.  Problems.  —  Cylinders  and  Plates. 

Problem  1. 

Determine  the  allowable  internal  pressure  intensity  in  an  elliptical  cylinder 
\"  thick,  having  maximimi  and  minimimi  inside  diameters  8''  and  5",  assum- 
ing a  working  stress  intensity  of  12,000  lbs.  per  sq.  in. 

Problem  2. 

Determine  the  required  thickness  of  a  square  tube,  2''  X  2"  inside  measure- 
ment, to  withstand  an  internal  pressure  of  40  lbs.  per  sq.  in.,  assuming  /  » 
12,000  lbs.  per  sq.  in. 
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Problem  3. 

A  circular  cylinder,  10"  inside  diameter  with  a  wall  3"  thick,  is  subjected 
to  an  internal  pressure  of  5000  lbs.  per  sq.  in. 

(a)  Calculate  the  maximum  stress  intensity  in  the  wall; 

(b)  Calculate  the  maximimi  value  of  the  product  Eetf  assuming  m  »  4; 

(c)  Determine  the  increase  in  the  inside  diameter  due  to  the  pressure, 
assuming  E  =  30,000,000  lbs.  per  sq.  in. 

Problem  4« 

Plot  the  diagrams  for  the  cylinder  in  Problem  (3),  showing  the  variation  of 
the  following  quantities  along  any  radial  section,  assuming  E  ^  30,000,000 
lbs.  per  sq.  in.  and  m  =  4: 

(a)  Tangential  stress  intensity; 

(b)  Radial  stress  intensity; 

(c)  Values  of  Eer, 

(d)  Values  of  Ecr; 

(e)  Increase  in  radius. 

Problem  6. 

Solve  Problem  (3),  assimiing  the  cylinder  to  be  subjected  to  an  external 
pressure  only  of  8000  lbs.  per  sq.  in. 

Problem  6. 

Solve  Problem  (4),  assuming  the  cylinder  to  be  subjected  to  an  external 
pressure  only  of  8000  lbs.  per  sq.  in. 

Problem  7. 

Determine  the  thickness  of  a  cast-iron  cylinder,  12"  inside  diameter,  re- 
quired to  withstand  an  internal  pressure  of  1200  lbs.  per  sq.  in.: 

(a)  Assimiing  the  working  stress  intensity  =  4000  lbs.  per  sq.  in.; 

(b)  Assuming  the  value  of  the  product  Eet  =  4000  lbs.  per  sq.  in. 
Calculate  the  increase  in  the  inside  diameter  of  the  cylinder,  aasuming 

E  »  14,000,000  lbs.  per  sq.  in. 

Problem  8. 

Solve  Problem  (7),  substituting  a  cast-iron  spherical  shell,  12"  inside  diam- 
eter, for  the  cylinder. 

Problem  9. 

A  circular  flat  plate,  24"  diameter  and  1"  thick,  fixed  at  the  circumference, 
is  subjected  to  a  uniform  pressure  of  120  lbs.  per  iq.  in.    Assuming  m  «  3; 

(a)  Determine  the  maximmn  stress  intensity  in  the  plate; 

(b)  Determine  the  maximum  value  of  the  product  Eer] 

(c)  Determine  the  greatest  deflection  of  the  plate,  ftflaiiming  E  »  30,000,000 
lbs.  per  sq.  in. 

Problem  10. 

Solve  Problem  (9),  assuming  the  plate  to  be  freely  supported  at  the  cir- 
cumference. 
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Problem  11. 

Plot  diagrams  representing  the  variation  of  the  following  quantities  along 
any  radial  section  of  the  plate  in  Problem  (9),  aamiming  m  «  3: 

(a)  Radial  stress  intensity  pr) 

(b)  Tangential  stress  intensity  pt; 

(c)  Values  of  ^er; 

(d)  Values  of  Eet. 

Determine  the  radius  of  the  line  of  inflexion  in  the  neutral  layer  of  the  plate. 

Problem  12. 

Calculate  the  maximum  values  of  pr  and  Ecr  for  a  plate,  20"  diameter  and 
1"  thick,  supported  at  the  center  only  on  a  post  2"  diameter,  and  subjected  to 
a  uniform  load  of  150  lbs.  per  sq.  in.  Calculate  the  greatest  deflection  of  the 
plate.    Assume  E  »  30,000,000  lbs.  per  sq.  in.,  m  =  3. 

Problem  13.  * 

A  circular  flat  plate,  30''  diameter  and  f "  thick,  fixed  at  the  circumference 
and  supported  by  a  stay  at  the  center,  is  subjected  to  a  uniform  pressure  of 
intensity  P.  Determine  the  central  supporting  force  in  terms  of  P,  assuming 
the  support  to  be  on  the  same  level  as  the  circumference  and  the  supporting 
force  to  be  distributed  over  a  circle  2"  diameter.  Calculate  the  allowable 
value  of  P,  assuming  m  »  3: 

(a)  AsBiuning  pr  »  16,000  lbs.  per  sq.  in.; 

(b)  Assuming  Eer  =  16,000  lbs.  per  sq.  in. 

Problem  14. 

Find  the  alloiwable  pressure  intensity  on  a  rectangular  plate  20"  X  12"  and 
J"  thick,  assuming  the  working  stress  intensity  =  16,000  lbs.  per  sq.  in.: 

(a)  When  the  plate  is  fixed  at  the  edges; 

(b)  When  the  plate  is  freely  supported  at  the  edges. 

Find  the  allowable  pressure  on  the  assmnption  that  the  product  of  E  and 
the  greatest  strain  -  16,000  lbs.  per  sq.  in.: 

(a)  When  the  plate  is  fixed  at  the  edges; 

(b)  When  the  plate  is  freely  supported  at  the  edges. 

Problem  16. 

Find  the  allowable  center  load  W  on  the  plate  in  Problem  (14),  under  each 
of  the  conditions  stated,  on  the  assumption  that  the  load  is  distributed  over 
a  circle  having  a  diameter  equal  to  about  0.1  of  the  short  dimension  of  the 
plate. 


CHAPTER  XIV. 
REINFORCED  CONCRETE  BEAMS  AND  COLUMNS. 

203.  Conditions  and  Assumptions.  —  It  is  our  purpose  in  this 
chapter  to  give  the  derivation  of  the  formulas  commonly  used  in 
making  calculations  of  the  stresses  due  to  bending,  shear  and  com- 
pression in  beams  and  columns,  or  struts,  made  up  of  concrete  and 
steel  reinforcement. 

In  the  development  of  the  theory  it  will  be  necessary  to  assume 
the  existence  of  certain  ideal  conditions  which,  at  best,  are  only 
approximately  met  in  practice.  The  formulas  which  are  deduced, 
however,  will  be  in  proper  form  for  use,  provided  the  required  con- 
stants are  obtained  from  the  results  of  experiments  on  the  strength 
of  members  subjected  to  loading  under  conditions  similar  to  those 
actually  existing  in  concrete  structures. 

In  all  the  cases  considered  the  following  conditions  will  be 
imposed: 

(a)  Every  member  will  be  considered  to  be  made  up  of  layers, 
or  fibers,  parallel  to  its  central  axis,  and  each  of  the  component 
materials  will  be  considered  to  be  homogeneous. 

(b)  The  theory  will  be  subject  to  the  limitations  (c),  (d)  and  (e) 
(Art.  63)  of  the  ordinary  theory  of  beams. 

In  addition  to  the  foregoing  conditions  it  will  be  necessary  in 
every  case  to  make  the  following  assumptions,  the  first  two  of 
which  are  similar  to  the  assumptions  of  the  beam  theory  (Art.  66). 

(1)  That  a  plane  cross  section,  perpendicular  to  the  central  axis 
of  a  member  before  loading,  remains  plane  and  normal  to  the  central 
axis  after  loading. 

(2)  That  each  material  follows  Hooke's  law,  within  the  limits  of 
stress  due  to  the  working  load,  the  ratio  of  stress  intensity  to  strain 
in  the  concrete  bearing  a  fixed  relation  to  the  ratio  of  stress  in- 
tensity to  strain  in  the  steel,  in  both  tension  and  compression. 

(3)  It  follows  from  the  first  assumption  that  at  any  surface  of 

contact  the  concrete  and  the  steel  must  elongate,  or  contract,  the 

same  amount  in  any  given  length;  that  is,  there  must  be  a  perfect 

bond,  or  no  slipping,  between  the  two  materials. 
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(4)  The  resistance  of  concrete  to  tension  will  be  assumed  to  be 
negligible. 

The  last  assumption  is  probably  in  close  agreement  with  actual 
conditions  in  many  cases,  the  concrete  on  the  tension  side  of  a 
member  subjected  to  bending  failing,  on  account  of  its  low  tensile 
strength,  before  the  safe  working  load  is  reached,  even  when  evi- 
dence of  the  failure  is  not  visible  to  the  eye.  Under  certain  con- 
ditions this  failure  in  tension  may  not  take  place  and  the  resistance 
of  the  concrete  to  tension  will  have  an  appreciable  effect  on  the 
moment  of  resistance  at  any  given  section.*  In  such  cases,  how- 
evei;,  the  error  due  to  assuming  the  tension  equal  to  zero  will 
not  be  very  great;  and  formulas  based  on  this  assumption  will  be 
adaptable  to  all  cases. 

In  the  development  of  the  theory,  in  each  of  the  following  cases, 
the  foregoing  conditions  and  assumptions  will  be  rigidly  adhered 
to,  although  leading  in  some  cases  to  refinements  which  the  con- 
ditions of  practice  may  not  justify.  It  is  the  part  of  the  Engineer 
to  modify  the  theoretical  equations  into  such  forms  as  may 
simplify  the  necessary  computations  and  still  give  results  suffi- 
ciently accurate  for  use  under  actual  working  conditions. 

For  the  sake  of  simplicity  all  beams  will  be  considered  as  hori- 
zontal and  the  formulas  for  columns  and  struts  will  be  derived  by 
considering  the  central  axes  vertical. 

201.  Rectangular  Beam  Reinforced  for  Tension  Only.  —  A 
section  of  such  a  beam  is  represented  by  the  sketch  (Fig.  272),  one 
or  more  reinforcing  bars  being  embedded  in  the  concrete  near  the 
under  side  of  the  beam  to  resist  tension,  the  compression  in  the 
upper  portion  of  the  beam  being  resisted  entirely  by  the  concrete. 
In  accordance  with  the  assumptions  (Art.  203)  the  stress  in  the  con  • 
Crete  at  any  cross  section  will  be  uniformly  varying  compression 
above  the  neutral  axis  NN  and  of  zero  intensity  at  all  points  below 
the  neutral  axis. 

The  steel  reinforcing  bars  would  be  placed  in  a  single  horizontal 
plane,  when  possible;  but,  if  necessary,  would  be  arranged  in  two, 
or  more,  horizontal  layers.  Since  the  total  area  of  the  cross  sec- 
tion of  the  steel  bars  is  small  in  extent,  compared  with  the  area  of 
the  entire  cross  section,  the  stress  in  the  steel  may  be  considered 
to  be  imiform.  without  any  considerable  error. 

*  See  Experimental  Researches  on  Reinforced  Concrete;  by  A.  Ck)nsid^. 
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Fig.  272. 


The  following  notation  has  been  generally  adopted: 

b  =  the  breadth  of  the  beam,  , 

h  =  the  total  depth  of  the  beam, 

d  =  the  depth  to  the  center  of  gravity  of  the  total  cross  section 

of  the  steel  reinforcing  bars,  called  the  effective  depth  of 

the  beam, 
A  =  the  total  area  of  the  cross  section  of  the  steel  reinforce- 
ment, 
fe  =  the  maximmn  intensity  of  stress  in  the  concrete, 
fa  =  the  intensity  of  stress  in  the  steel, 
C  =  the  resultant  compressive  stress  in  the  concrete, 
T  =  the  resultant  tensile  stress  in  the  steel  reinforcement, 
M  =  the  moment  of  resistance  of  the  stress  on  a  cross  section, 

equal  and  opposite  to  the  bending  moment  due  te  the 

external  forces, 
k  s=  the  ratio  of  the  depth  of  the  neutral  axis  te  the  effective 

depth  d, 
z  =  the  distance  from  the  tep  of  the  beam  to  the  resultant 

compressive  stress  C, 
j  =  the  ratio  of  the  moment  arm  of  the  resisting  couple  to  the 

effective  depth  d, 
p  =  the  ratio  of  the  steel  area  A  to  the  effective  area  of  the 

concrete  bd, 
Ce  —  the  maximum  longitudinal  straiu  in  the  concrete, 
e,  =  the  longitudinal  strain  in  the  steel, 
Ee  =  the  ratio  of  stress  intensity  te  strain,  or  the  modulus  of 

elasticity,  for  the  concrete, 
E,  =»  the  modulus  of  elasticity  of  the  steel, 
n  =  the  ratio  of  the  value  of  E,  to  the  vtdue  of  Ee. 
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It  will  follow  from  assumption  (1)  (Art.  203)  that  the  longitudi- 
nal strain  in  the  layers  of  the  beam  will  be  uniformly  varying  (see 
equation  1,  Art.  95)  from  zero  at  the  neutral  layer  to  the  values  Cc, 
at  the  upper  layer,  and  e„  at  the  layer  through  the  center  of  the 

steel,  and  therefore 

e,     d  —  kdl  —  k  .. 

Cc"     kd     ^     k    '       ^^' 

Fromassumption  (2)  (Art.  203)  we  have 

ec~  E,^  f,  -  vS,' ^^' 

and,  combining  (1)  and  (2), 

i-m  ■ ») 

Since  the  loads  on  the  beam  are  vertical,  it  is  evident  that  (7  «  T; 
and  hence 

^=/.A; (4) 

from  which  we  obtain 

But,  from  the  foregoing  definitions,  r;?  =  p  and,  substituting  this 
value  in  (5)  and  equating  to  (3),  we  have 

2p  k 

and  solving  for  k,  

k  =  V2pn  +  (j[my  -  pn, (8) 

which  gives  the  ratio  k  in  terms  of  the  steel  ratio  p  and  the  ratio  of 
the  moduli  of  elasticity  of  the  steel  and  the  concrete  n;  showing 
that  the  position  of  the  neutral  axis  depends  solely  on  the  propor- 
tion of  the  steel  reinforcement  and  the  ratio  of  the  two  moduli 
of  elasticity. 

It  is  evident  that 

kd 

and  that 

jd  =  d-M,  .......  m 

henoe 

i  =  i-|-      (8) 
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The  moment  of  resiatance  of  the  stress  on  the  cross  section  will 

evidently  be  equal  to 

M^Tjd^Cjd; (9) 

and,  substituting  the  values  of  T  and  C,  we  have 

M=fAjd=f^jd, (10) 

from  which  we  may  obtain  the  stress  intensities  in  terms  of  the 
bending  moment  at  the  section, 

^'     Ajd      pjbd^' ^^^^ 

f-m '"" 

From  (3)  we  also  have 

f-^iih)- ("> 

the  magnitude  of  the  quantity  -  being  represented  in  the  sketch 

(Fig.  272), 
From  (11)  and  (12)  we  obtain 

M^^2M 

^    f.pj    fckr ^  ^ 

from  which  the  size  of  the  beam,  required  to  resist  a  bending 
moment  Af ,  may  be  obtained  when  the  constants  in  the  equation 
are  known. 

The  beam  of  minimum  weight,  required  to  resist  a  given  bending 
moment,  will  evidently  be  that  in  which  both  the  stress  intensity 
in  the  steel  and  the  maximum  stress  intensity  in  the  concrete  have 
the  greatest  allowable  values.  This  condition  will  not  exist  unless 
the  amount  of  the  steel  reinforcement  bears  a  certain  definite 
proportion  to  the  amount  of  concrete.  In  order  to  determine  the 
proportion  of  steel  required  we  have,  from  (3), 


and  from  (5), 


k         ^nfc' 
*2/.      bd     P- 


Eliminating  A;  between  these  two  equations  and  reducing, 

p  =  —7-7 7-r-; (15) 


#+D' 
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which  is  the  value  of  p,  in  terms  of  the  allowable  working  stress  in- 
tensities and  the  ratio  n,  for  the  beam  of  minimum  wdght,  required 
to  resist  any  given  bending  moment. 

The  design  of  a  beam  under  this  condition,  therefore,  coniiscs 
in  calculating  the  value  of  bcP  for  the  required  bending  moment, 
by  substituting  the  values  of  the  constants  in  (14),  and  then 
selecting  values  for  6  and  d  which  will  satisfy  the  equation,  the 
total  cross  section  of  the  steel  reinforcement  required  being  equal 
to  A  =  p6d,  the  value  of  p  being  obtained  from  (15). 

206.  Shearing  and  Bond  Stresses.  —  If  the  bending  in  the 
rectangular  concrete  beam  is  due  to  vertical  loading,  longitudinal 
shearing  stresses  will  be  developed,  in  the  same  manner  as  in  the 
homogeneous  beam  (Art.  88).  The  longitudinal  shearing  stresses 
along  the  layers  in  contact  with  the  reinforcing  bars  will  tend  to 
break  the  bond,  or  cause  slipping,  between  the  steel  and  the  con- 
crete. The  bond  stress  intensity  must  therefore  be  considerably 
below  the  stress  intensity  at  which  the  adhesion  between  the  con- 
crete and  the  steel  rods  will  be  overcome.  It  is  customary  to 
assume  that  the  intensity  of  the  bond  stress  is  the  same  at  all  points 
in  the  perimeters  of  the  reinforcing  bars,  which  lie  in  the  plane 
of  any  given  cross  section,  but  that  the  intensity  varies  m  the 
longitudinal  direction,  in  the  same  manner  as  the  shearing  stress. 

At  any  point  in  the  beam  the  intensity  of  the  shearing  stress  on 
a  vertical  section  will  evidently  be  equal  to  that  on  a  longitudinal 
section  (Art.  24).  The  shearing  stress  intensity  at  any  point  on 
any  longitudinal  section  may  be  found  by  the  following  method, 
similar  to  that  employed  in  the  conunon  beam  theory  (Art.  88). 

We  will  use  the  same  notation  as  before  and,  in  addition,  let 

V  =  the  shearing  force  at  any  cross  section  of  the  beam. 

V  =  the  shearing  stress  intensity  on  a  vertical,  or  longitudinal, 

section  at  any  point  below  the  neutral  layer, 
u  =  the  bond  stress  per  unit  of  area  of  the  surface  of  a  rein- 
forcing bar, 
o  =  the  perimeter  of  a  single  reinforcing  bar, 
2o  =  the  sum  of  the  perimeters  of  all  the  reinforcing  bars. 

Then  from  equation  (1)  (Art.  88)  we  have,  for  the  total  shearing 
stress  on  the  portion  of  a  longitudinal  section  between  two  cross 
sections  at  the  distance  x  apart, 

«te  =  ft  -  i2i, (1) 
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where  Rt  and  Ri  represent  the  resultant  normal  stresses  on  the 
portions  of  the  two  cross  sections,  between  the  longitudinal  layei 
and  the  top  of  the  beam,  and  s  represents  the  average  longitudinal 
shearing  stress  intensity  between  the  two  cross  sections.  Under 
assumption  (4)  (Art.  203)  it  is  evident  that  for  all  layers  below  the 
neutral  layer, 

ft  —  -Bi  =  C2  —  Ci  =  a  constant, 

where  C2  and  Ci  represent  the  values  of  the  total  compression  in 
the  concrete  at  the  two  cross  sections.  Hence,  by  taking  x  suffi- 
ciently small,  we  may  put  i;  =  «  and  write  (1)  in  the  form 

^""^^ (2) 


V  = 


bx 


But  from  (9)  (Art.  204)  we  have 

M2-M1 


C2  —  Ci  = 


3d 


(3) 


where  M2  and  Mi  represent  the  bending  moments  at  the  two  cross 
sections.    Hence, 

(4) 


V  = 


xbjd         bjd  *  '     '     ' 
since,  by  taking  x  sufficiently  smaU,  we  may  write 

^^^^1^  =  V  (Art.  73). 


The  longitudinal  shearing  stress  intensity,  on  sections  above  the 
neutral  layer,  will  evidently  vary  in  the  same  manner  as  in  a  homo- 
geneous beam  of  rectangular  section  (Art.  90).    Hence  the  dia- 


N 


5-H 


N 


Fig.  273. 


gram,  representing  the  variation  in  either  the  longitudinal  or  the 
vertical  shearing  stress  intensities  at  any  cross  section,  will  be  in 
the  form  shown  (Fig.  273),  the  portion  above  the  neutral  layer 
being  a  parabola  and  the  portion  below,  a  vertical'line. 

To  obtain  the  intensity  of  the  bond  stress  between  the  concrete 
and  the  steel,  observe  that  the  average  longitudinal  shearing  stress 
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per  unit  of  length  of  the  surface  of  contact  with  the  steel  will  be 
equal  to  vb,  the  total  surface  of  contact  per  unit  of  length  of  steel 
being  equal  to  2k).  Hence  the  average  bond  stress  intensity  will 
be  equal  to 

It  is  evident  that  the  allowable  value  of  u  will  depend  on  the 
nature  of  the  surface  of  the  reinforcing  bars,  whojher  rough  or 
smooth;  and  it  is  important  that  the  maximum  value  of  u  in  any 
beam  shall  not  exceed  the  allowable  value  for  the  type  of  rein- 
forcing bar  used. 

It  is  also  evident  that  sufficient  space  must  be  left  between  the 
bars  if  the  full  strength  of  the  bond  between  the  steel  and  the  con- 
crete is  to  be  obtained.  The  distance  between  the  centers  of 
adjacent  bars  should  be  at  Ipast  2^  to  3  times  their  diameters  and 
the  distance  between  the  center  of  a  bar  and  the  side  of  a  beam  at 
least  2  diameters. 

206.  Floor  Slabs.  —  Slab  supported  on  two  sides.  The  stresses 
in  a  reinforced  concrete  floor  slab,  supported  on  two  sides  only, 
may  be  determined  by  considering  the  slab  as  divided  into  trans- 
verse strips,  one  unit  wide,  and  treating  each  strip  as  a  rectangular 
beam.  Slabs  are  usually  made  continuous  over  the  supports;  that 
is,  the  reinforcing  bars  are  arranged  so  as  to  resist  negative  bend- 
ing, or  tension  at  the  top  of  the  slab,  at  every  support. 

When  the  continuity  exists  for  several  spans  it  is  evident  that 
each  intermediate  span  approaches  the  condition  of  a  beam  fixed 
at  the  ends;  and,  for  uniform  loading,  the  greatest  bending  moment 
may  be  determined  with  sufficient  accuracy  by  use  of  the  formula 

Jlf,  =  ^  (Art.  101), (1) 

where  Mt  =  the  bending  moment  at  the  end  of  the  span  and  I  = 
the  distance  from  center  to  center  of  the  supports  (Fig.  274).  If 
the  clear  span  Zi  is  considerably  less  than  the  distance  between 
centers  a  somewhat  less  value  may  be  used  in  place  of  I  in  (1). 
For  uniform  loading,  the  bending  moment  Af i,  at  the  middle  of 
the  span,  would  be  one-half  the  value  of  M^;  but,  when  the  slab  is 
of  uniform  thickness,  the  maximum  bending  moment  only  need  be 
considered. 
Where  the  reinforcement  is  continuous  the  bars  should  evidently 
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cross  the  central  layer  in  the  vicinity  of  the  points  of  inflexion, 
which  would  be  located  at  distances  approximately  0.2 1  from  the 
ends  of  the  span  (Art.  101). 


FiQ.  274. 


Where  it  becomes  necessary  to  join  the  reinforcement,  the  rods 
may  be  clamped  together,  or  lapped  by  each  other  in  the  concrete, 
a  distance  2  ai,  as  indicated  at  the  support  A,  the  bond  in  the  con- 
crete being  relied  upon  to  furnish  the  required  continuity.  In  the 
latter  case  the  overlap  should  be  suflScient  to  provide  a  total  bond 
stress  in  the  length  ai  equal  to  the  total  tension  in  the  rod  at  the 
section  over  the  support. 

Since  the  maximum  bending  moments  in  the  end  spans  of  a  uni- 
formly loaded  continuous  beam  are  greater  than  in  the  interme- 
diate spans  (Art.  121),  the  end  spans  should  be  designed  for  a 
greater  moment  of  resistance.    It  is  customary  to  use  the  equation 


^^  =  10 


(2) 


in  calculating  the  greatest  bending  moment  in  the  end  spans  of  a 
slab  which  is  continuous  over  several  supports.  Owing  to  the 
uncertainty  which  usually  exists  in  regard  to  the  conditions  at 
the  different  supports,  the  calculation  of  bending  moments  by 
more  exact  methods  is  of  little  value  when  the  slab  is  continuous 
over  several  spans. 

When  the  number  of  spans  is  less  than  four,  however,  or  the 
intensity  of  loading  varies  in  different  spans,  the  bending  moments 
should  be  calculated  by  use  of  the  more  exact  formulas  for  con- 
tinuous beams,  with  due  allowance  for  the  unceitainty  of  condi- 
tions at  the  supports. 

Slab  supported  on  Jour  sides,  —  If  a  slab  is  supported  on  four 
sides,  reinforcing  rods  are  used  in  both  the  transv^pse  and  the 
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lengthwise  directions.  When  the  length  of  the  slab  is  over  twice 
the  width,  the  entire  load  should  be  assumed  to  be  carried  by  the 
transverse  reinforcement.  When  the  ratio  of  length  to  width  is 
less  than  two,  the  stresses  in  the  slab  may  be  estimated  in  the  same 
manner  as  in  the  case  of  the  homogeneous  flat  plate  (Art.  200); 
the  stress  intensities  on  the  cross  sections  at  the  ends  of  a  trans- 
verse strip,  one  unit  wide,  through  the  center,  being  calculated  on 
the  assmnption  that  the  load  intensity  on  the  strip  is  equal  to 


a* 


4  _i.  M  ^™cs  ^^^  ^^1  load  intensity  on  the  slab,  where  a  =  the 

length  and  b  =  the  width  of  the  slab;  and  the  stress  intensities  on 
the  cross  sections  at  the  ends  of  a  longitudinal  strip,  one  unit  wide, 

being  calculated  for  a  load  intensity    .   .  , .  times  the  total  load 

a*  -r  0* 

intensity. 

For  a  square  slab  one-half  of  the  load  would  evidently  be  assumed 
to  be  carried  on  each  set  of  reinforcement. 

Since  the  stress  intensities  in  strips,  parallel  to  and  near  the  sides 
of  the  slab,  will  be  less  than  in  the  strips  through  the  center,  less 
reinforcement  is  required  near  the  sides  than  through  the  center; 
that  is,  the  dist^ince  between  the  rods  may  be  made  larger  as  the 
sides  are  approached.  The  allowable  increase  in  spacing  can 
best  be  determined  by  experiment. 

207.  Rectangular  Beam  Reinforced  for  Tension  and  Com- 
pression. —  In  this  case  reinforcing  bars  are  embedded  in  the 
concrete  near  the  side  of  the  beam  under  compression  as  well  as 
in  the  tension  side.  The  distribution  of  stress  on  the  cross  section 
of  such  a  beam  is  indicated  by  the  sketch  (Fig.  275). 

We  will  follow  the  same  notation  as  in  Art.  (204)  and,  in  addi- 
tion, let. 

A'  =  the  total  area  of  the  cross  section  of  the  reinforcement  on 

the  compression  side, 
d'  =  the  depth  of  the  center  of  gravity  of  the  cross  section  of 

the  compiession  reinforcing  bars, 
/,'  =  the  intensity  of  stress  in  the  compression  reinforcement, 

assumed  to  be  uniform, 
C  =  the  resultant  compressive  stress  in  the  steel, 
p'  =  the  ratio  of  the  steel  area  A'  to  the  eflfective  area  of  the 

concrete  bd. 
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From  assumptions  (1)  and  (2)  (Art.  203)  we  have,  as  in  the  beam 
reinforced  for  tension  only, 

t-m^   ......   m 

and  also,  since  the  tensile  and  compressive  moduli  of  elasticity  are 
assumed  to  be  equal, 


Fig.  275. 

Since,  for  a  vertically  loaded  beam,  C  +  C  =  T,  we  shall  have 

^+//A'=/4  (very  nearly),      .    ]    .      (3) 

the  resultant  stress  in  the  concrete  being  calculated  without  de- 
ducting from  the  area  of  the  cross  section  the  space  occupied  by 
the  compression  reinforcement. 

Substituting  the  values  A  =  phd  and  A'  =  p'M,  together  with 
the  value  of//  from  (2),  in  equation  (3)  and  transposing  terms,  we 
obtain 

fo  rr     TTkd — d 


V  - "'  iM)\ 


(4) 


d-kd 
Equating  (1)  and  (4)  and  transposing  terms, 

*'  =  2n(l-*)[p-p'(^)] 
-2n[p(l-A;)-p'(A!-^)] 
=  2n{p  +  p'j^-  2n(j>  +  p') k; 
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and  solving  for  fc, 

fc=y2n(p  +  p'^j+n2(p  +  pO'-n(p  +  pO.    •       (5) 

By  adding  the  moments  of  the  components  of  the  compressive 
stress  about  an  axis  through  the  top  of  the  cross  section  we  obtain 

(C  +  C')2=-^X^+/.'A'd' (6) 


Substituting  the  values  of  C  and  C  and  also  the  value  of  /,' 
from  (2),  we  have 

6 


z  = 


fjbkd  ,  ^  „(kd-d'\   ' 
~2~^^'^  \d-Ml 


and  eliminating/,,  by  substituting  its  value  in  terms  of/,  from  (1), 
substituting  A'  =  p'bd  and  reducing,  we  obtain 

¥d 


+  2p'nd'(k-jj 

k^  +  2p'n{k-j\ 
It  foUoifra  that 


z  =  - /  .r' (7) 


jd  =  d-z (8) 

and  that  the  moment  of  resistance  is  equal  to 

M  =  Tjd=(,C  +  C')jd, (9) 

or, 

M=fAjd=(^-^+f:A')jd (10) 

Hence, 

"'*     Ajd     pjbd^' ^    ^ 

and,  substituting//  in  terms  of /«  and  A'  =  p'bd  and  solving, 

, '«,       ,„, (12) 


jw[t  +  2p'„(l-|)] 


The  value  of /c  can  evidently  be  obtained  more  easily  from  equa- 
tion (1),  from  which  the  value 

f'^Ki^) ^''^ 

can  be  computed  after  the  value  of  /,  has  been  found. 
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Prom  (2)  we  have  for  the  value  of  the  stress  intensity  in  the  com- 
pression reinforcement. 

f'-f'f^ •  •  •  (i*> 

Shearing  and  Bond  Stresses.  —  Since  there  is  assumed  to  be  no 
tension  in  the  concrete  below  the  neutral  layer,  the  distribution 
of  the  shearing  stress  on  any  cross  section  will  be  similar  to  that 
for  the  beam  reinforced  for  tension  only  (Art.  205),  the  shearing 
stress  intensity  being  uniform  below  the  neutral  layer;  and  hence, 
by  the  same  reasoning  as  before, 

and,  for  the  bond  stress  intensity  on  the  tension  reinforcement, 

^=2^=Jd2o (^«> 

As  the  difference  between  the  stress  intensities  in  the  compres- 
sion  reinforcing  bars  and  the  adjacent  layers  of  concrete  is  less  than 
the  stress  intensity  in  the  tension  reinforcing  bars,  it  is  unneces- 
sary to  develop  a  formula  for  the  bond  stress  intensity  on  the  com- 
pression steel. 

208.  Tee  Beam.  —  When  a  reinforced  concrete  floor  is  sup- 
ported on  beams  of  the  same  material,  as  indicated  in  Fig.  (274), 
the  beams  and  the  floor  are  bonded  together  so  as  to  form  a  con- 
tinuous structure.  The  bond  is  usually  strengthened  beyond  that 
due  to  the  adhesion  in  the  concrete  alone  by  the  use  of  special  re- 
inforcement. The  floor  slab,  therefore,  forms  the  flange  of  a 
beam,  tee-shaped  in  section,  as  shown  in  Fig.  (276),  which  resists 
the  compressive  stress,  while  the  tensile  stress'  is  carried  by  re- 
inforcing bars  placed  near  the  bottom  of  the  web,  or  stem,  of  the 
wee. 

In  the  deduction  of  the  formulas  for  the  maximum  stress  in- 
tensity in  the  concrete  and  the  stress  intensity  in  the  steel  we  will 
follow  the  notation  previously  adopted  and,  in  addition,  let 

b  =  the  width  of  the  flange, 
t  =  the  thickness  of  the  flange, 
b'  =  the  width  of  the  web,  or  stem,  of  the  tee. 

In  floors  of  ordinary  proportions  it  would  not  be  safe  to  assimie 
that  one-half  of  the  entire  slab  on  either  side  of  any  beam  would 
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act  as  a  compression  flange  and  fulfill  the  conditions  stated  in 
Art.  (203) ;  and  no  satisfactory  theory  can  be  developed  to  deter- 
mine just  what  proportion  of  the  floor  slab  can  be  considered  to  ' 
form  a  part  of  the  beam  in  order  that  the  formulas  for  stress  in- 
tensity, deduced  imder  the  above-mentioned  conditions,  may  give 
accurate  results. 


b    i 

( 

^ 

r  t    ° 

/ 

fr 

if 

j. 

— 1 

ifi — ^=i 

A 

Flo.  276. 


The  rules  which  have  been  proposed  for  obtainit^  the  value  of 
b  are,  therefore,  entirely  empirical  and  as  a  result  have  varied  to 
a  lar^  extent.     Of  these,  the  rule  that 

bm5t (1) 

can  be  considered  as  conservative. 

This  rule  should  be  interpreted  to  mean  that  when  the  flange  of 
the  tee  is  a  part  of  a  floor,  6  should  ordinarily  be  taken  equal  to 
approximately  five  times  the  thickness  of  the  slab,  bat  in  case  the 
spans  of  the  floor  slabs  were  very  short,  or  in  the  case  of  a  single 
beam,  having  a  tee  section,  the  width  6  might  evidently  be  less  than 
5  (.  As  less  conservative,  the  rule  that  6  ^  6  (,  or  even  the  rule 
that  b  ^  8t,  may  be  quoted. 

After  having  determined  the  value  of  b  the  expressions  for  stress 
intensity  may  be  deduced  under  the  same  assumptions  as  m  the 
preceding  cases.  Two,  or  three,  cases  will  arise,  depending  on  the 
position  of  the  neutral  axis. 

(a)  When  the  neutral  axis  lies  in  the  flange  of  the  tee.  —  When  the 
thickness  of  the  flange  t  is  lai^e,  in  proportion  to  the  depth  d,  the 
neutral  axis  may  be  located  in  the  flange,  the  value  of  kd  being 
less  than  (.  It  is  evident  that,  since  there  is  assumed  to  be  no 
tensile  stress  in  the  concrete,  the  distribution  of  stress  on  any  cross 
section  would  in  this  case  be  identical  with  that  for  a  rectangular 
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beam  of  width  6;  and,  therefore,  the  maximum  stress  intensities 
in  the  concrete  and  the  steel  bars  would  be  given  by  the  equations 
in  Art.  (204). 

(b)  When  the  neutral  axis  lies  in  the  web  near  the  flange  of  the  tee, 
—  This  is  the  condition  which  usually  exists  in  the  tee  beam  and, 
since  the  formulas  for  stress  intensity  are  found  to  be  simplified 
considerably  if  the  compression  stress  in  the  web  between  the 
neutral  axis  and  the  under  side  of  the  flange  is  neglected,  it  is 
customary  to  deduce  the  equations  on  the  assumption  that  the 
entire  compression  stress  on  a  cross  section  is  carried  by  the  flange 
of  the  tee,  as  indicated  (Fig.  276).  The  error  introduced  by 
making  this  assumption  is  evidently  very  small  when  NN  is  near 
the  flange. 

Then,  in  the  same  manner  as  in  the  rectangular  beam  (Art.  204), 
we  have,  from  assumptions  (1)  and  (2)  (Art.  203), 

The  stress  intensity  in  the  concrete  at  the  under  side  of  the  flange 
will  be  equal  to 

and,  since  T  =  C  for  any  vertically  loaded  beam, 

/^  =  i(/c+/c')W=/.fe<(^|^);.    .    .     (4) 


and  hence 


Equating  (2)  and  (5)  and  solving  for  kd,  we  have 

,  ,      2ndA->rW  ... 

^'^2nA+2bt (^> 

Since  the  value  of  z  will  evidently  be  equal  to  the  distance  from 
the  top  of  the  beam  to  the  center  of  gravity  of  the  trapezoid,  repre- 
senting the  variation  in  the  stress  intensity  over  the  flange,  we  shall 
have 

2   ^3"^"2    ^  3       Uc  +  2fc')t, 


z  = 


(/.+/.■)  I   =<'•+« 
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and,  substituting  the  value  of  f/  from  (3)  and  reducing, 

t      3kd-2t 
^'3^   2kd-t ^^^ 

Having  the  value  of  z,  we  obtain 

jd  =  d-z; (8) 

and,  substituting  the  values  of  T  and  C  in  the  equation 

M  =  Tjd  =  Cjd, (9) 

we  have 

M^fAid^ScUl^-^^^jd (10) 

Solving  for  /,  and  /«, 

f'-Afd (11> 

and 

^'      (2kd-t)btjd ^'■'^' 

From  equation  (2)  we  obtain,  as  in  previous  cases,  the  expres- 
sion 

f-Hi^) »»> 

from  which  the  value  of  /<•  can  be  found  after  the  value  of  /,  is 
known. 

(c)  When  the  compression  in  the  web  is  not  negligible.  —  If  the 
flange  of  the  tee  is  comparatively  small,  the  neutral  axis  may  lie 
so  far  below  the  under  side  of  the  flange  that  a  considerable  error 
will  be  introduced,  if  the  compression  stress  in  the  web  is  neglected, 
and  the  following  equations,  derived  by  allowing  for  the  stress  in 
the  web,  will  give  more  accurate  results. 

Equations  (2)  and  (3)  will  hold  true  for  this  case,  as  before,  but 
equation  (4)  will  be  modified  to  the  form 

;^  =  /^+;.(6_60^(2^').     .    .    (14) 

f 

Solving  for  y  and  equating  to  (2),  we  have 

Jc 


b'kd  ,  ib-b')t(2kd-t)         (l-V 
2i:  + 2AM n\-^-v 


="(^) 


which  reduces  to  the  form 

6'  {kdy  +  2  M  +  (6  -  6') ']  *d  =  2  n  dA  +  (6  -  6')  P; 
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and,  solving  for  kd, 

By  taking  moments  of  the  components  of  the  compression  stress, 
about  an  axis  through  the  top  of  the  flange,  we  obtain,  for  the  dis- 
tance of  the  center  of  the  compressive  stress  from  the  top  of  the 

beam, 

fjb'kd^kd  ,    .  ,,      ,„V2fcd- A  ^  t/3Jkd-2r 


z  = 


which  reduces  to 

,  ^  b'(kdy  +  (f>-V)(3kd^2t)P 

3[V{kd)^  +  (b-b')(2kd-t)t]'      '    '    ^^^^ 

Having  the  values  of  k  and  2,  the  values  of  jd,  /,  and  fe  can  be 
found  from  (8),  (11)  and  (13). 

Shearing  and  Band  Stresses,  —  Since  there  is  assumed  to  be  no 
tension  in  the  concrete,  the  distribution  of  the  shearing  stress  will 
be  similar  to  that  in  the  rectangular  beam,  the  shearing  stress  in- 
tensity on  any  cross  section  being  uniform  between  the  neutral 
axis  and  the  center  of  the  tension  reinforcement.  Hence,  by  the 
same  reasoning  as  in  Art.  (205),  we  shall  have  for  the  value  of  the 
maximum  shearing  stress  intensity  on  any  cross  section 

"'m'' ^^^^ 

and,  for  the  bond  stress  intensity, 

"  =  s3=jWo (*«> 

Bending  Moments.  —  When  a  concrete  floor  beam,  or  girder,  is 
supported  at  more  than  two  points  the  reinforcement  is  usually 
arranged  to  resist  negative  bending  over  the  intermediate  supports; 
and,  under  uniform  loading,  the  bending  moments  should  be  cal- 
culated in  the  same  manner  as  for  the  continuous  floor  slab  (Art. 
206).  When  the  beam  is  continuous  over  several  spans  and  the 
loading  is  uniform,  the  greatest  bending  moment  in  any  inter- 
mediate span  may  be  taken  equal  to 

M  =  %; (19) 
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and  in  the  end  spans  the  greatest  bending  moment  may  be  assumed 
to  be  equal  to 

M  =  ^ (20) 

For  a  continuous  beam  having  three  spans,  or  two  only,  or  when 
the]  loading  is  not  uniform,  the  bending  moments  should  be  esti- 
mated by  use  of  the  more  exact  equations  for  continuous  beams. 
The  values  in  (19)  and  (20)  represent  the  bending  moments  at  the 
ends  of  the  spans;  but  it  is  customary  to  design  the  middle  cross 
section  for  a  moment  of  resistance  equal  to  the  bending  moments 
given  by  these  equations.  The  value  of  I  is  ordinarily  taken  equal 
to  the  distance  from  center  to  center  of  the  supports,  unless  the 
clear  span  between  the  supports  is  considerably  less  than  this 
distance,  when  a  smaller  value  for  I  may  be  allowed. 

Stresses  at  a  Section  Over  a  Support,  —  The  reinforcement  re- 
quired to  resist  the  negative  bending  moment  over  a  support  of  a 
continuous  floor  beam  may  be  provided  by  bending  up  one-half  of 
the  reinforcing  bars  in  the  spans  on  each  side  of  the  support,  as 
indicated  at  the  support  B  (Fig.  277),  the  remainder  of  the  bars 
being  run  through  the  support  on  the  lower  side  of  the  beam.  If 
the  bars  are  symmetrically  arranged  this  wiU  provide,  at  sections 
near  a  support,  equal  amounts  of  tension  and  compression  rein- 
forcement, as  shown  in  the  section  A- A;  the  total  area  of  each  set 
of  reinforcing  bars  being  the  same  as  that  of  the  tension  reinforce- 
ment at  the  section  C-C,  which  would  be  similar  to  the  cross 
section  represented  in  Fig.  (276). 


''^rlS 


Fig.  277. 


Since  it  is  assumed  that  the  concrete  does  not  resist  tension, 
the  section  A-A  is  equivalent  to  that  of  a  rectangular  beam,  re- 
inforced for  both  tension  and  compression  (Fig.  275).  The  moment 
of  resistance  of  this  section  must  evidently  be  as  great  as,  or 
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greater  than,  the  moment  of  resistance  of  the  tee  section  at  C-C. 
The  stress  intensities  at  the  section  A- A  can  be  obtained  by  use 
of  the  equations  in  Art.  (207),  the  width  of  the  beam  being  equal 
to  V,  the  effective  depth  equal  to  d,  and  the  distance  from  the  com- 
pression side  of  the  beam  to  the  center  of  the  compression  rein- 
forcement equal  to  d'. 

The  bent-up  rods  should  cross  the  neutral  layer  near  the  points 
of  inflexion,  at  distances  0.2  Z  to  0.25  Z  from  the  supports.  When 
the  bond  in  the  concrete  is  relied  upon  to  develop  the  full 
strength  of  the  steel  at  the  section  over  the  supports,  the  over- 
lap of  the  rods  on  the  tension  side  may  be  estimated  from  the 
expression 

°'^^o' (21) 

and  that  of  the  rods  on  the  compression  side  from  the  expression 

«^^Sfo' (22) 

where  u'  =  the  allowable  intensity  of  the  bond  stress  on  the  rods. 

In  any  case  the  overlap  must  be  great  enough  to  provide  sufli- 
cient  reinforcement  throughout  the  portion  of  the  beam  in  which 
negative  bending  may  exist. 

209.  Web  Reinforcement.  —  In  each  of  the  cases  which  have 
been  considered  tensile  stresses  in  the  concrete  have  been  assumed 
to  be  negligible;  and  the  only  stress  which  has  been  considered  as 
existing,  on  the  portion  of  a  cross  section  between  the  neutral 
axis  and  the  tension  reinforcement,  has  been  a  vertical  shearing 
stress,  of  uniform  intensity  v.  This  stress  must  be  accompanied 
by  a  shearing  stress  of  equal  intensity  on  any  longitudinal  layer, 
intersecting  the  cross  section. 

If  the  assumptions  of  the  theory  are  adhered  to,  therefore,  the 
state  of  stress  at  any  point  below  the  neutral  layer  should  be  con- 
sidered similar  to  that  existing  at  the  neutral  layer  in  any  homo- 
geneous beam  (Art.  92) ;  that  is,  at  any  point  between  the  neutral 
layer  and  the  tension  reinforcement,  the  planes  of  principal  stress 
would  make  angles  of  45°  with  the  vertical  and  the  stress  intensi- 
ties on  each  of  these  planes  would  be  equal  to  v,  the  stress  on  one 
plane  being  tension  and  on  the  other,  compression. 

If  the  concrete  docs  not  resist  tension,  it  is  evident  that  special 
reinforcement,  in  addition  to  the  longitudinal  bars,  will  be  re- 
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quired  to  resist  the  tensile  stresses  on  the  diagonal  planes.  This 
secondary  reinforcement  may  consist  of  small  rods,  bent  into 
special  forms,  which  for  convenience  are  placed  in  vertical  planes, 
at  distances  s  apart,  as  indicated  in  Fig.  (277).  Sometimes  the 
secondary  reinforcement  is  inclined  at  45°  with  the  vertical,  in  the 
direction  of  the  diagonal  tensile  stress;  which  would  evidently  be 
a  more  efficient  arrangement,  if  this  stress  alone  were  to  be 
considered. 

When  the  secondary  reinforcing  units  are  vertical,  the  rods  may 
be  bent  into  stirrup  shaped  forms,  or  into  forms  with  four  vertical 
parts,  as  indicated  in  the  cross  section  A-A  (Fig.  277).  The  spaces 
between  two  adjacent  units  may  be  found  on  the  assumption  that 
each  unit  supports  a  stress 

F  =  vb'sV2, (1) 

equal  to  the  total  tension  on  a  plane  at  45°  with  the  horizontal,  of 

width  b'  and  length  equal  to  s  V%  the  diagonal  distance  between 

the  units.    The  diagonal  force  F  would  produce  a  combination  of 

tension  and  shear  at  any  section  through  the  vertical  reinforcing 

unit,  the  total  tensile  stress  component  on  the  section  of  the  imit 

being  equal  to 

P  =  F  cos  45°  =  vVs (2) 

If  the  allowable  value  of  P  is  known,  the  proper  spacing  of  the 
secondary  reinforcing  units  in  any  portion  of  the  span  can  be  found 
from  (2),  when  the  average  value  of  v  for  that  portion  is  known, 
provided  the  assumption  that  the  concrete  does  not  resist  tension 
is  consistently  adhered  to. 

The  value  of  P  must  l^e  determined  more  or  less  arbitrarily;  but, 
since  each  reinforcing  unit  is  subjected  to  a  combination  of  equal 
shear  and  tension,  we  may  assume 

P  =  0.6/,n'a, (3) 

where  n'  =  the  niunber  of  vertical  parts  in  the  unit  and  a  =  the 
area  of  the  cross  section  of  a  single  part,  provided  there  is  a  suffi- 
cient bond  between  the  unit  and  the  concrete.  For  rough,  or  de- 
formed, rods  with  the  ends  bent  over,  as  indicated  (Fig.  277),  there 
will  probably  be  a  sufficient  bond  if 

^^^50 ^*^ 

where  do  =  the  diameter  of  the  rod.  If  square  rods  are  used  do 
will  represent  the  side  of  the  square. 
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It  is  evident  from  (2)  that  the  required  spacing  of  the  reinforc- 
ing units  will  increase  as  v  diminishes.  In  the  tee  beam  the  web 
reinforcement  serves  the  double  purpose  of  resisting  the  diagonal 
tension  and  strengthening  the  bond  between  the  flange  and  the 
web;  and  hence  it  is  customary  in  such  a  beam  to  limit  the  maxi- 
mum value  of  8,  a  common  rule  being 

s  S|d (5) 

On  accoimt  of  the  approximations  in  the  theory,  all  of  the  fore- 
going equations  must  be  regarded  as  empirical,  to  a  greater  extent 
even  than  those  in  the  preceding  articles,  and  subject  to  modifica- 
tion to  suit  the  conditions  under  which  they  are  used.  One  modi- 
fication may  be  mentioned;  namely,  that  of  replacing!;  in  (2)  with 
a  value  v'  =  v  —  c,  where  c  is  a  small  value  for  a  tensile  stress  in- 
tensity which  the  concrete  alone  is  assumed  to  resist. 

Although  the  tee  beam  has  been  taken  as  an  illustration,  since 
it  is  in  beams  of  this  type  that  web  reinforcement  is  nearly  alwaj^ 
required,  it  is  evident  that  the  foregoing  method  of  computing  the 
spacing  of  the  web  reinforcement  could  be  appUed  with  equal 
facility  to  a  rectangular  beam,  if  necessary. 

210.  Deflection  of  Reinforced  Concrete  Beams.  —  A  general 
equation  for  the  elastic  curve  of  a  reinforced  concrete  beam,  which 
is  of  uniform  dimensions  and  uniformly  reinforced  throughout,  can 
be  deduced  in  the  following  manner. 

If  we  let  r  =  the  radius  of  curvatiu^  at  any  point  in  the  elastic 
curve  and  follow  the  notation  previously  adopted,  we  shall  have, 
as  in  the  conmion  beam  theory  (Art.  95), 

i=_^!_  = fi (1) 

r     d-kd     E^il-k) ^^^ 

The  equation  for  the  stress  intensity  in  the  tension  reinforcement, 
in  each  of  the  cases  considered,  has  been  found  to  be  in  the  form 


and,  substituting  this  value  of  /,  in  (1),  we  have 

1  M 


r      EAjd^  (1  -  k) 


(2) 
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As  in  the  ordinary  beam  theory,  -  =  -^  ;  hence  we  may  write 

<Pv  M  M  .ON 

•      •       •      •       \u) 


where 
Therefore, 


dx*     EAj(P(l-k)      B'    • 
B  =  E^cP  (1  —  fc)  =  a  constant. 


v  =  ^JjMdxdx, (4) 

the  constant  B  evidently  taking  the  place  of  the  constant  EI  for 
the  homogeneous  beam  of  miiform  section. 

Hence,  by  substituting  the  value  of  B  for  EI  in  the  formulas  for 
the  maximum  deflection  of  simple  homogeneous  beams  under 
various  load  systems  (Art.  106),  we  may  obtain  the  formulas  for 
computing  the  maximum  deflections  in  simple  reinforced  concrete 
beams,  of  any  type  of  cross  section,  when  subjected  to  similar  load 
systems. 

In  a  continuous  beam,  or  a  beam  fixed  at  the  supports,  how- 
ever, we  have  seen  that  the  arrangement  of  the  longitudinal  rein- 
forcement must  be  varied  to  provide  for  the  tensile  stresses 
throughout  the  span;  and  hence  the  values  of  B  for  the  different 
sections  of  such  a  beam  would  vary  in  such  a  manner  that  an 
accurate  solution  for  the  deflection  would  be  impracticable. 

211.  Columns,  Axially  Loaded.  —  The  stress  intensities  in  a 
reinforced  concrete  colimin  can  be  readily  determined  under  the 
assumptions  made  in  developing  the  theory  for  reinforced  concrete 
beams  (Art.  203).  When  the  resultant  of  the  load  coincides  with 
the  axis  of  the  column,  it  is  evident  that  the  stress  intensities  in 
both  the  concrete  and  the  reinforcing  bars  will  be  uniform.  We 
will  adopt  the  following  notation: 

A  =  the  total  area  of  the  cross  section  of  the  column. 
At  =  the  total  area  of  the  cross  section  of  the  reinforcing  bars, 
Ac  =  the  net  area  of  the  cross  section  of  the  concrete,  allowing 

for  the  space  occupied  by  the  reinforcement, 
Po  =  the  ratio  of  the  area  A»  to  the  area  A, 
fe  =  the  stress  intensity  in  the  concrete, 
/,  =  the  stress  intensity  in  the  reinforcing  bars, 
R  =  the  resultant  axial  load, 

Et  =  the  modulus  of  elasticity  of  the  steel  reinforcement, 
Ee  =  the  modulus  of  elasticity  of  the  concrete, 
n  =  the  ratio  of  Et  to  Ee. 
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Under  the  assumptions  mentioned,  the  longitudinal  strain  in  the 
concrete  must  be  equal  to  that  in  the  reinforcement;  and  hence 

E.     B, 
and,  therefore, 

f.  =  nf. (1) 

H*^*;^  For  equihbrium 

'     t     '  '  R=fA.+/Ac;  ...    (2) 

and,  substituting  the  value  of  /,  from  (1) 
and  solving  for  /„  we  have 
R 


^- 


/.- 


hnX." 


(3) 


If  desired  (3)  may  be  expressed  in  terms 
of  the  total  area  A  and  the  ratio  po  =  -r^;  in 
-'A- A., 


which  case,  by  substituting  Ac 
we  have 

R 


f'=: 


(4) 


'  A  [I  +  poiti  -  l)\ 

The  sketch  (Fig.  278)  represents  a  square  column,  but  the 
fofegoing  equations  will  evidently  apply  to  an  axially  loaded 
column  having  a  cross  section  of  any  shape. 

The  allowable  value  of  the  working  stress  intensity  /t  will  de- 
pend to  a  certain  extent  on  the  ratio  of  the  unsupported  length  of 
the  column  to  the  width  b  of  the  cross  section;  but,  for  ratios  of 

7  less  than  a  certain  quantity,  say 

{  =  16,  or  20, 


we  may  assume  the  working  stress  intenaty  to  be  constant,  aa  in 
the  case  of  the  homogeneous  column. 

212.  Columns,  Eccentrically  Loaded.  —  Two  cases  will  be  con- 
sidered, based  on  the  conditions  stated  in  Art.  (203).  In  both  cases 
the  cross  sections  will  be  square,  or  rectangular,  and  the  reinforce- 
ment will  be  assumed  to  be  symmetrically  arranged,  so  that  the 
center  of  the  reinforcement  will  coincide  with  the  center  of  the 
concrete.    If  the  resultant  of  the  external  forces,  acting  on  the 
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column,  ia  not  normal  to  the  section  it  will  be  resolved  into  a 
.  normal  component  An  and  a  shearing  component,  the  latter 
evidently  having  no  effect  on  the  normal  stress  intensity  at  any 
point. 

(a)  When  the  neutral  axis  NN  lies  within  the  boundary  of  the 
cross  section  (Fig.  279).  —  We  will  adopt  the  following  notation,  , 
the  dimensions  of  the  cross  section  being 
indicated  in  the  sketch: 

A  =  the  area  of  the  cross  section  of 
the  reinforcing  bars  which  are 
in  tension, 
A'  =  the  area  of  the  reinforcing  bars 

which  are  in  compression, 
/,  =  the  intensity  of  stress  in  the  ten- 
sion reinforcement, 
/,'  =  the  intensity  of  stress  in  the  com- 
pression reinforcement, 
Jc  =  the  maximum  compressive  stress 

intensity  in  the  concrete, 
e  =  the  eccentricity  of  the  load,  that 
is,  the  distance  between  the  re- 
sultant normal  force  R„  and 
the  center  of  the  cross  section, 
k  =  the  ratio  of  the  distance  of  the  *'"'  '"'' 

neutral  axis  from  the  compression  side  to  the  total 
depth  of  the  section  k, 

p  =  rrand  P'  =  tt  i  which  are  the  ratios  of  the  areas  of  the 

tension  and  compression  reinforcing  bars,  respectively, 

to  the  total  area  of  the  cross  section. 
For  a  symmetrical  section  A  =  A'  and  hence  p  =  p'.  Since  the 
stress  intensity  in  any  reinforcing  bar  would  be  n  times  the  stress 
intensity  which  would  exist  in  the  surrounding  concrete,  provided 
the  concrete  were  assumed  to  resist  tension  as  well  as  compression 
and  the  ratio  of  the  moduU  of  elasticity  were  the  same  for  tension 
as  for  compression,  we  may  write 

n      d  —  kh  J      n       kk  —  d' 
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and  hence 

Since  Rn  must  equal  the  resultant  normal  stress  on  the  section, 
we  have 

Rn  =  -^  +fM'  -  fA  (very  nearly),  ...      (3) 

the  stress  on  the  concrete  being  calculated  without  deducting  the 
area  of  the  cross  section  of  the  reinforcing  bars. 

Since  the  bending  moment  will  be  equal  to  the  moment  of  resist- 
ance, we  shall  have,  making  the  same  approximation  as  in  (3), 

M  =  fi.e  =  ^(^-f)+//A'a+Ma.  .    .      (4) 

Substituting  the  values  off,  and/,'  from  (1)  and  (2),  and  putting 
A'  =  A  =  pbh  in  (3)  and  (4)  and  reducing,  we  obtain 


-  m[l  + pn{2  - '^]     ........      (5) 


and 


=  ^[2pna*+^*(3-2A:)] (6) 

Solving  (6)  for  Rn  and  equating  to  (5),  we  have 

which  reduces  to 

''+»(*-i)''+^*=T(x+«).-  <^ 

from  which  the  value  of  k  may  be  obtained. 

Having  the  value  of  A;,  we  can  obtain  from  (5)  or  (6)  the  value 
of  the  maximum  stress  intensity  in  the  concrete, 

. 2Rnk  ^ 12  Mk 

^'     bh[k^  +  2pn(2k-'l)]      6 [24  jma* +  **A* (3  -  2*)]'     ^^^ 
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The  stress  intensities  in  the  reinforcing  bars  can  be  det( 
from  (1)  and  (2)  after  the  value  of  /,  has  been  found. 

(b)  When  the  neutral  axis  NN  lies  outside  oj  the  boundary  oj 
the  cross  section  (Fig.  280). 

Uaii^  a  notation  similar  to  that  in 
the  preceding  case  and  aasuming  A  = 
A', 

f.  // 

n     kk-i         .      n      kh-d' 

the  stress  intensity  /,  being  compression 
instead  of  tension  in  this  case. 


and  the  stress  intensity  in  the  concrete, 
at  the  side  of  the  cross  section  nearest 
the  neutral  axis,  will  be  equal  to 


^-MV)=/.(-i)- 


.  ■  (11) 

The  resultant  stress  on  the  section  will  evidently  be  equal  to 
fi.  =  ^  a«  +U)  bh  +f.'A'  +f^  (very  nearly),    .    (12) 

the  stress  on  the  concrete  being  calculated  without  deducting  the 
area  of  the  reinforcement  from  the  cross  section  of  the  concrete. 
The  bending  moment,  makii^  the  same  approximation,  will  be 
equal  to 

M  =  R,e  =  la-f/)bkX^+f.'A'a-Ua.    .    (13) 

Substitutii^  the  values  of  /,',  /,  and  //,  from  (9),  (10)  and  (1 1), 
and  putting  A'  =  A  =  p6A  in  (12)  and  (13)  and  reducing,  we 
obtain 

fl.-i(2-J)6»+,f.(l-^)p6*  +  :tf,(l-^)pM 

=  /iACl  +  2pn)(l-Ji) (14) 
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'  12k 


[f+«„,..4(i-|i)-(i-^)] 

-^[24  !>»<•■  +  *■] (16) 

Solving  (15)  for  Rn  and  equating  to  (14),  we  have 

jgj[24p»,.  +  f]-/J,ACl+2p„)(l  -Jj), 
from  which  we  obtain 


24  pna*  +  h 


.  1 


12eh{l+2pn)^2 

Solving  (14)  or  (15)  we  have,  for  the  value  of  the  maximum 
mtensity  in  the  concrete, 

,  _  2RJc 12  Mk  __ 


(17) 


■"      6ft  [(1  +  2  pn)(2  *  -  1)1      b  [24  pna^  - 
The  stress  intensities  in  the  steel  bars  can  be  determined  from  (9) 
and  (10)  after  the  value  of /^  is  known. 

(c)  Columns  with  eight  rmnfordti^  bars, 

m  symmetrically  arranged.  —  Tlie  formulas 

for  A;  and  /„  in  the  two  preceding  cases 
—(a)      may  be  readily  modified  to  suit  the 
arrangement  of  the  reinforcing  bars, 
shown  in  the  cross  section  Fig.  (281a), 
for  the  case  where  the  neutral  axis  is 
within  the  boundary  of  the  cross  section 
and  the  distribution  of  stress  is  similar 
to  that  shown  in  Fig.  (281c),  or,  for  the 
(&)  case  in  which  the  neutral  axis  is  outside 
of  the  section  and  the  stress  distribution 
is  similar  to  that  shown  in  F^.  (281fc). 
Assuming  the  bars  to  be  of  the  same 
size,  we  will  use  the  same  notation  as 
before  and,  in  addition,  let  A"  =  the 
(c)  total  area  of  the  tv  o  bars  in  the  central 
plane  through  0  and  /,"  =  the  intensity 
ot  the  compression  stress  in  these  two 
bars. 
Then  in  either  of  the  casee  mentioned 
2. 


A"  =  ^A'^~A-. 


pbh 


(18) 
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and 

Proceeding  in  the  same  manner  as  in  Case  (a),  we  shall  have  for 
the  resultant  of  the  normal  stress  on  the  cross  section,  when  the 
stress  distribution  is  similar  to  that  indicated  in  Fig.  (281c), 

Rn^^-^+f.'A'+U'A"'fA  =/^*[|+tp^(2--^)];    (20) 

the  bending  moment  being  represented  by  equation  (6),  as  before. 
Solving  (6)  for  R^  equating  to  (20)  and  reducing,  we  have 

*.  +  3(|-l>.+i«p*-^f^  +  2e),    .    (2.) 

from  which  the  value  of  k  may  be  obtained.    Having  the  value 
of  fc,  the  value  of  fc  may  be  obtained  from  (20). 

Similarly,  when  the  stress  distribution  is  similar  to  that  indi- 
cated in  Fig.  (2816),  the  resultant  normal  stress  on  the  cross  section 
will  be  equal  to 

the  bending  moment  being  represented  by  (15),  as  before. 

Solving  (15)  for  Rn,  equating  to  (22)  and  then  solving  for  k,  vtq 
have 

*  =  ^if^±^  +  J (23) 

Having  the  value  of  k,  the  value  of  /«  may  be  obtained  from 
(22). 

(d)  Columns  with  more  than  eight  reinforcing  bars,  —  If  desired 
expressions  for  the  values  of  k  and  fc  may  be  readily  obtained  for 
square,  or  rectangular,  columns  reinforced  with  more  than  eight 
bars,  synmietrically  arranged,  by  the  same  method  as  that  em- 
ployed in  Case  (c). 

(e)  Unsymmetrical  reinforcement,  —  When  the  reinforcing  bars 
are  not  synmietrically  arranged,  the  true  central  axis  of  the  column 
will  not  pass  through  the  geometric  center  of  the  square,  or 
rectangle,  but  through  a  point  which  may  be  called  the  center  of 
gravity  of  the  equivalent  cross  section;  that  is,  the  center  of 
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gravity  of  the  cross  section  which  would  be  formed  if  the  cross 
section  of  the  reinforcing  bars  were  replaced  with  n  times  the  area 
in  concrete.  For  illustration;  if  in  Case  (a)  the  area  A'  were  not 
equal  to  A  (Fig.  279),  the  distance  u  to  the  true  center  of  gravity 

of  the  cross  section  would  not  be  equal  to  ^i  but  could  be  found 

from  the  equation 

bhX^  +  fiA'd'  +  nAd 

^"       bh  +  uA'  +  nA        ^^^ 

In  such  a  case  the  fundamental  equation  for  Rn  (equation  3) 
would  remain  unchanged,  but  the  equation  for  M  (equation  4) 
would  be  written  in  the  form 

M  =  ^(u  -  ^)  +//A'(ti  -  dO  +/^  {i-u).      (26) 

By  substituting  the  values  of  /,  and  //,  from  (1)  and  (2),  and 
the  values  ot  A'  and  A,  in  terms  of  6,  A,  p'  and  p,  in  (3)  and  (25), 
expressions  for  the  values  of  k  and  /.  can  be  obtained  in  the  same 
manner  as  in  Case  (a). 

Expressions  for  the  value  of  M ,  similar  to  (25),  could  evidently 
be  written  for  each  of  the  other  cases  considered ;  and  expressions  for 
the  maximum  stress  intensity  in  the  concrete  obtained  in  the  same 
manner. 

(f )  Alternative  method,  —  In  cases  where  the  neutral  axis  of  the 
resultant  stress  Ues  outside  of  the  cross  section,  a  solution  can  be 
made  by  adapting  the  formula  for  the  maximum  stress,  due  to  com- 
bined axial  compression  and  bending  in  a  homogeneous  colunm, 
(Art.  126)  to  the  conditions  in  the  concrete  colimm  as  follows: 
Let  Ao  =  the  area  of  the  equivalent  cross  section,  mentioned 
under  Case  (e),  obtained  by  replacing  the  cross 
section  of  the  reinforcing  steel  with  n  times  its  area 
in  concrete,  and 
7o  =  the  moment  of  inertia  of  the  equivalent  section  about 
an  axis  through  its  center  of  gravity,  perpendicular 

to  the  plane  of  bending. 
The  formula 

f.  =  ^  +  ^ (26) 

would  then  give  the  correct  value  of  the  maximum  stress  intensity 
in  the  concrete,  provided  the  neutral  axis  of  the  resultant  stress 
were  outside  of  the  section,  as  shown  in  Figs.  (280)  or  (2816). 
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For  a  cross  section  similar  to  that  in  Fig.  (280)  the  value  of  u 
would  be  given  by  (24) ;  the  area  of  the  equivalent  cross  section 

Ao  =  6A  +  nA'  +  nA (27) 

and  the  moment  of  inertia  of  the  equivalent  cross  section 

h^^  +h(^-^+nA'{u-dy  +  nA{d-u)\     (28) 

When  A  '=  A',  u  =  ^ ,  and  (28)  would  reduce  to 

/o  =  ^*  +  2naU (29) 

The  minimum  stress  intensity  on  the  cross  section  would  be  equal 
to 

j,^^_m^^    .....    (30) 

Aq  io 

A  negative  result,  obtained  by  the  solution  of  (30),  would  indicate 
that  the  neutral  axis  was  inside  of  the  boundary  of  the  section,  in 
which  case  the  formulas  for/c  and/c'  would  not  be  correct.  If, 
however,  the  negative  value  for  fj  were  small,  as  compared  to  the 
value  of /c,  given  by  (26),  the  latter  could  be  considered  suflBciently 
accurate  for  ordinary  purposes. 

This  method  has  the  advantage  of  being  applicable  to  columns 
having  circular,  or  other  shaped,  cross  sections,  where  a  solution 
by  the  method  used  in  Cases  (a),  (b)  and  (c)  would  be  much  more 
complex. 

213.  Hooped  Reinforcement.  —  Concrete  columns  of  circular 
section  are  frequently  reinforced  with  steel  hoops,  or  bands,  or  a 
continuous  rod  wound  into  the  form  of  a  helix,  embedded  near  the 
surface.  This  reinforcement  would  resist  to  a  certain  extent  the 
lateral  expansion,  which  accompanies  the  longitudinal  compression 
in  the  concrete  (Art.  5) ;  in  other  words,  the  hoops  would  prevent 
a  certain  amount  of  lateral  strain  and  reduce,  by  a  corresponding 
amount,  the  compression  strain  in  the  direction  of  the  axis  of  the 
column. 

This  reduction  in  strain  is  very  small  for  loads  within  the  working 
load;  but  experiments  have  shown  that  the  ultimate  strength  of 
concrete  columns  has  been  considerably  increased  by  the  use  of 
this  reinforcement. 

The  effect  of  hoop  reinforcement  may  be  allowed  for  by  using 
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a  higher  value  for  the  working  stress  intensity  /c  than  that  used 
for  columns  with  longitudinal  reinforcement  only.  The  allowable 
increase  in  the  value  of  /c  should  be  determined  from  a  comparison 
of  the  results  of  experiments  on  the  strengths  of  the  two  types  of 
columns,  rather  than  from  any  theory  built  upon  the  relation 
of  the  lateral  and  longitudinal  strains. 

214.  Floor  Slabs  Supported  on  Columns,  without  Beams  or 
Girders.  —  A  system  of  reinforced  concrete  floor  construction, 
which  does  away  with  the  necessity  of  floor  beams,  or  girders,  was 
originated  by  C.  A.  P.  Turner.  In  this  system,  frequently  called 
the  muakroam  system,  the  floor  slab  is  supported  directly  on  the 
tops  of  columns,  which  are  specially  formed  for  the  purpose,  and  is 
reinforced  by  sets  of  rods  run- 
nmg  m  four  directions,  as  indi- 
cated m  Fig  (282) 

Methods  of  determining  the 

stresses  m  such  a  slab  have  been 

proposed,   which  are   based  on 

the  theory  for  detemumng  the 

Btreasea  m  a   homogeneous   cir- 

I  cular  flat  plate  supported  at  the 

I  center  and  subjected  to  uniform 

I  load,  combined  with  a  load  at 

•^        I   the  circimiference    the  radius  of 

the  circle  being  taken  equal  to 

' ^ — 7 ^ — 7 — '  the  mean  distance  of  an  assumed 

I    [  I (         Ime  of  inflexion  in  the  portion 

yjg  282  '^^  ^^^  ^^  surroundmg  a   col- 

umn. 
On  account  of  the  lack  of  homogeneity  in  the  slab,  such  a  method 
is  at  best  very  approximate  and  a  better  method  in  this  case  would 
appear  to  be  a  purely  empirical  one,  based  on  the  results  of  experi- 
ments made  to  determine  the  ultimate  strength  of  slabs  of  this 
type  under  actual  working  conditions;  supplemented  by  measure- 
ments of  the  deflections  of  the  slabs  under  series  of  loads,  both  bfr 
low  and  above  the  allowable  working  load. 

216.  Problems.  —  Reinforced  Concrete  Beams  and  Columns. 
—  For  the  sake  of  brevity  all  quantities  in  the  following  problems 
will  be  expressed,  as  far  as  possible,  by  the  symbols  adopted  in  the 
different  cases  which  Imve  been  considered. 
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Problem  1. 

A  rectangular  concrete  beam,  having  the  dimensions,  h  —  10",  d  =  12", 
is  reinforced  on  the  tension  side  only  with  2  steel  bars,  }"  square,  and  loaded 
with  a  uniformly  distributed  load  of  500  lbs.  per  ft.  If  the  span  is  16  ft.  and 
the  beam  is  assumed  to  be  freely  supported  at  the  ends,  determine  the  values 
of /«}  fet  V  and  u,  assuming  n  —  15. 

Problem  2. 

Find  the  proper  size  and  spacing  of  the  reinforcement  for  a  concrete  floor 
slab,  supported  on  two  sides  only  and  having  a  span  of  15  ft.,  assuming  d  =  5", 
/,  =  16,000  lbs.  per  sq.  in.,  /c  =  700  lbs.  per  sq.  in.,  n  =  15. 

Problem  8. 

Determine  the  safe  uniform  load,  in  lbs.  per  sq.  ft.,  including  the  weight  of 
the  slab,  for  the  floor  in  Problem  (2),  assuming  the  slab  to  be  continuous  over 
the  supports,  with  the  reinforcement  arranged  as  indicated  in  Fig.  (274) ;  and 
calculate  the  values  of  v  and  u  under  this  load. 

Problem  4. 

A  concrete  floor,  supported  on  concrete  girders,  as  indicated  in  Fig. .  (274), 
which  are  spaced  15  ft.  on  centers  and  reinforced  with  4  steel  bars  1|"  square, 
has  the  following  dimensions:  span  of  girders  =  24  ft.,  t  =»  6",  6'  =  15", 
d  =  22".  If  the  total  load  on  the  floor,  including  the  weight  of  the  floor  and 
girders,  averages  150  lbs.  per  sq.  ft.,  calculate  the  values  of  /«,  /«,  t;  and  u, 

assmning  n  =  15  and  M  =  -r^- 

Problem  5. 

Calculate  the  size  and  required  spacing  of  the  web  reinforcing  units  in  the 
girders  in  Problem  <4),  assuming  the  allowable  values,  /«  =  16,000  lbs.  pei  sq. 
in.,  fe  =  650  lbs.  per  sq.  in.,  v  =  120  lbs.  per  sq.  in. 

Problem  6. 

Calculate  the  values  of /c,  /«  and  /,'  at  the  sections  at  the  ends  of  floor  girders 
in  Problem  (4),  assuming  one-half  of  the  reinforcing  rods  in  each  span  to  be 
bent  up  and  carried  over  the  supports,  as  indicated  in  "Fig.  (277),  the  distance 
from  the  centers  of  the  rods  to  the  top  of  the  floor  being  2J",  and  the  distance 
of  the  centers  of  the  rods  on  the  tower  side  from  the  under  side  of  the  beam 
being  assumed  to  be  2i". 

Problem  7. 

Determine  the  values  of  fe  and  /«  due  to  an  axial  load  of  200,000  lbs.  on  a 
concrete  column,  having  a  cross  section  16"  X  16",  reinforced  with  eight 
}"  square  bars,  arranged  as  shown  in  Fig.  (281a),  the  bars  being  placed  with 
centers  2"  inside  of  the  column.    Assume  n  —  15. 

Problem  8. 

Determine  the  values  of /c,  /,  and  /,'  for  the  column  in  Problem  (7),  assuming 
the  column  to  be  subjected  to  an  eccentric  load  of  120,000  lbs.,  acting  through 
a  principal  axis  at  a  distance  e  —  2"  from  the  center.    Assume  n  «  15. 
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Problem  9. 

Solve  Problem  (8)  assimiing  the  colimm  to  be  subjected  to  a  load  of  80|00C 
lbs.,  with  an  eccentricity  e  —  6". 

Problem  10. 

Determine  the  allowable  load  on  a  concrete  colmnn  16"  square,  reinforced 
with  eight  1"  square  bars,  arranged  as  in  Problem  (7),  with  centers  2"  from 
the  sides  of  the  column;  assuming  fc  =  650  lbs.  per  sq.  in.  and  n  =  15: 

(a)  When  the  load  is  central; 

(b)  When  the  load  has  an  eccentricity  of  1"; 

(c)  When  the  load  has  an  eccentricity  of  8". 
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Braced  arch 439 
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Parabolic 359 
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546  INDEX 

PAOB 

Impact  producing  a  direct  stress,  effect  of 28 

Inertia,  principal  axes  of 321 

principal  moments  of 321 

Intensities  of  stress  on  different  planes  through  a  point  in  a  bar  sub- 
jected to  uniform  tension 41 

Intensity  of  bearing  pressure 84 

Intensity  of  stress 4 

at  a  point 39 

on  different  planes  through  a  point  in  any  body  subjected  to  plane 

stress 43 

Iiftensity  of  shearing  stress,  on  a  cross  section  of  a  beam 165 

per  unit  of  depth 166 

Inverted  arch 446 

Joint,  lap  of *. 84 

structural ^ 92 

Joints,  riveted 84 

Liap-joint,  double  riveted 87 

single  riveted 85 

Lap  of  joint,  defined 84 

lAteral  deflection 389 

Law,  Hooke's 10 

Least  work,  principle  of,  as  applied  to  beams 241 

solution  of  trussed  beams  by  method  of 309 

Limitations,  of  theory  of  beams 104 

of  theory  of  flexure 260 

Limits,  elastic 9 

Linear  arch 449 

Linear  expansion,  coefficient  of 23 

Lines,  section  moduli 329 

Links,  chain 432 

Load,  critical 350 

changes  and  effect  of  temperature 452 

deformation  diagrams 16 

deformation  diagrams  for  torsion 378 

suddenly  applied 29 

Loading,  eccentric 296 

Loads,  axial  and  transverse 293 

defined 103 

oblique 300 

parallel  to  the  axis 296 

shearing  forces  and  bending  moments,  graphical  representation  of  116 

shearing  forces  and  bending  moments,  relation  of 116 

transverse,  not  in  same  plane 302 

Longitudinal  shearing 161 

liongitudinal  shearing  stress,  graphical  representation  of  the 167 

maximum  intensity  of 163 

per  unit  of  length 163 
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Longitudinal  shearing  stresses  in  beams,  problems 169 

Long  columns,  Euler's  theory 348 

under  eccentric  load 371 

Long  thin  rods 347 

MaUeabiUty 2 

Materials,  properties  of 2 

strength  of 1 

Maximum  eccentricity  without  reversing  stress 299 

Maximum  intensity  of  longitudinal  shearing  stress 163^ 

Maximum  obliquity,  of  stress 55 

planes  of 49 

Maximum  shear,  planes  of 49 

Maximum  stress  intensity,  variation  with  radius  of  curvature 419 

Measure  of  ductility 16 

Moduli  of  elasticity 10 

Modulus  of  elasticity 14 

shearing 11 

units  of 11 

Modulus  of  elasticity  and  modulus  of  rigidity,  relation  between 72 

Modulus,  of  resilience 27 

of  rigidity 11 

of  rupture,  transverse 147 

of  rupture  in  torsion 379 

Young's 11 

Moment  of  resistance 106,  111 

in  torsion 377 

problems 144 

Neutral  axis 93 

Non-uniform  cross  section,  deflection  of  beams  of 217 

Normal  stress,  graphical  representation  of  the 140 

Notation  of  stress 40 

Oblique,  loads 300 

stress 4 

Obliquity,  maximum 55 

planes  of  maximum 49 

Open  coiledspring 394, 399 

Ordinary  bending 109 

bar  of  imsymmetrical  cross  section  subjected  to 325 

curved  bars  subjected  to 415 

general  formulas  for  slope  and  deflection 188 

theory  of 113 

under  distributed  loads 114 

Outside  fiber  stress 109 

diagram  of 156 

Overstrain 24 
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Parabolic  formulas 359 

Permanent  strain  or  set 23 

Physical  properties  of  materials,  problems 34 

Pitch  of  rivets 84 

Plane  strain 64 

Plane  stress 39 

strain  accompanying 71 

stress  intensities  on  different  planes  through  a  point  in  any  body 

subjected  to 43 

Plane  of  stress 39 

principal  stresses  in  terms  of  the  stresses  on  any  two  planes  per- 
pendicular to  the 55 

Planes  of  maximum  shear  and  maximum  obliquity 49 

Planes  of  stress,  principal 75 

Planes  on  which  there  is  no  shear 45 

Plasticity 2 

Plate  girders 104 

Poisson's  ratio 8 

Polygon,  equihbrium 447 

section  moduli 331 

Pressure,  center  of 94 

intensity  of  bearing 84 

uniform  internal  and  external 79, 81 

Principal  axes,  of  inertia. 321 

of  strain 75 

Principal  moments  of  inertia 321 

Principal  planes  of  stress 45,  75 

Principal  strains 69, 75,  388 

strain  components  in  terms  of 70 

Principal  stresses 45,  75 

equal 54 

in  beams 174 

in  beams,  problems 177 

in  terms  of  the  stresses  on  any  two  coordinate  planes  at  right  angles 

to  the  plane  of  stress 51 

in  terms  of  the  stresses  on  any  two  planes  perpendicular  to  the 

plane  of  stress 55 

open  coiled  spring .....' 395 

resultant  stress  on  any  plane  in  terms  of  the 53 

stress  components  on  any  plane  in  terms  of 47 

Principle  of  least  work  as  applied  to  beams 241 

Principle,  Saint-Venant's 78 

Problems,  arches  and  catenaries 461 

columns  and  struts 372 

combined  shearing  force  and  bending  moment  diagrams 138 

combined  stresses 312 

continuous  beams 280 

curved  bars 437 
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Problems,  cylinders  and  plates 503 

deflection  of  beams 251 

fiber  stresses  in  beams  of  uniform  section 150 

fiber  stresses  in  beams  of  varying  sections 159 

general  flexure 336 

longitudinal  shearing  stresses  in  beams 169 

moment  of  resistance 144 

physical  properties  of  materials 34 

reinforced  concrete  beams  and  columns 536 

shafting  and  springs 403 

shearing  force'and  bending  moment 121 

stresses  at  a  point 61 

stresses  in  beams,  principal  stresses 177 

uniform  and  uniformly  varying  stress 97 

Proof  resilience 27 

Properties  of  materials 2 

Rankine's,  graphical  solution ' 59 

formulas  for  columns , 357 

Rate  of  application  of  load,  effect  on  maximum  intensity 29 

Ratio,  of  conjugate  stresses 60 

Poisson's 8 

Reactions,  defined 103 

Reactions  and  bending  moments,  determination  of,  at  the  supports  of  any 

continuous  beam 270 

Rectangular  beams,  reinforced  for  tension  only 507 

Rectangular  cross  section,  tube  of 470 

Rectangular  flat  plate,  fixed  at  the  edges 502 

freely  supported  at  the  edges 503 

Rectangular  and  square  flat  plates  mnf ormly  loaded 496 

Reinforced  concrete  beam,  deflection  of 526 

Reinforced  concrete  beams  and  columns^ 506 

problems 536 

Relation  between,  stresses  and  strains 71 

the  modulus  of  elasticity  and  modulus  of  rigidity 72 

Relation  of,  bending  moments,  shearing  forces  and  loads 116 

compressive  stresses  to  strains  above  the  elastic  limit 19 

intensities  of  shearing  stress  on  the  X  and  Y  planes 41 

shearing  forces  and  bending  moments  at  two  different  cross  sec- 
tions   119 

tensile  stresses  and  strains  above  the  elastic  limit 12 

Resilience,  defined 25 

deflection  determined  from 238 

due  to  combined  stresses 304 

in  torsion 384 

in  terms  of  the  greatest  fiber  stress 236 

modulus  of 27 

of  a  beam  due  to  bending 234 
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Resilience,  proof 27 

shearing 243 

working 34 

Resistance  to  shear Ill 

Resultant  stress 93 

Resultant  stress  on  any  plane  in  terms  of  the  principal  stresses 53 

Rigidity,  modulus  of 11 

torsional 378 

Ring,  circular 426 

Riveting,  chain 88 

aigzag • 88 

Rivets,  driven  diameter  of 86 

normal  diameter  of 86 

pitch  of 84 

Riveted  joint,  efficiency  of 87 

strength  of  a 87 

Riveted  joints 84 

Rupture,  modulus  of *. 147 

Safety,  factor  of 33 

Saint-Venant's  principle 75 

Section,  core  of  the 236 

Section  moduli,  lines 329 

polygon 331 

Section  modulus i 140 

units  of 140 

Set  in  torsion 378 

Set  or  strain,  permanent 23 

Shafting  and  springs 375 

problems 403 

Shafting,  transmission  of  power  by 379 

Shafts,  hollow  circular 380 

Shear,  single 83 

double 83 

planes  on  which  there  is  no 45 

planes  of  maximum 49 

stress-strain  relation  in 22 

Shearing  and  bond  stresses 511, 518, 522 

Shearing,  deflection  due  to 244 

Shearing  force 112 

and  bending  moment,  problems 121 

and  bending  moment  diagrams,  combined 136 

and  bending  moment  diagrams,  combined,  problems 138 

convention  of  signs  for 112 

Shearing  forces,  and  bending  moments  at  two  different  cross  sections, 

relations  of 119 

approximate  method  of  determining  for  continuous  beams 279 


INDEX  551 

PAOB 

Shearing  forces,  bending  moments  and  loads,  graphical  representation  of  116 

bending  moments  and  loads,  relations  of 116 

Shearing,  longitudinal IGl 

modulus  of  elasticity 11 

resilience 243 

strain 7,  64 

strength 22 

Shearing  stress Ill 

longitudinal  per  unit  of  length 163 

on  the  cross  section  of  a  beam,  intensity  of 165 

per  unit  of  depth,  intensity  of 166 

relation  of  intensities  on  the  X  and  Y  planes 41 

uniform 82 

Simple  beam 103 

Simple  bending 104 

bar  of  uns3rmmetrical  cross  section  subjected  to 322 

Simple  or  uniform  bending 105 

theory  of 107 

Simple,  extension 6,  65 

1            stress  or  stresses 3 

Single  riveted,  butt-joint 89 

lap  joint 85 

Single  shear 83 

Slab,  supported  on  four  sides 514 

supported  on  two  sides 513 

Slope  and  deflection,  from  elastic  curve 184 

from  the  bending  moment  diagram 225 

general  formulas  for  ordinary  bending 188 

general  formulas  for  uniform  bending 186 

loads  considered  separately 203 

loads  considered  simultaneously 201 

SoUd  arch • 439 

Sphere,  thick  hollow 81,  478 

Spiral  spring 433 

Spring,  carriage 435 

close  coiled 393,  399 

helical,  subjected  to  axial  load 392 

helical,  subjected  to  axial  twist 398 

helical,  subjected  to  a  combined  axial  load  and  twist 400 

of  hollow  circular  section 401 

of  non-circular  section 401 

open  coiled 394,  399 

spiral 433 

time  of  oscillation  of 401 

Springs  and  shafting 375 

problems 403 

S-polygon,  construction  of  the 333 

for  combined  stresses 335 
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Square  flat  plates,  centrally  loaded 502 

fixed  at  the  edges 502 

freely  supported  at  the  edges 502 

Square  flat  plates,  uniformly  loaded 496 

fixed  at  the  edges 500 

freely  supported  at  the  edges 500 

Stiffness 181 

Straight  line  formulas 360 

Strain,  accompanying  plane  stress 71 

analysis  of 64 

and  stress,  convention  of  signs  for  curvature 411 

at  a  point 64 

components  in  terms  of  principal  strains 70 

components  of 66 

compressive 6 

defined 5 

elastic 23 

hysteresis  of 25 

or  set,  permanent 23 

plane 64 

shearing 7, 64 

stress  diagram 13 

tensile 5 

units  of 67 

Strains,  principal 69,  75 

principal  axes  of 75 

Strains  and  stresses,,  due  to  change  of  temperature 22 

general  relations  of 75 

relations  between 71 

Strength,  breaking 13 

of  a  riveted  joint 87 

of  materials 1 

shearing 22 

ultimate 13 

working 33 

Stress,  analysis  of 39 

and  strain,  convention  of  signs 411 

at  a  point 39 

at  a  point,  problems 61 

beyond  the  elastic  limit  in  torsion 379 

center  of 93 

complex 3 

components  on  any  plane  in  terms  of  the  principal  stresses 47 

defined 3 

diagram 447 

diagram  of  outside  fiber 156 

ellipse  of 45, 46 

fiber 109 
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Stress,  graphical  representation  of  normal 140 

graphical  representation  of  longitudinal  shearing 167 

greatest  outside  fiber 139 

intensity  of 4 

intensity  of,  at  a  point 39 

intensities  on  different  planes  through  a  point  in  any  body  sub- 
jected to  plane  stress 43 

longitudinal  shearing,  maximum  intensity  of 163 

longitudinal  shearing,  per  unit  of  length 163 

notation  of 40 

oblique 4 

on  a  cross  section  of  a  beam,  intensity  of  shearing 165 

outside  fiber 109 

per  unit  of  depth,  intensity  of  shearing 166 

plane 39 

plane  of 39 

principal  planes  of 45 

relation  of  intensities  of  shearing  on  the  X  and  Y  planes 41 

resultant 93 

simple 3 

strain  diagram 13 

strain,  relation  in  shear 22 

uniform 77 

uniform  shearing 82 

uniformly  var3ring 93 

uniformly  varying,  whose  resultant  is  a  couple 94 

units  of 4 

Stresses  and  strains,  due  to  change  of  temperature 22 

general  relations  of 75 

relation  between 71 

Stresses,  at  a  section  over  a  support 523 

conjugate 53 

combined 292 

combined,  resilience  due  to 304 

combined,  truss  members  subjected  to 305 

equal  principal 48, 54 

in  beams,  definitions 103 

in  beams,  principal  stresses,  problems 177 

in  hooks 211 

principal 45, 75 

principal,  in  beams 174 

principal,  in  terms  of  the  stresses  on  any  two  oodrdinate  planes  at 

right  angles  to  the  plane  of  stress 51 

ratio  of  conjugate 60 

shearing  and  bond 511 

Structural  joint 92 

Strut,  defined 346 

or  tie,  subjected  to  combined  axial  and  lateral  loading 366 
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Strut,  and  columns T . .  346 

Suddenly  applied  load .  29 

Summary,  formulas  for  bending  moments  and  deflections 223 

Supporting  forces,  defined 103 

determination  of,  for  beams  which  are  statically  indeterminate . .  213 

Tee  beams 618 

Temperature  and  load  changes,  effects  of 452 

Temperature,  strains  and  stresses  due  to  change  of 22 

Tensile  properties,  effect  of  shape  of  test  piece  on 18 

Tensile  strain 5 

Tensile  stresses,  relation  of,  to  strains  above  the  elastic  limit 12 

Tension,  axial 77 

end 80 

hoop 80 

Test  pieces,  effect  of  shape  of,  on  tensile  properties 18 

Theorem  of  three  moments 259 

Theory  of  flexure,  limitations  of  the 250 

Theory  of  beams,  assumptions  of 107 

limitations  of 104 

Theory  of,  ordinary  bending 113 

simple  or  uniform  bending 107 

Thick,  hollow  cylinder 473 

hollow  sphere 478 

Thin,  hollow  cylinder 79 

hollow  sphere 81 

oval  cylinder 467 

Three  hinged,  arch 440 

circular  arch 461 

Three  moments,  the  theorem  of 259 

Time  of  oscillation  of  a  spring 401 

Torque  at  the  elastic  limit 378 

Torque,  or  twisting  moment 377 

Torsion  and  bending,  combined 385 

Torsion  and  end  pressure,  or  tension,  combined 389 

Torsion,  bending  and  end  pressure,  or  tension,  combined 391 

Torsion,  ductility  in 379 

elastic  limit  in 378 

in  bars  of  non-circular  section 381 

load-deformation  diagram  for 378 

modulus  of  rupture  in 379 

moment  of  resistance  in 377 

resilience  in 384 

set  in 378 

stress  beyond  the  elastic  limit  in 379 

yield  point  in 378 

Torsional  rigidity 378 

Total  stress 4 
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Tramway  cable 453 

Transmission  of  power  by  shafting 379 

Transformed  catenary 451 

Transverse  and  axial  loads 293 

Transverse  curvature 249 

Transverse  loads  not  in  same  plane 302 

Trough,  flexible 457 

Trussed  beams 307 

solution  by  method  of  least  work 309 

Trussed  members  subjected  to  combined  stresses 305 

Tube  of  rectangular  cross  section 470 

Twisting  moment,  or  torque 377 

Two  hinged  arch 441 

Ultimate  strength 13 

Uniform  and  uniformly  varying  stress 77 

problems 97 

Uniform  bearing  pressure 83 

Uniform  bending 104, 105 

curved  bars,  subjected  to 410 

general  formulas  for  slope  and  deflection  due  to 186 

theory  of 107 

Uniform,  external  pressure 81 

internal  pressure 79 

Uniform  strength,  beams  of 217 

Uniform  stress 77 

Uniform  shearing  stress 82 

Uniform  tension,  stress  intensities  on  different  planes  through  a  point  in 

a  bar  subjected  to 41 

Uniformly  varying  stress 93 

whose  resultant  is  a  couple 94 

Unit  stress 4 

Units  of,  modulus  of  elasticity 11 

modulus  of  rigidity 11 

section  modulus 140 

strain 6, 7 

stress 4 

stress  intensity 4 

Unsymmetrical  bars,  combined  direct  and  bending  stresses  in 326 

Unsymmetrical  bending 321 

Variation  in  maximum  stress  intensity  with  radius  of  curvature 419 

Var3ring  cross  section,  beams  of 155 

Varying  stress,  uniformly 93 

Volume,  change  of,  under  stress 8 

Web  reinforcement 624 

Wire 392 
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Working,  load 33 

outside  fiber  stress 148 

resilience 34 

strength 33, 148 

Yield  point 12 

in  torsion 378 

Young's  modulus 11 

Zigzag  riveting ; 88 
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